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PREFACE   TO   THE   FIRST   EDITION. 

IHE  fact  that  certain  bodies,  after  being  rubbed, 
appear  to  attract  other  bodies,  was  known  to  the 
ancients.  In  modem  times,  a  great  variety  of  other 
phenomena  have  been  observed,  and  have  been  found 
to  be  related  to  these  phenomena  of  attraction.  They 
have  been  classed  under  the  name  of  Electric  phe- 
nomena, amber,  fjX&crpov,  having  been  the  substance 
in  which  they  were  first  described. 

Other  bodies,  particularly  the  loadstone,  and  pieces 
of  iron  and  steel  which  have  been  subjected  to  certain 
processes,  have  also  been  long  known  to  exhibit  phe- 
nomena of  action  at  a  distance.  These  phenomena, 
with  others  related  to  them,  were  found  to  difier  from 
the  electric  phenomena,  and  have  been  classed  under 
the  name  of  Magnetic  phenomena,  the  loadstone,  fiayvpi^, 
being  found  in  the  Thessalian  Magnesia. 

These  two  classes  of  phenomena  have  since  been 
found  to  be  related  to  each  other,  and  the  relations 
between  the  various  phenomena  of  both  classes,  so 
far  as  they  are  known,  constitute  the  science  of  Elec- 
tromagnetism. 

In  the  following  Treatise  I  propose  to  describe  the 

Digitized  by  VjOOQIC 


vi  PREFACE. 

most  important  of  these  phenomena,  to  shew  how  they 
may  be  subjected  to  measurement,  and  to  trace  the 
mathematical  connexions  of  the  quantities  measured. 
Having  thus  obtained  the  data  for  a  mathematical 
theory  of  electromagnetism,  and  having  shewn  how 
this  theory  may  be  applied  to  the  calculation  of  phe- 
nomena, I  shall  endeavour  to  place  in  as  clear  a  light 
as  I  can  the  relations  between  the  mathematical  form 
of  this  theory  and  that  of  the  fundamental  science  of 
Dynamics,  in  order  that  we  may  be  in  some  degree 
prepared  to  determine  the  kind  of  dynamical  pheno- 
mena among  which  we  are  to  look  for  illustrations  or 
explanations  of  the  electromagnetic  phenomena. 

In  describing  the  phenomena,  I  shall  select  those 
which  most  clearly  illustrate  the  fundamental  ideas  of 
the  theory,  omitting  others,  or  reserving  them  till  the 
reader  is  more  advanced. 

The  most  important  aspect  of  any  phenomenon  from 
a  mathematical  point  of  view  is  that  of  a  measurable 
quantity.  I  shall  therefore  consider  electrical  pheno- 
mena chiefly  with  a  view  to  their  measurement,  de- 
scribing the  methods  of  measurement,  and  defining 
the  standards  on  which  they  depend. 

In  the  application  of  mathematics  to  the  calculation 
of  electrical  quantities,  I  shall  endeavour  in  the  first 
place  to  deduce  the  most  general  conclusions  from  the 
data  at  our  disposal,  and  in  the  next  place  to  apply 
the  results  to  the  simplest  cases  that  can  be  chosen. 
I  shall  avoid,  as  much  as  I  can,  those  questions  which, 
though  they  have  elicited  the  skill  of  mathematicians, 
have  not  enlarged  our  knowledge  of  science. 
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PREFACE.  vii 

The  internal  relations  of  the  different  branches  of 
the  science  which  we  have  to  study  are  more  numerous 
and  complex  than  those  of  any  other  science  hitherto 
developed.  Its  external  relations,  on  the  one  hand  to 
dynamics,  and  on  the  other  to  heat,  light,  chemical 
action,  and  the  constitution  of  bodies,  seem  to  indicate 
the  special  importance  of  electrical  science  as  an  aid 
to  the  interpretation  of  nature. 

It  appears  to  me,  therefore,  that  the  study  of  electro- 
magnetism  in  all  its  extent  has  now  become  of  the 
first  importance  as  a  means  of  promoting  the  progress 
of  science. 

The  mathematical  laws  of  the  different  classes  of 
phenomena  have  been  to  a  great  extent  satisfactorily 
made  out. 

The  connexions  between  the  different  classes  of  phe- 
nomena have  also  been  investigated,  and  the  proba- 
bility of  the  rigorous  exactness  of  the  experimental 
laws  has  been  greatly  strengthened  by  a  more  extended 
knowledge  of  their  relations  to  each  other. 

Finally,  some  progress  has  been  made  in  the  re- 
duction of  electromagnetism  to  a  dynamical  science, 
by  shewing  that  no  electromagnetic  phenomenon  is 
contradictory  to  the  supposition  that  it  depends  on 
purely  dynamical  action. 

What  has  been  hitherto  done,  however,  has  by  no 
means  exhausted  the  field  of  electrical  research.  It 
has  rather  opened  up  that  field,  by  pointing  out  sub- 
jects of  enquiry,  and  furnishing  us  with  means  of 
investigation. 

It  is  hardly  necessary  to  enlarge  upon  the  beneficial 
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viii  PREFACE. 

results  of  magnetic  research  on  navigation,  and  the 
importance  of  a  knowledge  of  the  true  direction  of 
the  compass,  and  of  the  eflfect  of  the  iron  in  a  ship. 
But  the  labours  of  those  who  have  endeavoured  to 
render  navigation  more  secure  by  means  of  magnetic 
observations  have  at  the  same  time  greatly  advanced 
the  progress  of  pure  science. 

Gauss,  as  a  member  of  the  German  Magnetic  Union, 
brought  his  powerful  intellect  to  bear  on  the  theory 
of  magnetism,  and  on  the  methods  of  observing  it, 
and  he  not  only  added  greatly  to  our  knowledge  of 
the  theory  of  attractions,  but  reconstructed  the  whole 
of  magnetic  science  as  regards  the  instruments  used, 
the  methods  of  observation,  and  the  calculation  of  the 
results,  so  that  his  memoirs  on  Terrestrial  Magnetism 
may  be  taken  as  models  of  physical  research  by  all 
those  who  are  engaged  in  the  measurement  of  any 
of  the  forces  in  nature. 

The  important  applications  of  electromagnetism  to 
telegraphy  have  also  reacted  on  pure  science  by  giving 
a  commercial  value  to  accurate  electrical  measure- 
ments, and  by  aflEbrding  to  electricians  the  use  of 
apparatus  on  a  scale  which  greatly  transcends  that 
of  any  ordinary  laboratory.  The  consequences  of  this 
demand  for  electrical  knowledge,  and  of  these  experi- 
mental opportunities  for  acquiring  it,  have  been  already 
very  great,  both  in  stimulating  the  energies  of  ad- 
vanced electricians,  and  in  diffusing  among  practical 
men  a  degree  of  accurate  knowledge  which  is  likely 
to  conduce  to  the  general  scientific  progress  of  the 
whole  engineering  profession. 
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PREFACE.  ix 

There  are  several  treatises  in  which  electrical  and 
magnetic  phenomena  are  described  in  a  popular  way. 
These,  however,  are  not  what  is  wanted  by  those  who 
have  been  brought  face  to  face  with  quantities  to  be 
measured,  and  whose  minds  do  not  rest  satisfied  with 
lecture-room  experiments. 

There  is  also  a  considerable  mass  of  mathematical 
memoirs  which  are  of  great  importance  in  electrical 
science,  but  they  lie  concealed  in  the  bulky  Trans- 
actions of  learned  societies ;  they  do  not  form  a  con- 
nected system;  they  are  of  very  unequal  merit,  and 
they  are  for  the  most  part  beyond  the  comprehension 
of  any  but  professed  mathematicians. 

I  have  therefore  thought  that  a  treatise  would  be 
useful  which  should  have  for  its  principal  object  to 
take  up  the  whole  subject  in  a  methodical  manner, 
and  which  should  also  indicate  how  each  part  of  the 
subject  is  brought  within  the  reach  of  methods  of 
verification  by  actual  measurement. 

The  general  complexion  of  the  treatise  dififers  con- 
siderably from  that  of  several  excellent  electrical 
works,  published,  most  of  them,  in  Germany,  and  it 
may  appear  that  scant  justice  is  done  to  the  specu- 
lations of  several  eminent  electricians  and  mathema- 
ticians. One  reason  of  this  is  that  before  I  began 
the  study  of  electricity  I  resolved  to  read  no  mathe- 
matics on  the  subject  till  I  had  first  read  through 
Faraday's  Experimental  Researches  on  Electricity.  I 
was  aware  that  there  was  supposed  to  be  a  dijfference 
between  Faraday's  way  of  conceiving  phenomena  and 
that  of   the    mathematicians,   so   that    neither   he    nor 
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they  were  satisfied  with  each  other  s  language.  I  had 
also  the  conviction  that  this  discrepancy  did  not  arise 
from  either  party  being  wrong.  I  was  first  convinced 
of  this  by  Sir  William  Thomson  *,  to  whose  advice  and 
assistance,  as  well  as  to  his  published  papers,  I  owe 
most  of  what  I  have  learned  on  the  subject. 

As  I  proceeded  with  the  study  of  Faraday,  I  per- 
ceived that  his  method  of  conceiving  the  phenomena 
was  also  a  mathematical  one,  though  not  exhibited 
in  the  conventional  form  of  mathematical  symbols.  I 
also  found  that  these  methods  were  capable  of.  being 
expressed  in  the  ordinary  mathematical  forms,  and 
thus  compared  with  those  of  the  professed  mathema- 
ticians. 

For  instance,  Faraday,  in  his  mind's  eye,  saw  lines 
of  force  traversing  all  space  where  the  mathematicians 
saw  centres  of  force  attracting  at  a  distance :  Faraday 
saw  a  medium  where  they  saw  nothing  but  distance  : 
Faraday  sought  the  seat  of  the  phenomena  in  real 
actions  going  on  in  the  mediimi,  they  were  satisfied 
that  they  had  found  it  in  a  power  of  action  at  a 
distance  impressed  on  the  electric  fluids. 

When  I  had  translated  what  I  considered  to  be 
Faraday's  ideas  into  a  mathematical  form,  I  found 
that  in  general  the  results  of  the  two  methods  coin- 
cided, so  that  the  same  phenomena  were  accounted 
for,  and  the  same  laws  of  action  deduced  by  both 
methods,  but   that  Faraday's  methods   resembled  those 

*  I  take  this  opportunity  of  acknowledging  my  obligations  to  Sir 
W.  Thomson  and  to  Professor  Tait  for  manj  valuable  suggestions  made 
during  the  printing  of  this  work. 
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in  which  we  begin  with  the  whole  and  arrive  at  the 
parts  by  anlaysis,  while  the  ordinary  mathematical 
methods  were  founded  on  the  principle  of  beginning 
with  the  parts  and  building  up  the  whole  by  syn- 
thesis. 

I  also  found  that  several  of  the  most  fertile  methods 
of  research  discovered  by  the  mathematicians  could  be 
expressed  much  better  in  terms  of  ideas  derived  from 
Faraday  than  in  their  original  form. 

The  whole  theory,  for  instance,  of  the  potential,  con- 
sidered as  a  quantity  which  satisfies  a  certain  partial 
differential  equation,  belongs  essentially  to  the  method 
which  I  have  called  that  of  Faraday.  According  to 
the  other  method,  the  potential,  if  it  is  to  be  considered 
at  all,  must  be  regarded  as  the  result  of  a  summation 
of  the  electrified  particles  divided  each  by  its  distance 
from  a  given  point.  Hence  many  of  the  mathematical 
discoveries  of  Laplace,  Poisson,  Green  and  Gauss  find 
their  proper  place  in  this  treatise,  and  their  appropriate 
expression  in  terms  of  conceptions  mainly  derived  from 
Faraday. 

Great  progress  has  been  made  in  electrical  science, 
chiefly  in  Germany,  by  cultivators  of  the  theory  of 
action  at  a  distance.  The  valuable  electrical  measure- 
ments of  W.  Weber  are  interpreted  by  him  according 
to  this  theory,  and  the  electromagnetic  speculation 
which  was  originated  by  Gauss,  and  carried  on  by 
Weber,  Riemann,  J.  and  C.  Neumann,  Lorenz,  &c.  is 
founded  on  the  theory  of  action  at  a  distance,  but 
depending  either  directly  on  the  relative  velocity  of  the 
particles,  or  on  the  gradual  propagation  of  something, 
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whether  potential  or  force,  from  the  one  particle  to 
the  other.  The  great  success  which  these  eminent 
men  have  attained  in  the  application  of  mathematics 
to  electrical  phenomena,  gives,  as  is  natural,  addi- 
tional weight  to  their  theoretical  speculations,  so  that 
those  who,  sa  students  of  electricity,  turn  to  them  as 
the  greatest  authorities  in  mathematical  electricity, 
would  probably  imbibe,  along  with  their  mathematical 
methods,  their  physical  hypotheses. 

These  physical  hypotheses,  however,  are  entirely 
alien  from  the  way  of  looking  at  things  which  I 
adopt,  and  one  object  which  I  have  in  view  is  that 
some  of  those  who  wish  to  study  electricity  may,  by 
reading  this  treatise,  come  to  see  that  there  is  another 
way  of  treating  the  subject,  which  is  no  less  fitted  to 
explain  the  phenomena,  and  which,  though  in  some 
parts  it  may  appear  less  definite,  corresponds,  as  I 
think,  more  faithfully  with  our  actual  knowledge,  both 
in  what  it  affirms  and  in  what  it  leaves  undecided. 

In  a  philosophical  point  of  view,  moreover,  it  is 
exceedingly  important  that  two  methods  should  be 
compared,  both  of  which  have  succeeded  in  explaining 
the  principal  electromagnetic  phenomena,  and  both  of 
which  have  attempted  to  explain  the  propagation  of 
light  as  an  electromagnetic  phenomenon,  and  have 
actually  calculated  its  velocity,  while  at  the  same  time 
the  fimdamental  conceptions  of  what  actually  takes 
place,  as  well  as  most  of  the  secondary  conceptions  of 
the  quantities  concerned,  are  radically  different. 

I  have  therefore  taken  the  part  of  an  advocate  rather 
than  that  of  a  judge,  and  have  rather  exemplified  one 
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method  than  attempted  to  give  an  impartial  description 
of  both.  I  have  no  doubt  that  the  method  which  I 
have  called  the  German  one  will  also  find  its  sup- 
porters, and  will  be  expounded  with  a  skill  worthy 
of  its  ingenuity. 

I  have  not  attempted  an  exhaustive  account  of  elec- 
trical phenomena,  experiments,  and  apparatus.  The 
student  who  desires  to  read  all  that  is  known  on  these 
subjects  wUl  find  great  assistance  from  the  TraitS 
d^  Electricity  of  Professor  A.  de  la  Rive,  and  from  several 
German  treatises,  such  as  Wiedemann's  Oalvanismus^ 
Eiess'  Beibungselektricitaty  Beer  s  Einleitung  in  die  Eleh' 
irostatiky  &c. 

I  have  confined  myself  almost  entirely  to  the  ma- 
thematical treatment  of  the  subject,  but  I  would 
recommend  the  student,  after  he  has  learned,  experi- 
mentally if  possible,  what  are  the  phenomena  to  be 
observed,  to  read  carefully  Faraday's  Experimental 
Researches  in  Electricity.  He  will  there  find  a  strictly 
contemporary  historical  account  of  some  of  the  greatest 
electrical  discoveries  and  investigations,  carried  on  in 
an  order  and  succession  which  could  hardly  have  been 
improved  if  the  results  had  been  known  from  the 
first,  and  expressed  in  the  language  of  a  man  who 
devoted  much  of  his  attention  to  the  methods  of 
accurately  describing  scientific  operations  and  their 
results  *. 

It  is  of  great  advantage  to  the  student  of  any 
subject  to  read  the  original  memoirs  on  that  subject, 
for  science  is  always  most  completely  assimilated  when 
*  Life  amd  Letters  of  Faraday^  vol.  i,  p.  395. 
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it  is  in  the  nascent  state,  and  in  the  case  of  Faraday's 
Researches  this  is  comparatively  easy,  as  they  are 
published  in  a  separate  form,  and  may  be  read  con- 
secutively. If  by  anything  I  have  here  written  1 
may  assist  any  student  in  understanding  Faraday's 
modes  of  thought  and  expression,  I  shall  regard  it  as 
the  accomplishment  of  one  of  my  principal  aims — ^to 
communicate  to  others  the  same  delight  which  I  have 
found  myself  in  reading  Faraday's  Researches. 

The  description  of  the  phenomena,  and  the  ele- 
mentary parts  of  the  theory  of  each  subject,  will  be 
found  in  the  earlier  chapters  of  each  of  the  four  Parts 
into  which  this  treatise  is  divided.  The  student  will 
find  in  these  chapters  enough  to  give  him  an  elementary 
acquaintance  with  the  whole  science. 

The  remaining  chapters  of  each  Part  are  occupied 
with  the  higher  parts  of  the  theory,  the  processes  of 
numerical  calculation,  and  the  instruments  and  methods 
of  experimental  research. 

The  relations  between  electromagnetic  phenomena 
and  those  of  radiation,  the  theory  of  molecular  electiic 
currents,  and  the  results  of  speculation  on  the  nature 
of  action  at  a  distance,  are  treated  of  in  the  last  four 
chapters  of  the  second  volume. 


Fd>.  1,  1873. 
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PREFACE   TO   THE   SECOND   EDITION. 

When  I  was  asked  to  read  the  proof-sheets  of  the 
second  edition  of  the  Electricity  and  Magnetism  the 
work  of  printing  had  already  reached  the  ninth  chapter, 
the  greater  part  of  which  had  been  revised  by  the 
author. 

Those  who  are  familiar  with  the  first  edition  will  see 
from  a  comparison  with  the  present  how  extensive  were 
the  changes  intended  by  Professor  Maxwell  both  in  the 
substance  and  in  the  treatment  of  the  subject,  and  how 
much  this  edition  has  suffered  from  his  premature  death. 
The  first  nine  chapters  were  in  some  cases  entirely  re- 
written, much  new  matter  being  added  and  the  former 
contents  rearranged  and  simplified. 

From  the  ninth  chapter  onwards  the  present  edition 
is  little  more  than  a  reprint.  The  only  liberties  I  have 
taken  have  been  in  the  insertion  here  and  there  of  a 
step  in  the  mathematical  reasoning  where  it  seemed  to 
be  an  advantage  to  the  reader,  and  of  a  few  foot-notes 
on  parts  of  the  subject  which  my  own  experience  or  that 
of  pupils  attending  my  classes  shewed  to  require  further 
elucidation.     These  footnotes  are  in  square  brackets. 

There  were  two  parts  of  the  subject  in  the  treatment 
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of  which  it  was  knowji  to  me  that  the  Professor  con- 
templated considerable  changes :  viz.  the  mathematical 
theory  of  the  conduction  of  electricity  in  a  network  of 
wires,  and  the  determination  of  coefficients  of  induction 
in  coils  of  wire.  In  these  subjects  I  have  not  found 
myself  in  a  position  to  add,  from  the  Professor  s  notes, 
anything  substantial  to  the  work  as  it  stood  in  the 
former  edition,  with  the  exception  of  a  numerical  table, 
printed  in  vol.  ii,  pp.  317-319.  This  table  will  be  found 
very  useful  in  calculating  coefficients  of  induction '  in 
circular  coils  of  wire. 

In  a  work  so  original,  and  containing  so  many  details 
of  new  results,  it  was  impossible  but*  that  there  should 
be  a  few  errors  in  the  first  edition.  I  trust  that  in 
the  present  edition  most  of  these  will  be  found  to  have 
been  corrected.  I  have  the  greater  confidence  in  ex- 
pressing this  hope  as,  in  reading  some  of  the  proofs,  I 
have  had  the  assistance  of  various  friends  conversant 
with  the  work,  among  whom  I  may  mention  particularly 
my  brother  Professor  Charles  Niven,  and  Mr.  J.  J.  Thom- 
son, Fellow  of  Trinity  College,  Cambridge. 

W.  D,  Niven. 

Tbxsity  College,  Cambbidoe, 
Oct.  I,  x88i. 
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ELECTEICITY  AND   MAGNETISM, 


PRELIMINARY. 

ON  THE  liBASUEBMENT  OF  QUANTITIES. 

1.]  EvEBY  expression  of  a  Qaantity  consists  of  two  factors  or 
components.  One  of  these  is  the  name  of  a  certain  known  qaan- 
tity of  the  same  kind  as  the  quantity  to  be  expressed,  which  is 
taken  as  a  standard  of  reference.  The  other  component  is  the 
number  of  times  the  standard  is  to  be  taken  in  order  to  make  up 
the  required  quantity.  The  standard  quantity  is  technically  called 
the  Unit,  and  the  number  is  called  the  Numerical  Value  of  the 
quantity. 

There  must  be  as  many  different  units  as  there  are  different 
kinds  of  quantities  to  be  measured,  but  in  all  djmamical  sciences 
it  is  possible  to  define  these  units  in  terms  of  the  three  funda- 
mental units  of  Length,  Time,  and  Mass.  Thus  the  units  of  area 
and  of  volume  are  defined  respectively  as  the  square  and  the  cube 
whose  sides  are  the  unit  of  length. 

Sometimes,  however,  we  find  several  units  of  the  same  kind 
founded  on  independent  considerations.  Thus  the  g^allon,  or  the 
volume  of  ten  pounds  of  water,  is  used  as  a  unit  of  capacity  as  well 
as  the  cubic  foot.  The  gallon  may  be  a  convenient  measure  in 
some  eases,  but  it  is  not  a  systematic  one,  since  its  numerical  re- 
lation to  the  cubic  foot  is  not  a  round  integral  number. 

2.]  In  framing  a  mathematical  system  we  suppose  the  funda- 
mental units  of  length,  time,  and  mass  to  be  g^ven,  and  deduce 
all  the  derivative  units  from  these  by  the  simplest  attainable  de- 
finitions. 

The  formulae  at  which  we  arrive  must  be  such  that  a  person 
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of  any  nation,  by  substituting  for  the  different  symbols  the  nu- 
merical values  of  the  quantities  as  measured  by  his  own  national 
units,  would  arrive  at  a  true  result. 

Hence^  in  all  scientific  studies  it  is  of  the  greatest  importance 
to  employ  units  belonging  to  a  properly  defined  system,  and  to 
know  the  relations  of  these  units  to  the  fundamental  units,  so  that 
we  may  be  able  at  once  to  transform  our  results  from  one  system  to 
another. 

This  is  most  conveniently  done  by  ascertaining  the  dimensions 
of  every  unit  in  terms  of  the  three  fundamental  units.  When  a 
given  unit  varies  as  the  nth  power  of  one  of  these  units,  it  is  said 
to  be  of  le  dimensions  as  regards  that  unit. 

For  instance,  the  scientific  unit  of  volume  is  always  the  cube 
whose  side  is  the  unit  of  length.  If  the  unit  of  leugth  varies, 
the  unit  of  volume  will  vary  as  its  third  power,  and  the  unit  of 
volume  is  said  to  be  of  three  dimensions  with  respect  to  the  unit  of 
length. 

A  knowledge  of  the  dimensions  of  units  furnishes  a  test  which 
ought  to  be  applied  to  the  equations  resulting  from  any  lengthened 
investigfation.  The  dimensions  of  every  term  of  such  an  equa- 
tion, with  respect  to  each  of  the  three  fundamental  units^  must 
be  the  same.  If  not,  the  equation  is  absurd,  and  contains  some 
error,  as  its  interpretation  would  be  different  according  to  the  arbi- 
trary system  of  units  which  we  adopt  *. 

l%e  Three  Fundamental  Units. 

8.]  (1)  Length.  The  standard  of  length  for  scientific  purposes 
in  this  country  is  one  foot,  which  is  the  third  part  of  the  standard 
yard  preserved  in  the  Exchequer  Chambers. 

In  France,  and  other  countries  which  have  adopted  the  metric 
system,  it  is  the  m^tre.  The  m^tre  is  theoretically  the  ten  mil- 
lionth part  of  the  length  of  a  meridian  of  the  earth  measured 
from  the  pole  to  the  equator ;  but  practically  it  is  the  length  of 
a  standard  preserved  in  Paris,  which  was  constructed  by  Borda 
to  correspond,  when  at  the  temperature  of  melting  ice,  with  the 
value  of  the  preceding  length  as  measured  by  Delambre.  The  m^tre 
has  not  been  altered  to  correspond  with  new  and  more  accurate 
measurements  of  the  earth,  but  the  arc  of  the  meridian  is  estimate 
in  terms  of  the  original  m^tre. 


*  The  theory  of  dimensioxis  was  first  stated  by  Fourier,  Th6oHe  de  CJudewr,  $  160. 
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5-]  THE  THfiBB  PUNDAMBNTiX  UNITS.  8 

In  astronomy  the  mean  distance  of  the  earth  &om  the  sun  is 
sometimes  taken  as  a  unit  of  length. 

In  the  present  state  of  science  the  most  universal  standard  of 
length  which  we  could  assume  would  be  the  wave  length  in  vacuum 
of  a  particular  kind  of  light,  emitted  by  some  widely  diffused  sub- 
stance such  as  sodium,  which  has  well-defined  lines  in  its  spectrum* 
Such  a  standard  would  be  independent  of  any  changes  in  the  di- 
mensions of  the  earth,  and  should  be  adopted  by  those  who  expect 
their  writings  to  be  more  permanent  than  that  body. 

In  treating  of  the  dimensions  of  units  we  shall  call  the  unit  of 
length  [Z].  If  I  is  the  numerical  value  of  a  length,  it  is  under- 
stood to  be  expressed  in  terms  of  the  concrete  unit  [Z],  so  that 
the  actual  length  would  be  fully  expressed  by  I  [L]. 

4.]  (2)  Time,  The  standard  unit  of  time  in  all  civilized  coun- 
tries is  deduced  from  the  time  of  rotation  of  the  earth  about  its 
axis.  The  sidereal  day,  or  the  true  period  of  rotation  of  the  earth, 
can  be  ascertained  with  ^eat  exactness  by  the  ordinary  observa- 
tions of  astronomers;  and  the  mean  solar  day  can  be  deduced 
from  this  by  our  knowledge  of  the  length  of  the  year. 

The  unit  of  time  adopted  in  all  physical  researches  is  one  second 
of  mean  solar  time. 

In  astronomy  a  year  is  sometimes  used  as  a  unit  of  time.  A 
more  universal  unit  of  time  might  be  found  by  taking  the  periodic 
time  of  vibration  of  the  particular  kind  of  light  whose  wave  length 
is  the  unit  of  length. 

We  shall  call  the  concrete  unit  of  time  [7],  and  the  numerical 
measure  of  time  l. 

5.]  (3)  Mass.  The  standard  unit  of  mass  is  in  this  country  the 
avoirdupois  x)ound  preserved  in  the  Exchequer  Chambers.  The 
grain,  which  is  often  used  as  a  unit,  is  defined  to  be  the  7000th 
part  of  this  pound. 

In  the  metrical  system  it  is  the  gramme^  which  is  theoretically 
the  mass  of  a  cubic  centimetre  of  distilled  water  at  standard  tem- 
perature and  pressure^  but  practically  it  is  the  thousandth  part 
of  the  standard  kilogramme  preserved  in  FlEtris. 

The  accuracy  with  which  the  masses  of  bodies  can  be  com- 
pared by  weighing  is  far  greater  than  that  hitherto  attained  in 
the  measurement  of  lengths^  so  that  all  masses  ought,  if  possible, 
to  be  compared  directly  with  the  standard^  and  not  deduced  from 
experiments  on  water. 

In  descriptive  astronomy  the  mass  of  the  sun  or  that  of  the    , 
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earth  is  sometimes  taken  as  a  unit,  but  in  the  dynamical  theory 
of  astronomy  the  unit  of  mass  is  deduced  from  the  units  of  time 
and  lengthy  combined  with  the  fact  of  universal  gravitation.  The 
astronomical  unit  of  mass  is  that  mass  which  attracts  another 
body  placed  at  the  unit  of  distance  so  as  to  produce  in  that  body 
the  unit  of  acceleration. 

In  framing  a  universal  system  of  units  we  may  either  deduce 
the  unit  of  mass  in  this  way  from  those  of  length  and  time 
already  defined,  and  this  w^  can  do  to  a  rough  approximation  in 
the  present  state  of  science ;  or,  if  we  expect  ^  soon  to  be  able  to 
determine  the  mass  of  a  single  molecule  of  a  standard  substance, 
we  may  wait  for  this  determination  before  fixing  a  universal 
standard  of  mass. 

We  shall  denote  the  concrete  unit  of  mass  by  the  symbol  [If] 
in  treating  of  the  dimensions  of  other  units.  The  unit  of  mass 
will  be  taken  as  one  of  the  three  fundamental  units.  When,  as 
in  the  French  system,  a  particular  substance^  water,  is  taken  as 
a  standard  of  density,  then  the  unit  of  mass  is  no  longer  inde« 
pendent,  but  varies  as  the  unit  of  volume,  or  as  [Z^]. 

If^  as  in  the  astronomical  system^  the  unit  of  mass  is  defined 
with  respect  to  its  attractive  power,  the  dimensions  of  [M]  are 

For  the  acceleration  due  to  the  attraction  of  a  mass  i»  at  a 

distance  r  is  by  the  Newtonian  Law  ^ .     Suppose  this  attraction 

to  act  for  a  very  small  time  ^  on  a  body  originally  at  rest,  and  to 
cause  it  to  describe  a  space  «,  then  by  the  formula  of  Galileo, 

whence  w  =  2  -^ .     Since  r  and  a  are  both  lengths,  and  ^  is  a 

time,  this  equation  cannot  be  true  unless  the  dimensions  of  m  are 
[Z^T~*].  The  same  can  be  shewn  from  any  astronomical  equa- 
tion in  which  the  mass  of  a  body  appears  in  some  but  not  in  all 
of  the  terms  f. 

*  See  Prof.  J.  Loschmidt,  'Zur  Groase  der  Luftmolecule,'  Academy  of  Vienna, 
Oct.  12,  1865  ;  G.  J.  Stoney  on  '  The  Internal  Motions  of  Gases/  Phil  Mag^  Aug. 
1868  ;  and  Sir  W.  Thomson  on  *  The  Size  of  Atoms/  Nature,  March  81,  1870. 

f  If  a  centimetre  and  a  second  are  taken  as  units,  the  astronomical  unit  of  mass 
would  be  about  1*537  x  10^  grammes,  or  15*37  tonnes  according  to  Baily's  repetition 
of  Cavendish's  experiment.  Baily  adopts  5*6604  as  the  result  of  all  his  experiments 
as  the  mean  density  of  the  earth,  and  this,  with  the  values  used  by  Baily  for  th^ 
dimensions  of  the  earth  and  the  intensity  of  gravitation  at  its  Bur&ce,  gives  the  above 
value  as  the  direct  result  of  his  experiments.  ^  . 
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Derived  Units. 

6.]  The  unit  of  Velocity  is  that  velocity  in  which  unit  of  length 
is  described  in  unit  of  time.     Its  dimensions  are  [if-^]. 

If  we  adopt  the  units  of  length  and  time  derived  from  the 
vibrations  of  light,  then  the  unit  of  velocity  is  the  velocity  of 
light. 

The  unit  of  Acceleration  is  that  acceleration  in  which  the  velo- 
city increases  by  unity  in  unit  of  time.     Its  dimensions  are  [ir"*]. 

The  unit  of  Density  is  the  density  of  a  substance  which  contains 
unit  of  mass  in  unit  of  volume.     Its  dimensions  are  [M£~^]. 

The  unit  of  Momentum  is  the  momentum  of  unit  of  mass  moving 
with  unit  of  velocity.     Its  dimensions  are  [MLT^^]. 

The  unit  of  Force  is  the  force  which  produces  unit  of  momentum 
in  unit  of  time.     Its  dimensions  are  [ifZ/^-*]. 

This  is  the  absolute  unit  of  force^  and  this  definition  of  it  is 
implied  in  every  equation  in  Dynamics.  Nevertheless,  in  many 
text  books  in  which  these  equations  are  given,  a  different  unit  of 
force  is  adopted,  namely,  the  weight  of  the  national  unit  of  mass; 
and  then,  in  order  to  satisfy  the  equations,  the  national  unit  of  mass 
is  itself  abandoned^  and  an  artificial  unit  is  adopted  as  the  dynamical 
unit,  equal  to  the  national  unit  divided  by  the  numerical  value  of 
the  intensity  of  gravity  at  the  place.  In  this  way  both  the  unit  of 
force  and  the  unit  of  mass  are  made  to  depend  on  the  value  of  the 
intensity  of  gravity,  which  varies  from  place  to  place,  so  that  state- 
ments involving  these  quantities  are  not  complete  without  a  know- 
ledge of  the  intensity  of  gravity  in  the  places  where  these  statements 
were  found  to  be  true. 

The  abolition,  for  all  scientific  purposes,  of  this  method  of  measur- 
ing forces  is  mainly  due  to  the  introduction  by  Gauss  of  a  general 
system  of  making  observations  of  magnetic  force  in  countries  in 
which  the  intensity  of  gravity  is  different.  All  such  forces  are 
now  measured  according  to  the  strictly  dynamical  method  deduced 
from  our  definitions,  and  the  numerical  results  are  the  same  in 
whatever  country  the  experiments  are  made. 

The  unit  of  Work  is  the  work  done  by  the  unit  of  force  acting 
through  the  unit  of  length  measured  in  its  own  direction.  Its 
dimensions  are  [JfZ/*T~*]. 

The  Energy  of  a  system,  being  its  capacity  of  performing  work, 
is  measured  by  the  work  which  the  system  is  capable  of  performing 
by  the  expenditure  of  its  whole  energy,  ^  ^^ 
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The  definitions  of  other  quantities,  and  of  the  units  to  which 
they  are  referred,  will  be  given  when  we  require  them. 

In  transforming  the  values  of  physical  quantities  determined  in 
terms  of  one  unit,  so  as  to  express  them  in  terms  of  any  other  unit 
of  the  same  kind,  we  have  only  to  remember  that  every  expres- 
sion for  the  quantity  consists  of  two  factors,  the  unit  and  the  nu- 
merical part  which  expresses  how  often  the  unit  is  to  be  taken. 
Hence  the  numerical  part  of  the  expression  varies  inversely  as  the 
magnitude  of  the  unit,  that  is,  inversely  as  the  various  powers  of 
the  fundamental  units  which  are  indicated  by  the  dimensions  of  the 
derived  unit. 

On  Physical  Continuiiy  and  Discontinuity, 

7.]  A  quantity  is  said  to  vary  continuously  if,  when  it  passes 
from  one  value  to  another,  it  assumes  all  the  intermediate  values. 

We  may  obtain  the  conception  of  continuity  from  a  consideration 
of  the  continuous  existence  of  a  particle  of  matter  in  time  and  space. 
Such  a  particle  cannot  pass  from  one  position  to  another  without 
describing  a  continuous  line  in  space,  and  the  coordinates  of  its 
position  must  be  continuous  functions  of  the  time. 

In  the  so-called  'equation  of  continuity,*  as  given  in  treatises 
on  Hydrodynamics,  the  fact  expressed  is  that  matter  cannot  appear 
in  or  disappear  from  an  element  of  volume  without  passing  in  or  out 
through  the  sides  of  that  element. 

A  quantity  is  said  to  be  a  continuous  function  of  its  variables 
if,  when  the  variables  alter  continuously,  the  quantity  itself  alters 
continuously. 

Thus,  if  i«  is  a  function  of  ^,  and  if,  while  x  passes  continuously 
from  Xq  to  ^1,  f«  passes  continuously  from  Uq  to  u^^  but  when  x 
passes  from  x-^io  x^^u  passes  from  «/  to  «2>  ^i'  being  diflferent  from 
f«i,  then  u  is  said  to  have  a  discontinuity  in  its  variation  with 
respect  to  x  for  the  value  x^x-^^  because  it  passes  abruptly  from  u^ 
to  n-^  while  x  passes  continuously  through  x-^. 

If  we  consider  the  differential  coefiicient  of  u  with  respect  to  x  for 
the  value  ar=^^  as  the  limit  of  the  fraction 

when  a?2  and  ^o  *^®  ^^^^^^  made  to  approach  a?i  without  limit,  then, 
Hxq  and  x^  are  always  on  opposite  sides  of  a?i,  the  ultimate  value  of 
the  numerator  will  be  u^^u^^  and  that  of  the  denominator  will 
be  zero.    If  »  is  a  quantity  physically  continuous,  the  discontinuity 
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can  exist  only  with  respect  to  the  particular  variable  x.  We  must 
in  this  case  admit  that  it  has  an  infinite  difierential  coefficient 
when  ^=^x.  If  «  is  not  physically  continuous,  it  cannot  be  dif- 
ferentiated at  all. 

It  is  possible  in  physical  questions  to  get  rid  of  the  idea  of 
discontinuity  without  sensibly  altering  the  conditions  of  the  case. 
If  Xq  is  a  very  little  less  than  x^^  and  x^  a  very  little  greater  than 
a?i,  then  Uq  will  be  very  nearly  equal  to  t^  and  u^  to  u{.  We 
may  now  suppose  u  to  vary  in  any  arbitrary  but  continuous  manner 
from  Uq  to  U2  between  the  limits  Xq  and  otj.  In  many  physical 
questions  we  may  begin  with  a  hypothesis  of  this  kind,  and  then 
investigate  the  result  when  the  values  of  Xq  and  x^  are  made  to 
approach  that  of  x^  and  ultimately  to  reach  it.  If  the  result  is 
independent  of  the  arbitrary  manner  in  which  we  have  supposed 
u  to  vary  between  the  limits,  we  may  assume  that  it  is  true  when  u 
is  discontinuous. 

Discontinuity  of  a  Function  of  more  than  One  Variable. 

8.]  If  we  suppose  the  values  of  all  the  variables  except  x  to  be 
constant,  the  discontinuity  of  the  ftinction  will  occur  for  particular 
values  of  x,  and  these  will  be  connected  with  the  values  of  the 
other  variables  by  an  equation  which  we  may  write 

*  =  (f>{x,y,z,&c.)  =  0. 

The  discontinuity  will  occur  when  4>  =  0.  When  <f>  is  positive  the 
function  will  have  the  form  Fg  (x,  y,  z,  Sec).  When  <j>  is  negative 
it  will  have  the  form  Fi  {x,y,  z,  &c.).  There  need  be  no  necessary 
relation  between  the  forms  F^  and  F^. 

To  express  this  discontinuity  in  a  mathematical  form,  let  one  of 
the  variables,  say  x,  be  expressed  as  a  function  of  <f>  and  the  other 
variables,  and  let  Fi  and  F2  be  expressed  as  functions  of  <j>,y,  z,  &c. 
We  may  now  express  the  general  form  of  the  function  by  any 
formula  which  is  sensibly  equal  to  F2  when  <t>  is  positive,  and  to 
Fi  when  <f>  is  negative.  Such  a  formula  is  the  following — 
p,_F,  +  e-*F2 

As  long  as  »  is  a  finite  quantity,  however  great,  F  will  be  a 
continuous  function,  but  if  we  make  n  infinite  F  will  be  equal  to 
F^  when  <f>  is  positive,  and  equal  to  F^  when  ^  is  negative. 
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Discontinuity  of  the  Derivatives  of  a  Continuous  Function, 
The  first  derivatives  of  a  continuous  function  may  be  discon- 
tinuous.    Let  the  values  of  the  variables  for  which  the  discon- 
tinuity of  the  derivatives  occurs  be  connected  by  the  equation 

and  let  F^  and  F^  be  expressed  in  terms  of  <^  and  «— 1   other 
variables,  say  (y,  z .,,), 

Then,  when  ^  is  negative,  F^  is  to  be  taken,  and  when  <^  is 
positive  F^  is  to  be  taken,  and,  since  F  is  itself  continuous,  when 
^  is  zero,  F-^  =  -Fg- 

Hence,  when  ^  is  zero,  the  derivatives  -j^  and  -t~  may  be 

a<p  u<p 

di£Eerent,  but  the  derivatives  with  respect  to  any  of  the  other 

variables,  such  as  -^  and  -j^  ,  must  be  the  same.     The  discon- 
dy  dy 

tinuity  is  therefore  confined  to  the  derivative  with  respect  to  ^,  all 

the  other  derivatives  being  continuous. 

Periodic  and  Multiple  Functions. 

9.]  If  f^  is  a  function  of  x  such  that  its  value  is  the  same  for 
w,  x-\-a^  x-{-na,  and  all  values  of  x  difiering  by  a,  «  is  called  a 
periodic  function  of  a?,  and  a  is  called  its  period. 

If  X  is  considered  as  a  ftmction  of  «,  then,  for  a  given  value  of 
tf,  there  must  be  an  infinite  series  of  values  of  x  differing  by 
multiples  of  a.  In  this  case  x  is  called  a  multiple  function  of  Uy 
and  a  is  called  its  cyclic  constant. 

The  differential  coefficient  -7-  has  only  a  finite  number  of  values 

du  "^ 

corresponding  to  a  given  value  of  u. 

On  the  Relation  of  Physical  Quantities  to  Directions  in  Space, 
10.]  In  distinguishing  the  kinds  of  physical  quantities,  it  is  of 
great  importance  to  know  how  they  are  related  to  the  directions 
of  those  coordinate  axes  which  we  usually  employ  in  defining  the 
positions  of  things.  The  introduction  of  coordinate  axes  into  geo- 
metry by  Des  Cartes  was  one  of  the  greatest  steps  in  mathematical 
progress,  for  it  reduced  the  methods  of  geometry  to  calculations 
performed  on  numerical  quantities.  The  position  of  a  point  is  made 
to  depend  on  the  length  of  three  lines  which  are  always  drawn  in 
determinate  directions,  and  the  line  joining  two  points  is  in  like 
manner  considered  as  the  resultant  of  three  lines. 
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But  for  many  purposes  of  physical  reasoning,  as  distinguished 
from  calculation,  it  is  desirable  to  avoid  explicitly  introducing  the 
Cartesian  coordinates,  and  to  fix  the  mind  at  once  on  a  point  of 
space  instead  of  its  three  coordinates,  and  on  the  magnitude  and 
direction  of  a  force  instead  of  its  three  components.  This  mode 
of  contemplating  geometrical  and  physical  quantities  is  more  prim- 
itive and  more  natural  than  the  other,  although  the  ideas  connected 
with  it  did  not  receive  their  full  development  till  Hamilton  made 
the  next  great  step  in  dealing  with  space,  by  the  invention  of  his 
Calculus  of  Quaternions. 

As  the  methods  of  Des  Cartes  are  still  the  most  familiar  to 
students  of  science,  and  as  they  are  really  the  most  usefiil  for 
purposes  of  calculation,  we  shall  express  all  our  results  in  the 
Cartesian  form.  I  am  convinced,  however,  that  the  introduction 
of  the  ideas,  as  distinguished  from  the  operations  and  methods  of 
Quaternions,  will  be  of  great  use  to  us  in  the  study  of  all  parts 
of  our  subject,  and  especially  in  electrodynamics,  where  we  have  to 
deal  with  a  number  of  physical  quantities,  the  relations  of  which 
to  each  other  can  be  expressed  far  more  simply  by  a  few  expressions 
of  Hamilton's,  than  by  the  ordinary  equations. 

11.]  One  of  the  most  important  features  of  Hamilton's  method  id 
the  division  of  quantities  into  Scalars  and  Vectors. 

A  Scalar  quantify  is  capable  of  being  completely  defined  by  a 
single  numerical  specification.  Its  numerical  value  does  not  in 
any  way  depend  on  the  directions  we  assume  for  the  coordinate 
axes. 

A  Vector,  or  Directed  quantity,  requires  for  its  definition  three 
numerical  specifications,  and  these  may  most  simply  be  understood 
as  having  reference  to  the  directions  of  the  coordinate  axes. 

Scalar  quantities  do  not  involve  direction.  The  volume  of  a 
geometrical  figure,  the  mass  and  the  energy  of  a  material  body, 
the  hydrostatical  pressure  at  a  point  in  a  fluid,  and  the  potential 
at  a  point  in  space,  are  examples  of  scalar  quantities. 

A  vector  quantity  has  direction  as  well  as  magnitude,  and  is 
such  that  a  reversal  of  its  direction  reverses  its  sign.  The  dis- 
placement of  a  point,  represented  by  a  straight  line  drawn  from 
its  original  to  its  final  position,  may  be  taken  as  the- typical  vector 
quantity,  from  which  indeed  the  name  of  Vector  is  derived. 

The  velocity  of  a  body,  its  momentum,  the  force  acting  on  it, 
an  electric  current^  the  magnetization  of  a  particle  of  iron,  are 
instances  of  vector  quantities.  ^  , 
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There  are  physical  quantities  of  another  kind  which  are  related 
to  directions  in  space,  but  which  are  not  vectors.  Stresses  and 
strains  in  solid  bodies  are  examples  of  these,  and  so  are  some  of 
the  properties  of  bodies  considered  in  the  theory  of  elasticity  and 
in  the  theory  of  double  refraction.  Quantities  of  this  class  require 
for  their  definition  nine  numerical  specifications.  They  are  ex- 
pressed in  the  language  of  Quaternions  by  linear  and  vector 
functions  of  a  vector. 

The  addition  of  one  vector  quantity  to  another  of  the  same  kind 
is  performed  according  to  the  rule  given  in  Statics  for  the  com- 
position of  forces.  In  fact,  the  proof  which  Foisson  gives  of  the 
'  parallelogram  of  forces '  is  applicable  to  the  composition  of  any 
quantities  such  that  turning  them  end  for  end  is  equivalent  to  a 
reversal  of  their  sign. 

When  we  wish  to  denote  a  vector  quantity  by  a  single  symbol, 
and  to  call  attention  to  the  fact  that  it  is  a  vector^  so  that  we  must 
consider  its  direction  as  well  as  its  magnitude,  we  shall  denote 
it  by  a  German  capital  letter,  as  3(,  S3,  &c. 

In  the  calculus  of  Quaternions,  the  position  of  a  point  in  space 
is  defined  by  the  vector  drawn  from  a  fixed  point,  called  the  origin, 
to  that  point.  If  we  have  to  consider  any  physical  quantity  whose 
value  depends  on  the  position  of  the  point,  that  quantity  is  treated 
as  a  function  of  the  vector  drawn  from  the  origin.  The  function 
may  be  itself  either  scalar  or  vector.  The  density  of  a  body,  its 
temperature^  its  hydrostatic  pressure,  the  potential  at  a  point, 
are  examples  of  scalar  functions.  The  resultant  force  at  a  point, 
the  velocity  of  a  fluid  at  a  point,  the  velocity  of  rotation  of 
an  element  of  the  fluid,  and  the  couple  producing  rotation,  are 
examples  of  vector  functions. 

12.]  Physical  vector  quantities  may  be  divided  into  two  classes, 
in  one  of  which  the  quantity  is  defined  with  reference  to  a  line^ 
while  in  the  other  the  quantity  is  defined  with  reference  to  an 
area. 

For  instance,  the  resultant  of  an  attractive  force  in  any  direction 
may  be  measured  by  finding  the  work  which  it  would  do  on  a 
body  if  the  body  were  moved  a  short  distance  in  that  direction 
and  dividing  it  by  that  short  distance.  Here  the  attractive  force 
is  defined  with  reference  to  a  line. 

On  the  other  hand,  the  flux  of  heat  in  any  direction  at  any 
point  of  a  solid  body  may  be  defined  as  the  quantity  of  heat  which 
crosses  a  small  area  drawn  perpendicular  to  that  direction  divided 
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by  that  area  and  by  the  time.  Here  the  flux  is  defined  with 
reference  to  an  area. 

There  are  certain  cases  in  which  a  quantity  may  be  measured 
with  reference  to  a  line  as  well  as  with  reference  to  an  area. 

Thus^  in  treating  of  the  displacements  of  elastic  solids,  we  may 
direct  our  attention  either  to  the  original  and  the  actual  position 
of  a  particle,  in  which  case  the  displacement  of  the  particle  is 
measured  by  the  line  drawn  from  the  first  position  to  the  second, 
or  we  may  consider  a  small  area  fixed  in  space,  and  determine 
what  quantity  of  the  solid  passes  across  that  area  during  the  dis- 
placement. 

In  the  same  way  the  velocity  of  a  fluid  may  be  investigated 
either  with  respect  to  the  actual  velocity  of  the  individual  particles, 
or  with  respect  to  the  quantity  of  the  fluid  which  flows  through 
any  fixed  area. 

But  in  these  cases  we  require  to  know  separately  the  density  of 
the  body  as  well  as  the  displacement  or  velocity,  in  order  to  apply 
the  first  method,  and  whenever  we  attempt  to  form  a  molecular 
theory  we  have  to  use  the  second  method. 

In  the  case  of  the  flow  of  electricity  we  do  not  know  anything 
of  its  density  or  its  velocity  in  the  conductor,  we  only  know  the 
value  of  what,  on  the  fluid  theory,  would  correspond  to  the  product 
of  the  density  and  the  velocity.  Hence  in  all  such  cases  we  must 
apply  the  more  general  method  of  measurement  of  the  flux  across 
an  area. 

In  electrical  science^  electromotive  and  magnetic  intensity 
belong  to  the  first  class,  being  defined  with  reference  to  lines. 
When  we  wish  to  indicate  this  feet,  we  may  refer  to  them  as 
Intensities. 

On  the  other  hand,  electric  and  magnetic  induction,  and  electric 
currents,  belong  to  tlie  second  class^  being  defined  with  reference 
to  areas.  When  we  wish  to  indicate  this  fact,  we  shall  refer  to  them 
as  Fluxes. 

Each  of  these  forces  may  be  considered  as  producing,  or  tending 
to  produce,  its  corresponding  flux.  Thus^  electromotive  intensity 
produces  electric  currents  in  conductors,  and  tends  to  produce  them 
in  dielectrics.  It  produces  electric  induction  in  dielectrics,  and  pro- 
bably in  conductors  also.  In  the  same  sense,  magnetic  intensity 
produces  magnetic  induction. 

13.]  In  some  cases  the  flux  is  simply  proportional  to  the  force 
and  in  the  same  direction,  but  in  other  cases  we  can  only  affirr^  ^ 
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that  the  direction  and  magnitude  of  the  flux  are  functions  of  the 
direction  and  magnitude  of  the  force. 

The  case  in  which  the  components  of  the  flux  are  /tWar  functions 
of  those  of  the  force  is  discussed  in  the  chapter  on  the  Equations 
of  Conduction,  Art.  297.  There  are  in  general  nine  coefficients 
which  determine  the  relation  between  the  force  and  the  flux.  In 
certain  cases  we  have  reason  to  believe  that  six  of  these  coefficients 
form  three  pairs  of  equal  quantities.  In  such  cases  the  relation  be- 
tween the  line  of  direction  of  the  force  and  the  normal  plane  of  the 
flux  is  of  the  same  kind  as  that  between  a  diameter  of  an  elUpsoid 
and  its  conjugate  diametral  plane.  In  Quaternion  language^  the 
one  vector  is  said  to  be  a  linear  and  vector  function  of  the  other,  and 
when  there  are  three  pairs  of  equal  coefficients  the  ftmction  is  said 
to  be  self-conjugate. 

In  the  case  of  magnetic  induction  in  iron^  the  flux,  (the  mag- 
netization of  the  iron,)  is  not  a  linear  function  of  the  magnetizing 
force.  In  all  cases,  however,  the  product  of  the  force  and  the 
flux  resolved  in  its  direction,  give  a  result  of  scientific  import- 
ance, and  this  is  always  a  scalar  quantity. 

14.]  There  are  two  mathematical  operations  of  frequent  occur- 
rence which  are  appropriate  to  these  two  classes  of  vectors^  or 
directed  quantities. 

In  the  case  of  forces,  we  have  to  take  the  integral  along  a  line 
of  the  product  of  an  element  of  the  line,  and  the  resolved  part  of 
the  force  along  that  element.  The  result  of  this  operation  is 
called  the  Line-integral  of  the  force.  It  represents  the  work 
done  on  a  body  carried  along  the  line.  In  certain  cases  in  which 
the  line-integral  does  not  depend  on  the  form  of  the  line^  but 
only  on  the  positions  of  its  extremities^  the  line-integral  is  called 
the  Potential. 

In  the  case  of  fluxes,  we  have  to  take  the  integral,  over  a  surface, 
of  the  flux  through  every  element  of  the  surface.  The  result  of 
this  operation  is  called  the  Surface-integral  of  the  flux.  It  repre- 
sents the  quantity  which  passes  through  the  surface. 

There  are  certain  surfaces  across  which  there  is  no  flux.  If 
two  of  these  surfaces  intersect^  their  line  of  intersection  is  a  line 
of  flux.  In  those  cases  in  which  the  flux  is  in  the  same  direction 
as  the  force,  lines  of  this  kind  are  often  called  Lines  of  Force.  It 
would  be  more  correct,  however,  to  speak  of  them  in  electrostatics 
and  magnetics  as  Lines  of  Induction,  and  in  electrokinematics  as 
Lines  of  Mow.  ^  t 
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15.]  There  is  another  distinction  between  different  kinds  of 
directed  quantities,  which,  though  very  important  in  a  physical 
point  of  view,  is  not  so  necessary  to  be  observed  for  the  sake  of 
the  mathematical  methods.  This  is  the  distinction  between  longi- 
tudinal and  rotational  properties. 

The  direction  and  magnitude  of  a  quantity  may  depend  upon 
some  action  or  effect  which  takes  place  entirely  along  a  certain 
line,  or  it  may  depend  upon  something  of  the  nature  of  rota- 
tion about  that  line  as  an  axis.  The  laws  of  combination  of 
directed  quantities  are  the  same  whether  they  are  longitudinal  or 
rotational,  so  that  there  is  no  difference  in  the  mathematical  treat- 
ment of  the  two  classes,  but  there  may  be  physical  circumstances 
which  indicate  to  which  class  we  must  refer  a  particular  pheno- 
menon. Thus,  electrolysis  consists  of  the  transfer  of  certain  sub-t 
stances  along  a  line  in  one  direction,  and  of  certain  other  sub- 
stances in  the  opposite  direction,  which  is  evidently  a  longitudinal 
phenomenon,  and  there  is  no  evidence  of  any  rotational  effect 
about  the  direction  of  the  force.  Hence  we  infer  that  the  electric 
current  which  causes  or  accompanies  electrolysis  is  a  longitudinal, 
and  not  a  rotational  phenomenon. 

On  the  other  hand,  the  north  and  south  poles  of  a  magnet  do 
not  differ  as  oxygen  and  hydrogen  do,  which  appear  at  opposite 
places  during  electrolysis,  so  that  we  have  no  evidence  that  mag- 
netism is  a  longitudinal  phenomenon,  while  the  effect  of  magnetism 
in  rotating  the  plane  of  polarized  light  distinctly  shews  that  mag-i 
netism  is  a  rotational  phenomenon. 

On  Ltne-integrah. 

16.]  The  operation  of  integration  of  the  resolved  part  of  a  vector 
quantity  along  a  line  is  important  in  physical  science  generally, 
and  should  be  clearly  imderstood. 

Let  Xy  y,  z  be  the  coordinates  of  a  point  P  on  a  line  whose 
length,  measured  from  a  certain  point  A^  is  «.  These  coordinates 
will  be  functions  of  a  single  variable  8, 

Let  R  be  the  numerical  value  of  the  vector  quantity  at  P,  and 
let  the  tangent  to  the  curve  at  P  make  with  the  direction  of  R  the 
angle  c,  then  jS  cos  e  is  the  resolved  part  of  R  along  the  line,  and  the 
int^ral 
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is  called  the  line-integral  of  R  along  the  line  s. 
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We  may  write  this  expression 

where  X,  Y^  Z  are  the  components  of  R  parallel  to  x^y^z  respect- 
ively. 

This  quantity  is,  in  general,  different  for  different  lines  drawn 
between  A  and  P.  When,  however,  within  a  certain  region,  the 
quantity  Xdx-^-l  dy  -^^  Z  dz  =  ^D^, 

that  is,  when  it  is  an  exact  differential  within  that  region^  the 
value  of  L  becomes 

and  is  the  same  for  any  two  forms  of  the  path  between  A  and  P, 
provided  the  one  form  can  be  changed  into  the  other  by  continuous 
motion  without  passing  out  of  this  region. 

On  Potentials. 
The  quantity  4^  is  a  scalar  function  of  the  position  of  the  pointj 
and  is  therefore  independent  of  the  directions  of  reference.     It  is 
called  the  Potential  Function,  and  the  vector  quantity  whose  com* 
ponents  are  X,  F,  ^  is  said  to  have  a  potential  %  if 

^=-(S)'   ^=-(f)-   ^=-(S)- 

When  a  potential  function  exists,  sur&ces  for  which  the  potential 

is  constant  are  called  Equipotential  surSeuies.     The  direction  of  jS  at 

any  point  of  such  a  surface  coincides  with  the  normal  to  the  surface, 

d^ 
and  if  ;t  be  a  normal  at  the  point  P,  then  JB  =  —  -^  • 

The  method  of  considering  the  components  of  a  vector  as  the 
first  derivatives  of  a  certain  function  of  the  coordinates  with  re- 
spect to  these  coordinates  was  invented  by  Laplace  *  in  his  treat- 
ment of  the  theory  of  attractions.  The  name  of  Potential  was  first 
given  to  this  function  by  Green  t>  who  made  it  the  basis  of  his 
treatment  of  electricity.  Green's  essay  was  neglected  by  mathe- 
maticians till  1846,  and  before  that  time  most  of  its  important 
theorems  had  been  rediscovered  by  Gauss,  Chasles,  Sturm,  and 
Thomson  {. 

*  M^  CMleBte,  llv.  iii. 

t  Easaj  on  the  Application  of  Mathematieal  Analyids  to  tVe  Theories  of  Electricity 
and  Magnetism,  Nottingham,  1828.  Reprinted  in  CreUe^s  Jowmal,  and  in  Mr.  Ferren* 
edition  of  Green's  Works. 

X  Thomson  and  Tait,  NfUural  PMloiophy,  §  488.  ^-^  , 
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In  the  theory  of  gravitation  the  potential  is  taken  with  the 
opposite  sign  to  that  which  is  here  used,  and  the  resultant  force 
in  any  direction  is  then  measured  by  the  rate  of  increase  of  the 
potential  function  in  that  direction.  In  electrical  and  magnetic 
investigations  the  potential  is  defined  so  that  the  resultant  force 
in  any  direction  is  measured  by  the  decrease  of  the  potential  in 
that  direction.  This  method  of  using  the  expression  makes  it 
correspond  in  sign  with  potential  energy,  which  always  decreases 
when  the  bodies  are  moved  in  the  direction  of  the  forces  acting 
on  them. 

17.]  The  geometrical  nature  of  the  relation  between  the  poten- 
tial and  the  vector  thus  derived  from  it  receives  great  light  from 
Hamilton's  discovery  of  the  form  of  the  operator  by  which  the  vector 
is  derived  from  the  potential. 

The  resolved  part  of  the  vector  in  any  direction  is,  as  we  have 
seen,  the  first  derivative  of  the  potential  with  respect  to  a  co- 
ordinate drawn  in  that  direction,  the  sign  being  reversed^ 

Now  if  i,  y,  i  are  three  unit  vectors  at  right  angles  to  each 
other,  and  if  X,  T,  Z  are  the  components  of  the  vector  g  resolved 
parallel  to  these  vectors,  then 

%^iX+jT+kZ;  (1) 

and  by  what  we  have  said  above,  if  ^  is  the  potential, 

If  we  now  write  V  for  the  operator, 

,  d       ,  d       yd  ,^v 

g=-V^I'.  (4) 

The  symbol  of  operation  V  may  be  interpreted  as  directing  us 
to  measure,  in  each  of  three  rectangular  directions,  the  rate  of 
increase  of  4^,  and  then,  considering  the  quantities  thus  found  as 
vectors,  to  compound  them  into  one.  This  is  what  we  are  directed 
to  do  by  the  expression  (3).  But  we  may  also  consider  it  as  directing 
us  first  to  find  out  in  what  direction  ^  increases  fastest,  and  then 
to  lay  ofi*  in  that  direction  a  vector  representing  this  rate  of 
increase. 

M.  Lame,  in  his  TraiU  des  Fonctions  Inverses^  uses  the  term 
Difierential  Parameter  to  express  the  magnitude  of  this  greatest 
rate  of  increase,  but  neither  the  term  itself,  nor  the  mode  in  which 
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Lam^  uses  it,  indicates  that  the  quantity  referred  to  has  direction 
as  well  as  magnitude.  On  those  rare  occasions  in  which  I  shall  have 
to  refer  to  this  relation  as  a  purely  geometrical  one,  I  shall  call  the 
vector  S  ^^6  space-variation  of  the  scalar  function  %  using  the 
phrase  to  indicate  the  direction,  as  well  as  the  magnitude,  of  the 
most  rapid  decrease  of  ♦. 

18.]  There  are  cases,  however,  in  which  the  conditions 
dZ     dY     ^      dX     dZ     ^         ,     dT     dl     ^ 
dy       dz  dz       dan  dx       dy 

which  are  those  of  Xdx-\-Ydy-\-Zdz  being  a  complete  differential, 
are  satisfied  throughout  a  certain  region  of  space,  and  yet  the  line- 
integral  from  -4  to  P  may  be  different  for  two  lines,  each  of 
which  lies  wholly  within  that  region.  This  may  be  the  case  if 
the  region  is  in  the  form  of  a  ring,  and  if  the  two  lines  from  A 
to  P  pass  through  opposite  segments  of  the  ring.  In  this  case, 
the  one  path  cannot  be  transformed  into  the  other  by  continuous 
motion  without  passing  out  of  the  region. 

We  are  here  led  to  considerations  belonging  to  the  Geometry 
of  Position,  a  subject  which,  though  its  importance  was  pointed 
out  by  Leibnitz  and  illustrated  by  Gauss,  has  been  little  studied. 
The  most  complete  treatment  of  this  subject  has  been  given  by 
J.  B-  Listing  *. 

Let  there  be  p  points  in  space,  and  let  I  lines  of  any  form  be 
drawn  joining  these  points  so  that  no  two  lines  intersect  each 
other,  and  no  point  is  left  isolated.  We  shall  call  a  figure  com- 
posed of  lines  in  this  way  a  Diagram.  Of  these  lines,  j»— 1  are 
sufficient  to  join  the  p  points  so  as  to  form  a  connected  system. 
Every  new  line  completes  a  loop  or  closed  path,  or,  as  we  shall 
call  it,  a  Cycle.  The  number  of  independent  cycles  in  the  diagram 
is  therefore  #c  =  ;— j»+ 1. 

Any  closed  path  drawn  along  the  lines  of  the  diagram  is  com- 
posed of  these  independent  cycles,  each  being  taken  any  number  of 
times  and  in  either  direction. 

The  existence  of  cycles  is  called  Cyclosis,  and  the  number  of 
cycles  in  a  diagram  is  called  its  Cyclomatic  number. 

Cyclopia  in  Surfaces  and  Begiofis, 
Surfaces  are  either  complete  or  bounded.     Complete  surfaces  are 
either  infinite  or  closed.     Bounded  surfaces  are  limited  by  one  or 

*  Der  Census  MUnUiGher  CompUxe,  Qott.  Abh.,  Bd.  x.  S.  97  (1861). 
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more  closed  lines,  which  may  in  the  limiting  cases  become  double 
finite  lines  or  points. 

A  finite  region  of  space  is  bounded  by  one  or  more  closed 
surfaces.  Of  these  one  is  the  external  surface,  the  others  are 
included  in  it  and  exclude  each  other,  and  are  called  internal 
surfaces. 

If  the  region  has  one  bounding  surface,  we  may  suppose  that 
surface  to  contract  inwards  without  breaking  its  continuity  or 
cutting  itself.  If  the  region  is  one  of  simple  continuity,  such  as 
a  sphere,  this  process  may  be  continued  till  it  is  reduced  to  a 
point ;  but  if  the  region  is  like  a  ring,  the  result  will  be  a  closed 
curve;  and  if  the  region  has  multiple  connexions,  the  result  will 
be  a  diagram  of  lines^  and  the  cyclomatic  number  of  the  diagram 
will  be  that  of  the  region.  The  space  outside  the  region  has  the 
same  cyclomatic  number  as  the  region  itself.  Hence,  if  the  region 
is  bounded  by  internal  as  well  as  external  surfaces,  its  cyclomatic 
number  is  the  sum  of  those  due  to  all  the  surfaces. 

When  a  region  encloses  within  itself  other  regions,  it  is  called  a 
Periphractic  region. 

The  number  of  internal  bounding  surfaces  of  a  region  is  called 
its  periphractic  number.  A  closed  surfsice  is  also  periphractic,  its 
periphractic  number  being  unity. 

The  cyclomatic  number  of  a  closed  surface  is  twice  that  of  either 
of  the  regions  which  it  bounds.  To  find  the  cyclomatic  number  of 
a  bounded  surface,  suppose  all  the  boundaries  to  contract  inwards, 
without  breaking  continuity,  till  they  meet.  The  surface  will  then 
be  reduced  to  a  point  in  the  case  of  an  acyclic  surface,  or  to  a  linear 
diagram  in  the  case  of  cyclic  surfaces.  The  cyclomatic  nxunber  of 
the  diagram  is  that  of  the  surface. 

19.]  Theorem  I.  If  throughout  any  acyclic  region 
Xdx+Tdy-^Zdz  =-i>*, 
the  value  of  the  line-integral  from  a  point  A  to  a  point  F  taken 
along  any  path  within  the  region  will  he  the  same. 
We  shall  first  shew  that  the  line-integral  taken  round  any  closed 
path  within  the  region  is  zero. 

Suppose  the  equipotential  surfaces  drawn.  They  are  all  either 
closed  surfaces  or  are  bounded  entirely  by  the  surface  of  the  re- 
gion, so  that  a  closed  line  within  the  region,  if  it  cuts  any  of  the 
surfaces  at  one  part  of  its  path,  must  cut  the  same  surface  in 
the  opposite  direction  at  some  other  part  of  its  path,   and  the 
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corresponding  portions  of  the  line-integral  being  equal  and  opposite, 
the  total  value  is  zero. 

Hence  if  AQP  and  AQ'P  are  two  paths  from  A  to  P,  the  line- 
integral  for  AQ^P  is  the  sum  of  that  for  AQP  and  the  closed  path 
AQ^PQA.  But  the  line-integral  of  the  closed  path  is  zero,  there- 
fore those  of  the  two  paths  are  equal. 

Hence  if  the  potential  is  given  at  any  one  point  of  such  a 
region,  that  at  any  other  point  is  determinate. 

20.]  Theorem  II.  In  a  cyclic  region  in  which  the  equation 
Xdx  +  Tdy^Zdz  =  -i)* 
w  everj/where  satisfied^   the  line-integral  from  A  to  P,  along  a 
line  drawn  within  the  region^  mil  not  in  general  be  determinate 
unless  the  channel  of  communication  between  A  and  P  be  specified^ 

Let  K  be  the  cyclomatic  number  of  the  region,  then  K  sections 
of  the  region  may  be  made  by  surfaces  which  we  may  call  Dia- 
phragms, so  as  to  close  up  K  of  the  channels  of  communication^ 
and  reduce  the  region  to  an  acyclic  condition  without  destroying 
its  continuity. 

The  line-integral  from  A  to  any  point  P  taken  along  a  line 
which  does  not  cut  any  of  these  diaphragms  will  be,  by  the  last 
theorem,  determinate  in  value. 

Now  let  A  and  P  be  taken  indefinitely  near  to  each  other,  but 
on  opposite  sides  of  a  diaphragm,  and  let  K  be  the  line-integral 
from  i4  to  P. 

Let  A^  and  P^  be  two  other  points  on  opposite  sides  of  the  same 
diaphragm  and  indefinitely  near  to  each  other^  and  let  K*^  be  the 
line-integral  from  A'  to  P'.    Then  ir=  K. 

For  if  we  draw  AA^  and  Py^  nearly  coincident,  but  on  opposite 
sides  of  the  diaphragm,  the  line-integrals  along  these  lines  will 
be  equal.  Suppose  each  equal  to  i/,  then  JT,  the  line-integral  of 
A'P',  is  equal  to  that  oi  A:A^AP^-PP'^^L^-K^-L^K^  that 
of^P. 

Hence  the  line-integral  round  a  closed  curve  which  passes  through 
one  diaphragm  of  the  system  in  a  given  direction  is  a  constant 
quantity  JT.  This  quantity  is  called  the  Cyclic  constant  corre- 
sponding to  the  given  cycle. 

Let  any  closed  curve  be  drawn  within  the  region,  and  let  it  cut 
the  diaphragm  of  the  first  cycle  /?  times  in  the  positive  direction 
and  y  times  in  the  negative  direction,  and  let  jd— j»'=  w^.  Then 
the  line-integral  of  the  closed  curve  will  be  ^  JT^. 
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Similarly  the  line-integral  of  anj  closed  curve  will  be 

^  JTjL  +  ^2 -^2+  •  •  •  +  *^  ^K  5 
where  ^^  represents  the  excess  of  the  number  of  positive  passages 
of  the  curve  through  the  diaphragm   of  the   cycle  K  over  the 
number  of  negative  passages. 

If  two  curves  are  such  that  one  of  them  may  be  transformed 
into  the  other  by  continuous  motion  without  at  any  time  passing 
through  any  part  of  space  for  which  the  condition  of  having  a 
potential  is  not  fulfilled,  these  two  curves  are  called  Beconcileable 
curves.  Curves  for  which  this  transformation  cannot  be  efiected 
are  called  Irreconcileable  curves  *. 

The  condition  that  Xdx -^-Tdy  +  Zdz  is  a  complete  differential 
of  some  function  ^  for  all  points  within  a  certain  region,  occurs  in 
several  physical  investigations  in  which  the  directed  quantity  and 
the  potential  have  different  physical  interpretations. 

In  pure  kinematics  we  may  suppose  X,  Z^  ^  to  be  the  com- 
ponents of  the  displacement  of  a  point  of  a  continuous  body  whose 
original  coordinates  are  x,y^z;  the  condition  then  expresses  that 
these  displacements  constitute  a  non-rotational  strain  f. 

If  X,  F,  Z  represent  the  components  of  the  velocity  of  a  fluid  at 
the  point  dr,^,  z^  then  the  condition  expresses  that  the  motion  of  the 
fluid  is  irrotational. 

If  X,  F,  ^  represent  the  components  of  the  force  at  the  point 
a?,  y,  z^  then  the  condition  expresses  that  the  work  done  on  a 
particle  passing  from  one  point  to  another  is  the  difference  of  the 
potentials  at  these  points,  and  the  value  of  this  difference  is  the 
same  for  all  reconcileable  paths  between  the  two  points. 

On  Suffaee'InUgraU. 
21.]  Let  dS  be  the  element  of  a  surface,  and  €  the  angk  which 
a  normal  to  the  surface  drawn  towards  the  positive  side  of  the 
surface  makes  with  the  direction  of  the  vector  quantity  22,  then 

B  cos  e  d^5  is  called  the  surface-integral  ofR  over  the  surface  S. 


If' 


Theokem  III.  TAe  surface^integral  of  the  flux  inwards  through  a 
closed  surface  may  be  expressed  as  the  volume'integral  of  its  con- 
vergence taken  within  the  surface,     (See  Art.  26.) 

Let  X,  r,  Z  be  the  components  of  22,  and  let  /,  m,  n  be  the 

*  See  Sir  W.  Thomson  *  On  Vortex  Motion,'  Trans.  -R.  8,  Sdin.,  1867-8. 
t  See  Thomson  and  Tait'B  Natural  PfUlotophy,  §  190  (t). 
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direction-cosines  of  the  nonnal  to  S  measured  inwards.  Then  the 
surface-integral  of  E  over  S  is  . 

JJb  coB€dS  =JJxidS  +ffTfn  dS+JJzndS;  (1) 

the  values  of  X,  7,  Z  being  those  at  a  point  in  the  surfiuse,  and 
the  integ^tions  being  extended  over  the  whole  surface. 

If  the  sur&ce  is  a  closed  one,  then,  when  y  and  z  are  given, 
the  coordinate  x  must  have  an  even  number  of  values,  since  a  line 
parallel  to  x  must  enter  and  leave  the  enclosed  space  an  equal 
number  of  times  provided  it  meets  the  sur£Eu;e  at  all. 

At  each  entrance 

IdS  =  dydz^ 
and  at  each  exit  US  =-dydz. 

Let  a  point  travelling  from  «  =  —  00  to  ^  =  +  00  first  enter 
the  space  when  co  =  r^i,  then  leave  it  when  a  =  «2j  ^^^  ^  on ; 
and  let  the  values  of  X  at  these  points  be  X^,  ^ ^  &c.,  then 

ffxidS^  Jf{{Ii-X^  +  (^Si-X*)  +  &c.  +  (J,^!-!,.)}  <^i"fe-  (2) 

If  X  is  a  quantity  which  is  continuous^  and  has  no  infinite  values 
between  Xi  and  x^,  then 

where  the  integration  is  extended  from  the  first  to  the  second 
intersection,  that  is,  along  the  first  segment  of  x  which  is  within 
the  closed  surface.  Taking  into  account  all  the  segments  which  lie 
within  the  closed  surface,  we  find 

fJxU8^-fJJ'^d.dyd..  (4) 

the  double  integration  being  confined  to  the  closed  surface,  but 
the  triple  integration  being  extended  to  the  whole  enclosed  space. 
Hence,  if  X^  T^  Z  are  continuous  and  finite  within  a  closed  sur£M» 
8,  the  total  surface-integral  of  B  over  that  surfiice  will  be 

the  triple  integration  being  extended  over  the  whole  space  within  8. 
Let  us  next  suppose  that  X,  F,  Z  are  not  continuous  within  the 
closed  surface,  but  that  at  a  certain  sur&ce  F{x,  y^  z)=i  0  the 
values  of  X,  T,  Z  alter  abruptly  from  X,  7,  Z  on  the  negative  side 
of  the  surface  to  X^,  T^  I^  on  the  positive  side. 
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If  this  discontinuity  occurs^  say,  between  x^  and  Sf^^  the  value 
of  Jg—-^^!  ^^  ^ 

where  in  the  expression  under  the  integral  sign  only  the  finite 
values  of  the  derivative  of  X  are  to  be  considered. 

In  this  case  therefore  the  total  surface-integral  of  II  over  the 
closed  surface  will  be  expressed  by 

+Jf{r-T)dzdx+ff{Z'-Z)dxdyi     (7) 

or,  if  I',  m',  «'  are  the  direction-cosines  of  the  normal  to  the  snr&ce 
of  discontinuity,  and  dS'  an  element  of  that  surftce, 

+JJ{r(r^x)-\-m'{r^T)W{z'-z)}d8',  (s) 

where  the  integration  of  the  last  term  is  to  be  extended  over  the 
surface  of  discontinuity. 

If  at  every  point  where  X,  F,  Z  are  continuous 

dX     dT     dZ      ^  ,^v 

^  +  ^+^  =  ^'  (^) 

and  at  every  surfiice  where  they  are  discontinuous 

VX'^m'T^  n'Z'  =  VX^-m'T-^n'Z,  (10) 

then  the  surface-integral  over  every  closed  surface  is  zero,  and  the 
distribution  of  the  vector  quantity  is  said  to  be  Solenoidal. 

We  shall  refer  to  equation  (9)  as  the  Oeneral  solenoidal  con- 
dition, and  to  equation  (10)  as  the  Superficial  solenoidal  condition. 

22.]  Let  us  now  consider  the  case  in  which  at  every  point 
within  the  surface  8  the  equation 

dX      dT     dZ      ^  ,,,. 

is  satisfied.  We  have  as  a  consequence  of  this  the  surface-integral 
oyer  the  closed  surface  equal  to  zero. 

Now  let  the  closed  sur&ce  8  consist  of  three  parts  8^^  8q,  and 
82.  Let  81  he  A  surface  of  any  form  bounded  by  a  closed  line  Li. 
Let  8q  be  formed  by  drawing  lines  from  every  point  of  Zi  always        — 
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coinciding  with  the  direction  of  R.  If  /, «»,  n  are  the  direction- 
coeines  of  the  normal  at  any  point  of  the  surface  flj,,  we  have 

J2co8€  =  Xl+Tm+Zn=  0.  (12) 

Hence  this  part  of  the  surfiace  contributes  nothing  towards  the 
value  of  the  surface-integral. 

Let  8^  be  another  surface  of  any  form  bounded  by  the  closed 
curve  i/g  i^  which  it  meets  the  surface  8q. 

Let  Qij  Qq,  Q2  be  the  surface-integrals  of  the  surfaces  5^,  S^y  S^, 
and  let  Q  be  the  surface-integral  of  the  closed  surface  S.    Then 

e  =  ei+Qo+Q2  =  o;  (13) 

and  we  know  that  Qq  =  0;  (14) 

therefore  Q2  =  —  Qi  5  (^5) 

or,  in  other  words^  the  surface-integral  over  the  surface  8^  is  equal 
and  opposite  to  that  over  8^  whatever  be  the  form  and  position 
of  8^^  provided  that  the  intermediate  surface  8q  is  one  for  which  R 
is  always  tangential. 

If  we  suppose  £1  a  closed  curve  of  small  area,  8q  will  be  a 
tubular  surfSsu^e  having  the  property  that  the  surface-integral  over 
every  complete  section  of  the  tube  is  the  same. 

Since  the  whole  space  can  be  divided  into  tubes  of  this  kind 

provided  aX      dT      dZ      ^  ,,^, 

^  +  ^  +  ^  =  ^'  (^^) 

a  distribution  of  a  vector  quantity  consistent  with  this  equation  is 

called  a  Solenoidal  Distribution. 

On  Tubes  and  Lines  of  Flow. 

If  the  space  is  so  divided  into  tubes  that  the  surface-integral 
for  every  tube  is  unity,  the  tubes  are  called  Unit  tubes,  and  the 
surface-integral  over  any  finite  surface  49  bounded  by  a  closed 
curve  L  is  equal  to  the  number  of  such  tubes  which  pass  through 
8  in  the  positive  direction,  or,  what  is  the  same  thing,  the  number 
which  pass  through  the  closed  curve  L. 

Hence  the  surface-integral  of  8  depends  only  on  the  form  of 
its  boundary  i/,  and  not  on  the  form  of  the  surface  within  its 
boundary. 

On  Peripiractic  Regions. 

If,  throughout  the  whole  region  bounded  externally  by  the  single 
closed  sur£Ebce  8,  the  solenoidal  condition 


dX     dY      dZ      ^ 
dx       dj/       dz 
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is  satisfied,  then  the  surface-integral  taken  over  any  closed  surface 
drawn  within  this  region  will  be  zero,  and  the  surface-integral 
taken  over  a  bounded  surface  within  the  region  will  depend  only 
on  the  form  of  the  closed  curve  which  forms  its  boundary. 

It  is  not,  however,  generally  true  that  the  same  results  follow 
if  the  region  within  which  the  solenoidal  condition  is  satisfied  is 
bounded  otherwise  than  by  a  single  surface. 

For  if  it  is  bounded  by  more  than  one  continuous  surface,  one  of 
these  is  the  external  surface  and  the  others  are  internal  surfaces, 
and  the  region  4^  is  a  periphractic  region,  having  within  it  other 
regions  which  it  completely  encloses. 

If  within  one  of  these  enclosed  regions^  say,  that  bounded  by  the 
closed  surface  iS|,  the  solenoidal  condition  is  not  satisfied,  let 

be  the  surface-integral  for  the  surface  enclosing  this  region,  and 
1^^  Qif  Qsi  ^'  he  the  corresponding  quantities  for  the  other  en- 
closed regions  S^,  S^,  &c. 

Then,  if  a  closed  surface  8"  is  drawn  within  the  region  8,  the 
value  of  its  surface-integral  will  be  zero  only  when  this  surface 
S^  does  not  include  any  of  the  enclosed  regions  S^y  iS^,  &c.  If  it 
includes  any  of  these,  the  surface-integral  is  the  sum  of  the  surface- 
integrals  of  the  difierent  enclosed  regions  which  lie  within  it. 

For  the  same  reason,  the  surface-integral  taken  over  a  surface 
bounded  by  a  closed  curve  is  the  same  for  such  surfaces  only,  bounded 
by  the  closed  curve^  as  are  reconcileable  with  the  given  surface  by 
continuous  motion  of  the  surface  within  the  region  S. 

When  we  have  to  deal  with  a  periphractic  region,  the  first  thing 
to  be  done  is  to  reduce  it  to  an  aperiphractic  region  by  drawing 
lines  i/j,  i/2,  &c.  joining  the  internal  surfaces  8^,  8^,  &c.  to  the 
external  surface  8,  Each  of  these  lines,  provided  it  joins  surfaces 
which  were  not  already  in  continuous  connexion,  reduces  the 
periphractic  number  by  unity,  so  that  the  whole  number  of  lines 
to  be  drawn  to  remove  the  periphraxy  is  equal  to  the  periphractic 
number,  or  the  number  of  internal  surfaces.  In  drawing  these  lines 
we  must  remember  that  any  line  joining  surfaces  which  are  already 
connected  does  not  diminish  the  periphraxy,  but  introduces  cyclosis. 
When  these  lines  have  been  drawn  we  may  assert  that  if  the 
solenoidal  condition  is  satisfied  in  the  region  8,  any  closed  surface 
drawn  entirely  within  8y  and  not  cutting  any  of  the  lines,  has  its 
surface-integral  zero.     If  it  cuts  any  line,  say  Zi,  once  or  any  odd  t 
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number  of  times,  it  encloses  the  surface  S^  and  the  surface-integral 

is  61. 

The  most  familiar  example  of  a  periphractic  region  within  which 
the  solenoidal  condition  is  satisfied  is  the  region  surrounding  a  mass 
attracting  or  repelling  inversely  as  the  square  of  the  distance. 

In  this  case  we  have 

X  =  m-^  f       jF  =  w  — ^  J      Z  =^  m —^  I 

where  m  is  the  mass^  supposed  to  be  at  the  origin  of  coordinates. 

At  any  point  where  r  is  finite 

dX     dY     dZ_ 
dx'^  dy'^dz'   * 
but  at  the  origin  these  quantities  become  infinite.     For  any  closed 
sur&ce  not  including  the  origin,  the  surface-integral  is  zero.     If  a 
closed  surface  includes  the  origin,  its  surface-integral  is  4  irm. 

If^  for  any  reason,  we  wish  to  treat  the  region  round  m  as  if  it 
were  not  periphractic,  we  must  draw  a  line  from  mto  bji  infinite 
distance,  and  in  taking  surface-integrals  we  must  remember  to  add 
4  irm  whenever  this  line  crosses  from  the  negative  to  the  positive 
side  of  the  surface. 

On  Right-handed  and  Left-handed  'Relatione  in  Space. 

28.]  In  this  treatise  the  motions  of  translation  along  any  axis 
and  of  rotation  about  that  axis  will  be  assumed  to  be  of  the  same 
sign  when  their  directions  correspond  to  those  of  the  translation 
and  rotation  of  an  ordinary  or  right-handed  screw  *. 

For  instance,  if  the  actual  rotation  of  the  earth  from  west  to  east 
is  taken  positive,  the  direction  of  the  earth's  axis  from  south  to 
north  will  be  taken  positive,  and  if  a  man  walks  forward  in  the 
positive  direction,  the  positive  rotation  is  in  the  order,  head,  right- 
hand,  feet,  left-hand. 

*  The  combined  action  of  the  muscles  of  the  arm  when  we  turn  the  npper  side  of 
the  right-hand  outwards,  and  at  the  same  time  thrust  the  hand  forwards,  wiU 
impress  the  right-handed  screw  motion  on  the  memory  more  firmly  than  any  verbal 
definition.  A  common  corkscrew  may  be  used  as  a  material  symbol  of  the  same 
relation. 

Professor  W.  H.  Miller  has  suggested  to  me  that  as  the  tendrils  of  the  yine  are 
right-handed  screws  and  those  of  the  hop  left-handed,  the  two  systems  of  relations  in 
space  might  be  called  those  of  the  vine  and  the  hop  respectively. 

The  system  of  the  vine,  which  we  adopt,  is  that  of  Linnsus,  and  of  screw-makers 
in  all  civilized  countries  except  Japan.  Be  Candolle  was  the  first  who  called  the 
hop-tendril  right-banded,  and  in  this  he  is  followed  by  Listing,  and  by  most  writers 
on  the  circular  polarization  of  light.  Screws  like  the  hop-tendril  are  made  fur  the 
couplings  of  railway-carriages,  and  for  the  fittings  of  wheels  on  the  left  side  of  or- 
dinary carriages,  but  they  are  always  called  le^handed  screws  by  those  who  use 
them.  ^  T 
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If  we  place  ourselves  on  the  positive  side  of  a  surface,  the  positive 
direction  along  its  bounding  curve  will  be  opposite  to  the  motion 
of  the  hands  of  a  watch  with  its  fiwje  towards  us. 

This  is  the  right-handed  system  which  is  adopted  in  Thomson 
and  Tait's  .Natural  Philosophy^  §  243,  and  in  Tait's  Quaternions. 
The  opposite,  or  left-handed  system,  is  adopted  in  Hamilton's 
Quaternions  {Lectures^  p.  76,  and  Elements^  p.  108,  and  p.  117  note). 
The  operation  of  passing  &om  the  one  system  to  the  other  is  called, 
by  Listing,  Perversion. 

The  reflexion  of  an  object  in  a  mirror  is  a  perverted  image  of  the 
object. 

When  we  use  the  Cartesian  axes  of  x,  y,  z,  we  shall  draw  them 
so  that  the  ordinary  conventions  about  the  cyclic  order  of  the 
symbols  lead  to  a  right-handed  system  of  directions  in  space.  Thus, 
if  en  is  drawn  eastward  and  y  northward,  z  must  be  drawn  upward. 

The  areas  of  surfaces  will  be  taken  positive  when  the  order  of 
integration  coincides  with  the  cyclic  order  of  the  symbols.  Thus, 
the  area  of  a  closed  curve  in  the  plane  of  xy  may  be  written  either 

\xdy    or    —lydxi 

the  order  of  integration  being  x,ym  the  first  expression,  and  y,  x 
in  the  second. 

This  relation  between  the  two  products  dx  dy  and  dy  dx  may 
be  compared  with  the  rule  for  the  product  of  two  perpendicular 
vectors  in  the  method  of  Quaternions,  the  sign  of  which  depends 
on  the  order  of  multiplication ;  an  1  with  the  reversal  of  the  sign 
of  a  determinant  when  the  adjoining  rows  or  columns  are  ex- 
changed. 

For  similar  reasons  a  volume-integral  is  to  be  taken  positive  when 
the  order  of  integration  is  in  the  cyclic  order  of  the  variables  x^y^  z^ 
and  negative  when  the  cyclic  order  is  reversed. 

We  now  proceed  to  prove  a  theorem  which  is  useful  as  esta- 
blishing a  connexion  between  the  surface-integral  taken  over  a 
finite  surface  and  a  line-integral  taken  roimd  its  boundary. 

24.]  Theoeem  IV.  A  line^ntegral  taken  round  a  closed  curve 
may  be  expressed  in  terms  of  a  surface-integral  taken  over  a 
surface  hounded  hy  the  curve. 

Let  X,  Z,  Z  be  the  components  of  a  vector  quantity  31  whose  line- 
integral  is  to  be  taken  round  a  closed  curve  s. 

Let  8  be  any  continuous  finite  surface  bounded  entirely  by  the     ^^^^ 
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closed  curve  *,  and  let  f,  rj,  ( be  the  components  of  another  vector 
quantity  93,  related  to  X,  T,  Z  by  the  equations 

c_dZ^_dY  _dX_dZ        >_^_^.  (I) 

dy       dz*      ^  ^  dz       dx*  dx        dy 

Then  the  surface-integral  of  93  taken  over  the  surface  8  is  equal  to 
the  line-integral  of  21  taken  round  the  curve  e.     It  is  manifest  that 
-  f,  ry,  f  satisfy  of  themselves  the  solenoidal  condition 

^   ^    dx      dy       dz 
Let  l,  m,  n  be  the  direction-cosines  of  the  normal  to  an  element 
of  the  surface  dS,  reckoned  in  the  positive  direction.     Then  the 
value  of  the  surface-integral  of  93  may  be  written 

ffil^-^mrj  +  nOdS.  (2) 

In  order  to  form  a  definite  idea  of  the  meaning  of  the  element 
dS,  we  shall  suppose  that  the  values  of  the  coordinates  a?,  y,  z  for 
every  point  of  the  surface  are  given  as  fimctions  of  two  inde- 
pendent variables  a  and  /9.  If  /3  is  constant  and  a  varies,  the  point 
(^j^j  ^)  will  describe  a  curve  on  the  surface,  and  if  a  series  of  values 
is  given  to  ^,  a  series  of  such  curves  will  be  traced,  all  lying  on 
the  surface  8.  In  the  same  way^  by  giving  a  series  of  constant 
values  to  Of  a  second  series  of  curves  may  be  traced,  cutting  the 
first  series,  and  dividing  the  whole  surface  into  elementary  portions, 
any  one  of  which  may  be  taken  as  the  element  dS. 

The  projection  of  this  element  on  the  plane  oi  y  z  \a^  by  the 
ordinary  formula. 

The  expressions  for  m  dS  and  nd8  ajce  obtained  from  this  by  sub- 
stituting a?,  y,  z  in  cyclic  order. 

The  surface-integral  which  we  have  to  find  is 


Jfm+mr,  +  n()dS;  (4) 
or,  substituting  the  values  of  f  ,  i;,  C  in  terms  of  X,  T,  Z, 

J  J  ^     dz         dy         dx        dz        dy         dx'      '  ^  ^ 

The  part  of  this  which  depends  on  X  may  be  written 

CCidXfdzdx       dz  dx\      dX ,dx  dy      ^^\\jaj  /r\ 

jJ\dz^TaT§~d^Tj~'d^^Tad^~dpTa/\    '^      '  ^' 

/Google 
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adding  and  subtracting  -T-'y--j7.i  this  becomes 


dx  ydXdx      dXdy      dX  dz\ 
rf/3  ^dx  da       dy  da      dz  da^ 


in 

dx  ydX  dx      dX  dy      ^^  ^^\\  jq  j         tm\ 

Let  us  now  suppose  that  the  curves  for  which  a  is  constant  form 
a  series  of  closed  curves  surrounding  a  point  on  the  surface  for 
which  a  has  its  minimum  value,  o^,  and  let  the  last  curve  of  the 
series,  for  which  a=z  a^,  coincide  with  the  closed  curve  a. 

Let  us  also  suppose  that  the  curves  for  which  j3  is  constant  form 
a  series  of  lines  drawn  from  the  point  at  which  a  =  a^  to  the  closed 
curve  «,  the  first,  /S^,  and  the  last,  p^,  being  identical. 

Integrating  (8)  by  parts,  the  first  term  with  respect  to  a  and  the 
second  with  respect  to  /3,  the  double  integrals  destroy  each  other 
and  the  expression  becomes 


■£■( 


h 


Since  the  point  (a,  p^  is  identical  with  the  point  (a,  ^q),  the 
third  and  fourth  terms  destroy  each  other;  and  since  there  is 
but  one  value  of  x  at  the  point  where  a:=  a^^  the  second  term  is 
zero,  and  the  expression  is  reduced  to  the  first  term  : 

Since  the  curve  a  =  a^  is  identical  with  the  closed  curve  «,  we 
may  write  the  expression  in  the  form 

rx|*.  (10) 

where  the  integration  is  to  be  performed  round  the  curve  s.  We 
may  treat  in  the  same  way  the  parts  of  the  sur&ce-integral  which 
depend  upon  Y  and  Zy  so  that  we  get  finally, 

//(«+«,+.f)^«=M+4+4)*;     (..) 

where  the  first  integral  is  extended  over  the  surface  5,  and  the 
second  round  the  bounding  curve  a  *. 

*  This  theorem  was  given  by  Professor  Stokes,  Smith's  Prize  Examination,  1854, 
c[uefltioQ  8.    It  is  proved  in  Thomfion  and  Tait'a  Natural  Philosophy,  §  190  {j),  j 
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On  the  effect  of  the  operator  V  on  a  vector  function, 
25.]  We  have  seen  that  the  operation  denoted  by  V  is  that  by 
which  a  vector  quantity  is  deduced  from  its  potential.  The  same 
operation,  however,  when  applied  to  a  vector  function,  produces 
results  which  enter  into  the  two  theorems  we  have  just  proved 
(III  and  IV).  The  extension  of  this  operator  to  vector  displace- 
ments^ and  mQ^t  of  its  further  development,  is  due  to  Professor 
Tait* 

Let  a  be  a  vector  function  of  /o,  the  vector  of  a  variable  point. 
Let  us  suppose,  as  usual,  that 

/>==  iaf+Jy  +  hiz, 
and  o-  =  iX-\-jY  +  kZ ; 

where  X,  Z,  Z  are  the  components  of  cr  in  the  directions  of  the 
axes. 

We  have  to  perform  on  a  the  operation 

,  d       .  d       h  ^    ' 
"^    dx        dy         dz 
Performing  this  operation,   and  remembering  the  rules  for  the 
multiplication  of  j,  /,  ^,  we  find  that  Vo-  consists  of  two  parts, 
one  scalar  and  the  other  vector. 
The  scalar  part  is 

SVfT  =  —  C-7-  +  -=-  +  -r-) ,  see  Theorem  in, 
^dx       dy       dz^ 

and  the  vector  part  is 

^„         ,fdZ      dT^      .rdX     dZy,  ,   ,rdY      dX. 

^^^  =  *(^"-^)+-^(^"^)  +  n;^-^)- 

If  the  relation  between  X,  Z,  Z  and  f,  ty,  f  is  that  given  by 

equation  (1)  of  the  last  theorem,  we  may  write 

FV<r  =  i^+jri  +  iC     See  Theorem  IV. 

It  appears  therefore  that  the  functions  of  X,  T,  Z  which  occur 

in  the  two  theorems  are  both  obtained  by  the  operation  V  on  the 

vector  whose  components  are  X,  Ji  Z.    The  theorems  themselves 

may  be  written 

JJJsVfrds^ffs.aUvds,      (III) 

and      fsadp    ^jjs.V<rUvds\     (IV) 

*  See  Froc,  JR.  8,  Edin,,  April  28, 1862.  *  On  6reen*8  and  other  allied  Theorems/ 
TroM.  R,  8.  Bdin.,  1869-70,  a  vety  viJuable  paper;  and  *0n  some  Quaternion 
Integrals,'  Proc.  B.  8.  Edin,,  1870-71. 
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where  J  s  is  an  element  of  a  yolume,  di  of  a  snrface>  dp  of  a  curve, 
and  Uv  a  onit-yector  in  the  direction  of  the  normal. 

To  understand  the  meaning  of  these  functions  of  a  vector,  let  us 
suppose  that  (Tq  is  the  value  of  o-  at  a  point  P^  and  let  us  examine 
the  value  of  <r— o-^  in  the  neighbourhood  of  P. 
If  we  draw  a  closed  surface  round  P,  then,  if  the  I 

surface-integral  of  <r  over  this  surface  is  directed         ^    f     y 
inwards,  SVtr  will  be  positive,  and  the  vector 
<r— o^Q  near  the  point  P  will  be  on  the  whole  ^      p       "^ 

directed  towards  P,  as  in  the  figure  (1),  y^     j^    ^ 

I  propose  therefore  to  call  the  scalar  part  of  [ 

V<r  the  convergence  of  <r  at  the  point  P,  Fig.  1. 

To  interpret  the  vector  part  of  Vo-,  let  us 
suppose  ourselves  to  be  looking  in  the  direction  of  the  vector 
whose  components  are  f^  17,  Ci  ai^d  let  us  examine 
the  vector  <r— o-^  near  the  point  P.     It  will  appear  "* — 

as  in  the  figure  (2),  this  vector  being  arranged  o^       I      «•       | 

the  whole  tangentially  in  the  direction  opposite  to  ^ 

the  hands  of  a  watch.  p.    2. 

I  propose  (with  great  diffidence)  to  call  the  vector 
part  of  V<r  the  rotation  of  o-  at  the  point  P. 

In  Fig.  3  we  have  an  illustration  of  rotation  com-  / 

bined  with  convergence.  \      ^ 

Let  us  now  consider  the  meaning  of  the  equation  \ 

rV(r=0.  / 

This  implies  that  Vo-  is  a  scalar,  or  that  the  vector        Fig.  s. 
o-  is  the  space-variation  of  some  scalar  function  ^. 

26.]  One  of  the  most  remarkable  properties  of  the  operator  V  is 
that  when  repeated  it  becomes 

an  operator  occurring  in  all  parts  of  Physics,  which  we  may  refer  to 
as  Laplace's  Operator. 

This  operator  is  itself  essentially  scalar.  When  it  acts  on  a 
scalar  function  the  result  is  scalar,  when  it  acts  on  a  vector  function 
the  result  is  a  vector. 

If,  with  any  point  P  as  centre,  we  draw  a  small  sphere  whose 
radius  is  r,  then  if  q^  is  the  value  of  q  at  the  centre,  and  ^  the 
mean  value  of  q  for  all  points  within  the  sphere, 
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so  that  the  value  at  the  centre  exceeds  or  &lls  short  of  the  mean 
value  according  as  V^q  is  positive  or  negative. 

I  propose  therefore  to  call  V'  q  the  concentration  of  q  at  the 
point  P,  because  it  indicates  the  excess  of  the  value  of  q  at  that 
point  over  its  mean  value  in  the  neighbourhood  of  the  point. 

If  ^  is  a  scalar  function,  the  method  of  finding  its  mean  value  is 
well  known.  If  it  is  a  vector  function,  we  must  find  its  mean 
value  by  the  rules  for  integrating  vector  functions.  The  result 
of  course  is  a  vector. 
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PART    I. 

ELECTROSTATICS. 
CHAPTER    L 

DBSCEIPTION    OP    PHENOMENA. 

Electrification  by  Friction, 

27.]  ExPEMMENT  I*.  Let  a  piece  of  glass  and  a  piece  of  resin, 
neither  of  which  exhibits  any  electrical  properties,  be  rubbed  to- 
gether and  left  with  the  rubbed  surfaces  in  contact.  They  will 
still  exhibit  no  electrical  properties.  Let  them  be  separated.  They 
will  now  attract  each  other. 

If  a  second  piece  of  glass  be  rubbed  with  a  second  piece  of 
resin,  and  if  the  pieces  be  then  separated  and  suspended  in  the 
neighbourhood  of  the  former  pieces  of  glass  and  resin,  it  may  be 
observed — 

(1)  That  the  two  pieces  of  glass  repel  each  other. 

(2)  That  each  piece  of  glass  attracts  each  piece  of  resin. 

(3)  That  the  two  pieces  of  resin  repel  each  other. 

These  phenomena  of  attraction  and  repulsion  are  called  Elec- 
trical phenomena,  and  the  bodies  which  exhibit  them  are  said  to 
be  electrijiedy  or  to  be  charged  with  electricity. 

Bodies  may  be  electrified  in  many  other  ways,  as  well  as  by 
friction. 

The  electrical  properties  of  the  two  pieces  of  glass  are  similar 
to  each  other  but  opposite  to  those  of  the  two  pieces  of  resin  : 
the  glass  attracts  what  the  resin  repels  and  repels  what  the  resin 
attracts. 

*  See  Sir  W.  Thomson  *0n  the  Bfathematical  Theory  of  Electricity/  Cambridge 
and  DubUn  Maihtmalioal  Journal,  March,  1848. 
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32  ELBCTEOSTATIC  PHENOMENA.  [28. 

If  a  body  electrified  in  any  manner  whatever  behaves  as  the 
glass  does,  that  is,  if  it  repels  the  glass  and  attracts  the  resin^  the 
body  is  said  to  be  vUreously  electrified,  and  if  it  attracts  the  glass 
and  repels  the  resin  it  is  said  to  be  resinously  electrified.  All 
electrified  bodies  are  found  to  be  either  vitreously  or  resinously 
electrified. 

It  is  the  established  practice  of  men  of  science  to  call  the  vitreous 
electrification  positive,  and  the  resinous  electrification  negative. 
The  exactly  opposite  properties  of  the  two  kinds  of  electrification 
justify  us  in  indicating  them  by  opposite  signs,  but  the  applica- 
tion of  the  positive  sign  to  one  rather  than  to  the  other  kind  must 
be  considered  as  a  matter  of  arbitrary  convention,  just  as  it  is  a 
matter  of  convention  in  mathematical  diagrams  to  reckon  positive 
distances  towards  the  right  hand. 

No  force,  either  of  attraction  or  of  repulsion,  can  be  observed 
between  an  electrified  body  and  a  body  not  electrified.  When,  in 
any  case,  bodies  not  previously  electrified  are  observed  to  be  acted 
on  by  an  electrified  body,  it  is  because  they  have  become  electrified 
hjl  induction. 

Electrification  hy  Induction. 

28.]  Experiment  II  *.  Let  a  hollow  vessel  of  metal  be  hung 
up  by  white  silk  threads,  and  let  a  similar  thread 
be  attached  to  the  lid  of  the  vessel  so  that  the  vessel 
may  be  opened  or  closed  without  touching  it. 

Let  the  pieces  of  glass  and  resin  be  similarly  sus- 
pended and  electrified  as  before. 

Let  the  vessel  be  originally  unelectrified,  then  if 
an  electrified  piece  of  glass  is  hung  up  within  it  by 
its  thread  without  touching  the  vessel,  and  the  lid 
closed,  the  outside  of  the  vessel  will  be  found  to 
be  vitreously  electrified,  and  it  may  be  shewn  that 
the  electrification  outside  of  the  vessel  is  exactly  the 
Fig.  4.  same  in  whatever  part  of  the  interior  space  the  glass 

is  suspended. 
If  the  glass  is  now  taken  out  of  the  vessel  without  touching  itj 
the  electrification  of  the  glass  will  be  the  same  as  before  it  was 
put  in,  and  that  of  the  vessel  will  have  disappeared. 

This  electrification  of  the  vessel,  which  depends  on  the  glass 

*  This,  and  Beveral  experiments  which  follow,  are  due  to  Faraday,  <0n  Static 
Electrical  Inductiye  Action,'  Phil,  Mag,,  1843,  or  Exp,  £et.,  vol.  ii.  p.  279. 
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being  within  it^  and  which  vanishes  when  the  glass  is  removed,  is 
called  electrification  by  Induction. 

Similar  effects  would  be  produced  if  the  glass  were  suspended 
near  the  vessel  on  the  outside,  but  in  that  case  we  should  find 
an  electrification,  vitreous  in  one  part  of  the  outside  of  the  vessel 
and  resinous  in  another.  When  the  glass  is  inside  the  vessel 
the  whole  of  the  outside  is  vitreously  and  the  whole  of  the  inside 
resinously  electrified. 

Electrification  hy  Conduction^ 

29.]  ExPBETMENT  IIL  Let  the  metal  vessel  be  electrified  by 
induction,  as  in  the  last  experiment,  let  a  second  metallic  body 
be  suspended  by  white  silk  threads  near  it,  and  let  a  metal  wire, 
similarly  suspended,  be  brought  so  as  to  touch  simultaneously  the 
electrified  vessel  and  the  second  body. 

The  second  body  will  now  be  found  to  be  vitreously  electrified, 
and  the  vitreous  electrification  of  the  vessel  will  have  diminished. 

The  electrical  condition  has  been  transferred  from  the  vessel  to 
the  second  body  by  means  of  the  wire.  The  wire  is  called  a  con- 
ductor of  electricity,  and  the  second  body  is  said  to  be  electrified 
ly  conduction. 

Conductors  and  Insulators. 

Experiment  IY .  If  a  glass  rod,  a  stick  of  resin  or  gutta-percha, 
or  a  white  silk  thread,  had  been  used  instead  of  the  metal  wire,  no 
transfer  of  electricity  would  have  taken  place.  Hence  these  latter 
substances  are  called  Non-conductors  of  electricity.  Non-conduc- 
tors are  used  in  electrical  experiments  to  support  electrified  bodies 
without  carrying  off  their  electricity.  They  are  then  called  In- 
sulators. 

The  metals  are  good  conductors ;  air,  glass,  resins,  gutta-percha, 
vulcanite,  parafiBin,  &c.  are  good  insulators;  but,  as  we  shall  see 
afterwards,  all  substances  resist  the  passage  of  electricity,  and  all 
substances  allow  it  to  pass,  though  in  exceedingly  different  degrees. 
This  subject  will  be  considered  when  we  come  to  treat  of  the 
motion  of  electricity.  For  the  present  we  shall  consider  only  two 
classes  of  bodies,  good  conductors,  and  good  insulators. 

In  Experiment  II  an  electrified  body  produced  electrification  in 
the  metal  vessel  while  separated  from  it  by  air,  a  non-conducting 
medium.  Such  a  medium,  considered  as  transmitting  these  electrical 
effects  without  conduction,  has  been  called  by  Faraday  a  Dielectric 
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mediam^  and  the  action  which  takes  place  through  it  is  called 
Induction. 

In  Experiment  III  the  electrified  vessel  produced  electrification 
in  the  second  metallic  body  through  the  medium  of  the  wire.  Let 
us  suppose  the  wire  removed,  and  the  electrified  piece  of  glass  taken 
out  of  the  vessel  without  touching  it,  and  removed  to  a  sufficient 
distance.  The  second  body  will  still  exhibit  vitreous  electrifica- 
tion, but  the  vessel,  when  the  glass  is  removed,  will  have  resinous 
electrification.  If  we  now  bring  the  wire  into  contact  with  both 
bodies,  conduction  will  take  place  along  the  wire,  and  all  electri- 
fication will  disappear  from  both  bodies,  shewing  that  the  elec- 
trification of  the  two  bodies  was  equal  and  opposite. 

30.]  Experiment  V.  In  Experiment  II  it  was  shewn  that  if 
a  piece  of  glass,  electrified  by  rubbing  it  with  resin,  is  hung  up  in 
an  insulated  metal  vessel,  the  electrification  observed  outside  does 
not  depend  on  the  position  of  the  glass.  If  we  now  introduce  the 
piece  of  resin  with  which  the  glass  was  rubbed  into  the  same  vessel, 
without  touching  it  or  the  vessel,  it  will  be  found  that  there  is 
no  electrification  outside  the  vessel.  From  this  we  conclude  that 
the  electrification  of  the  resin  is  exactly  equal  and  opposite  to  that 
of  the  glass.  By  putting  in  any  number  of  bodies,  electrified  in 
any  way,  it  may  be  shewn  that  the  electrification  of  the  outside  of 
the  vessel  is  that  due  to  the  algebraic  sum  of  all  the  electrifica- 
tions, those  being  reckoned  negative  which  are  resinous.  We  have 
thus  a  practical  method  of  adding  the  electrical  eflFectfl  of  several 
bodies  without  altering  the  electrification  of  each. 

31.]  Experiment  VI.  Let  a  second  insulated  metallic  vessel,  B^ 
be  provided,  and  let  the  electrified  piece  of  glass  be  put  into  the 
first  vessel  A^  and  the  electrified  piece  of  resin  into  the  second  vessel 
B,  Let  the  two  vessels  be  then  put  in  communication  by  the  metal 
wire,  as  in  Experiment  III.  All  signs  of  electrification  will  dis- 
appear. 

Next,  let  the  wire  be  removed,  and  let  the  pieces  of  glass  and  of 
resin  be  taken  out  of  the  vessels  without  touching  them.  It  will 
be  found  that  A  is  electrified  resinously  and  B  vitreously. 

If  now  the  glass  and  the  vessel  A  be  introduced  together  into  a 
larger  insulated  vessel  C,  it  will  be  found  that  there  is  no  elec- 
trification outside  C,  This  shews  that  the  electrification  of  A  is 
exactly  equal  and  opposite  to  that  of  the  piece  of  glass,  and  that 
of  ^  may  be  shewn  in  the  same  way  to  be  equal  and  opposite  to  that 
of  the  piece  of  resin. 
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We  have  thus  obtained  a  method  of  charging  a  vessel  with  a 
quantity  of  electricity  exactly  equal  and  opposite  to  that  of  an 
electrified  body  without  altering  the  electrification  of  the  latter, 
and  we  may  in  this  way  charge  any  number  of  vessels  with  exactly 
equal  quantities  of  electricity  of  either  kind,  which  we  may  take 
for  provisional  units. 

32.]  Experiment  VII.  Let  the  vessel  B,  charged  with  a  quan- 
tity of  positive  electricity,  which  we  shall  call,  for  the  present, 
unity,  be  introduced  into  the  larger  insulated  vessel  C  without 
touching  it.  It  will  produce  a  positive  electrification  on  the  out- 
side of  C,  Now  let  B  be  made  to  touch  the  inside  of  C.  No  change 
of  the  external  electrification  will  be  observed.  If  B  is  now  taken 
out  of  C  without  touching  it,  and  removed  to  a  suflScient  distance, 
it  will  be  found  that  B  is  completely  discharged,  and  that  C  has 
become  charged  with  a  unit  of  positive  electricity. 

We  have  thus  a  method  of  transferring  the  charge  of  B  to  C. 

Let  B  be  now  recharged  with  a  unit  of  electricity,  introduced 
into  C  already  charged,  made  to  touch  the  inside  of  (7,  and  re- 
moved. It  will  be  found  that  B  is  again  completely  discharged, 
so  that  the  charge  of  (7  is  doubled. 

If  this  process  is  repeated,  it  will  be  found  that  however  highly 
C  is  previously  charged,  and  in  whatever  way  B  is  charged,  when 
B  is  first  entirely  enclosed  in  (7,  then  made  to  touch  (7,  and  finally 
removed  without  touching  <7,  the  charge  of  B  is  completely  trans- 
ferred to  (7,  and  B  is  entirely  free  from  electrification. 

This  experiment  indicates  a  method  of  charging  a  body  with 
any  number  of  units  of  electricity.  We  shall  find,  when  we  come 
to  the  mathematical  theory  of  electricity,  that  the  result  of  this 
experiment  afibrds  an  accurate  test  of  the  truth  of  the  theory. 

83.]  Before  we  proceed  to  the  investigation  of  the  law  of 
electrical  force,  let  us  enumerate  the  facts  we  have  already  estab- 
lished. 

By  placing  any  electrified  system  inside  an  insulated  hollow  con- 
ducting vessel,  and  examining  the  resultant  efiect  on  the  outside 
of  the  vessel,  we  ascertain  the  character  of  the  total  electrification 
of  the  system  placed  inside,  without  any  communication  of  ekc- 
tricity  between  the  different  bodies  of  the  system. 

The  electrification  of  the  outside  of  the  vessel  may  be  tested 
with  great  delicacy  by  putting  it  in  communication  with  an  elec- 
troscope. 

We  may  suppose  the  electroscope  to  consist  of  a  strip  of  gold     , 
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leaf  hanging  between  two  bodies  charged,  one  positively,  and  the 
other  negatively.  If  the  gold  leaf  becomes  electrified  it  will  incline 
towards  the  body  whose  electrification  is  opposite  to  its  own.  By 
increasing  the  electrification  of  the  two  bodies  and  the  delicacy  of 
the  suspension,  an  exceedingly  small  electrification  of  the  gold  leaf 
may  be  detected. 

When  we  come  to  describe  electrometers  and  multipliers  we 
fihall  find  that  there  are  still  more  delicate  methods  of  detecting 
electrification  and  of  testing  the  accuracy  of  our  theories,  but  at 
present  we  shall  suppose  the  testing  to  be  made  by  connecting  the 
hollow  vessel  with  a  gold  leaf  electroscope. 

This  method  was  used  by  Faraday  in  his  very  admirable  de- 
monstration of  the  laws  of  electrical  phenomena  *, 

34.]  I.  The  total  electrification  of  a  body,  or  system  of  bodies, 
remains  always  the  same,  except  in  so  far  as  it  receives  electrifi- 
cation from  or  gives  electrification  to  other  bodies. 

In  all  electrical  experiments  the  electrification  of  bodies  is  found 
to  change,  but  it  is  always  found  that  this  change  is  due  to  want 
of  perfect  insulation,  and  that  as  the  means  of  insulation  are  im- 
proved, the  loss  of  electrification  becomes  lees.  We  may  therefore 
assert  that  the  electrification  of  a  body  placed  in  a  perfectly  in- 
sulating medium  would  remain  perfectly  constant. 

II.  When  one  body  electrifies  another  by  conduction,  the  total 
electrification  of  the  two  bodies  remains  the  same,  that  is,  the  one 
loses  as  much  positive  or  gains  as  much  negative  electrification  as 
the  other  gains  of  positive  or  loses  of  negative  electrification. 

For  if  the  two  bodies  are  enclosed  in  the  hollow  vessel,  no  change 
of  the  total  electrification  is  observed. 

III.  When  electrification  is  produced  by  friction,  or  by  any 
other  known  method,  equal  quantities  of  positive  and  negative  elec- 
trification are  produced. 

For  the  electrification  of  the  whole  system  may  be  tested  in 
the  hollow  vessel,  or  the  process  of  electrification  may  be  carried 
on  within  the  vessel  itself,  and  however  intense  the  electrification  of 
the  parts  of  the  system  may  be,  the  electrification  of  the  whole, 
as  indicated  by  the  gold  leaf  electroscope,  is  invariably  zero. 

The  electrification  of  a  body  is  therefore  a  physical  quantity 
capable  of  measurement,  and  two  or  more  electrifications  can  be 
combined  experimentally  with  a  result  of  the  same  kind  as  when 

*  *0n  Static  Electrical  Inductive  Action,*  Phil  Mag.,  1843,  or  Exvr^ 
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two  quantities  are  added  algebraically.  We  therefore  are  entitled 
to  use  language  fitted  to  deal  with  electrification  as  a  quantity  as 
well  as  a  quality,  and  to  speak  of  any  electrified  body  as  '  charged 
with  a  certain  quantity  of  positive  or  negative  electricity.' 

85.]  While  admitting  electricity,  as  we  have  now  done,  to  the 
rank  of  a  physical  quantity,  we  must  not  too  hastily  assume  that 
it  is,  or  is  not,  a  substance,  or  that  it  is,  or  is  not,  a  form  of 
energy,  or  that  it  belongs  to  any  known  category  of  physical 
quantities.  All  that  we  have  hitherto  proved  is  that  it  cannot 
be  created  or  annihilated,  so  that  if  the  total  quantity  of  elec- 
tricity within  a  closed  surface  is  increased  or  diminished,  the  in- 
crease or  diminution  must  have  passed  in  or  out  through  the  closed 
surface. 

This  is  true  of  matter,  and  is  expressed  by  the  equation  known  as 
the  Equation  of  Continuity  in  Hydrodynamics. 

It  is  not  true  of  heat,  for  heat  may  be  increased  or  diminished 
within  a  closed  surface,  without  passing  in  or  out  through  the 
surface,  by  the  transformation  of  some  other  form  of  energy  into 
heat^  or  of  heat  into  some  other  form  of  energy. 

It  is  not  true  even  of  energy  in  general  if  we  admit  the  imme- 
diate action  of  bodies  at  a  distance.  For  a  body  outside  the  closed 
surface  may  make  an  exchange  of  energy  with  a  body  within 
the  surface.  But  if  all  apparent  action  at  a  distance  is  the 
result  of  the  action  between  the  parts  of  an  intervening  medium, 
it  is  conceivable  that  in  all  cases  of  the  increase  or  diminution 
of  the  energy  within  a  closed  surface  we  may  be  able,  when  the 
nature  of  this  action  of  the  parts  of  the  medium  is  clearly  under- 
stood, to  trace  the  passage  of  the  energy  in  or  out  through  that 
surface. 

There  is,  however,  another  reason  which  warrants  us  in  asserting 
that  electricity,  as  a  physical  quantity,  synonymous  with  the  total 
electrification  of  a  body,  is  not,  like  heat,  a  form  of  energy.  An 
electrified  system  has  a  certain  amount  of  energy,  and  this  energy 
can  be  calculated  by  multiplying  the  quantity  of  electricity  in 
each  of  its  parts  by  another  physical  quantity,  called  the  Potential 
of  that  part,  and  taking  half  the  sum  of  the  products.  The  quan- 
tities *  Electricity '  and  *  Potential,'  when  multiplied  together, 
produce  the  quantity  'Energy.'  It  is  impossible,  therefore,  that 
electricity  and  energy  should  be  quantities  of  the  same  category,  for 
electricity  is  only  one  of  the  factors  of  energy,  the  other  factor 
being  *  Potential.' 
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Energy,  which  is  the  product  of  these  factors,  may  also  be  con- 
sidered as  the  product  of  several  other  pairs  of  factors,  such  as 
A  Force  x  A  distance  through  which  the  force  is  to  act. 

A  Mass  X  Gravitation  acting  through  a  certain  height. 

A  Mass  X  Half  the  square  of  its  velocity. 

A  Pressure  x  A  volume  of  fluid  introduced  into  a  vessel  at 

that  pressure. 
A  Chemical  AflSnity  x  A  chemical  change,  measured  by  the  number 

of  electro-chemical  equivalents  which  enter 

into  combination. 
If  we  ever  should  obtain  distinct  mechanical  ideas  of  the  nature  of 
electric  potential,  we  may  combine  these  with  the  idea  of  energy 
to  determine  the  physical  category  in  which  '  Electricity '  is  to  be 
placed. 

36.]  In  most  theories  on  the  subject,  Electricity  is  treated  as 
a  substance,  but  inasmuch  as  there  are  two  kinds  of  electrification 
which,  being  combined,  annul  each  other,  and  since  we  cannot 
conceive  of  two  substances  annulling  each  other,  a  distinction  has 
been  drawn  between  Free  Electricity  and  Combined  Electricity. 

Theory  of  Two  Fluids. 

In  what  is  called  the  Theory  of  Two  Fluids,  all  bodies,  in  their 
unelectrified  state,  are  supposed  to  be  charged  with  equal  quan- 
tities of  positive  and  negative  electricity.  These  quantities  are 
supposed  to  be  so  great  that  no  process  of  electrification  has  ever 
yet  deprived  a  body  of  all  the  electricity  of  either  kind.  The  pro- 
cess of  electrification,  according  to  this  theory,  consists  in  taking 
a  certain  quantity  P  of  positive  electricity  from  the  body  A  and 
communicating  it  to  5,  or  in  taking  a  quantity  N  of  negative 
electricity  from  B  and  communicating  it  to  A,  or  in  some  com- 
bination of  these  processes. 

The  result  will  be  that  A  will  have  P+iV  units  of  negative 
electricity  over  and  above  its  remaining  positive  electricity,  which 
is  supposed  to  be  in  a  state  of  combination  with  an  equal  quantity 
of  negative  electricity.  This  quantity  P-f  iV  is  called  the  Free  elec- 
tricity, the  rest  is  called  the  Combined,  Latent,  or  Fixed  electricity. 

In  most  expositions  of  this  theory  the  two  electricities  are  called 
'Fluids,'  because  they  are  capable  of  being  transferred  from  one 
body  to  another,  and  are,  within  conducting  bodies,  extremely 
mobile.      The   other  properties  of  fluids,   such   as   their   inertia, 
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weight,  and  elasticity,  are  not  attributed  to  them  by  those  who 
have  used  the  theory  for  merely  mathematical  purposes;  but  the 
use  of  the  word  Fluid  has  been  apt  to  mislead  the  vulgar,  including 
many  men  of  science  who  are  not  natural  philosophers,  and  who 
have  seized  on  the  word  Fluid  as  the  only  term  in  the  statement 
of  the  theory  which  seemed  intelligible  to  them. 

We  shall  see  that  the  mathematical  treatment  of  the  subject  has 
been  greatly  developed  by  writers  who  express  themselves  in  terms 
of  the  *Two  Fluids'  theory.  Their  results,  however,  have  been 
deduced  entirely  from  data  which  can  be  proved  by  experiment, 
and  which  must  therefore  be  true,  whether  we  adopt  the  theory  of 
two  fluids  or  not.  The  experimental  verification  of  the  mathe- 
matical results  therefore  is  no  evidence  for  or  against  the  peculiar 
doctrines  of  this  theory. 

The  introduction  of  two  fluids  permits  us  to  consider  the  negative 
electrification  of  A  and  the  positive  electrification  of  B  as  the  effect 
of  any  one  of  three  different  processes  which  would  lead  to  the  same 
result.  We  have  already  supposed  it  produced  by  the  transfer  of 
P  units  of  positive  electricity  from  A  to  -B,  together  with  the 
transfer  of  N  units  of  negative  electricity  from  £  to  A,  But  if 
P  +  iV  units  of  positive  electricity  had  been  transferred  from  A 
to  -B,  or  if  P-fiV  units  of  negative  electricity  had  been  transferred 
from  £  to  Ay  the  resulting  '  free  electricity '  on  A  and  on  B  would 
have  been  the  same  as  before,  but  the  quantity  of  *  combined 
electricity '  in  A  would  have  been  less  in  the  second  case  and  greater 
in  the  third  than  it  was  in  the  first. 

It  would  appear  therefore,  according  to  this  theory,  that  it  is 
possible  to  alter  not  only  the  amount  of  free  electricity  in  a  body, 
but  the  amount  of  combined  electricity.  But  no  phenomena  have 
ever  been  observed  in  electrified  bodies  which  can  be  traced  to  the 
varying  amount  of  their  combined  electricities.  Hence  either  the 
combined  electricities  have  no  observable  properties,  or  the  amount 
of  the  combined  electricities  is  incapable  of  variation.  The  first 
of  these  alternatives  presents  no  diflSculty  to  the  mere  mathema- 
tician, who  attributes  no  properties  to  the  fluids  except  those  of 
attraction  and  repulsion,  for  he  conceives  the  two  fluids  simply  to 
annul  one  another,  like  +^  and  —  e,  and  their  combination  to  be  a 
true  mathematical  zero.  But  to  those  who  cannot  use  the  word 
Fluid  without  thinking  of  a  substance  it  is  difficult  to  conceive  how 
the  combination  of  the  two  fluids  can  have  no  properties  at  all,  so 
that  the  addition  of  more  or  less  of  the  combination  to  a  body  shall    t 
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not  in  any  way  affect  it,  either  by  increasing  its  mass  or  its  weight, 
or  altering  some  of  its  other  properties.  Hence  it  has  been  supposed 
by  some,  that  in  every  process  of  electrification  exactly  equal  quan- 
tities of  the  two  fluids  are  transferred  in  opposite  directions,  so 
that  the  total  quantity  of  the  two  fluids  in  any  body  taken  to- 
gether remains  always  the  same.  By  this  new  law  they  '  contrive 
to  save  appearances,'  forgetting  that  there  would  have  been  no  need 
of  the  law  except  to  reconcile  the  '  two  fluids '  theory  with  facts, 
and  to  prevent  it  from  predicting  non-existent  phenomena. 

Theory  of  One  Fluid, 

37.]  In  the  theory  of  One  Fluid  everything  is  the  same  as  in 
the  theory  of  Two  Fluids  except  that,  instead  of  supposing  the  two 
substances  equal  and  opposite  in  all  respects,  one  of  them,  gene- 
rally the  negative  one,  has  been  endowed  with  the  properties  and 
name  of  Ordinary  Matter,  while  the  other  retains  the  name  of  The 
Electric  Fluid.  The  particles  of  the  fluid  are  supposed  to  repel 
one  another  according  to  the  law  of  the  inverse  square  of  the 
distance,  and  to  attract  those  of  matter  according  to  the  same 
law.  Those  of  matter  are  supposed  to  repel  each  other  and  attract 
those  of  electricity. 

If  the  quantity  of  the  electric  fluid  in  a  body  is  such  that  a 
particle  of  the  electric  fluid  outside  the  body  is  as  much  repelled 
by  the  electric  fluid  in  the  body  as  it  is  attracted  by  the  matter 
of  the  body,  the  body  is  said  to  be  Saturated.  If  the  quantity  of 
fluid  in  the  body  is  greater  than  that  required  for  saturation,  the 
excess  is  called  the  Redundant  fluid,  and  the  body  is  said  to  be 
Overcharged.  If  it  is  less,  the  body  is  said  to  be  Undercharged^ 
and  the  quantity  of  fluid  which  would  be  required  to  saturate  it 
is  sometimes  called  the  Deficient  fluid.  The  number  of  units  of 
electricity  required  to  saturate  one  gramme  of  ordinary  matter 
must  be  very  great,  because  a  gramme  of  gold  may  be  beaten  out 
to  an  area  of  a  square  metre,  and  when  in  this  form  may  have  a 
negative  charge  of  at  least  60,000  units  of  electricity.  In  order  to 
saturate  the  gold  leaf^  this  quantity  of  electric  fluid  must  be 
communicated  to  it,  so  that  the  whole  quantity  required  to  saturate 
it  must  be  greater  than  this.  The  attraction  between  the  matter 
and  the  fluid  in  two  saturated  bodies  is  supposed  to  be  a  very  little 
greater  than  the  repulsion  between  the  two  portions  of  matter  and 
that  between  the  two  portions  of  fluid.  This  residual  force  is  sup- 
posed to  account  for  the  attraction  of  gravitation. 

Digitized  by  VjOOQ IC 


38.]  THEORY   OP   ONE   FLUID.  41 

This  theory  does  not,  like  the  Two-Fluid  theory,  explain  too 
much.  It  requires  us,  however,  to  suppose  the  mass  of  the  electric 
fluid  so  small  that  no  attainable  positive  or  negative  electrification 
has  yet  perceptibly  increased  or  diminished  either  the  mass  or  the 
weight  of  a  body,  and  it  has  not  yet  been  able  to  assign  sufiicient 
reasons  why  the  vitreous  rather  than  the  resinous  electrification 
should  be  supposed  due  to  an  eoscesa  of  electricity. 

One  objection  has  sometimes  been  urged  against  this  theory  by 
men  who  ought  to  have  reasoned  better.  It  has  been  said  that 
the  doctrine  that  the  particles  of  matter  uncombined  with  elec- 
tricity rqiel  one  another,  is  in  direct  antagonism  with  the  well- 
established  fact  that  every  particle  of  matter  attracts  every  other 
particle  throughout  the  universe.  If  the  theory  of  One  Fluid  were 
true  we  should  have  the  heavenly  bodies  repelling  one  another. 

But  it  is  manifest  that  the  heavenly  bodies,  according  to  this 
theory,  if  they  consisted  of  matter  uncombined  with  electricity, 
would  be  in  the  highest  state  of  negative  electrification,  and  would 
repel  each  other.  We  have  no  reason  to  believe  that  they  are  in 
such  a  highly  electrified  state,  or  could  be  maintained  in  that 
state.  The  earth  and  all  the  bodies  whose  attraction  has  been 
observed  are  rather  in  an  unelectrified  state,  that  is,  they  contain 
the  normal  charge  of  electricity,  and  the  only  action  between  them 
is  the  residual  force  lately  mentioned.  The  artificial  manner,  how- 
ever, in  which  this  residual  force  is  introduced  is  a  much  more 
valid  objection  to  the  theory. 

In  the  present  treatise  I  propose,  at  dijBTerent  stages  of  the  in- 
vestigation, to  test  the  different  theories  in  the  light  of  additional 
classes  of  phenomena.  For  my  own  part,  I  look  for  additional 
light  on  the  nature  of  electricity  from  a  study  of  what  takes  place 
in  the  space  intervening  between  the  electrified  bodies.  Such  is  the 
essential  character  of  the  mode  of  investigation  pursued  by  Faraday 
in  his  Experimental  Researches^  and  as  we  go  on  I  intend  to  exhibit 
the  results,  as  developed  by  Faraday,  W.  Thomson,  &c.,  in  a  con- 
nected and  mathematical  form,  so  that  we  may  perceive  what 
phenomena  are  explained  equally  well  by  all  the  theories,  and  what 
phenomena  indicate  the  peculiar  difficulties  of  each  theory. 

Measurement  of  the  Force  between  Electrified  Bodies. 
88.]   Forces  may  be  measured  in  various  ways.     For  instance, 
one  of  the  bodies  may  be  suspended  from  one  arm  of  a  delicate 
balance,  and  weights  suspended  from  the  other  arm,  till  the  body, 
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when  unelectrified,  is  in  equilibrium.  The  other  body  may  then 
be  placed  at  a  known  distance  beneath  the  first,  so  that  the 
attraction  or  repulsion  of  the  bodies  when  electrified  may  increase 
or  diminish  the  apparent  weight  of  the  first.  The  weight  which 
must  be  added  to  or  taken  from  the  other  arm,  when  expressed 
in  dynamical  measure,  will  measure  the  force  between  the  bodies. 
This  arrangement  was  used  by  Sir  W.  Snow  Harris,  and  is  that 
adopted  in  Sir  W.  Thomson's  absolute  electrometers.    See  Art.  217. 

It  is  sometimes  more  convenient  to  use  a  torsion-balance,  in 
which  a  horizontal  arm  is  suspended  by  a  fine  wire  or  fibre,  so  as 
to  be  capable  of  vibrating  about  the  vertical  wire  as  an  axis,  and 
the  body  is  attached  to  one  end  of  the  arm  and  acted  on  by  the 
force  in  the  tangential  direction,  so  as  to  turn  the  arm  round  the 
vertical  axis,  and  so  twist  the  suspension  wire  through  a  certain 
angle.  The  torsional  rigidity  of  the  wire  is  found  by  observing 
the  time  of  oscillation  of  the  arm,  the  moment  of  inertia  of  the 
arm  being  otherwise  known,  and  from  the  angle  of  torsion  and 
the  torsional  rigidity  the  force  of  attraction  or  repulsion  can  be 
deduced.  The  torsion-balance  was  devised  by  Michell  for  the  de- 
termination of  the  force  of  gravitation  between  small  bodies,  and 
was  used  by  Cavendish  for  this  purpose.  Coulomb,  working  in- 
dependently of  these  philosophers,  reinvented  it,  thoroughly  studied 
its  action,  and  successfully  applied  it  to  discover  the  laws  of  electric 
and  magnetic  forces ;  and  the  torsion-balauce  has  ever  since  been 
used  in  all  researches  where  small  forces  have  to  be  measured.  See 
Art.  215. 

89.]  Let  us  suppose  that  by  either  of  these  methods  we  can 
measure  the  force  between  two  electrified  bodies.  We  shall  suppose 
the  dimensions  of  the  bodies  small  compared  with  the  distance 
between  them,  so  that  the  result  may  not  be  much  altered  by 
any  inequality  of  distribution  of  the  electrification  on  either  body, 
and  we  shall  suppose  that  both  bodies  are  so  suspended  in  air  as 
to  be  at  a  considerable  distance  from  other  bodies  on  which  they 
might  induce  electrification. 

It  is  then  found  that  if  the  bodies  are  placed  at  a  fixed  distance 
and  charged  respectively  with  ^  and  e  of  our  provisional  units  of 
electricity,  they  will  repel  each  other  with  a  force  proportional 
to  the  product  of  e  and  /.  If  either  e  or  e'  is  negative,  that  is, 
if  one  of  the  charges  is  vitreous  and  the  other  resinous,  the  force 
will  be  attractive,  but  if  both  e  and  /  are  negative  the  force  is  again 
repulsive. 
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We  may  suppose  the  first  body,  A^  charged  with  m  units  of 
vitreous  and  n  units  of  resinous  electricity,  which  may  be  con- 
ceived separately  placed  within  the  body,  as  in  Experiment  V. 

Let  the  second  body,  -B,  be  charged  with  m  units  of  positive 
and  w'  units  of  negative  electricity. 

Then  each  of  the  m  positive  units  in  A  will  repel  each  of  the  wi' 
positive  units  in  B  with  a  certain  force,  say^^  making  a  total  efiect 
equal  to  m  mf. 

Since  the  effect  of  negative  electricity  is  exactly  equal  and 
opposite  to  that  of  positive  electricity,  each  of  the  m  positive  units 
in  A  will  attract  each  of  the  n  negative  units  in  B  with  the  same 
force^  making  a  total  effect  equal  to  mjif. 

Similarly  the  n  negative  units  in  A  wall  attract  the  fti  positive 
units  in  B  with  a  force  nm'f^  and  will  repel  the  n'  negative  units 
in  B  with  a  force  nn'f. 

The  total  repulsion  will  therefore  be  {mni •\-  nn)f\  and  the  total 
attraction  will  be  (/»w'+  m'n)f. 

The  resultant  repulsion  will  be 

i^nm' -\'  nn'^  mn'—  nm')f    or     (w— w)  (w'—  n')f. 

Now  m~-n=i€  is  the  algebraical  value  of  the  charge  on  J,  and 
m'—  «'=  e^  is  that  of  the  charge  on  B,  so  that  the  resultant  re- 
pulsion may  be  written  ee'fy  the  quantities  e  and  ^  being  always 
understood  to  be  taken  with  their  proper  signs. 

Variation  of  the  Force  with  the  Distance, 

40.]  Having  established  the  law  of  force  at  a  fixed  distance, 
we  may  measure  the  force  between  bodies  charged  in  a  constant 
manner  and  placed  at  different  distances.  It  is  found  by  direct 
measurement  that  the  force,  whether  of  atti-action  or  repulsion, 
varies  inversely  as  the  square  of  the  distance,  so  that  if/*  is  the 
repulsion  between  two  units  at  unit  distance,  the  repulsion  at  dis- 
tance r  will  be  fr~^^  and  the  general  expression  for  the  repulsion 
between  e  units  and  ^  units  at  distance  r  will  be 

fe/r-^. 

Definition  of  the  Electrostatic  Unit  of  Electricity, 

41.]  We  have  hitherto  used  a  wholly  arbitrary  standard  for  our 
unit  of  electricity,  namely,  the  electrification  of  a  certain  piece  of 
glass  as  it  happened  to  be  electrified  at  the  commencement  of  our 
experiments.     We  are  now   able   to   select  a  unit  on  a  definite    t 
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principle,  and  in  order  that  this  unit  may  belongs  to  a  general 
system  we  define  it  so  that^may  be  unity,  or  in  other  words — 

The  electrostatic  unit  of  electricity  is  that  quantity  of  positive  elec- 
tricity  which,  when  placed  at  unit  of  distance  from  an  equal  quantity ^ 
repels  it  with  unit  of  force. 

This  unit  is  called  the  Electrostatic  unit  to  distinguish  it  &om 
the  Electromagnetic  unit,  to  be  afterwards  defined. 

We  may  now  write  the  general  law  of  electrical  action  in  the 
simple  form  F=ee'r-^\     or. 

The  repulsion  between  two  small  bodies  charged  respectively  with  e  and 
^  units  of  electricity  is  numerically  equal  to  the  product  of  the  charges 
divided  by  the  square  of  the  distance. 

Dimensions  of  the  Electrostatic  Unit  of  Quantity, 

42.]  If  [Q]  is  the  concrete  electrostatic  unit  of  quantity  itself, 
and  e,  /  the  numerical  values  of  particular  quantities;  if  [£]  ia 
the  unit  of  length,  and  r  the  numerical  value  of  the  distance  ;  and 
if  \F'\  is  the  unit  of  force,  and  F  the  numerical  value  of  the  force, 
then  the  equation  becomes 

F[F]^ee'r'^iq^'\lL-^'\; 
whence  [(?]  ==  [LF^'\ 

This  unit  is  called  the  Electrostatic  Unit  of  electricity.  Other 
units  may  be  employed  for  practical  purposes,  and  in  other  depart- 
ments of  electrical  science,  but  in  the  equations  of  electrostatics 
quantities  of  electricity  are  understood  to  be  estimated  in  electro- 
static units,  just  as  in  physical  astronomy  we  employ  a  unit  of 
mass  which  is  founded  on  the  phenomena  of  gravitation,  and  which 
difiers  from  the  units  of  mass  in  common  use. 

Proof  of  the  Law  of  Electrical  Force, 

43.]  The  experiments  of  Coulomb  with  the  torsion-balance  may 
be  considered  to  have  established  the  law  of  force  with  a  certain 
approximation  to  accuracy.  Experiments  of  this  kind,  however, 
are  rendered  difficult,  and  in  some  degree  uncertain,  by  several 
disturbing  causes,  which  must  be  carefully  traced  and  corrected  for. 

In  the  first  place,  the  two  electrified  bodies  must  be  of  sensible 
dimensions  relative  to  the  distance  between  them,  in  order  to  be 
capable  of  carrying  charges  sufficient  to  produce  measurable  forces. 
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The  action  of  each  body  will  then  produce  an  effect  on  the  dis- 
tribution of  electricity  on  the  other,  so  that  the  charge  cannot  be 
considered  as  evenly  distributed  over  the  surface,  or  collected  at 
the  centre  of  gravity ;  but  its  effect  must  be  calculated  by  an 
intricate  investigation.  This,  however,  has  been  done  as  regards 
two  spheres  by  Poisson  in  an  extremely  able  manner,  and  the 
investigation  has  been  greatly  simplified  by  Sir  W.  Thomson  in 
his  Theory  of  Electrical  Images,     See  Arts.  1 72-1  IB. 

Another  diflSculty  arises  from  the  action  of  the  electricity 
induced  on  the  sides  of  the  case  containing  the  instrument.  By 
making  the  inner  surface  of  the  instrument  of  metal,  this  effect 
can  be  rendered  definite  and  measurable. 

An  independent  difficulty  arises  from  the  imperfect  insulation 
of  the  bodies,  on  account  of  which  the  charge  continoally  de- 
creases. Coulomb  investigated  the  law  of  dissipation,  and  made 
corrections  for  it  in  his  experiments. 

The  methods  of  insulating  charged  conductors,  and  of  measuring 
electrical  effects,  have  been  greatly  improved  since  the  time  of 
Coulomb,  particularly  by  Sir  W.  Thomson ;  but  the  perfect  ac- 
curacy of  Coulomb's  law  of  force  is  established,  not  by  any  direct 
experiments  and  measurements  (which  may  be  used  as  illustrations 
of  the  law),  but  by  a  mathematical  consideration  of  the  pheno- 
menon described  as  Experiment  VII,  namely,  that  an  electrified 
conductor  5,  if  made  to  touch  the  inside  of  a  hollow  closed  con- 
ductor C  and  then  withdrawn  without  touching  (7,  is  perfectly  dis- 
charged, in  whatever  manner  the  outside  of  C  may  be  electrified. 
By  means  of  delicate  electroscopes  it  is  easy  to  shew  that  no 
electricity  remains  on  B  after  the  operation,  and  by  the  mathe- 
matical theory  given  at  Art.  74,  this  can  only  be  the  case  if  the 
force  varies  inversely  as  the  square  of  the  distance,  for  if  the  law 
were  of  any  different  form  B  would  be  electrified. 

The  Electric  Field. 

44.]  The  Electric  Field  is  the  portion  of  space  in  the  neigh- 
bourhood of  electrified  bodies,  considered  with  reference  to  electric 
phenomena.  It  may  be  occupied  by  air  or  other  bodies,  or  it  may 
be  a  so-called  vacuum,  from  which  we  have  withdrawn  every  sub- 
stance which  we  can  act  upon  with  the  means  at  our  disposal. 

If  an  electrified  body  be  placed  at  any  part  of  the  electric  field 
it  will,  in  general,  produce  a  sensible  disturbance  in  the  electri- 
fication of  the  other  bodies.  ^  j 
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But  if  the  body  is  very  small,  and  its  charge  also  very  small, 
the  electrification  of  the  other  bodies  will  not  be  sensil)ly  disturbed, 
and  we  may  consider  the  position  of  the  body  as  determined  by 
its  centre  of  mass.  The  force  acting  on  the  body  will  then  be 
proportional  to  its  charge,  and  will  be  reversed  when  the  charge 
is  reversed. 

Let  e  be  the  charge  of  the  body,  and  F  the  force  acting  on  the 
body  in  a  certain  direction,  then  when  e  is  very  small  F  is  propor- 
tional to  <?,  or  F  =^  Re, 

where  R  depends  on  the  distribution  of  electricity  on  the  other 
bodies  in  the  field.  If  the  charge  e  could  be  made  equal  to 
unity  without  disturbing  the  electrification  of  other  bodies  we 
should  have  F=:  R. 

We  shall  call  R  the  Resultant  Electromotive  Intensity  at  the 
given  point  of  the  field.  "When  we  wish  to  express  the  fact  that 
this  quantity  is  a  vector  we  shall  denote  it  by  the  German  letter  @. 

Electromotive  Force  and  Potential, 

45.]  If  the  small  body  carrying  the  small  charge  e  be  moved 
from  one  given  point.  A,  to  another  -B,  along  a  given  path,  it 
will  experience  at  each  point  of  its  course  a  force  Re,  where  R 
varies  from  point  to  point  of  the  course.  Let  the  whole  work 
done  on  the  body  by  the  electrical  force  be  Ee^  then  E  is  called 
the  Total  Electromotive  Force  along  the  path  A  B.  If  the  path 
forms  a  complete  circuit,  and  if  the  total  electromotive  force  round 
the  circuit  does  not  vanish,  the  electricity  cannot  be  in  equi- 
librium but  a  current  will  be  produced.  Hence  in  Electrostatics 
the  electromotive  force  round  any  closed  circuit  must  be  zero,  so 
that  if  A  and  B  are  two  points  on  the  circuit,  the  electromotive 
force  from  ^  to  5  is  the  same  along  either  of  the  two  paths  into 
which  the  circuit  is  broken,  and  since  either  of  these  can  be  altered 
independently  of  the  other,  the  electromotive  force  from  ^4  to  5  is 
the  same  for  all  paths  from  AU)  B. 

If  B  is  taken  as  a  point  of  reference  for  all  other  points,  then 
the  electromotive  force  from  A  to  B  is  called  the  Potential  of  A. 
It  depends  only  on  the  position  of  A,  In  mathematical  investi- 
gations, B  is  generally  taken  at  an  infinite  distance  from  the 
electrified  bodies. 

A  body  charged  positively  tends  to  move  from  places  of  greater 
positive  potential  to   places  of  smaller  positive,  or  of  negative, 
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potential,  and  a  body  charged  negatively  tends  to  move  in  the 
opposite  direction. 

In  a  conductor  the  electrification  is  free  to  move  relatively  to 
the  conductor.  If  therefore  two  parts  of  a  conductor  have  diflTerent 
potentials,  positive  electricity  will  move  from  the  part  having 
greater  potential  to  the  part  having  less  potential  as  long  as  that 
difference  continues.  A  conductor  therefore  cannot  be  in  electrical 
equilibrium  unless  every  point  in  it  has  the  same  potential.  This 
potential  is  called  the  Potential  of  the  Conductor. 

Equipotential  Surfaces, 

46.]  If  a  surface  described  or  supposed  to  be  described  in  the 
electric  field  is  such  that  the  electric  potential  is  the  same  at  every 
point  of  the  surface  it  is  called  an  Equipotential  surface. 

An  electrified  particle  constrained  to  rest  upon  such  a  surface 
will  have  no  tendency  to  move  from  one  part  of  the  surface  to 
another,  because  the  potential  is  the  same  at  every  point.  An 
equipotential  surface  is  therefore  a  surface  of  equilibrium  or  a  level 
surface. 

The  resultant  force  at  any  point  of  the  surface  is  in  the  direction 
of  the  normal  to  the  surface^  and  the  magnitude  of  the  force  is  such 
that  the  work  done  on  an  electrical  unit  in  passing  from  the  surface 
rto  the  surface  P  is  T-P. 

No  two  equipotential  surfaces  having  different  potentials  can 
meet  one  another,  because  the  same  point  cannot  have  more  than 
one  potential^  but  one  equipotential  surface  may  meet  itself,  and 
this  takes  place  at  all  points  and  along  all  lines  of  equilibrium. 

The  surface  of  a  conductor  in  electrical  equilibrium  is  necessarily 
an  equipotential  surface.  If  the  electrification  of  the  conductor  is 
positive  over  the  whole  surface,  then  the  potential  will  diminish  as 
we  move  away  from  the  surface  on  every  side,  and  the  conductor 
will  be  surrounded  by  a  series  of  surfaces  of  lower  potential. 

But  if  (owing  to  the  action  of  external  electrified  bodies)  some 
regions  of  the  conductor  are  charged  positively  and  others  ne- 
gatively, the  complete  equipotential  surface  will  consist  of  the 
surface  of  the  conductor  itself  together  with  a  system  of  other 
surfaces,  meeting  the  surface  of  the  conductor  in  the  lines  which 
divide  the  positive  from  the  negative  regions.  These  lines  will 
be  lines  of  equilibrium,  and  an  electrified  particle  placed  on  one 
of  these  lines  will  experience  no  force  in  any  direction. 

"When  the  surface  of  a  conductor  is  charged  positively  in  some      , 

uigiiizea  oy  %.jv^v3Q  IC 


48  ELECTROSTATIC   PHENOMENA.  [47, 

parts  and  negatively  in  others,  there  must  be  some  other  electrified 
body  in  the  field  besides  itself.  For  if  we  allow  a  positively 
electrified  particle,  starting  from  a  positively  charged  part  of  the 
surface,  to  move  always  in  the  direction  of  the  resultant  force 
upon  it,  the  potential  at  the  point  will  continually  diminish  till 
the  point  reaches  either  a  negatively  charged  surface  at  a  potential 
less  than  that  of  the  first  conductor,  or  moves  off  to  an  infinite 
distance.  Since  the  potential  at  an  infinite  distance  is  zero,  the 
latter  case  can  only  occur  when  the  potential  of  the  conductor  is 
positive. 

In  the  same  way  a  negatively  electrified  particle,  moving  off 
from  a  negatively  charged  part  of  the  surface,  must  either  reach 
a  positively  charged  surface,  or  pass  off  to  infinity,  and  the  latter 
case  can  only  happen  when  the  potential  of  the  conductor  is 
negative. 

Therefi)re,  if  both  positive  and  negative  charge  exist  on 
a  conductor,  *there  must  be  some  other  body  in  the  field  whose 
potential  has  the  same  sign  as  that  of  the  conductor  but  a  greater 
numerical  value,  and  if  a  conductor  of  any  form  is  alone  in  the 
field  the  charge  of  every  part  is  of  the  same  sign  as  the  potential 
of  the  conductor. 

The  interior  surface  of  a  hollow  conducting  vessel  containing 
no  charged  bodies  is  entirely  free  from  charge.  For  if  any  part  of 
the  surface  were  charged  positively,  a  positively  electrified  particle 
moving  in  the  direction  of  the  force  upon  it,  must  reach  a  nega- 
tively charged  surface  at  a  lower  potential.  But  the  whole  in- 
terior surface  has  the  same  potential.  Hence  it  can  have  no 
charge. 

A  conductor  placed  inside  the  vessel  and  communicating  witli 
it,  may  be  considered  as  bounded  by  the  interior  surface.  Hence 
such  a  conductor  has  no  charge. 

Lines  of  Force. 

47.]  The  line  described  by  a  point  moving  always  in  the  direc- 
tion of  the  resultant  intensity  is  called  a  Line  of  force.  It  cuts  the 
equipotential  surfaces  at  right  angles.  The  properties  of  lines  of 
force  will  be  more  fully  explained  afterwards,  because  Faraday  has 
expressed  many  of  the  laws  of  electrical  action  in  terms  of  his 
conception  of  lines  of  force  drawn  in  the  electric  field,  and  in- 
dicating both  the  direction  and  the  intensity  at  every  point. 
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Electric  Tension, 

48.]  Since  the  surface  of  a  conductor  is  an  equipotential  surface, 
the  resultant  force  is  normal  to  the  surface,  and  it  will  be  shewn 
in  Art.  78  that  it  is  proportional  to  the  superficial  density  of  the 
electrification.  Hence  the  electricity  on  any  small  area  of  the 
surface  will  be  acted  on  by  a  force  tending  Jrom  the  conductor 
and  proportional  to  the  product  of  the  resultant  force  and  the 
density,  that  is,  proportional  to  the  square  of  the  resultant  force. 

This  force,  which  acts  outwards  as  a  tension  on  every  part  of 
the  conductor,  will  be  called  electric  Tension.  It  is  measured  like 
ordinary  mechanical  tension,  by  the  force  exerted  on  imit  of  area. 

The  word  Tension  has  been  used  by  electricians  in  several  vague 
senses,  and  it  has  been  attempted  to  adopt  it  in  mathematical 
language  as  a  synonym  for  Potential ;  but  on  examining  the  cases 
in  which  the  word  has  been  used,  I  think  it  will  be  more  con- 
sistent with  usage  and  with  mechanical  analogy  to  understand  by 
tension  a  pulling  force  of  so  many  pounds  weight  per  square  inch 
exerted  on  the  surface  of  a  conductor  or  elsewhere.  We  shall  find 
that  the  conception  of  Faraday,  that  this  electric  tension  exists  not 
only  at  the  electrified  surface  but  all  along  the  lines  of  force,  leads 
to  a  theory  of  electric  action  as  a  phenomenon  of  stress  in  a 
medium. 

Electromotive  Force, 

49.]  When  two  conductors  at  diflferent  potentials  are  connected 
by  a  thin  conducting  wire,  the  tendency  of  electricity  to  flow 
along  the  wire  is  measured  by  the  difference  of  the  potentials  of 
the  two  bodies.  The  difference  of  potentials  between  two  con- 
ductors or  two  points  is  therefore  called  the  Electromotive  force 
between  them. 

Electromotive  force  cannot  in  all  cases  be  expressed  in  the 
form  of  a  difference  of  potentials.  These  cases,  however,  are  not 
treated  of  in  Electrostatics.  We  shall  consider  them  when  we 
come  to  heterogeneous  circuits,  chemical  actions,  motions  of  mag- 
nets, inequalities  of  temperature,  &c. 

Capacity  of  a  Conductor, 

50.]   If  one  conductor  is  insulated  while  all  the  surrounding  con- 
ductors are  kept  at  the  zero  potential  by  being  put  in  commu 
nication  with  the  earth,  and  if  the  conductor,  when  charged  witi 
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a  quantity  E  of  electricity,  has  a  potential  T,  the  ratio  of  J?  to  F 
is  called  the  Capacity  of  the  conductor.  If  the  conductor  is  com- 
pletely enclosed  within  a  conducting  vessel  without  touching  it, 
then  the  charge  on  the  inner  conductor  will  be  equal  and  op- 
posite to  the  charge  on  the  inner  surface  of  the  outer  conductor, 
and  will  be  equal  to  the  capacity  of  the  inner  conductor  multiplied 
by  the  difference  of  the  potentials  of  the  two  conductors. 

Electric  Aceumulalors. 
A  system  consisting  of  two  conductors  whose  opposed  surfaces 
are  separated  from  each  other  by  a  thin  stratum  of  an  insulating 
medium  is  called  an  electric  Accumulator.  The  two  conductors  are 
called  the  Electrodes  and  the  insulating  medium  is  called  the 
Dielectric.  The  capacity  of  the  accumulator  is  directly  propor- 
tional to  the  area  of  the  opposed  surfaces  and  inversely  proportional 
to  the  thickness  of  the  stratum  between  them.  A  Leyden  jar  is  an 
accumulator  in  which  glass  is  the  insulating  medium.  Accumu- 
lators are  sometimes  called  Condensers,  but  I  prefer  to  restrict 
the  term  '  condenser '  to  an  instrument  which  is  used  not  to  hold 
electricity  but  to  increase  its  superficial  density. 

PEOPERTIES   OF  BODIES  IN  RELATION  TO   STATICAL  ELBCTBICITY. 

Resistance  to  tie  Passage  of  Electricity  through  a  Body. 

51.]  When  a  charge  of  electricity  is  communicated  to  any  part 
of  a  mass  of  metal  the  electricity  is  rapidly  transferred  from  places 
of  high  to  places  of  low  potential  till  the  potential  of  the  whole 
mass  becomes  the  same.  In  the  case  of  pieces  of  metal  used  in 
ordinary  experiments  this  process  is  completed  in  a  time  too  short 
to  be  observed,  but  in  the  case  of  very  long  and  thin  wires,  such 
as  those  used  in  telegpraphs,  the  potential  does  not  become  uniform 
till  after  a  sensible  time,  on  account  of  the  resistance  of  the  wire 
to  the  passage  of  electricity  through  it. 

The  resistance  to  the  passage  of  electricity  is  exceedingly  dif- 
ferent in  different  substances,  as  may  be  seen  from  the  tables  at 
Arts.  362^  366,  and  369,  which  will  be  explained  in  treating  of 
Electric  Currents. 

All  the  metals  are  good  conductors^  though  the  resistance  of  lead 
is  12  times  that  of  copper  or  silver,  that  of  iron  6  times^  and  that 
of  mercury  60  times  that  of  copper.  The  resistance  of  all  metals 
increases  as  their  temperature  rises.  r^^^^T^ 
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Many  liquids  conduct  electricity  by  electrolysis.  This  mode  of 
conduction  will  be  considered  in  Part  II.  For  the  present,  we  may 
regard  all  liquids  containing  water  and  all  damp  bodies  as  con- 
ductors, far  inferior  to  the  metals,  but  incapable  of  insulating  a 
charge  of  electricity  for  a  sufficient  time  to  be  observed.  The  re- 
sistance of  electrolytes  diminishes  as  the  temperature  rises. 

On  the  other  hand^  the  gases  at  the  atmospheric  pressure,  whether 
dry  or  moist,  are  insulatora  so  nearly  perfect  when  the  electric  tension 
is  small  that  we  have  as  yet  obtained  no  evidence  of  electricity 
passing  through  them  by  ordinary  conduction.  The  gradual  loss  of 
charge  by  electrified  bodies  may  in  every  case  be  traced  to  imperfect 
insulation  in  the  supports,  the  electricity  either  passing  through  the 
substance  of  the  support  or  creeping  over  its  surface.  Hence,  when 
two  charged  bodies  are  hung  up  near  each  other,  they  will  preserve 
their  charges  longer  if  they  are  electrified  in  opposite  ways,  than  if 
they  are  electrified  in  the  same  way.  For  though  the  electromotive 
force  tending  to  make  the  electricity  pass  through  the  air  between 
them  is  much  greater  when  they  are  oppositely  electrified,  no  per- 
ceptible loss  occurs  in  this  way.  The  actual  loss  takes  place  through 
the  supports,  and  the  electromotive  force  through  the  supports  is 
greatest  when  the  bodies  are  electrified  in  the  same  way.  The  result 
appears  anomalous  only  when  we  expect  the  loss  to  occur  by  the 
passage  of  electricity  through  the  air  between  the  bodies.  The 
passage  of  electricity  through  gases  takes  place,  in  general^  by  dis*- 
ruptive  discharge,  and  does  not  begin  till  the  electromotive  force 
has  reached  a  certain  value.  The  value  of  the  electromotive  force 
which  can  exist  in  a  dielectric  without  a  discharge  taking  place 
IB  called  the  Electric  Strength  of  the  dielectric.  The  electric 
strength  of  air  diminishes  as  the  pressure  is  reduced  from  the  atmo* 
spheric  pressure  to  that  of  about  three  millimetres  of  mercury. 
"When  the  pressure  is  still  further  reduced^  the  electric  strength 
rapidly  increases ;  and  when  the  exhaustion  is  carried  to  the  highest 
degree  hitherto  attained^  the  electromotive  force  required  to  produce 
a  spark  of  a  quarter  of  an  inch  is  greater  than  that  which  will  give 
a  spark  of  eight  inches  in  air  at  the  ordinary  pressure. 

A  vacuum,  that  is  to  say,  that  which  remains  in  a  vessel  after 
we  have  removed  everything  which  we  can  remove  from  it,  is  there- 
fore an  insulator  of  very  great  electric  strength. 

The  electric  strength  of  hydrogen  is  much  Less,  than  that  of  air. 

Certain  kinds  of  glass  when  cold  are  marvellously  perfect  in- 
sulators, and  Sir  W.  Thomson  has  preserved  charges  of  electriciJby 
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for  years  in  bulbs  hermetically  sealed.  The  same  glass,  however, 
becomes  a  conductor  at  a  temperature  below  that  of  boiling  water. 

Gutta-percha^  caoutchouc,  vulcanite,  paraffin,  and  resins  are  good 
insulators,  the  resistance  of  gutta-percha  at  75^  F.  being  about 
6x10^®  times  that  of  copper. 

Ice,  crystals,  and  solidified  electrolytes,  are  also  insulators. 

Certain  liquids,  such  as  naphtha,  turpentine,  and  some  oils,  are 
insulators,  but  inferior  to  the  best  solid  insulators. 


DIELECTKICS. 

Specific  Inductive  Capacity, 

52.]  All  bodies  whose  insulating  power  is  such  that  when  they 
are  placed  between  two  conductors  at  different  potentials  the  elec- 
tromotive force  acting  on  them  does  not  immediately  distribute 
their  electricity  so  as  to  reduce  the  potential  to  a  constant  value,  are 
called  by  Faraday  Dielectrics. 

It  appears  from  the  hitherto  unpublished  researches  of  Cavendish 
that  he  had,  before  1773,  measured  the  capacity  of  plates  of  glass, 
rosin,  beeswax,  and  shellac,  and  had  determined  the  ratio  in  which 
their  capacity  exceeded  that  of  plates  of  air  of  the  same  dimensions. 

Faraday,  to  whom  these  researches  were  unknown,  discovered 
that  the  capacity  of  an  accumulator  depends  on  the  nature  of  the 
insulating  medium  between  the  two  conductors,  as  well  as  on  the 
dimensions  and  relative  position  of  the  conductors  themselves. 
By  substituting  other  insulating  media  for  air  as  the  dielectric  of 
the  accumulator,  without  altering  it  in  any  other  respect,  he  found 
that  when  air  and  other  gases  were  employed  as  the  insulating 
medium  the  capacity  of  the  accumulator  remained  sensibly  the 
same,  but  that  when  shellac,  sulphur,  glass,  &c.  were  substituted 
for  air,  the  capacity  was  increased  in  a  ratio  which  was  different 
for  each  substance. 

'  By  a  more  delicate  method  of  measurement  Boltzmann  succeeded 
in  observing  the  variation  of  the  inductive  capacity  of  gases  at 
different  pressures. 

'  This  property  of  dielectrics,  which  Faraday  called  Specific  In- 
ductive Capacity,  is  also  called  the  Dielectric  Constant  of  the  sub- 
stance. It  is  defined  as  the  ratio  of  the  capacity  of  an  accumulator 
when  its  dielectric  is  the  given  substance,  to  its  capacity  when  the 
dielectric  is  a  vacuum. 

If  the  dielectric  is  not  a  good  insulator,  it  is  difficult  to  measure 
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its  inductive  capacity,  because  the  accumulator  will  not  hold  a 
charge  for  a  sufficient  time  to  allow  it  to  be  measured;  but  it  is 
certain  that  inductive  capacity  is  a  property  not  confined  to  good 
insulators,  and  it  is  probable  that  it  exists  in  all  bodies. 

Absorption  of  Electricity, 

53.]  It  is  found  that  when  an  accumulator  is  formed  of  certain 
dielectrics,  the  following  phenomena  occur. 

When  the  accumulator  has  been  for  some  time  electrified  and*is 
then  suddenly  discharged  and  again  insulated,  it  becomes  recharged 
in  the  same  sense  as  at  first,  but  to  a  smaller  degree,  so  that  it  may 
be  discharged  again  several  times  in  succession,  these  discharges 
always  diminishing,  lliis  phenomenon  is  called  that  of  the  Re- 
sidual Discharge. 

The  instantaneous  discharge  appears  always  to  be  proportional 
to  the  difference  of  potentials  at  the  instant  of  discharge,  and  the 
ratio  of  these  quantities  is  the  true  capacity  of  the  accumulator; 
but  if  the  contact  of  the  discharger  is  prolonged  so  as  to  include 
some  of  the  residual  discharge,  the  apparent  capacity  of  the  accu- 
mulator, calculated  from  such  a  discharge,  will  be  too  great. 

The  accumulator  if  charged  and  left  insulated  appears  to  lose  its 
charge  by  conduction,  but  it  is  found  that  the  proportionate  rate 
of  loss  is  much  greater  at  first  than  it  is  afterwards,  so  that  the 
measure  of  conductivity,  if  deduced  from  what  takes  place  at  first, 
would  be  too  great.  Thus,  when  the  insulation  of  a  submarine 
cable  is  tested,  the  insulation  appears  to  improve  as  the  electrifi- 
cation continues. 

Thermal  phenomena  of  a  kind  at  first  sight  analogous  take  place 
in  the  case  of  the  conduction  of  heat  when  the  opposite  sides  of  a 
body  are  kept  at  difierent  temperatures.  In  the  case  of  heat  we 
know  that  they  depend  on  the  heat  taken  in  and  given  out  by  the 
body  itself.  Hence,  in  the  case  of  the  electrical  phenomena,  it 
has  been  supposed  that  electricity  is  absorbed  and  emitted  by  the 
parts  of  the  body.  We  shall  see,  however,  in  Art.  329,  that  the 
phenomena  can  be  explained  without  the  hypothesis  of  absorp- 
tion of  electricity,  by  supposing  the  dielectric  in  some  degree 
heterogeneous. 

That  the  phenomenon  called  Electric  Absorption  is  not  an 
actual  absorption  of  electricity  by  the  substance  may  be  shewn  by 
charging  the  substance  in  any  manner  with  electricity  while  it  is 
[Surrounded  by  a  closed  metallic  insulated  vessel.     If,  when  the    t 
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substance  is  charged  and  insulated,  the  vessel  be  instantaneously 
discharged  and  then  left  insulated,  no  charg^e  is  ever  communicated 
to  the  vessel  bj  the  gradual  dissipation  of  the  electrification  of  the 
charged  substance  within  it. 

54.]  This  fact  is  expressed  by  the  statement  of  Faraday  that 
it  is  impossible  to  charge  matter  with  an  absolute  and  independent 
charge  of  one  kind  of  electricity  *. 

In  &ct  it  appears  from  the  result  of  every  experiment  which 
has  been  tried  that  in  whatever  way  electrical  actions  may  take 
place  among  a  system  of  bodies  surrounded  by  a  metallic  vessel,  the 
charge  on  the  outside  of  that  vessel  is  not  altered. 

Now  if  any  portion  of  electricity  could  be  forced  into  a  body 
so  as  to  be  absorbed  in  it,  or  to  become  latent,  or  in  any  way 
to  exist  in  it,  without  being  connected  with  an  equal  portion  of 
the  opposite  electricity  by  lines  of  induction,  or  if,  after  having 
being  absorbed,  it  could  'gradually  emerge  and  return  to  its  ordi- 
nary mode  of  action,  we  should  find  some  change  of  electrification 
in  the  surrounding  vessel. 

As  this  is  never  found  to  be  the  case,  Faraday  concluded  that 
it  is  impossible  to  communicate  an  absolute  charge  to  matter^  and 
that  no  portion  of  matter  can  by  any  change  of  state  evolve  or 
render  latent  one  kind  of  electricity  or  the  other.  He  therefore 
regarded  induction  as  ^  the  essential  function  both  in  the  first 
development  and  the  consequent  phenomena  of  electricity.'  His 
^induction'  is  (1298)  a  polarized  state  of  the  particles  of  the 
dielectric,  each  particle  being  positive  on  one  side  and  negative 
on  the  other,  the  positive  and  the  negative  electrification  of  each 
particle  being  always  exactly  equal. 

JDismptive  Discharge  ^^ 

55,]  If  the .  electromotive  intensity  at  any  point  of  a  dielectric 
is  gradually  increased,  a  limit  is  at  length  reached  at  which  there 
is  a  sudden  electrical  discharge  through  the  dielectric,  generally- 
accompanied  with  light  and  sound,  and  with  a  temporary  or  per- 
manent rupture  of  the  dielectric. 

The  intensity  of  the  electromotive  force  when  this  takes  place 
is  a  measure  of  what  we  may  call  the  electric  strength  of  the  di- 
electric. It  depends  on  the  nature  of  the  dielectric,  and  is  greater 
in  dense  air  than  in  rare  air,  and  greater  in  glass  than  in  air,  but 

*  Exp.  Res.,  vol.  i.  series  xi.  1  ii.  'On  the  Absolute  Charge  of  Matter/  and  (1244). 
t  See  Faraday,  £xp.  Ra,,  voL  i.,  serieB  xii.  and  xiii.  ^ 
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in  every  ease,  if  the  electromotive  force  be  made  great  enough^ 
the  dielectric  gives  way  and  its  insulating  power  is  destroyed,  so 
that  a  current  of  electricity  takes  place  through  it.  It  is  for  this 
reason  that  distributions  of  electricity  for  which  the  electromotive 
intensity  becomes  anywhere  infinite  cannot  exist. 

The  Electric  Glow. 

Thus,  when  a  conductor  having  a  sharp  point  is  electrified,  the 
theory,  based  on  the  hypothesis  that  it  retains  its  charge,  leads 
to  the  conclusion  that  as  we  approach  the  point  the  superficial 
density  o?  the  electricity  increases  without  limit,  so  that  at  the 
point  itself  the  surface-density,  and  therefore  the  resultant  electrical 
force,  would  be  infinite.  If  the  air,  or  other  surrounding  dielectric, 
had  an  invincible  insulating  power^  this  result  would  actually  occur ; 
but  the  fact  is,  that  as  soon  as  the  resultant  force  in  the  neigh- 
bourhood of  the  point  has  reached  a  certain  limit,  the  insulating 
power  of  the  air  gives  way,  so  that  the  air  close  to  the  point 
becomes  a  conductor.  At  a  certain  distance  from  the  point  the 
resultant  force  is  not  sufiScient  to  break  through  the  insulation 
of  the  air,  so  that  the  electric  current  is  checked,  and  the  electricity 
accumulates  in  the  air  round  the  point. 

The  point  is  thus  surrounded  by  particles  of  air  charged  with 
electricity  of  the  same  kind  with  its  own.  The  effect  of  this  charged 
air  round  the  point  is  to  relieve  the  air  at  the  point  itself  from 
part  of  the  enormous  electromotive  force  which  it  would  have  ex- 
perienced if  the  conductor  alone  had  been  electrified.  In  fact  the 
surface  of  the  electrified  body  is  no  longer  pointed^  because  the 
point  is  enveloped  by  a  rounded  mass  of  charged  air,  the  surface 
of  which,  rather  than  that  of  the  solid  conductor,  may  be  regarded 
as  the  outer  electrified  surface. 

If  this  portion  of  charged  air  could  be  kept  still,  the  electrified 
body  would  retain  its  charge,  if  not  on  itself  at  least  in  its 
neighbourhood,  but  the  charged  particles  of  air  being  free  to  move 
under  the  action  of  electrical  force,  tend  to  move  away  from  the 
electrified  body  because  it  is  charged  with  the  same  kind  of  elec- 
tricity. The  charged  particles  of  air  therefore  tend  to  move  off 
in  the  direction  of  the  lines  of  force  and  to  approach  those  sur- 
rounding bodies  which  are  oppositely  electrified.  When  they  are 
gone,  other  uncharged  particles  take  their  place  round  the  point, 
and  since  these  cannot  shield  those  next  the  point  itself  from  the 
excessive  electric  tension^  a  new  discharge  takes  place,  after  which 
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the  newly  charged  particles  move  off,  and  so  on  as  long  as  the  body 
remains  electrified. 

In  this  way  the  following  phenomena  are  produced : — ^At  and 
close  to  the  point  there  is  a  steady  glow,  arising  from  the  con- 
stant discharges  which  are  taking  place  between  the  point  and  the 
air  very  near  it. 

The  charged  particles  of  air  tend  to  move  off  in  the  same  general 
direction,  and  thus  produce  a  current  of  air  from  the  point,  con- 
sisting of  the  charged  particles,  and  probably  of  others  carried  along 
by  them.  By  artificially  aiding  this  current  we  may  increase  the 
glow,  and  by  checking  the  formation  of  the  current  we  may  pre- 
vent the  continuance  of  the  glow  *. 

The  electric  wind  in  the  neighbourhood  of  the  point  is  sometimes 
very  rapid,  but  it  soon  loses  its  velocity,  and  the  air  with  its  charged 
particles  is  carried  about  with  the  general  motions  of  the  atmo- 
sphere, and  constitutes  an  invisible  electric  cloud.  When  the 
charged  particles  come  near  to  any  conducting  surface,  such  as  a 
wall,  they  induce  on  that  surface  a  charge  opposite  to  their  own, 
and  are  then  attracted  towards  the  wall,  but  since  the  electro- 
motive force  is  small  they  may  remain  for  a  long  time  near  the 
wall  without  being  drawn  up  to  the  surface  and  discharged.  They 
thus  form  an  electrified  atmosphere  clinging  to  conductors,  the 
presence  of  which  may  sometimes  be  detected  by  the  electrometer. 
The  electrical  forces,  however,  acting  between  large  masses  of 
charged  air  and  other  bodies  are  exceedingly  feeble  compared  with 
the  ordinary  forces  which  produce  winds,  and  which  depend  on 
inequalities  of  density  due  to  differences  of  temperature,  so  that  it  is 
very  improbable  that  any  observable  part  of  the  motion  of  ordinary 
thunder  clouds  arises  from  electrical  causes. 

The  passage  of  electricity  from  one  place  to  another  by  the 
motion  of  charged  particles  is  called  Electrical  Convection  or  Con- 
vective  Discharge. 

The  electrical  glow  is  therefore  produced  by  the  constant  passage 
of  electricity  through  a  small  portion  of  air  in  which  the  tension 
is  very  high,  so  as  to  charge  the  surrounding  particles  of  air  which 
are  continually  swept  off  by  the  electric  wind,  which  is  an  essential 
part  of  the  phenomenon. 

The  glow  is  more  easily  formed  in  rare  air  than  in  dense  air, 
and  more  easily  when  the  point  is  positive  than  when  it  is  negative. 

*  See  Priestley's  History  of  Electricity,  pp.  117  and  591 ;  and  Cavendish's  '  Elec- 
trical Besearohes/  Fhil,  Trans.,  1771,  §  4,  or  Art.  125  of  Reprint  of  Cavendiah. 
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This  and  many  other  differences  between  positive  and  negative  elec- 
trification must  be  studied  by  those  who  desire  to  discover  some- 
thing about  the  nature  of  electricity.  They  have  not,  however, 
been  satisfactorily  brought  to  bear  upon  any  existing  theory. 

The  Electric  Brush. 
56.]  The  electric  brush  is  a  phenomenon  which  may  be  pro- 
duced by  electrifying  a  blunt  point  or  small  ball  so  as  to  produce 
an  electric  field  in  which  the  tension  diminishes  as  the  distance 
increases,  but  in  a  less  rapid  manner  than  when  a  sharp  point  is 
used.  It  consists  of  a  succession  of  discharges,  ramifying  as  they 
diverge  from  the  ball  into  the  air,  and  terminating  either  by 
charging  portions  of  air  or  by  reaching  some  other  conductor.  It 
is  accompanied  by  a  sound,  the  pitch  of  which  depends  on  the 
interval  between  the  successive  discharges,  and  there  is  no  current 
of  air  as  in  the  case  of  the  glow. 

The  Electric  Spark. 

57.]  When  the  tension  in  the  space  between  two  conductors  is 
considerable  all  the  way  between  them,  as  in  the  case  of  two  balls 
whose  distance  is  not  great  compared  with  their  radii,  the  discharge, 
when  it  occurs,  usually  takes  the  form  of  a  spark,  by  which  nearly 
the  whole  electrification  is  discharged  at  once. 

In  this  case,  when  any  part  of  the  dielectric  has  given  way, 
the  parts  on  either  side  of  it  in  the  direction  of  the  electric  force 
are  put  into  a  state  of  greater  tension  so  that  they  also  give  way, 
and  so  the  discharge  proceeds  right  through  the  dielectric,  just  as 
when  a  little  rent  is  made  in  the  edge  of  a  piece  of  paper  a  tension 
applied  to  the  paper  in  the  direction  of  the  edge  causes  the  paper  to 
bre  torn  through,  beginning  at  the  rent,  but  diverging  occasionally 
where  there  are  weak  places  in  the  paper.  The  electric  spark  in 
the  same  way  begins  at  the  point  where  the  electric  tension  first 
overcomes  the  insulation  of  the  dielectric,  and  proceeds  from  that 
point,  in  an  apparently  irregular  path,  so  as  to  take  in  other  weak 
points,  such  as  particles  of  dust  floating  in  air. 

All  these  phenomena  differ  considerably  in  different  gases,  and  in 
the  same  gas  at  different  densities.  Some  of  the  forms  of  electrical 
discharge  through  rare  gases  are  exceedingly  remarkable.  In  some 
cases  there  is  a  regular  alternation  of  luminous  and  dark  strata,  so 
that  if  the  electricity,  for  example,  is  passing  along  a  tube  contain- 
ing a  very  small  quantity  of  gas,  a  number  of  luminous  disks  will 
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be  seen  arranged  transversely  at  nearly  equal  intervals  along  the 
axis  of  the  tube  and  separated  by  dark  strata.  If  the  strength  of 
the  current  be  increased  a  new  disk  will  start  into  existence,  and 
it  and  the  old  disks  will  arrange  themselves  in  closer  order.  In 
a  tube  described  by  Mr.  Grassiot*  the  light  of  each  of  the  disks 
is  bluish  on  the  negative  and  reddish  on  the  positive  side,  and 
bright  red  in  the  central  stratum. 

These,  and  many  other  phenomena  of  electrical  discharge,  are 
exceedingly  important,  and  when  they  are  better  understood  they 
will  probably  throw  great  light  on  the  nature  of  electricity  as  well 
as  on  the  nature  of  gases  and  of  the  medium  pervading  space.  At 
present,  however,  they  must  be  considered  as  outside  the  domain  of 
the  mathematical  theory  of  electricity. 

Electric  Phenomena  of  Tourmaline, 

58.]  Certain  crystals  of  tourmaline,  and  of  other  minerals,  possess 
what  may  be  called  Electric  Polarity.  Suppose  a  crystal  of  tour- 
maline to  be  at  a  uniform  temperature,  and  apparently  free  from 
electrification  on  its  surface.  Let  its  temperature  be  now  raised, 
the  crystal  remaining  insulated.  One  end  will  be  found  positively 
and  the  other  end  negatively  electrified.  Let  the  surface  be  de- 
prived of  this  apparent  electrification  by  means  of  a  flame  or  other- 
wise, then  if  the  crystal  be  made  still  hotter,  electrification  of  the 
same  kind  as  before  will  appear,  but  if  the  crystal  be  cooled  the 
end  which  was  positive  when  the  crystal  was  heated  will  become 
negative. 

These  electrifications  are  observed  at  the  extremities  of  the  crys- 
tallographic  axis.  Some  crystals  are  terminated  by  a  six-sided 
pyramid  at  one  end  and  by  a  three-sided  pyramid  at  the  other. 
In  these  the  end  having  the  six-sided  pyramid  becomes  positive 
when  the  crystal  is  heated. 

Sir  W.  Thomson  supposes  every  portion  of  these  and  other  hemi- 
hedral  crystals  to  have  a  definite  electric  polarity,  the  intensity 
of  which  depends  on  the  temperature.  When  the  surface  is  passed 
through  a  flame,  every  part  of  the  surface  becomes  electrified  to 
such  an  extent  as  to  exactly  neutralize,  for  all  external  points, 
the  efiect  of  the  internal  polarity.  The  crystal  then  has  no  ex- 
ternal electrical  action,  nor  any  tendency  to  change  its  mode  of 
electrification.     But  if  it  be  heated  or  cooled  the  interior  polariza- 

*  JnUiUectval  Observer,  March,  1860. 
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tion  of  each  particle  of  the  crystal  is  altered,  and  can  no  longer 
be  balanced  by  the  superficial  electrification,  so  that  there  is  a 
resultant  external  action. 

Flan  of  tAis  Treatue. 

59.]  In  the  following  treatise  I  propose  first  to  explain  the 
ordinary  theory  of  electrical  action,  which  considers  it  as  depending 
only  on  the  electrified  bodies  and  on  their  relative  position,  with- 
out taking  account  of  any  phenomena  which  may  take  place  in  the 
intervening  media.  In  this  way  we  shall  establish  the  law  of  the 
inverse  square,  the  theory  of  the  potential,  and  the  equations  of 
Laplace  and  Foisson.  We  shall  next  consider  the  charges  and 
potentials  of  a  system  of  electrified  conductors  as  connected  by 
a  system  of  equations,  the  coefficients  of  which  may  be  supposed 
to  be  determined  by  experiment  in  those  cases  in  which  our  present 
mathematical  methods  are  not  applicable,  and  from  these  we  shall 
determine  the  mechanical  forces  acting  between  the  different  elec- 
trified bodies. 

We  shall  then  investigate  certain  general  theorems  by  which 
Green,  Gauss,  and  Thomson  have  indicated  the  conditions  of  so- 
lution of  problems  in  the  distribution  of  electricity.  One  result 
of  these  theorems  is,  that  if  Foisson's  equation  is  satisfied  by  any 
function,  and  if  at  the  surface  of  every  conductor  the  function 
has  the  value  of  the  potential  of  that  conductor,  then  the  func- 
tion expresses  the  actual  potential  of  the  system  at  every  point. 
We  also  deduce  a  method  of  finding  problems  capable  of  exact 
solution. 

In  Thomson's  theorem,  the  total  energy  of  the  system  is  ex- 
pressed in  the  form  of  the  integral  of  a  certain  quantity  extended 
over  the  whole  space  between  the  electrified  bodies,  and  also  in 
the  form  of  an  integral  extended  over  the  electrified  surfaces 
only.  The  equality  of  these  two  expressions  may  be  thus  inter- 
preted physically.  We  may  conceive  the  physical  relation  between 
the  electrified  bodies,  either  as  the  result  of  the  state  of  the 
intervening  medium,  or  as  the  result  of  a  direct  action  between 
the  electrified  bodies  at  a  distance.  If  we  adopt  the  latter  con- 
ception, we  may  determine  the  law  of  the  action,  but  we  can  go 
no  further  in  speculating  on  its  cause.  If,  on  the  other  hand, 
we  adopt  the  conception  of  action  through  a  medium,  we  are 
led  to  enquire  into  the  nature  of  that  action  in  each  part  of  the 
medium.  C  r>.i^a\o 
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It  appears  from  the  theorem,  that  if  we  are  to  look  for  the  seat 
of  the  electric  energy  in  the  different  parts  of  the  dielectric  me- 
dium, the  amount  of  energy  in  any  small  part  must  depend  on 
the  square  of  the  resultant  electromotive  intensity  at  that  place 
multiplied  by  a  coefficient  called  the  specific  inductive  capacity  of 
the  medium. 

It  is  better,  however,  in  considering  the  theory  of  dielectrics 
from  the  most  general  point  of  view,  to  distinguish  between  the 
electromotive  intensity  at  any  point  and  the  electric  polarization  of 
the  medium  at  that  point,  since  these  directed  quantities,  though 
related  to  one  another,  are  not,  in  some  solid  substances,  in  the 
same  direction.  The  most  general  expression  for  the  electric 
energy  of  the  medium  per  unit  of  volume  is  half  the  product  of 
the  electromotive  intensity  and  the  electric  polarization  multiplied 
by  the  cosine  of  the  angle  between  their  directions.  In  all  fluid 
dielectrics  the  electromotive  intensity  and  the  electric  polarization 
are  in  the  same  direction  and  in  a  constant  ratio. 

If  we  calculate  on  this  hypothesis  the  total  energy  residing 
in  the  medium,  we  shall  find  it  equal  to  the  energy  due  to  the 
electrification  of  the  conductors  on  the  hypothesis  of  direct  action 
at  a  distance.  Hence  the  two  hypotheses  are  mathematically 
equivalent. 

If  we  now  proceed  to  investigate  the  mechanical  stat«  of  the 
medium  on  the  hypothesis  that  the  mechanical  action  observed 
between  electrified  bodies  is  exerted  through  and  by  means  of  the 
medium,  as  in  the  familiar  instances  of  the  action  of  one  body 
on  another  by  means  of  the  tension  of  a  rope  or  the  pressure  of 
a  rod,  we  find  that  the  medium  must  be  in  a  state  of  mechanical 
stress. 

The  nature  of  this  stress  is,  as  Faraday  pointed  out  *,  a  tension 
along  the  lines  of  force  combined  with  an  equal  pressure  in  all 
directions  at  right  angles  to  these  lines.  The  magnitude  of  these 
stresses  is  proportional  to  the  energy  of  the  electrification  per  unit 
of  volume,  or,  in  other  words,  to  the  square  of  the  resultant  electro- 
motive intensity  multiplied  by  the  specific  inductive  capacity  of  the 
medium. 

This  distribution  of  stress  is  the  only  one  consistent  with  the 

observed  mechanical  action  on  the  electrified  bodies,  and  also  with 

the  observed  equilibrium  of  the  fluid  dielectric  which  surrounds 

them.     I  have  therefore  thought  it  a  warrantable  step  in  scientific 
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procedure  to  assume  the  actual  existence  of  this  state  of  stress,  and 
to  follow  the  assumption  into  its  consequences.  Finding  the  phrase 
electric  tension  used  in  several  vague  senses,  I  have  attempted  to 
confine  it  to  what  I  conceive  to  have  been  in  the  mind  of  some 
of  those  who  have  used  it,  namely,  the  state  of  stress  in  the 
dielectric  medium  which  causes  motion  of  the  electrified  bodies, 
and  leads,  when  continually  augmented^  to  disruptive  discharge. 
Electric  tension,  in  this  sense,  is  a  tension  of  exactly  the  same 
kind,  and  measured  in  the  same  way,  as  the  tension  of  a  rope, 
and  the  dielectric  medium,  which  can  support  a  certain  tension 
and  no  more,  may  be  said  to  have  a  certain  strength  in  exactly 
the  same  sense  as  the  rope  is  said  to  have  a  certain  strength. 
Thus^  for  example,  Thomson  has  found  that  air  at  the  ordinary 
pressure  and  temperature  can  support  an  electric  tension  of  9600 
grains  weight  per  square  foot  before  a  spark  passes. 

60.]  From  the  hypothesis  that  electric  action  is  not  a  direct 
action  between  bodies  at  a  distance,  but  is  exerted  by  means  of 
the  medium  between  the  bodies,  we  have  deduced  that  this  medium 
must  be  in  a  state  of  stress.  We  have  also  ascertained  the  cha- 
racter of  the  stress,  and  compared  it  with  the  stresses  which  may 
occur  in  solid  bodies.  Along  the  lines  of  force  there  is  tension, 
and  perpendicular  to  them  there  is  pressure,  the  numerical  mag- 
nitude of  these  forces  being  equal,  and  each  proportional  to  the 
square  of  the  resultant  intensity  at  the  point.  Having  established 
these  results,  we  are  prepared  to  take  another  step,  and  to  form 
an  idea  of  the  nature  of  the  electric  polarization  of  the  dielectric 
medium. 

An  elementary  portion  of  a  body  may  be  said  to  be  polarized 
"Vhen  it  acquires  equal  and  opposite  properties  on  two  opposite 
sides.  The  idea  of  internal  polarity  may  be  studied  to  the  greatest 
advantage  as  exemplified  in  permanent  magnets,  and  it  will  be 
explained  at  greater  length  when  we  come  to  treat  of  magnetism. 

The  electric  polarization  of  an  elementary  portion  of  a  dielectric 
is  a  forced  state  into  which  the  medium  is  thrown  by  the  action 
of  electromotive  force,  and  which  disappears  when  that  force  is 
removed.  We  may  conceive  it  to  consist  in  what  we  may  call 
an  electrical  displacement,  produced  by  the  electromotive  intensity. 
When  the  electromotive  force  acts  on  a  conducting  medium  it 
produces  a  current  through  it,  but  if  the  medium  is  a  non-con- 
ductor or  dielectric,  the  current  cannot  flow  through  the  medium, 
but  the  electricity  is  displaced  within  the  medium  in  the  direction 
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of  the  electromotive  intendty,  the  extent  of  this  displacement 
depending  on  the  magnitude  of  the  electromotive  intensity,  so  that 
if  the  electromotive  intensity  increases  or  diminishes,  the  electric 
displacement  increases  and  diminishes  in  the  same  ratio. 

The  amount  of  the  displacement  is  measured  by  the  quantity 
of  electricity  which  crosses  unit  of  area,  while  the  displacement 
increases  from  zero  to  its  actual  amount.  This,  therefore^  is  the 
measure  of  the  electric  polarization. 

The  analogy  between  the  action  of  electromotive  force  in  pro- 
jiucing  electric  displacement  and  of  ordinary  mechanical  force  in 
producing  the  displacement  of  an  elastic  body  is  so  obvious  that 
I  have  ventured  to  call  the  ratio  of  the  electromotive  intensity  to 
the  corresponding  electric  displacement  the  coefficient  of  electric 
elasticity  of  the  medium.  This  coefficient  is  different  in  different 
media,  and  varies  inversely  as  the  specific  inductive  capacity  of  each 
medium. 

The  variations  of  electric  displacement  evidently  constitute  electric 
currents.  These  currents,  however,  can  only  exist  during  the 
variation  of  the  displacement,  and  therefore,  since  the  displace- 
ment cannot  exceed  a  certain  value  without  causing  disruptive 
discharge,  they  cannot  be  continued  indefinitely  in  the  same  direc* 
tion,  like  the  currents  through  conductors. 

In  tourmaline,  and  other  pyro-electric  crystals,  it  is  probable  that 
a  state  of  electric  polarization  exists,  which  depends  upon  tem- 
perature, and  does  not  require  an  external  electromotive  force  to 
produce  it.  If  the  interior  of  a  body  were  in  a  state  of  permanent 
electric  polarization,  the  outside  would  gradually  become  charg^ 
in  such  a  manner  as  to  neutralize  the  action  of  the  internal 
polarization  for  all  points  outside  the  body.  This  external  super- 
ficial charge  could  not  be  detected  by  any  of  the  ordinary  tests, 
and  could  not  be  removed  by  any  of  the  ordinary  methods  for 
discharging  superficial  electrification.  The  internal  i>olarization  of 
the  substance  would  therefore  never  be  discovered  unless  by  some 
means,  such  as  change  of  temperature,  the  amount  of  the  internal 
polarization  could  be  increased  or  diminished.  The  external  elec- 
trification would  then  be  no  longer  capable  of  neutralizing  the 
external  effect  of  the  internal  polarization,  and  an  apparent  elec- 
trification would  be  observed,  as  in  the  case  of  tourmaline. 

If  a  charge  e  is  uniformly  distributed  over  the  surface  of  a  sphere, 
the  resultant  force  at  any  point  of  the  medium  surrounding  the 
sphere  is  numerically  equad  to  the  charge  e  divided  by  the  square  of 
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the  distance  from  the  centre  of  the  sphere.  This  resultant  force, 
according  to  our  theory,  is  accompanied  by  a  displacement  of  elec- 
tricity in  a  direction  outwards  from  the  sphere. 

If  we  now  draw  a  concentric  spherical  surface  of  radius  r^  the 
whole  displacement,  E^  through  this  surface  will  be  proportional  to 
the  resultant  force  multiplied  by  the  area  of  the  spherical  surface. 
But  the  resultant  force  is  directly  as  the  charge  e  and  inversely  as 
the  square  of  the  radius,  while  the  area  of  the  surface  is  directly 
as  the  square  of  the  radius. 

Hence  the  whole  displacement,  J5,  is  proportional  to  the  charge  e^ 
aud  is  independent  of  the  radius. 

To  determine  the  ratio  between  the  charge  ^,  and  the  quantity 
of  electricity,  E^  displaced  outwards  through  any  one  of  the 
spherical  surfaces,  let  us  consider  the  work  done  upon  the  medium 
in  the  region  between  two  concentric  spherical  surfeces,  while  the 
displacement  is  increased  from  E  to  E-^-^E.  If  F^  and  V^  denote 
the  potentials  at  the  inner  and  the  outer  of  these  surfaces  respect- 
ively, the  electromotive  force  by  which  the  additional  displacement 
is  produced  is  ?^i— Tg,  so  that  the  work  spent  in  augmenting  the 
displacement  is  (  F^  —  F^)  b  E. 

If  we  now  make  the  inner  surface  coincide  with  that  of  the 
electrified  sphere,  and  make  the  radius  of  the  other  infinite^  V^ 
becomes  F,  the  potential  of  the  sphere,  and  V^  becomes  zero,  so 
that  the  whole  work  done  in  the  surrounding  medium  is  VhE. 

But  by  the  ordinary  theory,  the  work  done  in  augmenting  the 
charge  is  Vhe^  and  if  this  is  spent,  as  we  suppose^  in  augmenting 
the  displacement,  bE=be,  and  since  E  and  e  vanish  together, 
E=  e,  or — 

Tie  disjolacement  outwards  through  any  spherical  surface  concentric 
with  the  sphere  is  equal  to  the  charge  on  the  sphere. 

To  fix  our  ideas  of  electric  displacement,  let  us  consider  an  accu- 
mulator formed  of  two  conducting  plates  A  and  B^  separated  by  a 
stratum  of  a  dielectric  C.  Let  ^  be  a  conducting  wire  joining 
A  and  jB,  and  let  us  suppose  that  by  the  action  of  an  electromotive 
force  a  quantity  Q  of  positive  electricity  is  transferred  along  the 
wire  from  B  to  A.  The  positive  electrification  of  A  and  the 
negative  electrification  of  B  will  produce  a  certain  electromotive 
force  acting  from  A  towards  B  in  the  dielectric  stratum,  and  this 
will  produce  an  electric  displacement  from  A  towards  B  within  the 
dielectric.  The  amount  of  this  displacement,  as  njeasured  by  the 
quantity  of  electricity  forced  across  an  imaginary  section  of  the  ^^T^ 
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dielectric  dividing  it  into  two  strata,  will  be,  according  to  our 
theory,  exactly  Q.     See  Arts.  75,  76,  111. 

It  appears,  therefore,  that  at  the  same  time  that  a  quantity 
Q  of  electricity  is  being  transferred  along  the  wire  by  the  electro- 
motive force  from  JB  towards  A,  so  as  to  cross  every  section  of 
the  wire,  the  same  quantity  of  electricity  crosses  every  section 
of  the  dielectric  from  A  towards  JS  by  reason  of  the  electric  dis- 
placement. 

The  displacements  of  electricity  during  the  discharge  of  the  accu- 
mulator will  be  the  reverse  of  these.  In  the  wire  the  discharge 
will  be  Q  from  A  to  JB,  and  in  the  dielectric  the  displacement  will 
subside,  and  a  quantity  of  electricity  Q  will  cross  every  section 
from  £  towards  A, 

Every  case  of  charge  or  discharge  may  therefore  be  considered 
as  a  motion  in  a  closed  circuit,  such  that  at  every  section  of 
the  circuit  the  same  quantity  of  electricity  crosses  in  the  same 
time,  and  this  is  the  case,  not  only  in  the  voltaic  circuit  where 
it  has  always  been  recognised,  but  in  those  cases  in  which  elec- 
tricity has  been  generally  supposed  to  be  accumulated  in  certain 
places. 

61.]  We  are  thus  led  to  a  very  remarkable  consequence  of  the 
theory  which  we  are  examining,  namely,  that  the  motions  of  elec- 
tricity are  like  those  of  an  incompressible  fluid,  so  that  the  total 
quantity  within  an  imaginary  fixed  closed  surface  remains  always 
the  same.  This  result  appears  at  first  sight  in  direct  contradiction 
to  the  fact  that  we  can  charge  a  conductor  and  then  introduce 
it  into  the  closed  space,  and  so  alter  the  quantity  of  electricity 
within  that  space.  But  we  must  remember  that  the  ordinary 
theory  takes  no  account  of  the  electric  displacement  in  the  sub- 
stance of  dielectrics  which  we  have  been  investigating,  but  confines 
its  attention  to  the  electrification  at  the  bounding  surfaces  of  the 
conductors  and  dielectrics.  In  the  case  of  the  charged  conductor 
let  us  suppose  the  charge  to  be  positive,  then  if  the  surrounding 
dielectric  extends  on  all  sides  beyond  the  closed  surface  there  will 
be  electric  polarization,  accompanied  with  displacement  from  within 
outwards  all  over  the  closed  surface,  and  the  surface-integral  of  the 
displacement  taken  over  the  surface  will  be  equal  to  the  charge  on 
the  conductor  within. 

Thus  when  the  charged  conductor  is  introduced  into  the  closed 
space  there  is  immediately  a  displacement  of  a  quantity  of  elec- 
tricity equal  to  the  charge  through  the  surface  from  within  out- 
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wards,  and  the  whole  quantity  within  the  surface  remains  the 
same. 

The  theory  of  electric  polarization  will  be  discussed  at  greater 
length  in  Chapter  V,  and  a  mechanical  illustration  of  it  wiU  be 
given  in  Art.  334,  but  its  importance  cannot  be  fully  understood 
till  we  arrive  at  the  study  of  electromagnetic  phenomena. 

62.]  The  peculiar  features  of  the  theory  are : — 

That  the  energy  of  electrification  resides  in  the  dielectric  medium^ 
whether  that  medium  be  solid,  liquid,  or  gaseous,  dense  or  rare, 
or  even  what  is  called  a  vacuum^  provided  it  be  still  capable  of 
transmitting  electrical  action. 

That  the  energy  in  any  part  of  the  medium  is  stored  up  in 
the  form  of  a  state  of  constraint  called  electric  polarization,  the 
amount  of  which  depends  on  the  resultant  electromotive  intensity 
at  the  place. 

That  electromotive  force  acting  on  a  dielectric  produces  what 
we  have  called  electric  displacement,  the  relation  between  the  in- 
tensity and  the  displacement  being  in  the  most  general  case  of  a 
kind  to  be  afterwards  investigated  in  treating  of  conduction,  but  in 
the  most  important  cases  the  displacement  is  in  the  same  direc- 
tion as  the  force,  and  is  numerically  equal  to  the  intensity  mul- 
tiplied by  j-^i  where  K  is  the  specific  inductive  capacity  of  the 

dielectric. 

That  the  energy  per  unit  of  volume  of  the  dielectric  arising  from 
the  electric  polarization  is  half  the  product  of  the  electromotive 
intensity  and  the  electric  displacement,  multiplied,  if  necessary,  by 
the  cosine  of  the  angle  between  their  directions. 

That  in  fluid  dielectrics  the  electric  polarization  is  accompanied 
by  a  tension  in  the  direction  of  the  lines  of  induction,  combined 
with  an  equal  pressure  in  all  directions  at  right  angles  to  the 
lines  of  induction,  the  tension  or  pressure  per  unit  of  area  being 
numerically  equal  to  the  energy  per  unit  of  volume  at  the  same 
place. 

That  the  surface  of  any  elementary  portion  into  which  we  may 
conceive  the  volume  of  the  dielectric  divided  must  be  conceived 
to  be  charged  so  that  the  surface-density  at  any  point  of  the 
surface  is  equal  in  magnitude  to  the  displacement  through  that 
point  of  the  surface  reckoned  inwards.  If  the  displacement  is  in 
the  positive  direction,  the  surface  of  the  element  wiU  be  charged 
negatively  on  the  positive  side  of  the  element,  and  positively  op 
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the  negative  side.  These  superficial  charges  will  in  general  destroy 
one  another  when  consecntive  elements  are  considered,  except 
where  the  dielectric  has  an  internal  charge,  or  at  the  surface  of 
the  dielectric. 

That  whatever  electricity  may  be,  and  whatever  we  may  under- 
stand by  the  movement  of  electricity,  the  phenomenon  which  we 
have  called  electric  displacement  is  a  movement  of  electricity  in  the 
same  sense  as  the  transference  of  a  definite  quantity  of  electricity 
through  a  wire  is  a  movement  of  electricity,  the  only  difference 
being  that  in  the  dielectric  there  is  a  force  which  we  have  called 
electric  elasticity  which  acts  against  the  electric  displacement,  and 
forces  the  electricity  back  when  the  electromotive  force  is  removed; 
whereas  in  the  conducting  wire  the  electric  elasticity  is  continually 
giving  way,  so  that  a  current  of  true  conduction  is  set  up,  and 
the  resistance  depends,  not  on  the  total  quantity  of  electricity  dis- 
placed from  its  position  of  equilibrium,  but  on  the  quantity  which 
crosses  a  section  of  the  conductor  in  a  given  time. 

That  in  every  case  the  motion  of  electricity  is  subject  to  the 
same  condition  as  that  of  an  incompressible  fluid,  namely,  that 
at  every  instant  as  much  must  flow  out  of  any  given  closed  sur&ce 
as  flows  into  it. 

It  follows  from  this  that  every  electric  current  must  form  a 
closed  circuit.  The  importance  of  this  result  will  be  seen  when  we 
investigate  the  laws  of  electro-magnetism. 

Since,  as  we  have  seen,  the  theory  of  direct  action  at  a  distance 
is  mathematically  identical  with  that  of  action  by  means  of  a 
medium,  the  actual  phenomena  may  be  explained  by  the  one 
theory  as  well  as  by  the  other,  provided  suitable  hypotheses  be 
introduced  when  any  difficulty  occurs.  Thus,  Mossotti  has  deduced 
the  mathematical  theory  of  dielectrics  from  the  ordinary  theory 
of  attraction  merely  by  giving  an  electric  instead  of  a  magnetic 
interpretation  to  the  symbols  in  the  investigation  by  which  Poisson 
has  deduced  the  theory  of  magnetic  induction  from  the  theory  of 
magnetic  fluids.  He  assumes  the  existence  within  the  dielectric  of 
small  conducting  elements,  capable  of  having  their  opposite  surfaces 
oppositely  electrified  by  induction,  but  not  capable  of  losing  or 
gaining  electricity  on  the  whole,  owing  to  their  being  insulated 
from  each  other  by  a  non-conducting  medium.  This  theory  of 
dielectrics  is  consistent  with  the  laws  of  electricity,  and  may  be 
actually  true.  If  it  is  true,  the  specific  inductive  capacity  of 
ft  dielectric,  may  be  greater,  but  cannot  be  less,  than  that  of  ^ 
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vacuum.  No  instance  has  yet  been  found  of  a  dielectric  having 
an  inductive  capacity  less  than  that  of  a  vacuum,  but  if  such  should 
be  discovered,  Mossotti's  physical  theory  must  be  abandoned, 
although  his  formulae  would  all  remain  exact,  and  would  only 
require  us  to  alter  the  sign  of  a  coefficient. 

In  many  parts  of  physical  science,  equations  of  the  same  form 
are  found  applicable  to  phenomena  which  are  certainly  of  quite 
different  natures,  as,  for  instance,  electric  induction  through  di- 
electrics, conduction  through  conductors,  and  magnetic  induction. 
In  all  these  cases  the  relation  between  the  force  and  the  effect 
produced  is  expressed  by  a  set  of  equations  of  the  same  kind, 
so  that  when  a  problem  in  one  of  these  subjects  is  solved,  the 
problem  and  its  solution  may  be  translated  into  the  language 
of  the  other  subjects  and  the  results  in  their  new  form  will  still 
be  true. 
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CHAPTER  11. 

ELBMENTABY  MATHEMATICAL  THEOBY  OP  STATICAL 
ELBCTBICITY. 

Definition  of  Electricity  as  a  Mathematical  Qtuintity. 

68.]  We  have  seen  that  the  properties  of  charged  bodies  are 
such  that  the  charge  of  one  body  may  be  equal  to  that  of  an- 
other, or  to  the  sum  of  the  charges  of  two  bodies,  and  that  when 
two  bodies  are  equally  and  oppositely  charged  they  have  no  elec- 
trical effect  on  external  bodies  when  placed  together  within  a  closed 
insulated  conducting  vessel.  We  may  express  all  these  results  in 
a  concise  and  consistent  manner  by  describing  an  electrified  body  as 
charged  with  a  certain  quantity  of  electricity^  which  we  may  denote 
by  e.  When  the  charge  is  positive,  that  is,  according  to  the  usual 
convention,  vitreous,  e  will  be  a  positive  quantity.  When  the 
charge  is  negative  or  resinous,  e  will  be  negative,  and  the  quantity 
— c  may  be  interpreted  either  as  a  negative  quantity  of  vitreous 
electricity  or  as  a  positive  quantity  of  resinous  electricity. 

The  effect  of  adding  together  two  equal  and  opposite  charges  of 
electricity,  +^  and  —  ^,  is  to  produce  a  state  of  no  charge  expressed 
by  zero.  We  may  therefore  regard  a  body  not  charged  as  virtually 
charged  with  equal  and  opposite  charges  of  indefinite  magnitude, 
and  a  charged  body  as  virtually  charged  with  unequal  quantities  of 
positive  and  negative  electricity,  the  algebraic  sum  of  these  charges 
constituting  the  observed  electrification.  It  is  manifest,  however, 
that  this  way  of  regarding  an  electrified  body  is  entirely  artificial, 
and  may  be  compared  to  the  conception  of  the  velocity  of  a  body  as 
compounded  of  two  or  more  different  velocities,  no  one  of  which 
is  the  actual  velocity  of  the  body. 

ON  BLECTEIC  DENSITY. 

Distribution  in  Three  Dimensions. 

64.]  Definition.  The  electric  volume-density  at  a  given  point 
in  space  is  the  limiting  ratio  of  the  quantity  of  electricity  within 
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a  sphere  whose  centre  is  the  given  point  to  the  volume  of  the 
sphere,  when  its  radius  is  diminished  without  limit. 

We  shall  denote  this  ratio  by  the  symbol  p,  which  may  be  posi- 
tive or  negative. 

Distribution  over  a  Surface. 

It  is  a  result  alike  of  theory  and  of  experiment,  that,  in  certain 
cases,  the  charge  of  a  body  is  entirely  on  the  surface.  The  density 
at  a  point  on  the  surface,  if  defined  according  to  the  method  given 
above,  would  be  infinite.  We  therefore  adopt  a  different  method 
for  the  measurement  of  surface-density. 

Definition,  The  electric  density  at  a  given  point  on  a  surface  is 
the  limiting  ratio  of  the  quantity  of  electricity  within  a  sphere 
whose  centre  is  the  given  point  to  the  area  of  the  surface  contained 
within  the  sphere,  when  its  radius  is  diminished  without  limit. 

We  shall  denote  the  surface-density  by  the  symbol  <r. 

Those  writers  who  supposed  electricity  to  be  a  material  fluid 
or  a  collection  of  particles,  were  obliged  in  this  case  to  suppose 
the  electricity  distributed  on  the  surface  in  the  form  of  a  stratum 
of  a  certain  thickness  0,  its  density  being  p^^  or  that  value  of  p 
which  would  result  from  the  particles  having  the  closest  contact 
of  which  they  are  capable.     It  is  manifest  that  on  this  theoiy 

Pq6  =z  a. 
When  0-  is  negative,  according  to  this  theory,  a  certain  stratum 
of  thickness  $  is  left  entirely  devoid  of  positive  electricity,  and 
filled  entirely  with  negative  electricity,  or,  on  the  theory  of  one 
fluid,  with  matter. 

There  is,  however,  no  experimental  evidence  either  of  the  elec- 
tric stratum  having  any  thickness,  or  of  electricity  being  a  fluid 
or  a  collection  of  particles.  We  therefore  prefer  to  do  without  the 
symbol  for  the  thickness  of  the  stratum,  and  to  use  a  special  symbol 
for  surface-density. 

Distribution  on  a  Line. 

It  is  sometimes  convenient  to  suppose  electricity  distributed 
on  a  line,  that  is,  a  long  narrow  body  of  which  we  neglect  the 
thickness.  In  this  case  we  may  define  the  line-density  at  any  point 
to  be  the  limiting  ratio  of  the  charge  on  an  element  of  the 
line  to  the  length  of  that  element  when  the  element  is  diminished 
without  limit.  C  r\(^n\o 
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If  K  denotes  the  line-density,  then  the  whole  quantity  of  elec- 
tricity on  a  curve  is  ^  =  /Ad*,  where  ds  is  the  element  of  the  curve. 

Similarly,  if  <r  is  the  surfece-density,  the  whole  quantity  of  elec- 
tricity on  the  surface  is  rr 

where  dSia  the  element  of  surface. 

If  p  is  the  volume-density  at  any  point  of  space,  then  the  whole 
electricity  within  a  certain  volume  is 

e  =  1 1 1  pdadydz. 

where  dxdydziB  the  element  of  volume.  The  limits  of  integration 
in  each  case  are  those  of  the  curve,  the  surface,  or  the  portion  of 
space  considered. 

It  is  manifest  that  ^,  X,  a  and  p  are  quantities  differing  in  kind, 
each  being  one  dimension  in  space  lower  than  the  preceding,  so  that 
if  ^  be  a  line,  the  quantities  e,  iK^  P<r^  and  Pp  will  be  all  of  the 
same  kind,  and  if  [L]  be  the  unit  of  length,  and  [A],  [0-],  [p]  the 
units  of  the  different  kinds  of  density,  [^],  [i/A],  [-£*a-],  and  \L^p\ 
will  each  denote  one  unit  of  electricity. 

Definition  of  the  Unit  of  Electricity. 

65.]  Let  A  and  B  be  two  points  the  distance  between  which 
is  the  unit  of  length.  Let  two  bodies,  whose  dimensions  are  small 
compared  with  the  distance  ABy  be  charged  with  equal  quantities 
of  positive  electricity  and  placed  at  A  and  B  respectively,  and 
let  the  charges  be  such  that  the  force  with  which  they  repel  each 
other  is  the  unit  of  force,  measured  as  in  Art.  6.  Then  the  charge 
of  either  body  is  said  to  be  the  unit  of  electricity. 

If  the  charge  of  the  body  at  B  were  a  unit  of  negative  electricity, 
then,  since  the  action  between  the  bodies  would  be  reversed,  we 
should  have  an  attraction  equal  to  the  unit  of  force.  If  the  charge 
of  A  were  also  negative,  and  equal  to  unity,  the  force  would  be 
repulsive,  and  equal  to  unity. 

Since  the  action  between  any  two  portions  of  electricity  is  not 
affected  by  the  presence  of  other  portions,  the  repulsion  between 
e  units  of  electricity  at  A  and  /  units  at  B  is  eef^  the  distance 
AB  being  unity.     See  Art.  39. 

Law  of  Force  between  Charged  Bodies, 
66.]   Coulomb  shewed  by  experiment  that  the  force  betweea 
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charged  bodies  whose  dimensions  are  small  compared  with  the 
distance  between  them,  varies  inversely  as  the  square  of  the  dis- 
tance. Hence  the  repulsion  between  two  such  bodies  charged  with 
quantities  e  and  ^  and  placed  at  a  distance  r  is 

We  shall  prove  in  Art.  74  that  this  law  is  the  only  one  con- 
sistent with  the  observed  &ct  that  a  conductor,  placed  in  the  inside 
of  a  closed  hollow  conductor  and  in  contact  with  it,  is  deprived  of 
all  electrical  charge.  Our  conviction  of  the  accuracy  of  the  law 
of  the  inverse  square  of  the  distance  may  be  considered  to  rest 
on  experiments  of  this  kind,  rather  than  on  the  direct  measure- 
ments of  Coulomb. 

Resultant  Force  hetween  Two  Bodies. 

67.]  In  order  to  calculate  the  resultant  force  between  two  bodies 
we  might  divide  each  of  them  into  its  elements  of  volume,  and 
consider  the  repulsion  between  the  electricity  in  each  of  the  elements 
of  the  first  body  and  the  electricity  in  each  of  the  elements  of  the 
second  body.  We  should  thus  get  a  system  of  forces  equal  in 
number  to  the  product  of  the  numbers  of  the  elements  into  which 
we  have  divided  each  body^  and  we  should  have  to  combine  the 
effects  of  these  forces  by  the  rules  of  Statics.  Thus,  to  find  the 
component  in  the  direction  of  x  we  should  have  to  find  the  value 
of  the  sextuple  integral 


{{{{{{   pp{(c-(i^)dxdydzdafd/dsf 
JJJJJJ  {(a?-a?')a  +  (y-z 


where  x,  y,  z  are  the  coordinates  of  a  point  in  the  first  body  at 
which  the  electrical  density  is  p,  and  a?',  /,  /,  and  p'  are  the 
corresponding  quantities  for  the  second  body,  and  the  integration 
is  extended  first  over  the  one  body  and  then  over  the  other. 

Resultant  Intensity  at  a  Point. 

68.]  In  order  to  simplify  the  mathematical  process,  it  is  con- 
venient to  consider  the  action  of  an  electrified  body,  not  on  another 
body  of  any  form,  but  on  an  indefinitely  small  body,  charged  with 
an  indefinitely  small  amount  of  electriciiy,  and  placed  at  any  point 
of  the  space  to  which  the  electrical  action  extends.  By  making 
the  charge  of  this  body  indefinitely  small  we  render  insensible  its 
disturbing  action  on  the  charge  of  the  first  body. 
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Let  e  be  the  charge  of  the  small  body,  and  let  the  force  acting 
on  it  when  placed  at  the  point  (a?,y, ;?)  be  5e,  and  let  the  direction- 
cosines  of  the  force  be  l^  m,  %  then  we  may  call  22  the  resultant 
electrical  Intensity  at  the  point  (x,  y,  z). 

If  X,  F,  Z  denote  the  components  of  i?,  then 

In  speaking  of  the  resaltant  electrical  intensity  at  a  point,  we 
do  not  necessarily  imply  that  any  force  is  actually  exerted  there, 
but  only  that  if  an  electrified  body  were  placed  there  it  would  be 
acted  on  by  a  force  Re^  where  e  is  the  charge  of  the  body  *. 

Definitiofi.  The  Resultant  electric  Intensity  at  any  point  is  the 
force  which  would  be  exerted  on  a  small  body  charged  with  the 
unit  of  positive  electricity,  if  it  were  placed  there  without  disturbing 
the  actual  distribution  of  electricity. 

This  force  not  only  tends  to  move  a  body  charged  with 
electricity,  but  to  move  the  electricity  within  the  body,  so  that 
the  positive  electricity  tends  to  move  in  the  direction  of  S 
and  the  negative  electricity  in  the  opposite  direction.  Hence 
the  quantity  S  is  also  called  the  Electromotive  Intensity  at  the  point 

When  we  wish  to  express  the  fact  that  the  resultant  intensity  is 
a  vector,  we  shall  denote  it  by  the  German  letter  @.  If  the  body 
is  a  dielectric,  then,  according  to  the  theory  adopted  in  this 
treatise,  the  electricity  is  displaced  within  it,  so  that  the  quantity 
of  electricity  which  is  forced  in  the  direction  of  @  across  unit  of 
area  fixed  perpendicular  to  (S  is 

where  2)  is  the  displacement,  S*  the  resultant  intensity,  and  K  the 
specific  inductive  capacity  of  the  dielectric. 

If  the  body  is  a  conductor,  the  state  of  constraint  is  continually 
giving  way,  so  that  a  current  of  conduction  is  produced  and  main- 
tained as  long  as  @  acts  on  the  medium. 

Line-Integral  of  Electric  TntcTisity,  or  Electromotive  Force  along 
an  Arc  of  a  Ctirve, 

69.]  The  Electromotive  force  along  a  given  arc  AP  of  a  curve  is 
numerically  measured  by  the  work  which  would  be  done  by  the 

♦  The  Electric  and  Magnetic  Intensity  correspond,  in  electricity  and  mag- 
netism, to  the  intensity  of  gravity,  commonly  denoted  by  g,  in  the  theory  of  heavy 
bodies. 
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electric  force  on  a  unit  of  positive  electricity  carried  along  the  curve 
from  A^  the  beginning,  to  P,  the  end  of  the  arc. 

If  *  is  the  length  of  the  arc,  measured  from  A^  and  if  the  re- 
sultant intensity  R  at  any  point  of  the  curve  makes  an  angle  e  with 
the  tangent  drawn  in  the  positive  direction,  then  the  work  done 
on  unit  of  electricity  in  moving  along  the  element  of  the  curve 
*  will  be  JBcoserf*, 

and  the  total  electromotive  force  H  will  be 

^  =  /   JS  cos  e  d%y 

the  integration  being  extended  from  the  beginning  to  the  end 
of  the  arc. 

If  we  make  use  of  the  components  of  the  intensity,  the  expres- 
sion becomes 

If  X,  Ty  and  Z  are  such  that  Xdx-^  Tdy+Zdz  is  the  complete 
differential  of  —  F,  a  function  of  ar,  y,  z,  then 

H  =  nXdw-^-Tdy+Zdz)  =--  TdF  =:  Fa-Fp; 

J  A  J  A 

where  the  integration  is  performed  in  any  way  from  the  point  A 
to  the  point  P,  whether  along  the  given  curve  or  along  any  other 
line  between  A  and  P. 

In  this  case  F  is  a  scalar  function  of  the  position  of  a  point  in 
space,  that  is,  when  we  know  the  coordinates  of  the  point,  the  value 
of  F  is  determinate,  and  this  value  is  independent  of  the  position 
and  direction  of  the  axes  of  reference.     See  Art.  16. 

On  Functions  of  the  Position  of  a  Point. 

In  what  follows,  when  we  describe  a  quantity  as  a  function  of 
the  position  of  a  point,  we  mean  that  for  every  position  of  the  point 
the  function  has  a  determinate  value.  We  do  not  imply  that  this 
value  can  always  be  expressed  by  the  same  formula  for  all  points  of 
space,  for  it  may  be  expressed  by  one  formula  on  one  side  of  a 
given  surface  and  by  another  formula  on  the  other  side. 

On  Potential  Functions, 

70.]  The  quantity  X  dx -{■  T dy -{•  Z  dz  is  an  exact  differential 
whenever  the  force  arises  from  attractions  or  repulsions  whose  in- 
tensity is  a  function  of  the  distances  from  any  number  of  points. 
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For  if  Ti  be  the  distance  of  one  of  the  points  from  the  point  {x^  y^  z), 
and  if  JBi  be  the  repulsion,  then 

with  similar  expressions  for  J^  and  Z^^  so  that 

X^dx+Yj^dy  +  Zidz^S^dr^; 

and  since  ^  is  a  function  of  r^  only,  ^  dr^  is  an  exact  differential 
of  some  function  of  r^,  say  —  F^ . 

Similarly  for  any  other  force  B^,  acting  from  a  centre  at  dis- 
tance rg,  X^dx+  Y^dy  +  Z^dz  =  B^dr^  =  -rf^. 

But  X=  Xi  +  Xj-f  &c.  and  T  and  2^  are  compounded  in  the  same 
way,  therefore 

Xt&+  Tdy+Zdz  =  -d^j-d^+&c.  =  "dr. 

The  integral  of  this  quantity,  under  the  condition  that  it  vanishes 
at  an  infinite  distance,  is  called  the  Potential  Function. 

The  use  of  this  function  in  the  theory  of  attractions  was  intro- 
duced by  Laplace  in  the  calculation  of  the  attraction  of  the  earth. 
Green,  in  his  essay  <  On  the  Application  of  Mathematical  Analysis 
to  Electricity,'  gave  it  the  name  of  the  Potential  Function.  Gauss, 
working  independently  of  Green,  also  used  the  word  Potential. 
Clausius  and  others  have  applied  the  term  Potential  to  the  work 
which  would  be  done  if  two  bodies  or  systems  were  removed  to 
an  infinite  distance  from  one  another.  We  shall  follow  the  use  of 
the  word  in  recent  English  works,  and  avoid  ambiguity  by  adopting 
the  following  definition  due  to  Sir  W.  Thomson. 

Definition  of  Potential.  The  Potential  at  a  Point  is  the  work 
which  would  be  done  on  a  unit  of  positive  electricity  by  the  elec- 
tric forces  if  it  were  placed  at  that  point  without  disturbing  the 
electric  distribution,  and  carried  from  that  point  to  an  infinite 
distance:  or,  what  comes  to  the  same  thing,  the  work  which 
must  be  done  by  an  external  agent  in  order  to  bring  the  unit 
of  positive  electricity  from  an  infinite  distance  (or  from  any  place 
where  the  potential  is  zero)  to  the  given  point. 

71.]  HxpreasioTis/or  the  Resultant  Intensity  and  its  components  in 
terms  of  the  Potential, 

Since  the  total  electromotive  force  along  any  arc  AB  is 
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if  we  put  da  for  the  arc  A£  we  shall  have  for  the  force  resolved 
in  the  direction  of  ds^ 

whence,  by  assuming  ds  parallel  to  each  of  the  axes  in  succession, 
we  get 

am  ay  dz 

^  =  }^|  +^    +^|  }  • 
We  shall  denote  the  intensity  itself,  whose  magnitude,  or  tensor, 
is  22  and  whose  components  are  X,  Z,  Z^  by  the  German  letter  @^  as 
in  Arts.  17  and  68. 

The  Potential  at  all  Points  loithin  a  Qmdtictor  is  tie  same. 
72.]  A  conductor  is  a  body  which  allows  the  electricity  within 
it  to  move  from  one  part  of  the  body  to  any  other  when  acted  on 
by  electromotive  force.  When  the  electricity  is  in  equilibrium 
there  can  be  no  electromotive  force  acting  within  the  conductor. 
Hence  i2  =  0  throughout  the  whole  space  occupied  by  the  con* 
ductor.     From  this  it  follows  that 

dF      ^        dF     ^        dF     ^ 

and  therefore  for  every  point  of  the  conductor 

r=c, 

where  (7  is  a  constant  quantity. 

Since  the  potential  at  all  points  within  the  substance  of  the 
conductor  is  C,  the  quantity  C  is  called  the  Potential  of  the  con- 
ductor. C  may  be  defined  as  the  work  which  must  be  done  by 
external  agency  in  order  to  bring  a  unit  of  electricity  from  an 
infinite  distance  to  the  conductor,  the  distribution  of  electricity 
being  supposed  not  to  be  disturbed  by  the  presence  of  the  unit. 

It  will  be  shewn  at  Art.  246  that  in  general  when  two  bodies 
of  different  kinds  are  in  contact,  an  electromotive  force  acts  from 
one  to  the  other  through  the  surface  of  contact,  so  that  when  they 
are  in  equilibrium  the  potential  of  the  latter  is  higher  than  that 
of  the  former.  For  the  present,  therefore,  we  shall  suppose  all  our 
conductors  made  of  the  same  metal,  and  at  the  same  temperature. 

If  the  potentials  of  the  conductors  A  and  jB  be  T^  and  Fb  re- 
spectively, then  the  electromotive  force  along  a  wire  joining  A  and 
-BwiUbe  F^^Fb  rooalp 
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in  the  direction  AB^  that  is,  positive  electricity  will  tend  to  pass 
from  the  conductor  of  higher  potential  to  the  other. 

Potential,  in  electrical  science^  has  the  same  relation  to  Elec- 
tricity that  Pressure,  in  Hydrostatics,  has  to  Fluid,  or  that  Tem- 
perature, in  Thermodynamics,  has  to  Heat.  Electricity,  Fluids, 
and  Heat  all  tend  to  pass  from  one  place  to  another,  if  the  Poten- 
tial, Pressure,  or  Temperature  is  greater  in  the  first  place  than  in 
the  second.  A  fluid  is  certainly  a  substance,  heat  is  as  certainly 
not  a  substance,  so  that  though  we  may  find  assistance  from  ana- 
logies of  this  kind  in  forming  clear  ideas  of  formal  relations  of 
electrical  quantities,  we  must  be  careful  not  to  let  the  one  or  the 
other  analogy  suggest  to  us  that  electriciiy  is  either  a  substance 
like  water,  or  a  state  of  agitation  like  heat. 

Potential  due  to  any  Electrical  System. 

73.]  Let  there  be  a  single  electrified  point  charged  with  a  quantity 
e  of  electricity,  and  let  r  be  the  distance  of  the  point  a?',y,  /  from 
it,  then  r*  r*    /»  /» 

Let  there  be  any  number  of  electrified  points  whose  coordinates 
are  (ari,yi,  z^^  (a?2,  ^j,  z^,  &c.  and  their  charges  ^1,  e^^  &c.,  and 
let  their  distances  from  the  point  {of,  tf^  z')  be  rj,  r2>  &c.,  then  the 
potential  of  the  system  at  (a^,  y,  /)  will  be 

Let  the  electric  density  at  any  point  (a?,  y,  z)  within  an  elec- 
trified body  be  p,  then  the  potential  due  to  the  body  is 

r^fjjtd.dydz, 

where  r  =  {(a?-^)2  4-(y-/)^  +  (;^-/)'}*, 

the  integration  being  extended  throughout  the  body. 

On  the  Proof  of  the  Law  of  the  Inverse  Sguare. 

74  «.]  The  fact  that  the  force  between  electrified  bodies  is  inversely 
as  the  square  of  the  distance  may  be  considered  to  be  established  by 
Coulomb's  direct  experiments  with  the  torsion-balance.  The  results, 
however,  which  we  derive  from  such  experiments  must  be  regarded 
as  affected  by  an  error  depending  on  the  probable  error  of  each 
experiment,   and  unless  the  skill  of  the  operator  be  very  great,  ^ 
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the  probable  error  of  an  experiment  with  the  torsion-balance  is 
considerable. 

A  far  more  accurate  verification  of  the  law  of  force  may  be 
deduced  from  an  experiment  similar  to  that  described  at  Art  32 
(Exp.  VII). 

Cavendish^  in  his  hitherto  unpublished  work  on  electricity,  makes 
the  evidence  of  the  law  of  force  depend  on  an  experiment  of  this 
kind. 

He  fixed  a  globe  on  an  insulating  support,  and  fastened  two 
hemispheres  by  glass  rods  to  two  wooden  fismes  hinged  to  an  axis 
so  that  the  hemispheres,  when  the  frames  were  brought  together, 
formed  an  insulated  spherical  shell  concentric  with  the  globe. 

The  globe  could  then  be  made  to  communicate  with  the  hemispheres 
by  means  of  a  short  wire,  to  which  a  silk  string  was  fastened  so 
tiiat  the  wire  could  be  removed  without  discharging  the  apparatus. 

The  globe  being  in  communication  with  the  hemispheres,  he 
charged  the  hemispheres  by  means  of  a  Leyden  jar^  the  potential 
of  which  had  been  previously  measured  by  an  electrometer,  and 
immediately  drew  out  the  communicating  wire  by  means  of  the 
silk  string,  removed  and  discharged  the  hemispheres,  and  tested 
the  electrical  condition  of  the  globe  by  means  of  a  pith  ball  electro- 
meter. 

No  indication  of  any  charge  of  the  globe  could  be  detected  by 
the  pith  ball  electrometer,  which  at  that  time  (1773)  was  considered 
the  most  delicate  electroscope. 

Cavendish  next  communicated  to  the  globe  a  known  fraction  of 
the  charge  formerly  communicated  to  the  hemispheres^  and  tested 
the  globe  again  with  his  electrometer. 

He  thus  found  that  the  charge  of  the  globe  in  the  original 
experiment  must  have  been  less  than  ^  of  the  charge  of  the  whole 
apparatus^  for  if  it  had  been  greater  it  would  have  been  detected  by 
the  electrometer. 

He  then  calculated  the  ratio  of  the  charge  of  the  globe  to  that  of 
the  hemispheres  on  the  hypothesis  that  the  repulsion  is  inversely  aa 
a  power  of  the  distance  differing  slightly  from  2,  and  found  that  if 
this  difference  was  -^  there  would  have  been  a  charge  on  the  globe 
equal  to  -^y  of  that  of  the  whole  apparatus,  and  therefore  capable  of 
being  detected  by  the  electrometer. 

74  b."]  The  experiment  has  recentiy  been  repeated  at  the  Cavendish 
Laboratory  in  a  somewhat  different  manner. 

The  hemispheres  were  fixed  on  an  insulating  standi  and  the  globe 
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fixed  in  its  proper  position  witUn  them  by  means  of  an  ebonite 
ring.  By  this  arrangement  the  insulating  sapport  of  the  globe 
was  never  exposed  to  the  action  of  any  sensible  electric  force,  and 
therefore  never  became  charged^  so  that  the  disturbing  effect  of 
electricity  creeping  along  the  surface  of  the  insulators  was  entirely 
removed. 

Instead  of  removing  the  hemispheres  before  testing  the  potential 
of  the  globe,  they  were  left  in  their  position,  but  discharged  to 
earth.  The  effect  of  a  given  charge  of  the  globe  on  the  electro- 
meter was  not  so  great  as  if  the  hemispheres  had  been  removed, 
but  this  disadvantage  was  more  than  compensated  by  the  perfect 
security  afforded  by  the  conducting  vessel  against  all  external 
electric  disturbances. 

The  short  wire  which  made  the  connexion  between  the  shell  and 
the  globe  was  fastened  to  a  small  metal  disk  which  acted  as  a  lid  to 
a  small  hole  in  the  shell,  so  that  when  the  wire  and  the  lid  were 
lifted  up  by  a  silk  string,  the  electrode  of  the  electrometer  could  be 
made  to  dip  into  the  hole  and  rest  on  the  globe  within. 

The  electrometer  was  Thomson's  Quadrant  Electrometer  described 
in  Art.  219.  The  case  of  the  electrometer  and  one  of  the  electrodes 
were  always  connected  to  earth,  and  the  testing  electrode  was  con- 
nected to  earth  till  the  electricity  of  the  shell  had  been  discharged. 

To  estimate  the  original  charge  of  the  shell,  a  small  brass  ball 
was  placed  on  an  insulating  support  at  a  considerable  distance  from 
the  shell. 

The  operations  were  conducted  as  follows : — 

The  shell  was  charged  by  communication  with  a  Leyden  jar. 

The  small  ball  was  connected  to  earth  so  as  to  give  it  a  negative 
charge  by  induction,  and  was  then  left  insulated. 

The  communicating  wire  between  the  globe  and  the  shell  was 
removed  by  a  silk  string. 

The  shell  was  then  discharged,  and  kept  connected  to  earth. 

The  testing  electrode  was  disconnected  from  earth,  and  made 
to  touch  the  globe,  passing  through  the  hole  in  the  shell. 

Not  the  slightest  effect  on  the  electrometer  could  be  observed. 

To  test  the  sensitiveness  of  the  apparatus  the  shell  was  discoui* 
nected  from  earth  and  the  small  ball  was  discharged  to  earth.  The 
electrometer  then  showed  a  positive  deflection,  D. 

The  negative  charge  of  the  brass  ball  was  about  ^  of  the  ori- 

ginal  charge  of  the  shell,  and  the  positive  charge  induced  by  the 

ball  when  the  shell  was  put  to  earth  was  about  \  of  that  of  the  ball, 

-> 
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Hence  when  the  ball  was  put  to  earth  the  potential  of  the  shell,  as 
indicated  by  the  electrometer,  was  about  ^1^  of  its  original  potential. 

But  if  the  repulsion  had  been  as  r'-^,  the  potential  of  the  globe 
would  have  been  — 0-1478  q  of  that  of  the  shell  by  equation  22,  p.  81. 

Hence  if  +  rf  be  the  greatest  deflexion  of  the  electrometer  which 
could  escape  observation,  and  D  the  deflexion  observed  in  the  second 
part  of  the  experiment,  q  cannot  exceed 

-  72  D 
Now  even  in  a  rough  experiment  D  was  more  than  300  rf,  so  that 
q  cannot  exceed  1 

-  21600 

Theory  of  the  Experiment. 

74s  tf .]  To  find  the  potential  at  any  point  due  to  a  uniform  spherical 
shell,  the  repulsion  between  two  units  of  matter  being  any  given 
function  of  the  distance. 

Let  <^  (r)  be  the  repulsion  between  two  units  at  distance  r,  and 
let^(r)  be  such  that 

^^{  =  rir))  =  rf'4>{r)dr,  (l) 

Let  the  radius  of  the  shell  be  a,  and  its  surface  density  a,  then,  if 
a  denotes  the  whole  mass  of  the  shell, 

o  =  4'ffa*<r.  (2) 

Let  6  denote  the  distance  of  the  given  point  firom  the  centre 
of  the  shell,  and  let  r  denote  its  distance  from  any  g^ven  point 
of  the  shell. 

If  we  refer  the  point  on  the  shell  to  spherical  coordinates,  the 
pole  being  the  centre  of  the  shell,  and  the  axis  the  line  drawn 
to  the  given  point,  then 

f^=za^-^b^^2abco&e.  (3) 

The  mass  of  the  element  of  the  shell  is 

(ra^  sin  ed<t>d0,  (4) 

and  the  potential  due  to  this  element  at  the  given  point  is 

^a^^i^e'^^ded<f>;  (5) 

and  this  has  to  be  integrated  with  respect  to  ^  from  ^  =  0  to 

^  =  27r,  which  gives 

f'r 
2'aaa^sijie'^—de,  (6) 

which  has  to  be  integrated  from  6  ^  0  to.O  ^  n. 
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Differentiating  (3)  we  find 

rdr  r=z  absvuOdO.  (7) 

Substituting  the  value  of  dS  in  (6)  we  obtain 

2»<r|/'(r)rfr,  (8) 

the  integral  of  which  is 

F=.2^<rl{/(r^~f(r,)},  (9) 

when  r^  is  the  greatest  value  of  r,  which  is  always  a+b,  and  r^ 
is  the  least  value  of  r,  which  is  b—a  when  the  given  point  is  out- 
side the  shell  and  a^b  when  it  is  within  the  shell. 

If  we  write  a  for  the  whole  charge  of  the  shell,  and  F  for  its 
potential  at  the  g^ven  point,  then  for  a  point  outside  the  shell 

For  a  point  on  the  shell  itself 
and  for  a  point  inside  the  shell 

^  We  have  next  to  determine  the  potentials  of  two  concentric 
spherical  shells,  the  radii  of  the  outer  and  inner  shells  being  a  and  d, 
and  their  charges  a  and  fi. 

Calling  the  potential  of  the  outer  shell  A,  and  that  of  the  inner 
B,  we  have  by  what  precedes 

"^  =  ^-^^^"^-^  2^  {/('^  +  «)-/(«-«)}.  (13) 

^=212/(2*) +2^  {/(«+*)-/(«-«)}•    -  (14) 

In  the  first  part  of  the  experiment  the  shells  communicate  by  the 
short  wire  and  are  both  raised  to  the  same  potential,  say  F. 

By  putting  A  =  S  =  F,  and  solving  the  equations  (13)  and  (14) 
for  p,  we  find  the  charge  of  the  inner  shell 

In  the  experiment  of  Cavendish,  the  hemispheres  forming  the 
outer  shell  were  removed  to  a  distance  which  we  may  suppose  in- 
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finite,  and  discharged.     The  potential  of  the  inner  shell  (or  globe) 
would  then  become 

■»i=A-^(2i).  (16) 

In  the  form  of  the  experiment  as  repeated  at  the  Cavendish 
Laboratory  the  outer  shell  was  left  in  its  place,  but  connected  to 
earth,  so  that  J  =  0.  In  this  case  we  find  for  the  potential  of  the 
inner  shell  in  terms  of  T 

i,..r|.-|/('^;)-f-')}.  (.„ 

74rf.]  Let  us  now  assume,  with  Cavendish,  that  the  law  of  force 
is  some  inverse  power  of  the  distance,  not  differing  much  from  the 
inverse  square,  and  let  us  put 

*(r)  =  r«-«;  (18) 

then  /(r)  =  _L_ ;.«+!.  (19) 

If  we  suppose  j'  to  be  small,  we  may  expand  this  by  the  ex- 
ponential theorem  in  the  form 

/W  =  T3^^{^  +  2^°S^+  l!2^*^''8^'')'-^  (20) 

and  if  we  neglect  terms  involving  j^,  equations  (16)  and  (1 7)  be- 
come 

from  which  we  may  determine  j  in  terms  of  the  results  of  the 
experiment. 

74^.]  Laplace  gave  the  first  demonstration  that  no  function  of 
the  distance  except  the  inverse  square  satisfies  the  condition  that  a 
uniform  spherical  shell  exerts  no  force  on  a  particle  within  it  *. 

If  we  suppose  that  j3  in  equation  (15)  is  always  zero,  we  may 
apply  the  method  of  Laplace  to  determine  the  form  of /(/•).  We 
have  by  (15), 

i/(2a)-a/(fl +  ?)  +  «/(«-*)  =  0. 
Differentiating  twice  with  respect  to  i,  and  dividing  by  a,  we  find 

If  this  equation  is  generally  true 

f  (r)  =  (7q,  a  constant. 
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and  by  (1)  J\(r)dr  =  ^=  C,+  ^, 

"We  may  observe,  however,  that  though  the  aaBumptioa  of 
Cavendish,  that  the  force  varies  as  some  power  of  the  distanoe,  may 
appear  less  general  than  that  of  Laplace,  who  supposes  it  to  be  any 
fiinction  of  the  distance,  it  is  the  only  one  consistent  with  the  fact 
that  similar  fignres  can  be  electrified  so  as  to  have  similar  elfietrieai 
properties. 

For  if  the  force  were  any  function  of  the  distance  except  a  power 
of  the  distance,  the  ratio  of  the  force  at  two  different  distances 
would  not  be  a  function  of  the  ratio  of  the  distances,  but  would 
depend  on  the  absolute  value  of  the  distances,  and  would  therefore 
involve  the  ratios  of  these  distances  to  an  absolutely  fixed  length. 

Indeed  Cavendish  himself  points  out  that  on  his  own  hypothesis 
as  to  the  constitution  of  the  electric  fluid,  it  is  impossible  for  the 
distribution  of  electricity  to  be  accurately  similar  in  two  conductors 
geometrically  similar,  unless  the  charges  are  proportional  to  the 
volumes.  For  he  supposes  the  particles  of  the  electric  fluid  to  be 
closely  pressed  together  near  the  surface  of  the  body,  and  this  is 
equivalent  to  supposing  that  the  law  of  repulsion  is  no  longer  the 
inverse  square,  but  that  as  soon  as  the  particles  come  into  contact, 
their  repulsion  begins  to  increase  at  a  much  greater  rate  with  any 
further  diminution  of  their  distance. 

Surface- Integral  of  Electric  Induction^  and  Electric  Displacement 
thratigh  a  mrface, 

75.]  Let  U  be  the  resultant  intensity  at  any  point  of  the  surface, 
and  e  the  angle  which  iZ  makes  with  the  normal  drawn  towards 
the  positive  side  of  the  surface,  then  72 cose  is  the  component  of 
the  intensity  normal  to  the  surface,  and  if  e?  5  is  the  element  of  the 
surface,  the  electric  displacement  through  dS  will  be,  by  Art.  68, 

^KRiio^tdS, 

since  we  do  not  at  present  consider  any  dielectric  except  air,  K^  1. 

We  may,  however,  avoid  introducing  at  this  stage  the  theory  of 

electric  displacement,  by  calling  R  cos  e  dS  the  Induction  through 

the  element  dS.    This  quantity  is  well  known  in  niathematical 
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phyBicMy  but  the  name  of  induction  10  bOTTOwed  from  Faradaj* 
The  surface-integral  of  indnction  is 


//• 


and  it  appears  by  Art.  ^l,  that  if  I,  7,  ^  are  the  components  of  S^ 
and  if  these  quantities  are  continuous  within  a  re^on  bounded  by  a 
closed  surfiAoe  S,  the  inducticm  reckoned  from  within  outwards  is 

the  integration  beiug  extended  through  the  whole  space  within  the 
surface, 

Indueiion  through  a  Closed  Surface  due  to  a  Single  Centre  of  Force. 

76.]  Let  a  quantity  e  of  electricity  be  supposed  to  be  placed  at  a 
point  0,  and  let  r  be  the  distaoce  of  any  point  P  from  0,  the  force 
at  that  point  is  jR  =  ef*  in  the  direction  OP. 

Let  a  line  be  drawn  from  0  in  any  direction  to  an  infinite  dis- 
tance. If  O  is  without  the  closed  surface  this  line  will  either  not 
cut  the  surface  at  all,  or  it  will  issue  from  the  surface  as  many 
times  as  it  enters.  If  0  is  within  the  surface  the  line  must  first 
issue  from  the  surface,  and  then  it  may  enter  and  issue  any  number 
of  times  alternately^  ending  by  issuing  from  it. 

Let  €  be  the  angle  between  OP  and  the  normal  to  the  surfSEioe 
drawn  outwards  where  OP  cuts  it,  then  where  the  line  issues  from 
the  surface,  cos  c  will  be  positive,  and  where  it  enters,  cos  f  will 
be  negfative. 

Now  let  a  sphere  be  described  with  centre  0  and  radius  unity, 
and  let  the  line  OP  describe  a  conical  surface  of  small  angiilar 
aperture  about  0  as  vertex. 

This  cone  will  cut  off  a  small  element  ia>  from  the  surface  of  the 
sphere,  and  small  elements  dSy^  dS^,  &c.  from  the  closed  surface  at 
the  different  places  where  the  line  OP  intersects  it. 

Then,  since  any  one  of  these  elements  dS  intersects  the  cone  at  a 
distance  r  from  the  vertex  and  at  an  obliquity  c, 

dS  ^  f^Bee€d<iii 
and,  since  It  =  dr~*,  we  ehall  have 

Sccs€  dS  zss  ±^da>; 
the  positive  sign  being  taken  whw  r  issues  from  the  surikce,  and 
the  negative  where  it  enters  it. 

If  the  point  0  is  without  the  closed  surfiwje,  the  positive  values      t 
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are  equal  in  number  to  the  negative  ones,  so  that  for  any  direction 

and  therefore  1 1 Rcos€dS  =  0, 

the  integration  being  extended  over  the  whole  closed  surface. 

If  the  point  0  is  within  the  closed  surface  the  radius  vector  OP 
first  issues  from  the  closed  surface,  giving  a  positive  value  of  e  dta, 
and  then  has  an  equal  number  of  entrances  and  issues,  so  that  in 
this  case  lEcosedS  z^  ed<». 

Extending  the  integration  over  the  whole  closed  surface,  we  shall 

include  the  whole  of  the  spherical  surface^  the  area  of  which  is  4  ir, 

so  that  rr  rr 

I  I  B  QOB  €  dS  zs  e  1 1  doi  ^  4irtf. 

Hence  we  conclude  that  the  total  induction  outwards  through  a 
closed  surface  due  to  a  centre  of  force  e  placed  at  a  point  0  is 
zero  when  0  is  without  the  surface,  and  ^ve  when  0  is  within 
the  surface. 

Since  in  air  the  displacement  is  equal  to  the  induction  divided 
by  4  7,  the  displacement  through  a  closed  surface,  reckoned  out- 
wards, is  equal  to  the  electricity  within  the  surface. 

Corollary.  It  also  follows  that  if  the  surface  is  not  closed  but 
is  bounded  by  a  given  closed  curve,  the  total  induction  through 
it  is  a)  By  where  »  is  the  solid  angle  subtended  by  the  closed  curve 
at  0.  This  quantity,  therefore,  depends  only  on  the  closed  curve, 
and  the  form  of  the  surface  of  which  it  is  the  boundary  may  be 
changed  in  any  way,  provided  it  does  not  pass  from  one  side  to  the 
other  of  the  centre  of  force. 

On  the  Equations  of  Laplace  and  Poisson. 

77.']  Since  the  value  of  the  total  induction  of  a  single  centre 

of  force  through  a  closed  surface  depends  only  on  whether  the 

centre  is  within  the  surface  or  not,  and  does  not  depend  on  its 

position  in  any  other  way,  if  there  are  a  number  of  such  centres 

«^,  ^24  ^^*  within  the  surface,  and  ^/,  e^,  &c.  without  the  surface, 

we  shall  have  ff 

J  I Rco8€ dS  =  47r^; 

where  e  denotes  the  algebraical  sum  of  the  quantities  of  electricity 
at  all  the  centres  of  force  within  the  closed  surface,  that  is,  the 
total  electricity  within  the  surface,  resinous  electricity  being  reck- 
oned negative.  r^  r^r^n]o 
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If  the  elgetricity  is  so  distributed  within  the  surface  that  the 
density  is  nowhere  infinite,  we  shall  have  by  Art.  64, 

^ne  =:  iir 1 1 1 pdadydZf 
and  by  Art.  75, 

If  we  take  as  the  closed  surface  that  of  the  element  of  volume 
dxdydz,  we  shall  have,  by  equating  these  expressions, 

iX     AY     dZ 

^  +  57  +  ^  =  '*'''' 
and  if  a  potential  F  exists,  we  find  by  Art.  71, 

d*r     d^r     d^r 

This  equation^  in  the  case  in  which  the  density  is  zero,  is  called 
Laplace's  Equation.    In  its  more  general  form  it  was  first  g^ven  by 
Foisson.    It  enables  us,  when  we  know  the  potential  at  every  pointy 
to  determine  the  distribution  of  electricity. 
We  shall  denote,  as  in  Art.  26,  the  quantity 

d^r  .  dW    d^r ,       _^ 

and  we  may  express  Poisson's  equation  in  words  by  saying  that 
the  electric  density  multiplied  by  4ir  is  the  concentration  of  the 
potential.  Where  there  is  no  electrification,  the  potential  has  no 
concentration,  and  this  is  the  interpretation  of  Laplace's  equation. 

By  Art.  72,  V  is  constant  within  a  conductor.  Hence  within  a 
conductor  the  volume-density  is  zero,  and  the  whole  charge  must 
be  on  the  surface. 

If  we  suppose  that  in  the  superficial  and  linear  distributions  of 
electricity  the  volume-density  p  remains  finite,  and  that  the  elec- 
tricity exists  in  the  form  of  a  thin  stratum  or  a  narrow  fibre,  then, 
by  increasing  p  and  diminishing  the  depth  of  the  stratum  or  the 
section  of  the  fibre,  we  may  approach  the  limit  of  true  superficial 
or  linear  distribution,  and  the  equation  being  true  throughout  the 
process  will  remain  true  at  the  limit,  if  interpreted  in  accordance 
with  the  actual  circumstances. 

Variation  of  the  Potential  at  a  Charged  Surface. 
ySff.]   The  potential  function,  T,  must  be  physically  continuous 
in  the  sense  defined  in  Art.  7,  except  at  the  bounding  surface  of     t 
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two  different  mediA)  ia  which  case,  as  we  shall  see  in  Art.  246, 
there  may  be  a  difference  of  potential  between  the  sobstances^ 
so  tliat  when  the  electricity  is  in  equilibrium,  the  potential  at 
a  point  in  one  substance  is  higher  than  the  potential  at  the 
contiguous  point  in  the  other  substance  by  a  constant  quantity, 
C7,  depending  on  the  natures  of  the  two  substances  and  on  their 
temperatures. 

But  the  first  derivatives  of  Y  with  respect  to  a?,  y,  or  j?  may  be 
discontinuous,  and,  by  Art.  8,  the  points  at  which  this  discontinuity 
occurs  must  lie  in  a  surface,  the  equation  of  which  may  be  expressed 
in  the  form  ^  ..  ^  (^^  y^  z)  =^  0.  (l) 

This  surface  separates  the  region  in  which  ^  is  negative  from  the 
region  in  which  ^  is  positive. 

Let  T[  denote  the  potential  at  any  given  point  in  the  negative 
region,  and  T^  that  at  any  given  point  in  the  positive  region,  then 
at  any  point  in  the  surface  at  which  </»  =  0,  and  which  may  be 
said  to  belong  to  both  regions, 

r,+c=F„  (2) 

where  C  is  the  constant  excess  of  potential,  if  any,  in  the  substance 
on  the  positive  side  of  the  surface. 

Let  If  m,n  he  the  direction-cosines  of  the  normal  V2  drawn  from 
a  given  point  of  the  surface  into  the  positive  region.  Those  of  the 
normal  p^  drawn  from  the  same  point  into  the  negative  region  will 
be  — ^,  — w,  and  — «. 

The  rates  of  variation  of  F  along  the  normals  are 

dv^  dso       '   dy  dz  ^  ^  ^ 

dv2  dx  dy  dz  ^  ' 

Let  any  line  l^e  drawn  on  the  surface,  and  let  its  length,  measured 
from  a  fixed  point  in  it,  be  «,  then  at  every  point  of  the  surface, 
and  therefore  at  every  point  of  this  line,  ?J—  ^  =  C  Differentiating 
this  equation  with  respect  to  9^  we  get 

^dx        diB^  dt'^^dy        dy  }dt^\dz         da  )  d«  ~     '    ^^ 
and  since  the  normal  is  perpendicular  to  this  line 
-dx         dy         dz 
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From  (3),  (4),  (6),  (6)  we  find 

dz         dz  ^dv-^       rfi/g 

If  we  consider  the  variation  of  the  electromotive  intensity  at  a 
point  in  passing  through  the  surface,  that  component  of  the  in- 
tensity which  is  normal  to  the  surface  may  change  abruptly  at  the 
surface,  but  the  other  two  components  parallel  to  the  tangent  plane 
remain  continuous  in  passing  through  the  surface. 

783.]  To  determine  the  charge  of  the  surface,  let  us  consider  a 

closed  surface  which  is  partly  in  the  positive  region  and  partly  in 

the  negative  region,  and  which  therefore  encloses  a  portion  of  the 

surface  of  discontinuity. 

The  surface  intefirral.       r  C 

^  JjRcos€dS, 

extended  over  this  surface,  is  equal  to  iire,  where  e  is  the  quantity 
of  electricity  within  the  closed  surface. 
Proceeding  as  in  Art.  21,  we  find 

+  ffW^-Z,)  +  m(r,-T^  +  n(Z,-ZJ]dS,     (2) 

where  the  triple  integral  is  extended  throughout  the  closed  surface^ 
and  the  double  integral  over  the  surface  of  discontinuity. 

Substituting  for  the  terms  of  this  equation  their  values  from 
(7).  (8).  (9). 

4..  ^Jff.rpd.dyd.-Jf(^  +  ^)  dS.         (11) 

But  by  the  definition  of  the  volume-density,  /o,  and  the  surfiace- 
ensi  y,  <r,        ^^^  ^  ivfffpdxdydz-^iirJjadS.  (12) 

Hence,  comparing  the  last  terms  of  these  two  equations, 

-y^  +— A +47r<r=0.  (13) 

This  equation  is  called  the  characteristic  equation  of  V  at  an  elee* 
trifled  surface  of  which  the  surfiekje-density  is  <r.  ^  ^^^^  ^  GoOqIc 
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78c.'\  If  Fii  a  function  of  a?,y,  z  which,  througliout  a  given  con- 
tinuous region  of  space,  satisfies  Laplace's  equation 

d^r    d^r    d^r  _ 

and  if  throughout  a  finite  portion  of  this  regpion  V  is  constant  and 
equal  to  67,  then  V  must  be  constant  and  equal  to  C  throughout  the 
whole  region  in  which  Laplace's  equation  is  satisfied. 

If  V  is  not  equal  to  C  throughout  the  whole  region,  let  8  be  the 
surface  which  bounds  the  finite  portion  within  which  V  ^  C, 

At  the  surface  5,  V  ^  C, 

Let  1;  be  a  normal  drawn  outwards  from  the  surface  5.  Since 
S  is  the  boundary  of  the  continuous  region  for  which  V=^Cy  the 
value  of  r  as  we  travel  from  the  surface  along  the  normal  begins 

dV 
to  differ  from  C,     Hence  -j-  just  outside  the  surfiuie  may  be  posi- 
tive or  negative^  but  cannot  be  zero  except  for  normals  drawn  from 
the  boundary  line  between  a  positive  and  a  negative  area. 

But  if  j/  is  the  normal  drawn  inwards  from  the  sur&ce  8y  r'=  C 

and  -7-7-  =  0. 
dv 

Hence,  at  every  point  of  the  surface  except  certain  boundary  lines, 

dv       dv   ^  ' 

is  a  finite  quantity,  positive  or  negative,  and  therefore  the  surface 
B  has  a  continuous  distribution  of  electricity  over  all  parts  of  it 
except  certain  boundary  lines  which  separate  positively  from  nega- 
tively charged  areas. 

Laplace's  equation  is  not  satisfied  at  the  surface  S  except  at 
points  lying  on  certain  lines  on  the  surface.  The  surface  S  there- 
fore, within  which  r=  (7,  includes  the  whole  of  the  continuous 
region  within  which  Laplace's  equation  is  satisfied. 

Force  Acting  on  a  Charged  Surface, 

79.]  The  general  expression  for  the  components  of  the  force 
acting  on  a  charged  body  parallel  to  the  three  axes  are  of  the  form 

A:=zjjjpXdxdydz,  (14) 

with  similar  expressions  for  B  and  C7,  the  components  parallel  to  y 
and  z. 

But  at  a  charged  surface  p  is  infinite,  and  X  \s  dispon^nu<^8.  f^ 
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that  we  cannot  calculate  the  force  directly  from  expressions  of  this 
form. 

We  have  proved,  however,  that  the  discontinuity  affects  only 
that  component  of  the  intensity  which  is  normal  to  the  charged 
surface,  the  other  two  components  being  continuous. 

Let  us  therefore  assume  the  axis  of  x  normal  to  the  surface  at 
the  given  point,  and  let  us  also  assume,  at  least  in  the  first  part 
of  our  investigation,  that  X  is  not  really  discontinuous^  but  that 
it  changes  continuously  from  Z^  to  X^  while  x  changes  from  x^ 
to  (92.  If  the  result  of  our  calculation  gives  a  definite  limiting 
value  for  the  force  when  a?2— a?i  is  diminished  without  limit,  we 
may  consider  it  correct  when  ^r^  =  ^i  >  <uid  the  charged  surface  has 
no  thickness. 

Substituting  for  p  its  value  as  found  in  Art.  77^ 

Integrating  this  expression  with  respect  to  x  from  a?  =  a?i  to  a?  =  a?2 
it  becomes 

This  is  the  value  of  A  for  a  stratum  parallel  to  yz  of  which  the 
thickness  is  a?2~'*i' 

Since  T  and  Z  are  continuous,  -3-  +  -r-  is  finite,  and  since  X 

^  ay       dz 

is  also  finite, 

where  C  is  the  greatest  value  of  {-j-  ^  -^jZ  between  x  =  x^  and 

a?  =  ^2-  y      ^ 

Hence  when  x^—x^  is  diminished  without  limit  this  term  must 
ultimately  vanish,  leaving 

^^JJi:^W-^i')dl/dz,  (17) 

where  Z^  is  the  value  of  X  on  the  negative  and  Z^  on  the  positive 

side  of  the  surface. 

dT         dT 
But  by  Art.  78,        X,- J,  =  -^  -  -^  =  Aisir,  (18) 

80  thai  we  may  write 

A=zjJ\{X^  +  Xi)<Tdydz.  (19) 

Here  dydz  is  the  element  of  the  eaiiuie,  v  is  the  s'i)f|f|^i^^it^Qle 
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and  i(Z2  +  Xi)  is  the  arithmetical  mean  of  the  electromotive  in- 
tensity on  the  two  sides  of  the  surface. 

Hence  an  element  of  a  diarged  surface  is  acted  on  by  a  force, 
the  component  of  which  normal  to  the  surface  is  equal  to  th^  charge 
of  the  element  into  the  arithmetical  mean  of  the  normal  electro* 
motive  intensities  on  the  two  sides  of  the  snrface. 

Since  the  other  two  components  of  the  electromagnetic  intensity 
are  not  discontinuous,  there  can  be  no  ambiguity  in  estimating  the 
corresponding  components  of  the  force  acting  on  the  surface. 

We  may  now  suppose  the  direction  of  the  normal  to  the  surface  to  be 
in  any  direction  with  respect  to  the  axes,  and  write  the  general  expres- 
sions for  the  components  of  the  force  on  the  element  of  surface  dS^ 

A  =\{X^+X^)ad8,  ) 

B^i{Y,+  Y,)<rdsA  (20) 

C  =  i{Zi+Z^)(TdS.) 

Charged  Surface  of  a  Conductor. 
80.]  We  have  already  shewn  (Art.  72)  that  throughout  the  sub- 
stance of  a  conductor  in  electric  equilibrium  X  =  1^  =  ^  =  0,  and 
therefore  V  is  constant. 

„  dX      dT      dZ      ^  ^ 

Hence  -r-  +  -?-  +  -r-  =  4irp  =  0, 

dx       dy       dz  r         » 

and  therefore  p  must  be  zero  throughout  the  substanee  of  the 
conductor,  or  there  can  be  no  electricity  in  the  interior  of  the  con- 
ductor. 

Hence  a  superficial  distribution  of  electricity  is  the  only  possible 
distribution  in  a  conductor  in  equilibrium. 

A  distribution  throughout  the  mass  of  a  body  can  exist  only 
when  the  body  is  a  non-conductor. 

Since  the  resultant  intensity  within  the  conductor  is  zero,  the 
resultant  intensity  just  outside  the  conductor  must  be  in  the  direc- 
tion of  the  normal  and  equal  to  Itto-^  acting  outwards  from  th»^ 
conductor. 

This  relation  between  the  sur&ce-density  and  the  resultant  in- 
tensity close  to  the  surface  of  a  conductor  is  known  as  Coulomb's 
Law,  Coulomb  having  ascertained  by  experiment  that  the  intensity 
of  the  electric  force  near  a  given  point  of  the  surface  of  a  conductor 
is  normal  to  the  surface  and  proportional  to  the  surface-density  at 
the  given  point.    The  numerical  relation 

was  established  by  Poisson.  (^ r\r\rs\o 
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The  force  aeting  on  an  element,  dS^  of  tbe  charged  inrface  of 
a  condnctor  is^  by  Art.  79,  (since  the  intensity  is  zero  on  tbe  inner 
side  of  the  surface,) 

\JR<rdS:=  2vird^S=-^B^dS. 
Sv 

This  force  acts  outwards  from  the  conductor,  whether  the  charge 

of  the  surface  is  positive  or  negative. 

Its  value  in  dynes  per  square  centimetre  is 

8ir 
acting  as  a  tension  outwards  firom  the  surface  of  the  conductor. 

81.]  If  we  now  suppose  an  elongated  body  to  he  electrified,  we 
may,  by  diminishing  its  lateral  dimensions^  arrive  at  the  conception 
of  an  electrified  line. 

Let  ds  be  the  length  of  a  small  portion  of  the  elongated  body, 

and  let  c  be  its  circumference,  and  a-  the  surface  density  of  the 

electricity  on  its  surface;    then,  if  A  is  the  charge  per  unit  of 

length,  A  =  ea,  and  the  resultant  electrical  intensity  close  to  the 

surface  will  be  X 

4ir<r  =  4ir-- 
c 

If,  while  A  remains  finite,  c  be  diminished  indefinitely,  the  in- 
tensity at  the  surface  will  be  increased  indefinitely.  Now  in  every 
dielectric  there  is  a  limit  beyond  which  the  intensity  cannot  be 
increased  without  a  disruptive  discharge.  Hence  a  distribution  of 
electricity  in  which  a  finite  quantity  is  placed  on  a  finite  portion 
of  a  line  is  inconsistent  with  the  conditions  existing  in  nature. 

Even  if  an  insulator  could  be  found  such  that  no  discharge  could 
be  driven  through  it  by  an  infinite  force,  it  would  be  impossible 
to  charge  a  linear  conductor  with  a  finite  quantity  of  electricity, 
for  an  infinite  electromotive  force  would  be  required  to  bring  the 
electricity  to  the  linear  conductor. 

In  the  same  way  it  may  be  shewn  that  a  point  charged  with 
a  finite  quantity  of  electricity  cannot  exist  in  nature.  It  is  con- 
venient, however,  in  certain  cases,  to  speak  of  electrified  lines  and 
points,  and  we  may  suppose  these  represented  by  electrified  wires, 
and  by  small  bodies  of  which  the  dimensions  are  negligible  com- 
pared with  the  principal  distances  concerned. 

Since  the  quantity  of  electricity  on  any  given  portion  of  a  wire 
at  a  given  potential  diminishes  indefinitely  when  the  diameter  of 
the  wire  is  indefinitely  diminished,  the  distribution  of  electricity  on 
bodies  of  considerable  dimensions  will  not  be  sensibly  afiected  by 
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the  introduction  of  very  fine  metallic  wires  into  the  field,  such  as 
are  used  to  form  electrical  connexions  between  these  bodies  and  the 
earth,  an  electrical  machine,  or  an  electrometer. 

On  Lines  of  Force, 

82.]  If  a  line  be  drawn  whose  direction  at  every  point  of  its 
course  coincides  with  that  of  the  resultant  intensity  at  that  point, 
the  line  is  called  a  Line  of  Force. 

In  every  part  of  the  course  of  a  line  of  force,  it  is  proceeding 
from  a  place  of  higher  potential  to  a  place  of  lower  potential. 

Hence  a  line  of  force  cannot  return  into  itself,  but  must  have  a 
beginning  and  an  end.  The  beginning  of  a  line  of  force  must  be 
in  a  positively  charged  surface,  and  the  end  of  a  line  of  force  must 
be  in  a  negatively  charged  surface. 

The  beginning  and  the  end  of  the  line  are  called  corresponding 
points  on  the  positive  and  negative  surface  respectively. 

If  the  line  of  force  moves  so  that  its  beginning  traces  a  closed 
curve  on  the  positive  surface,  its  end  will  trace  a  corresponding 
closed  curve  on  the  negative  surfisu^e,  and  the  line  of  force  itself 
will  generate  a  tubular  surface  called  a  tube  of  induction.  Such  a 
tube  is  called  a  Solenoid  * 

Since  the  force  at  any  point  of  the  tubular  surface  is  in  the 
tangent  plane,  there  is  no  induction  across  the  surface.  Hence 
if  the  tube  does  not  contain  any  electrified  matter,  by  Art.  77 
the  total  induction  through  the  closed  surface  formed  by  the 
tubular  sur&ce   and   the  two   ends  is   zero,   and   the  values   of 

1 1  RcoQ^dS  for  the  two  ends  must  be   equal   in  magnitude 

but  opposite  in  sign. 
If  these  surfaces  arc  the  surfaces  of  conductors 
€  =  0    and    J2=— 4710", 

and  j  I  ScosedS becomes  —  4w  /  /  <rdS,  or  the  charge  of  the  sur- 
face multiplied  by  47r. 

Hence  the  positive  charge  of  the  surface  enclosed  within  the 
closed  curve  at  the  beginning  of  the  tube  is  numerically  equal  to 
the  negative  charge  enclosed  within  the  corresponding  closed  curve 
at  the  end  of  the  tube. 

*  From  ixca\/iv,  a  tube.    Faraday  oses  (8271)  the  term  *  Sphondyloid '  in  the  same 
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Several  important  results  may  be  deduced  from  the  properties  of 
lines  of  force. 

The  interior  surface  of  a  closed  conducting  vessel  ia  entirely 
free  from  charge,  and  the  potential  at  every  point  within  it  is 
the  same  as  that  of  the  conductor,  provided  there  is  no  insulated 
and  charged  body  within  the  vessel. 

For  since  a  line  of  force  must  begin  at  a  positively  charged 
surface  and  end  at  a  negatively  charged  surface,  and  since  no 
charged  body  is  within  the  vessel,  a  line  of  force,  if  it  exists 
within  the  vessel,  must  begin  and  end  on  the  interior  surface  of 
the  vessel  itself. 

But  the  potential  must  be  higher  at  the  beginning  of  a  line 
of  force  than  at  the  end  of  the  line,  whereas  we  have  proved  that 
the  potential  at  all  points  of  a  conductor  is  the  same. 

Hence  no  line  of  force  can  exist  in  the  space  within  a  hollow 
vessel,  provided  no  charged  body  be  placed  inside  it. 

If  a  conductor  within  a  closed  hollow  vessel  is  placed  in  com- 
munication with  the  vessel,  its  potential  becomes  the  same  as 
that  of  the  vessel,  and  its  surface  becomes  continuous  with  the 
inner  surface  of  the  vessel.  The  conductor  is  therefore  free  from 
charge. 

If  we  suppose  any  charged  surface  divided  into  elementary  por- 
tions such  that  the  charge  of  each  element  is  unity,  and  if  solenoids 
having  these  elements  for  their  bases  are  drawn  through  the  field  of 
force,  then  the  surface-integral  for  any  other  surface  will  be  re- 
presented by  the  number  of  solenoids  which  it  cuts.  It  is  in  this 
sense  that  Faraday  uses  his  conception  of  lines  of  force  to  indicate 
not  only  the  direction  but  the  amount  of  the  force  at  any  place  in 
the  field. 

We  have  used  the  phrase  Lines  of  Force  because  it  has  been  used 
by  Faraday  and  others.  In  strictness,  however,  these  lines  should 
be  called  Lines  of  Electric  Induction. 

In  the  ordinary  cases  the  lines  of  induction  indicate  the  direction 
and  magnitude  of  the  resultant  electromotive  intensity  at  every 
point,  because  the  intensity  and  the  induction  are  in  the  same 
direction  and  in  a  constant  ratio.  There  are  other  cases,  how- 
ever, in  which  it  is  important  to  remember  that  these  lines  indi- 
cate primarily  the  induction,  and  that  the  intensity  is  directly 
indicated  by  the  equipotential  surfaces,  being  normal  to  these 
surfaces  and  inversely  proportional  to  the  distances  of  consecutive 
surfaces.  Pr^oal^ 
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On  Specific  Inductive  Capacity. 

83a.]  In  the  preoeding  investigation  of  sur&oe-integrals  we  have 
adopted  the  ordinary  oonceptioa  of  direct  action  at  a  dietanee,  and 
have  not  taken  into  consideration  juxj  effects  depending  on  the 
nature  of  the  dielectric  medium  in  which  the  foroes  are  observed. 

But  Faradajr  has  observed  that  the  quantity  of  electricity  in- 
duced by  a  given  electromotive  force  on  the  aur&ce  of  a  conductor 
which  bounds  a  dielectric  is  not  the  same  for  all  dielectrics.  The 
induced  electricity  is  greater  for  most  solid  and  liquid  dielectrics 
than  for  air  and  gases.  Hence  these  bodies  are  said  to  have  a 
greater  specific  inductive  capacity  than  ftir,  which  he  adopted  as 
the  standard  medium. 

We  may  express  the  theory  of  JEWaday  in  mathematical  language 
by  saying  that  in  a  dielectric  medium  the  induction  across  any 
surface  is  the  product  of  the  normal  electric  force  into  the  coefficient 
of  specific  iiuluctive  capacity  of  that  medium.  If  we  denote  this 
coefficient  by  JT,  then  in  every  part  of  the  investigation  of  sur- 
face-integrals  we  must  multiply  Z,  T,  and  Z  hy  K,  so  that  the 
equation  of  Poisson  will  become 

d    ^dF      d    ^dV      d    ^dV 

At  the  surface  of  separation  of  two  media  whose  inductive  capa- 
cities are  Z^  and  K^^  and  in  which  the  potentials  are  ^  and  f^^  ^^^ 
characteristic  equation  may  be  written 

dvi         '  dv^  ^ 

where  r^,  v^  are  the  normals  drawn  in  the  two  media^  and  cr  ie 
the  true  aurfaoe-density  on  the  surface  of  separation ;  that  is  to 
say,  the  quantity  of  electricity  which  is  actually  on  the  surface 
in  the  form  of  a  charge,  and  which  can  be  altered  only  by  con- 
veying electricity  to  or  from  the  spot. 

Apparent  distribution  of  Electricity. 

9Sb!\  If  we  begin  with  the  actual  distribution  of  the  potential  and 
deduce  from  it  the  volume  density  /  and  the  surface  denatiy  (/  on 
the  hypothesis  that  K  is  everywhere  eqnal  to  unity^  we  may  call  f/ 
the  apparent  volume  density  and  (/  the  apparent  sur&ce  density, 
because  a  distribution  of  electricity  thus  defined  would  account  for 
the  actual  distribution  of  potential,  on  the  hypothesis  that  the  law 
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of  electric  force  as  given  in  Art,  66  requires  no  modification  on 
account  of  the  different  properties  of  dielectrics. 

The  apparent  charge  of  electricity  within  a  given  region  may 
increase  or  diminish  without  any  passage  of  electricity  through  the 
bounding  surface  of  the  region.  We  must  therefore  distinguish  it 
from  the  true  charge,  which  satisfies  the  equation  of  continuity. 

In  a  heterogeneous  dielectric  in  which  K  varies  continuously,  if 
p^  be  the  apparent  volume-demdiy, 

d^F    d^r    d^r         ,     ^ 

Comparing  this  with  the  equation  aboye^  we  find 

,   ,      ^.     dKdV     dKdV     dKdV     „  ,, 

The  true  electnfication,  indicated  hj  p,  in  the  dielectric  whose 
variable  inductive  capacity  is  denoted  by  K^  will  produce  the  same 
potential  at  every  point  as  the  apparent  electrification,  denoted  by 
p\  would  produce  in  a  dielectric  whose  inductive  capacity  is  every- 
where equal  to  unity. 

The  apparent  surface  charge,  </^  is  that  deduced  from  the  electrical 
forces  in  the  neighbourhood  of  the  surface,  using  the  ordinary 
characteristic  equation 

If  a  solid  dideotrie  of  any  form  is  a  perfect  insulator^  and  if 
its  surface  receives  no  charge,  then  the  true  electrification  remains 
zero,  whatever  be  the  electrical  forces  acting  on  it. 


Bene.  ir,|S+^^  =  „, 


dv^^       Ki — K2  dv^       K^—K^ 

The  surface-density  </  is  that  of  the  apparent  electrification 
produced  at  the  surface  of  the  solid  dielectric  by  induction.  It 
disappears  entirely  when  the  inducing  force  is  removed,  but  if 
during  the  action  of  the  inducing  force  the  apparent  electrification 
of  the  surface  is  discharged  by  passing  a  flame  over  the  surface, 
then,  when  the  inducing  force  is  taken  away,  there  will  appear  a 
true  electrification  opposite  to  </  *, 

*  See  VnxtyixfB  '  Bemaiks  on  Static  IndnoUon,'  Proceedingi  of  the  Soyal  In- 
tUtiUion,  Feb.  12, 1858. 
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CHAPTER  III. 

ON  ELECTRICAL  WORK   AND  ENEBGT   IN   A   SYSTEM 
OF   CONDUCTORS. 


84.]  On  the  Work  which  must  be  done  by  an  external  agent  in  order 
to  charge  an  electrified  system  in  a  given  manner. 

The  work  spent  in  bringing  a  quantity  of  electricity  he  from  an 
infinite  distance  (or  from  any  place  where  the  potential  is  zero)  to  a 
given  part  of  the  system  where  the  potential  is  F,  is,  by  the  defi- 
nition of  potential  (Art.  70),  Vhe. 

The  effect  of  this  operation  is  to  increase  the  charge  of  the  gfiven 
part  of  the  system  by  f^^,  so  that  if  it  was  e  before,  it  will  become 
e-\'he  after  the  operation. 

We  may  therefore  express  the  work  done  in  producing  a  given 
alteration  in  the  charges  of  the  system  by  the  integral 

r=2(/r«^);  (1) 

where  the  summation,  (2)^  is  to  be  extended  to  all  parts  of  the 
electrified  system. 

It  appears  from  the  expression  for  the  potential  in  Art.  73, 
that  the  potential  at  a  given  point  may  be  considered  as  the  sum 
of  a  number  of  parts,  each  of  these  parts  being  the  potential  due 
to  a  corresponding  part  of  the  charge  of  the  system. 

Hence  if  V  is  the  potential  at  a  given  point  due  to  a  system 
of  charges  which  we  may  call  2  {e\  and  V  the  potential  at  the 
same  point  due  to  another  system  of  charges  which  we  may  call 
2(/),  the  potential  at  the  same  point  due  to  both  systems  of 
charges  existing  together  would  be  r+  V. 

If,  therefore,  every  one  of  the  charges  of  the  system  is  altered  in 
the  ratio  of  «  to  1 ,  the  potential  at  any  given  point  in  the  system 
will  also  be  altered  in  the  ratio  of »  to  1.  ^  , 
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Let  us,  therefore,  suppose  that  the  operation  of  charging  the 
system  is  conducted  in  the  following  manner.  Let  the  system 
be  originally  free  from  charge  and  at  potential  zero,  and  let  the 
different  portions  of  the  system  be  charged  simultaneously,  each 
at  a  rate  proportional  to  its  final  charge. 

Thus  if  e  is  the  final  charge,  and  F  the  final  potential  of  any 
part  of  the  system^  then,  if  at  any  stage  of  the  operation  the 
cjiarge  is  ne^  the  potential  will  be  nVy  and  we  may  represent 
the  process  of  charging  by  supposing  n  to  increase  continuously 
from  0  to  1. 

While  n  increases  from  n  to  n-^hn^  any  portion  of  the  system 
whose  final  charge  is  e,  and  whose  final  potential  is  F,  receives 
an  increment  of  charge  ehn^  its  potential  being  nV^  so  that  the 
work  done  on  it  during  this  operation  is  eVnhn. 

Hence  the  whole  work  done  in  charging  the  system  is 

'S.er\ndn^\l,{eV),  (2) 

or  half  the  sum  of  the  products  of  the  charges  of  the  different 
portions  of  the  system  into  their  respective  potentials. 

This  is  the  work  which  must  be  done  by  an  external  agent  in 
order  to  charge  the  system  in  the  manner  described^  but  since 
the  system  is  a  conservative  system,  the  work  required  to  bring 
the  system  into  the  same  state  by  any  other  process  must  be  the 
same. 

We  may  therefore  call 

W^\^{er)  (3) 

the  electric  energy  of  the  system,  expressed  in  terms  of  the  charges 
of  the  different  parts  of  the  system  and  their  potentials. 

85  a.]  Let  us  next  suppose  that  the  system  passes  from  the  state 
{Cy  V)  to  the  state  (^,  P)  by  a  process  in  which  the  different 
charges  increase  simultaneously  at  rates  proportional  for  each  to 
its  total  increment  ^— c. 

If  at  any  instant  the  charge  of  a  given  portion  of  the  system 
is  e-\-n{^'-€\  its  potential  will  be  r+*i(P— T),  and  the  work 
done  in  altering  the  charge  of  this  portion  will  be 

80  that  if  we  denote  by  W  the  energy  of  the  system  in  the  state 

r.'-r=is(«'-c)(r+r).  .    i^) 
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But  r=i2(tfr), 

and  r'=i2(/r). 

Substituting  these  values  in  equation  (4)  we  find 

2(tfr)  =  2(/r).  (5) 

Hence  if,  in  the  same  fixed  system  of  electrified  conductors,  we 
consider  two  different  states  of  electrification,  the  sum  of  the 
products  of  the  charges  in  the  first  state  into  the  potentials  of 
the  corresponding  portions  of  the  conductors  in  the  second  state, 
is  equal  to  the  sum  of  the  products  of  the  charges  in  the  second 
state  into  the  potentials  of  the  corresponding  conductors  in  the 
first  state. 

This  result  corresponds,  in  the  elementary  theory  of  electricity, 
to  Green's  Theorem  in  the  analytical  theory.  By  properly  choosing 
the  initial  and  final  state  of  the  system,  we  may  deduce  a  number 
of  useful  results. 

85  6,]  From  (4)  and  (5)  we  find  another  expression  for  the  in- 
crement of  the  energy,  in  which  it  is  expressed  in  terms  of  the 
increments  of  potential, 

r'-r=i2(/-ftf)(r-r).  (e) 

If  the  increments  are  infinitesimal,  we  may  write  (4)  and  (6) 

and  if  we  denote  by  Jf^  and  Wy  the  expressions  for  W  in  terms 
of  the  charges  and  the  potentials  of  the  system  respectively,  and 
by  J-ri  ^ri  ^^d  K  ^  particular  condactor  of  the  system,  its  charge, 
and  its  potential,  then 

''=-f-  (»> 

86.]  If  in  any  fixed  system  of  conductors,  any  one  of  them, 
which  we  may  denote  by  A^,  is  without  charge,  both  in  the  initial 
and  final  state,  then  for  that  conductor  e^  =  0,  and  e^  r=  0,  so 
that  the  terms  depending  on  A^  vanish  from  both  members  of 
equation  (5). 

If  another  condactor,  say  Au^  is  at  potential  zero  in  both  states 
of  the  system,  then  ?„  =  0  and  ?i'  =  0,  so  that  the  terms  depending 
on  Au  vanish  from  both  members  of  equation  (5). 

If.  therefore,  all  the  conductors  except  two,  A^  and  ^,,  are  either 
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insulated  and  without  charge,  or  eke  connected  to  the  earth, 
equation  (5)  is  reduced  to  the  form 

eX  +  e,V:=^e;r,+e:T,.  (10) 

If  in  the  initial  state 

e^^l    and    e^  =  0, 
and  in  the  final  state 

tf/=:  0    and    ^/=  1, 

equation  (1 0)  becomes  J7=  K  5  (1  ^) 

or  if  a  unit  charge  communicated  to  A^  raises  J«  to  a  potential  V, 
then  a  unit  charge  communicated  to  A^  will  raise  A^  to  the  same 
potential  T,  provided  that  every  one  of  the  other  conductors  of 
the  system  is  either  insulated  and  without  charge,  or  else  connected 
to  earth  so  that  its  potential  is  zero. 

This  is  the  first  instance  we  have  met  with  in  electricity  of  a 
reciprocal  relation.  Such  reciprocal  relations  occur  in  every  branch 
of  science,  and  often  enable  us  to  deduce  the  solution  of  new 
problems  from  those  of  simpler  problems  already  solved. 

Thus  from  the  fact  that  at  a  point  outside  a  conducting  sphere 
whose  charge  is  1  the  potential  is  r""^,  where  r  is  the  distance 
from  the  centre,  we  conclude  that  if  a  small  body  whose  charge 
is  1  is  placed  at  a  distance  r  from  the  centre  of  a  conducting  sphere 
without  charge,  it  will  raise  the  potential  of  the  sphere  to  r"^. 

Let  us  next  suppose  that  in  the  initial  state 

;^=1     and     ^=0, 
and  in  the  final  state 

^7=  0    and     ?7=  1, 

equation  (10)  becomes  e^  =  ^/  >  (^2) 

or  if,  when  A^  is  raised  to  unit  potential,  a  charge  e  is  induced 
on  A^y  then  if  ^.  is  raised  to  unit  potential,  an  equal  charge  e  will 
be  induced  on  A^. 

Let  us  suppose  in  the  third  place,  that  in  the  initial  state 
/;  =  1     and    e^  =  0, 
and  that  in  the  final  state 

;7=  0     and     ^/=  1, 
equation  (10)  becomes  in  this  case 

<+^=0.  (13) 

Hence  if  when  A^  is  without  charge,  the  operation  of  charging 
A^  to  potential  unity  raises  A^  to  potential  F)  then  if  A^  is  kept       t 
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at  potential  zero,  a  unit  charge  communicated  to  A^  will  induce 
on  A^  a  negative  charge,  the  numerical  value  of  which  is  F. 

In  all  these  cases  we  may  suppose  some  of  the  other  conductors 
to  be  insulated  and  without  charge,  and  the  rest  to  be  connected  to 
earth. 

The  third  case  is  an  elementary  form  of  one  of  Green's  theorems. 
As  an  example  of  its  use  let  us  suppose  that  we  have  ascertained 
the  distribution  of  electric  charge  on  the  different  elements  of  a 
conducting  system  at  potential  zero,  induced  by  a  charge  unity 
communicated  to  a  given  body  A,  of  the  system. 

Let  rj^  be  the  charge  of  A^  under  these  circumstances.  Then 
if  we  suppose  A^  without  charge,  and  the  other  bodies  raised  each 
to  a  different  potential,  the  potential  of  A^  will  be 

r,  =  -i(r,,f;).  (14) 

Thus  if  we  have  ascertained  the  surface  density  at  any  given 
point  of  a  hollow  conducting  vessel  due  to  a  unit  charge  placed  at 
a  given  point  within  it,  then,  if  we  know  the  value  of  the  potential 
at  every  point  of  a  surface  of  the  same  size  and  form  as  the  interior 
surface  of  the  vessel,  we  can  deduce  the  potential  at  a  point  within 
it  the  position  of  which  corresponds  to  that  of  the  unit  charge. 

Hence  if  the  potential  is  known  for  all  points  of  a  closed  surface 
it  may  be  determined  for  any  point  within  the  surface,  if  there  be 
no  electrified  body  within  it,  and  for  any  point  outside,  if  there 
be  no  electrified  body  outside. 

Theory  of  a  Sjfstem  qf  conductors. 

87.]  Let  A^,  A^i  ...  -4»  be  n  conductors  of  any  form ;  let  e^,  e^y 
...  ^„  be  their  charges;  and  ^,  ^,  ...  ?i  their  potentials. 

Let  us  suppose  that  the  dielectric  medium  which  sepaitites  the 
conductors  remains  the  same,  and  does  not  become  charged  with 
electricity  during  the  operations  to  be  considered. 

We  have  shown  in  Art.  84  that  the  potential  of  each  conductor 
is  a  homogeneous  linear  function  of  the  n  charges. 

Hence  since  the  electric  energy  of  the  system  is  half  the  sum 
of  the  products  of  the  potential  of  each  conductor  into  its  charge, 
the  electric  energy  must  be  a  homogeneous  quadratic  function  of 
the  n  charges,  of  the  form 

+  ft3^1<^3+J^23^2^3  +  033<?3^  +  &C.       (l5) 

The  sufiix  e  indicates  that  ^  is  to  be  expressed  as  a  function 
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of  the  charges.     When  W  is  written  without  a  suflSlx  it  denotes 
the  expression  (3),  in  which  both  charges  and  potentials  occur. 

From  this  expression  we  can  deduce  the  potential  of  any  one 
of  the  conductors.  For  since  the  potential  is  defined  as  the  work 
which  must  be  done  to  bring  a  unit  of  electricity  from  potential 
zero  to  the  given  potential,  and  since  this  work  is  spent  in 
increasing  Wy  we  have  only  to  differentiate  W^  with  respect  to  the 
charge  of  the  given  conductor  to  obtain  its  potential.  We  thus 
obtain 


'i  =  i^ii^i---  +Ai^--  +Ai^iiJ  1 


^  =  A.^i...  +. 


+  A.^ii> 


(16) 


a  system  of  n  linear  equations  which  express  the  «  potentials  in 
terms  of  the  n  charges. 

The  coefficients  p^^  &c.,  are  called  coefficients  of  potential.  Each 
has  two  suffixes,  the  first  corresponding  with  that  of  the  charge, 
and  the  second  with  that  of  the  potential. 

The  coefficient  jo^^,  in  which  the  two  suffixes  are  the  same, 
denotes  the  potential  of  A^  when  its  charge  is  unity,  that  of  all 
the  other  conductors  being  zero.  There  are  »  coefficients  of  this 
kind,  one  for  each  conductor. 

The  coefficient  jo^,,  in  which  the  two  suffixes  are  different,  denotes 
the  potential  of  A^  when  A^  receives  a  charge  unity,  the  charge  of 
each  of  the  other  conductors,  except  A^,  being  zero. 

We  have  already  proved  in  Art.  86  that  j»^,  =  p^^,  but  we  may 
prove  it  more  briefly  by  considering  that 


dF, 


d    dW^ 
de,  de. 


d   dW, 
de.  de. 


=  Ter^" 


(17) 


The  number  of  different  coeflScients  with  double  suffix  is  there- 
fore ^  «  («— 1),  being  one  for  each  pair  of  conductors. 

By  solving  the  equations  (16)  for  Ci,  e^  &c.,  we  obtain  «  equations 
giving  the  charges  in  terms  of  the  potentials 


+  iu^t-  +?i-^. 
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We  have  in  this  case  also  q^,  =  q^r,  for 

_de^  ^  d    dWr d    dWy  _  de^  _  ,     . 

^^•-^W.^dKlf^-W,  dV.   "dV,^^*''  ^^^^ 

By  substituting  the  values  of  the  charges  in  the  equation  for 
the  electric  energy 

r=  i[ei^i+  ...  -\-e,r,...  -^e,Ki  (20) 

we  obtain  an  expression  for  the  energy  in  terms  of  the  potentials 

+  ?13^i^3  +  ?23'^^  +  l?33^'  +  &C.       (21) 

A  coefficient  in  which  the  two  suffixes  are  the  same  is  called  the 
Electric  Capacity  of  the  conductor  to  which  it  belongs. 

Definition.  The  Capacity  of  a  conductor  is  its  charge  when  its 
own  potential  is  unity^  and  that  of  all  the  other  conductors  is 
zero. 

This  is  the  proper  definition  of  the  capacity  of  a  conductor  when 
no  further  specification  is  made.  But  it  is  sometimes  convenient 
to  specify  the  condition  of  some  or  all  of  the  other  conductors  in 
a  different  manner,  as  for  instance  to  suppose  that  the  charge  of 
certain  of  them  is  zero,  and  we  may  then  define  the  capacity  of  the 
conductor  under  these  conditions  as  its  charge  when  its  potential  is 
unity. 

The  other  coefficients  are  called  coefficients  of  induction.  Any 
one  of  them,  as  q^^  denotes  the  charge  of  A^  when  A^  is  raised  to 
potential  unity,  the  potential  of  all  the  conductors  except  A^  being 
zero. 

The  mathematical  calculation  of  the  coefficients  of  potential  and 
of  capacity  is  in  general  difficult.  We  shall  afterwards  prove  that 
they  have  always  determinate  values,  and  in  certain  special  cases 
we  shall  calculate  these  values.  We  shall  also  shew  how  they  may 
be  determined  by  experiment. 

When  the  capacity  of  a  conductor  is  spoken  of  without  specifying 
the  form  and  position  of  any  other  conductor  in  the  same  system, 
it  is  to  be  interpreted  as  the  capacity  of  the  conductor  when  no 
other  conductor  or  electrified  body  is  within  a  finite  distance  of  the 
conductor  referred  to. 

It  is  sometimes  convenient,  when  we  are  dealing  with  capacities 
and  coefficients  of  induction  only,  to  write  them  in  the  form  [-4 .  P], 
this  symbol  being  understood  to  denote  the  charge  on  A  when  P  is 
raised  to  unit  potential. 

In  like  manner  [(A-^-S)  .  (P+  Q)]  would  denote  the  charge  01? 
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A'\'B  when  P  and  Q  are  both  raised  to  potential  1,  and  it  is 
manifest  that  since 

[{A^-B)  (P+  qj\  =  {AP]^iAq\  +  [BP]^[Bq-\ 

=  {{p^q){A+B)i 

the  compound  symbols  may  be  combined  by  addition  and  multipli- 
cation as  if  they  were  symbols  of  quantity. 

The  symbol  [A .  ^]  denotes  the  charge  on  A  when  the  potential 
of  ^  is  1,  that  is  to  say,  the  capacity  of  A, 

In  like  manner  [(^4  +  B){A^  Q)]  denotes  the  sum  of  the  charges 
on  A  and  B  when  A  and  Q  are  raised  to  potential  1,  the  potential 
of  all  the  conductors  except  A  and  Q  being  zero. 

It  may  be  decomposed  into 

\A.A-\^{A.B^+[A.q-\^.[B.qi 

The  coefficients  of  potential  cannot  be  dealt  with  in  this  way. 
The  coefficients  of  induction  represent  charges,  and  these  charges 
can  be  combined  by  addition,  but  the  coefficients  of  potential 
represent  potentials,  and  if  the  potential  of  ^  is  J{  and  that  of 
^  is  ^2,  the  sum  Ti+V^  has  no  physical  meaning  bearing  on  the 
phenomena^  though  ^— ^a  represents  the  electromotive  force  from 
AU>B. 

The  coefficients  of  induction  between  two  conductors  may  be 
expressed  in  terms  of  the  capacities  of  the  conductors  and  that  of 
the  two  conductors  together,  thus : 

[A.B']^\l{A-^B){A  +  B)'\^\{A.A'\^\lB.B\ 

Dimensions  of  the  coefficients. 

e 
88.]   Sincie  the  potential  of  a  charge  «  at  a  distance  f  is  -, 

the  dimensions  of  a  charge  of  electricity  are  equal  to  those  of  the 
product  of  a  potential  into  a  line. 

The  coefficients  of  capacity  and  induction  have  therefore  the 
same  dimensions  as  a  line,  and  each  of  them  may  be  represented 
by  a  straight  line,  the  length  of  which  is  independent  of  the 
system  of  units  which  we  employ. 

For  the  same  reason,  any  coefficient  of  potential  may  be  repre- 
sented as  the  reciprocal  of  a  line. 

On  certain  conditions  which  the  coeffi^cients  must  satisfy, 

89  a.]  In  the  first  place,  since  the  electric  energy  of  a  system 
is  an  essentially  positive  quantity,  its  expression  as  a  quadratic 
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function  of  the  charges  or  of  the  potentials  must  be  positive, 
whatever  valaes,  positive  or  negative,  are  given  to  the  charges 
or  the  potentials. 

Now  the  conditions  that  a  homogeneous  quadratic  function  of  n 
variables  shall  be  always  positive  are  n  in  number^  and  may  be 
written 

Pn    >  0, 


i'21»  -^22 


>o, 


i^u  •••A« 


-  I  >  0. 


(22) 


These  n  conditions  are  necessary  and  sufficient  to  ensure  that 
JF  shall  be  essentially  positive  *. 

But  since  in  equation  (16)  we  may  arrange  the  conductors  in  any 
order^  every  determinant  must  be  positive  which  is  formed  sym- 
metrically from  the  coefficients  belonging  to  any  combination  of  the 
n  conductors,  and  the  number  of  these  combinations  is  2*—  1. 

Only  fif  however,  of  the  conditions  so  found  can  be  independent. 

The  coefficients  of  capacity  and  induction  are  subject  to  con- 
ditions of  the  same  form. 

89  5.]   TAe  coefficients  of  potential  are  all  positive,  but  none  of  the 
coefficients  p^^  is  greater  tkanp^  orp^^. 

For  let  a  charge  unity  be  communicated  to  A^j  the  other  con- 
ductors being  uncharged.  A  system  of  equipotential  surfaces  will 
be  formed.  Of  these  one  will  be  the  surface  otJ^,  and  its  potential 
will  be  p^j..  If  A,  is  placed  in  a  hollow  excavated  in  ^^  so  as  to  be 
completely  enclosed  by  it,  then  the  potential  of  A^  will  also  be  jo^. 

If,  however,  A^  is  outside  of  A^  its  potential  p„  will  lie  between 
p^  and  zero. 

For  consider  the  lines  of  force  issuing  from  the  charged  con- 
ductor Af.  The  charge  is  measured  by  the  excess  of  the  number 
of  lines  which  issue  from  it  over  those  which  terminate  in  it. 
Hence,  if  the  conductor  has  no  charge,  the  number  of  lines  which 
enter  the  conductor  must  be  equal  to  the  number  which  issue  from 
it.  The  lines  which  enter  the  conductor  come  from  places  of  greater 
potential,  and  those  which  issue  from  it  go  to  places  of  less  poten- 

*  See  Williamflon  B  Differential  Calculus,  3rd  edition,  p.  407. 
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tial.  Hence  the  potential  of  an  uncharged  conductor  must  be 
intermediate  between  the  highest  and  lowest  potentials  in  the  field, 
and  therefore  the  highest  and  lowest  potentials  cannot  belong  to 
any  of  the  uncharged  bodies. 

The  highest  potential  must  therefore  be  jo^,  that  of  the  charged 
body  A^,  the  lowest  must  be  that  of  space  at  an  infinite  distance, 
which  is  zero,  and  all  the  other  potentials  such  as  j)^^  must  lie 
between  p^^  and  zero. 

If  ^,  completely  surrounds  A^,  thenjo^  =Ar 

89  c]  None  of  the  coefficients  of  induction  are  positive^  and  the  sum 
of  all  those  belonging  to  a  single  conductor  is  not  numerically 
greater  than  the  coefficient  of  capacity  of  that  conductor^  which 
is  always  positive. 

For  let  Af  be  maintained  at  potential  unity  while  all  the  other 
conductors  are  kept  at  potential  zero,  then  the  charge  on  A^  is  q^^ 
and  that  on  any  other  conductor  A^  is  q^^. 

The  number  of  lines  of  force  which  issue  from  A^  is  q^ .  Of  these 
some  terminate  in  the  other  conductors,  and  some  may  proceed  to 
infinity,  but  no  lines  of  force  can  pass  between  any  of  the  other 
conductors  or  from  them  to  infinity,  because  they  are  all  at  poten- 
tial zero. 

No  line  of  force  can  issue  from  any  of  the  other  conductors  such 
as  A^^  because  no  part  of  the  field  has  a  lower  potential  than  A^, 
If  A^  is  completely  cut  off  from  A^  by  the  closed  surface  of  one 
of  the  conductors,  then  q^^  is  zero.  If  A^  is  not  thus  cut  ofi*,  q^  is  a 
negative  quantity. 

If  one  of  the  conductors  A^  completely  surrounds  A^^  then  all 
the  lines  of  force  from  A^  fall  on  A^  and  the  conductors  within  it^ 
and  the  sum  of  the  coefficients  of  induction  of  these  conductors  with 
respect  to  A^  will  be  equal  to  q^  with  its  sign  changed.  But  if 
A^  is  not  completely  surrounded  by  a  conductor  the  arithmetical 
sum  of  the  coefficients  of  induction  q^^y  &c.  will  be  less  than  q„. 

We  have  deduced  these  two  theorems  independently  by  means 
of  electrical  considerations.  We  may  leave  it  to  the  mathematical 
student  to  determine  whether  one  is  a  mathematical  consequence 
of  the  other. 

89  rf.]  When  there  is  only  one  conductor  in  the  field  its  coefficient 
of  potential  on  itself  is  the  reciprocal  of  its  capacity. 

The  centre  of  mass  of  the  electricity  when  there  are  no  external 
forces  is  called  the  electric  centre  of  the  conductor.   If  the  conductor       t 
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is  symmetrical  about  a  centre  of  figure,  this  point  is  the  electric 
centre.  If  the  dimensions  of  the  conductor  are  small  compared  with 
the  distane-es  considered,  the  position  of  the  electric  centre  may  be 
estimated  suflSciently  nearly  by  conjecture. 

The  potential  at  a  distance  c  from  the  electric  centre  must  be 
between  ^  ^2  ^  ^2 

where  e  is  the  charge,  and  a  is  the  greatest  distance  of  any  part  of 
the  surface  of  the  body  from  the  electric  centre. 

For  if  the  charge  be  concentrated  in  two  points  at  distances  a  on 
opposite  sides  of  the  electric  centre,  the  first  of  these  expressions 
is  the  potential  at  a  point  in  the  line  joining  the  charges,  and  the 
second  at  a  point  in  a  line  perpendicular  to  the  line  joining  the 
charges.  For  all  other  distributions  within  the  sphere  whose  radius 
is  a  the  potential  is  intermediate  between  those  values. 

If  there  are  two  conductors  in  the  field,  their  mutual  coefficient 

of  potential  is  - ,  where  (?'  cannot  differ  from  <?,  the  distance  between 

a*  4  J2 

the  electric  centres,  by  more  than ;  a  and  b  being  the  greatest 

c 

distances  of  any  part  of  the  surCsices  of  the  bodies  from  their  re- 
spective electric  centres. 

89  ^.]  If  a  new  conductor  is  brought  into  the  field  the  coefficient 
of  potential  of  any  one  of  the  others  on  itself  is  diminished. 

For  let  the  new  body,  5,  be  supposed  at  first  to  be  a  non-conductor 
free  from  charge  in  any  part,  then  when  one  of  the  conductors,  A^^ 
receives  a  charge  ^j,  the  distribution  of  the  electricity  on  the  con- 
ductors of  the  system  will  not  be  disturbed  by  5,  as  5  is  still 
without  charge  in  any  part,  and  the  electric  energy  of  the  system 
will  be  simply  \ej{^\  e^p^^ . 

Now  let  B  become  a  conductor.  Electricity  will  flow  from 
places  of  higher  to  places  of  lower  potential,  and  in  so  doing  will 
diminish  the  electric  energy  of  the  system,  so  that  the  quantity 
\^i^P\i  must  diminish. 

But  e^  remains  constant,  therefore  jDji  must  diminish. 

Also  if  B  increases  by  another  body  b  being  placed  in  contact 
with  it,  p^^  will  be  further  diminished. 

For  let  us  first  suppose  that  there  is  no  electric  communication 
between  B  and    i;    the  introduction   of  the   new   body   b   will 

diminish  p^^.     Now  let  a  communication  be  opened  between  B 

p- 
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and  b.  If  any  electricity  flows  through  it,  it  flows  from  a  place 
of  higher  to  a  place  of  lower  potential,  and  therefore^  as  we  have 
shown,  still  further  diminishes  jo^. 

Hence  the  diminution  of  p^^  by  the  body  £  is  greater  than 
that  which  would  be  produced  by  any  body  the  surface  of  which 
can  be  inscribed  in  £,  and  less  than  that  produced  by  any  body  the 
surface  of  which  can  be  described  about  £. 

We  shall  shew  in  Chapter  XI,  that  a  sphere  of  diameter  J  at  a 
distance  r  diminishes  the   value  of  p^^^  by  a  quantity  which  is 

approximately  J  -^  • 

Hence  if  the  body  £  is  of  any  other  figure,  and  if  b  is  its 
greatest  diameter,  the  diminution  of  the  value  of  Pn  must  be  less 

than  i—T' 
r* 

Hence  if  the  greatest  diameter  of  B  is  so  small  compared  with 

its  distance  from  Ai  that  we  may  neglect  quantities  of  the  order 

i  -4-  >  we  may  consider  the  reciprocal  of  the  capacity  of  Ai  when 

alone  in  the  field  as  a  sufficient  approximation  to  p^. 

90  a.']  Let  us  therefore  suppose  that  the  capacity  otA^  when  alone 

in  the  field  is  £|,  and  that  of  ^2)  ^2^  ^^^  ^^^  ^^^  mean  distance 

between  A^  and  A^  be  r,  where  r  is  very  great  compared  with  the 

dimensions  of  Ai  and  A2,  then  we  may  write 

_    1  _  1  _   1  , 

Pil—  'j^  y      ^^12  —  ~  >       i'22  —  ]^  > 

Hence  q,^=     K.il^K.K^r-^)'^ 

Of  these  coefficients  q^i  and  $22  ^^^  ^^^  capacities  of  Ai  and  A^ 
when,  instead  of  being  each  alone  at  an  infinite  distance  from  any 
other  body,  they  are  brought  so  as  to  be  at  a  distance  r  from  each 
other. 

90  b.]  When  two  conductors  are  placed  so  near  together  that 
their  coefficient  of  mutual  induction  is  large,  the  combination  is 
called  a  Condenser. 

Let  A  and  B  be  the  two  conductors  or  electrodes  of  a  con- 
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Let  L  be  the  capacity  of  Ay  N  that  of  5,  and  M  the  coefficient 
of  mutual  induction.  (We  must  remember  that  M  is  essentially 
negative,  so  that  the  numerical  value  of  2/  + if  and  K-^N  is  less 
than  L  or  Jf) 

Let  us  suppose  that  a  and  h  are  the  electrodes  of  another  con- 
denser at  a  distance  R  from  the  first,  B,  being  very  great  com- 
pared with  the  dimensions  of  either  condenser,  and  let  the 
coefficients  of  capacity  and  induction  of  the  condenser  ah  when 
alone  be  l^  m,  n.  Let  us  calculate  the  effect  of  one  of  the 
condensers  on  the  coefficients  of  the  other. 

Let  L^^LN-^M^    and     d^ln-m^; 

then  the  coefficients  of  potential  for  each  condenser  by  itself  are 
Paa-     B-^N,        j5^=     d-'^n, 
Pab  =  — 2?-^  if,       jo^  =  — (?-i  m, 
Pbb  =     I>-^L,        p^  =     d-H. 

The  values  of  these  coefficients  will  not  be  sensibly  altered  when 
the  two  condensers  are  at  a  distance  R. 

The  coefficient  of  potential  of  any  two  conductors  at  distance  R 
is  -B"^,  so  that 

The  equations  of  potential  are  therefore 

Va  =     l)'^NeA-I>-^MeB^R'-^e,^R-^e^, 
fs  ^-D-^MeA  +  D-^Les  +  R-^e^  +  R-^, 
Tl  =     R-^eA-^R'^eB-^-d-^nea—d-^mei,, 
Vf,  =     R-^eA-^-R-^ef^'-d-^me^+d-'^lei,. 

Solving  these  equations  for  the  charges,  we  find 

R(L^M){l+m) 

?^«  -      R^-(L-\-2M  +  N){li-2m-\-ny 

R(L+3f)(m  +  n) 

^''  ^^  R^^(L  +  2M-^N){l+2m-^ny 

where  L\  M\  N'  are  what  2/,  If,  N  become  when  the  second  con- 
denser is  brought  into  the  field. 
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If  only  one  conductor,  a,  is  brought  into  the  field,  m=:n=0,  and 

Rl{L+M) 
If  there  are  only  the  two  simple  conductors,  A  and  a, 
,  ^  L^l  RLl 

and        ?^^  =  i/+^2_^^,     ua^—w^irr 

expressions  which  are  the  same  as  those  found  in  Art.  90  a. 

The  quantity  i/  + 2  Jf+iV  is  the  total  charge  of  the  condenser 
when  its  electrodes  are  at  potential  1.  It  cannot  exceed  half  the 
greatest  diameter  of  the  condenser. 

-C  +  lf  is  the  charge  of  the  first  electrode,  and  M-^-N  that  of  the 
second  when  both  are  at  potential  1.  These  quantities  must  be 
each  of  them  positive  and  less  than  the  capacity  of  the  electrode  by 
itself.  Hence  the  corrections  to  be  applied  to  the  coeflScients  of 
capacity  of  a  condenser  are  much  smaller  than  those  for  a  simple 
conductor  of  equal  capacity. 

Approximations  of  this  kind  are  often  useful  in  estimating  the 
capacities  of  conductors  of  irregular  form  placed  at  a  finite  distance 
from  other  conductors. 

91.]  When  a  round  conductor,  A^^  of  small  size  compared  with 
the  distances  between  the  conductors,  is  brought  into  the  field,  the 
coefficient  of  potential  of  A^  on  A^  will  be  increased  when  A^  is 
inside  and  diminished  when  A^  is  outside  of  a  sphere  whose 
diameter  is  the  straight  line  A^A^. 

For  if  A^  receives  a  unit  charge  there  will  be  a  distribution  of 
electricity  on  A^^  +e  being  on  the  side  furthest  from  Ai,  and  —  ^  on 
the  side  nearest  Ai.  The  potential  at  A^  due  to  this  distribution 
on  A^  will  be  positive  or  negative  as  +^  or  —  tf  is  nearest  to  -^g, 
and  if  the  form  of  A^  is  not  very  elongated  this  will  depend  on 
whether  the  angle  A^  A^  A^  is  obtuse  or  acute,  and  therefore  on 
whether  A^  is  inside  or  outside  the  sphere  described  on  A^  A^  as. 
diametor. 

If  ^  is  of  an  elongated  form  it  is  easy  to  see  that  if  it  is  placed 
with  its  longest  axis  in  the  direction  of  the  tangent^  to^  the  ^J^cle^QJ^ 
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drawn  through  the  points  A-^y  A^,  A^  it  may  increase  the  potential 
of  A2,  even  when  it  is  entirely  outside  the  sphere,  and  how  by 
placing  it  with  its  longest  axis  in  the  direction  of  the  radios  of 
the  sphere,  it  may  diminish  the  potential  of  -igj  even  when  entirely 
within  the  sphere.  But  this  proposition  is  only  intended  for 
forming  a  rough  estimate  of  the  phenomena  to  be  expected  in 
a  given  arrangement  of  apparatus. 

92.]  If  a  new  conductor,  ^3,  is  introduced  into  the  field,  the 
capacities  of  all  the  conductors  already  there  are  increased^  and  the 
numerical  values  of  the  coefficients  of  induction  between  eveiy  pair 
of  them  are  diminished. 

Let  us  suppose  that  A^  is  at  potential  unity  and  all  the  rest  at 
potential  zero.  Since  the  charge  of  the  new  conductor  is  negative 
it  will  induce  a  positive  charge  on  every  other  conductor,  and 
will  therefore  increase  the  positive  charge  of  A^  and  diminish  the 
negative  charge  of  each  of  the  other  conductors. 

98  fl.]   Work  done  ly  the  electric  forces  during  ike  displacement  of 
a  system  of  insulated  charged  conductors. 

Since  the  conductors  are  insulated,  their  charges  remain  constant 
during  the  displacement.  Let  their  potentials  be  Z^,  ^, . . .  ^„  before 
and  V(^  ^^  ...  y^  af^er  the  displacement.     The  electrical  energy  is 

before  the  displacement^  and 

after  the  displacement. 

The  work  done  by  the  electric  forces  during  the  displacement  is 
the  excess  of  the  initial  energy  W  over  the  final  energy  W\  or 

This  expression  gfives  the  work  done  during  any  displacement, 
small  or  large^  of  an  insulated  system. 

To  find  the  force  tending  to  produce  a  particular  kind  of  dis- 
placement, let  ^  be  the  variable  whose  variation  corresponds  to  the 
kind  of  displacement,  and  let  4>  be  the  corresponding  force,  reckoned 
positive  when  the  electric  force  tends  to  increase  ^,  then 

or  <I>  ^ 2.  • 

^  d<^' 

where  W^  denotes  the  expression  for  the  electric  energy  as  a 
quadratic  function  of  the  charges. 
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dW  dW 

93  J.l  To  prove  that     -^  +  4t^  =  0. 
-■         *  dip         a<p 

We  have  three  different  expressions  for  the  energy  of  the  system, 

(1)  ir=\^{er), 

a  definite  fanction  of  the  n  charges  and  n  potentials 

(2)  ^=iS2(«r«.A.), 

¥^here  r  and  s  may  be  the  same  or  different^  and  both  rs  and  sr  are 
to  be  included  in  the  summation. 

This  is  a  function  of  the  n  charges  and  of  the  variables  ¥^hich 
define  the  configuration.     Let  (^  be  one  of  these. 

(3)  Wr=\^^{Kr,q„), 

where  the  summation  is  to  be  taken  as  before.  This  is  a  function 
of  the  n  potentials  and  of  the  variables  which  define  the  configura- 
tion of  which  <f>  is  one. 

Since  W^W^=:Wv, 

W^'\-Wv^2W=i  0. 

Now  let  the  n  charges,  the  n  potentials,  and  ^  vary  in  any  con- 
sistent manner,  and  we  must  have 

Now  the  n  charges,  the  n  potentials,  and  <^  are  not  all  independent 
of  each  other,  for  in  fact  only  « + 1  of  them  can  be  independent. 
But  we  have  already  proved  that 

*,  -  '^' 

SO  that  the  first  sum  of  terms  vanishes  identically,  and  it  follows 
from  this,  even  if  we  had  not  already  proved  it  that 

dJTv  _ 

and  that  lastly, 

5  j^  H  — :  0. 

dffi         d(p 


Work  done  by  the  electric  forces  during  the  displacement  of  a  sj/stem 

whose  potentials  are  maintained  constant. 

dW 
98  (?.l  It  follows  from  the  last  equation  ^bat  the  force  4>  =  -j/  > 
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and  if  the  system  is  displaced  under  the  condition  that  all  the 
potentials  remain  constant,  the  work  done  by  the  electric  forces  is 


f^d<l>  =fdJr'v  =  Wir^JTr; 


or  the  work  done  by  the  electric  forces  in  this  case  is  equal  to  the 
increment  of  the  electric  energy. 

Here,  then,  we  have  an  increase  of  energy  together  with  a  quan- 
tity of  work  done  by  the  system.  •  The  system  must  therefore  be 
supplied  with  energy  from  some  external  source,  such  as  a  voltaic 
battery,  in  order  to  maintain  the  potentials  constant  during  the 
displacement. 

The  work  done  by  the  battery  is  therefore  equal  to  the  suna  of 
the  work  done  by  the  system  and  the  increment  of  energy,  or, 
since  these  are  equal,  the  work  done  by  the  battery  is  twice  the 
work  done  by  the  system  of  conductors  during  the  displacement. 

On  the  comparison  of  similar  electrified  ^sterns. 
94.]  If  two  electrified  systems  are  similar  in  a  geometrical  sense, 
so  that  the  lengths  of  corresponding  lines  in  the  two  systems  are 
as  i/  to  L\  then  if  the  dielectric  which  separates  the  conducting 
bodies  is  the  same  in  both  systems,  the  coefficients  of  induction 
and  of  capacity  will  be  in  the  proportion  of  i  to  L\  For  if  we 
consider  corresponding  portions,  A  and  A\  of  the  two  systems,  and 
suppose  the  quantity  of  electricity  on  ^  to  be  ^,  and  that  on  A' 
to  be  tf',  then  the  potentials  V  and  V  at  corresponding  points 
B  and  ff^  due  to  this  electrification,  will  be 

r=-l-,  and  r=     ^ 


AB'  ""  A'R 

But  AB  is  to  A^B'  as  L  to  L\  so  that  we  must  have 

eie'iiir:  rr\ 

But  if  the  inductive  capacity  of  the  dielectric  is  diflPerent  in  the 
two  systems,  being  K  in  the  first  and  K'  in  the  second,  then  if  the 
potential  at  any  point  of  the  first  system  is  to  that  at  the  cor- 
responding point  of  the  second  ss  F  to  F\  and  if  the  quantities 
of  electricity  on  corresponding  parts  are  as  ^  to  Il\  we  shall  have 
e:/::ZFK:L'rK\ 
By  this  proportion  we  may  find  the  relation  between  the  total 
charges  of  corresponding  parts  of  two  systems,  which  are 
in  the  first  place  geometric2|lIy  similar,  in  the  second  place  com- 
posed of  dielectric  media  of  which  the  specific  inductive  capacity 
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at  corresponding  points  is  in  the  proportion  of  K  to  K*y  and  in 
the  third  place  so  electrified  that  the  potentials  of  corresponding 
points  are  as  F  to  F'. 

Prom  this  it  appears  that  if  y  be  any  coefficient  of  capacity  or 
induction  in  the  first  system^  and  ^  the  corresponding  one  in  the 
second,  q.^  \\  LK\L'K' \ 

and  if  p  and  jo'  denote  corresponding  coefficients  of  potential  in 
the  two  systems,  1  i 

If  one  of  the  bodies  be  displaced  in  the  first  system,  and  the 
corresponding  body  in  the  second  system  receive  a  similar  dis- 
placement, then  these  displacements  are  in  the  proportion  t)f  L 
to  L\  and  if  the  forces  acting  on  the  two  bodies  are  as  W  to  ¥\ 
then  the  work  done  in  the  two  systems  will  be  as  FL  to  YL\ 

But  the  total  electrical  energy  is  half  the  sum  of  the  charges 
of  electricity  multiplied  each  by  the  potential  of  the  charged 
body,  so  that  in  the  similar  systems,  if  W  and  W  be  the  total 
electrical  energy  in  the  two  systems  respectively, 

and  the  difference  of  energy  after  similar  displacements  in  the  two 
systems  will  be  in  the  same  proportion.  Hence,  since  FL  is  pro- 
portional to  the  electrical  work  done  during  the  displacement, 
FL'.ri'  iieVieT. 
Combining  these  proportions,  we  find  that  the  ratio  of  the 
resultant  force  on  any  body  of  the  first  system  to  that  on  the 
corresponding  body  of  the  second  system  is 

F:r::  F^K :  r^K\ 
or  i?':^::_^:__. 

The  first  of  these  proportions  shews  that  in  similar  systems  the 
force  is  proportional  to  the  square  of  the  electromotive  force  and 
to  the  inductive  capacity  of  the  dielectric,  but  is  independent  of  the 
actual  dimensions  of  the  system. 

Hence  two  conductors  placed  in  a  liquid  whose  inductive  capacity 
is  greater  than  that  of  air,  and  electrified  to  given  potentials,  will 
attract  each  other  more  than  if  they  had  been  electrified  to  the 
same  potentials  in  air. 

The  second  proportion  shews  that  if  the  quantity  of  electricity 
on  each  body  is  given,  the  forces  are  proportional  to  the  squares 
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of  the  charges  and  inversely  to  the  squares  of  the  distances,  and 
also  inversely  to  the  inductive  capacities  of  the  media. 

Hence,  if  two  conductors  with  given  charges  are  placed  in  a 
liquid  whose  inductive  capacity  is  greater  than  that  of  air,  they 
will  attract  each  other  less  than  if  they  had  been  surrounded  with 
air  and  charged  with  the  same  quantities  of  electricity. 
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CHAPTER  IV. 

GENERAL  THEOBEMS. 

95  a.]  In  the  second  chapter  we  have  calculated  the  potential 
function  and  investigated  some  of  its  properties  on  the  hypothesis 
that  there  is  a  direct  action  at  a  distance  between  electrified  bodies, 
which  is  the  resultant  of  the  direct  actions  between  the  various 
electrified  parts  of  the  bodies. 

If  we  call  this  the  direct  method  of  investigation,  the  inverse 
method  will  consist  in  assuming  that  the  potential  is  a  function 
characterised  by  properties  the  same  as  those  which  we  have  already 
established,  and  investigating  the  form  of  the  function^ 

In  the  direct  method  the  potential  is  calculated  from  the  dis- 
tribution of  electricity  by  a  process  of  integration,  and  is  found 
to  satisfy  certain  partial  differential  equations.  In  the  inverse 
method  the  partial  differential  equations  are  supposed  given^  and 
we  have  to  find  the  potential  and  the  distribution  of  electricity. 

It  is  only  in  problems  in  which  the  distribution  of  electricity 
is  given  that  the  direct  method  can  be  used.  When  we  have  to 
find  the  distribution  on  a  conductor  we  must  make  use  of  the 
inverse  method. 

We  have  now  to  shew  that  the  inverse  method  leads  in  every 
case  to  a  determinate  result,  and  to  establish  certain  general 
theorems  deduced  from  Foisson's  partial  differential  equation 

d^r    d^r    d^r   , 

The  mathematical  ideas  expressed  by  this  equation  are  of  a 
different  kind  from  those  expressed  by  the  definite  integral 


.00    i/  — 00    •'—00       ^ 


In  the  differential  equation  we  express  that  the  sum  of  the  second 
derivatives  of  F  in  the  neighbourhood  of  any  point  is  related  1^ 
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the  density  at  that  point  in  a  certain  manner^  and  no  relation 
is  expressed  between  the  value  of  F  at  that  point  and  the  value 
of  p  at  any  point  at  a  finite  distance  from  it. 

In  the  definite  integral,  on  the  other  hand,  the  distance  of 
the  point  (a^,  y,  /),  at  which  p  exists,  from  the  point  (a?,  y,  z\  at 
which  V  exists,  is  denoted  by  r,  and  is  distinctly  recognised  in  the 
expression  to  be  integrated. 

The  integral,  therefore,  is  the  appropriate  mathematical  expression 
for  a  theory  of  action  between  particles  at  a  distance^  whereas  the 
differential  equation  is  the  appropriate  expression  for  a  theory  of 
action  exerted  between  contiguous  parts  of  a  medium. 

We  have  seen  that  the  result  of  the  integration  satisfies  the 
differential  equation.  We  have  now  to  shew  that  it  is  the  only 
solution  of  that  equation  satisfying  certain  conditions. 

We  shall  in  this  way  not  only  establish  the  mathematical  equi- 
valence of  the  two  expressions,  but  prepare  our  minds  to  pass  from 
the  theory  of  direct  action  at  a  distance  to  that  of  action  between 
contiguous  parts  of  a  medium. 

953.]  The  theorems  considered  in  this  chapter  relate  to  the 
properties  of  certain  volume-integrals  taken  throughout  a  finite 
region  of  space  which  we  may  refer  to  as  the  electric  field. 

The  element  of  these  integrals,  that  is  to  say,  the  quantity 
under  the  integral  sign,  is  either  the  square  of  a  certain  vector 
quantity  whose  direction  and  magnitude  varies  from  point  to  point 
in  the  field,  or  the  product  of  one  vector  into  the  resolved  part  of 
another  in  its  own  direction. 

Of  the  different  modes  in  which  a  vector  quantity  may  be  dis- 
tributed in  space^  two  are  of  special  importance. 

The  first  is  that  in  which  the  vector  may  be  represented 
as  the  space- variation  [Art.  17]  of  a  scalar  function  called  the 
Potential. 

Such  a  diBtribution  may  be  called  an  Irrotational  distribution. 
The  resultant  force  arising  from  the  attraction  or  repulsion  of  any 
combination  of  centres  of  force,  the  law  of  each  being  any  given 
function  of  the  distance,  is  distributed  irrotationally. 

The  second  mode  of  distribution  is  that  in  which  the  convergence 
[Art.  25]  is  zero  at  every  point.  Such  a  distribution  may  be 
called  a  Solenoidal  distribution.  The  velocity  of  an  incompressible 
fluid  is  distributed  in  a  solenoidal  manner. 

When  the  central  forces  which,  as  we  have  said,  give  rise  to  an 
irrotational  distribution  of  the  resultant  force,  vary  according  to 
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the  inverse  square  of  the  distance,  then,  if  these  centres  are  outside 
the  field,  the  distribution  within  the  field  will  be  solenoidal  as  well 
as  irrotational. 

When  the  motion  of  an  incompressible  fluid  which,  as  we  have 
said,  is  solenoidal,  arises  from  the  action  of  central  forces  depending 
on  the  distance,  or  of  surface  pressures,  on  a  frictionless  fluid 
originally  at  rest,  the  distribution  of  velocity  is  irrotational  as  well 
as  solenoidal. 

When  we  have  to  specify  a  distribution  which  is  at  once  irrota- 
tional and  solenoidal,  we  shall  call  it  a  Laplacian  distribution; 
Laplace  having  pointed  out  some  of  the  most  important  properties 
of  such  a  distribution. 

The  volume  integrals  discussed  in  this  chapter  are,  as  we  shall 
see,  expressions  for  the  energy  of  the  electric  field.  In  the  first 
group  of  theorems,  beginning  with  Green's  Theorem,  the  energy  is 
expressed  in  terms  of  the  electromotive  intensity,  a  vector  which  is 
distributed  irrotationally  in  all  cases  of  electric  equilibrium.  It  is 
shewn  that  if  the  surface-potential  be  given,  then  of  all  irrotational 
distributions,  that  which  is  also  solenoidal  has  the  least  energy; 
whence  it  also  follows  that  there  can  be  only  one  Laplacian  distri- 
bution consistent  with  the  surface  potentials. 

In  the  second  group  of  theorems,  including  Thomson's  Theorem, 
the  energy  is  expressed  in  terms  of  the  electric  displacement,  a 
vector  of  which  the  distribution  is  solenoidal.  It  is  shewn  that 
if  the  surface-charges  are  given,  then  of  all  solenoidal  distributions 
that  has  least  energy  which  is  also  irrotational,  whence  it  also 
follows  that  there  can  be  only  one  Laplacian  distribution  consistent 
with  the  given  surface-charges. 

The  demonstration  of  all  these  theorems  is  conducted  in  the  same 
way.  In  order  to* avoid  the  repetition  in  every  case  of  the  steps 
of  a  surface  integration  conducted  with  reference  to  rectangular 
axes,  we  make  use  in  each  case  of  the  result  of  Theorem  III,  Art. 
21,*  where  the  relation  between  a  volume-integral  and  the  corre- 
sponding surface-integral  is  fully  worked  out.  All  that  we  have  to 
do,  therefore,  is  to  substitute  for  Z,  J,  and  Z  in  that  Theorem  the 
components  of  the  vector  on  which  the  particular  theorem  depends. 

In  the  first  edition  of  this  book  the  statement  of  each  theorem 
was  cumbered  with  a  multitude  of  alternative  conditions  which 


*  This  theorem  seems  to  have  been  first  given  by  Ostrogradsky  in  a  paper  read  in 
1828,  but  published  in  1831  in  the  M&m,  de  VAcad.  de  St,  PiUnhourg,  T.  I.  p.  39._It 
may  be  regarded,  however,  as  a  form  of  the  equation  of  continuity. 
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were  intended  to  shew  the  generality  of  the  theorem  and  the  variety 
of  cases  to  which  it  might  be  applied,  but  which  tended  rather  to 
confuse  in  the  mind  of  the  reader  what  was  assumed  with  what  was 
to  be  proved. 

In  the  present  edition  each  theorem  is  at  first  stated  in  a  more 
definite,  if  more  restricted,  form,  and  it  is  afterwards  shewn  what 
further  degree  of  generality  the  theorem  admits  of. 

We  have  hitherto  used  the  symbol  T  for  the  potential,  and  we 
shall  continue  to  do  so  whenever  we  are  dealing  with  electrostatics 
only.  In  this  chapter,  however,  and  in  those  parts  of  the  second 
volume  in  which  the  electric  potential  occurs  in  electro-magnetic 
investigations,  we  shall  use  4^  as  a  special  symbol  for  the  electric 
potential. 

Greenes  Theorem, 

96  a.]  The  following  important  theorem  was  given  by  George 
Green,  in  his  '  Essay  on  the  Application  of  Mathematics  to  Elec- 
tricity and  Magnetism.' 

The  theorem  relates  to  the  space  bounded  by  the  closed  surfiice 
8.  We  may  refer  to  this  finite  space  as  the  Field.  Let  v  be  a 
normal  drawn  from  the  surface  s  into  the  field,  and  let  ^,  »»,  n  be 
the  direction  cosines  of  this  normal,  then 

ax  dy  dz       dv  ^  ' 

will  be  the  rate  of  variation  of  the  function  ♦  in  passing  along 

d^ 
the  normal  v.     Let  it  be  understood  that  the  value  of  -.-  is  to  be 

dv 
taken  at  the  surface  itself,  where  v  =  0. 

Let  us  also  write,  as  in  Arts.  26  and  77^ 

d^^      rf2^      flP4'         „^, 

1?-^^  +  ^=-^'^'  (') 

and  when  there  are  two  functions,  4^  and  <I>,  let  us  write 

d^d(p  ,  d^d^  ,  d^d<P  o«T«^ 

Txli^^-d^^-di  ^  =-*-^*^*-  (3) 

The  reader  who  is  not  acquainted  with  the  method  of  Quater* 
nions  may,  if  it  pleases  him,  regard  the  expressions  7^4^  and 
iS.V^V*  as  mere  conventional  abbreviations  for  the  quantities  to 
which  they  are  equated  above,  and  as  in  what  follows  we  shall 
employ  ordinary  Cartesian  methods,  it  will  not  be  necessary  to 
remember  the  Quaternion  interpretation  of  these  expressions.     The 
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reason,  however,  why  we  use  as  our  abbreviations  these  expressions 

and  not  single  letters  arbitrarily  chosen,  is,  that  in  the  language 

of  Quaternions  they  represent  fully  the  quantities  to  which  they 

are  equated.      The  operator  V  applied  to  the  scalar  function  ^ 

gives  the  space-variation  of  that   function,  and    the   expression 

— &V4'V4>  is  the  scalar  part  of  the  product  of  two  space- variations, 

or  the  product  of  either  space- variation  into  the  resolved  part  of  the 

d^ 
other  in  its  own  direction.     The  expression  -j-  is  usually  written 

in  Quaternions  S.UvV^,  Uv  being  a  unit-vector  in  the  direction 
of  the  normal.  There  does  not  seem  much  advantage  in  using 
this  notation  here,  but  we  shall  find  the  advantage  of  doing  so 
when  we  come  to  deal  with  anisotropic  media. 

Statement  of  Greenes  Theorem, 

Let  4*  and  <I>  be  two  functions  of  a?,  y,  z^  which,  with  their  first 
derivatives,  are  finite  and  continuous  within  the  acyclic  region  «, 
bounded  by  the  closed  surface  «,  then 

yy^'^  ds^ffJ^V^^ds  =1  j j j S.V^V^ds 

where  the  double  integrals  are  to  be  extended  over  the  whole 
closed  surface  «,  and  the  triple  integrals  throughout  the  field,  9, 
enclosed  by  that  surface. 

To  prove  this,  let  us  write,  in  Art.  2l,  Theorem  III, 

(5) 


.(6) 

da  dx       djf   dy       dz   dz 
_  _^,v**— 5.V*V*,  by  (2)  and  (3).  (7) 

But  by  Theorem  III 
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^         d^ 
dy 

Z  = 

,  d^ 

dz 

then  R  cos  e 

=*('S+- 

d^ 

d<P. 

""dz) 
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or  by  (6)  and  (7) 

//*  S  ^-  ///*^"*''»  =  fffs.V^V^d..  (8) 

Since  in  the  second  member  of  tbis  equation  4^  and  <f>  may  be 
interchanged^  we  may  do  so  in  the  first,  and  we  thus  obtain  the 
complete  statement  of  Green's  Theorem,  as  given  in  equation  (4). 

96  6.]  We  have  next  to  shew  that  Green's  Theorem  is  true  when 
one  of  the  functions^  say  4^,  is  a  many-valued  one,  provided  that 
its  first  derivatives  are  single-valued,  and  do  not  become  infinite 
within  the  acyclic  region  s. 

Since  V^'  and  V4>  arre  single-valued,  the  second  member  of  equa- 
tion (4)  is  single-valued  ;  but  since  9  is  many-valued,  any  one 
element  of  the  first  member,  as  S^V^*,  is  many-valued.  If, 
however,  we  select  one  of  the  many  values  of*,  as  %,  at  the  point 
A  within  the  region  9,  then  the  value  of  4^  at  any  other  point,  P, 
will  be  definite.  For,  since  the  selected  value  of  *  is  continuous 
within:  the  region,  the  value  of  4*  at  P  must  be  that  which  is 
arrived  at  by  continuous  variation  along  any  path  from  A  to  P, 
beginning  with  the  value  ^q  at  A,  If  the  value  at  P  were  different 
for  two  paths  between  A  and  P,  then  these  two  paths  must  embrace 
between  them  a  closed  curve  at  which  the  first  derivatives  of  4* 
become  infinite.  Now  this  is  contrary  to  the  specification,  for 
since  the  first  derivatives  do  not  become  infinite  within  the  region 
9,  the  closed  curve  must  be  entirely  without  the  region ;  and  since 
the  region  is  acyclic,  two  paths  within  the  region  cannot  embrace 
anything  outside  the  region. 

Hence,  if  4^0  is  given  as  the  value  of  4^  at  the  point  A^  the  value 
at  P  is  definite. 

If  any  other  value  of  *,  say  %  + ««,  had  been  chosen  as  the 
value  at  4,  then  the  value  at  P  would  have  been  4^4- «ic.  But  the 
value  of  the  first  member  of  equation  (4)  would  be  the  same  as  before, 
for  the  change  amounts  to  increasing  the  first  member  by 


nK 


[m^iff-'-^} 


and  this,  by  Theorem  III,  is  zero. 

96  c]  If  the  region  s  is  doubly  or  multiply  connected,  we  may 
reduce  it  to  an  acyclic  region  by  closing  each  of  its  circuits 
with  a  diaphragm. 

Let  81  be  one  of  these  diaphragms,  and  k^  the  corresponding 
cyclic  constant,  that  is  to  say,  the  increment  of  ^  in  going  once 
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round  the  circuit  in  the  positive  direction.  Since  the  region  ;  lies 
on  both  sides  of  the  diaphragm  Si,  every  element  of  *i  will  occur 
twice  in  the  surface  integral. 

If  we  suppose  the  nornial  Vi  drawn  towards  the  positive  side  of 
dsi,  and  r/  drawn  towards  the  negative  side^ 

and  9/  =  *i  4-  K, 

so  that  the  element  of  the  surface-integral  arising  from  ds^  will  he 

Hence  if  the  region  s  is  multiply  connected,  the  first  term  of  equa- 
tion (4)  must  be  written 

/"/*S*-'.//'^*.-^-'.//^.*.-///*-'**>w 

where  the  first  surface-integral  is  to  be  taken  over  the  bounding 
surfiwe,  and  the  others  over  the  diflerent  diaphragms,  each  element 
of  surface  of  a  diaphragm  being  taken  once  only^  and  the  normal 
being  drawn  in  the  positive  direction  of  the  circuit. 

This  modification  of  the  theorem  in  the  case  of  multiply- 
connected  regions  was  first  shewn  to  be  necessary  by  Helmholtz  * 
and  was  first  applied  to  the  theorem  by  Thomson  f* 

96  rf.]  Let  us  now  suppose^  with  Green,  that  one  of  the  functions, 
say  4>,  does  not  satisfy  the  condition  that  it  and  its  first  derivatives 
do  not  become  infinite  within  the  given  region,  but  that  it  becomes 
infinite  at  the  point  Fy  and  at  that  point  only,  in  that  region^  and 
that  very  near  to  P  the  value  of  <I>  is  4>o  +  ^At»  wl^ere  <l>o  is  a  finite 
and  continuous  quantity,  and  r  is  the  distance  from  P.  This  will  be 
the  case  if  <I>  is  the  potential  of  a  quantity  of  electricity  e  concen- 
trated at  the  point  P,  together  with  any  distribution  of  electricity 
the  volume  density  of  which  is  nowhere  infinite  within  the  region 
considered. 

Let  us  now  suppose  a  very  small  sphere  whose  radius  is  a  to 
be  described  about  P  as  centre ;  then  since  in  the  region  outside 
this  sphere,  but  within  the  surface  «^  <l>  presents  no  singularity,  we 

♦  *TJeber  Integrale  der  bydrodynamiichen  Gleichtmgen  welcbe  den  Wirbelbewe- 
gungen  entsprecben/  CrfZIe,  1858.    Translated  by  Prof.  Tait,  PhU,  Mag.,  1867  (I), 
t  'On  Vortex  Motion,'  Trans.  R.  8  Edin,  xxv.  part  i.  p.  241  (1867). 
X  Tbe  mark  /  separates  tbe  numerator  from  the  4enominatQr  of  a  iraction. 
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may  apply  Greenes  Theorem  to  this  region,  remembering  that  the 
sur&ce  of  the  small  sphere  is  to  be  taken  account  of  in  forming 
the  surface-integral. 

In  forming  the  volume-integrals  we  liave  to  subtract  from  the 
volume-integral  arising  from  the  whole  region  that  arising  from 
the  small  sphere. 

"How  1 1 1  ^V^  "if  dxdydz  for  the  sphere  cannot  be  numerically 
greater  tban 

or  (V^*)^  {2TTea^+iTta^^^}, 

where  the  suffix,  ^,  attached  to  any  quantity^  indicates  that  the 

greatest  numerical  value  of  that  quantity  within  the  sphere  is  to  be 

taken. 

This  volume-integral,  therefore,  is  of  the  order  a^,  and  may  be 
neglected  when  a  diminishes  and  ultimately  vanishes. 

The  other  volume-integral 


ISh 


^"iV^^dxdydz 
cannot  be  numerically  greater  than 

and  is  of  the  order  a^,  and  may  be  neglected  when  a  vanishes. 

C  C    d^ 
The  surface-integral  1 1  ^-j-^^  cannot  be  numerically  greater 

Now  by  Theorem  III 

and  this  cannot  be  numerically  greater  than  (V^  *)<yiw^'>  ai^d  <I>^ 

e  CC    d^ 

at  the  surface  is  approximately  -,  so  that  I  I  ^-j-  ^  cannot  be  nu- 
merically greater  than 

and  is  therefore  of  the  order  a^,  and  may  be  neglected  when  a 
vanishes. 

But  the  sur&ce-integral  on  the  other  side  of  the  equation,  namely 


// 
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does  not  vanish,  for         I  j  -j-ds  =  —4 


ire\ 


If 


^-y-  ds=:  -^4716%. 


and  if  %  be  the  value  of  *  at  the  point  P, 

dif 
Equation  (4)  therefore  becomes  in  this  ease 

97  a.]  We  may  illustrate  this  case  of  Green's  Theorem  by  em- 
ploying it  as  Green  does  to  determine  the  surface-density  of  a 
distribution  which  will  produce  a  potential  whose  values  inside  and 
outside  a  given  closed  surface  are  given.  These  values  must 
coincide  at  the  surface,  also  within  the  surface  V^^  =.  0,  and  outside 

Green  begins  with  the  direct  process,  that  is  to  say,  the  distribu- 
tion of  the  surface  density,  cr,  being  given,  the  potentials  at  an 
internal  point  P  and  an  external  point  jP  are  found  by  integrating 
the  expressions 

*.=ff'-d»,       ^.  =  fjyds;  (9) 

where  r  and  /  are  measured  from  the  points  P  and  P'  respectively. 
Now  let  <1>  =  l/r,  then  applying  Green's  Theorem  to  the  space 
within  the  surface,  and  remembering  that  V^<l>  =  0  and  V^  4^  =  0, 
we  find  ,  1 

where  9p  is  the  value  of  4^  at  P. 

Again,  if  we  apply  the  theorem  to  the  space  between  the  surface  * 
and  a  surface  surrounding  it  at  an  infinite  distance  a,  the  part  of  the 
surface-integral  belonging  to  the  latter  surface  will  be  of  the  order 
\/a  and  may  be  neglected,  and  we  have 

Now  at  the  surface,  4*  =  ^,  and  since  the  normals  v  and  v  are 
drawn  in  opposite  directions, 


rfi  di 

_r         r  _ 
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Hence  on  adding  equations  (10)  and  (11),  the  left-hand  members 
destroy  each  other,  and  we  have 

97  b.]  Green  also  proves  that  if  the  value  of  the  potential  at 
every  point  of  a  closed  surface  s  be  given  arbitrarily,  the  potential 
at  any  point  inside  or  outside  the  surface  may  be  determined. 

For  this  purpose  he  supposes  the  function  <!>  to  be  such  that 
near  the  point  P  its  value  is  sensibly  l/r,  while  at  the  surface  s  its 
value  is  zero,  and  at  every  point  within  the  surface  V*  <I>=0. 

That  such  a  function  must  exist,  Green  proves  from  the  physical 
consideration  that  if  «  is  a  conducting  surface  connected  to  the 
earth,  and  if  a  unit  of  electricity  is  placed  at  the  point  P,  the 
potential  within  *  must  satisfy  the  above  conditions.  For  since 
s  is  connected  to  the  earth  the  potential  must  be  zero  at  every 
point  of  s,  and  since  the  potential  arises  from  the  electricity  at  P 
and  the  electricity  induced  on  s,  V*4>  =  0  at  every  point  within 
the  surface. 

Applying  Green's  Theorem  to  this  case,  we  find 

*-*''=//*  §'^''  ^''^ 

where,  in  the  surface-integral,  ^  is  the  given  value  of  the  potential 
at  the  element  of  surface  ds ;  and  since,  if  <rp  is  the  density  of  the 
electricity  induced  on  s  by  unit  of  electricity  at  P, 

47r(Tp+  — =0,  (14) 

we  may  write  equation  (13) 

^P^jj^^rd^,  (15) 

where  a  is  the  surface-density  of  the  electricity  induced  on  d^  by 
a  charge  equal  to  unity  at  the  point  P. 

Hence  if  the  value  of  o*  is  known  at  every  point  of  the  surface 
for  a  particular  position  of  P,  then  we  can  calculate  by  ordinary 
integration  the  potential  at  the  point  P,  supposing  the  potential 
at  every  point  of  the  surface  to  be  given,  and  the  potential 
within  the  surface  to  be  subject  to  the  condition 

V^^  =  0. 

We  shall  afterwards  prove  that  if  we  have  obtained  a  value  of 
*  which  satisfies  these  conditions,  it  is  the  only  value  of  4' 
which  satisfies  them. 

Digitized  by  VjOOQIC 


98.]  greek's  function.  125 


Greenes  Function, 

98.]  Let  a  closed  surface  9  be  maintained  at  potential  zero.  Let 
P  and  Q  be  two  points  on  the  positive  side  of  the  surface  s  (we  may 
suppose  either  the  inside  or  the  outside  positive),  and  let  a  small 
body  charged  with  unit  of  electricity  be  placed  at  P;  the  potential 
at  the  point  Q  will  consist  of  two  parts^  of  which  one  is  due  to  the 
direct  action  of  the  electricity  at  P,  while  the  other  is  due  to  the 
action  of  the  electricity  induced  on  s  by  P.  The  latter  part  of  the 
potential  is  called  Green's  Function,  and  is  denoted  by  G^, 

This  quantity  is  a  function  of  the  positions  of  the  two  points  P 
and  Q,  the  form  of  the  function  depending  on  the  surface  s.  It 
has  been  calculated  for  the  case  in  which  «  is  a  sphere,  and  for  a 
very  few  other  cases.  It  denotes  the  potential  at  Q  due  to  the 
electricity  induced  on  a  by  unit  of  electricity  at  P. 

The  actual  potential  at  any  point  Q  due  to  the  electricity  at  P 
and  to  the  electricity  induced  on  *  is  l/r^-^-  G^^,  where  r^  denotes 
the  distance  between  P  and  Q. 

At  the  surface  s,  and  at  all  points  on  the  negative  side  of  «,  the 
potential  is  zero,  therefore 

^,.=  -^'  .     0) 

where  the  suffix  «  indicates  that  a  point  A  on  the  surface  s  is  taken 
instead  of  Q. 

Let  (T^^  denote  the  surface-density  induced  by  P  at  a  point  A^ 
of  the  surface  «,  then,  since  G^^  is  the  potential  at  Q  due  to  the 
superficial  distribution, 

«„=//^^,  « 

where  d/  is  an  element  of  the  surface  s  at  A\  and  the  integration 
is  to  be  extended  over  the  whole  surface  *. 

But  if  unit  of  electricity  had  been  placed  at  Q,  we  should  have 
had  by  equation  (l), 

^=-G^-  (3) 


^ds;  (4) 


where  tr^  is  the  density  at  A  of  the  electricity  induced  by  Q,  ds  is 

ogle 


an  element  of  surface,  and  r«^  is  the  distance  between  A  and  j^ 
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Substituting  this  value  of  l/r^aT  i^  ^^^  expression  for  G^^,  we  find 

Since  this  expression  is  not  altered  by  changing  ^  into  ^  and 
^  into  y,  we  find  that 

».,  =  G'«;  (6) 

a  result  which  we  have  already  shewn  to  be  necessary  in  Art.  87, 
but  which  we  now  see  to  be  deducible  from  the  mathematical  process 
by  which  Green's  function  may  be  calculated. 

If  we  assume  any  distribution  of  electricity  whatever,  and  place 
in  the  field  a  point  charged  with  unit  of  electricity,  and  if  the 
surface  of  potential  zero  completely  separates  the  point  from  the 
assumed  distribution,  then  if  we  take  this  surface  for  the  surface  «, 
and  the  point  for  P,  Green's  function,  for  any  point  on  the  same 
side  of  the  surface  as  P,  will  be  the  potential  of  the  assumed  dis- 
tribution on  the  other  side  of  the  surface.  In  this  way  we  may 
construct  any  number  of  cases  in  which  Green's  function  can  be 
found  for  a  particular  position  of  P.  To  find  the  form  of  the 
function  when  the  form  of  the  surface  is  given  and  the  position 
of  P  is  arbitrary,  is  a  problem  of  far  greater  diflSculty,  though, 
as  we  have  proved,  it  is  mathematically  possible. 

Let  us  suppose  the  problem  solved,  and  that  the  point  P  is 
taken  within  the  surface.  Then  for  all  external  points  the  potential 
of  the  superficial  distribution  is  equal  and  opposite  to  that  of  P. 
The  superficial  distribution  is  therefore  centrobaric*,  and  its  action 
on  all  external  points  is  the  same  as  that  of  a  unit  of  negative 
electricity  placed  at  P. 

99  a.]     If  in  Green's  Theorem  we  make  ^=<>,  we  find 

If  ^  is  the  potential  of  a  distribution  of  electricity  in  space  with  a 
volume-density  p  and  on  conductors  whose  surfaces  are  s^,  «2i  &c.> 
and  whose  potentials  are  4^1,^21  ^^•'  ^^^^  surface-densities  0*1,  (Tj,  &c., 
then  V2  4'=47rp,  (17) 

^=-4..,  (18) 

where  e^  is  the  charge  of  the  surface  Sy 
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Dividing  (16)  by  —  Stt,  we  find 

=M/[(w)^(f)V(^)>*-  (-) 

The  first  term  is  the  electric  energy  of  the  system  arising  from  the 
surface-distributions,  and  the  second  is  that  arising  irom  the  distri- 
bution of  electricity  through  the  field,  if  such  a  distribution  exists. 

Hence  the  second  member  of  the  equation  expresses  the  whole 
electric  energy  of  the  system,  the  potential^f' being  a  given  function 
o{x,y,z. 

As  we  shall  often  bave  occasion  to  employ  this  volume-integral, 
we  shall  denote  it  by  the  abbreviation  ^f^,  so  that 

^-iv///[(5^(f^(w)>**-     (-) 

If  the  only  charges  are  those  on  the  surfaces  of  the  conductors, 
p=0,  and  the  second  term  of  the  first  member  of  equation  (20) 
disappears. 

The  first  term  is  the  expression  for  the  energy  of  the  charged 
system  expressed,  as  in  Art.  84,  in  terms  of  the  charges  and  the 
potentials  of  the  conductors,  and  this  expression  for  the  energy  we 
denote  by  W, 

99  J.]  Let  4^  be  a  function  of  x,  y,  £?,  subject  to  the  condition  that 
its  value  at  the  closed  surface  s  is  <^,q,  known  quantity  for  every 
point  of  the  surface.  The  value  of  *  at  points  not  on  the  surface 
8  is  perfectly  arbitrary. 

Let  us  also  write 

the  integration  being  extended  throughout  the  space  within  the 
surface;  then  we  shall  prove  that  if  ^f'j  is  a  particular  form  of  ^ 
which  satisfies  the  surface  condition  and  also  satisfies  Laplace's 
Equation  V^  *i  =  0  (23) 

at  every  point  within  the  surface,  then  ^,  the  value  of  W  corre- 
sponding to  %,  is  less  than  that  corresponding  to  any  function  which 
differs  from  ^-^  at  any  point  within  the  surface. 

For  let  4^  be  any  function  coinciding  with  S^j^  at  the  surface  but 
not  at  every  point  within  it,  and  let  us  write 

vp  =  4'i-f4'2;  (24) 

then  %  is  a  function  which  is  zero  at  every  point  of  the  surface. 
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The  value  of  W  for  *  will  be  evidently 

By  Green's  Theorem  the  last  term  may  be  written 

^///*,V«*.^-J^//*,5*.  (26) 

The  volume-integral  vanishes  because  V^  ^^  =  0  within  the 
surface^  and  the  surface-integral  vanishes  because  at  the  surface 
%  =  0.     Hence  equation  (25)  is  reduced  to  the  form 

W^W^-^W^  (27) 

Now  the  elements  of  the  integral  W^  being  sums  of  three  squares, 
are  incapable  of  negative  values,  so  that  the  integral  itself  can  only 
be  positive  or  zero.  Hence  if  W^  is  not  zero  it  must  be  positive^ 
and  therefore  W  greater  than  Wy^.  But  if  W^  is  zero,  every  one  of 
its  elements  must  be  zero,  and  therefore 

dx  "^  ^  dy  "^  ^  dz  '^ 
at  every  point  within  the  surface,  and  4^2  must  be  a  constant  within 
the  surface.  But  at  the  surface  ^^^  =  0,  therefore  *,  =  0  at  every 
point  within  the  surface,  and  4^  =  4^1,  so  that  if  W  is  not  greater 
than  W^y  <^  must  be  identical  with  <if^  at  every  point  within  the 
surface. 

It  follows  from  this  that  4^^  is  the  only  function  of  a?,  y,  z  which 
becomes  equal  to  4^  at  the  surface,  and  which  satisSes  Laplace's 
Equation  at  every  point  within  the  surface. 

For  if  these  conditions  are  satisfied  by  any  other  function  ^^ 
then  W^  must  be  less  than  any  other  value  of  JT.  But  we  have 
already  proved  that  JF^  is  less  than  any  other  value,  and  therefore 
than  W^.  Hence  no  function  different  from  ^^  can  satisfy  the 
conditions. 

The  case  which  we  shall  find  most  useful  is  that  in  which  the 
field  is  bounded  by  one  exterior  surface,  *,  and  any  number  of 
interior  surfaces,  «^,  S2,  &c.,  and  when  the  conditions  are  that  the 
value  of  ^  shall  be  zero  at  *,  ^P^  at  ^j,  ^^  at  *j,  and  so  on,  where 
*u  ^2^  &^c.  are  constant  for  each  surface,  as  in  a  system  of  conductors, 
the  potentials  of  which  are  given. 

Of  all  values  of  4^  satisfying  these  conditions,  that  gives  the 
minimum  value  of  W^  for  which  V*4'  =  0  at  every  point  in  the 
field. 
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Thomson's  Theorem. 

Lemma, 

100  a.]     Let  4^  be  any  function  of  a?,  y,  z  which  is  finite  and 

continuous  within  the  closed  surface  «,  and  which  at  certain  closed 

surfaces,  ^j,  *2j  *p>  &c.,  has  the  values  *x>  *2>  *p>  &c-  constant  for 

each  surface. 

Let  «, «?,  w  be  Unctions  of  a?,  y,  ;2,  which  we  may  consider  as  the 
components  of  a  vector  @  subject  to  the  solenoidal  condition 

and  let  us  put  in  Theorem  III 

X=:^u,     F=^v,     Z=^wi  (29) 

we  find  as  the  result  of  these  substitutions 

the  surface-integrals  being  extended  over  the  difierent  surfaces  and 
the  volume-integrals  being  taken  throughout  the  whole  field. 
Now  the  first  volume-integral  vanishes  in  virtue  of  the  solenoidal 
condition  for  u^  t?,  «p,  and  the  surface-integrals  vanish  in  the  follow- 
ing cases : — 

(1)  When  at  every  point  of  the  surface  4^  =  0. 

(2)  When  at  every  point  of  the  surface  ^«*  +  »^^;  +  w«?  =  0. 

(3)  When  the  surface  is  entirely  made  up  of  parts  which  satisfy 
either  (l)  or  (2). 

(4)  When  *  is  constant  over  the  whole  closed  surface,  and 


-///(• 


//( 


{^v,-\-mv '\-nw)da'=>  0. 
Hence  in  these  four  cases  the  volume-integral 

^  =  ///(*£'  +  ""%  +fc^^)dxdydz=0.  (31) 

100  &.]    Now  consider  a  field  bounded  by  the  external  closed 
surface  s,  and  the  internal  closed  surfaces  ^i,  «2'  ^c. 

Let  *  be  a  function  of  a?,  y,  z^  which  within  the  field  is  finite 
and  continuous  and  satisfies  Laplace's  Equation 

V^^p^o,  (32) 

and  has  the  constant,  but  not  given,  values  %,  %,  &c.  at  the 
surfaces  «^,  s^,  &c.  respectively,  and  is  zero  at  the  external 
surface  s.  r^  i 
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The  charge  of  any  of  the  conductiBg  surfaces,  as  s^,  is  given 
by  the  surface-integral 

the  normal  Vi  being  drawn  from  the  surface  ^^  into  the  electric 
field. 

100  (?.]  Now  let  y,  ff,  A  be  fimctions  of  «,  y,  z,  which  we  may 
consider  as  the  components  of  a  vector  !D^  subject  only  to  the 
conditions  that  at  every  point  of  the  field  they  must  satisfy  the 
solenoidal  equation 

and  that  at  any  one  of  the  internal  closed  surfaces,  as  s^^  the  sur£BM>e- 
integral 

Jj{lJ'+fH9  +  n^h)d8  =  e^y  (35) 

where  /,  m,  n  are  the  direction  cosines  of  the  normal  v^  drawn 
outwards  from  the  surface  8^  into  the  electric  field,  and  e-^  is  the 
same  quantity  as  in  equation  (33),  being,  in  fact,  the  electric  charge 
of  the  conductor  whose  surface  is  8^ . 
We  have  to  consider  the  value  of  the  volume-integral 

^  =  ^^jjfkP +^" +**)  ^^  ^y  ^^>  (36) 

extended  throughout  the  whole  of  the  field  within  8  and  without 
^1}  ^2'  ^^M  ^^^  ^  compare  it  with 

the  limits  of  integration  being  the  same. 
Let  us  write 

and      »i  =  2  Trjjji^^  + 1^  +  v?)dxdydz ;  (39) 

then  since 

^^''*^"  MO' -0  *<£)'] 

w,  =  r,^  r.-///(.  g:  +  4J  +  .f  )  *.*^..    (40) 
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Now  in  the  first  place^  u,  v,  ta  satisfy  the  solenoidal  condition  at 
every  point  of  the  field,  for  by  equations  (38) 

du      dv       duo  ^  df     dg       dh 1^     ^  .     . 

l^'^d^^Tz'^li^l^'^li^VK^^'  ^  ^ 

and  by  the  conditions  expressed  in  equations  (34)  and  (32),  both 
parts  of  the  second  member  of  (41)  are  zero. 
In  the  second  place,  the  surface-integral 

/  /  (^i^  +  %t;  +  »itt?)rf*i 

=Jf(h/+^i!/-^^i^)^^i-^-^jJ-^^^^i^  (42) 

but  by  (36)  the  first  term  of  the  second  member  is  e,  and  by  (33) 
the  second  term  is  —  e,  so  that 

/ /  (ii^-\-niiV+n^io)dSj^  =  0.  (43) 

Hence,  since  %  is  constant,  the  fourth  condition  of  Art.  100a  is 
satisfied,  and  the  last  term  of  equation  (40)  is  zero,  so  that  the 
equation  is  reduced  to  the  form 

jr^  =  v^+ifi.  (44) 

Now  since  the  element  of  the  integral  Wi  is  the  sum  of  three 
squares,  u^+v^+w^^  it  must  be  either  positive  or  zero.  If  at  any 
point  within  the  field  u,  Vy  and  to  are  not  each  of  them  equal  to  zero, 
the  integral  Jf^  must  have  a  positive  value,  and  Jf^  must  therefore 
be  greater  than  JF^.  But  the  values  u  =  v  =  w  =  0  at  every  point 
satisfy  the  conditions. 

Hence,  if  at  every  point 

.  1  d^  1  d^       .  1  d^  ,^  . 

•^=""i^^'     ^=""4^^^     ^=""4^^^  ^^^) 

then  JF^  =  »^,  (46) 

and  the  value  of  Jf^  corresponding  to  these  values  of  ^,  ^,  A,  is  less 
than  the  value  corresponding  to  any  values  of  /^  y,  A,  diflfering 
from  these. 

Hence  the  problem  of  determining  the  displacement  and  po- 
tential, at  every  point  of  the  field,  when  the  charge  on  each 
conductor  is  given,  has  one  and  only  one  solution. 

This  theorem  in  one  of  its  more  general  forms  was  first  stated 
by  Sir  W.  Thomson*.  We  shall  afterwards  show  of  what  gene- 
ralization it  is  capable. 


Cambridge  and  DubUn  Mathematical  Journal^  FdmMty,  1848. 


148.     r^  T 

izedbyLrOOgle 


132  GENERAL  THEOREMS.  [lOO  d. 

100(?.]  This  theorem  may  be  modified  by  supposing  that  the 
vector  ^,  instead  of  satisf3ring  the  solenoidal  condition  at  every 
point  of  the  fields  satisfies  the  condition 

df      da       dh  .. 

where  p  is  a  finite  quantity,  whose  value  is  given  at  every  point  in 
the  field,  and  may  be  positive  or  negative,  continuous  or  discon- 
tinuous, its  volume-integral  within  a  finite  region  being,  however, 
finite. 

We  may  also  suppose  that  at  certain  surfaces  in  the  field 

lf'\-mg-\-nh-\-Vf-\-m'^^n'V^iT,  (48) 

when  /,  w,  n  and  f ,  m',  n'  are  the  direction  cosines  of  the  normals 
drawn  from  a  point  of  the  surface  towards  those  regions  in  which 
the  components  of  the  displacement  are  y,  ^,  h  and  f\  /,  V  re- 
spectively, and  o-  is  a  quantity  given  at  all  points  of  the  surface, 
the  surface-integral  of  which,  over  a  finite  surface,  is  finite. 

100  ^.]  We  may  also  alter  the  condition  at  the  bounding  surfaces 
by  supposing  that  at  every  point  of  these  surfaces 

If-hfn^+n/t  =  (T,  (49) 

where  o-  is  given  for  every  point. 

(In  the  original  statement  we  supposed  only  the  value  of  the 
integral  of  <r  over  each  of  the  surfaces  to  be  given.  Here  we 
suppose  its  value  given  for  every  element  of  surface,  which  comes 
to  the  same  thing  as  if,  in  the  original  statement,  we  had  considered 
every  element  as  a  separate  surface.) 

None  of  these  modifications  will  afiect  the  truth  of  the  theorem 
provided  we  remember  that  *  must  satisfy  the  corresponding 
conditions,  namely,  the  general  condition, 

eP*      d^^      ^*  ^  .. 

d^^d^^d^-^'-P-'^  ('') 

and  the  surface  condition 

d^      d^  ,     ^ 

For  if,  as  before, 

.       1  rfvJ'  1  d^  ,        I  d^ 

•^        47r  fite  ^       ^TT  dy  4:11  dz 

then  Uy  r,  w  will  satisfy  the  general  solenoidal  condition 
du      dv      dw  _ 
di'^d^'^d^^' 
and  the  surface  condition 

lu+mv+nw+lW+m'f/+nW  =0^^^^  by  GoOglc 
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and  at  the  bounding  surface 
whence  we  find  as  before  that 

and  that  W^^W^^W^. 

Hence  as  before  it  is  shewn  that  ^  is  a  unique  minimum  when 
^  =  0,  which  implies  that  6  is  everywhere  zero,  and  therefore 

_J_rf4^  __J_^       % L^ 

•^  ~        4Trdx'  47rrfy'         ""       4tt  dz 

101  a.]  In  our  statement  of  these  theorems  we  have  hitherto 
confined  ourselves  to  that  theory  of  electricity  which  assumes  that 
the  properties  of  an  electric  system  depend  on  the  form  and  relative 
position  of  the  conductors,  and  on  their  charges,  but  takes  no 
account  of  the  nature  of  the  dielectric  medium  between  the 
conductors. 

According  to  that  theory,  for  example,  there  is  an  invariable 
relation  between  the  surface  density  of  a  conductor  and  the  electro- 
motive intensity  just  outside  it,  as  expressed  in  the  law  of  Coulomb 

B  =  47ro-. 

But  this  is  true  only  in  the  standard  medium^  which  we  may 
take  to  be  air.  In  other  media  the  relation  is  dififerent,  as  was 
proved  experimentally,  though  not  published,  by  Cavendish,  and 
afterwards  rediscovered  independently  by  Faraday. 

In  order  to  express  the  phenomenon  completely,  we  find  it 
necessary  to  consider  two  vector  quantities,  the  relation  between 
which  is  different  in  different  media.  One  of  these  is  the  electro- 
motive intensity,  the  other  is  the  electric  displacement.  The 
electromotive  intensity  is  connected  by  equations  of  invariable 
form  with  the  potential,  and  the  electric  displacement  is  connected 
by  equations  of  invariable  form  with  the  distribution  of  electricity, 
but  the  relation  between  the  electromotive  intensity  and  the  electric 
displacement  depends  on  the  nature  of  the  dielectric  medium,  and 
must  be  expressed  by  equations,  the  most  general  form  of  which 
is  as  yet  not  fully  determined,  and  can  be  determined  only  by  ex- 
periments on  dielectrics. 

101  i.]  The  electromotive  intensity  is  a  vector  defined  in  Art.  68, 
as  the  mechanical  force  on  a  small  quantity  e  of  electricity  divided 
by  e.  We  shall  denote  its  components  by  the  letters  P,  Q,  -B, 
and  the  vector  itself  by  (S. 

In  electrostatics,  the  line  integral  of  6  is  always  independent 
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of  the  path  of  integration,  or  in  other  words  ®  is  the  space- variation 
of  a  potential.     Hence 

dx*  dy^  dz  ^ 

or  more  briefly^  in  the  language  of  Quaternions 

101  e?.]     The  electric  displacement  in  any  direction  is  defined 
in  Art.  68,  as  the  quantity  of  electricity  carried  through  a  small 
area  A,  the  plane  of  which  is  normal  to  that  direction,  divided 
by  A.    We  shall  denote  the  rectangular  components  of  the  electric 
displacement  by  the  letters/,  y.  A,  and  the  vector  itself  by  2). 
The  volume-density  at  any  point  is  determined  by  the  equation 
_^d/     dg      dh 
^^Tx'^Ty^di' 
or  in  the  language  of  Quaternions 

P=  -&V2). 
The  surface-density  at  any  point  of  a  charged  surface  is  deter- 
mined by  the  equation 

where  /,  ^,  h  are  the  components  of  the  displacement  on  one  side 
of  the  surface,  the  direction  cosines  of  the  normal  drawn  from  the 
surface  on  that  side  being  ^,  r/iy  n,  and  f^y  /,  W  and  ?,  m\  «'  are  the 
components  of  the  displacements,  and  the  direction  cosines  of  the 
normal  on  the  other  side. 

This  is  expressed  in  Quaternions  by  the  equation 

where  TJvy  TJv'  are  unit  normals  on  the  two  sides  of  the  surface, 
and  S  indicates  that  the  scalar  part  of  the  product  is  to  be  taken. 

When  the  surface  is  that  of  a  conductor,  v  being  the  normal 
drawn  outwards,  then  since/',  /,  V  and  2)'  are  zero,  the  equation  is 
reduced  to  the  form 

tT^{lf'\-mgArnK)\ 

The  whole  charge  of  the  conductor  is  therefore 
e  =  jj{lf'{-mg-\-nh)d8i 

=:^ffs.Ui;^ds. 


101  rf.]  The  electric  energy  of  the  system  is,  as  was  shown  in 
Art.  84,  half  the  sum  of  the  products  of  the  charges  into  their 
respective  potentials.     Calling  this  energy  JT, 
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where  the  volume-integral  is  to  be  taken  throughout  the  electric 
field,  and  the  surface-integral  over  the  surfaces  of  the  conductors. 
Writing  in  Theorem  III,  Art.  21, 

x=>P/     r=*^,     Z^^h, 

we  find 

Substituting  this  value  for  the  surface-integral  in  W  we  find 

or       W^^fjj{fP-\^gq  +  AR)dxdydz. 

101  ^.]  We  now  come  to  the  relation  between  2)  and  (S. 
The  unit  of  electricity  is  usually  defined  with  reference  to 
experiments  conducted  in  air.  We  now  know  from  the  experiments 
of  Boltzmann  that  the  dielectric  constant  of  air  is  somewhat  greater 
than  that  of  a  vacuum,  and  that  it  varies  with  the  density.  Hence, 
strictly  speaking,  all  measurements  of  electric  quantity  require  to 
be  corrected  to  reduce  them  either  to  air  of  standard  pressure  and 
temperature,  or,  what  would  be  more  scientific,  to  a  vacuum,  just 
as  indices  of  refraction  measured  in  air  require  a  similar  correction, 
the  correction  in  both  cases  being  so  small  that  it  is  sensible  only 
in  measurements  of  extreme  accuracy. 
In  the  standard  medium 

47rD  =  e, 
or     4ir/=P,         4ir^=Q,         iirA^R. 
In  an  isotropic  medium  whose  dielectric  constant  is  K 
47rjP  =  re, 
4  w/=  KP,         4  TT^  =  KQ,         4w^  =  KR. 
There  are  some  media,  however,  of  which  glass  has  been  the  most 
carefully  investigated,  in  which  the  relation  between  !D  and  @    , 
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is  more  complicated,  and  inyolves  the  time  variation  of  one  or 
both  of  these  quantities,  so  that  the  relation  must  be  of  the  form 

F{^,  g,  S),  e,  2),  e,  &c.)  ==  0. 

We  shall  not  attempt  to  discuss  relations  of  this  more  general  kind 
at  present,  but  shall  confine  ourselves  to  the  case  in  which  !D  is 
a  linear  and  vector  function  of  @. 

The  most  general  form  of  such  a  relation  may  be  written 
4ir2)  =  0(e), 
where  0  during  the  present  investigation  always  denotes  a  linear 
and  vector  function.    The  components  of  S)  are  therefore  homo- 
geneous linear  functions  of  those  of  (S,  and  may  be  written  in 
the  form  47r/=  K,,P  +  K,,  Q  +  K„Ri 

^7rA=K„P-^K,,Q  +  K„B; 
where  the  first  sufiix  of  each  coefficient  K  indicates  the  direction 
of  the  displacement^  and  the   second,  that  of  the  electromotive 
intensity. 

The  most  general  form  of  a  linear  and  vector  function  involves 
nine  independent  coefficients.  When  the  coefficients  which  have 
the  same  pair  of  suffixes  are  equal,  the  function  is  said  to  be 
self-conjugate. 

If  we  express  @  in  terms  of  2)  we  shall  have 

or  P  =  4  TT  (Kz/+  K<t9  +  ^«  ^). 

Q   =     4  IT  {Kyf-\-  h^yS  +  Ky  h\ 

101  y.]  The  work  done  by  the  electromotive  intensity  whose 
components  are  P,  Q,  E,  in  producing  a  displacement  whose  com- 
ponents are  d/y  dg^  and  dhy  in  unit  of  volume  of  the  medium,  is 
dW-Pdf-\-qdg^-ndh. 
Since  a  dielectric  under  electric  displacement  is  a  conservative 
system,  W  must  be  a  Unction  of  f^  g^  A,  and  since  f^gyh  may  vary 
independently,  we  have 

dW  dW  dW 

„  dP      d^w      d^w    dq 

Hence  -7—  =   , ,, ,    =  -^ — r-s  =  ^  • 

dg        djdg       dgdf      df 

dP 
But  -p  =  47riy„  the  coefficient  of  g  in  the  expression  for  P, 

^  f\ 

and  -^=  471^^,  the  coefficient  of /in  the  expression  for  Q.      t 
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Hence  if  a  dielectric  is  a  conservative  system,  (and  we  know  that 
it  is  so,  because  it  can  retain  its  energy  for  an  indefinite  time), 

and  ^'^  is  a  self-conjugate  function. 

Hence  it  follows  that  0  also  is  self-conjugate,  and 

101  ^.]  The  expression  for  the  energy  may  therefore  be  written 
in  either  of  the  forms 

or  'h2K^EP-\-2K,,PQ]dxdydz, 

+  2k„h/-^  2h^fg\  dxdydz, 
where  the  suffix  denotes  the  vector  in  terms  of  which  W  is  to  be 
expressed.  When  there  is  no  suffix^  the  energy  is  understood  to  be 
expressed  in  terms  of  both  vectors. 

We  have  thus,  in  all,  six  different  expressions  for  the  energy 
of  the  electric  field.  Three  of  these  involve  the  charges  and  poten- 
tials of  the  surfaces  of  conductors,  and  are  given  in  Art.  87. 

The  other  three  are  volume-integrals  taken  throughout  the 
electric  field,  and  involve  the  components  of  electromotive  intensity 
or  of  electric  displacement,  or  of  both. 

The  first  three  therefore  belong  to  the  theory  of  action  at  a 
distance,  and  the  last  three  to  the  theory  of  action  by  means  of  the 
intervening  medium. 

These  three  expressions  for  W  may  be  written, 

101  i."]  To  extend  Green's  Theorem  to  the  case  of  a  hetero- 
freneoas  anisotropic  medium,  we  have  only  to  write  in  Theorem  III, 
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and  we  obtain  (remembering  that  the  order  of  the  sulBSxes  of  the 
coefficients  is  indifferent), 


■flMii 


d*       j^     d^   ,   ji-    d<P\ 
,    d  ,        d<tf  d^  d^\ 


-fff[ 


dyy     **  dx    "     "*  dy  ^     *'  dz 

d  ( —    d<^      T^    d<b       _.    <?*\1  .    ,    , 
^d^^--di  +  ^-^  +  ^»-d^)\^^9^'" 

"  dx   dx  **  dy    dy  "  dz   dz 

_     yd*  d^       rf*  rfjfcv  fd<^  d^       d^d^^ 

'*'     '•^~^W^  W^^  '*'     "yWd^  "^  dx  W^ 

^"ydx   dy   ^  dy   dx  U      ^ 

+  {K„l+  K,.  m  +  K„n)^ds 
fff^ Vd  /ir     d'*       „    d*       XT    <^*\ 

Using  quaternion  notation  the  result  may  be  written  more  briefly, 

=z^JJJ8.V^(f>V^df=zJjjS.V^<pV^dr 
=Jf^S.Uv<t>(V<^)dS'-JJJ^S.{V(l>V)^dr. 

Limits  between  which  the  electric  capacity  of  a  conductor  must  lie, 

102  fl.]    The  capacity  of  a  conductor  or  system  of  conductors 
has  been  already  defined  as  the  charge  of  that  conductor  or  syBtem 
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of  conductors  when  raised  to  potential  unity,  all  the  other  con- 
ductors in  the  field  being  at  potential  zero. 

The  following  method  of  determining  limiting  values  between 
which  the  capacity  must  lie,  was  suggested  by  a  paper  'On  the 
Theory  of  Resonance,'  by  the  Hon.  J.  W.  Strutt,  Phil.  Trans.  1871. 
See  Art.  308. 

Let  *i  denote  the  surface  of  the  conductor,  or  system  of  con- 
ductors,  whose  capacity  is  to  be  determined,  and  s^  the  surface  of 
all  other  conductors.  Let  the  potential  of  ^^  be  *i,  and  that  of  Sq, 
%,     Let  the  charge  of  Sj^  be  e^.     That  of  *o  will  be  — tfj. 

Then  if  q  is  the  capacity  of  *i, 

and  if  ^  is  the  energy  of  the  system  with  its  actual  distribution  of 
electricity  F  =  i  Cj  (*i  -*o).  (2) 

To  find  an  upper  limit  of  the  value  of  the  capacity.  Assume  any 
value  of  ^  which  is  equal  to  1  at  s^  and  equal  to  zero  at  Sq,  and 
calculate  the  value  of  the  volume-integral 

extended  over  the  whole  field. 

Then  as  we  have  proved  (Art.  99  i)  that  W  cannot  be  greater 
than  ffi,  the  capacity,  q,  cannot  be  greater  than  2^. 

To  find  a  lower  limit  of  the  value  of  the  capacity.  Assume  any 
system  of  values  of  Jl  g,  h^  which  satisfies  the  equation 

and  let  it  make    /  /  (/,/+  m^g  +  n^X)  ds-y  =  e^,  (6) 

Calculate  the  value  of  the  volume-integral 

^  =  ^T^fjf{P+g^  +  h^)dxdydz,  .       (7) 

extended  over  the  whole  field ;  then  as  we  have  proved  (Art.  100  c) 
that  JT  cannot  be  greater  than  ^,  the  capacity,  j,  cannot  be  less 
than  ^1^  /qx 

The  simplest  method  of  obtaining  a  system  of  values  of/,  g^  A, 
which  will  satisfy  the  solenoidal  condition,  is  to  assume  a  distribu- 
tion of  electricity  on  the  surface  of  «i,  and  another  on  s^^  the  sum 
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of  the  charges  being  zero,  then  to  calculate  the  potential,  <^,  due 
to  this  distribution,  and  the  electric  energy  of  the  system  thus 
arranged,  which  we  may  call  Jf^. 

If  we  then  make 

l_d^  l_d^  l_d^ 

*^  ""        4w  di»  '  4t7r  dy  ""        ^tt  dz 

these  values  of  ^,  ^,  A  will  satisfy  the  solenoidal  condition. 

But  in  this  case  we  can  determine  Jf^  without  going  through 
the  process  of  finding  the  volume-integral.  For  since  this  solution 
makes  V^^'  =  0  at  all  points  in  the  field,  we  can  obtain  W^  in  the 
form  of  the  surface-integrals, 

'^^  =  ^//^'^i  ^'"^  "^  ^//*  ""^  ^' '  ^^^ 

where  the  first  integral  is  extended  over  the  surface  s^  and  the 
second  over  the  surface  Sq. 

If  the  surface  8^  is  at  an  infinite  distance  from  s^,  the  potential 
at  Sq  is  zero  and  the  second  term  vanishes. 

102  5.]  An  approximation  to  the  solution  of  any  problem  of  the 
distribution  of  electricity  on  conductors  whose  potentials  are  given 
may  be  made  in  the  following  manner : — 

Let  8i  be  the  surface  of  a  conductor  or  system  of  conductors 
maintained  at  potential  1,  and  let  Sq  be  the  surface  of  all  the  other 
conductors,  including  the  hollow  conductor  which  surrounds  the 
rest,  which  last,  however,  may  in  certain  cases  be  at  an  infinite 
distance  from  the  others. 

Begin  by   drawing  a  set  of  lines,   straight  or  curved,  from 

8 J  to  ^0* 

Along  each  of  these  lines,  assume  4^  so  that  it  is  equal  to  1  ai  8^, 
and  equal  to  0  at  ^q.    Then  if  P  is  a  point  on  one  of  these  lines  we 

Pg 
may  take  ^^^  =  — —  as  a  first  approximation. 

We  shall  thus  obtain  a  first  approximation  to  ^  which  satisfies 
the  condition  of  being  equal  to  unity  at  8^  and  equal  to  zero  at  8q  . 

The  value  of  ^  calculated  from  ^^j  would  be  greater  than  W. 

Let  us  next  assume  as  a  second  approximation  to  the  lines  of 
force 

d^^i  d^i         ,  d%  ,^^. 

^=-^^'    ^=-^-^'    '^--^-di'        (^') 

The  vector  whose  components  are  a,  5,  c  is  normal  to  the  surfaces 
for  which  ^j  is  constant.  Let  us  determine  jo  so  as  to  make  a,  6,  c 
satisfy  the  solenoidal  condition.     We  thus  get  ^  I 
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^^dx^   ^  dy^    '^   dz^  )  '^  dxdx  '^  dy  dy  ^  dz  dz  ~  ^  ^ 

If  we  draw  a  line  from  *^.to  s^  whose  direction  is  always  normal 
to  the  surfaces  for  which  4^  is  constant,  and  if  we  denote  the  length 
of  this  line  measured  from  s^  by  *,  then 

^^^_^^       -^di_^d%^       -^^^_d% 

ds  dx  ^  da  dy  da  dz  *        ^     ^ 

where  -B  is  the  resultant  intensity  =  — rr  >  so  that 

dpd^      dpd^      dpd^^         dp 
dx dx       dy  dy       dz  dz  '^         ds* 

and  equation  (11)  becomes 

P^'*^R'%'  (14) 


whence 


=  (^^'J^     "T^'^^l,  (15) 

the  integral  being  a  line  integral  taken  along  the  line  a. 
Let  us  next  assume  that  along  the  line  a, 

rf*2         dx      ,dv        dz 
da  da         aa        da 

d^. 
=  -i'^^'  (16) 

then  *2  =  ^y^     (fxp.J-—^d%)d%,  (17) 

the  integration  being  always  understood  to  be  performed  along  the 
line  a. 

The  constant  C  is  now  to  be  determined  from  the  condition  that 
4^2  =  1  at  *i  when  also  %  =  1,  so  that 

:^d^d^=l.  (18) 

This  gives  a  second  approximation  to  ^^  and  the  process  may 
be  repeated. 

The  results  obtained  from  calculating  ^^,  ^jj  ^»  &^-j  ST^ve 
capacities  alternately  above  and  below  the  true  capacity  and  con- 
tinually approximating  thereto. 

The  process  as  indicated  above  involves  the  calculation  of  the 
form  of  the  line  a  and  integration  along  this  line,  operations  which 
are  in  general  too  difficult  for  practical  purposes. 
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In  certain  cases  however  we  may  obtain  an  approximation  by  a 
simpler  process. 

102  (?.]  As  an  illustration  of  this  method,  let  ns  apply  it  to 
obtain  successive  approximations  to  the  equipotential  surfaces  and 
lines  of  induction  in  the  electric  field  between  two  surfaces  which 
are  nearly  but  not  exactly  plane  and  parallel,  one  of  which  is 
maintained  at  potential  zero,  and  the  other  at  potential  unity. 

Let  the  equations  of  the  two  surfaces  be 

^i=/i(«.J^)  =  a  (19) 

for  the  surface  whose  potential  is  zero,  and 

^2  =/2  (*,/)  =  *  (20) 

for  the  surface  whose  potential  is  unity^  a  and  b  being  given 
functions  of  x  and  y,  of  which  b  is  always  greater  than  a.  The 
first  derivatives  of  a  and  b  with  respect  to  x  and  y  are  small  quan- 
tities of  which  we  may  neglect  powers  and  products  of  more  than 
two  dimensions. 

We  shall  begin  by  supposing  that  the  lines  of  induction  are 
parallel  to  the  axis  of  z,  in  which  case 

/=0,    y=0.    g  =  0.  (21) 

Hence  A  is  constant  along  each  individual  line  of  induction,  and 

*  =  —  4ir  /  Adz=z  —  4irA(2r— fl).  (22) 

When  ;8;  =  i,  4'  =  1,  hence 

4w(o— a)  *     ^ 

and  *  =  f^^>  (24) 

which  gives  a  first  approximation  to  the  potential,  and  indicates  a 
series  of  equipotential  surfaces  the  intervals  between  which, 
measured  parallel  to  ;2r^  are  equal. 

To  obtain  a  second  approximation  to  the  lines  of  induction,  let  us 
assume  that  they  are  everywhere  normal  to  the  equipotential 
surfaces  as  given  by  equation  (24). 

This  is  equivalent  to  the  conditions 

where  A  is  to  be  determined  so  that  at  every  point  of  the  field 

df     dg       ^^  __  (.  (typ,\ 

dx  djf  dz     ""        '  r^r^r^rSr^ 
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and  also  so  that  the  line-integral 

taken  along  any  line  of  induction  from  the  surface  a  to  the  sur&ce 
i,  shall  be  equal  to  —  1. 

Let  us  assume 

X=  l+4  +  J(-2r-a)  +  (7(;2r-a)2,  (28) 

and  let  us  neglect  powers  and  products  of -4, 5,  C,  and  at  this  stage 
of  our  work  powers  and  products  of  the  first  derivatives  of  a  and  b. 

The  solenoidal  condition  then  gives 

where  V (^  +  ^>  (SO) 

If  instead  of  taking  the  line-integral  along  the  new  line  of 
induction,  we  take  it  along  the  old  line  of  induction,  parallel  to 
z,  the  second  condition  gives 

l=l+ii  +  lJ(J-a)  +  4C(i-a)2. 

Hence  1  =  i(b^a)V^{2a^6)y  (31) 

and 

X=H_i(J-a)V2(2a  +  i)-(^-fl)V2a^i^^^V2(i-4(32) 

We  thus  find  for  the  second  approximation  to  the  components  of 

displacement^ 

\    rda       d(b—a)  z-^a^ 

"  ^""^^b^z^ldi  "^  ~d^  b:::jy 

b^a 
and  for  the  second  approximation  to  the  potential, 

If  (T^  and  (T],  are  the  surface-densities  and  "i^  and  4^5  the  potentials 
of  the  surfaces  a  and  b  respectively, 
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CHAPTEE  V. 

MECHANICAL   ACTION   BETWEEN  TWO  ELECTBICAL   SYSTEMS. 

103.]  Let  E^  and  E^  be  two  electrical  systems,  the  mutual  action 
between  which  we  propose  to  investigate.  Let  the  distribution  of 
electricity  in  E^  be  defined  by  the  volume-density,  p^,  of  the 
element  whose  coordinates  are  ^1,^1,^1.  Let  p2  be  the  volume- 
density  of  the  element  of  E2 ,  whose  coordinates  are  ^^2  >  5^2  >  ^2  • 

Then  the  a?-component  of  the  force  acting  on  the  element  o{  E^ 
on  account  of  the  repulsion  of  the  element  of  E^  will  be 

Pi  P2  ^  a  ^  ^^1  ^yi  ^^1  ^-^2  ^V^  ^'^2» 

where  r^  =  {x^—x^^+{y^'-'y^^+(z^-z^^y 

and  if  A  denotes  the  x  component  of  the  whole  force  acting  on  E^^ 

on  account  of  the  presence  of  -Ej 

"^  "^JJJJJJ  ^7^^a/>2 ^^1  ^Vi ^H  ^H ^^2 ^H^  (0 

where  the  integration  with  respect  to  i^i,  5^1,  ^i  is  extended 
throughout  the  region  occupied  by^^,  and  the  integration  with 
respect  to  x^^y^^z^  is  extended  throughout  the  region  occupied 
by  E^. 

Since,  however,  pj  is  zero  except  in  the  system  E^^  and  pg  is  zero 
except  in  the  system  E^^  the  value  of  the  integral  will  not  be 
altered  by  extending  the  limits  of  the  int-egrations,  so  that  we  may 
suppose  the  limits  of  every  integration  to  be  +  00. 

This  expression  for  the  force  is  a  literal  translation  into  mathe- 
matical symbols  of  the  theory  which  supposes  the  electric  force 
to  act  directly  between  bodies  at  a  distance,  no  attention  being 
bestowed  on  the  intervening  medium. 

If  we  now  define  4^2,  the  potential  at  the  point  x^yj^,  z^^  arising 
from  the  presence  of  the  system  E^,  by  the  equation 

%=JJJ^diC,dy,dz„  (2) 

♦2  will  vanish  at  an  infinite  distance,  and  will  everjrwhere  satisfy 
the  equation  V^<i'^=ivp^.  j;3) 
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We  may  now  express  A  in  the  form  of  a  triple  integral 

^  =  "///S  ^  ^""^  ^^^  ^^^ '  ^^^ 

Here  the  potential  4^2  is  supposed  to  have  a  definite  value  at 
every  point  of  the  field,  and  in  terms  of  this,  together  with  the 
distribution,  /o^,  of  electricity  in  the  first  system  Hi,  the  force  A  is 
expressed,  no  explicit  mention  being  made  of  the  distribution  of 
electricity  in  the  second  system  Jfg- 

Now  let  4^1  be  the  potential  arising  from  the  first  system, 
expressed  as  a  function  of  a?,y,  z,  and  defined  by  the  equation 

%  will  vanish  at  an  infinite  distance,  and  will  everywhere  satisfy 
the  equation 

V2*,  =  47rpi.  (6) 

We  may  now  eliminate  pi  from  A  and  obtain 

in  which  the  force  is  expressed  in  terms  of  the  two  potentials  only. 

104.]  In  all  the  integrations  hitherto  considered,  it  is  indifierent 
what  limits  are  prescribed,  provided  they  include  the  whole  of  the 
system  Hi.  In  what  follows  we  shall  suppose  the  systems  Ei  and 
JS2  to  be  such  that  a  certain  closed  surface  s  contains  within  it  the 
whole  of  El  but  no  part  of  H^. 

Let  us  also  write 

then  within  s,  P2  ~  ^>  P  =^Pi> 

and  without  8  Pi  =  0,  p  =  p^.  (9) 

Now  Ai^-jjj'^Px^^idyidzi  (10) 

represents  the  resultant  force,  in  the  direction  x,  on  the  system  Ei 
arising  from  the  electricity  in  the  system  itself.  But  on  the  theory 
of  direct  action  this  must  be  zero,  for  the  action  of  any  particle  P  on 
another  Q  is  equal  and  opposite  to  that  of  Q  on  P,  and  since  the 
components  of  both  actions  enter  into  the  integral,  they  will 
destroy  each  other. 

We  may  therefore  write 
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where  ^  is  the  potential  arising  from  both  systems,  the  integration 
being  now  limited  to  the  space  within  the  closed  surface  s,  which 
includes  the  whole  of  the  system  Hi  but  none  of  E2, 

105.]  K  the  abtion  of  £2  ^^  -^i  ^^  eflfected,  not  by  direct  action 
at  a  distance,  but  by  mean&  of  a  distribution  of  stress  in  a  medium 
extending  continuously  from  £2  ^  ^i>  ^^  ^^  manifest  that  if  we 
know  the  stress  at  every  point  of  any  closed  sur&ce  s  which 
completely  separates  E^  from  ^2>  ^^  ^^^^  ^^  ^^^^  ^^  determine 
completely  the  mechanical  action  of  E^  ^^  -^i«  ^^^  ^  ^^^  ^^^^  ^^ 
El  is  not  completely  accounted  for  by  the  stress  through  «,  there 
must  be  direct  action  between  something  outside  of  «  and  some- 
thing inside  of  8, 

Hence  if  it  is  possible  to  account  for  the  action  of  E2  on  E^  by 
means  of  a  distribution  of  stress  in  the  intervening  medium,  it 
must  be  possible  to  express  this  action  in  the  form  of  a  surface- 
integral  extended  over  any  surface  *  which  completely  separates 
J^gfrom  El. 

Let  us  therefore  endeavour  to  express 

in  the  form  of  a  surface  integral. 

By  Theorem  III  we  may  do  so  if  we  can  determine  Z,  7  and  Z^ 
so  that 

^*  /^  ,   d^  ,  ^N  _dX       dY       dZ 

dx  \dw^  '^  dy^  "^  dz^J''  dx  '^'^^lii'  (13) 

Taking  the  terms  separately, 

dx  dx^  "■  2  5S  ^dj)  ' 

d^  d^  _  d^  fd^  d^s      d^  d^^ 
dx  dy^  ~  ^  ^^  ^/  —  ^  dxdy ' 

■"  dy  ^dx  dy^      2  dx  ^'^^ 

Similarly     ^^  =  1  fl?!^)  _  1  A  A*. 
dx  dz^       dz^dx   dz^       2dx\d2) 


^dx   dz^      2  dx  ^dz 
If,  therefore,  we  write 
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.<?*x«      .d*^'      ,rf*>>«     „ 

.rfV  ^tx*  ,rf*x«         „ 


(14) 


(15) 


the   integration  being  extended  throughout  the  space  within  st 
Transforming  the  volume-integral  by  Theorem  UI,  Art.  21  „ 


^  -jj  (^Pxz-^^Jfp^+np^)  ^h 


(16) 


where  ds  is  an  element  of  any  closed  surfaee  including  the  whole 
of  JS^  but  none  of  E^,  and  Imn  Are  the  direction  cosines  of  the 
normal  drawn  from  ds  outwards. 

For  the  components  of  the  force  on  E^  in  the  directions  of  ^  and 
Zy  we  obtain  in  the  same  way 


(17) 
(18) 


If  the  action  of  the  system  ^2  0^  A  ^^^^  ^^  reality  take  place 
by  direct  action  at  a  distance,  without  the  intervention  of  any 
medium,  we  most  consider  the  quantities  j9^  &c.  as  mere  abbreviated 
forms  for  certain  symbolical  expressions,  and  as  having  no  physical 
significance. 

But  if  we  suppose  that  the  mutual  action  between  E^  and  E^  is 
kept  up  by  means  of  stress  in  the  medium  between  them,  then  since 
the  equations  (16),  (17),  (18)  give  the  components  of  the  resultant 
force  arising  from  the  action,  on  the  outside  of  the  surface  «,  of 
the  stress  whose  six  components  are  j9^  &c.,  we  must  consider 
p„  &c.  as  the  components  of  a  stress  actually  existing  in  the 
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106.]  To  obtain  a  clearer  view  of  the  nature  of  this  stress  let 
us  alter  the  form  of  part  of  the  surface  8  so  that  the  element  da 
may  become  part  of  an  equipotential  surface.  (This  alteration  of 
the  surface  is  legitimate  provided  we  do  not  thereby  exclude  any 
part  of  ^1  or  include  any  part  of  E^, 

Let  i;  be  a  normal  to  ds  drawn  outwards. 

d^ 
Let  R  =  — r—  be  the  intensity  of  the  electromotive  force  in 
dif 

the  direction  of  v,  then 

d^  T.7       ^*  I?         ^*  r> 

— r —  =  — ML      — r—  =  — Jiin.     —5 —  ^  — rCn, 
dx  dy  dz 

Hence  the  six  components  of  stress  are 


If  ay  by  c  are  the  components  of  the  force  on  ds  per  unit  of  area 

1_ 
si 


«  =  iPxz-^^JPxy+^PxM  =  -^z  ^^> 


1  =  4-  ^^^> 

c  =  -— -  IPn. 

Sir 

Hence  the  force  exerted  by  the  part  of  the  medium  outside  ds 
on  the  part  of  the  medium  inside  ds  is  normal  to  the  element  and 
directed  outwards,  that  is  to  say,  it  is  a  tension  like  that  of  a  rope^ 

and  its  value  per  unit  of  area  is H^. 

Bit 

Let  us  next  suppose   that  the  element  ds  is  at  right  angles 

to  the  equipotential  surfaces  which  cut  it,  in  which  case 

jd^         d^         d^       ^  .. 

Now       S^{lp„^mp,,+nj>„)  =  I  [(^/-  (^f-  (-J)"] 

d^ 
Multiplying  (19)  by  2^—  and  subtracting  from  (20),  we  find 

uigiiizea  oy  %>._iv^v3QlC 


lO;.]  COMPONENTS   OF  STRESS.  149 

+(^)>-'^'-  (-) 

Hence  the  components  of  the  tension  per  unit  of  area  of  (h  are 

Sir 

Hence  if  the  element  ds  is  at  right  angles  to  an  equipotential 
surface,  the  force  which  acts  on  it  is  normal  to  the  surface,  and  its 
numerical  value  per  unit  of  area  is  the  same  as  in  the  former  case, 
but  the  direction  of  the  force  is  different,  for  it  is  a  pressure  instead 
of  a  tension. 

We  have  thus  completely  determined  the  type  of  the  stress  at 
any  given  point  of  the  medium. 

The  direction  of  the  electromotive  intensity  at  the  point  is  a 
principal  axis  of  stress^  and  the  stress  in  this  direction  is  a  tension 
whose  numerical  value  is 

P=-^2t^  (22) 

where  E  is  the  electromotive  intensity. 

Any  direction  at  right  angles  to  this  is  also  a  principal  axis  of 
stress^  and  the  stress  along  this  axis  is  a  pressure  whose  numerical 
magnitude  is  also  p. 

The  stress  as  thus  defined  is  not  of  the  most  general  type,  for 
it  has  two  of  its  principal  stresses  equal  to  each  other,  and  the 
third  has  the  same  value  with  the  sign  reversed. 

These  conditions  reduce  the  number  of  independent  variables 
which  determine  the  stress  from  six  to  three,  and  accordingly  it  is 
completely  determined  by  the  three  components  of  the  electro- 
motive intensity 

d<if         ^  d^        ^  d^ 
dx  dy  dz 

The  three  relations  between  the  six  components  of  stress  are 

f^  =  {Py^  +/'«)  {P..^Pyy\  \  (23) 

Air  =  (i?-.  H-i'xx)  {Pyy  -I-  /?«)•  ' 

107.]    Let  us  now  examine  whether  the  results  we  have  obtained 
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will  require  modification  when  a  finite  quantity  of  electricity  is 
collected  on  a  finite  sur&ce  so  that  the  volume-density  becomes 
infinite  at  the  surface. 

In  this  case,  as  we  have  shown  in  Art.  78,  the  components 
of  the  electromotive  intensity  are  discontinuous  at  the  surface. 
Hence  the  components  of  stress  will  also  be  discontinuous  at  the 
surface. 

Let  Imn  he  the  direction  cosines  of  the  normal  to  ds.  Let 
P,  Q,  jR  be  the  components  of  the  electromotive  intensity  on  the 
side  on  which  the  normal  is  drawn,  and  f  (^  K  their  values 
on  the  other  side. 

Then  by  Art.  (78  tf)  if  o-  is  the  surface-density 

Q-(2'=47r<r»*,  I  (24) 

JZ-ir=47r<r«.  ) 
Let  a  be  the  ^-component  of  the  resultant  force  acting   on 
the  surface  per  unit  of  area,  arising  from  the  stress  on  both  sides, 
then 
a  =  I  (i?„-/„)  +  m  (;?^-/^,)  +  n{j>  ^.-^p^,), 

+  ~m(Pq-F'q)  +  ^n{PR-F'R), 
=  ±.l{{P-iy){P  +  P')-{Q-Q'){Q+Q^-(R-iri{R+B^l 

+^^{{p-n(Q+Q^)+ip+n(Q-Q')h 

=  \lir{l{P+P')-m(Q  +  <r}-n{E+Br)}, 
+  ima{l(Q+Q^)  +  m{P  +  P')}+~na{l{B+Br}  +  n{P  +  P')}. 

=  l(r(P+PO.  (25) 

Hence,  assuming  that  the  stress  at  any  point  is  given  by 
equations  (14),  we  find  that  the  resultant  force  in  the  direction 
of  ^  on  a  charged  surface  per  unit  of  volume  is  equal  to  the 
surface-density  multiplied  into  the  arithmetical  mean  of  the  ar- 
components  of  the  electromotive  intensity  on  the  two  sides  of  the 
surface.  /^-^  1 

uigiiized  by  VjOOQ IC 


I08.]  FORCE   OK  A   CHARGED  SITRPACE.  151 

This  is  the  same  result  as  we  obtained  in  Art.  79  by  a  process 
essentially  similar. 

Hence  the  hypothesis  of  stress  in  the  surrounding  medium  is 
applicable  to  the  case  in  which  a  finite  quantity  of  electricity  is 
collected  on  a  finite  surface. 

The  resultant  force  on  an  element  of  surface  is  usually  deduced 
from  the  theory  of  action  at  a  distance  by  considering  a  poiiiion 
of  the  surface,  the  dimensions  of  which  are  very  small  compared 
with  the  radii  of  curvature  of  the  surface.* 

On  the  normal  to  the  middle  point  of  this  portion  of  the  surface 
take  a  point  P  whose  distance  from  the  surface  is  very  small  com- 
pared with  the  dimensions  of  the  portion  of  the  surface.  The 
electromotive  intensity  at  this  point,  due  to  the  small  portion  of  the 
surface^  will  be  approximately  the  same  as  if  the  surface  had  been 
an  infinite  plane,  that  is  to  say  27ro-  in  the  direction  of  the  normal 
drawn  from  the  surface.  For  a  point  P' just  on  the  other  side  of 
the  surface  the  intensity  will  be  the  same,  but  in  the  opposite 
direction. 

Now  consider  the  part  of  the  electromotive  intensity  arising  from 
the  rest  of  the  surface  and  from  other  electrified  bodies  at  a  finite 
distance  from  the  element  of  surface.  Since  the  points  P  and  Jr' 
are  infinitely  near  one  another,  the  components  of  the  electromotive 
intensity  arising  from  electricity  at  a  finite  distance  will  be  the 
same  for  both  points. 

Let  Pq  be  the  a?-component  of  the  electromotive  intensity  on 
A  or  A^  arising  from  electricity  at  a  finite  distance,  then  the  total 
value  of  the  a?-component  for  A  will  be 

P  =  Po+2ir<r;, 
and  for  J'  P'=  Po-27r<r/. 

Hence  P^=\{P-{-P'). 

Now  the  resultant  mechanical  force  on  the  element  of  surface 
must  arise  entirely  from  the  action  of  electricity  at  a  finite  distance, 
since  the  action  of  the  element  on  itself  must  have  a  resultant  zero. 
Hence  the  ic-component  of  this  force  per  unit  of  area  must  be 

a  =  <rPo,    • 

=  i(7(P  +  P'). 

108.]  If  we  define  the  potential  (as  in  equation  (2))  in  terms 
of  a  distribution  of  electricity  supposed  to  be  given,  then  it  follows 

*  This  method  is  doe  to  Laplace.  See  Foisson,  *  Sur  la  Distribution  de  r^ectricittf 
&c.*    M6m.  de  VIrustUut,  i8ii,  p.  30. 
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from  the  fact  that  the  action  and  reaction  between  any  pair  of 
electric  particles  are  equal  and  opposite,  that  the  fl?-component  of 
the  force  arising  from  the  action  of  a  system  on  itself  must  be 
zero,  and  we  may  write  this  in  the  form 

V^^dxdydz=  0.  (26) 


4irJJJ  'i 


dx 

But  if  we  define  *  as  a  function  of  a?,  y,  z  which  satisfies  the 
equation  V'^^'  =  0 

at  every  point  outside  the  closed  surface  ^,  and  is  zero  at  an  infinite 
distance,  the  fact,  that  the  volume-integral  extended  throughout 
any  space  including  s  is  zero,  would  seem  to  require  proof. 

One  method  of  proof  is  founded  on  the  theorem  (Art.  100  a),  that 
if  V^f  is  given  at  every  point,  and  *  =  0  at  an  infinite  distance, 
then  the  value  of  4^  at  every  point  is  determinate  and  equal  to 

^  =  -^JjJl  V^*  dxdjfdz,  (2  7) 

where  r  is  the  distance  between  the  element  dx  dy  dz  at  which  the 
concentration  of  4^  is  given  =  7*4^  and  the  point  a?' j^/  at  which 
"¥  is  to  be  found. 

This  reduces  the  theorem  to  what  we  deduced  from  the  first 
definition  of  4^. 

But  when  we  consider  4^  as  the  primary  function  of  a?,  y,  z^  from 
which  the  others  are  derived,  it  is  more  appropriate  to  reduce  (26) 
to  the  form  of  a  surface-integral. 


•=/M 


t-^rnp^y^np^dS,  (28) 

and  if  we  suppose  the  surface  5  to  be  everywhere  at  a  great 
distance  a  from  the  surface  *,  which  includes  every  point  where 
V^f  difiers  from  zero,  then  we  know  that  "^  cannot  be  numerically 
greater  than  e/a,  where  47rtf  is  the  volume-integral  of  V^^^,  and  that 
iZ  cannot  be  greater  than  d'^/da  or  —  e/a^^  and  that  the  quantities 
Pxz^PxyiPxt  can  none  of  them  be  greater  than  j>  or  B^/^-n  or 
^ySira*.  Hence  the  surface-integral  taken  over  a  sphere  whose 
radius  is  very  great  and  equal  to  a  cannot  exceed  e^/2  a*,  and 
when  a  is  increased  without  limit,  the  surface-integral  must  become 
ultimately  zero. 

But  this  surface-integral  is  equal  to  the  volume-integral  (26), 
and  the  value  of  this  volume-integral  is  the  same  whatever  be  the 
size  of  the  space  enclosed  within  8^  provided  8  encloses  every  point 
at  which  V^^  diflfers  from  zero.     Hence,  since  the  integral  is  zero 
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when  a  is  infinite,  it  must  also  be  zero  when  the  limits  of  integra- 
tion are  defined  by  any  surface  which  includes  every  point  at 
which  V^  difiers  from  zero. 

109.]  The  distribution  of  stress  considered  in  this  chapter  is  pre- 
cisely that  to  which  Faraday  was  led  in  his  investigation  of  induc- 
tion through  dielectrics.     He  sums  up  in  the  following  words  :— 

*(1297)  The  direct  inductive  force,  which  may  be  conceived  to 
be  exerted  in  lines  between  the  two  limiting  and  charged  con- 
ducting surfaces,  is  accompanied  by  a  lateral  or  transverse  force 
equivalent  to  a  dilatation  or  repulsion  of  these  representative  lines 
(1224.);  or  the  attracting  force  which  exists  amongst  the  par- 
ticles of  the  dielectric  in  the  direction  of  the  induction  is  ac- 
companied by  a  repulsive  or  a  diverging  force  in  the  transverse 
direction. 

^  (1298)  Induction  appears  to  consist  in  a  certain  polarized  state 
of  the  particles,  into  which  they  are  thrown  by  the  electrified  body 
sustaining  the  action^  the  particles  assuming  positive  and  negative 
points  or  parts,  which  are  symmetrically  arranged  with  respect 
to  each  other  and  the  inducting  surfaces  or  particles.  The  state 
must  be  a  forced  one,  for  it  is  originated  and  sustained  only  by 
force,  and  sinks  to  the  normal  or  quiescent  state  when  that  force 
is  removed.  It  can  be  continued  only  in  insulators  by  the  same 
portion  of  electricity,  because  they  only  can  retain  this  state  of  the 
particles.' 

This  is  an  exact  account  of  the  conclusions  to  which  we  have 
been  conducted  by  our  mathematical  investigation.  At  every  point 
of  the  medium  there  is  a  state  of  stress  such  that  there  is  tension 
along  the  lines  of  force  aud  pressure  in  all  directions  at  right  angles 
to  these  lines,  the  numerical  magnitude  of  the  pressure  being  equal 
to  that  of  the  tension,  and  both  varying  as  the  square  of  the 
resultant  force  at  the  point. 

The  expression  *  electric  tension '  has  been  used  in  various  senses 
by  difierent  writers.  I  shall  always  use  it  to  denote  the  tension 
along  the  lines  of  force,  which,  as  we  have  seen,  varies  from  point 
to  point,  and  is  always  proportional  to  the  square  of  the  resultant 
force  at  the  point. 

110.]   The  hypothesis  that  a  state  of  stress  of  this  kind  exists 

in  a  fluid  dielectric,  such  as  air  or  turpentine,  may  at  first  sight 

appear  at  variance  with  the  established  principle  that  at  any  point 

Jn  a  fluid  the  pressures  in  all  directions  are  equal.     But  in  the 

deduction  of  this  principle  from  a  consideration  of  the  mobility 
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and  equilibrium  of  the  parts  of  the  fluid  it  is  taken  for  g^nted 
that  no  action  such  as  that  which  we  here  suppose  to  take  place 
along  the  lines  of  force  exists  in  the  fluid.  The  state  of  stress 
which  we  have  been  studying  is  perfectly  consistent  with  the 
mobility  and  equilibrium  of  the  fluid,  for  we  have  seen  that,  if 
any  portion  of  the  fluid  is  devoid  of  electric  charge,  it  experi- 
ences no  resultant  force  from  the  stresses  on  its  surface^  however 
intense  these  may  be.  It  is  only  when  a  portion  of  the  fluid 
becomes  charged  that  its  equilibrium  is  disturbed  by  the  stresses 
on  its  surface,  and  we  know  that  in  this  case  it  actually  tends  to 
move.  Hence  the  supposed  state  of  stress  is  not  inconsistent  with 
the  equilibrium  of  a  fluid  dielectric. 

The  quantity  JT^  which  was  investigated  in  Chapter  IV,  Art.  99, 
may  be  interpreted  as  the  energy  in  the  medium  due  to  the 
distribution  of  stress.  It  appears  from  the  theorems  of  that 
chapter  that  the  distribution  of  stress  which  satisfies  the  conditions 
there  given  also  makes  ^an  absolute  minimum.  Now  when  the 
energy  is  a  minimum  for  any  configpuration,  that  configuration  is 
one  of  equilibrium,  and  the  equilibrium  is  stable.  Hence  the 
dielectric,  when  subjected  to  the  inductive  action  of  electrified 
bodies,  will  of  itself  take  up  a  state  of  stress  distributed  in  the 
way  we  have  described. 

It  must  be  carefully  borne  in  mind  that  we  have  made  only  one 
step  in  the  theory  of  the  action  of  the  medium.  We  have  supposed 
it  to  be  in  a  state  of  stress,  but  we  have  not  in  any  way  accounted 
for  this  stress,  or  explained  how  it  is  maintained.  This  step, 
however,  seems  to  me  to  be  an  important  one,  as  it  explains,  by 
the  action  of  the  consecutive  parts  of  the  medium,  phenomena  which 
were  formerly  supposed  to  be  explicable  only  by  direct  action  at 
a  distance. 

111.]  I  have  not  been  able  to  make  the  next  step,  namely,  to 
account  by  mechanical  considerations  for  these  stresses  in  the 
dielectric.  I  therefore  leave  the  theory  at  this  point,  merely 
stating  what  are  the  other  parts  of  the  phenomenon  of  induction 
in  dielectrics. 

I.  Electric  Displacement  When  induction  is  transmitted  through 
a  dielectric,  there  is  in  the  first  place  a  displacement  of  electricity 
in  the  direction  of  the  induction.  For  instance,  in  a  Leyden  jar, 
of  which  the  inner  coating  is  charged  positively  and  the  outer 
coating  negatively,  the  displacement  of  positive  electricity  in  the 
substance  of  the  glass  is  from  within  outwards. 
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Any  increase  of  this  displacement  is  equivalent,  daring  the  time 
of  increase,  to  a  current  of  positive  electricity  from  within  outwards, 
and  any  diminution  of  the  displacement  is  equivalent  to  a  current 
in  the  opposite  direction. 

The  whole  quantity  of  electricity  displaced  through  any  area 
of  a  surface  fixed  in  the  dielectric  is  measured  hj  the  quantity  which 
we  have  already  investigated  (Art.  75)  as  the  surface-integral  of 
induction  through  that  area,  multiplied  by  K/Air,  where  K  is  the 
specific  inductive  capacity  of  the  dielectric. 

II.  Surface  charge  of  the  particles  of  the  dielectrie.  Conceive  any 
portion  of  the  dielectric,  large  or  small,  to  be  separated  (in  imagi- 
nation) from  the  rest  by  a  closed  surface,  then  we  must  suppose 
that  on  everj'  elementary  portion  of  this  surface  there  is  a  charge 
measured  by  the  total  displacement  of  electricity  through  that 
element  of  surface  reckoned  inwards. 

In  the  case  of  the  Leyden  jar  of  which  the  inner  coating  is 
charged  positively,  any  portion  of  the  glass  will  have  its  inner 
side  charged  positively  and  its  outer  side  negatively.  If  this 
portion  be  entirely  in  the  interior  of  the  glass,  its  surface  charge 
will  be  neutralized  by  the  opposite  charge  of  the  parts  in  contact 
with  it,  but  if  it  be  in  contact  with  a  conducting  body,  which 
is  incapable  of  maintaining  in  itself  the  inductive  state,  the 
surface  charge  will  not  be  neutralized,  but  will  constitute  that 
apparent  charge  which  is  commonly  called  the  Charge  of  the 
Conductor. 

The  charge  therefore  at  the  bounding  surface  of  a  conductor  and 
the  surrounding  dielectric,  which  on  the  old  theory  was  called  the 
charge  of  the  conductor,  must  be  called  in  the  theory  of  induction 
the  surface  charge  of  the  surrounding  dielectric. 

According  to  this  theory,  all  charge  is  the  residual  eflTect  of  the 
polarization  of  the  dielectric.  This  polarization  exists  throughout 
the  interior  of  the  substance,  but  it  is  there  neutralized  by  the 
juxtaposition  of  oppositely  charged  parts,  so  that  it  is  only  at  the 
surface  of  the  dielectric  that  the  effects  of  the  charge  become 
apparent. 

The  theory  completely  accounts  for  the  theorem  of  Art.  77 ^  that 
the  total  induction  through  a  closed  surface  is  equal  to  the  total 
quantity  of  electricity  within  the  surface  multiplied  by  47r.  For 
what  we  have  called  the  induction  through  the  surface  is  simply  the 
electric  displacement  multiplied  by  4ir,  and  the  total  displacement 
outwards  is  necessarily  equal  to  the  total  charge  within  the  surface.    , 
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The  theory  also  accounts  for  the  impossibility  of  communicating 
an  '  absolute  charge '  to  matter.  For  every  particle  of  the  dielectric 
has  equal  and  opposite  charges  on  its  opposite  sides,  if  it  would  not 
be  more  correct  to  say  that  these  charges  are  only  the  manifestations 
of  a  single  phenomenon,  which  we  may  call  Electric  Polarization. 

A  dielectric  medium^  when  thus  polarized^  is  the  seat  of  electrical 
energy,  and  the  energy  in  unit  of  volume  of  the  medium  is  nu- 
merically equal  to  the  electric  tension  on  unit  of  area,  both  quan- 
tities being  equal  to  half  the  product  of  the  displacement  and  the 
resultant  electromotive  intensity,  or 

where  p  is  the  electric  tension,  2)  the  displacement,  @  the  electro- 
motive intensity,  and  K  the  specific  inductive  capacity. 

If  the  medium  is  not  a  perfect  insulator,  the  state  of  constraint, 
which  we  call  electric  polarization,  is  continually  giving  way.  The 
medium  yields  to  the  electromotive  force,  the  electric  stress  is 
relaxed,  and  the  potential  energy  of  the  state  of  constraint  is  con- 
verted into  heat.  The  rate  at  which  this  decay  of  the  state  of 
polarization  takes  place  depends  on  the  nature  of  the  medium. 
In  some  kinds  of  glass,  days  or  years  may  elapse  before  the  polar- 
ization sinks  to  half  its  original  value.  In  copper,  a  similar  change 
is  effected  in  less  than  the  billionth  of  a  second. 

We  have  supposed  the  medium  after  being  polarized  to  be  simply 
left  to  itself.  In  the  phenomenon  called  the  electric  current  the 
constant  passage  of  electricity  through  the  medium  tends  to  restore 
the  state  of  polarization  as  fast  as  the  conductivity  of  the  medium 
allows  it  to  decay.  Thus  the  external  agency  which  maintains  the 
current  is  always  doing  work  in  restoring  the  polarization  of  the 
medium,  which  is  continually  becoming  relaxed,  and  the  potential 
energy  of  this  polarization  is  continually  becoming  transformed 
into  heat,  so  that  the  final  result  of  the  energy  expended  in  main- 
taining the  current  is  to  gradually  raise  the  temperature  of  the 
conductor,  till  as  much  heat  is  lost  by  conduction  and  radiation 
from  its  surface  as  is  generated  in  the  same  time  by  the  electric 
current. 
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CHAPTER  VI. 

ON    POINTS    AND    LINES    OF    EQUILIBRIUM. 

112.]  If  at  any  point  of  the  electric  field  the  resultant  force  is 
zero>  the  point  is  called  a  Point  of  equilibrium. 

If  every  point  on  a  certain  line  is  a  point  of  equilibrium,  the  line 
is  called  a  Line  of  equilibrium. 

The  conditions  that  a  point  shall  be  a  point  of  equilibrium  are 
that  at  that  point 

—  =  0      — -0      — =a 
flto  ~    '       dy~    ^       dz  ^    ' 

At  such  a  point,  therefore^  the  value  of  F  is  a  maximum,  or 
a  minimum,  or  is  stationary,  with  respect  to  variations  of  the 
coordinates.  The  potential,  however,  can  have  a  maximum  or  a 
minimum  value  only  at  a  point  charged  with  positive  or  with 
negative  electricity,  or  throughout  a  finite  space  bounded  by  a 
surface  charged  positively  or  negatively.  If,  therefore,  a  point 
of  equilibrium  occurs  in  an  uncharged  part  of  the  field  it  must 
be  a  stationary  point,  and  not  a  maximum  or  a  minimum. 

In  fact,  the  first  condition  of  a  maximum  or  minimum  is  thai 

-^'  If'   ^'^^  1^ 

must  be  all  negative  or  all  positive,  if  they  have  finite  values. 

Now,  by  Laplace's  equation,  at  a  point  where  there  is  no  charge, 
the  sum  of  these  three  quantities  is  zero,  and  therefore  this  condition 
cannot  be  satisfied. 

Instead  of  investigating  the  analytical  conditions  for  the  cases 
in  which  the  components  of  the  force  simultaneously  vanish,  we 
shall  g^ve  a  general  proof  by  means  of  the  equipotential  surfaces. 

If  at  any  point,  P,  there  is  a  true  maximum  value  of  T,  then,  at 
all  other  points  in  the  immediate  neighbourhood  of  P,  the  value 
of  F  is  less  than  at  P.  Hence  P  will  be  surrounded  by  a  series  of 
closed  equipotential  surfaces,  each  outside  the  one  before  it,  and  at 
all  points  of  any  one  of  these  surfaces  the  electrical^|(jrce^  wiUJyejgl^ 
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directed  outwards.  But  we  have  proved,  in  Art.  76,  that  the  surfiEUJe- 
integral  of  the  electromotive  intensity  taken  over  any  closed  surface 
gives  the  total  charge  within  that  surface  multiplied  by  4-77.  Now, 
in  this  case  the  force  is  everywhere  outwards,  so  that  the  surface- 
integral  is  necessarily  positive,  and  therefore  there  is  positive  charge 
within  the  surfi^^e,  and,  since  we  may  take  the  surface  as  near 
to  P  as  we  please,  there  is  positive  charge  at  the  point  P. 

In  the  same  way  we  may  prove  that  if  F  is  a  minimum  at  P, 
then  P  is  negatively  charged. 

Next,  let  P  be  a  point  of  equilibrium  in  a  region  devoid  of  charge, 
and  let  us  describe  a  sphere  of  very  small  radius  round  P,  then^ 
as  we  have  seen,  the  potential  at  this  surface  cannot  be  everywhere 
greater  or  everywhere  less  than  at  P.  It  must  therefore  be  greater 
at  some  parts  of  the  surface  and  less  at  others.  These  portions 
of  the  surface  are  bounded  by  lines  in  which  the  potential  is  equal 
to  that  at  P.  Along  lines  drawn  from  P  to  points  at  which 
the  potential  is  less  than  that  at  P  the  electrical  force  is  from  P, 
and  along  lines  drawn  to  points  of  greater  potential  the  force 
is  towards  P.  Hence  the  point  P  is  a  point  of  stable  equilibrium 
for  some  displacements,  and  of  unstable  equilibrium  for  other 
displacements. 

113.]  To  determine  the  number  of  the  points  and  lines  of  equi- 
librium, let  us  consider  the  surface  or  surfaces  for  which  the 
potential  is  equal  to  C,  a  given  quantity.  Let  us  call  the  regions 
in  which  the  potential  is  less  than  C  the  n^^tive  r^ions,  and 
those  in  which  it  is  greater  than  C  the  positive  regions.  Let 
Vq  be  the  lowest^  and  J{  the  highest  potential  existing  in  the 
electric  field.  If  we  make  C  =  ?J,  the  negative  region  will  in- 
clude only  the  point  or  conductor  of  lowest  potential^  and  this 
is  necessarily  charged  negatively.  The  positive  region  consists 
of  the  rest  of  space,  and  since  it  surrounds  the  negative  region 
it  is  periphractic.     See  Art.  18. 

If  we  now  increase  the  value  of  (7,  the  negative  region  will 
expand,  and  new  negative  regions  will  be  formed  round  negatively 
charged  bodies.  For  every  negative  region  thus  formed  the  sur- 
rounding positive  region  acquires  one  degree  of  periphraxy . 

As  the  different  negative  regions  expand,  two  or  more  of  them 
may  meet  in  a  point  or  a  line.  If  w+l  negative  regions  meet, 
the  positive  region  loses  n  degrees  of  periphraxy,  and  the  point 
or  the  line  in  which  they  meet  is  a  point  or  line  of  equilibrium 
of  the  «th  degree.  ^  t 
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When  C  becomes  equal  to  J[  the  positive  region  is  reduced  to 
the  point  or  the  conductor  of  highest  potential,  and  has  therefore 
lost  all  its  periphraxy.  Hence,  if  each  point  or  line  of  equilibrium 
counts  for  one,  two,  or  «,  according  to  its  degree,  the  number  so 
made  up  by  the  points  or  Jines  now  considered  will  be  less  by  one 
than  the  number  of  negatively  charged  bodies. 

There  are  other  points  or  lines  of  equilibrium  which  occur 
where  the  positive  regions  become  separated  from  each  other, 
and  the  negative  region  acquires  periphraxy.  The  number  of 
these,  reckoned  according  to  their  degrees,  is  less  by  one  than 
the  number  of  positively  charged  bodies. 

If  we  call  a  point  or  line  of  equilibrium  positive  when  it  is  the 
meeting-place  of  two  or  more  positive  regions,  and  negative  when 
the  regions  which  unite  there  are  negative,  then,  if  there  are  j? 
bodies  positively  and  n  bodies  negatively  charged,  the  sum  of 
the  degrees  of  the  positive  points  and  lines  of  equilibrium  will  be 
/?— 1,  and  that  of  the  negative  ones  «— 1.  The  surface  which  sur- 
rounds the  electrical  system  at  an  infinite  distance  from  it  is  to  be 
reckoned  as  a  body  whose  charge  is  equal  and  opposite  to  the  sum 
of  the  charges  of  the  system. 

But,  besides  this  definite  number  of  points  and  lines  of  equi- 
librium arising  from  the  junction  of  diflferent  regions,  there  may 
be  others,  of  which  we  can  only  affirm  that  their  number  must  be 
even.  For  if,  as  any  one  of  the  negative  regions  expands,  it  meets 
itself,  it  becomes  a  cyclic  region,  and  it  may  acquire,  by  repeatedly 
meeting  itself,  any  number  of  degrees  of  cyclosis,  each  of  which 
corresponds  to  the  point  or  line  of  equilibrium  at  which  the  cyclosis 
was  established.  As  the  negative  region  continues  to  expand  till 
it  fills  all  space,  it  loses  every  degree  of  cyclosis  it  has  acquired, 
and  becomes  at  last  acyclic.  Hence  there  is  a  set  of  points  or 
lines  of  equilibrium  at  which  cyclosis  is  lost,  and  these  are  equal  in 
number  of  degrees  to  those  at  which  it  is  acquired. 

If  the  form  of  the  charged  bodies  or  conductors  is  arbitrary,  we 
can  only  assert  that  the  number  of  these  additional  points  or  lines 
is  even,  but  if  they  are  charged  points  or  spherical  conductors,  the 
number  arising  in  this  way  cannot  exceed  (»— 1)  (»— 2),  where  n 
is  the  number  of  bodies. 

114.]  The  potential  close  to  any  point  P  may  be  expanded  in 
the  series  r=  Fo  +  ^i+Fa+fec; 

where  H^,  iTg,  &c.  are  homogeneous  functions  of  a?,  y,  z,  whose 
dimensions  are  1,  2,  &c.  respectively. 
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Since  the  first  denTatiTes  of  V  yanish  at  a  point  of  eqmlibriom, 
^j  =  0,  if  P  be  a  point  of  equilibriam. 

Let  77.  Ije  the  first  function  which  does  not  vanish,  then  close  to 
the  point  P  we  may  neglect  all  fonctions  of  higher  d^rees  as 
compared  with  H^. 

Now  ^,  =  0 

is  the  equation  of  a  cone  of  the  degree  n,  and  this  cone  is  the  cone 
of  closest  contact  with  the  eqnipotential  surface  at  P. 

It  appears,  therefore,  that  the  eqnipotential  surface  passing 
through  P  has,  at  that  pointy  a  conical  point  touched  by  a  cone 
of  the  second  or  of  a  higher  degree.  The  intersection  of  this  cone 
with  a  sphere  whose  centre  is  the  vertex  is  called  the  Nodal  line. 

If  the  point  P  is  not  on  a  line  of  equilibrium  the  nodal  line 
does  not  intersect  itself,  but  consists  of  n  or  some  smaller  number 
of  closed  curves. 

If  the  nodal  line  intersects  itself^  then  the  point  P  is  on  a  line 
of  equilibrium,  and  the  equipotential  surface  through  P  cuts  itself 
in  that  line. 

If  there  are  intersections  of  the  nodal  line  not  on  opposite  points 
of  the  sphere,  then  P  is  at  the  intersection  of  three  or  more  lines 
of  equilibrium.  For  the  equipotential  surface  through  P  must  cut 
itself  in  each  line  of  equilibrium. 

115.]  If  two  sheets  of  the  same  equipotential  surface  intersect^ 
they  must  intersect  at  right  angles. 

For  let  the  tangent  to  the  line  of  intersection  be  taken  as  the 
axis  of ;?,  then  dW/dz^  =  0.  Also  let  the  axis  of  or  be  a  tangent 
to  one  of  the  sheets,  then  dW/dx^  =  0,  It  follows  from  this,  by 
Laplace's  equation,  that  d^V/dy^  =  0,  or  the  axis  oiy  is  a  tangent 
to  the  other  sheet. 

This  investigation  assumes  that  H^  is  finite.  If  H^  vanishes,  let 
the  tangent  to  the  line  of  intersection  be  taken  as  the  axis  of  z^  and 
let  ^  =:  f  cos  Oy  and  y  =  r  sin  ^,  then,  since 

dz''  ^    '      dx'  '^  df   -"  ^  ' 
dW      \dV       1  dW  _ 

the  solution  of  which  equation  in  ascending  powers  of  r  is 

r=  To  +  ^1  r  cos  (^  4- a)  + -^2  ^  c<^8  (2  ^  +  «2)  +  *^c.  + -4,  r"cos  («  d -f  a.). 

At  a  point  of  equilibrium  A^  is  zero.     If  the  first  term  that  does 
not  vanish  is  that  in  r*,  then 

T—  Fq  =  A^  r*  cos  («  ^  +  a^)  \  terms  in  higher  powers  of  r.      t 
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This  equation  shews  that  n  sheets  of  the  equipotential  surface 
F=  Fq  intersect  at  angles  each  equal  to  ir/«.  This  theorem  was 
given  by  Bankine*^. 

It  is  only  under  certain  conditions  that  a  line  of  equilibrium  can 
exist  in  free  space,  but  there  must  be  a  line  of  equilibrium  on  the 
surface  of  a  conductor  whenever  the  surface  density  of  the  conductor 
is  positive  in  one  portion  and  negative  in  another. 

In  order  that  a  conductor  may  be  charged  oppositely  on  different 
portions  of  its  surface,  there  must  be  in  the  field  some  places  where 
the  potential  is  higher  than  that  of  the  body  and  others  where  it  is 
lower. 

Let  us  begin  with  two*conductors  electrified  positively  to  the 
same  potential.  There  will  be  a  point  of  equilibrium  between  the 
two  bodies.  Let  the  potential  of  the  first  body  be  gradually 
diminished.  The  point  of  equilibrium  will  approach  it,  and,  at  a 
certain  stage  of  the  process,  will  coincide  with  a  point  on  its 
surface.  During  the  next  stag^  of  the  process,  the  equipotential 
surface  round  the  second  body  which  has  the  same  potential  as  the 
first  body  will  cut  the  surface  of  the  second  body  at  right  angles 
in  a  closed  curve,  which  is  a  line  of  equilibrium.  This  closed 
curve,  after  sweeping  over  the  entire  surface  of  the  conductor, 
will  again  contract  to  a  point ;  and  then  the  point  of  equilibrium 
will  move  off  on  the  other  side  of  the  first  body,  and  will  be  at  an 
infinite  distance  when  the  charges  of  the  two  bodies  are  equal  and 
opposite. 

EamsAato^a  Theorem, 

116.]  A  charged  body  placed  in  a  field  of  electric  force  cannot 
be  in  stable  equilibrium. 

First,  let  us  suppose  the  electricity  of  the  moveable  body  [A),  and 
also  that  of  the  system  of  surrounding  bodies  (B),  to  be  fixed  in 
those  bodies. 

Let  V  be  the  potential  at  any  point  of  the  moveable  body  due  to 
the  action  of  the  surrounding  bodies  (-B),  and  let  e  be  the  electricity 
on  a  small  portion  of  the  moveable  body  A  surrounding  this  point* 
Then  the  potential  energy  of  A  with  respect  to  B  will  be 

if  =  2(re?), 
where  the  summation  is  to  be  extended  to  every  charged  portion  of  A* 

♦  'SuminAiy  of  the  Properties  of  certain  Stream  Lines/  Phil,  Mag.,  Oct.  1864. 
See  also,  Thomson  and  Tait's  Natural  Philoioiihy,  §  780 ;  and  Rankine  and  Stokes, 
in  the  Proe,  B.  S,,  1867,  p.  468 ;  also  W.  R.  Smith,  Proc,  B,  6'.  £ditt„  166a-70,  p.  7U. 
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Let  a,  bf  c  he  the  coordinates  of  any  charged  part  of  A  with 
respect  to  axes  fixed  in  A,  and  parallel  to  those  of  cp,y,  z.  Let  the 
absolute  coordinates  of  the  origin  of  these  axes  be  f ,  7;,  C 

Let  us  suppose  for  the  present  that  the  body  A  is  constrained  to 
move  parallel  to  itself,  then  the  absolute  coordinates  of  the  point 
a,  bf  e  will  be 

^  =  f-*-«,        y  =  »?  +  *>        z:=C-^c. 

The  potential  of  the  body  A  with  respect  to  B  may  now  be 
expressed  as  the  sum  of  a  number  of  terms,  in  each  of  which  V 
is  expressed  in  terms  of  a,  d,  c  and  £  ?;,  C  <^d  the  sum  of  these 
terms  is  a  function  of  the  quantities  a,  by  c,  which  are  constant  for 
each  point  of  the  body,  and  of  f ,  rj,  C  which  vary  when  the  body  is 
moved. 

Since  Laplace's  equation  is  satisfied  by  each  of  these  terms  it  is 
satisfied  by  their  sum,  or 

de  '^  drf'  '^  dC    " 
Now  let  a  small  displacement  be  given  to  J,  so  that 
d(=sldr,         drj^simdr,        dC=ndr; 
and  let  dM  be  the  increment  of  the  potential  of  A  with  respect  to 
the  surrounding  system  B. 

If  this  be  positive,  work  will  have  to  be  done  to  increase  r,  and 
there  will  be  a  force  B  =  dM/dr  tending  to  diminish  r  and  to  restore 
A  to  its  former  position,  and  for  this  displacement  therefore  the 
equilibrium  will  be  stable.  If,  on  the  other  hand,  this  quantity  is 
negative,  the  force  will  tend  to  increase  r,  and  the  equilibrium  will 
be  unstable. 

Now  consider  a  sphere  whose  centre  is  the  origin  and  whose 
radius  is  r,  and  so  small  that  when  the  point  fixed  in  the  body 
lies  within  this  sphere  no  part  of  the  moveable  body  A  can  coincide 
with  any  part  of  the  external  system  B.  Then,  since  within  the 
sphere  V*if  =  0,  the  surface-integral 


// 


^#-. 


taken  over  the  surface  of  the  sphere,  is  zero. 

Hence,  if  at  any  part  of  the  surface  of  the  sphere  dM/dr  is 
positive,  there  must  be  some  other  part  of  the  surface  where  it  is 
negative,  and  if  the  body  A  be  displaced  in  a  direction  in  which 
dM/dr  is  negative,  it  will  tend  to  move  from  its  original  position, 
and  its  equilibrium  is  therefore  necessarily  unstable. 

The  body  therefore  is  unstable  even  when  constrained  to  move 
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parallel  to  itself,  and  i  fortiori  it  is  unstable  when  altogether 
free. 

Now  let  us  suppose  that  the  body  ^  is  a  conductor.  We  might 
treat  this  as  a  case  of  equilibrium  of  a  system  of  bodies,  the  move- 
able electricity  being  considered  as  part  of  that  system,  and  we 
might  argue  that  as  the  system  is  unstable  when  deprived  of  so 
many  degrees  of  freedom  by  the  fixture  of  its  electricity,  it  must 
h fortiori  be  unstable  when  this  freedom  is  restored  to  it. 

But  we  may  consider  this  case  in  a  more  particular  way,  thus — 

First,  let  the  electricity  be  fixed  in  A^  and  let  A  move  through 
the  small  distance  dr.  The  increment  of  the  potential  of  A  due  to 
this  cause  has  been  already  considered. 

Next,  let  the  electricity  be  allowed  to  move  within  A  into  its 
position  of  equilibrium,  which  is  always  stable.  During  this  motion 
the  potential  will  necessarily  be  diminished  by  a  quantity  which  we- 
may  call  Cdr. 

Hence  the  total  increment  of  the  potential  when  the  electrieity 
is  free  to  move  will  be 

and  the  force  tending  to  brii^  A  back  towards  its  original  position 
\nll  be 

dM 

where  C  is  always  positive. 

Now  we  have  shewn  that  dM/dr  is  negative  for  certain  directions 
of  r,  hence  when  the  electricity  is  free  to  move  the  instability  in 
these  directions  will  be  increased. 
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CHAPTER  VIL 

FORMS  OF   THE   EQUIPOTBNTIAL  SURFACES   AND  LINES   OF 
INDUCTION  IN   SIMPLE   CASES. 

117.]  Wb  have  seen  that  the  detennination  of  the  distribution 
of  electricity  on  the  surface  of  conductors  may  be  made  to  depend 
on  the  solution  of  Laplace's  equation 

d^r     iW     dW  _ 

dx^  "^  dy^  "^  dz^  "■    ' 

V  being  a  function  of  a?,  y,  and  z^  which  is  always  finite  and  con- 
tinuous, which  vanishes  at  an  infinite  distance,  and  which  has 
a  given  constant  value  at  the  surface  of  each  conductor. 

It  is  not  in  general  possible  by  known  mathematical  methods 
to  solve  this  equation  so  as  to  fulfil  arbitrarily  given  conditions, 
but  it  is  easy  to  write  down  any  number  of  expressions  for  the 
function  T  which  shall  satisfy  the  equation,  and  to  determine  in 
each  case  the  forms  of  the  conducting  surfaces,  so  that  the  function 

V  shall  be  the  true  solution. 

It  appears,  therefore,  that  what  we  should  naturally  call  the 
inverse  problem  of  determining  the  forms  of  the  conductors  when 
the  expression  for  the  potential  is  given  is  more  manageable  than 
the  direct  problem  of  determining  the  potential  when  the  form  of 
the  conductors  is  given. 

In  fact,  every  electrical  problem  of  which  we  know  the  solution 
has  been  constructed  by  this  inverse  process.  It  is  therefore  of 
great  importance  to  the  electrician  that  he  should  know  what 
results  have  been  obtained  in  this  way,  since  the  only  method  by 
which  he  can  expect  to  solve  a  new  problem  is  by  reducing  it 
to  one  of  the  cases  in  which  a  similar  problem  has  been  con- 
structed by  the  inverse  process. 

This  historical  knowledge  of  results  can  be  turned  to  account  in 
two  ways.  If  we  are  required  to  devise  an  instrument  for  making 
electrical  measurements  with  the  greatest  accuracy,  we  may  select 
those  forms  for  the  electrified  surfaces  which  correspond  to  cases 
of  which  we  know  the  accurate  solution.  If,  on  the  other  hand, 
we  are  required  to  estimate  what  will  be  the  electrification  of  bodies 
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whose  forms  are  given,  we  may  begin  with  some  case  in  which  one 
of  the  equipotential  surfi^^es  takes  a  form  somewhat  resembling  the 
given  form,  and  then  by  a  tentative  method  we  may  modify  the  pro- 
blem till  it  more  nearly  corresponds  to  the  given  case.  This  method 
is  evidently  very  imperfect  considered  from  a  mathematical  point 
of  view,  but  it  is  the  only  one  we  have,  and  if  we  are  not  allowed 
to  choose  our  conditions,  we  can  make  only  an  approximate  cal- 
culation of  the  electrification.  It  appears,  therefore,  that  what  we 
want  is  a  knowledge  of  the  forms  of  equipotential  surfaces  and 
lines  of  induction  in  as  many  different  cases  as  we  can  collect 
together  and  remember.  In  certain  classes  of  cases,  such  as  those 
relating  to  spheres,  there  are  known  mathematical  methods  by 
which  we  may  proceed.  In  other  cases  we  cannot  afford  to  despise 
the  humbler  method  of  actually  drawing  tentative  figures  on  paper, 
and  selecting  that  which  appears  least  unlike  the  figure  we  require. 

This  latter  method  I  think  may  be  of  some  use,  even  in  cases  in 
which  the  exact  solution  has  been  obtained,  for  I  find  that  an  eye- 
knowledge  of  the  forms  of  the  equipotential  surfaces  often  leads  to 
a  right  selection  of  a  mathematical  method  of  solution. 

I  have  therefore  drawn  several  diagrams  of  systems  of  equi- 
potential surfaces  and  lines  of  induction,  so  that  the  student  may 
make  himself  familiar  with  the  forms  of  the  lines.  The  methods  by 
which  such  diagrams  may  be  drawn  will  be  explained  in  Art.  123. 

118.]  In  the  first  figure  at  the  end  of  this  volume  we  have  the 
sections  of  the  equipotential  surfaces  surrounding  two  points 
charged  with  quantities  of  electricity  of  the  same  kind  and  in  the 
ratio  of  20  to  5. 

Here  each  point  is  surrounded  by  a  system  of  equipotential 
surfaces  which  become  more  nearly  spheres  as  they  become  smaller, 
though  none  of  them  are  accurately  spheres.  If  two  of  these  sur- 
faces, one  surrounding  each  point,  be  taken  to  represent  the  surfaces 
of  two  conducting  bodies,  nearly  but  not  quite  spherical,  and  if 
these  bodies  be  charged  with  the  same  kind  of  electricity,  the 
charges  being  as  4  to  1,  then  the  diagram  will  represent  the 
equipotential  surfaces,  provided  we  expunge  all  those  which  are 
drawn  inside  the  two  bodies.  It  appears  from  the  diagram  that 
the  action  between  the  bodies  will  be  the  same  «s  th&t  between 
two  points  having  the  same  charges,  these  points  being  not  exactly 
in  the  middle  of  the  axis  of  each  body,  but  each  somewhat  more 
remote  than  the  middle  point  from  the  other  body. 

The  same  diagram  enables  us  to  see  what  will  be  the  distribution 
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of  electricity  on  one  of  the  o^al  fignres,  larger  at  one  end  than 
the  other,  which  gorroond  both  centres.  Sach  a  body,  if  charged 
with  25  nnita  of  electricity  and  free  from  external  influence,  will 
have  the  snrface-density  greatest  at  the  small  end,  less  at  the  laige 
end,  and  least  in  a  circle  somewhat  nearer  the  smaller  than  the 
larger  end. 

There  is  one  eqnipotential  snr&oe,  indicated  by  a  dotted  line, 
which  consists  of  two  lobes  meeting  at  the  conical  point  P.  That 
point  is  a  point  of  equilibrium,  and  the  surface-density  on  a  body 
of  the  form  of  this  surfiuse  would  be  zero  at  this  point. 

The  lines  of  force  in  this  case  form  two  distinct  systems,  divided 
from  one  another  by  a  surface  of  the  sixth  degree,  indicated  by  a 
dotted  line,  passing  through  the  point  of  equilibrium,  and  some- 
what resembling  one  sheet  of  the  hyperboloid  of  two  sheets. 

This  diagram  may  also  be  taken  to  represent  the  lines  of  force 
and  equipotential  surfaces  belonging  to  two  spheres  of  gravitating 
matter  whose  masses  are  as  4  to  1. 

119.]  In  the  second  figure  we  have  again  two  points  whose 
charges  are  as  20  to  5,  but  the  one  positive  and  the  other  negative. 
In  this  case  one  of  the  equipotential  surfaces,  that,  namely,  corre- 
sponding to  potential  zero,  is  a  sphere.  It  is  marked  in  the  diagram 
by  the  dotted  circle  Q.  The  importance  of  this  spherical  surface 
will  be  seen  when  we  come  to  the  theory  of  Electrical  Images. 

We  may  see  from  this  diagram  that  if  two  round  bodies  are 
charged  with  opposite  kinds  of  electricity  they  will  attract  each 
other  as  much  as  two  points  having  the  same  charges  but  placed 
somewhat  nearer  together  than  the  middle  points  of  the  round  bodies. 

Here,  again,  one  of  the  equipotential  surfaces,  indicated  by  a 
dotted  line,  has  two  lobes,  an  inner  one  surrounding  the  point  whose 
charge  is  5  and  an  outer  one  surrounding  both  bodies,  the  two 
lobes  meeting  in  a  conical  point  P  which  is  a  point  of  equilibrium. 

If  the  surface  of  a  conductor  is  of  the  form  of  the  outer  lobe,  a 
roundish  body  having,  like  an  apple,  a  conical  dimple  at  one  end  of 
its  axis,  then,  if  this  conductor  be  electrified,  we  shall  be  able  to 
determine  the  surfaoe-density  at  any  point.  That  at  the  bottom  of 
the  dimple  will  be  zero. 

Surrounding  this  surface  we  have  others  having  a  rounded 
dimple  which  flattens  and  finally  disappears  in  the  equipotential 
surface  passing  through  the  point  marked  M. 

The  lines  of  force  in  this  diagram  form  two  systems  divided  by  a 
surface  which  passes  through  the  point  of  equilibrium. 
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If  we  consider  points  on  the  axis  on  the  further  side  of  the  point 
By  we  find  that  the  resultant  force  diminishes  to  the  double  point  P, 
where  it  yanishes.  It  then  changes  sign,  and  reaches  a  maximum 
at  if,  after  which  it  continually  diminishes. 

This  maximum,  however,  is  only  a  maximum  relatively  to  other 
points  on  the  axis,  for  if  we  consider  a  surface  through  M  per- 
pendicular to  the  axis,  M  ia  b.  point  of  minimum  force  relatively  to 
neighbouring  points  on  that  surface. 

120.]  Figure  III  represents  the  equipotential  surfaces  and  lines 
of  induction  due  to  a  point  whose  charge  is  10  placed  at  A,  and 
surrounded  by  a  field  of  force,  which,  before  the  introduction  of  the 
charged  pointy  was  uniform  in  direction  and  magnitude  at  every 
part. 

The  equipotential  surfaces  have  each  of  them  an  asymptotic 
plane.  One  of  them,  indicated  by  a  dotted  line,  has  a  conical 
point  and  a  lobe  surrounding  the  point  A.  Those  below  this  surface 
have  one  sheet  with  a  depression  near  the  axis.  Those  above  have 
a  closed  portion  surrounding  A  and  a  separate  sheet  with  a  slight 
depression  near  the  axis. 

K  we  take  one  of  the  surfaces  below  A  as  the  surface  of  a  con- 
ductor, and  another  a  long  way  below  A  as  the  surface  of  another 
conductor  at  a  different  potential,  the  system  of  lines  and  surfaces 
between  the  two  conductors  will  indicate  the  distribution  of  electric 
force.  If  the  lower  conductor  is  very  far  from  A  its  surface  will 
be  very  nearly  plane,  so  that  we  have  here  the  solution  of  the 
distribution  of  electricity  on  two  surfaces,  both  of  them  nearly 
plane  and  parallel  to  each  other,  except  that  the  upper  one  has 
a  protuberance  near  its  middle  point,  which  is  more  or  less 
prominent  according  to  the  particular  equipotential  surface  we 
choose. 

121.]  Figure  IV  represents  the  equipotential  surfaces  and  lines 
of  induction  due  to  three  points  Ay  B  and  C,  the  charge  of  A  being 
15  units  of  positive  electricity,  that  of  J8  12  units  of  negative 
electricity,  and  that  of  C  20  units  of  positive  electricity.  These 
points  are  placed  in  one  straight  line,  so  that 

ABz=z9y     JBC=16,     AC  =z  25. 

In  this  case,  the  surface  for  which  the  potential  is  zero  consists 
of  two  spheres  whose  centres  are  A  and  Cand  their  radii  15  and  20. 
These  spheres  intersect  in  the  circle  which  cuts  the  plane  of  the 
paper  at  right  angles  in  D  and  I/,  so  that  B  is  the  centre  of  this 
circle  and  its  radius  is  12.     This  circle  is  an  example  of  a  line 
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of  equilibrium,  for  the  resultant  force  vanishes  at  every  point  of 
this  line. 

If  we  suppose  the  sphere  whose  centre  is  -4  to  be  a  conductor 
with  a  charge  of  3  units  of  positive  electricity,  and  placed  under 
the  influence  of  20  units  of  positive  electricity  at  C,  the  state  of 
the  case  will  be  represented  by  the  diagram  if  we  leave  out  all  the 
lines  within  the  sphere  A.  The  part  of  this  spherical  surface  within 
the  small  circle  Blf  will  be  negatively  charged  by  the  influence 
of  C.  All  the  rest  of  the  sphere  will  be  positively  charged,  and 
the  small  circle  LI/  itself  will  be  a  line  of  no  charge. 

We  may  also  consider  the  diagram  to  represent  the  sphere  whose 
centre  is  C,  charged  with  8  units  of  positive  electricity,  and  in- 
fluenced by  1 5  units  of  positive  electricity  placed  at  A. 

The  diagram  may  also  be  taken  to  represent  a  conductor  whose 
surface  consists  of  the  larger  segments  of  the  two  spheres  meeting 
in  Diy^  charged  with  23  units  of  positive  electricity. 

We  shall  return  to  the  consideration  of  this  diagram  as  an 

illustration  of  Thomson's  Theory  of  Electrical  Images.    See  Art.  168. 

122.]  These  diagrams  should  be  studied  as  illustrations  of  the 

language  of  Faraday  in  speaking  of  *  lines  of  force,*  the  *  forces  of  an 

electrified  body,'  &c. 

The  word  Force  denotes  a  restricted  aspect  of  that  action  between 
two  material  bodies  by  which  their  motions  are  rendered  different 
from  what  they  would  have  been  in  the  absence  of  that  action. 
The  whole  phenomenon,  when  both  bodies  are  contemplated  at 
once,  is  called  Stress,  and  may  be  described  as  a  transference  of 
momentum  from  one  body  to  the  other.  When  we  restrict  our 
attention  to  the  first  of  the  two  bodies,  we  call  the  stress  acting 
on  it  the  Moving  Force,  or  simply  the  Force  on  that  body,  and 
it  is  measured  by  the  momentum  which  that  body  is  receiving  per 
unit  of  time. 

The  mechanical  action  between  two  charged  bodies  is  a  stress, 
and  that  on  one  of  them  is  a  force.  The  force  on  a  small  charged 
body  is  proportional  to  it«  own  charge,  and  the  force  per  unit  of 
charge  is  called  the  Intensity  of  the  force. 

The  word  Induction  was  employed  by  Faraday  to  denote  the 
mode  in  which  the  charges  of  electrified  bodies  are  related  to 
each  other,  every  unit  of  positive  charge  being  connected  with 
a  unit  of  negative  charge  by  a  line,  the  direction  of  which, 
in  fluid  dielectrics,  coincides  at  every  part  of  its  course  with 
that   of  the  electric  intensity.      Such   a  line   is   often   called  a 
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line  of  Force,  but  it  is  more  correct  to  call  it  a  line  of  In- 
duction. 

Now  the  quantity  of  electricity  in  a  body  is  measured,  according 
to  Faraday's  ideas,  by  the  number  of  lines  of  force,  or  rather  of 
induction,  which  proceed  from  it.  These  lines  of  force  must  all 
terminate  somewhere,  either  on  bodies  in  the  neighbourhood,  or  on 
the  walls  and  roof  of  the  room,  or  on  the  earth,  or  on  the  heavenly 
bodies,  and  wherever  they  terminate  there  is  a  quantity  of  elec- 
tricity exactly  equal  and  opposite  to  that  on  the-  part  of  the  body 
from  which  they  proceeded.  By  examining  the  diagrams  this  will 
be  seen  to  be  the  case.  There  is  therefore  no  contradiction  between 
Faraday's  views  and  the  mathematical  results  of  the  old  theory, 
but,  on  the  contrary,  the  idea  of  lines  of  force  throws  great  light 
on  these  results,  and  seems  to  afford  the  means  of  rising  by  a  con- 
tinuous process  from  the  somewhat  rigid  conceptions  of  the  old 
theory  to  notions  which  may  be  capable  of  greater  expansion,  so 
as  to  provide  room  for  the  increase  of  our  knowledge  by  further 
researches. 

123.]  These  diagrams  are  constructed  in  the  following  manner : — 

First,  take  the  case  of  a  single  centre  of  force,  a  small  electrified 
body  with  a  charge  e.  The  potential  at  a  distance  r  is  r=  e/r\ 
hence,  if  we  make  r  =  e/F,  we  shall  find  r ,  the  radius  of  the  sphere 
for  which  the  potential  is  F.  If  we  now  give  to  F  the  values 
1,  2,  3,  &c.,  and  draw  the  corresponding  spheres,  we  shall  obtain 
a  series  of  equipotential  surfaces,  the  potentials  corresponding  to 
which  are  measured  by  the  natural  numbers.  The  sections  of  these 
spheres  by  a  plane  passing  through  their  common  centre  will  be 
circles,  each  of  which  we  may  mark  with  the  number  denoting  its 
potential.  These  are  indicated  by  the  dotted  semi-circles  on  the 
right  hand  of  Fig.  6. 

If  there  be  another  centre  of  force,  we  may  in  the  same  way  draw 
the  equipotential  surfaces  belonging  to  it,  and  if  we  now  wish  to 
find  the  form  of  the  equipotential  surfaces  due  to  both  centres 
together,  we  must  remember  that  if  ^  be  the  potential  due  to  one 
centre,  and  ?J  that  due  to  the  other,  the  potential  due  to  both  will  be 
^+  ^=F.  Hence,  sinccs  at  every  intersection  of  the  equipotential 
surfaces  belonging  to  the  two  series  we  know  both  F^  and  ^,  we 
also  know  the  value  of  F.  If  therefore  we  draw  a  surface  which 
passes  through  all  those  intersections  for  which  the  value  of  F  is 
the  same,  this  surface  will  coincide  with  a  true  equipotential  surface 
at  all  these  intersections,  and  if  the  original  systems  of  surfiices 
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are  drawn  sufficiently  close,  the  new  surface  may  be  drawn  with 
any  required  degree  of  accuracy.  The  equipotential  surfaces  due  to 
two  points  whose  charges  are  equal  and  opposite  are  represented  by 
the  continuous  lines  on  the  right  hand  side  of  Pig.  6. 

This  method  may  be  applied  to  the  drawing  of  any  system 
of  equipotential  surfaces  when  the  potential  is  the  sum  of  two 
potentials,  for  which  we  have  already  drawn  the  equipotential 
surfaces. 

The  lines  of  force  due  to  a  single  centre  of  force  are  straight 
lines  radiating  from  that  centre.  K  we  wish  to  indicate  by  these 
lines  the  intensity  as  well  as  the  direction  of  the  force  at  any  point, 
we  must  draw  them  so  that  they  mark  out  on  the  equipotential 
surfaces  portions  over  which  the  surface-integral  of  induction  has 
definite  values.  The  best  way  of  doing  this  is  to  suppose  our 
plane  figure  to  be  the  section  of  a  figure  in  space  formed  by  the 
revolution  of  the  plane  figure  about  an  axis  passing  through  the 
centre  of  force.  Any  straight  line  radiating  from  the  centre  and 
making  an  angle  6  with  the  axis  will  then  trace  out  a  cone, 
and  the  surface-integral  of  the  induction  through  that  part  of  any 
surface  which  is  cut  off  by  this  cone  on  the  side  next  the  positive 
direction  of  the  axis  is  2irtf  (l  —  cos  0). 

If  we  fiirther  suppose  this  surface  to  be  bounded  by  its  inter- 
section with  two  planes  passing  through  the  axis^  and  inclined  at 
the  angle  whose  arc  is  equal  to  half  the  radius,  then  the  induction 
through  the  surface  so  bounded  is 

e  (1— cos^)  =  2*,  say; 

and     d  =  008-^(1—2 — )• 

If  we  now  give  to  *  a  series  of  values  1,  2,  3  ...  ^,  we  shall  find 
a  corresponding  series  of  values  of  6^  and  if  ^  be  an  integer,  the 
number  of  corresponding  lines  of  force,  including  the  axis,  will  be 
equal  to  e. 

We  have  thus  a  method  of  drawing  lines  of  force  so  that  the 
charge  of  any  centre  is  indicated  by  the  number  of  lines  which 
diverge  from  it^  and  the  induction  through  any  sur&ce  cut  off  in  the 
way  described  is  measured  by  the  number  of  lines  of  force  which 
pass  through  it.  The  dotted  straight  lines  on  the  lefb  hand  side 
of  Fig.  6  represent  the  lines  of  force  due  to  each  of  two  electrified 
points  whose  charges  are  10  and  —10  respectively. 

If  there  are  two  centres  of  force  on  the  axis  of  the  figure  we 
may  draw  the  lines  of  force  for  each  axis  corresponding  to  values 
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of  4>i  and  4>2,  and  then,  by  drawing  lines  through  the  consecutive 
intersections  of  these  lines  for  which  the  value  of  <t>,  4-  4>2  is  the 
same,  we  may  find  the  lines  of  force  due  to  both  centres,  and  in 
the  same  way  we  may  combine  any  two  systems  of  lines  of  force 
which  are  symmetrically  situated  about  the  same  axis.  The  con- 
tinuous curves  on  the  left  hand  side  of  Fig.  6  represent  the  lines  of 
force  due  to  the  two  charged  points  acting  at  once. 

After  the  equipotentiid  surfaces  and  lines  of  force  have  been 
constructed  by  this  method  the  accuracy  of  the  drawing  may  be 
tested  by  observing  whether  the  two  systems  of  lines  are  every- 
where orthogonal,  and  whether  the  distance  between  consecutive 
equipotential  sur&ces  is  to  the  distance  between  consecutive  lines 
of  force  as  half  the  mean  distance  from  the  axis  is  to  the  assumed 
!  unit  of  length. 

I  In  the  case  of  any  such  system  of  finite  dimensions  the  line  of  force 

I  whose  index  number  is  <t>  has  an  asymptote  which  passes  through 

I  the  electric  centre  (Art.  89  ^  of  the  system,  and  is  inclined  to  the 

I  axis  at  an  angle  whose  cosine  is  1  —  2  <!>/?,  where  e  is  the  total  elec- 

trification of  the  system,  provided  <t>  is  less  than  e.  Lines  of  force 
whose  index  is  greater  than  e  are  finite  lines.  If  ^  is  zero,  they  are 
all  finite. 

The  lines  of  force  corresponding  to  a  field  of  uniform  force  parallel 
to  the  axis  are  lines  parallel  to  the  axis,  the  distances  from  the  axis 
being  the  square  roots  of  an  arithmetical  series. 

The  theory  of  equipotential  surfaces  and  lines  of  force  in  two 
dimensions  will  be  given  when  we  come  to  the  theory  of  conjugate 
functions*. 

*  See  a  paper  'On  the  Flow  of  Electricity  in  Conducting  SurfiEtoee/  bj  Prof.  W.  R. 
Smith,  Proc.  B.8.  Edin,,  1869-70,  p.  79. 
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CHAPTEK  VIII. 

SIMPLE   CASES  OP   ELECTRIFICATION. 

Two  Parallel  Planes. 

124.]  We  shall  consider,  in  the  first  place,  two  parallel  plane 
conducting  surfaces  of  infinite  extent,  at  a  distance  e  from  each 
other,  maintained  respectively  at  potentials  A  and  B. 

It  is  manifest  that  in  this  case  the  potential  V  will  be  a  function 
of  the  distance  z  from  the  plane  A^  and  will  be  the  same  for  all 
points  of  any  parallel  plane  between  A  and  J5,  except  near  the 
boundaries  of  the  electrified  surfaces,  which  by  the  supposition 
are  at  an  infinitely  great  distance  from  the  point  considered. 

Hence,  Laplace's  equation  becomes  reduced  to 

the  integral  of  which  is 

and  since  when  ^r  =  0,  r=  A^  and  when  z  =:  c,  7-=-  -B, 

c 
For  all  points  between  the  planes,  the  resultant  intensity  is 
normal  to  the  planes,  and  its  magnitude  is 

c 
In  the  substance  of  the  conductors  themselves,  iZ  =  0.     Hence 
the  distribution  of  electricity  on  the  first  plane   has  a  surfiwje- 
density  o-,  where 

c 
On  the  other  surface,  where  the  potential  is  -B,  the  surface- 
density  a'  will  be  equal  and  opposite  to  o-,  and 
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Let  ns  next  consider  a  portion  of  the  first  sarface  whose  area 
is  S,  taken  so  that  no  part  of  S  is  near  the  boundary  of  the 
surface. 

The  quantity  of  electricity  on  this  surface  is  e^  =  So-,  and,  by 
Art.  79,  the  force  acting  on  every  unit  of  electricity  is  \B,  so  that 
the  whole  force  acting  on  the  area  8,  and  attracting  it  towards 
the  other  plane^  is 

Here  the  attraction  is  expressed  in  terms  of  the  area  S,  the 
difference  of  potentials  of  the  two  surfaces  (A—JB),  and  the  distance 
between  them  c.  The  attraction,  repressed  in  terms  of  the  charge 
^1,  on  the  area  5,  is  ^_  2ir     3 

The  electrical  energy  due  to  the  distribution  of  electricity  on  the 
area  Sy  and  that  on  the  corresponding  area  S^  on  the  surface  B 
defined  by  projecting  S  on  the  surface  J!  by  a  system  of  lines  of 
force,  which  in  this  case  are  normals  to  the  planes,  is 

'4ir         c 

-^8c 
-  Bit  ^' 

The  first  of  these  expressions  is  the  general  expression  of  elec- 
trical energy  (Art.  84). 

The  second  gives  the  energy  in  terms  of  the  area,  the  distance, 
and  the  difference  of  potentials. 

The  third  gives  it  in  terms  of  the  resultant  force  B,  and  the 
volume  8c  included  between  the  areas  8  and  8^^  and  shews  that  the 
energy  in  unit  of  volume  is  p  where  Sttjo  =  B^» 

The  attraction  between  the  planes  is  j95,  or  in  other  words,  there 
is  an  electrical  tension  (or  negative  pressure)  equal  to  j!?  on  every 
unit  of  area. 

The  fourth  expression  gives  the  energy  in  terms  of  the  charge. 

The  fifth  shews  that  the  electrical  energy  is  equal  to  the  work 
which  would  be  done  by  the  electric  force  if  the  two  surfaces  were 
to  be  brought  together,  moving  parallel  to  themselves,  with  their 
electric  charges  constant.  ^  j 
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To  express  the  charge  in  terms  of  the  difference  of  potentials, 
we  have  1     S  ,  .     ^.         ,  .     ^. 

The  coefficient  q  represents  the  charge  due  to  a  difference  of 
potentials  equal  to  unity.  This  coefficient  is  called  the  Capacity 
of  the  surface  S^  due  to  its  position  relatively  to  the  opposite 
surface. 

Let  us  now  suppose  that  the  medium  between  the  two  surfiices 
is  no  longer  air  but  some  other  dielectric  substance  whose  specific 
inductive  capacity  is  Z,  then  the  charge  due  to  a  given  difference 
of  potentiak  will  be  K  times  as  great  as  when  the  dielectric  is  air^ 
or  K8  ,  J     _j. 

The  total  energy  will  be 

The  force  between  the  surfaces  will  be 


8ir 
2ir 


re, 


2 


Hence  the  force  between  two  surfaces  kept  at  given  potentials 
varies  directly  as  Ky  the  specific  capacity  of  the  dielectric,  but  the 
force  between  two  surfaces  charged  with  given  quantities  of  elec- 
tricity varies  inversely  as  K. 

Two  Concentric  Spherical  Surfaces. 

125.]  Let  two  concentric  spherical  surfaces  of  radii  a  and  6^  of 
which  b  is  the  greater,  be  maintained  at  potentials  A  and  3 
respectively,  then  it  is  manifest  that  the  potential  F  is  a  function 
of  r  the  distance  from  the  centre.  In  this  case,  Laplace's  equation 
becomes  d^F     2  dV      ^ 

dr^      r  dr 

The  solution  of  this  is 

and  the  condition  that  F^A  when  r  =  «,  and  F^B  when  r  =  5, 
gives  for  the  space  between  the  spherical  surfaces, 
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If  (T^,  0*2  are  the  surface-denBities  on  the  opposed  surfaces  of  a 
solid  sphere  of  radius  a,  and  a  spherical  hollow  of  radius  i,  then 
_     1       A-JB  _     1       B^A 

If  ^1  and  ^2  are  the  whole  charges  of  electricity  on  these  surfaces, 
6?i  =  4iraVi  =  pj— ^  = -^2. 

The  capacity  of  the  enclosed  sphere  is  therefore  -j • 

0 — a 

If  the  outer  surface  of  the  shell  be  also  spherical  and  of  radius  c, 
then,  if  there  are  no  other  conductors  in  the  neighbourhood,  the 
charge  on  the  outer  surface  is 

^3  =  Be, 

Hence  the  whole  charge  on  the  inner  sphere  is 

and  that  of  the  outer  shell 

If  we  put  d  =  00,  we  have  the  case  of  a  sphere  in  an  infinite 
space.  The  electric  capacity  of  such  a  sphere  is  a,  or  it  is  numeri- 
cally equal  to  its  radius. 

The  electric  tension  on  the  inner  sphere  per  unit  of  area  is 

1    ft«  (A^B)^ 
^"  Sir  a^    (b^ay  ' 
The  resultant  of  this  tension  over  a  hemisphere  is  ira^p  =  F 
normal  to  the  base  of  the  hemisphere,  and  if  this  is  balanced  by  a 
surface  tension  exerted  across  the  circular  boundary  of  the  hemi- 
sphere, the  tension  on  unit  of  length  being  T,  we  have 

F=  2iraT. 

„  ^      b^A^Bf       e,^ 

Hence  ^=_L_Z.=  _L_, 

_     b-     {A^Bf 
"   167ra   (b-af 
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If  a  spherical  soap  bubble  is  electrified  to  a  potential  A^  then,  if 
its  radius  is  a,  the  charge  will  be  Aa,  and  the  surface-density 
will  be  I    A 

"  ^iT  a 

The  resultant  intensity  just  outside  the  surface  will  be  4ir<r, 
and  inside  the  bubble  it  is  zero,  so  that  by  Art.  79  the  electrical 
force  on  unit  of  area  of  the  surface  will  be  2Tra^,  acting  outwards. 
Hence  the  electrification  will  diminish  the  pressure  of  the  air 
within  the  bubble  by  27ro^,  or 

1    A^ 
Sir  a2* 

But  it  may  be  shewn  that  if  T^  is  the  tension  which  the  liquid 
film  exerts  across  a  line  of  unit  length,  then  the  pressure  from 
within  required  to  keep  the  bubble  from  collapsing  is  2  Tq/u.  If  the 
electrical  force  is  just  sufficient  to  keep  the  bubble  in  equilibrium 
when  the  air  within  and  without  is  at  the  same  pressure, 

A^=  leTTflTo- 

Two  Infinite  Coaxal  Cylindrie  Surfaces, 

126.]  Let  the  radius  of  the  outer  surface  of  a  conducting  cylinder 
be  a,  and  let  the  radius  of  the  inner  surface  of  a  hollow  cylinder, 
having  the  same  axis  with  the  firsts  be  b.  Let  their  potentials 
be  A  and  B  respectively.  Then,  since  the  potential  V  is  in  this 
case  a  function  of  r,  the  distance  from  the  axis,  Laplace's  equation 
becomes  j^y      idV  _ 

whence  F=  C^  +  C^  log  r. 

Since  V=  A  when  r  =  «,  and  r=  B  when  r  =  J, 

If  (T^,  (Tg  are  the  surface-densities  on  the  inner  and  outer 
surfaces, 

A^B  B-'A 


47r<r^=  I  47ro-2= y- 

alog-  4  log- 
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COAXAL  CYLINDERS. 


nf 


If  Ci  and  ^2  aJ^  the  charges  on  the  portions  of  the  two  cylinders 
between  two  sections  transverse  to  the  axis  at  a  distance  I  from 
each  other,  ,  ^-5  , 

ej^  =  2'iral<riz=  f — /  =  — ^2* 

^"^^ 

The  capacity  of  a  length  I  of  the  interior  cylinder  is  therefore 

I 


1  . 

If 


If  the  space  between  the  cylinders  is  occupied  by  a  dielectric  of 
specific  capacity  K  instead  of  air,  then  the  capacity  of  the  inner 
cylinder  is 


IK 


The  energy  of  the  electrical  distribution  on  the  part  of  the  infinite 
cylinder  which  we  have  considered  is 


Fig.  5. 

127.]  Let  there  be  two  hollow  cylindric  conductors  A  and  J!, 
Fig.  5,  of  indefinite  length,  having  the  axis  of  x  for  their  common 
axis,  one  on  the  positive  and  the  other  on  the  negative  side  of  the 
origin,  and  separated  by  a  short  interval  near  the  origin  of  co- 
ordinates. 

Let  a  hollow  cylinder  C  of  length  2  ^  be  placed  with  its  middle 
point  at  a  distance  x  on  the  positive  side  of  the  origin^  so  as  to 
extend  into  both  the  hollow  cylinders. 

Let  the  potential  of  the  positive  hollow  cylinder  be  A,  that  of 
the  negative  one  JB^  and  that  of  the  internal  one  C,  and  let  us  put 
a  for  the  capacity  per  unit  of  length  of  C  with  respect  to  A,  and 
)3  for  the  same  quantiiy  with  respect  to  B. 

The  surface  densities  of  the  parts  of  the  cylinders  at  fixed 
points  near  the  origin  and  at  points  at  given  small  distances 
from  the  ends  of  the  inner  cylinder  will  not  be  afiected  by^he     , 
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value  of  X  provided  a  considerable  length  of  the  inner  cylinder 
enters  each  of  the  hollow  cylinders.  Near  the  ends  of  the  hollow 
cylinders,  and  near  the  ends  of  the  inner  cylinder,  there  will  be 
distributions  of  electricity  which  we  are  not  yet  able  to  calculate, 
but  the  distribution  near  the  origin  will  not  be  altered  by  the 
motion  of  the  inner  cylinder  provided  neither  of  its  ends  comes 
near  the  origin,  and  the  distributions  at  the  ends  of  the  inner 
cylinder  will  move  with  it,  so  that  the  only  effect  of  the  motion 
will  be  to  increase  or  diminish  the  length  of  those  parts  of  the 
inner  cylinder  where  the  distribution  is  similar  to  that  on  an 
infinite  cylinder. 

Hence  the  whole  energy  of  the  system  will  be,  so  fer  as  it  depends 
on  Xy 

q  =  \a{l+x)  (C-Af  +  i^il^x)  (C-J5)2+ quantities 

independent  of  x ; 
and  the  resultant  force  parallel  to  the  axis  of  the  cylinders  will  be 

If  the  cylinders  A  and  JB  are  of  equal  section,  a  =  )9,  and 
X=  a{S-^A)  (C-i  {A-hB)). 

It  appears,  therefore,  that  there  is  a  constant  force  acting  on 
the  inner  cylinder  tending  to  draw  it  into  that  one  of  the  outer 
cylinders  from  which  its  potential  differs  most. 

If  C  be  numerically  large  and  A-^JB  comparatively  small,  then 
the  force  is  approximately    X=  a  (JB^A)  C\ 
so  that  the  difference  of  the  potentials  of  the  two  cylinders  can  be 
measured  if  we  can  measure  X,  and  the  delicacy  of  the  measurement 
will  be  increased  by  raising  (7,  the  potential  of  the  inner  cylinder. 

This  principle  in  a  modified  form  is  adopted  in  Thomson's 
Quadrant  Electrometer,  Art.  219. 

The  same  arrangement  of  three  cylinders  may  be  used  as  a 
measure  of  capacity  by  connecting  B  and  C.  If  the  potential  of 
A  is  zero»  and  that  of  £  and  CiaFy  then  the  quantity  of  electricity 
on  ^  will  be  .     ^8=(?i3  +  «(^+fl^))^; 

so  that  by  moving  C  to  the  right  till  x  becomes  a^+ f  the  capacity  of 
the  cylinder  C  becomes  increased  by  the  definite  quantity  af  ,  where 

1 

2log^ 

a  and  d  being  the  radii  of  the  opposed  cylindric  surfaces. 
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SPHBBICAL  HABMOKICS. 


128.]  The  mathematical  theory  of  spherical  harmonics  has  been 
made  the  subject  of  several  special  treatises.  The  Handbuch  der 
Kuge^nciionen  of  Dr.  E.  Heine,  which  is  the  most  elaborate  work 
on  the  subject,  has  now  (1878)  reached  a  second  edition  in  two 
volumes,  and  Dr.  F.  Neumann  has  published  his  Beitrdge  zur 
Theorie  der  Kugelftmctionen  (Leipzig,  Teubner,  1878).  The  treat- 
ment of  the  subject  in  Thomson  and  Tait's  Natural  Philosophi/  is 
considerably  improved  in  the  second  edition  (1879),  and  Mr.  Tod- 
hunter's  Elementary  Treatise  on  Laplace's  Functioned  Lame's  Func- 
tions, and  BessePs  Functions^  together  with  Mr.  Ferrers'  Elementary 
Treatise  ofi  Spherical  Harmonics  and  sublets  connected  with  them, 
have  rendered  it  unnecessary  to  devote  much  space  in  a  book  on 
electricity  to  the  purely  mathematical  development  of  the  subject. 

I  have  retained  however  the  specification  of  a  spherical  harmonic 
in  terms  of  its  poles. 

On  Singular  Points  at  which  the  Potential  becomes  Infinite. 
129  a]  If  a  charge,  J^,  of  electricity  is  uniformly  spread  over 
the  surface  of  a  sphere  the  coordinates  of  whose  centre  are  (a,  d,  c) 
the  potential  at  any  point  {x^  ^,  z)  outside  the  sphere  is,  by  Art.  125, 

r  =  ^,  (1) 

where  i^  =  {x^af  +  (^-S)«  4-  {z^cf.  (2) 

As  the  expression  for  V  is  independent  of  the  radius  of  the 
sphere,  the  form  of  the  expression  will  be  the  same  if  we  suppose 
the  radius  infinitely  small.  The  physical  interpretation  of  the 
expression  would  be  that  the  charge  A^  is  placed  on  the  surface 
of  an  infinitely  small  sphere,  which  is  sensibly  the  same  as  a 
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mathematical  point.  We  have  already  (Arts.  66,  81)  shewn  that 
there  is  a  limit  to  the  surface-density  of  electricity,  so  that  it  is 
physically  impossible  to  place  a  finite  charge  of  electriciiy  on  a 
sphere  of  less  than  a  certain  radius. 

Nevertheless  as  the  equation  (1)  represents  a  possible  distri- 
bution of  potential  in  the  space  surrounding  a  sphere,  we  may 
for  mathematical  purposes  treat  it  as  if  it  arose  from  a  charge  A^ 
condensed  at  the  mathematical  point  (a,  6,  c)  and  we  may  call 
the  point  an  infinite  point  of  order  zero. 

There  are  other  kinds  of  singular  points,  the  properties  of  which 
we  shall  now  investigate,  but  before  doing  so  we  must  define 
certain  expressions  which  we  shall  find  useful  in  dealing  with 
directions  in  space,  and  with  the  points  on  a  sphere  which  cor- 
respond to  them. 

129  i.]  An  awi8  is  any  definite  direction  in  space.  We  may 
suppose  it  defined  by  a  mark  made  on  the  surface  of  a  sphere  at  the 
point  where  the  radius  drawn  from  the  centre  in  the  direction 
of  the  axis  meets  the  surface.  This  point  is  called  the  Pole  of 
the  axis.     An  axis  has  therefore  one  pole  only,  not  two. 

If  ;x  is  the  cosine  of  the  angle  between  the  axis  A  and  any  vector 

^^a^dif  p  =  ixr,  (3) 

p  is  the  resolved  part  of  r  in  the  direction  of  the  axis  A. 

Difierent  axes  are  distinguished  by  different  suffixes,  and  the 
cosine  of  the  angle  between  two  axes  is  denoted  by  A,„„,  where  m 
and  fi  are  the  suffixes  specifying  the  axes. 

Differentiation  with  respect  to  an  axis,  A,  whose  direction  cosines 
are  i,  M,  N,  is  denoted  by 

d        -.  d       ^^  d       ^^  d 


(5) 

(6) 

(7) 

If  we  now  suppose  that  the  potential  at  the  point  (j?,  y,  z)  due  to 
a  singular  point  of  any  order  placed  at  the  origin  is 

Af{x,y,z\ 
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then  if  such  a  point  he  placed  at  the  extremity  of  the  axis  A, 
the  potential  at  (x,  y,  z)  will  be 

Af[{x^ZA),    (y^MA),    {z-^NA)l 
and  if  a  point  in  all  respects  the  same,  except  that  the  sign  of  A  is 
reversed,  be  placed  at  the  origin,  the  potential  due  to  the  pair 
of  points  will  be 

V^A/lix-ZA),    (j-MA),    iz-NA)]-A/(x,y,z), 

z=.  ^AA  3t/(^,  yy  ^)  +  terms  containing  A^. 

If  we  now  diminish  A  and  increase  A  without  limit,  their  pro- 
duct continuing  finite  and  equal  to  A\  the  ultimate  value  of  the 
potential  of  the  pair  of  points  will  be 

J"=^^'^A^^y,^}'  (8) 

If  y*(a?,  y,  z)  satisfies  Laplace's  equation,  then,  since  this  equation 
is  linear,  F',  which  is  the  dificrence  of  two  functions,  each  of  which 
separately  satisfies  the  equation,  must  itself  satisfy  it. 

129  cr.]  Now  the  potential  due  to  an  infinite  point  of  order  zero 

satisfies  Laplace's  equation,  therefore  every  function  formed  from 
this  by  differentiation  with  respect  to  any  number  of  axes  in  suc- 
cession must  also  satisfy  that  equation. 

A  point  of  the  first  order  may  be  formed  by  taking  two  points 
of  order  zero,  having  equal  and  opposite  charges  —  Aq  and  A^y  and 
placing  the  first  at  the  origin  and  the  second  at  the  extremity 
of  the  axis  ^.  The  value  of  ^^  ^  ^^^  diminished  and  that  of  Jq 
increased  indefinitely,  but  so  that  the  product  Aq  A^  is  always  equal 
to  A^.  The  ultimate  result  of  this  process,  when  the  two  points 
coincide,  is  a  point  of  the  first  order  whose  moment  is  A^  and 
whose  axis  is  A^.  A  point  of  the  first  order  is  therefore  a  double 
point.     Its  potential  is 

=  ^i5-  (10) 

By  placing  a  point  of  the  first  order  at  the  origin,  whose  moment 
is  —^1,  and  another  at  the  extremity  of  the  axis  ^2  whose  moment 
is  J^,  and  then  diminishing  ^2  ^^^  increasing  A^^  so  that 
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we  obtain  a  point  of  the  second  order,  whose  potential  is 

^j^^tlH]^,  (12) 

We  may  call  a  point  of  the  second  order  a  quadruple  point 
because  it  is  constructed  by  making  four  points  of  order  zero  ap- 
proach each  other.  It  has  two  axes  ii  and  ^2  ^^^  ^  moment  A^* 
The  directions  of  these  axes  and  tbe  magnitude  of  the  moment 
completely  define  the  nature  of  the  point. 

By  differentiating  with  respect  to  n  axes  in  succession  we  obtain 
the  potential  due  to  a  point  of  the  «*^  order.  It  will  be  the 
product  of  three  factors^  a  constant,  a  certain  combination  of 
cosines,  and  r  "(*"*"  ^\  It  is  convenient,  for  reasons  which  will  appear 
as  we  go  on,  to  make  the  numerical  value  of  the  constant  such 
that  when  all  the  axes  coincide  with  the  vector,  the  coefficient  of 
the  moment  is  r-(*+^).  We  therefore  divide  by  n  when  we  differ- 
entiate with  respect  to  A^- 

In  this  way  we  obtain  a  definite  numerical  value  for  a  particular 
potential,  to  which  we  restrict  the  name  of  The  Solid  Harmonic  of 
degree  —  (;»+  1),  namely 

If  this  quantity  is  multiplied  by  a  constant  it  is  still  the  poten- 
tial due  to  a  certain  point  of  the  n^  order. 

129  d,]  The  result  of  the  operation  (1 3)  is  of  the  form 

r=  r,r-C+i),  (14) 

where  F^  is  a  function  of  the  n  cosines  Mi'-Mn  ^^  *^®  angles 
between  r  and  the  n  axes,  and  of  the  in{n—l)  cosines  X^gj  ^'  ^^ 
the  angles  between  pairs  of  the  axes. 

If  we  consider  the  directions  of  r  and  the  n  axes  as  determined 
by  points  on  a  spherical  surface,  we  may  regard  F„  as  a  quantity 
varying  from  point  to  point  on  that  surface,  being  a  function  of  the 
i  w(«-f  1)  distances  between  the  n  poles  of  the  axes  and  the  pole 
of  the  vector.  We  therefore  call  Y^  the  Surface  Harmonic  of 
order  n. 

180  a.]  We  have  next  to  shew  that  to  every  surface-harmonic 

of  order  n  there  corresponds  not  only  a  solid  harmonic  of  degree 

—  («  +  1)  but  another  of  degree  n,  or  that 

i7,=  r„r«=;^r2*+i  (15) 

satisfies  Laplace's  equation.  r^r^r^r^lr> 
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For  ^=^(2n  +  l)r'^"^xK+r^*^^^, 

09        ^  '  "  dx 

Hence 


Now,  since  ^  is  a  homogeneous  function  of  x,  y,  and  z,  of 
negative  degree  «  + 1, 

dV^        dV^        if,         ,        ^^ 
*-^+^^+"^  =  -(*+^>^-  (^'^ 

The  first  two  terms  therefore  of  the  right-hand  member  of 
equation  (16)  destroy  each  other,  and^  since  T^  satisfies  Laplace's 
equation,  the  third  term  is  zero^  so  that  H^  also  satisfies  Laplace's 
equation,  and  is  therefore  a  solid  harmonic  of  degree  n. 

This  is  a  particular  case  of  the  more  general  theorem  of  electrical 
inversion,  which  asserts  that  if  F  (a?,  y^  z)  is  a  function  of  a?,  y, 
and  z  which  satisfies  Laplace's  equation,  then  there  exists  another 
function,  tv(—    ^    — "i 

X        \  /^  ^  jf2  J 

which  also  satisfies  Laplace's  equation.     See  Art.  162. 

130  d.]  The  surface  harmonic  T^  contains  2n  arbitrary  variables, 
for  it  is  defined  by  the  positions  of  its  n  poles  on  the  sphere,  and 
each  of  these  is  defined  by  two  coordinates. 

Hence  the  solid  harmonics  V^  and  H^  also  contain  2n  arbitrary 
variables.  Each  of  these  quantities,  however,  when  multiplied  by 
a  constant,  will  still  satisfy  Laplace's  equation. 

To  prove  that  AH^  is  the  most  general  rational  homogeneous 
function  of  degree  n  which  can  satisfy  Laplace's  equation,  we 
observe  that  JT,  the  general  rational  homogeneous  function  of 
degree  n,  contains  \{n+\){n-^2)  terms.  But  V'JT  is  a  homo- 
geneous function  of  degree  »— 2,  and  therefore  contains  \n{n—i) 
terms,  and  the  condition  V^K=  0  requires  that  each  of  these  must 
vanish.     There  are  therefore  ^«(ft— 1)  equations  between   the 
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coefficients  of  the  i  («+  l)(«4-2)  terms  of  the  function  Z,  leaving 
2»  +  1  independent  constants  in  the  most  general  form  of  the  homo- 
geneous function  of  degree  n  which  satisfies  Laplace's  equation. 
But  Hn,  when  multiplied  by  an  arbitrary  constant,  satisfies  the 
required  conditions,  and  has  2n+l  arbitrary  constants.  It  is 
therefore  of  the  most  general  form. 

131  a.]  We  are  now  able  to  form  a  distribution  of  potential  such 
that  neither  the  potential  itself  nor  its  first  derivatives  become 
infinite  at  any  point. 

The  function  ?^  =:7„r-("+^>  satisfies  the  condition  of  vanishing 
at  infinity,  but  becomes  infinite  at  the  origin. 

The  function  H^  =  Y^r^  is  finite  and  continuous  at  finite  dis- 
tances from  the  origin,  but  does  not  vanish  at  an  infinite  distance. 

But  if  we  make  a'^T^r'^'^'^^^  the  potential  at  sil  points  outside 
a  sphere  whose  centre  is  the  origin,  and  whose  radius  is  a,  and 
fl5-(»+i)y^r»  the  potential  at  all  points  within  the  sphere,  and  if 
on  the  sphere  itself  we  suppose  electricity  spread  with  a  surface 
density  a  such  that 

4  7r<rfl*  =  (2»+l)r„,  (18) 

then  all  the  conditions  will  be  satisfied  for  the  potential  due  to  a 
shell  charged  in  this  manner. 

For  the  potential  is  everywhere  finite  and  continuous,  and 
vanishes  at  an  infinite  distance ;  its  first  derivatives  are  everywhere 
finite  and  are  continuous  except  at  the  charged  surface,  where  they 
satisfy  the  equation 

and  Laplace's  equation  is  satisfied  at  all  points  both  inside  and 
outside  of  the  sphere. 

This,  therefore,  is  a  distribution  of  potential  which  satisfies  the 
conditions,  and  by  Art.  100  a  it  is  the  only  distribution  which  can 
satisfy  them. 

131  &.]  The  potential  due  to  a  sphere  of  radius  a  whose  surface 
density  is  given  by  the  equation 

4Tra^cr  =  {2n+l)T^,  (20) 

is^  at  all  points  external  to  the  sphere,  identical  with  that  due  to 
the  corresponding  singular  point  of  order  n. 

Let  us  now  suppose  that  there  is  an  electrical  system  which 
we  may  call  E,  external  to  the  sphere,  and  that  4'  is  the  potential 
due  to  this  system,  and  let  us  find  the  value  of  2(4'<?)  for  the 
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singular  point.  This  is  the  part  of  the  electric  energy  depending 
on  the  action  of  the  external  system  on  the  singular  point. 

If  Aq  is  the  charge  of  a  single  point  of  order  zero,  then  the 
potential  energy  in  question  is 

?^  =  ^*.  (21) 

If  there  are  two  such  points,  a  negative  one  at  the  origin  and  a 
positive  one  of  equal  numerical  value  at  the  extremity  of  the  axis 
h^y  then  the  potential  energy  will  be 

-A*+^o(*+^x|^  +  4V^  +  &c.)> 

and  when  A^  increases  and  h^  diminishes  indefinitely,  but  so  that 
AqH-^  =  -^1,  the  value  of  the  potential  energy  for  a  point  of  the  first 
order  will  be 

^  =  ^x^'  (22) 

Similarly  for  a  point  of  order  n  the  potential  energy  will  be 

131c.]  If  we  suppose  the  external  system  to  be  made  up  of 
parts,  any  one  of  which  is  denoted  by  dEy  and  the  singular  point 
to  be  made  up  of  parts  any  one  of  which  is  de^  then 

♦  =  2(Jrf^).  (24) 

But  if  V^  is  the  potential  due  to  the  singular  point, 

F,  =  2(i^),  (25) 

and  the  potential  energy  due  to  the  action  of  ^  on  ^  is 

jr=  2  {^de)  =  22  (-  dEde)  =  "iV^dE,  (26) 

the  last  expression  being  the  potential  energy  due  to  the  action  of 
eonE. 

Similarly,  if  ads  is  an  element  of  electricity  on  the  shell,  since 
the  potential  due  to  the  shell  at  the  external  system  ^  is  ^, 
we  have 

W:=l,{rjE)  =  22(lrf^<Trf*)  =  2(*<r(/*).  (27) 

The  last  term  contains  a  summation  to  be  extended  over  the 


*  We  shall  find  it  convenient,  in  what  follows,  to  denote  the  product  of  the  positive 
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gur£EU^  of  the  sphere.    Equating  it  to  the  first  expression  for  W^ 
we  have 


fJ^<Tds  =  2(^de), 


Ih 


1  rf*^ 

If  we  remember  that  4ir<ra^  =  (2»  +  l)r»,  and  that  A^  =  a*,  this 
becomes 

'<,T,ds  =  _i^  «-«  ;,/:*.  (29) 

This  equation  reduces  the  operation  of  taking  the  sur&ce  integral 
ot^T^ds  over  every  element  of  the  surface  of  a  sphere  of  radius  a, 
to  that  of  differentiating  4^  with  respect  t-o  the  n  axes  of  the 
harmonic  and  taking  the  value  of  the  differential  coefficient  at 
the  centre  of  the  sphere,  provided  that  4^  satisfies  Laplace's  equa- 
tion at  all  points  within  the  sphere,  and  F^  is  a  sur&ce  harmonic  of 
order  n, 

132.]  Let  us  now  suppose  that  ^  is  a  solid  harmonic  of  positive 
degree  m  of  the  form 

^Psra-^r^r*.  (30) 

At  the  spherical  surface,  r  =  a,  and  ^  =  r«,»,  so  that  equation 
(29)  becomes  in  this  case 

where  the  value  of  the  differential  coefficient  is  to  be  taken  at  the 
centre  of  the  sphere. 

When  n  is  less  than  m,  the  result  of  the  differentiation  is  a 
homogeneous  function  of  a,  y  and  z  ot  degree  m~n,  the  value  of 
which  at  the  centre  of  the  sphere  is  zero.  If  n  is  equal  to  m  the 
result  of  the  differentiation  is  a  constant,  the  value  of  which  we 
shall  determine  in  Art.  134  b.     If  the  differentiation  is  carried 

further,  the  result  is  zero.     Hence  the  surface-integral  I  j  F^T^ds 

vanishes  whenever  m  and  n  are  different. 

The  steps  by  which  we  have  arrived  at  this  result  are  all  of 
them  purely  mathematical,  for  though  we  have  made  use  of  terms 
having  a  physical  meaning,  such  as  electrical  energy,  each  of  these 
terms  is  regarded  not  as  a  physical  phenomenon  to  be  investigated, 
but  as  a  definite  mathematical  expression.  A  mathematician  has 
as  much  right  to  make  use  of  these  as  of  any  other  mathematical 
functions  which  he  may  find  useful,  and  a  physicist,  when  he  has 
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to  follow  a  mathematical  calculation,  will  understand  it  all  the 
better  if  each  of  the  steps  of  the  calculation  admits  of  a  physical 
interpretation. 

133.]  We  shall  now  determine  the  form  of  the  surface  harmonic 
r«  as  a  function  of  the  position  of  a  point  P  on  the  sphere  with 
respect  to  the  n  poles  of  the  harmonic. 

We  have 

and  so  on. 

Every  term  of  T^  therefore  consists  of  products  of  cosines,  those 
of  the  form  jm,  with  a  single  suffix,  being  cosines  of  the  angles 
between  P  and  the  different  poles,  and  those  of  the  form  A,  with 
double  suffixes^  being  cosines  of  the  angles  between  the  poles. 

Since  each  axis  is  introduced  by  one  of  the  n  differentiations^  the 
symbol  of  that  axis  must  occur  once  and  only  once  among  the 
suffixes  of  the  cosines  of  each  term. 

Hence  if  in  any  term  there  are  8  cosines  with  double  suffixes, 
there  must  be  «— 2«  cosines  with  single  suffixes. 

Let  the  sum  of  all  products  of  cosines  in  which  9  of  them  have 
double  suffixes  be  written  in  the  abbreviated  form 

In  every  one  of  the  products  all  the  suffixes  occur  once,  and  none 
is  repeated. 

If  we  wish  to  express  that  a  particular  suffix,  m,  occurs  among 
the  fx's  only  or  among  the  A's  only,  we  write  it  as  a  suffix  to  the  fx 
or  the  X.     Thus  the  equation 

2  (m*-«'  A')  =  2  (,A«-2.  V)  +  2  (^-2*  A„')  (33) 

expresses  that  the  whole  set  of  products  may  be  divided  into  two 
parts,  in  one  of  which  the  suffix  m  occurs  among  the  direction 
cosines  of  the  variable  point  P,  and  in  the  other  among  the  cosines 
of  the  angles  between  the  poles. 

Let  us  now  assume  that  for  a  particular  value  of  n 

+  J,..2(,x-2.x.)^.&c.,  (34) 

when  the  -4's  are  numerical  coefficients.  We  may  write  the  series 
in  the  abbreviated  form 

r,  =  5[J...2(M-*'X')],  (35) 

when  8  indicates  a  summation  in  which  all  values  of  8,  including 
zero^  not  greater  than  \n,  are  to  be  taken. 
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To  obtain  the  corresponding  solid  harmonic  of  negative  degree 
(»+  1)  and  order  w,  we  multiply  by  r-^*'^^\  and  obtain 

K=S[A,,.T^'-'^*-^l{p-"K')]i  (36) 

putting  rfi  =  JO,  as  in  equation  (3). 

If  we  differentiate  f^  with  respect  to  a  new  axis  A^  we  obtain 
— («+  1)  K+iy  and  therefore 

_J^  ^^2.-2-1  2  (;,-2.-l.X^.+  l)].       (37) 

If  we  wish  to  obtain  the  terms  containing  s  cosines  with  double 
su£Sxes,  we  must  diminish  s  by  unity  in  the  last  term^  and  we  find 

-A..-xS(i'-'""'V)}]-  (38) 
Now  the  two  classes  of  products  are  not  distinguished  from  each 
other  in  any  way  except  that  the  suffix  m  occurs  among  the  jp'a 
in  one  and  among  the  X's  in  the  other.  Hence  their  coefficients 
must  be  the  same^  and  since  we  ought  to  be  able  to  obtain  the 
same  result  by  putting  «-hl  for  n  in  the  expression  for  ^  and 
multiplying  by  «+  1,  we  obtain  the  following  equations, 

(«  +  l)  J,^i,.  =  (2«-2*4  1)^..  =  -^...-1.  (39) 

If  we  put  *  =  0,  we  obtain 

{n+l)A,^,=^{2n+l)A^l  (40) 

and  therefore,  since  -^^.q  =  1, 

and  from  this  we  obtain  the  general  value  of  the  coefficient 
_  (2;t-2^)I      , 

^-.-(     )  2--'n\{n-s)r  ^^^^ 

and  finally  the  trigonometrical  expression  for  the  surface  harmonic, 


as 


This  expression  gives  the  value  of  the  surface  harmonic  at  any 
point  P  of  the  spherical  surface  in  terms  of  the  cosines  of  the 
distances  of  P  from  the  different  poles  and  of  the  distances  of  the 
poles  from  each  other. 

It  is  easy  to  see  that  if  any  one  of  the  poles  be  removed  to 
the  opposite  .point  of  the  spherical  surface,  the  value  of  the 
harmonic  will  have  its  sign  reversed.     For  any  cosine  involving 

uigiiizea  oy  '^^j  v^v^x  lv- 
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the  index  of  this  pole  will  have  its  sign  reversed^  and  in  each 
term  of  the  harmonic  the  index  of  the  pole  occurs  once  and  only 
once. 

Hence  if  two  or  any  even  number  of  poles  are  removed  to  the 
points  respectively  opposite  to  them,  the  value  of  the  harmonic 
will  be  unaltered. 

Professor  Sylvester,  however,  has  shewn  {PAH.  Mag.^  Oct.  1876) 
that  when  the  harmonic  is  given,  the  problem  of  finding  the  n 
lines  which  coincide  with  the  axes  has  one  and  only  one  solution, 
though,  as  we  have  just  seen,  the  directions  to  be  reckoned  positive 
along  these  axes  may  be  reversed  in  pairs. 

134.]  We  are  now  able  to  determine  the  value  of  the  surface 

integral  /  /  l^m  7^da  when  the  order  of  the  two  surface  harmonics 

is  the  same,  though  the  directions  of  their  axes  may  be  in  general 
different. 

For  this  purpose  we  have  to  form  the  solid  harmonic  Y^r^  and 
to  differentiate  it  with  respect  to  each  of  the  n  axes  of  Y^, 

Any  term  of  Y^t^  of  the  form  r*"/ui'"~2»X*  may  be  written 
^^*i'm"*~^*^mm*«  Differentiating  this  n  times  in  succession  with 
respect  to  the  n  axes  of  T^,  we  find  thai;  in  differentiating  r** 
with  respect  to  «  of  these  axes  we  introduce  9  of  the  jo„'s,  and 

the  numerical  &ctor 

2*(2«— 2)...2,  or  2*«1 

In  continuing  the  differentiation  with  respect  to  the  next  %  axes, 
the  j»,j's  become  converted  into  A^^'s,  but  no  numerical  factor  is 
introduced,  and  in  differentiating  with  respect  to  the  remaining 
n  —  2s  axes,  the  /?«'s  become  converted  into  A^^'s,  so  that  the 
result  is    2*«  1  K^  X^m  ^mn**"**- 

We  have  therefore,  by  equation  (31), 

r,J-.^=     ,'^    ^^a'-'^^piBg,  (44) 

and  by  equation  (43), 

Hence  performing  the  differentiations  and  remembering  that 
m  =  ;i,  we  find 


II 


II 
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135  a.]  The  expression  (46)  for  the  surface-integral  of  the 
product  of  two  surface-harmonics  assumes  a  remarkable  form  if 
we  suppose  all  the  axes  of  one  of  the  harmonics,  Z^,  to  coincide 
with  each  other,  so  that  T^  becomes  what  we  shall  afterwards 
define  as  the  zonal  harmonic  of  order  m^  denoted  by  the  symbol  P^. 

In  this  case  all  the  cosines  of  the  form  A^^  may  be  written  /a^, 
where  ii^  denotes  the  cosine  of  the  angle  between  the  common 
axis  of  Pm  and  one  of  the  axes  of  Y^.  The  cosines  of  the  form 
A,nni  ^^  ^  become  equal  to  unity,  so  that  for  SA'^^  we  must 
put  the  number  of  combinations  of  8  symbols,  each  of  which  is 
distinguished  by  two  suffixes  out  of  «i,  no  suffix  being  repeated* 

Hence 

n  I 

2V«,=  2'*I(«-2*)r  ^^'^ 

The  number  of  permutations  of  the  remaining  »— 2«  indices  of 
the  axes  of  P«  is  (»— 2*)  I     Hence 

S(a:;^'')  =  («-2.)Im^«'.  (48) 

Equation  (46)  therefore  becomes,  when  all  the  axes  of  T^  coincide 
with  each  other, 

A        2 

=  2^  ^-(m)'  ^y  equation  (43),  (50) 

where  T^^^)  denotes  the  value  of  T^  at  the  pole  of  P^. 

We  may  obtain  the  same  result  by  the  following  shorter  pro- 


Let  a  system  of  rectangular  coordinates  be  taken  so  that  the 
axis  of  z  coincides  with  the  axis  of  P^^  and  let  Yjr^  be  expanded 
as  a  homogeneous  function  of  ^,  y,  z  of  degree  n* 

At  the  pole  of  P^,  d?  =  y  =  0  and  x?  =  r,  so  that  if  Cz"^  is  the 
term  not  involving  x  ory,  Ob  the  value  of  T^  at  the  pole  of  P^. 

Equation  (31)  becomes  in  this  case 

If  m  is  equal  to  »,  the  result  of  differentiating  Cz*  is  n\  C,  and 
is  zero  for  the  other  terms.     Hence 


// 


*    "*^       2«4-l 


C  being  the  value  of  T^  at  the  pole  of  P^. 
135  d.]  This  result  is  a  very  important  one  in  the  theory  of 
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spherical  harmonics,  as  it  shews  how  to  determine  a  series  of 
spherical  harmonics  which  expresses  the  value  of  a  quantity  having 
any  arbitrarily  assigned  finite  and  continuous  value  at  each  point 
of  a  spherical  surface. 

For  let  F  be  the  value  of  the  quantity  and  dB  the  element  of 
surface  at  a  point  Q  of  the  spherical  surface^  then  if  we  multiply 
Fds  by  P«,  the  zonal  harmonic  whose  pole  is  the  point  P  of  the 
same  surface,  and  integrate  over  the  sur&ce,  the  result,  since 
it  depends  on  the  position  of  the  point  P,  may  be  considered  as 
a  function  of  the  position  of  P. 

But  since  the  value  at  P  of  the  zonal  harmonic  whose  pole  is  Q 
is  equal  to  the  value  at  Q  of  the  zonal  harmonic  of  the  same,  order 
whose  pole  is  P,  we  may  suppose  that  for  every  element  d^  of  the 
surface  a  zonal  harmonic  is  constructed  having  its  pole  at  Q  and 
having  a  coefficient  Fds. 

We  shall  thus  have  a  system  of  zonal  harmonics  superposed  on 
each  other  with  their  poles  at  every  point  of  the  sphere  where  F 
has  a  value.  Since  each  of  these  is  a  multiple  of  a  sur&ce  harmonic 
of  order  n,  their  sum  is  a  multiple  of  a  surface  harmonic  (not 
necessarily  zonal)  of  order  n. 

The  surface  integral  /  /  FP^ds  considered  as  a  ftmction  of  the 

point  P  is  therefore  a  multiple  of  a  surfaee  harmonic  F«;  so  that 
2n+] 


'^fi'^-^ 


is  also  that  particular  sur&ce  harmonic  of  the  n^^  order  which 
belongs  to  the  series  of  harmonies  which  expresses  F^  provided  F 
can  be  so  expressed. 

For  if  F  can  be  expressed  in  the  form 

F=  J^To+A^T^+ke.+J^T^+ScQ., 
then  if  we  multiply  by  P»^  and  take  the  sur&ee  integral  over  the 
whole  sphere,  all  terms  involving  products  of  harmonics  of  different 
orders  will  vanish,  leaving 


// 


''•*=^.^^- 


Hence  the  only  possible  expansion  of  ^  in  spherical  harmonica  ia 
I 


F=^[ffFP^d»+8ai.  +  (2n  +  l)JfFP,dt  +  kcy       (61) 
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Conjugate  Harmonics, 

136.]  We  have  seen  that  the  surface  integral  of  the  product  of 
two  harmonics  of  different  orders  is  always  zero.  But  even  when 
the  two  harmonics  are  of  the  same  order,  the  surface  integral  of 
their  product  may  be  zero.  The  two  harmonics  are  then  said  to 
be  conjugate  to  each  other.  The  condition  of  two  harmonics  of  the 
same  order  being  conjugate  to  each  other  is  expressed  in  terms  of 
equation  (46)  by  making  its  members  equal  to  zero. 

If  one  of  the  harmonics  is  zonal,  the  condition  of  conjugacy  is 
that  the  value  of  the  other  harmonic  at  the  pole  of  the  zonal 
harmonic  must  be  zero. 

If  we  begin  with  a  given  harmonic  of  the  «*^  order,  then,  in 
order  that  a  second  harmonic  may  be  conjugate  to  it,  its  2n 
variables  must  satisfy  one  condition. 

If  a  third  harmonic  is  to  be  conjugate  to  both,  its  2^  variables 
must  satisfy  two  conditions.  If  we  go  on  constructing  harmonics, 
each  of  which  is  conjugate  to  all  those  before  it,  the  number  of 
conditions  for  each  will  be  equal  to  the  number  of  harmonics 
already  in  existence,  so  that  the  (2»+l)*^  harmonic  will  have  2« 
conditions  to  satisfy  by  means  of  its  2n  variables,  and  will  therefore 
be  completely  determined. 

Any  multiple  AT^  of  a  sur&ce  harmonic  of  the  rfl^  order  can 
be  expressed  as  the  sum  of  multiples  of  any  set  of  2»+ 1  conjugate 
harmonics  of  the  same  order,  for  the  coefficients  of  the  2n+l 
conjugate  harmonics  are  a  set  of  disposable  quantities  equal  in 
number  to  the  2  ii  variables  of  Y^  and  the  coefficient  A. 

In  order  to  find  the  coefficient  of  any  one  of  the  conjugate 
harmonics,  say  J*,,',  suppose  that 

AT^:=A^  7,,'+ &c. +^  r„'+ &c. 

Multiply  by  T/ds  and  find  the  surfece  integral  over  the  sphere. 
All  the  terms  involving  products  of  harmonics  conjugate  to  each 
other  will  vanish,  leaving 

AffT,r,'d,  =  jJf{T/)'  d»,  (52) 

an  equation  which  determines  A^. 

Hence  if  we  supposes  set  of  2»-f  1  conjugate  harmonics  given, 
any  other  harmonic  of  the  «*^  order  can  be  expressed  in  terms  of 
them,  and  this  only  in  one  way.     Hence  no  other  harmonic  can  be. 
conjugate  to  all  of  them. 

137.]  We  have  seen  that  if  a  complete  system  of  2«+l  bar- 
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monies  of  the  »*'*  order,  all  conjugate  to  each  other,  be  given, 
any  other  harmonic  of  that  order  can  be  expressed  in  terms  of 
these.  In  such  a  system  of  2  «  + 1  harmonics  there  are  2  »  (2  »  +  1 ) 
variables  connected  by  »(2»-f  l)  equations,  n(2n+l)  of  the 
variables  may  therefore  be  regarded  as  arbitrary. 

We  might,  as  Thomson  and  Tait  have  suggested,  select  as  a 
system  of  conjugate  harmonics  one  in  which  each  harmonic  has 
its  n  poles  distributed  so  that  J  of  them  coincide  at  the  pole  of  the 
axis  of  a?,  k  at  the  pole  of  y,  and  l(=  n-^j-^h)  at  iJbe  pole  of  z. 
The  »4-l  distributions  for  which  /=  0  and  the  n  distributions 
for  which  /  =  1  being  given,  all  the  others  may  be  expressed  in 
terms  of  these. 

The  system  which  has  been  actually  adopted  by  all  mathe- 
maticians (including  Thomson  and  Tait)  is  that  in  which  »— <r  of 
the  poles  are  made  to  coincide  at  a  point  which  we  may  call  the 
Positive  Pole  of  the  sphere,  and  the  remaining  <r  poles  are  placed  at 
equal  distances  round  the  equator  when  their  number  is  odd,  or 
at  equal  distances  round  one  half  of  the  equator  when  their  number 
is  even. 

In  this  case  Mi>  /'a  >  •  •  •  M«-<r  are  each  of  them  equal  to  cos  B,  which 
we  shall  denote  by  jut.  If  we  also  write  v  for  sin ^,  fi„-cr+i •  -i^w  are 
of  the  form  v  cos  (<^— i3),  where  /3  is  the  azimuth  of  one  of  the  poles 
on  the  equator. 

Also  the  value  of  A^^  is  unity,  if  jo  and  q  are  both  less  than  »— <r, 
zero  when  one  is  greater  and  the  other  less  than  this  number,  ani 
cosrir/a  when  both  are  greats,  r  being  an  integral  number  less 
than  a. 

188.]  When  all  the  poles  coincide  at  the  pole  of  the  sphere, 
(7=0,  and  the  harmonic  is  called  a  Zonal  harmonic.  As  the 
zonal  harmonic  is  of  great  importance  we  shall  reserve  for  it  the 
symbol  /„. 

We  may  obtain  its  value  either  from  the  trigonometrical  ex- 
pression (43)  or  more  directly  by  diflferentiation,  thus 

"      ^     '    nl    dz*  V/  ^     '' 

_  1.3.5...(2«-1)  r  «(«-!)     ._2 

»~        1.2.3... »        L         2,(2«-l)'^ 

«(«-l)(«-2)(«-3)        ,_  j^  1 
^  2.4.(2«-l)(2a-3)'^  J 

yQL.  I.  o  ^-m-LQ^^  by  v^oogie 
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where  we  must  give  to  p  every  integral  value  from  zero  to  the 
greatest  integer  which  does  not  exceed  \  n. 

It  ia  sometimes  convenient  to  express  i^  as  a  homogeneous 
function  of  cos  B  and  sin  dy  or,  as  we  write  them,  y^  and  v, 

It  is  shewn  in  the  mathematical  treatises  on  this  subject  that 
Pniii)  is  the  coefficient  of  A*  in  the  expansion  of  (l— 2juiA  + A^)"*. 
The  surface  integral  of  the  square  of  the  zonal  harmonic,  or 

fJiPnYdt^  2^a«/_^\p,(M))MM  =  ^.  (55) 

Hence.  £^  (P.  (y.))'  dy.  =.  ^  •  (56) 

189.]  If  we  consider  a  zonal  harmonic  simply  as  a  function  of  jui, 
and  without  any  explicit  reference  to  ^  spherical  surface>  it  may  be 
called  a  Legendre's  Coefficient. 

If  we  consider  the  zonal  harmonic  as  existing  on  a  spherical 
surface  the  points  of  which  are  defined  by  the  coordinates  0  and  0, 
and  if  we  suppose  the  pole  of  the  zonal  harmonic  to  be  at  i^  point 
(^,  0^),  then  the  value  of  the  zonal  harmonic  at  the  poiat  [By  0) 
is  a  function  of  the  four  angles  ^,  0^;  By  ^  and  because  it  is  a 
fonction  of  f*,  the  cosine  of  the  arc  joining  the  points  {By  4>)  and 
i^i  4>^i  ^^  ^^^  be  unchanged  in  value  if  B  and  ^,  and  also  <^  and  if/, 
are  made  to- change  places.  The  zonal  harmonic  so  expressed  has 
been  called  Laplace's  Coefficient.  Thomson  and  Tait  call  it  the 
Biaxal  Harmonic. 

Any  homogeneous  function  of  ^,y,  j?  which  satisfies  Laplace's  equa- 
tion may  be  called  a  Solid  harmonic,  and  the  value  of  a  solid 
harmonic  at  the  surface  of  »  sphere  whose  centre  is  the  origin  may 
be  called  a  Surface  harmonic.  In  this  book  we  have  defined  a 
surface  harmonic  by  means  of  its  n  poles,  so  that  it  has  only  2  n 
variables.  The  more  general  surface  harmonic^  which  has  2«4-l 
variables,  is  the  more  restricted  surface  harmonic  multiplied  by  an 
arbitrary  constant.  The  more  general  surface  harmonic,  when 
expressed  in  terms  of  B  and  <f>y  is  called  a  Laplace's  Function. 

140  a.]  To  obtain  the  other  harmonics  of  the  synmietrical  system, 
we  have  to  difierentiate  with  respect  to  a  axes  in  the  plane  of  xy 
inclined  to  each  other  at  angles  equal  to  ir/(r.     This  may  be  most 

uigiiizea  oy  '^^jv^v^x  iv^ 
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conveniently  done  by  means  of  the  system  of  imag>inary  coordinates 
given  in  Thomson  and  Tait's  Natural  PAiloiopAy,  vol.  I,  p.  148  (or 
p.  185  of  2nd  edition). 
If  we  write 

f  =  a?-fiy,         iy  =  a?-e>,  (57) 

where  i  denotes  >v^— 1,  the  operation  of  differentiating  with  respect 
to  the  0-  axes  may  be  written 

•(^'-57)  =  ^'  (''^ 

if  one  of  the  axes  coincides  with  the  axis  of  ^^  and 

if  the  axis  of  ^  bisects  the  angle  between  two  of  the  axes. 

We  shall  find  it  convenient  to  express  these  operations  by  the 

(<r)  (<r) 

abbreviated  symbols  of  operation  =  Ds  and  Dc,  respectively.  They 
are,  of  course,  real  operations,  and  may  be  expressed  without  the 
use  of  imaginary  symbols  thus — 

-^^^^^^S^lr.-.   (00) 

We  shall  also  write 

h^^'  =  ^:     and     ^^I>c^I>c:  (62) 

(,r)  (<r) 

60  that  Ds  and  Dc  denote  the  operations  of  differentiating  with 

n  n 

respect  to  n  axes,  »  — o-  of  which  coincide  with  the  axis  ot  z,  while 
the  remaining  0-  make  angles  ir/a  with  each  other  in  the  plane  of 

(<r) 

xy,  Ds  being  used  when  the  axis  of  y  coincides  with  one  of  the 

n 

(<r) 

axes,  and  Dc  when  the  axis  of  y  bisects  the  angle  between  two 
f» 

of  the  axes. 

The  two  tesseral  surface  harmonics  of  order  n  and  type  a  may 

now  be  written 

i<r)  1  W 1 

/^  =  (_)n_L^«+ii>,  i,  (63) 

(»)  1  (»)1 

Tcz^i^Y-^r-^-^Dc^.  (64) 
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Writing         /m  =  cos  ^,     v  :=  sin  Oy    p*  =  x^  +^, 
so  that         z  =  fir,     p  =z  vr,     x  :=  pcoQ(f>,    y  =  p  sin  <^, 

.■«h.y.  i)';'i=(_,).e^i(^_f.)_l_,  (66, 

in  which  we  may  write 

|('?'-f')  =  p'sincr^^,  ^(^'  +  ^')  =  P'coscr^.         (67) 

We  have  now  only  to  differentiate  with  respect  to  z,  which  we 
may  do  either  so  as  to  obtain  the  result  in  terms  of  r  and  z,  or  as  a 
homogeneous  function  of  z  and  p  divided  by  a  power  of  r, 

^^n-<r   ^2<r+l  -  \       ^)  2-«!    (2(r)I    r^'  +  l  ^ 


tft-'         1       _.       .,_(«  +  (r)l      1 

['--"•"ry^.r"'""'-'-^'^-]-  '^»> 

If  we  write 

"       r        2.(2«-i)    '^ 

(«-.r)(«-<r-l)(«-.r-2)(«-.r-3)  ,  l 

+  2.4.(2«-l)(2«-3)t  **  «c.J,  (70) 

and 
cv<')  =  ^ L.-, _  (n-c){n-a-l)  , 

r  4(<r+l)         ** 

(«-<.)(«-^-l)(«-^-2)(;t^<r-8)  ,  I 

^  4.8.(<r+l)(a  +  2)  **  "^       «C.J,  (71) 

then  w_2''-'«i(«  +  <r)!      (» 

60  that  these  two  functions  differ  only  by  a  constant  factor. 

We  may  now  write  the  expressions  for  the  two  tesseral  harmonics 
of  order  n  and  type  a  in  terms  either  of  ©  or  3", 

We  must  remember  that  when  o-  =  0,  sin  <r<^  =  0  and  cos  <r^  =  1. 
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For  every  value  of  <r  from  1  to  n  inclusive  there  is  a  pair  of 

(0)  (e) 

harmonics,  but  when  or  =  0,  T*  =  0  and  ¥c  =  2P^,  the  zonal  har- 

n  n 

monic.  The  whole  number  of  harmonics  of  order  n  is  therefore 
2»-f  1,  as  it  ought  to  be. 

140  i.]  The  numerical  value  of  J  adopted  in  this  treatise  is  that 
which  we  find  by  differentiating  r~^  with  respect  to  the  n  axes  and 
dividing  by  n  1  It  is  the  product  of  four  factors,  the  sine  or  cosine 
of  0-^,  1^,  a  function  of  fi  (or  of  /x  and  v),  and  a  numerical  co- 
efficient. 

The  product  of  the  second  and  third  factors,  that  is  to  say,  the 
part  depending  on  0,  has  been  expressed  in  terms  of  three  different 
symbols  which  differ  from  each  other  only  by  their  numerical 
factors.  When  it  is  expressed  as  the  product  of  i^  into  a  series  of 
descending  powers  of  /x,  the  first  term  being  /x*"*',  it  is  the  function 
which  we,  following  Thomson  and  Tait,  denote  by  0. 

The  fimction  which  Heine  {Ilandbuch  der  Kugelfunctionen^  §  ^7) 
denotes  by  P^**^  and  calls  elite  zugeordnete  Function  erster  Art^  or,  as 
Todhunter  translates  it,  an  '  Associated  Function  of  the  First  Kind,' 
is  related  to  0^'^  by  the  equation 

0ir>=(-fP^">.  (75) 

The  series  of  descending  powers  of  jui,  beginning  with  fx*"*',  is 
expressed  by  Heine  by  the  symbol  5p^\  and  by  Todhunter  by  the 
symbol  «r  (cr, »). 

This  series  may  also  be  expressed  in  two  other  forms, 

^t^  ^^ia  n\^  (^~^)'    ^"^"   rix2-  1^" 
?P.    -t^(cr,«)--^2^^j^;j^(fx-l) 

_2-(^-cr)!nI   d^ 

"—(2^)1 rf^I^^-    ^^^> 

The  last  of  these,  in  which  the  series  is  obtained  by  differentiating 
the  zonal  harmonic  with  respect  to  /ut,  seems  to  have  suggested  the 
symbol  adopted  by  Ferrers,  who  defines  it  thus 

^-  =^;^^«  =  2>=^)uT^"  ^^^^ 

When  the  same  quantity  is  expressed  as  a  homogeneous  function 

of  fx  and  v,  and  divided  by  the  coefficient  of  /i*"*'  v^^  it  is  what  we 

have  already  denoted  by  5„  • 

140  c.]   The  harmonics  of  the  symmetrical  system  have  been 

classified  by  Thomson  and  Tait  with  reference  to  the  form  of  the 

spherical  curves  at  which  they  become  zero.  ^  j 
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The  value  of  the  zonal  harmonic  at  any  point  of  the  sphere  is 
a  function  of  the  cosine  of  the  polar  distance,  which  if  equated 
to  zero  gives  an  equation  of  the  n^^  degree,  all  whose  roots  lie 
between  —1  and  +1,  and  therefore  correspond  to  n  parallels  of 
latitude  on  the  sphere. 

The  zones  included  between  these  parallels  are  alternately  positive 
and  negative,  the  circle  surrounding  the  pole  being  always  positive. 

The  zonal  harmonic  is  therefore  suitable  for  expressing  a  function 
which  becomes  zero  at  certain  parallels  of  latitude  on  the  sphere, 
or  at  certain  conical  surfaces  in  space. 

The  other  harmonics  of  the  sjrmmetrical  system  occur  in  pairs, 
one  involving  the  cosine  and  the  other  the  sine  of  o-^.  They 
therefore  become  zero  at  o*  meridian  circles  on  the  sphere  and  also 
&tn—<T  parallels  of  latitude,  so  that  the  spherical  sur&ce  is  divided 
into  2or(»— <r— 1)  quadrilaterals  or  tesserae,  together  with  4o- 
triangles  at  the  poles.  They  are  therefore  useful  in  investigations 
relating  to  quadrilaterals  or  tesserae  on  the  sphere  bounded  by 
meridian  circles  and  parallels  of  latitude. 

They  are  all  called  Tesseral  harmonics  except  the  last  pair,  which 
becomes  zero  at  n  meridian  circles  only,  which  divide  the  spherical 
surface  into  2n  sectors.  This  pair  are  therefore  called  Sectorial 
harmonics. 

141.]  We  have  next  to  find  the  surface  integral  of  the  sqvare  of 
any  tesseral  harmonic  taken  over  the  sphere.  This  we  may  do  by 
the  method  of  Art.  134.  We  convert  the  surface  harmonic  T^'^  into 
a  solid  harmonic  of  positive  degree  by  multiplying  it  by  r*  we 
di£Perentiate  this  solid  harmonic  with  respect  to  the  n  axes  of  the 
harmonic  itself,  and  then  make  a?  =  y  = ;?  =  0,  and  we  multiply  the 

result  by  — ^tt rr  • 

These  operations  are  indicated  in  our  notation  by 

Writing  the  solid  harmonic  in  the  form  of  a  homogeneous  func- 
tion of  z  and  f,  iy,  viz., 

we  find  that  on  performing  the  diflferentiations  with  respect  to  z^ 
all  the  terms  of  the  series  except  the  first  disappear,  and  the  factor 
(«  — (t)!  is  introduced. 
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Continuing  the  diflterentiation  with  respect  to  f  and  rj  we  get  rid 
also  of  these  variables  and  introduce  the  factor  a  I,  so  that  the  final 
result  is 

We  shall  denote  the  second  member  of  this  equation  by  the 
abbreviated  symbol  [n,  a]. 

This  expression  is  correct  for  all  values  of  <r  from  1  to  « inclusive, 
but  there  is  no  harmonic  in  sin  (T^<»orresponding  to  o-  =  0. 

In  the  same  way  we  can  shew  that 

for  all  values  of  <t  from  1  to  «  inclasive. 

When  ir  3=  0,  the  harmonic  bec(«ie8  the  zonal  harmonic,  and 

/M')*- =//«)- =^-       (-> 

a  result  which  may  be  obtained  directly  from  equation  (50)  by 
putting  r^  =  ^  and  remembering  that  the  value  of  the  zonal 
harmonic  at  its  pole  is  unity. 

142  a.]  We  can  now  apply  the  method  of  Art.  136  to  determine 
the  coefficient  of  any  given  tesseral  surface  harmonic  in  the 
expansion  of  any  arbitrary  function  of  the  position  of  a  point  on 
a  sphere.  For  let  F  be  the  arbitrary  function,  and  let  A^  be  the 
coefficient  of  Y^^  in  the  expansion  of  this  function  in  surface 
harmonics  of  the  symmetrical  system 

ffFY<:'ds  =  jf^j]{Yt')'d»  =  ^'>  [«, .].  (83) 

where  [»,  o-]  is  the  abbreviation  for  the  value  of  the  surface  integral 
g^ven  in  equation  (80). 

142  d.]  Let  4^  be  any  function  which  satisfies  Laplace's  equation^ 
and  which  has  no  singular  values  within  a  distance  a  of  a  point  0, 
which  we  may  take  as  the  origin  of  coordinates.  It  is  always 
possible  to  expand  such  a  function  in  a  series  of  solid  harmonics 
of  positive  degree,  having  their  origin  at  0. 

One  way  of  doing  this  is  to  describe  a  sphere  about  0  as  centre 
with  a  radius  less  than  a,  and  to  expand  the  value  of  the  potential 
at  the  surface  of  the  sphere  in  a  series  of  surface  harmonics. 
Multiplying  each  of  these  harmonics  by  rja  raised  to  a  power 
equal  to  the  order  of  the  surface  harmonic,  we  obtain  the  solid 
harmonics  of  which  the  given  function  is  the  sum. 
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But  a  more  convenient  method,  and  one  which  does  not  involve 
integration,  is  by  differentation  with  respect  to  the  axes  of  the 
harmonics  of  the  symmetrical  system. 

For  instance,  let  us  suppose  that  in  the  expression  of  4^,  there  is 

(o)      (<r). 

a  term  of  the  form  Ac  Yc  r". 

n        i» 

If  we  perform  on  ^  and  on  its  expansion  the  operation 

and  put  ;r,  y^  z  equal  to  zero  after  differentiating,  all  the  terms 

.  .         (^) 
of  the  expansion  vanish  except  that  containing  Ac. 

n 

Expressing  the  operator  on  ♦  in  terms  of  differentiators  with 
respect  to  the  real  axes,  we  obtain  the  equation 
^"-'    (^'         <r{<r-l)d'--    d^  . 

dz"-'  ^dar  1.2      dos'-^dy^^       > 

from  which  we  can  determine  the  coefficient  of  any  harmonic  of  the 
series  in  terms  of  the  differential  coefficients  of  ^  with  respect  to 
Xy  y,  z  at  the  origin. 

148.]  It  appears  from  equation  (50)  that  it  is  always  possible 
to  express  a  harmonic  as  the  sum  of  a  system  of  zonal  harmonics 
of  the  same  order,  having  their  poles  distributed  over  the  surface 
of  the  sphere.  The  simplification  of  this  system,  however,  does  not 
appear  easy.  I  have,  however,  for  the  sake  of  exhibiting  to  the 
eye  some  of  the  features  of  spherical  harmonics,  calculated  the  zonal 
harmonics  of  the  third  and  fourth  orders,  and  drawn,  by  the 
method  already  described  for  the  addition  of  functions,  the  equi- 
potential  lines  on  the  sphere  for  harmonics  which  are  the  sums  of 
two  zonal  harmonics.  See  Figures  VI  to  IX  at  the  end  of  this 
volume. 

Fig.  VI  represents  the  difference  of  two  zonal  harmonics  of  the 
third  order  whose  axes  are  inclined  120°  in  the  plane  of  the  paper, 
and  this  difference  is  the  harmonic  of  the  second  type  in  which  o-  =  1 , 
the  axis  being  perpendicular  to  the  paper. 

In  Fig.  VII  the  harmonic  is  also  of  the  third  order,  but  the 
axes  of  the  zonal  harmonics  of  which  it  is  the  sum  are  inclined 
90°,  and  the  result  is  not  of  any  type  of  the  symmetrical  system. 
One  of  the  nodal  lines  is  a  great  circle^  but  the  other  two  which  are 
intersected  by  it  are  not  circles. 

Fig.  VIII  represents  the  difference  of  two  zonal  harmonics  of 
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the  fourth  order  whose  axes  are  at  right  angles.     The  result  is  a 
tesseral  harmonic  for  which  »  =  4,  <r  =  2. 

Fig.  IX  represents  the  sum  of  the  same  zonal  harmonics.  The 
result  gives  some  notion  of  one  type  of  the  more  general  har- 
monic of  the  fourth  order.  In  this  type  the  nodal  line  on  the 
sphere  consists  of  six  ovals  not  intersecting  each  other.  Within 
these  ovals  the  harmonic  is  positive,  and  in  the  sextuply  connected 
part  of  the  spherical  surface  which  lies  outside  the  ovals,  the  har- 
monic is  negative. 

All  these  figures  are  orthogonal  projections  of  the  spherical 
surface. 

I  have  also  drawn  in  Fig.  V  a  plane  section  through  the  axis 
of  a  sphere,  to  shew  the  equipotential  surfaces  and  lines  of  force 
due  to  a  spherical  surface  electrified  according  to  the  values  of  a 
spherical  harmonic  of  the  first  order. 

Within  the  sphere  the  equipotential  surfaces  are  equidistant 
planes,  and  the  lines  of  force  are  straight  lines  parallel  to  the  axis, 
their  distances  from  the  axis  being  as  the  square  roots  of  the 
natural  numbers.  The  lines  outside  the  sphere  may  be  taken  as  a 
representation  of  those  which  would  be  due  to  the  earth's  magnetism 
if  it  were  distributed  according  to  the  most  simple  type. 

144  a.]  We  are  now  able  to  determine  the  distribution  of 
electricity  on  a  spherical  conductor  under  the  action  of  electric 
forces  whose  potential  is  given. 

By  the  methods  already  given  we  expand  *,  the  potential  due 
to  the  given  forces,  in  a  series  of  solid  harmonics  of  positive 
degree  having  their  origin  at  the  ceutre  of  the  sphere. 

Let  A^T^T^  be  one  of  these,  then  since  within  the  conducting 
sphere  the  potential  is  uniform^  there  must  be  a  term  —A^r^Y^ 
arising  from  the  distribution  of  electricity  on  the  surface  of  the 
sphere,  and  therefore  in  the  expansion  of  4'n'<T  there  must  be  a  term 

In  this  way  we  can  determine  the  coefficients  of  the  harmonics  of 
all  orders  except  zero  in  the  expression  for  the  surface  density. 
The  coefficient  corresponding  to  order  zero  depends  on  the  charge, 
e,  of  the  sphere,  and  is  given  by  47rcro  =  a^^e. 

The  potential  of  the  sphere  is 

144  £.]  Let  us  next  suppose  that  the  sphere  is  placed  in  the 
neighbourhood  of  conductors  connected  with  the  earth,  and  that    ^ 
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Green's  Function,  (?,  has  been  determined  in  terms  of  a?,  y,  z  and 
^\  />  ^\  the  coordinates  of  any  two  points  in  the  region  in  which 
the  sphere  is  placed. 

If  the  surface  density  on  the  afphere  is  expressed  in  a  series 
of  spherical  harmonics,  then  the  electrical  phenomena  outside  the 
sphere,  arising  from  this  charge  on  the  sphere,  are  identical  with 
those  arising  from  an  imaginary  series  of  singular  points  all 
at  the  centre  of  the  sphere,  the  first  of  which  is  a  single  point 
haying  a  charge  equal  to  that  of  the  sphere  and  the  others  are 
multiple  points  of  different  orders  corresponding  to  the  harmonics 
which  express  the  surface  density. 

Let  Green's  function  be  denoted  by  ff^^,  where  p  indicates  the 
point  whose  coordinates  are  a?,  y,  z^  and  p'  the  point  whose  co- 
ordinates are  a^,  y,  /. 

If  a  charge  A^  is  placed  at  the  point  j/j  then,  considering 
^'^.y'j  ^  ^  constants,  0^  becomes  a  function  of  x^  y,  z  and  the 
potential  arising  from  the  electricity  induced  on  surrounding  bodies 

V^ois  *  =  ^o^pp'.  (1) 

If,  instead  of  placing  the  charge  A^  at  the  point  p\  it  were 

distributed  uniformly  over  a  sphere  of  radius  a  having  its  centre 

at  p\  the  value  of  4^  at  points  outside  the  sphere  would  be  the 

same. 

If  the  charge  on  the  sphere  is  not  uniformly  distributed,  let 

its  surface  density  be  expressed^  as  it  always  can,  in  a  series  of 

spherical  harmonics,  thus 

4ffa«ir  =  Jo  +  32<iri  +  &C.  +  (2«+l)i4„r,,.  (2) 

The  potential  arising  from  any  term  of  this  distribution,  say 

47raV,  =  (2«+l)^,r„,  (3) 

will  be  —^^^A^Y^  for  points  inside  the  sphere,  and  -jj:n:'^»^«  ^^^ 

points  outside  the  sphere. 

Now  the  latter  expression,  by  equations  (13),  (14),  Art.  129,  is 
equal  to     ,  (     ^\n  j  ^"^       ^'^       i . 

or  the  potential  outside  the  sphere,  due  to  the  charge  on  the 
surface  of  the  sphere,  is  equivalent  to  that  due  to  a  certain 
multiple  point  whose  axes  are  ^^ ...  ^n  &i^d  whose  moment  is 
A^a\ 

Hence  the  distribution  of  electricity  on  the  surrounding  con- 
ductors and  the  potential  due  to  this  distribution  is  the  same  as 
that  which  would  be  due  to  such  a  multiple  point.  ^  t 
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Tlie  potential,  therefore,  at  the  point  p,  or  (x,  y,  z),  due  to  the 
induced  electrification  of  surrounding  bodies,  is 

where  the  accent  over  the  d's  indicates  that  the  differentiations  are 
to  be  performed  with  respect  to  af,  y\  /.  These  coordinates  are 
afterwards  to  be  made  equal  to  those  of  the  centre  of  the  sphere. 

It  is  convenient  to  suppose  r„  broken  up  into  its  2»+  1  con- 
stituents of  the  symmetrical  system.  Let  J^^  ¥^^  be  one  of  these, 
then  d^n  ,. 

It  is  unnecessary  here  to  supply  the  affix  a  or  c,  which  indicates 
whether  sin  o-(^  or  cos  (r<^  occurs  in  the  harmonic 
We  may  now  write  the' complete  expression  for  ^, 

*  =  ^(?  +  22[<'^^2>'r<?]-  (6) 

But  within  the  ^sphere  the  potential  is  constant,  or 

*+  i  J.  +  Ss[^^;'>r^'>]  =  constant.  (7) 

Now  perform  on  this  expression  the  operation  B^^^^  where  the 
differentiations  are  to  be  with  respect  to  x  y,  z,  and  the  values 
of  n^  and  o-j  are  independent  of  those  of  n  and  (t.  All  the  terms  of 
(7)  will  disappear  except  that  in  J^'''^  and  we  find 

V^^n^X  a»i+i    «i 

=  ^oi>S'e+Ss[<^<«>i>'f>&].    (8) 

We  thus  obtain  a  set  of  equations,  the  first  member  of  each  of 
which  contains  one  of  the  coefficients  which  we  wish  to  determine. 
The  first  term  of  the  second  member  contains  A^^  the  charge  of 
the  sphere,  and  we  may  regard  this  as  the  principal  term. 

Neglecting,  for  the  present,  the  other  terms,  we  obtain  as  a 
first  approximation 

^-       2(«,  +  ,r.)!K-a,)l''»''        ^'^^-  ^^^ 

If  the  shortest  distance  from  the  centre  of  the  sphere  to  the 
nearest  of  the  surrounding  conductors  is  denoted  by  i, 
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If,  therefore,  b  is  large  compared  with  a,  the  radius  of  the  sphere, 
the  coefficients  of  the  other  spherical  harmonics  are  very  small 
compared  with  Aq  .  The  terms  after  the  first  on  the  right-hand 
side  of  equation  (8)  will  therefore  be  of  an  order  of  magnitude 

similar  to  (-7) 

We  may  therefore  neglect  them  in  a  first  approximation,  and  in 
a  second  approximation  we  may  insert  in  these  terms  the  values 
of  the  coefficients  obtained  by  the  first  approximation,  and  so  on 
till  we  arrive  at  the  degree  of  approximation  required. 

Distribution  of  electricity  on  a  nearly  spherical  conductor. 

145  a.]  Leji  the  equation  of  the  surface  of  the  conductor  be 

r  =  a{l+F),  (1) 

where  ^  is  a  function  of  the  direction  of  r,  that  is  to  say  of  $  and  <^, 
and  is  a  quantity  the  square  of  which  may  be  neglected  in  this 
investigation. 

Let  F  be  expanded  in  the  form  of  a  series  of  surface  harmonics 

^=/o+/xl^.+/2i;  +  &c.+/.r..  (2) 

Of  these  terms,  the  first  depends  on  the  excess  of  the  mean 
radius  above  a.  If  therefore  we  assume  that  a  is  the  mean  radius, 
that  is  to  say,  approximately  the  radius  of  a  sphere  whose  volume 
is  equal  to  that  of  the  given  conductor,  the  coefficient  /q  will 
disappear. 

The  second  term,  that  in/^,  depends  on  the  distance  of  the 
centre  of  mass  of  the  conductor,  supposed  of  uniform  density,  from 
the  origin.  If  therefore  we  take  that  centre  for  origin,  the 
coefficient /i  will  also  disappear. 

We  shall  begin  by  supposing  that  the  conductor  has  a  charge  A^j 
and  that  no  external  electrical  force  acts  on  it.  The  potential 
outside  the  conductor  must  therefore  be  of  the  form 

r=A,l  +A,¥,'^+Scc.  +  A„T:-^,  (3) 

where  the  surface  harmonics  are  not  assumed  to  be  of  the  same 
types  as  in  the  expansion  of  F. 

At  the  surface  of  the  conductor  the  potential  is  that  of  the 
conductor,  namely,  the  constant  quantity  a. 

Hence,  expanding  the  powers  of  r  in  terms  of  a  and  F^  and 
neglecting  the  square  and  higher  powers  of  F,  we  have 
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+  d,J^T:{l-in+l)F).     (4) 

Since  the  coefficients  A^  &c.  are  evidently  small  compared  with 
^0,  we  ma  J  begin  bj  neglecting  products  of  these  coefficients 
into  F. 

If  we  then  write  for  F  in  its  first  term  its  expansion  in  spherical 
harmonics,  and  equate  to  zero  the  terms  involving  harmonics  of 
the  same  order,  we  find 

«  =  ^o^'  (5) 

^,7/  =  ^a/ir,  =  0,  (6) 


A^r:=.Aoa^AT,.  (7) 

It  follows  from  these  equations  that  the  Z"s  must  be  of  the 
same  type  as  the  T%  and  therefore  identical  with  them^  and  that 
^1  =  0  and  A^  s=  A^a""/^. 

To  determine  the  density  at  any  point  of  the  surface,  we  have 
the  equation  dJ^  iV 

where  v  is  the  normal  and  c  is  the  angle  which  the  normal  makes 
with  the  radius.  Since  in  this  investigation  we  suppose  F  and  its 
first  diflTerential  coefficients  with  respect  to  B  and  <^  to  be  small, 
we  may  put  cose  =  1,  so  that 

Expanding  the  powers  of  r  in  terms  of  a  and  F^  and  neglecting 
products  of  ^ into  A^^  we  find 

4ir(r  =  ^oi(l-2^)  +  &c.H-(^  +  l)^n-i2i;.  (10) 

Q0  Of 

Expanding  F  in  spherical  harmonics  and  giving  A^  its  value 
as  already  found,  we  obtain 

4^cr  =  ^oi[l+/2J'2H-2/3^3+&c.  +  («-l)/,,7J.  (11) 

a 

Hence,  if  the  surface  differs  from  that  of  a  sphere  by  a  thin 
stratum  whose  depth  varies  according  to  the  values  of  a  spherical 
harmonic  of  order  «,  the  ratio  of  the  difference  of  the  surface 
densities  at  any  two  points  to   their   sum  will  be  n— 1    times 
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the  ratio  of  the  difference  of  the  radii  at  the  same  two  points  to 
their  sum. 

145  i.]  If  a  nearly  spherical  conductor  is  acted  on  bj  external 
electric  forces,  let  the  potential,  Z7,  arising  from  these  forces  be 
expanded  in  a  series  of  spherical  harmonics  of  positive  degree, 
having  their  origin  at  the  centre  of  volume  of  the  conductor 

[7=  5o  +  A^i'i>^2'^^/H-&c.  + J,rT/,  (12) 

where  the  accent  over  T  indicates  that  this  harmonic  is  not 
necessarily  of  the  same  type  as  the  harmonic  of  the  same  order 
in  the  expansion  of  F. 

If  the  conductor  had  been  aconrately  spherical,  the  potential 
arising  from  its  surface  charge  at  a  point  outside  the  conductor 
would  have  been 

^='A|-Bi^^i-&c-^.^^/.  (13) 

Let  the  actual,  pat^itial  arising  from  tiie  sur&ce  charge  be 
F-t-  W,  where 

»^=Coi+<?i^V+&c.+  C^pi^3;."+...;         (14) 

the  harmonics  with  a  double  accent  being  different  from  those 
occurring  either  in  i^  or  in  {7,  and  the  coeffloients  C  being  small 
because  F  is  small. 
The  condition  to  be  fulfilled  is  that,  when  r  =  a(l  +^), 

tr+r+ ^ssoonstant  =  -4o-H--So> 

the  potential  of  the  conductor. 

Expanding  the  powers  of  r  in  tenns  of  a  and  F^  and  retaining 
the  first  power  of  J^  when  it  is  multiplied  by  A  or  -B,  but  neglecting 
it  when  it  is  multiplied  by  the  small  quantity  C,  we  find 

+  CoJ  +  C,^li-+&c.  +  (7^j;i^r^-==0.  (15) 

To  determine  the  coefficients  C,  we  must  perform  the  multipli- 
cation indicated  in  the  first  term,  and  express  the  result  in  a  series 
of  spherical  harmonics.  This  series,  with  the  signs  reversed,  will  be 
the  series  for  W  at  the  sur£Eu;e  of  the  conductor. 

The  product  of  two  spherical  harmonics  of  orders  %  and  i»,  is 
a  rational  function  of  degree  « +  m  in  a?/r,  y/r^  and  zlr,  and  can 
therefore  be  expanded  in  a  series  of  spherical  harmonics  of  orders 
not  exceeding  nt-k-n.    If,  therefore,  F  can  be  expanded  in  spherical 
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liarmonics  of  orders  not  exceeding  i»,  and  if  the  potential  due  to 
external  forces  can  be  expanded  in  spherical  harmonics  of  orders 
not  exceeding  n,  the  potential  arising  from  the  surface  charge  will 
involve  spherical  harmonics  of  orders  not  exceeding  m-^n. 

This  sur&ce  density  can  then  be  found  from  the  potential  by 
the  equation  « 

4Trir  +  ^  (U+  T^.  W)  =  0;  (16) 

145<;.]  A  nearly  spherical  conductor  enclosed  in  a  nearly  spherical 
and  nearly  concentric  vessel: 

Let  the  equation  of  the  surface  of  the  conductor  be 

r^a{l+F\  (17). 

where  F^f^Y^^%c<i.+/;^rl'\  (IjB) 

Let  the  equation  of  the  inner  surface  of  the  vessel  be 

r  =  J(l'+(?),  (19) 

where  S^  »  ^i  ^i  +  &c.  +y^^  T^J^\  (20) 

the  /'s  and  y's  being  small  compared  with  unity,  and  Y^^  being 
the  surface  harmonic  of  order  n  and  type  cr. 

Let  the  potential  of  the  conductor  be  a,  and  that  of  the  vessel  fi. 
Let  the  potential  at  any  point  between  the  conductor  and  the 
vessel  be  expanded  in  spherical  harmonics,  thus 

+  *aJ+*in-^+fc^.  +  ^l''l1''^,  (21) 

then  we  have  to  determine  the  constants  of  the  forms  h  and  k  so 
that  when  r  =  a (1  +^),  4^  «  a,  and  when  r  =  i(l  +  G),  +  =  ^. 

It  is  manifest,  from  our  former  investigation^  that  all  the  ^'s 
and  Vh  except  h^  and  k^  will  be  small  quantities^  the  products  of 
which  into  F  may  be  neglected.     We  may,  therefore,  write 

a  =  h,W-{^-F)^^-  +  (*i'^«-  +  *^'p^)^i''.      (22) 

/3  =  A„+*,i(l-(?)  +  &c.+  (^t'*"  +  *!:'jil)j;''^     (23) 
We  have  therefore  ,^^^^)t^\,  (24) 
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*o^/r=*r''"+*r^x'  (26) 

*.i^r=>ir*-+*r3ir.  (27) 

whence  we  find  for  the  charge  of  the  inner  conductor 

*o  =  (a-/3)3-^.  (28) 
and  for  the  coefficients  of  the  harmonics  of  order  n 


'*«  —  '^O  J2»+l_^2n+l  ' 


(29) 


K  =  haH^\J,l_\,J',  (30) 

where  we  must  remember  that  the  coefficients y*n»  ^«»  *«)  *n  are 
those  belonging  to  the  same  type  as  well  as  order. 

The  surface  density  on  the  inner  conductor  is  given  by  the 
equation 

.here^.=^-'"""^''^;r:'i.7/.-''-^''""''-       (3.) 

146.]  As  an  example  of  the  application  of  zonal  harmonics, 
let  us  investigate  the  equilibrium  of  electricity  on  two  spherical 
conductors. 

Let  a  and  h  be  the  radii  of  the  spheres,  and  c  the  distance 
between  their  centres.  We  shall  also,  for  the  sake  of  brevity, 
write  a  =  cxy  and  h  z=.cy^  so  that  x  and  y  are  numerical  quantities 
less  than  unity. 

Let  the  line  joining  the  centres  of  the  spheres  be  taken  as 
the  axis  of  the  zonal  harmonics,  and  let  the  pole  of  the  zomil 
harmonics  belonging  to  either  sphere  be  the  point  of  that  sphere 
nearest  to  the  other. 

Let  T  be  the  distance  of  any  point  from  the  centre  of  the  first 
sphere,  and  %  the  distance  of  the  same  point  from  that  of  the  second 
sphere. 

Let  the  surface  density,  (Tj,  of  the  first  sphere  be  given  by  the 
equation 

so  that  A  is  the  total  charge  of  the  sphere,  and  A^^  &c.  are  the 
coefficients  of  the  zonal  harmonics  ij,  &c. 
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The  potential  due  to  this  distribution  of  charge  may  be  repre- 
sented by 

U'=l[A  +  A,P,^+J,P,^+&c.+A,P^g,]  (2) 

for  points  inside  the  sphere,  and  by 

U^l[A+A,P,^-+A,P,^+kc.+A^P^''^]  (3) 

for  points  outside. 

Similarly,  if  the  sur&ce  density  on  the  second  sphere  is  given 
by  the  equation 

4ira^b^  =  5+5iP,  +  &c.  +  (2«  +  l)5,P„  (4) 

the  potential  inside  and  outside  this  sphere  may  be  represented 
by  equations  of  the  form 

r=l[B+B^P,i+&c.  +  S,P,f^.  (5) 

r=:i[5+AA^+&o.+j.p,i^],  (6) 

where  the  general  harmonics  are  related  to  the  second  sphere. 

The  charges  of  the  sphere  are  A  and  £  respectiyely. 

The  potential  at  every  point  within  the  first  sphere  is  constant 
and  equal  to  a,  the  potential  of  that  sphere,  so  that  within  the 
first  sphere  U'+r=za.  {?) 

Similarly,  if  the  potential  of  the  second  sphere  is  y3,  for  points 
within  that  sphere,  1/'+  F'=  p.  (8) 

For  points  outside  both  spheres  the  potential  is  ^,  where 

U^r^^.  (9) 

On  the  axis,  between  the  centres  of  the  spheres, 

r+*=c.  (10) 

Hence,  differentiating  with  respect  to  r,  and  after  differentiation 
making  r  =  0,  and  remembering  that  at  the  pole  each  of  the 
zonal  harmonics  is  unity,  we  find 

A   21       d'V      ^  ,,,. 


where,  after  differentiation,  *  is  to  be  made  equal  to  c. 
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If  we  perform  the  differentaAtioiM,  and  write  «/»  =  »  vdA.  h/c  t*  y, 
these  equations  become 


ki2) 


•■1 

(13) 


0  =*  i<«+2?««'+»  +  («+l)2?,<r+V+K«+i)(»+«)-^8«**y 

By  the  corresponding  operations  for  the  second  sphere  we  find, 
0  =a  5j + ^/ +  3  Jj  «y»  +  64j»«y» + &C.  +  H«»  + 1 )  («» +  2)4.  «"y 

0  =  B,+Ay*^  +(»+  i)4i«y"+Hi  («+ 1)(«+ 2)a>«/'*»+&«. 

To  determine  the  potentials^  a  and  fi^  of  the  two  q^beres  we  have 
the  equations  (7)  and  (8),  which  we  may  now  write 

ep  =  B^  •\'A+A^x-^A^x^  +  kc.  +  A^ar.  (15) 

«y 

If,  therefore,  we  confine  onr  attention  to  the  coefficients  Ay^  to  A^ 
and  B^  to  ^m,  we  have  m-\-n  equations  from  which  to  determine 
these  quantities  in  terms  of  A  and  J3,  the  charges  of  the  two 
spheres,  and  by  inserting  the  values  of  these  coefficients  in  (14) 
and  (15)  we  may  express  the  potentials  of  the  spheres  in  terms  of 
their  charges. 

These  operations  may  be  expressed  in  the  form  <^  determinants, 
but  for  purposes  of  calculation  it  is  more  convenient  to  proceed  »» 
follows* 

Inserting  in  equations  (12)  the  values  oi  B^,..B^  from  equ&* 
tions  (13),  we  find 

Ji  =  -jB«2^j^^|-2.1  +  3.1j^H4.1y*  +  6.iy»  +  6.iy» 
+Jia?»/[2. 2  +  3. 3y»H.4. 4^+6.5/ 
+  i<2a^y»[2.3  +  3.6y«  +  4.10y* 

'¥A^(xfif[2.S.  (16) 
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+.rfi«*jr8[3.2  +  6. 3/+ 10.4jf* 
+^«»/[3.8  +  6.6^ 

+  ^j««/[3.4.  (17) 

^  =  - JiB*+ii  «*/[4 . 1  + 10 . 1/ +  20. ly* 
+i<l«»/[4,2  +  10.3jr* 
+^««/[4.».  (18) 

At  =  -Bgfi+A  «»/[6  + 16/ 

+Ji*«/[5.2.  (19) 

Bj  sobstitatiDg  in  the  second  members  of  ibese  eqoations  the 

approximate  values  of  ^^  Son.,  and  repeating  the  proeeas  &r  Anther 

approximations,  we  may  cany  the  approximation  to  the  ooe£Scient 

to  any  extent  in  ascending  powers  and  prodaots  of  0  and  jr.    If 

we  write  ^=    /»»^-y.J, 

B^  =  -r,A+»^Si 
we  find 

/»,  =  ««/ [2  +     8/+     4y*+     5/+     6/  +  7>»+8^»  +  9y"+&c. 
+«'/[8  +   30/+   75/+154y'  +  a80/+&o. 
+«^/[l8+    90/  +  288/  +  735/  +  &C 
+ «»/  [32  +  200/  +  780/  +  &C, 
+«»*/[50  +  875/+&c. 
+  «">/[72  +  &c. 

+ai«/[32  +  192/ 
+»»y  [144  +  40. 
(20) 

+«»/[4  +   9/+    16/+   2«/+   36/ +   49/»+64/«+&c. 

+«V[6   +18^"+   40/+    75/+126/+196/"»+&C. 

+  «»/[8    +30/+   80/+176/  +  336/+&C. 

+«"/[l0+45/+ 140/  +  360/  +  &C. 

+aJ8/[l2  +  63/+ 224/+«HJ. 

+»"/[14+84/  +  &c 

+»'y[l6+&c. 
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+««y*[  16+      72y^+   209/+488/  +  &C. 
+  a^iy[  60+    342y^+1222/  +  &c, 

+a?iy[308  +  &c. 


+  "«/[  64  +  &C.  (21) 

It  will  be  more  convenient  in  subsequent  operations  to  write 

these  coefficients  in  terms  of  a,  d,  and  c,  and  to  arrange  the  terms 

according  to  their  dimensions  in  c.    This  will  make  it  easier  to 

diflTerentiate  with  respect  to  c.    We  thus  find 

/?,=  2a2fi3^«  +  3a»*«<?-7  +  4a24''<r-«  +  (5a«4»+8fl«J«)<r-^i 
+  (6a2*ii  +  30fl«d8+18a7i«)(?-i» 
+(7a2ii«+76a«4io  +  90a'^*8  +  32a»i«)<?-i» 

+  (8a»4"+154a«fii2^288a''*^<>  +  32a«*»  +  200a»i8+50(i"4«)<?-" 
+  (9a2i"  +  280a«i"+736a'^J^2^192flj8jii^780a»4io 

+  144a^oj9^375^uj8^  72^1356)^-19,     (22) 

jj  =  aJ^c"^  +  4  a^i^t?-*  +  (ea'^i^^.  g  a^b^)c-^^ 
+  (8a»4»+18a^4«+16a«i7)^-i2 

+  (10aiiiH30a«is+16a86«  +  40a''i''+25(i«i»)(?-i* 

+  (12ai3i3^45aiiS«  +  60aioj6^80a»J'' 

+  72a8  J«  +  76a'^i9  +  36a«4ii)(?-" 
+  (14(ii«J»  +  63ai3j6^150fli2j6^  140^1157^  342aioi8 

+  175a»  fiH  209^8  *i<^  + 126^7  J^  +  49a«i^)c-M 
+  (16fl^'^iH84a^«6«+308a^*4«+224ai3j7+ 1050^12  J8 

+  414a"J»+1222aiojio^33e^9ju^433^8ji2^  196^7^13 

+  64a«ii«)c-20.  (23) 

;)2=  3a»43^«+6a»J«(J-8  +  10a347(?-w  +  (l2a«i«+16a»4«)c-^2 

+  (27a8J«  +  64a«J8  +  21a3*")c-^* 

+  (48ai«5«+  162a8  68+  168d»«ii<^  +  28a8Ji3)c-w 

+  (76a^2j«  +  360flioi«+48a«4»+606a8i^o 

+  372a«5"  +  36a»J'«)<r-".     (24) 
jTj  =  a^c-^  +  6fl««»(r-«+ (9a8  63+ 1 8a«i«)c-" 

+  (12aWfi3^  36a8i'^  +  40a««'')c-i8 

+  (16a^i3  +  60ai«i«  +  24a9i«+100a8«^  +  76a«J«)c-^ 
+  (18a^*i3^90a"i«  +  90a"i«  +  200a^<>JT 

+  126a»4»+  226a«4®  + 126  a^  6^^)  c"^'' 
+  (21  a^«i3+126a^*J«  +  226a^35«+ 350^124^+ 594a"i« 

+  625a^«J»+418«'^ii<'  +  441a8i"+196a«J^»)(?-^^     (25) 

uigiiizea  oy  ^_i  vJV-/p^i\^ 


146*]  TWa  SPHERIC  AX  COlTOUCTOllS.  213 

+(64(i"i«  +  262a»J«  +  28fea'^J»<^+84a*ii8)c-»''.  (26) 

^3=  a*c-*+8tf7J»t?-"+(12a»i»  +  80a''i«)c-^2 

-f  (20ai««3^  100a">  +  32«^oje^  200a«»4^+  175a''i»)tf-« 

+  526a»4»  +  336a''J")(?-i8.     (27) 
ji7^  =  5a«53e*-8^  15a»i«(r-w  +  86a«iT^i«+(20a«i«+  7Cra«i»)(r-i* 
+  (46a^^i«+120a«i«+126a«Ji^)c-i«.  (28) 

+  (25a^*J3_,.160aiaj«H.40aii6«+350ai<>«7^350a8J«)c-".  (29) 
p^  =  6a«i3(r-«+  21  a«4«c-"  +  66a«J''c-" 

-f(24a»««+126a«4»)tr-i«.  (30) 
jg  =««(?-« +  12a»i3c-i2  +  (l8a"4«  +  63a8i»)(?'-" 

+  (24a"J3+126a^i*«  +  224a»«7)tr-".  (31) 

/?e=7a''i»c-^OH.28a'^«»c-^»  +  84flj'^4'^c-i*.  (32) 

^3  =  a^c--^^-  14a^oj3^-i8^(21  a^«3+  84^^  Jfi)^-u  (33) 

/?;,  =  8a«5»c--"+  36a«i5c-w  (34) 
q^  =  fl8t?-«  4. 16a"i3c-^*.                                                             .    (36) 

;»3=r  9a^J3(?-".  (36) 

q^^a^c\  (37) 

The  values  of  the  r's  and  *'s  may  be  written  down  by  exchanging 
a  and  h  in  the  y's  and  jo's  respectively. 

If  we  now  calculate  the  potentials  of  th^  two  spheres  in  terms 
of  these  coefficients  in  the  form 

a^lA^mB,  (38) 

p=mA-^nB,  (39) 

then  ^,  uiy  n  are  the  coefficients  of  potential  (Art.  87),  and  of  these 

m  =  c-^  +jt?iac-2+j»2«*<^"^  +  *c.,  (40) 

n  =  i"-*-?iaC-«~5'2«*^""^— &C->  Digitized  by  Gt^dglC 
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or,  expandiBg  in  tetiAs  iiiu^  d,  ir, 

-f  30a»i»  + 1 6  ««*• + 6  i«]  <r^5 

+  36a*i»+75a»i^+21tf^i*  +  7Ji«](?-" 
4-a'4*[8a^*  +  28tf^^A*+154tf»4«+66a«4*  +  446a^4»+102a«i« 

+  446a»i''  +  56tf*4»+  154a»i»  +  28a«ii<>  +  8i"]c-i» 
+  a»i8i;9*^*+36a»i«  +  280a"*»+84a^^J*+1107o*8»+3ieA«4« 
+  1668a'' i''  +  318tf«*»+110r«*i»  +  84o*4i^+280*»*" 
+  36a«4i«  +  9ii*](r2^  (42) 

»  =  i-»— a»c-*—a«c-«— a'' (?-«—(««+ 4i»)a«c-^^ 

-(a*  +  12  a«48+ 9i«)a«(r-i2-.(aT  +  26a*68  +  36a«6»  +  16i'')a«c-i* 

-(tf»  +  44a«J»+96a*5«+16a*^4«+80a2iT+26J»)a«c-" 

— (a^+70a8iH210a«i»+84a»i»+260fl*ff' 

+  72a84«+160tf«4»  +  36ii^)tf»tf-" 

— (a"  +  104ai<^  43^  405^8^^  272a'' ^•+680a«J»  +  488a«J« 

+  676a*J»  +  209ii»ii«+252a«6ii  +  494")««tf-2o 

-(a^*+  147a^24»  +  720ai<>i»  +  693«»i«+  1548a«A''+  ISSSa'^i* 
+  1814a«4»+1640a»4w+1113a*4"  +  488a»4^ 
+  392a«6i»+  64i^»)a«c-^.  (43) 

The  value  of  /  can  be  obtained  from  that  of  n  by  exchanging  a 
and  b. 

The  potential  energy  of  the  system  is,  by  Art.  87, 

r=  \lA^'\-mA]i-\-\nB^,  (44) 

and  the  repulsion  between  the  two  spheres  is,  by  Art.  93  a, 

The  surface  density  at  any  point  of  either  sphere  is  given  by 
equations  (l)  and  (4)  in  terms  of  the  coefficients  A^  and  B^. 
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CHAPTER  X. 

CONFOCAL  QUADBIC  SURJACSS*. 
147.]  Let  the  generld  equation  of  a  confoml  nyiteta  be 

where  X  is  a  variable  parameter,  which  we  shall  distinguish  by  a 
suffix  for  the  species  of  quadrie,  viz.  we  shall  take  A^  for  the  hyper- 
boloids  of  two  sheets,  X^  ^^^  ^^^  hyperboloids  of  one  sheet,  and  A3 
for  the  ellipsoids.    The  quantities 

•>  Aj,  o,  Ag,  <?,  A3 
are  in  ascending^  order  of  magnitude.    The  quantity  a  is  introduced 
for  the  sake  of  symmetry,  but  in  our  results  we  shall  always  suppose 

If  we  consider  the  three  surfiices  whose  parameters  are  A^,  k^i  ^« 
we  find,  by  elimination  between  their  equations,  that  the  value  of 
A^  at  their  point  of  intersection  satisfies  the  equation 

^(i«-a«)(c«-a«)  =  (A,««a«}(V-«*)(V-«').  (2) 

The  values  of  ^  and  z^  may  be  found  by  transposing  a,  &,  e 
symmetrically. 

Difierentiating  this  equation  with  respect  to  A^,  we  find 

dw  A,  ,_. 

rfAr=v3?*-  f^> 

If  dsj  is  the  length  of  the  intercept  of  the  curve  of  intersection  of 
A|  and  A3  cut  off  between  the  surfaces  A|  and  A^+t^Aj,  then 


d\^ 


dki\       dh^ 


(V-«^)(Ai*-«*)(V-^')- 


*  This  hLvestigstiirii  Is  olueily  borrowed  from  a  rery  intereeiing  work,— Ze^ofw  #vr 
Ub  Fonctions  Invtrtn  des  Trati8cendante$  et  le$  Sur/aom  Jiolhermei,  Par  Q.  Lam^. 
Paris,  1867.  /^  1 
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The  denominator  of  this  firaction  is  the  product  of  the  squares  of 
the  semi-axes  of  the  surface  Xj. 

If  we  put 

2^,2  =  X32-X,2,    2)^2  =  A3«-X,«,    and     D^^^X^^^k^^      (5) 
and  if  we  make  a  =  0,  then 

It  is  easy  to  see  that  D2  and  D^  are  the  semi-axes  of  the  central 
section  of  X^  which  is  conjugate  to  the  diameter  passing  through 
the  given  point,  and  that  D2  is  parallel  to  cls^,  and  D^  to  ^^3. 

If  we  also  substitute  for  the  three  parameters  X^,  X2^  X3  their 
values  in  terms  of  three  functions  a,  /3,  y,  defined  by  the  equations 

cdki 


Jq    a 


h    ^/(*»-Al*)(ca-Al«) 


=x 


cdX^ 


then       ds^^^B^D^da,   ds^-^D^D^dfi,  ds^ -^  D^B^dy.     (8) 

148.]  Now  let  V  be  the  potential  at  any  point  a,  /3,  y,  then  the 
resultant  force  in  the  direction,  of  ^^^  is 

-     __^ drda  _      dV     e  ' 

'~       ds^  -      da  dsy^  ^      da  'B^^  *  ^^^ 

Since  ds^y  d^^y  and  ^^3  are  at  right  angles  to  each  other,  the 
sur&ce-integral  over  the  element  of  area  ds^  ds^  is 

:.         =-^:^^^^.  (.0) 

Now  oonsider  the.  element  of  volume  intercepted  between  the 
sur&ces  o,  )3,  y,  and  o  +  rfo,  )3  +  dA  y+^y.  There  will  be  eight 
suc^  elements,  one  in  each  octant  of  space. 

We  have  foUnd  the  surface-integral  of  the  normal  component  of 
the  force  (measured  inwards)  for  the  element  of  surface  intercepted 
from  the  surface  o  by  the  surfaces  j3  and  )3  +  rf/3,  y  and  y+^Y' 
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The  Bor&ce-integral  for  the  correspondizig  element  of  the  surface 
a+rfa  will  be 

^ince  2>2  ^^  independeqt  of  a.  The  surface-integral  for  the  two 
opposite  faces  of  the  element  of  volume  will  be  the  sum  of  these 
quantities,  or 

Similarly  the  surface-integrals  for  the  other  two  pairs  of  faces 
will  be 

—  ^dadpdy     and     —-^dadfidy. 

These  six  faces  enclose  an  element  whose  volume  is 

dsjds^ds^^     ^    J      ^  dadfidy, 

and  if  p  is  the  volume-density  within  that  element,  we  find  by 
Art.  77  that  the  total  surface-integral  of  the  element,  together  with 
the  quantity  of  electricity  within  it,  multiplied  by  4ir  is  zero,  or, 
dividing  by  ^a^/3efy, 

da^^  ^J^^   ^  dy^^  ^    ^  c*  "'  ^^ 

which  is  the  form  of  Poisson's  extension  of  Laplace's  equation  re- 
ferred to  ellipsoidal  coordinates. 

If  /)  ^  0  the  fourth  term  vanishes,  and  the  equation  is  equivalent 
to  that  of  Laplace. 

For  the  general  discussion  of  this  equation  the  reader  is  referred 
to  the  work  of  Lam£  already  mentioned. 

149.]  To  determine  the  quantities  a,  /3,  y,  we  may  put  them  in 
the  form  of  ordinaiy  elliptic  integrals  by  introducing  the  auxiliary 
angles  0,  <^,  and  ^,  where 

Ai  =  isind,  (12) 

A2  -  Jc^  sin2  0  +  **  cos2  (p,  (13) 

A3  =  csec>/f.  (14) 

If  we  put  b  s=  kc,  aiid  ^^  +  ^^  =;  1,  we  may  call  k  and  if  the  two 
complementary  moduli  of  the  confocal  system,  and  we  find 

a  =  /V      ''  .  (15) 
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Ui  elliptic  integ^  of  the  first  kind,  which  we  ttuty  write  aoootding 
to  the  usual  notation  F{i,$). 
In  the  same  ^mj  we  find 

where  J^(iO  ^  ^^  complete  function  for  modulus  ]k\ 


Jo 


Here  a  is  represented  as  a  function  of  the  tmgle  0,  whidi  is  ac- 
cordingly a  function  of  the  parameter  A^,  /3  as  a  function  of  ^  and 
thence  of  A^,  and  y  as  a  function  of  ^  and  thence  of  A,« 

But  these  angles  and  parameters  may  be  considered  as  functions 
of  Oj  Py  y.  The  properties  of  such  inverse  functions,  and  of  those 
connected  with  them^  are  explained  in  the  treatise  of  M.  Lam6  on 
that  subject. 

It  is  easy  to  see  that  since  the  parameters  are  periodic  functions 
of  the  auKiliary  angles,  they  will  be  periodic  fiinetions  of  the 
quantities  a,  J3,  y :  the  periods  of  A^  and  A^  are  ^F{k)y  and  that  of  Ag 
is  2-P(*'). 

Particular  Solutions. 
150.]  If  r  is  a  linear  function  of  a,  fi,  or  y,  the  equation  is 
satisfied.  Hence  we  may  deduce  from  the  equation  the  distribution 
of  electricity  on  any  two  confocal  surfiices  of  the  same  &mily 
maintained  at  given  potentials,  and  the  potential  at  any  point 
between  them. 

1%^  Efperboloidi  tf  Two  Sheets. 

When  a  is  constant  the  corresponding  surfiu^e  is  ft  hyperboloid 
of  two  sheets.  Let  us  make  the  sig^  of  a  the  same  as  that  of  4;  in 
the  sheet  under  consideration.  We  shall  thus  be  able  to  study  one 
of  these  sheets  at  a  time. 

Let  Oj,  02  be  the  values  of  a  corresponding  to  two  single  sheets, 
whether  of  different  hyperboloids  or  of  the  same  one,  and  let  ^,  J^ 
be  the  potentials  at  which  they  are  maintained.     Then^  if  we  make 

;^^ai^-P2^-fa(^"iQ^  (18) 

the  conditions  will  be  satisfied  at  the  two  surfaces  and  throughout 
the  space  between  them.  If  we  make  T  constant  and  equal  to  fi 
in  the  space  beyond  the  surfiice  a^,  and  constant  and  equal  to  f^ 

uigiiizea  oy  'k^kjkj^i.k^ 
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in  the  space  beyond  the  sorfiMM  «,,  wd  shall  have  obtained  the 
complete  solution  of  this  particalar  case. 
The  resultant  force  at  anj  point  of  either  sheet  is 

or    R^^hr^^.  (20) 

IS  Pi  be  the  perpendicular  from  the  centre  on  the  tangent  plane 
at  any  point,  and  P^  the  product  of  the  semi-axes  of  the  surface, 
then  j9i  jD,  2)3  =Pj. 

Hence  we  find  ^  _  ?i-^  <?A  /«,% 

or  the  force  at  any  point  of  the  surface  is  proportional  to  the  per- 
pendicular from  the  centre  on  the  tangent  plane. 

The  surface-density  o-  may  be  found  from  the  equation 

4»<r=:^j.  (22) 

The  total  quantity  of  electricity  on  a  segment  cut  off  by  a  plane 
whose  equation  is  a;  =  a  from  one  sheet  of  the  hyperboloid  is 

The  quantity  on  the  whole  infinite  sheet  is  therefore  infinite. 
The  limiting  forms  of  the  surface  are  :-^ 

(1)  When  a  =  F{k)  the  surface  is  the  part  of  the  plane  of  wz  on 
the  positive  side  of  the  positive  branch  of  the  hyperbola  whose 
equation  is  <r2         «2 

(2)  When  a  =±  0  the  sur&ce  is  the  plane  tXfz. 

(3)  When  a  =  —  P(^)  the  surface  is  the  part  of  the  plane  of  wz 
on  the  negative  side  of  the  negative  branch  of  the  same  hjrperbola. 

TA9  Syjmiol(nd  of  One  Bkeei. 

By  making  /3  constant  we  obtain  the  equation  of  the  hyperboloid 
of  one  sheet.  The  two  sur&ces  which  form  the  boundaries  of  the 
electric  field  must  therefore  belong  to  two  different  hyperboloids. 
The  investigation  will  in  other  respects  be  the  same  as  for  the 
hyperboloids  of  two  sheets,  and  when  the  difference  of  potentials 
is  given  the  density  at  any  point  of  the  surface  will  be  proportional 
to  the  perpendicular  from  the  centre  on  the  tangent  plane^  and 
the  whole  quantity  on  the  infinite  sheet  will  be  infinite.      ^  , 
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Limiting  Forms. 

(1)  When  /3=  0  the  surface  is  the  part  of  the  plane  of  xz 
between  the  two  branches  of  the  hyperbola  whose  equation  is 
written  above,  (24). 

(2)  When  p^F(if)  the  surface  \b  the  part  of  the  plane  of  xy 
which  is  on  the  outside  of  the  focal  ellipse  whose  equation  is 

?+^=l-  (25) 

TIte  Ellipsoids^ 
For  any  given  ellipsoid  y  is  constant.     If  two  ellipsoids,  y^  and 
72)  be  maintained  at  potentials  V^  and  ^,  then^  for  any  point  y  in 
the  space  between  them,  we  have 

P^yi^-y»^+y(^i-^  ,26) 

The  surface-density  at  any  point  is 

where  jt73  is  the  perpendicular  from  the  centre  on  the  tangent  plane, 
and  P3  is  the  product  pf  the  semi-axes. 

The  whole  charge  of  electricity  on  either  surface  is  given  by 

Q2  =  <'^=-Qi>  (28) 

and  IS  finite. 

When  y  =  F{i)  the  surface  of  the  ellipsoid  is  at  an  infinite 
distance  in  all  directions. 

If  we  make  f^  =  0  and  yg  =  F{k),  we  find  for  the  quantity  of 
electricity  on  an  ellipsoid  maintained  at  potential  F  in  an  infinitely 
extended  field,  V 

«=^7PP-/  (2«) 

The  limiting  form  of  the  ellipsoids  occurs  when  y  =  0^  in  which 
case  the  surface  is  the  part  of  the  plane  of  xy  within  the  focal 
ellipse,  whose  equation  is  written  above,  (25). 

The  surface-density  on  either  side  of  the  elliptic  plate  whose 
equation  is  (25),  and  whose  eccentricity  is  i,  is 
r  1  1 


v- 


3^' 


(30) 


^2-^2 


F 
and  its  charge  is  Q  =  c  j^^jx  •  (31) 
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Particular  Cases. 

151.]  If  e  remainB  finite^  while  b  and  therefore  i  is  diminished 
till  it  becomes  ultimately  zero,  the  system  of  surfaces  becomes 
transformed  in  the  following  manner : — 

The  real  axis  and  one  of  the  imaginary  axes  of  each  of  the 
hyperboloids  of  two  sheets  are  indefinitely  diminished^  and  the 
surface  ultimately  coincides  with  two  planes  intersecting  in  the 
axis  of  z. 

The  quantity  a  becomes  identical  with  0,  and  the  equation  of  the 
system  of  meridional  planes  to  which  the  first  system  is  reduced  is 

—'        =0.  (32) 


(sin  o)^       (cos  a)* 
As  regards  the  quantity  fi,  if  we  take  the  definition  given  in 
page  216  (7)  we  shalf  be  led  to  an  infinite  value  of  the  integral  at 
the  lower  limit.    In  order  to  avoid  this  we  define  /3  in  this 
particular  case  as  the  value  of  the  integral 

cdK^ 


r 


If  we  now  put  A^  =  ^  sin  0,  /3  becomes 

Jf    -r-^f         i.e.  log  cot  46. 

^— ^^ 
Whence  cos  6  =  -^ — ^  > 

2 

and  therefore  sin  0  =  -5 — ^rg  • 

If  we  call  the  exponential  quantity  i(^  +  tf"^)  the  hyperbolic 
cosine  of  )8,  or  more  concisely  the  hypocosine  of  ;8,  or  cosh  )8,  and  if 
we  call  i  {eP—e'^)  the  hyposine  of  fi,  or  sinh  /3,  and  if  in  the  same 
way  we  employ  functions  of  a  similar  character  analogous  to  the 
other  simple  trigonometrical  ratios^  then  Ag  =  (?  sech  j3,  and  the 
equation  of  the  system  of  hyperboloids  of  one  sheet  is 

J^±l--—fL--c'  (36) 

The  quantify  y  is  reduced  to  \/r,  so  that  X,  =  c  oosec  y,  and  the 
equation  of  the  ^stem  of  ellipsoids  is 

Ellipsoids  of  this  kind,  which  are  figures  of  revolution  about  their 
conjugate  axes,  are  called  planetary  ellipsoids. 
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The  quantity  of  electricity  on  a  planetary  ellipsoid  maintained  at 
potential  F  in  an  infinite  field,  is 

Q^Cr-^,  (37) 

where  c  sec  y  is  the  equatorial  radius,  and  e  tan  y  is  the  polar  radius. 
If  y  ss  0,  the  figure  is  a  circular  disk  of  radios  e,  and 

jr 

Q^c^.  (89) 

162.]  Second  Case.    Let  J  =  c,  then  *  =  1  and  if  =  0, 

a  =  log  tan  — - — ,  whence  X^  =  c  tanha,  (40) 

and  the  equation  of  thiB  hyperboloids  of  reyolution  of  two  sheets 

becomes  af  jl+fL  -  ^  rii\ 

(tanh;)»"(Beeha)*"'^-  ^**^ 

The  quantity  /3  becomes  reduced  to  ^^  and  each  of  the  hyper- 
boloids of  one  sheet  is  reduced  to  a  pair  of  planes  intersecting  in 
the  axis  of  a?  whose  equation  ia 

(8in)9)ft  ""  (coB/8)«  "^  ^'  ^^^^ 

This  is  a  system  of  meridional  planes  in  which  /9  is  the  longitude. 

The  quantity  y  as  defined  in  page  216,  (7)  becomes  in  this  case 
infinite  at  the  lower  limit.    To  avoid  this  let  us  define  it  as  the 

value  of  the  integral  /       ^  ^^  • 

If  we  then  put  Xj^sscsec^,  we  find  Y^f    -^^i  wbenea 

A3  s  (Tcothy,  and  the  equation  of  the  family  of  ellipsoids  is 
aj*  V*  +  21* 

(cothyj*"*"  (cosecty)^" '^  "^^  ^^^^ 

These  ellipsoids,  in  which  the  transverse  axis  is  the  axis  of  revo- 
lution, are  called  ovary  eUipsoids. 

The  quantity  of  electricity  on  an  ovary  ellipsoid  maintained  at 
potential  F  in  an  infinite  field  becomes  in  this  case^  by  (29), 

cr^f*4±j.  (44) 

where  (;  sec  4^^  is  the  polar  radius. 

If  we  denote  the  polax  radius  by  A  and  the  equatorial  by  B^  the 
result  just  found  becomes 
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y_:JZ^^,  (45) 

log — 5 

If  the  equatorial  radiuB  is  veiy  small  oonpaied  to  the  polar 
radius,  as  in  a  wire  with  rounded  ende^ 

When  both  h  and  c  become  zero,  their  ratio  remaining  finite, 
the  system  of  sur&oes  becomes  two  systems  of  confocal  cones,  and 
a  system  of  spherical  surfaces  of  which  the  radius  is  inversely 
proportional  to  y. 

If  the  ratio  of  3  to  (?  is  zero  or  unity^  the  system  of  surfacea 
becomes  one  system  of  meridian  planes,  one  system  of  right  cones 
having  a  common  axis,  and  a  system  of  concentric  spherical  sur&ces 
of  which  the  radius  is  inversely  proportional  to  y.  This  is  the 
ordinary  system  of  spherical  polar  coordinates. 

Cjflittdric  Sv/rfaeet. 
163.]  When  e  is  infinite  the  surfaces  are  cylindric,  the  generating 
lines  being  parallel  to  the  axes  of  z.  One  system  of  cylinders  is 
hyperbolic^  viz.  that  into  which  the  hyperboloids  of  two  sheets 
degenerate.  Since,  when  c  is  infinite^  k  is  zero»  and  therefore  fl  ^s:  a, 
it  follows  that  the  equation  of  this  system  is 

sm'a      cos"  a  ^ 

The  other  system  is  elliptic^  and  since  when  i^O,  fi  becomes 

the  equation  of  this  system  is 

(coshi3)*+  (8i4^)*  =  **-  ^^®) 

These  two  systems  are  represented  in  Fig.  X  at  the  end  of  this 

volume. 

Confocal  Paraboloids. 

154.]  If  in  the  general  equations  we  transfer  the  origin  of  co- 
ordinates to  a  point  on  the  axis  of  x  distant  t  from  the  centre  of 
the  system,  and  if  for  w,  \,  i,  and  c  we  substitute  t+a,  i+X^  t+b, 
and  t+e  respectively,  and  then  make  i  increase  indefinitely,  we 
obtain,  in  the  limit,  the  equation  of  a  system  of  paraboloids  whose 
fod  are  at  the  points  w^b  and  0  s  e,  viz.  the  equation  ia 

4(.-XH^+^  =  0.  (49) 
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If  the  variable  parameter  is  X  for  the  first  system  of  elliptic 
paraboloids,  jm  for  the  hyperbolic  paraboloids^  and  v  for  the  second 
system  of  elliptic  paraboloids,  we  have  A,  b,  ijl,  c^  v  in  ascending 
order  of  magnitude,  and 

^  e-b  \       .  (50) 

.«^^(g-A)(g-M)(r-c) 

In  order  to  avoid  infinite  values  in  the  integrals  (7)  the  cor- 
responding integrals  in  the  paraboloidal  syst-em  are  taken  between 
different  limits. 

We  write  in  this  case 


*"A  V(6-X)(c-X)' 
Jb  V{fi^b){c''ij) 


From  these  we  find 

X  =  i  ((?+  i)— i  (<?— 5)  cosha, 
^=i(c+i)-i(c-i)cosft 
V  =  i(c+i)  +  l(<?— ijcoshy; 

a?=  l(c  +  J)  +  i(t?— i)(coshy— cosj3— cosho), 

y  =5  2  (c— i)  sinh  ^  sin  f  cosh  ^  > 
2         2  2 

j?  =  2  (c— i)  cosh  -  cos  ^  sinh  ^  • 
^'22  2 


(51) 


(52) 


When  d  =  c  we  have  the  case  of  paraboloids  of  revolution  about 
the  axis  of  x,  and  xssa  («2«— .^y), 

y  =  2a(?*+ycos/3,  (53) 

xr=  2fld»+Ysin)3. 

The  surfaces  for  which  p  is  constant  are  planes  through  the  axis^ 
P  being  the  angle  which  such  a  plane  makes  with  a  fixed  plane 
through  the  axis. 

The  surfaces  for  which  a  is  constant  are  confocal  paraboloids. 
When  o=  —  00  the  paraboloid  is  reduced  to  a  straight  line  terminat- 
ing at  the  origin. 
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We  may  also  find  the  values  of  a,  /3,  y  in  terms  of  r,  d,  and  <^, 
the  spherical  polar  coordinates  referred  to  the  focus  as  orgin,  and 
the  axis  of  the  parabolas  as  axis  of  the  sphere, 

a  =  log  (r*  cos  \  6), 

/3  =  0,  (54) 

y  =  log  (r*  sin  I  ^). 
We  may  compare  the  case  in  which  the  potential  is  equal  to  a, 
with  the  zonal  solid  harmonic  r^  Q^.  Both  satisfy  Laplace's  equa- 
tion, and  are  homogeneous  functions  of  x,  y^  z,  but  in  the  case 
derived  from  the  paraboloid  there  is  a  discontinuity  at  the  axis,  and 
i  has  a  value  not  diflFering  by  any  finite  quantity  from  zero. 

The  surface-density  on  an  electrified  paraboloid  in  an  infinite 
field  (including  the  case  of  a  straight  line  infinite  in  one  direction) 
IS  inversely  as  the  square  root  of  the  distance  from  the  focus,  or, 
in  the  case  of  the  line,  from  the  extremity  of  the  line. 
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CHAPTER  XI. 

THEORY  OF  ELECTBIO  IMAGES  AND  ELECTBIC  INYERSIOK. 

155.]  We  have  already  shewn  that  when  a  eondacting  sphere 
is  under  the  influence  of  a  known  distribution  of  electricity,  the 
distribution  of  electricity  on  the  surfsice  of  the  sphere  can  be 
determined  by  the  method  of  spherical  harmonics. 

For  this  purpose  we  require  to  expand  the  potential  of  the  in- 
fluencing system  in  a  series  of  solid  harmonics  of  positive  degree^ 
having  the  centre  of  the  sphere  as  origin^  and  we  then  find  a 
corresponding  series  of  solid  harmonics  of  negative  degree,  which 
express  the  potential  due  to  the  electrification  of  the  sphere. 

By  the  use  of  this  very  powerful  method  of  analysis,  Poisson 
determined  the  electrification  of  a  sphere  under  the  influence  of 
a  given  electrical  system,  and  he  also  solved  the  more  difficult 
problem  to  determine  the  distribution  of  electricity  on  two  con- 
ducting spheres  in  presence  of  each  other.  These  investigations 
have  been  pursued  at  great  length  by  Plana  and  others,  who  have 
confirmed  the  accuracy  of  Poisson. 

In  applying  this  method  to  the  most  elementary  case  of  a  sphere 
under  the  influence  of  a  single  electrified  point,  we  require  to  expand 
the  potential  due  to  the  electrified  point  in  a  series  of  solid  har- 
monics, and  to  determine  a  second  series  of  solid  harmonics  which 
express  the  potential,  due  to  the  electrification  of  the  sphere,  in  the 
space  outside. 

It  does  not  appear  that  any  of  these  mathematicians  observed 
that  this  second  series  expresses  the  potential  due  to  an  imaginary 
electrified  pointy  which  has  no  physical  existence  as  an  electrified 
point,  but  which  may  be  called  an  electrical  image,  because  the 
action  of  the  surface  on  external  points  is  the  same  as  that  which 
would  be  produced  by  the  imaginary  electrified  point  if  the  spherical 
surface  were  removed. 
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This  discovery  seems  to  h^ve  been  reserved  for  Sir  W.  Thomson, 
who  has  developed  it  into  a  method  of  great  power  for  the  solution 
of  electrical  problems,  and  at  the  same  time  capable  of  being  pre- 
sented in  an  elementary  geometrical  form. 

His  original  investigations^  which  are  contained  in  the  Cambridge 
and  Dublin  Mathematical  Journal^  1848,  are  expressed  in  terms  of 
the  ordinary  theory  of  attraction  at  a  distance,  and  make  no  use  of 
the  method  of  potentials  and  of  the  general  theorems  of  Chapter  IV, 
though  they  were  probably  discovered  by  these  methods.  Instead, 
however,  of  following  the  method  of  the  author,  I  shall  make  free 
use  of  the  idea  of  the  potential  and  of  equipotential  surfaces,  when- 
ever the  investigation  can  be  rendered  more  intelligible  by  such 
means. 

Theory  of  Electric  Image*, 

156.]  Let  A  and  5,  Figure  7,  represent  two  points  in  a  uniform 
dielectric  medium  of  infinite  extent. 
Let  the  charges  of  A  and  B  be  e^ 
and  ^2  respectively.  Let  P  be  any 
point  in  space  whose  distances  from 
A  and  B  are  r^  and  rg  respectively. 
Then  the  value  of  the  potential  at  P 
will  be         jr^tL^^A.  (1) 

^^      ^2  Fig,  7. 

The  equipotential  surfaces  dae  to 
this  distribution  of  electricity  are  represented  in  Fig,  I  (at  the  end 
of  this  volume)  when  e-^  and  ^2  are  of  the  same  sign,  and  in  Fig.  II 
when  they  are  of  opposite  signs.  We  have  now  to  consider  that 
surface  for  which  r=  0,  which  is  the  only  spherical  surface  in 
the  system.  When  e^  and  e^  are  of  the  same  sign,  this  surface  is 
entirely  at  an  infinite  distance,  but  when  they  are  of  opposite  signs 
there  is  a  plane  or  spherical  surface  at  a  finite  distance  for  which 
the  potential  is  zero. 

The  equation  of  tiiis  surface  is 

J  +  ?  =  0.  (2) 

Its  centre  is  at  a  point  C  in  AB  prodnced,  snob  tliat 

AG.B 
and  the  radius  of  the  sphere  is 


ACxBC-.'.e^'.e^, 


AB    ''»*» 


1   ^^2 


The  two  points  A  and  B  are  inverse  points  with  respect  to  thia  ^t^ 

uiyftizea  Dy  vjVv'vJVlV^ 


228  ELECTRIC   IMAGES.  [^57^ 

sphere,  that  is  to  say,  they  lie  in  the  same  radias^  and  the  radius  is 
a  mean  proportional  between  their  distances  from  the  centre. 

Since  this  spherical  surface  is  at  potential  zero,  if  we  suppose 
it  constructed  of  thin  metal  and  connected  with  the  earth,  there 
will  be  no  alteration  of  the  potential  at  any  point  either  outside  or 
inside,  but  the  electrical  action  everywhere  will  remain  that  due  to 
the  two  electrified  points  A  and  B, 

If  we  now  keep  the  metallic  shell  in  connection  with  the  earth 
and  remove  the  point  By  the  potential  within  the  sphere  will  become 
everywhere  zero,  but  outside  it  will  remain  the  same  as  before. 
For  the  surface  of  the  sphere  still  remains  at  the  same  potential, 
and  no  change  has  been  made  in  the  exterior  electrification. 

Hence,  if  an  electrified  point  A  be  placed  outside  a  spherical 
conductor  which  is  at  potential  zero,  the  electrical  action  at  all 
points  outside  the  sphere  will  be  that  due  to  the  point  A  together 
with  another  point  B  within  the  sphere,  which  we  may  call  the 
electrical  image  of  A. 

In  the  same  way  we  may  shew  that  if  £  is  a  point  placed  inside 
the  spherical  shell,  the  electrical  action  within  the  sphere  is  that 
due  to  By  together  with  its  image  A, 

157.]  Definition  of  an  Electrical  linage.  An  electrical  image  is 
an  electrified  point  or  system  of  points  on  one  side  of  a  surfiice 
which  would  produce  on  the  other  side  of  that  surface  the  same 
electrical  action  which  the  actual  electrification  of  that  surface 
really  does  produce. 

In  Optics  a  point  or  system  of  points  on  one  side  of  a  mirror 
or  lens  which  if  it  existed  would  emit  the  system  of  rays  which 
actually  exists  on  the  other  side  of  the  mirror  or  lens^  is  called  a 
virtual  image. 

Electrical  images  correspond  to  virtual  images  in  Optics  in  being 
related  to  the  space  on  the  other  side  of  the  surface.  They  do  not 
correspond  to  them  in  actual  position,  or  in  the  merely  approximate 
character  of  optical  foci. 

There  are  no  real  electrical  images,  that  is,  imaginary  electrified 
points  which  would  produce,  in  the  region  on  the  same  side  of  the 
electrified  surface^  an  effect  equivalent  to  that  of  the  electrified  surface. 

For  if  the  potential  in  any  region  of  space  is  equal  to  that  due 
to  a  certain  electrification  in  the  same  region  it  must  be  actually 
produced  by  that  electrification.  In  fact,  the  electrification  at  any 
point  may  be  found  from  the  potential  near  that  point  by  the 
application  of  Poisson's  equation. 
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Let  a  be  the  radius  of  the  sphere. 

Lety  be  the  distance  of  the  electrified  point  A  from  the  centre  C, 

Let  e  be  the  charge  of  this  point. 

Then  the  image  of  the  point  is  at  B^  on  the  same  radius  of  the 

2' 

sphere  at  a  distance  ~ ,  and  the  charge  of  the  image  is  —  ^  —  • 

•/  %/ 

We  have  shewn  that  this  image 

will  produce  the  same  effect  on  the 
opposite  side  of  the  surface  as  the 
actual  electrification  of  the  surface 
does.  We  shall  next  determine  the 
surface-density  of  this  electrification 
at  any  point  P  of  the  spherical  sur- 
face, and  for  this  purpose  we  shall  Fig.TT 
make  use  of  the  theorem  of  Coulomb, 
Art.  80,  that  if  M  is  the  resultant  force  at  the  surface  of  a  con- 
ductor, and  0-  the  superficial  density, 

JZ  =  47rcr, 
B.  being  measured  away  from  the  surface. 

We  may  consider  U  as  the  resultant  of  two  forces,  a  repulsion 

-j^  acting  along  AP^  and  an  attraction  e^  -^^  acting  along  PB. 

Resolving  these  forces  in  the  directions  of  AC  and  CP,  we  find 
that  the  components  of  the  repulsion  are 

^  along  AC,  and  -^  along  CP. 

Those  of  the  attraction  are 

Now  BP  =  -^  JP,  and  BC  =i  -^  ^  m  that  the  components  of 

the  attraction  may  be  written 

1  y*     1 

^^f-JP^  ^1^°&  ^C;  and  -^^2P3  ^'^^^  ^^' 

The  components  of  the  attraction  and  the  repulsion  in  the 
direction  of  AC  are  equal  and  opposite,  and  therefore  the  resultant 
force  is  entirely  in  the  direction  of  the  radius  CP.  This  only 
confirms  what  we  have  already  proved,  that  the  sphere  is  an  equi- 
potential  surface,  and  therefore  a  surface  to  which  the  resultant 
force  is  everywhere  perpendicular.  ^  I 
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The  resultant  force  measured  along  CP,  the  normal  to  the  sar&ce 
in  the  direction  towards  the  side  on  which  A  is  placed,  is 

If  A  is  taken  inside  the  sphere  /  is  less  than  a,  and  we  must 
measure  R  inwards.     For  this  case  therefore 

In  all  cases  we  may  write 

where  JD,  -4^  are  the  segments  of  any  line  through  A  cutting  the 
sphere,  and  their  product  is  to  he  taken  positive  in  all  cases. 

158.]  Prom  this  it  follows,  by  Coulomb's  theorem.  Art.  80,  that 
the  surface-density  at  P  is 

AD. Ad     1  ,  , 

*'='"^4^rCPZP'  ^^^ 

The  density  of  the  electricity  at  any  point  of  the  sphere  varies 
inversely  as  the  cube  of  its  distance  from  the  point  A, 

The  effect  of  this  superficial  distribution,  together  with  that  of 
the  point  A,  is  to  produce  on  the  same  side  of  the  surface  as  the 
point  A  a  potential  equivalent  to  that  due  to  e  at  A^  and  its  image 

—  ^  t:  at  i?,  and  on  the  other  side  of  the  surface  the  potential  is 

everywhere  zero.     Hence  the  effect  of  the  superficial  distribution 

by  itself  is  to  produce  a  potential  on  the  side  of  A  equivalent  to 

(I 
that  due  to  the  image  —^^  at  B,  and  on  the  opposite  side  a 

potential  equal  and  opposite  to  that  of  e  at  ^. 

The  whole  charge  on  the  surface  of  the  sphere  is  evidently  — e- 
since  it  is  equivalent  to  the  image  at  B. 

We  have  therefore  arrived  at  the  following  theorems  on  the 
action  of  a  distribution  of  electricity  on  a  spherical  surface,  the 
surface-density  being  inversely  as  the  cube  of  the  distance  &om 
a  point  A  either  without  or  within  the  sphere. 

Let  the  density  be  given  by  the  equation 

^  =  2p^'  (7) 

where  C  is  some  constant  quantity,  then  by  equation  (6) 

C^-e^.  (8) 
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The  action  of  this  superficial  distribntion  on  any  point  separated 
from  A  by  the  surface  is  equal  to  that  of  a  quantity  of  electricity 
— <?»  or  4irgC 

AD.  Ad 
concentrated  at  A, 

Its  action  on  any  point  on  the  same  side  of  the  surface  with  A  is 
equal  to  that  of  a  quantity  of  electricity 

4irggg 
fAB.AA 
concentrated  at  B  the  image  of  A, 

The  whole  quantity  of  electricity  on  the  sphere  is  equal  to  the 
first  of  these  quantities  if  ^  is  within  the  sphere,  and  to  the  second 
'\i  A\%  without  the  sphere. 

These  propositions  were  established  by  Sir  W.  Thomson  in  his 
original  geometrical  investigations  with  reference  to  the  distribution 
of  electricity  on  spherical  conductors,  to  which  the  student  ought 
to  refer. 

159.]  If  a  system  in  which  the  distribution  of  electricity  is 
known  is  placed  in  the  neighbourhood  of  a  conducting  sphere  of 
radius  a,  which  is  maintained  at  potential  zero  by  connection  with 
the  earth,  then  the  electrifications  due  to  the  several  parts  of  the 
system  will  be  superposed. 

Let  A^,  A^y  &c.  be  the  electrified  points  of  the  system,  y^,^,  &c. 
their  distances  from  the  centre  of  the  sphere,  tf^,  €2,  &c.  their 
charges,  then  the  imag^  ^^,  B^*  ^-  of  these  points  will  be  in  the 

same  radii  as  the  points  themselves,  and  at  distances  -r-  >  -^  >  &c. 

Ji     J2 
from  the  centre  of  the  sphere,  and  their  charges  will  be 

-H-^'      -^2-7-,  &c. 

The  potential  on  the  outside  of  the  sphere  due  to  the  superficial 
electrification  will  be  the  same  as  that  which  would  be  produced  by 
the  system  of  images  -B^^g,  &c  This  system  is  therefore  called 
the  electrical  image  of  the  system  Ai,  A^y  &c. 

If  the  sphere  instead  of  being  at  potential  zero  is  at  potential  T, 
we  must  superpose  a  distribution  of  electricity  on  its  outer  surface 
having  the  uniform  surface-density 


4ira 
The  effect  of  this  at  all  points  outside  the  sphere  will  be  equal  to 
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that  of  a  quantity  Va  of  electricity  placed  at  its  centre,  and  at 
all  points  inside  the  sphere  the  potential  will  be  simply  increased 
by  r. 

The  whole  charge  on  the  sphere  dne  to  an  external  system  of 
influencing  points,  Ai,  A^,  &c.  is 

ji?=  ra-<?i^  -^2^  -&c.,  (9) 

from  which  either  the  charge  E  or  the  potential  F  may  be  cal- 
culated when  the  other  is  given. 

When  the  electrified  system  is  within  the  spherical  sur&ce  the 
induced  charge  on  the  surface  is  equal  and  of  opposite  sign  to  the 
inducing  charge,  as  we  have  before  proved  it  to  be  for  every  closed 
surface,  with  respect  to  points  within  it. 

*160.]  The  energy  due  to  the  mutual  action  between  an  elec- 
trified point  e,  at  a  distance/ from  the  centre  of  the  sphere  greater 
than  a  the  radius,  and  the  electrification  of  the  spherical  surface 
due  to  the  influence  of  the  electrified  point  and  the  charge  of  the 
sphere,  is 

where  F  is  the  potential,  and  E  the  charge  of  the  sphere. 

The  repulsion  between  the  electrified  point  and  the  sphere  is 
therefore,  by  Art.  92, 

*  fThe  discuBaion  in  the  text  will  perhaps  be  more  easily  understood  if  the  problem 

be  regarded  as  an  example  of  Art.  86.  Let  us  then  suppose  that  what  is  described 
as  an  electriiied  point  is  really  a  small  spherical  conductor,  the  radius  of  which  is  h 
and  the  potential  v.  We  have  thus  a  particular  case  of  the  problem  of  two  spheres  of 
which  one  solution  has  already  been  given  in  Art.  146,  and  another  will  be  given  in 
Art.  173.  In  the  case  before  us  however  the  radius  &  is  so  smaU  that  we  may 
consider  the  electricity  of  the  small  conductor  to  be  uniformly  distributed  over  its 
surface  and  all  the  electric  images  except  the  first  image  of  the  small  conductor  to 
be  disregarded. 

We  thus  have  F  «  -  +  -r, 

f  ea  e 

The  energy  of  the  system  is  therefore,  Art.  86, 

2a  "*■  /    ■*■  2^6      f\p^a*))' 

By  means  of  the  above  equations  we  may  also  express  the  energy  in  terms  of  the 
potentials  :  to  the  same  order  of  approximation  it  is 
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Hence  the  force  between  the  point  and  the  sphere  is  always  an 
attraction  in  the  following  cases — 

(1)  When  the  sphere  is  uninsulated. 

(2)  When  the  sphere  has  no  charge. 

(3)  When  the  electrified  point  is  very  near  the  surface. 

In  order  that  the  force  may  be  repulsive,  the  potential  of  the 

sphere  must  be  positive  and  greater  than  ^j-j^ — 2\2'  *^^  ^^ 
charge  of  the  sphere  must  be  of  the  same  sign  as  e  and  greater 
than  e-^^j-^ ^^ 

At  the  point  of  equilibrium  the  equilibrium  is  unstable,  the  force 
being  an  attraction  when  the  bodies  are  nearer  and  a  repulsion 
when  they  are  farther  off. 

When  the  electrified  point  is  within  the  spherical  surface  the 
force  on  the  electrified  point  is  always  away  from  the  centre  of 
the  sphere,  and  is  equal  to 

The  surface-density  at  the  point  of  the  sphere  nearest  to  the 
electrified  point  where  it  lies  outside  the  sphere  is 

The  surface-density  at  the  point  of  the  sphere  farthest  from  the 
electrified  point  is 

When  Ej  the  charge  of  the  sphere,  lies  between 
the  electrification  will  be  negative  next  the  electrified  point  and   t 
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positive  on  the  opposite  side.  There  will  be  a  circular  line  of  division 
between  the  positively  and  the  negatively  electrified  parts  of  the 
surface,  and  this  line  will  be  a  line  of  equilibrium. 

If  E=ea(—J==^^)f  (14) 

the  equipotential  surface  which  cuts  the  sphere  in  the  line  of  equi- 
librium is  a  sphere  whose  centre  is  the  electrified  point  and  whose 
radius  is  \//'*— a^ 

The  lines  of  force  and  equipotential  surfaces  belonging  to  a  case 
of  this  kind  are  given  in  Figure  IV  at  the  end  of  this  volume. 

Images  in  an  Infinite  Plane  Conducting  Surface, 

161.]  If  the  two  electrified  points  A  and  B  in  Art.  166  are 
electrified  with  equal  charges  of  electricity  of  opposite  signs,  the 
surfaces  of  zero  potential  will  be  the  plane^  every  point  of  which  is 
equidistant  from  A  and  B. 

Hence,  if  ^^  be  an  electrified  point  whose  charge  is  «,  and  AJ) 
a  perpendicular  on  the  plane,  produce  AT) 
to  B  BO  that  BB  =  AB,  and  place  at  B 
a  charge  equal  to  ^e,  then  this  charge 
at  B  will  be  the  image  of  A,  and  will 
produce  at  all  points  on  the  same  side  of 
the  plane  as  A,  an  efiect  equal  to  that 
of  the  actual  electrification  of  the  plane. 
For  the  potential  on  the  side  of  A  due 
to  A  and  B  fulfils  the  conditions  that 
y2  jr=:  0  everywhere  except  at  A,  and  that 
J,. '  g  r  =  0  at  the  plane,  and  there  is  only  one 

form  of  r  which  can  fulfil  these  conditions. 
To  determine  the  resultant  force  at  the  point  P  of  the  plane,  we 

observe  that  it  is  compounded  of  two  forces  each  equal  to  -j-p^  * 

one  acting  along  AP  and  the  other  along  PB.  Hence  the  resultant 
of  these  forces  is  in  a  direction  parallel  to  AB  and  equal  to 

e       AB 
AP^'  AP' 
Hence  jB,  the  resultant  force  measured  from  the  surface  towards 
the  space  in  which  A  lies,  is 

^=-^p^»  (15) 
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and  the  density  at  the  point  P  is 

'^  (16) 


2tiAF^ 


On  Electrical  Inversion, 

162.]  The  method  of  electrical  images  leads  directly  to  a  method 
of  transformation  by  which  we  may  derive  from  any  electrical 
problem  of  which  we  know  the  solution  any  number  of  other 
problems  with  their  solutions. 

We  have  seen  that  the  image  of  a  point  at  a  distance  r  from  the 
centre  of  a  sphere  of  radius  B  is  in  the  same  radius  and  at  a  distance 
/  such  that  r/=:  iP.  Hence  the  image  of  a  system  of  points,  lines, 
or  surfaces  is  obtained  from  the  original  system  by  the  method 
known  in  pure  geometry  as  the  method  of  inversion,  and  described 
by  Chasles^  Salmon,  and  other  mathematicians. 

If  A  and  B  are  two  points,  A'  and  B^  their  images^  0  being  the 
centre  of  inversion,  and  B  the  radius  of  the 
sphere  of  iji version, 

OA.OA'^B^=zOB.OB'. 
Hence  the  triangles  OAB^  OB^A^  are  similar, 
and     AB:A'B'::OA:OB'::OA.OB:B^. 

If  a  quantity  of  electricity  e  be  placed  at  A, 

its  potential  at  B  will  be       r=  -j^  • 

If  c^  be  placed  at  A^  its  potential  at  B^  will  be 

A'B" 

In  the  theory  of  electrical  images 

e:/::OA:B::B:  0A\ 

Hence  r:?''::R:OB,  (17) 

or  the  potential  at  B  due  to  the  electricity  at  ^  is  to  the  potential 
at  the  image  of  B  due  to  the  electrical  image  of  ^  as  iZ  is  to  OB, 

Since  this  ratio  depends  only  on  OB  and  not  on  OAy  the  potential 
at  B  due  to  any  system  of  electrified  bodies  is  to  that  at  B^  due* 
to  the  image  of  the  system  as  22  is  to  OB. 

If  r  be  the  distance  of  any  point  A  from  the  centre^  and  /  that 
of  its  image  A\  and  if  e  be  the  electrification  of  Ay  and  /  that  of  -4', 
also  if  L,  S,  K  be  linear,  superficial^  and  solid  elements  at  A^  and 
Z',  S\  K'  their  images  at  -4',  and  A,  <r,  p.  A',  a\  p  the  corresponding 
line  surface  and  volume  densities  of  electricity  at  the  two  points, , 

uigiiizea  oy  ^^^JV^OQIC 


~r*~ii?'      S~r*~B*'      K~r^ 

-  Bfi 

/      B       /           \'       r        B 
e~  r  ~  B'          K~  B  ~  /' 

y       r>       B^           p'       T^       B« 

F'       r       B 
r~ B  ~  /' 

236  ELECTBIC   IMAGES.  [163. 

V  the  potential  at  A  due  to  the  original  system,  and  V^  the  potential 
at  A^  due  to  the  inverse  system,  then 

/      U      R^      /^       S'      R^      /*        if'      R^      /« 


^(18) 


If  in  the  original  system  a  certain  surface  is  that  of  a  conductor, 

and  has  therefore  a  constant  potential  P,  then  in  the  transformed 

■p 
system  the  image  of  the  surface  will  have  a  potential  P  -7- .      But 

by  placing  at  0,  the  centre  of  inversion,  a  quantity  of  electricity 
equal  to  —  Pi2,  the  potential  of  the  transformed  surface  is  reduced 
to  zero. 

Hence,  if  we  know  the  distribution  of  electricity  on  a  conductor 
when  insulated  in  open  space  and  charged  to  the  potential  P,  we 
can  find  by  inversion  the  distribution  on  a  conductor  whose  form  is 
the  image  of  the  first  under  the  influence  of  an  electrified  point  with 
a  charge  —  PiZ  placed  at  the  centre  of  inversion,  the  conductor 
being  in  connexion  with  the  earth. 

163.]  The  following  geometrical  theorems  are  useful  in  studying 
cases  of  inversion. 

Every  sphere  becomes,  when  inverted,  another  sphere,  unless 
it  passes  through  the  centre  of  inversion,  in  which  case  it  becomes 
a  plane. 

If  the  distances  of  the  centres  of  the  spheres  from  the  centre  of 
inversion  are  a  and  a%  and  if  their  radii  are  a  and  of,  and  if  we 
define  the  power  of  a  sphere  with  respect  to  the  centre  of  in- 
version to  be  the  product  of  the  segments  cut  ofi*  by  the  sphere 
from  a  line  through  the  centre  of  inversion,  then  the  power  of  the 
first  sphere  is  a^  — a*,  and  that  of  the  second  is  a^-^-of^.  We 
have  in  this  case 

a'  _€t  _     R^     _  a'^-a'^  ,. . . 

a""7~a2_a^""      R^      '  ^   ^^ 

or  the  ratio  of  the  distances  of  the  centres  of  the  first  and  second 

spheres  is  equal  to  the  ratio  of  their  radii,  and  to  the  ratio  of  the 


*  See  Thomson  and  Tait's  Natural  Philosophy,  §  5I5i» 
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power  of  the  sphere  of  inversion  to  the  power  of  the  first  sphere, 
or  of  the  power  of  the  second  sphere  to  the  power  of  the  sphere 
of  inversion. 

The  image  of  the  centre  of  inversion  with  regard  to  one  sphere 
is  the  inverse  point  of  the  centre  of  the  other  sphere. 

In  the  case  in  which  the  inverse  surfaces  are  a  plane  and  a 
sphere,  the  perpendicular  from  the  centre  of  inversion  on  the  plane 
is  to  the  radius  of  inversion  as  this  radius  is  to  the  diameter  of 
the  sphere,  and  the  sphere  has  its  centre  on  this  perpendicular  and 
passes  through  the  centre  of  inversion. 

Every  circle  is  inverted  into  another  circle  unless  it  passes 
through  the  centre  of  inversion,  in  which  case  it  becomes  a  straight 
line. 

The  angle  between  two  surfaces,  or  two  lines  at  their  intersec- 
tion, is  not  changed  by  inversion. 

Every  circle  which  passes  through  a  point,  and  the  image  of  that 
point  with  respect  to  a  sphere,  cuts  the  sphere  at  right  angles. 

Hence,  any  circle  which  passes  through  a  point  and  cuts  the 
sphere  at  right  angles  passes  through  the  image  of  the  point. 

164.]  We  may  apply  the  method  of  inversion  to  deduce  the 
distribution  of  electricity  on  an  uninsulated  sphere  under  the  in- 
fluence of  an  electrified  point  from  the  uniform  distribution  on 
an  insulated  sphere  not  influenced  by  any  other  body. 

If  the  electrified  point  be  at  J,  take  it  for  the  centre  of  inversion, 
and  if  i^  is  at  a  distance  f  from  the  centre  of  the  sphere  whose 
radius  is  a,  the  inverted  figure  will  be  a  sphere  whose  radius  is  d 
and  whose  centre  is  distant/",  where 

£=^=_?l,.  (20) 

The  centre  of  either  of  these  spheres  corresponds  to  the  inverse 
point  of  the  other  with  respect  to  Ay  or  if  C  is  the  centre  and  B  the 
inverse  point  of  the  first  sphere,  C  will  be  the  inverse  point,  and  R 
the  centre  of  the  second. 

Now  let  a  quantity  e^  of  electricity  be  communicated  to  the 
second  sphere,  and  let  it  be  uninfluenced  by  external  forces.  It 
will  become  uniformly  distributed  over  the  sphere  with  a  surface- 
density  ^/ 

Its  action  at  any  point  outside  the  sphere  will  be  the  same  as 
that  of  a  charge  /  placed  at  Iff  the  centre  of  the  sphere. 
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At  the  spherical  surface  and  within  it  the  potential  is 

^=7.  (22) 

a  constant  qaantity. 

Now  let  us  invert  this  system.     The  centre  S  becomes  in  the 
inverted   system  the   inverse  point  B^  and  the  charge  /  at  ^ 

becomes  (f  ^  2A>  B^  and  at  any  point  separated  from  B  by  the 

surface  the  potential  is  that  due  to  this  charge  at  B. 

The  potential  at  any  point  P  on  the  spherical  surfacCj  or  on  the 
same  side  as  JS^  is  in  the  inverted  system 

If  we  now  superpose  on  this  system  a  charge  e  at  A,  where 

e^-^R,  (23) 

the  potential  on  the  spherical  surface,  and  at  all  points  on  the  same 
side  as  B^  will  be  reduced  to  zero.  At  all  points  on  the  same  side 
as  A  the  potential  will  be  that  due  to  a  charge  e  at  A^  and  a  chaige 

/■^at^. 

But  ,'1^^-.,^,  =  .,^,  (24) 

as  we  found  before  for  the  charge  of  the  image  at  B, 

To  find  the  density  at  any  point  of  the  first  sphere  we  have 

-  =  -^  •  (25) 

Substituting  for  the  value  of  a  in  terms  of  the  quantities  be- 
longing to  the  first  sphere,  we  find  the  same  value  as  in  Art.  158, 

^TtoAP^  ^  ^ 


On  Finite  Systems  0/ Successive  Images. 

165.]  If  two  conducting  planes  intersect  at  an  angle  which  is  a 
submultiple  of  two  right  angles,  there  will  be  a  finite  system  of 
images  which  will  completely  determine  the  electrification. 

For  let  A  OB  be  a  section  of  the  two  conducting  planes  per- 
pendicular to  their  line  of  intersection,  and  let  the  angle  of  inter- 
section AOB  =  -,  let  P  be  an  electrified  point,  and  let  JPO  =  r, 
and  FOB  =  0.     Then,  if  we  draw  a  circle  with  centre  0  and  radius 


165.]  SYSTEMS  OF   IMAGES.  239 

OP,  and  find  points  which  are  the  successive  images  of  P  in  the 
two  planes  beginning  with  OB,  we  shall  find  Q^  for  the  image  of 
P  in  OB,  Pg  for  the  image  of  4  in  OAy  Q3  for  that  of  P^  in  0J5, 
P3  for  that  of  Q3  in  OA,  and  Qj  for  that  of  Pg  in  OB. 

If  we  had  begun  with  the  image  of  P  in  AO  we  should  have 
found  the  same  points  in  the  reverse  order  Qg*  -^3*  Qa*  ^%i  Qu 
provided  AOB  is  a  submultiple  of  two  right  angles. 

For  the  alternate  images  P^jPgjPa  are  ranged  round  the  circle 
at  angular  intervals  equal  to 
2  AOB,  and  the  intermediate 
images  Q^,  Q^y  Q3  are  at  inter- 
vals of  the  same  magnitude. 
Hence,  if  2  AOB  is  a  submultiple 
of  2^,  there  will  be  a  finite 
number  of  images,  and  none  of 
these  will  fall  within  the  angle 
AOB,  If,  however,  AOB  is  not 
a  submultiple  of  w,  it  will  be 
impossible  to  represent  the 
actual   electrification   as  the  re-  ^* 

suit  of  a  finite  series  of  electrified  points. 

It  AOB  ^  -,  there  will  be  n  negative  images  Q^,  Q^,  &c.,  each 
ft 

equal  and  of  opposite  sign  to  P,  and  «— 1  positive  images  Pg, 

P3,  &c.,  each  equal  to  P,  and  of  the  same  sign. 

2  ir 

The  angle  between  successive  images  of  the  same  sign  is  —  • 

91 

If  we  consider  either  of  the  conducting  planes  as  a  plane  of  sym- 
metry, we  shall  find  the  positive  and  negative  images  placed 
symmetrically  with  regard  to  that  plane,  so  that  for  every  positive 
image  there  is  a  negative  image  in  the  same  normal,  and  at  an 
equal  distance  on  the  opposite  side  of  the  plane. 

If  we  now  invert  this  system  with  respect  to  any  point,  the  two 
planes  become  two  spheres^  or  a  sphere  and  a  plane  intersecting 

at  an  angle  ~ ,  the  inflaencing  point  P  being  within  this  angle. 
ft 

The  successive  images  lie  on  the  circle  which  passes  through  P 
and  intersects  both  spheres  at  right  angles. 

To  find  the  position  of  the  images  we  may  make  use  of  the 
principle  that  a  point  and  its  image  are  in  the  same  radius  of 
the  sphere,  and  draw  successive  chords  of  the  circle  beginning  at 
P  and  passing  through  the  centres  of  the  two  spheres  alternately. 
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To  find  the  charge  which  must  be  attributed  to  each  image,  take 
any  point  in  the  circle  of  intersection,  then  the  charge  of  each 
image  is  proportional  to  its  distance  from  this  point,  and  its  sign 
is  positive  or  negative  according  as  it  belongs  to  the  first  or  the 
second  system. 

166.]  We  have  thus  found  the  distribution  of  the  images  when 
any  space  bounded  by  a  conductor  consisting  of  two  spherical  surfaces 

meeting  at  an  angle  - ,  and  kept  at  potential  zero,  is  influenced  by 

an  electrified  point. 

We  may  by  inversion  deduce  the  case  of  a  conductor  consisting 

of  two  spherical  segments  meeting  at  a  re-entering  angle  - ,  charged 

n 

to  potential  unity  and  placed  in  free  space. 

For  this  purpose  we  invert  the  system  with  respect  to  P.    The 

circle  on  which  the  images  formerly  lay  now  becomes  a  straight 

line  through  the  centres  of  the  spheres. 

If  the  figure  (11)  represents 
a  section  through  the  line  of 
centres  AB,  and  if  JO,  1/  are  the 
points  where  the  circle  of  in- 
tei*section  cuts  the  plane  of  the 
paper,  then,  to  find  the  suc- 
cessive images,  draw  DA  a 
radius  of  the  first  circle,  and 
draw  DC,  DB,  &c.,   making 

^^«-^^-  angles  -,  ^,  &c.  with  DA. 

^      n     n 

The  points  C,  JB,  &c.  at  which  they  cut  the  line  of  centres  will 
be  the  positions  of  the  positive  images,  and  the  charge  of  each 
will  be  represented  by  its  distances  from  D,  The  last  of  these 
images  will  be  at  the  centre  of  the  second  circle. 

To  find  the  negative  images  draw  DP,  J9Q,  &c.,  making  angles 

- ,  — ,  &c.  with  the  line  of  centres.  The  intersections  of  these 
n     n 

lines  with  the  line  of  centres  will  give  the  positions  of  the  negative 
images,  and  the  charge  of  each  will  be  represented  by  its  distance 
from  JO. 

The  surface-density  at  any  point  of  either  sphere  is  the  sum 
of  the  surface-densities  due  to  the  system  of  images.  For  instance, 
the  surface-density  at  any  point  S  of  the  sphere  whose  centre  is 
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where  -i,  B,  C,  &c.  are  the  positive  series  of  images. 

When  S  is  on  the  circle  of  intersection  the  density  is  zero. 

To  find  the  total  charge  on  each  of  the  spherical  segments,  we 
may  find  the  surface-integral  of  the  induction  through  that  segment 
due  to  each  of  the  images. 

The  total  charge  on  the  segment  whose  centre  is  A  due  to  the 
image  at  A  whose  charge  is  DA  is 

where  0  is  the  centre  of  the  circle  of  intersection. 

In  the  same  way  the  charge  on  the  same  segment  due  to  the 
image  at  ^  is  i  {DB-^  OB),  and  so  on,  lines  such  as  OB  measured 
from  0  to  the  left  being  reckoned  negative. 

Hence  the  total  charge  on  the  segment  whose  centre  is  ^  is 
\{jDA+I)B+l)C+Scc.)  +  i(OA+OB-^  0(7+&c.), 
-i(i>P+i>(2  +  &c.)-i(C>^+0(2  +  &c.). 

167.]  The  method  of  electrical  images  may  be  applied  to  any 
space  bounded  by  plane  or  spherical  surfaces  all  of  which  cut  one 
another  in  angles  which  are  submultiples  of  two  right  angles. 

In  order  that  such  a  system  of  spherical  surfaces  may  exist,  every 
solid  angle  of  the  figure  must  be  trihedral,  and  two  of  its  angles 
must  be  right  angles,  and  the  third  either  a  right  angle  or  a 
submultiple  of  two  right  angles. 

Hence  the  cases  in  which  the  number  of  images  is  finite  are— 

(1)  A  single  spherical  surface  or  a  plane. 

(2)  Two  planes,  a  sphere  and  a  plane,  or  two  spheres  intersecting 

at  an  angle  -  • 
n 

(3)  These  two  surfaces  with  a  third,  which  may  be  either  plane 
or  spherical,  cutting  both  orthogonally. 

(4)  These  three  surfaces  with   a  fourth  cutting  the  first  two 


TT 


orthogonally  and  the  third  at  an  angle  —7 .     Of  these  four  surfaces 

one  at  least  must  be  spherical. 

We  have  already  examined  the  first  and  second  cases.  In  the 
first  case  we  have  a  single  image.  In  the  second  case  we  have 
2«— 1  images  arranged  in  two  series  in  a  circle  which  passes 
through  the  influencing  point  and  is  orthogonal  to  both  surfaces,  t 
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In  the  third  case  we  have,  besides  these  images,  their  images  with 
respect  to  the  third  surface,  that  is,  4»—  1  images  in  all  besides  the 
influencing  point. 

In  the  fourth  ease  we  first  draw  through  the  influencing  point 
a  circle  orthogonal  to  the  first  two  surfaces,  and  determine  on  it 
the  positions  and  magnitudes  of  the  n  negative  images  and  the 
n—l  positive  images.  Then  through  each  of  these  2n  points, 
including  the  influencing  point,  we  draw  a  circle  orthogonal  to 
the  third  and  fourth  surfaces,  and  determine  on  it  two  series  of 
images,  «'  in  each  series.  We  shall  obtain  in  this  way,  besides  the 
influencing  point,  2»«'— 1  positive  and  2««'  negative  images. 
These  innf  points  are  the  intersections  of  n  circles  with  n^  other 
circles,  and  these  circles  belong  to  the  two  systems  of  lines  of 
curvature  of  a  cyclide. 

If  each  of  these  points  is  charged  with  the  proper  quantity  of 
electricity,  the  surface  whose  potential  is  zero  will  consist  of  n-\-n^ 
spheres,  forming  two  series  of  which  the  successive  spheres  of  the 

first  set  intersect  at  angles  - ,  and  those  of  the  second  set  at  angles 

~7  ,  while  every  sphere  of  the  first  set  is  orthogonal  to  every  sphere 
of  the  second  set. 

Case  of  Two  Spheres  cutting  Orthogonally.    See  Fig.  IV  at  the 
end  of  this  volume. 

168.]  Let  A  and  J9,  Fig.  1 2,  be  the  centres  of  two  spheres  cutting 

each  other  orthogonally  in  D  and 
jD',  and  let  the  straight  line  DI/  cut 
the  line  of  centres  in  C,  Then  C 
is  the  image  of  A  with  respect  to 
the  sphere  B,  and  also  the  image 
of  B  with  respect  to  the  sphere 
whose  centre  is  A.  If  AD  =  o, 
BD  =  i3,  then  AB^  Va^-^fi^  and 
^'^'  ^2.  if  we  place  at  A^  B,  C  quantities 

of  electricity  equal  to  a,  /3,  and respectively,  then  both 

spheres  will  be  equipotential  surfaces  whose  potential  is  unity. 

We  may  therefore  determine  from  this  system  the  distribution  of 
electricity  in  the  following  cases : 
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(1)  On  the  conductor  PDQIf  formed  of  the  larger  segments  of 
both  spheres.    Its  potential  is  1,  and  its  charge  is 

This  quantity  therefore  measures  the  capacity  of  £uch  a  figure 
when  free  from  the  inductive  action  of  other  bodies. 

The  density  at  any  point  P  of  the  sphere  whose  centre  is  A,  and 
the  density  at  any  point  Q  of  the  sphere  whose  centre  is  £,  are 
respectively 

At  the  points  of  intersection,  D,  D',  the  d»[isity  is  zero. 

If  one  of  the  spheres  is  very  much  larger  than  the  other,  the 
density  at  the  vertex  of  the  smaller  sphere  is  ultimately  three  times 
that  at  the  vertex  of  the  larger  sphere. 

(2)  The  lens  T^IX^lf  formed  by  the  two  smaller  segments  of 

n  fit 

the  spheres,  charged  with  a  quantity  of  electricity  =  —  -  .  > 

and  acted  on  by  points  A  and  B,  charged  with  quantities  a  and  fi, 
is  also  at  potential  unity,  and  the  density  at  any  point  is  expressed 
by  the  same  formulae. 

(3)  The   meniscus  DPI/^  formed   by  the  difference   of  the 

segments  charg^  with  a  quantity  a^  and  acted  on  by  points  B 

—  flfl 
and  C,  charged  respectively  with  quantities  fi  and     .  -,  is  also 

in  equilibrium  at  potential  unity. 

(4)  The  other  meniscus  QJOP"!/  under  the  action  of  ^^  and  C. 
We  may  also  deduce  the  distribution  of  electricity  on  the  following 

internal  surfaces. 

The  hollow  lens  P^DQ'D  under  the  influence  of  the  internal 
electrified  point  C  at  the  centre  of  the  circle  BIX. 

The  hollow  meniscus  under  the  influence  of  a  point  at  the  centre 
of  the  concave  surface. 

The  hollow  formed  of  the  two  larger  segments  of  both  spheres 
under  the  influence  of  the  three  points  A^  B^  C, 

But,  instead  of  working  out  the  solutions  of  these  cases,  we  shall 
apply  the  principle  of  electrical  images  to  determine  the  density 
of  the  electricity  induced  at  the  point  P  of  the  external  surface  of 
the  conductor  PBQB^  by  the  action  of  a  point  at  0  charged  with 
unit  of  electricity. 
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Let         01  =  a,         OB^b,        OPz=zr,        BP^p, 
AI)=:a,        BDz=fi,        AB=^/^iFT^. 

Invert  the  system  with  respect  to  a  sphere  of  radius  unity  and 
centre  0. 

The  two  spheres  will  remain  spheres,  cutting  each  other  ortho- 
gonally, and  having  their  centres  in  the  same  radii  with  A  and  B. 
If  we  indicate  by  accented  letters  the  quantities  corresponding  to 
the  inverted  system^ 

^=^811^'         ^=^23^2'         ^-^23^2'        /^-52q32' 

If,  in  the  inverted  system,  the  potential  of  the  surface  is  unity, 
then  the  density  at  the  point  P'  is 

^=^  ('-(?))■ 

If,  in  the  original  system,  the  density  at  P  is  o-,  then 


and  the  potential  is  -.     By  placing  at  0  a  negative  charge  of 

T 

electricity  equal  to  unity,  the  potential  will  become  zero  over  the 
surface,  and  the  density  at  P  will  be 

This  gives  the  distribution  of  electricity  on  one  of  the  spherical 
surfaces  due  to  a  charge  placed  at  0.  The  distribution  on  the 
other  spherical  surface  may  be  found  by  exchanging  a  and  b,  a  and 
/3,  and  putting  g  or  AQ  instead  of  jo. 

To  find  the  total  charge  induced  on  the  conductor  by  the  elec- 
trified point  at  0,  let  us  examine  the  inverted  system. 

In  the  inverted  system  we  have  a  charge  a  at  A\  and  ^  at  -B', 

and  a  negative  charge.  -  at  a  point  (7'  in  the  line  A^B', 

such  that  A'C  :  C'B" : :  a^^  :  ^^. 

If  0A'=  a\  0R=.  V,  0C'=  c\  we  find 
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Inverting  this  system  the  charges  become 


245 


o    ^  a 
a'  "  a 


If 


b 


and  — 


a'^       1 


afi 


Hence  the  whole  charge  on  the  conductor  due  to  a  unit  of 
negative  electricity  at  0  is 


aP  . 


Distribution  of  Electricity  an  Three  Spherical  Surfaces  which 
Intersect  at  Right  Angles, 

169.]  Let  the  radii  of  the  spheres  be  o,  )3,  y,  then 

BC  =  ^/W+?>     CA  =  V7T^\    ^B  =  ^/'^?^. 

Let  PqR,  Fig.  1 3,  be  the  feet 
of  the  perpendiculars  from  ABC 
on  the  opposite  sides  of  the  tri- 
angle^ and  let  0  be  the  inter- 
section of  perpendiculars. 

Then  P  is  the  image  of  B  in 
the  sphere  y,  and  also  the  image 
of  C  in  the  sphere  )3.  Also  0  is 
the  image  of  P  in  the  sphere  a. 

Let  charges  a,  ^,  and  y  be 
placed  at  -4,  -B,  and  C. 

Then  the  charge  to  be  placed 
at  Pis 


Fig.  18. 


7)32 +y« 


V  j^ 


P^'^y' 


Also  AP  =  ^^V  +  y^^+glg!    go  that  the  charge  at  0,  con-  * 

sidered  as  the  image  of  P,  is 

a^y  1 


^y^ 


i^y^  +  y^a^  +  a^/S*-  ^  /l         1         1 


iS^       y- 
In  the  same  way  we  may  find  the  system  of  images  which  lure      . 
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electrically  equivalent  to  four  spherical  sur&ees  at  potential  unity 
intersecting  at  right  angles. 

If  the  radius  of  the  fourth  sphere  is  ^  and  if  we  make  the  charge 
at  the  centre  of  this  sphere  =  b,  then  the  charge  at  the  intersection 
of  the  line  of  centres  of  any  two  qiheres,  say  a  and  j3,  with  their 

plane  of  intersection,  is 

1 


V 


a^  ■'■^« 


The  change  at  the  intersection  of  the  plane  of  any  thiee  centres 
ABC  with  the  perpendicular  from  D  is 

1 

+ 


V ;?  "^  ^  "^  7 


and  the  charge  at  the  intersection  of  the  four  perpendiculars  is 

1 


V 


—       —       -L  4.  i 
-2   "*"  ^2   +  y2   +   li 


System  of  Four  Spheres  Intersecting  at  Right  Angles  wnier  tie 
Action  of  an  Electrified  Paint. 

170.]  Let  the  four  spheres  be  A^  B,  (7,  i>,  and  let  the  electrified 
point  be  0.  Draw  four  spheres  A^,  B^,  (^,  i?^,  of  which  any  one, 
A^y  passes  through  0  and  cuts  three  of  the  spheres,  in  this  case  B^ 
C,  and  i),  at  right  angles.  Draw  six  spheres  {ah),  (ac),  (ad),  (fc), 
{bd)y  {cd\  of  which  each  passes  through  0  and  through  the  circle 
of  intersection  of  two  of  the  original  spheres. 

The  three  spheres  B^^C^^  D^  will  intersect  in  another  point  besides 
0.  Let  this  point  be  called  A\  and  let  B^,  C\  and  Bt  be  the 
intersections  of  C|,  2>i,  A^^  of  i)^,  A^^  J^,  and  of  A^^  -B^,  C\  re- 
spectively. Any  two  of  these  spheres,  A^Bi,  will  intersect  one  of 
the  six  {cd)  in  a  point  (a^b*).    There  will  be  six  such  points. 

Any  one  of  the  spheres,  ^j,  will  intersect  three  of  the  six  (aA), 
{ac),  (ad)  in  a  point  a\  There  will  be  four  such  points.  Finally, 
the  six  spheres  {ab),  (ac),  {ad),  {cd),  {db),  {be),  will  intersect  in  one 
point  8. 

If  we  now  invert  the  system  with  respect  to  a  sphere  of  radius 
B  and  centre  0,  the  four  spheres  A,  B,  C,  B  will  be  inverted  into 
spheres,  and  the  other  ten  spheres  will  become  planes.  Of  the 
points  of  intersection  the  first  four  -4',  -B',  C\  Bt  will  become  the 
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centres  of  tbe  spheres^  and  the  others  will  correspond  to  the  other 
eleven  points  in  the  preceding  artide.    These  fifteen  points  form 
the  image  of  0  in  the  system  of  fonr  spheres. 
At  the  point  jf^  which  is  the  image  of  0  in  the  sphere  Ay  we 

must  place  a  charge  equal  to  the  image  of  0,  that  is, ,  where  a 

is  the  radius  of  the  sphere  A^  and  a  is  the  distance  of  its  centre 
from  0.  In  the  same  way  we  must  place  the  proper  charges  at 
B,  C\  If. 

The  charge  for  each  of  the  other  eleven  points  may  be  found  from 
the  expressions  in  the  last  article  by  substituting  o',  ^^  y\  V  for 
a,  )3,  y,  h^  and  multiplying  the  result  for  each  point  by  the  distance 
of  the  point  from  0,  where 

[The  cases  discussed  in  Artsw  1&9,  170  may  be  dealt  with  as 
follows :   Taking  three  coordinate  planes  at  right  angles,  let  us 

place  at  the  system  of  eight  points  (±  ^—  >  ±  ^o '   ±  T~)  c^^^^&^s 

±ej  the  minus  charges  being  at  the  points  which  have  1  or  3 
negative  eoordinates.  Then  it  is  obvious  the  coordinate  planes  are 
at  potential  zero.  Now  let  us  invert  with  regard  to  any  point  and 
we  have  the  case  of  three  spheres  cutting  orthogonally  under  the 
influence  of  an  electrified  point.  If  we  invert  with  regard  to  one  of 
the  electrified  points,  we  find  the  solution  for  the  case  of  a  con- 
ductor in  the  form  of  three  spheres  of  radii  d,  /9,  y  cutting  ortho- 
gonally and  freely  charged. 

If  to  the  above  system  of  electrified  points  we  superadd  their 
images  in  a  sphere  with  its  centre  at  the  origin  we  see  that,  in 
addition  to  the  three  coordinate  planes,  the  surface  of  the  sphere 
forms  also  a  part  of  the  sur&ce  of  zero  potential.] 

Two  Spheres  not  Intersecting. 

171.]  When  a  space  is  bounded  by  two  spherical  surfaces  which 
do  Bot  intersect,  the  successive  images  of  an  influencing  point 
within  this  i^pace  form  two  infinite  series,  all  of  which  lie  beyond 
the  spherical  surfaces,  and  therefore  fulfil  the  condition  of  the 
ai^ticability  of  the  method  of  electrical  images. 

Any  two  non-intersecting  spheres  may  be  inverted  into  two 
concentric  spheres  by  assuming  as  the  point  of  inversion  either 
of  the  two  common  inverse  points  of  the  pair  of  spheres.  ^ 
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We  sliall  begin,  therefore,  with  the  case  of  two  uninsulated 
concentric  spherical  surfaces,  subject  to  the  induction  of  an  elec- 
trified point  placed  between  them. 

Let  the  radius  of  the  first  be  d,  and  that  of  the  second  be"^,  and 
let  the  distance  of  the  influencing  point  from  the  centre  be  r  =  b^. 

Then  all  the  successive  images  will  be  on  the  same  radius  as  the 
influencing  point. 

Let  Qq,  Fig.  14,  be  the  image  of  P  in  the  first  sphere,  P,  that 
of  Qq  in  the  second  sphere,  Qi  that  of  P^  in  the  first  sphere^  and 


so  on 


then 


Fig.  14. 


OQ^  =  be'\ 

OQi  =  j<?-(-+««n,  &c. 

OP,  =  J^*+2rty)^ 

If  the  charge  of  P  is  denoted  by  P, 
then 
Q,  =  — Ptf-(~+««^), 


and 
also 


Hence 


P,z:zPe'^, 

Next,  let  Qi  be  the  image  of  P  in  the  second  sphere.  Pi  that  of 
Qi  in  the  first,  &c.. 


Q/=-P^-, 


0P{^  }^«^, 
OP^'=b^-^'^, 
0P;=  bff"'^^, 

P/=:P(?-»^, 


Of  these  images  all  the  P's  are  positive,  and  all  the  Q's  negative, 
all  the  P^'s  and  Q's  belong  to  the  first  sphere,  and  all  the  P's  and 
^^^s  to  the  second. 

The  images  within  the  first  sphere  form  a  converging  series,  the 
sum  of  which  is 


-P! 


*-l 


<?^-l 


This  therefore  is  the  quantity  of  electricity  on  the  first  or  interior 
sphere.    The  images  outside  the  second  sphere  form  a  diverging- 
series,  but  the  surface-integral  of  each  with  respect  to  the  spherical 
surface  is  zero.    The  charge  of  electricity  on  the  exterior  spherical 
surface  is  therefore 
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charge  on  ^  s=  — P- 
charge  on  B^^P- 


If  we  substitute  for  these  expressions  their  values  in  terms  of 
OA,  OB,  and  OP,  we  find 

04  PJ 
OP  AB' 
sOB^AP 
OP  AB' 

If  we  suppose  the  radii  of  the  spheres  to  become  infinite,  the  case 
becomes  that  of  a  point  placed  between  two  parallel  planes  A  and  B. 
In  this  case  these  expressions  become 

charge  on  -4  =  — P  -j^  > 

charge  on  P  =  — P  -j^  • 

172.]  In  order  to  pass  from  this  case  to  that  of  any  two  spheres 
not  intersecting  each 
other,  we  begin  by 
finding  the  two  com- 
mon inverse  points  0, 
(/  through  which  all 
circles  pass  that  are 
orthogonal  to  both 
spheres.  Then,  if  we 
invert  the  system  with 
respect  to  either  of 
these  points,  the  spheres 
become  concentric,  as 
in  the  first  case. 


Fig.  15. 


If  we  take  the  point  0  in  Fig.  1 5  as  centre  of  inversion,  this 
point  will  be  situated  in  Fig.  14  somewhere  between  the  two 
spherical  surfEices. 

Now  in  Art.  171  we  solved  the  case  where  an  electrified  point  is 
placed  between  two  concentric  conductors  at  zero  potential.  By 
inversion  of  that  case  with  regard  to  the  point  0  we  sball  therefore 
deduce  the  distributions  on  two  spherical  conductors  at  potential 
zero,  exterior  to  one  another,  induced  by  an  electrified  point  in  their 
neighbourhood.  In  Art.  173  it  will  be  shewn  how  the  results  thus 
obtained  may  be  employed  in  finding  the  distributions  on  two 
spherical  charged  conductors  subject  to  their  mutual  influence  only. 

The  radius  OAPB  in  Fig.  14  on  which  the  successive  images  lie 
becomes  in  Fig.  15  an  arc  of  a  circle  through  0  and  (7,  and  the 
ratio  of  O^P  to  OP  is  equal  to  C^  where  C7  is  a  numerical  quantity.      , 
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If  we  put       ^  =  log^,       a  =  log-^>      ^^^^S'q^> 

tlien  /3— a  =  9,         « +  a  =  d. 

All  the  Buccessive  images  of  P  will  lie  on  the  arc  OAPB(/. 
The  position  of  the  image  of  P  in  ^  is  Q^  where 

That  of  Qo  in  B  is  P^  where 

Similarly 

e{P;)  =  ^  +  2#fir,  e{Q,)  =  2a— d-2*tsr. 

In  the  same  way  if  the  successive  images  of  P  in  ^^  A,  By  ftc 

e{p;)  =  e^2siff,       e{Q/)  =  2i3-^+2««r. 

To  find  the  charge  of  any  image  P,  we  observe  that  in  the 
inverted  figure  its  charge  is 


'a/op' 


In  the  original  figure  we  must  multiply  this  by  OP^,     Hence  the 
charge  of  P,  in  the  dipolar  figure  is 


V 


op..(rp, 
OP.orp  ' 


If  we  make  f  =  ^OP.(/Py  and  call  f  the  parameter  of  the 
point  P,  then  we  may  write 

P  =-^P 

or  the  charge  of  any  image  is  proportional  to  its  parameter. 
If  we  make  use  of  the  curvilinear  coordinates  &  and  ^,  such  that 

where  2^  it  the  distance  0(y,  then 

isinhff  Aeaid> 

cosh  (?— cos  <l>  ^      cosh  ^— cos  0  ' 


ap  =  - 


«*  +  (y — i  cot  ^)*  =  h^  cosec*  0, 
(«+  * coth  Bf  -f y«  a=^*2  cosech?  ^, 
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\/co6h  d—  cos  0 
Since  the  charge  of  each  image  is  proportional  to  its  parameter, 
f ,  and  is  to  be  taken  positively  or  negatively  according  as  it  is  of 
the  form  P  or  Q,  we  find 

P  VcQsh^—cosi^ 


Vcosh  (^  +  2  ««r)  —  cos  <^ 
P>ycosh^— COS0 

vcosh(2o  — ^— 2*«r)— cos^ 
P  V  cosh  d  —  cos  <^ 

V  cosh  (d—  2««r)  —  cos  0 
P^/cosh^— cos<^ 


Vcosh(20— ^4-2*«')— eo8<^ 

We  have  now  obtained  the  positions  and  efaarges  of  the  two 
infinite  series  of  images.  We  have  next  to  determine  the  total 
charge  on  the  sphere  A  by  finding  the  snm  of  all  the  images  within 
it  which  are  of  the  form  Q  or  P'.     We  may  write  this 

P\/cOsh^— .COS0  2#=l       /       1   //.      ^        \         =T* 

^  -^'-^  Vcosh(d— 2«w)— cos<^ 

. ^«=oo  1 

— Pvcoshd  — cosd>  ^»o    /     i_  /^       ^     ^     \  ' 

^  -*^-«  -/cosh(2a-d— 2*isr)-co80 

In  the  same  way  the  total  induced  charge  on  ^  is 

y  ^^#=00  1 

Pv  cosh  ^  — COS  0  ^j=i"7=  v/^     »      X  ^' 

^  ^    *  Vcosh(d+2*«r)— cos<^ 


— Pvcoshd  — eos^  ^#=0 


"®  \/cosh(2/3— ^  +  2*tiT)— cos«^ 
173.]  We  shall  apply  these  results  to  the  determination  of  the 

*  In  these  exprowiono  w*  miMi  ranembar  thai 

2co8h0  =  e^+e"^,        2Biiihtf  =  e*-c"*, 

and  the  other  functions  of  0  are  derived  frc»n  these  bj  the  same  definitionB  as  the 
coTTeeponding  trigonometrical  functions. 

The  meth^  or  applying  dipolar  oowdinates  to  thfc  oase  was  given  by  lliomson  in 
LiouviU^s  Journal  for  1847.  See  Thomson's  reprint  of  EUctrical  Papers,  §  211,  212. 
In  the  text  I  have  made  use  of  tiie  investigation  of  Prof.  Betti,  Nwmo  Cimenio, 
woL  zz>  fer  the  analytical  method,  bnt  I  h«re  ntained  the  idea  of  eleetrieal  tmagea  as 
used  by  Thomson  in  his  original  investigation,  Phil.  Mag.,  1858.  ^  r^r^n]f> 
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coefficients  of  capacity  and  induction  of  two  spheres  whose  radii  are 
a  and  b,  and  the  distance  between  whose  centres  is  c. 

Let  the  sphere  ^  be  at  potential  unity^  and  the  sphere  B  at 
potential  zero. 

Then  the  successive  images  of  a  charge  a  placed  at  the  centre 
of  the  sphere  A  will  be  those  of  the  actual  distribution  of  electricity. 
All  the  images  will  lie  on  the  axis  between  the  poles  and  the 
centres  of  the  spheres,  and  it  will  be  observed  that  of  the  four 
systems  of  images  determined  in  Art.  1 72,  only  the  first  and  fourth 
exist  in  this  case. 

If  we  put  


h^ 


2c 


k  k 

then     sinh  a  = >  sinh;3  =  t  • 

a  0 

The  values  of  6  and  ^  for  the  centre  of  the  sphere  A  are 

^=2o,  ^=0. 

Hence  in  the  equations  we  must  substitute  a  or  —  i    .  ,      for  P, 

2  a  for  ^  and  0  for  (^,  remembering  that  P  itself  forms  part  of  the 
charge  of  A.    We  thus  find  for  the  coefficient  of  capacity  of  A 

for  the  coefficient  of  induction  of  ^  on  jS  or  ot  B  on  A 

We  may,  in  like  manner,  by  supposing  S  at  potential  unity  and 
A  at  potential  zero,  determine  the  value  of  j^^.  We  shall  find, 
with  our  present  notation, 

To  calculate  these  quantities  in  terms  of  a  and  i,  the  radii  of  the 
spheres,  and  of  c  the  distance  between  their  centres,  we  observe 

that  if  

K^y/a^i-b^+c^^2b^c^^2<^a^-^2aH\ 
we  may  write 

sinh  a  =  — - — ,  sinh^  =  — r- ,  sinht?  =  -—=■ , 
2ac'  ^       2bc'  2ab 

cosha  = }   coslip  = -—. f    coshers: -—7 1 

2ca  ^  2cb  2ab 
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and  make  use  of 

sinh  (a + ^)  =  sinli  a  cosh)3  +  cosh  a  sinh  )3, 
cosli  (a + y3)  =  cosh  a  cosh  jS  +  sinh  a  sinh  j3. 

By  this  process  or  by  the  direct  calculation  of  the  successive 
images  as  shewn  in  Sir  W.  Thomson's  paper,  we  find 

_       ab  gg&g flW 

174.]  We  have  then  the  following  equations  to  determine  the 
charges  E^  and  Ef,  of  the  two  spheres  when  electrified  to  potentials 
7^  and  ^  respectively, 

If  we  put  qaa  qbb—qJ  =  -^  =  5^ ' 

and  Paa  =  il>b^S  Pab——qabl^>  I^hb  =  Saa^y 

whence  JPaaPhb—Pab^  =  ^ ; 

then  the  equations  to  determine  the  potentials  in  terms  of  the 

charges  are  K—P^^a -^Pab ^h$ 

^TL^PaaiPabi  ^^^  PiAf  ^le  the  cocfficieuts  of  potential. 
The  total  energy  of  the  system  is,  by  Art.  85, 

The  repulsion  between  the  spheres  is  therefore,  by  Arts.  92,  93, 

where  (?  is  the  distance  between  the  centres  of  the  spheres. 

Of  these  two  expressions  for  the  repulsion,  the  first,  which 
expresses  it  in  terms  of  the  potentials  of  the  spheres  and  the 
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variations  of  the  coefficients  of  capacity  and  indaotion,  is  the  most 
convenient  for  calcalation. 

We  have  therefore  to  differentiate  the  j^s  with  respect  to  c. 
These  quantities  are  expressed  as  functions  of  h^  a,  /9,  and  vr,  and 
must  be  differentiated  on  the  supposition  that  a  and  b  are  constant. 
From  the  equations 

-  .  ,  r   •  t. «  8inhasifth/3 

i  =— ia^smha  =  dfiinh/3  =— ^ r-r ^> 

sinhtr 

dk      cosh  a  coshy9 


we  find 


dc  sinhur 

da  ^  sinh  a  cosh  /3 
dc'^     k  sinh  «■ 
^)3       cosh  a  sinh  j3 


dc  £sinht7 

dc  ^V 
whence  we  find 


dq^^  ^  cosh Q  cosh  3  q^a      '^#=«>  {sc+b  coshg)  cosh  (jw— a) 
'dc'  ■"       sinhisr       T ""  -^'"«  ^(sinh  (^isr-a))^  ' 

rfgat  ^  cosh  a  cosh  ,8  j^^b      ^#=«  *  cosh  sm 
"&"  smh^S^       T"^-^'-!  (smhT^' 

^?6b  _  cosh  a  cosh/3  j'ftfc       '^#=oo(«?— aco8ha)cosh()3+*iir) 
'dc'  "■       sinhisr      T "  -^'=^»  (?(8inh(^+#w))2  ' 

Sir  William  Thomsom  has  calculated  the  force  between  two 
spheres  of  equal  radius  separated  by  any  distance  less  than  the 
diameter  of  one  of  them.  For  greater  distances  it  is  not  necessary 
to  use  more  than  two  or  three  of  the  successive  images. 

The  series  for  the  differential  coefficients  of  the  j^'s  with  respect 
to  c  are  easily  obtained  by  direct  differention. 

dc   ^  c^'^     c^lc^^a^^^) 


'C  2aWc{2<?—2a^'-}?) 

Tc  (c2-a2)2  '^{c^^a^  +  bcf{c^^a^^bcY 
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Dislribution  of  Electricity  on  Two  Spheres  in  Contact. 

175.]  If  we  suppose  the  two  spheres  at  potential  unity  and  not 
iiiflueuced  by  any  other  pointy  then,  if  we  invert  the  system  with 
respect  to  the  point  of  contact^  we  shall  have  two  parallel  planes, 

distant  —  and  —?  from  the  point  of  inversion,  and  electrified  by 

the  action  of  a  unit  of  electricity  at  that  point. 

There  will  be  a  series  of  positive  images,  each  equal  to  unity,  at 

distances  *  (-  +  r)  from  the  origin,  where  8  may  have  any  integer 

value  from  — « to  +  »  - 

There  will  also  be  a  series  of  negative  images  each  equal  to  ^  1, 
the  distances  of  which  from  the  origin,  reckoned  in  the  direction  of 

a,  are  -  +  *(-  +  t)- 
a        ^a     0^ 

When  this  system  is  inverted  back  again  into  the  form  of  the 

two  spheres  in  contact,  we  have  a  corresponding  series  of  negative 

images^  the  distances  of  which  from  the  point  of  contact  are  of  the 

form  — —  >  where  s  is  positive  for  the  sphere  A  and  negative 

for  the  sphere  B.  The  charge  of  each  image,  when  the  potential 
of  the  spheres  is  unity,  is  numerically  equal  to  its  distance  from  the 
point  of  contact^  and  is  always  negative. 

There  will  also  be  a  series  of  positive  images  whose  distances 
from  the  point  of  contact  measured  in  the  direction  of  the  centre 

of  «,  are  of  the  form  • 


1        /I      1\ 


When  8  is  zero,  or  a  positive  integer,  the  image  is  in  the 
sphere  A. 

When  «  is  a  negative  integer  the  image  is  in  the  sphere  B, 

The  charge  of  each  image  is  measured  by  its  distance  from  the 
origin  and  is  always  positive. 

The  total  charge  of  the  sphere  A  is  therefore 


K  -  24-0    I  -{         K  -  ^qii  ^.-1   -,  ' 
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Each  of  these  series  is  infinite^  but  if  we  combine  them  in  the  form 

rr  _  ^#=«)  a^b 

•  -  ^#==1  s{a-\-b){s{a-^b)^a} 
the  series  becomes  converging. 

In  the  same  way  we  find  for  the  charge  of  the  sphere  By 
jP        ^«=oo         ab  ab    <^«=~ao  1 

'=1  s(a^b){8(a^b)-^b}' 
The  expression  for  E^  is  obviously  equal  to 


ab    r 

a  +  b  Jq 


1  e^    - 1  ,^ 


t  +  bJo         1— d 
in  which  form  the  result  in  this  case  was  given  by  Poisson. 

It  may  also  be  shewn  (Legendre  Traite  dea  Fanctiofu  Ulliptiques, 
ii,  438)  that  the  above  series  for  JS^  is  equal  to 

d 
where  y= -57712...,     and     *(a?)  =  ^logr(l +«?). 

The  values  of  *  have  been  tabulated  by  Grauss  {Werie,  Band  iii, 
pp.  161-162.) 

If  we  denote  for  an  instant  b-^{a  +  b)  by  x,  we  find  for  the 
diflference  of  the  charges  JE^  and  Ej,, 

-^iogr(.)r(i-.)x^. 

d  .       ,  ab 

=  -J-  log  sm  nx  X  —TJj 
dx    ^  a-\-b 

Ttab      ,    irb 

;00t- 


"  a  +  b       a  +  J 
When  the  spheres  are  equal  the  charge  of  each  for  potential  unity 

IS  ^#=00  1 

^a  =  ^Z-l2.(2*-l)' 

=  «(l-i  +  i-i+&c.), 
=  fllog^2  =  -69314718^^. 
When  the  sphere  A  is  very  small  compared  with  the  sphere  B 
the  charge  on  A  is 

^a  =  -3  ]S'=r  -^  approximately  ; 


or     K^-^. 
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The  charge  on  ^  is  nearly  the  same  as  if  ^^  were  removed,  or 

The  mean  density  on  each  sphere  is  found  hy  dividing  the  charge 
by  the  surface.     In  this  way  we  g^t 

^g         _       g 

*^"        4ira2  ~24i' 
-gfc     _     1 

Hence,  if  a  very  small  sphere  is  made  to  touch  a  very  large  one, 
the  mean  density  on  the  small  sphere  is  equal  to  that  on  the  large 

sphere  multiplied  by  —  ,  or  1.644936. 
6 

Application  of  Electrical  Inversion  to  the  case  of  a  SpAerieal  Bowl. 

176.]  One  of  the  most  remarkable  illustrations  of  the  power  of 
Sir  W.  Thomson's  method  of  Electrical  Images  is  furnished  by  his 
investigation  of  the  distribution  of  electricity  on  a  portion  of  a 
spherical  surface  bounded  by  a  small  circle.  The  results  of  this 
investigation,  without  proof,  were  communicated  to  M.  Liouville 
and  published  in  his  Journal  in  1847.  The  complete  investigation 
is  given  in  the  reprint  of  Thomson's  Electrical  Papers,  Article  XV. 
I  am  not  aware  that  a  solution  of  the  problem  of  the  distribution 
of  electricity  on  a  finite  portion  of  any  curved  surface  has  been 
given  by  any  other  mathematician. 

As  I  wish  to  explain  the  method  rather  than  to  verify  the 
calculation,  I  shall  not  enter  at  length  into  either  the  geometry 
or  the  integration^  but  refer  my  readers  to  Thomson's  work. 

Distribution  of  Electricity  on  an  Ellipsoid. 
177.]  It  is  shewn  by  a  well-known  method*  that  the  attraction 
of  a  shell  bounded  by  two  similar  and  similarly  situated  and 
concentric  ellipsoids  is  such  that  there  is  no  resultant  attraction 
on  any  point  within  the  shell.  If  we  suppose  the  thickness  of 
the  shell  to  diminish  indefinitely  while  its  density  increases,  we 
ultimately  arrive  at  the  conception  of  a  surface-density  varying 
as  the  perpendicular  from  the  centre  on  the  tangent  plane,  and 
since  the  resultant  attraction  of  this  superficial  distribution  on  any 

*  Thomson  and  Tait's  Natural  PhUotophy,  §  520,  or  Art.  150  of  this  book.  >  , 
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point  within  the  ellipsoid  is  zero,  electricity,  if  so  distributed  on 
the  surface,  will  be  in  equilibrium. 

Hence,  the  surface-density  at  any  point  of  an  ellipsoid  undis- 
turbed by  external  influence  varies  as  the  distance  of  the  tangent 
plane  from  the  centre. 

Distribution  of  Electricity  on  a  Disk, 
By  making  two  of  the  axes  of  the  ellipsoid  equal,  and  making 
the  third  vanish,  we  arrive  at  the  case  of  a  circular  disk,  and  at  an 
expression  for  the  surface-density  at  any  point  !P  of  such  a  disk 
when  electrified  to  the  potential  F  and  left  undisturbed  by  external 
influence.  If  o-  be  the  surface-density  on  one  side  of  the  disk, 
and  if  KFL  be  a  chord  drawn  through  the  point  P,  then 

2i;^VKF:PL' 

Application  of  the  Principle  of  Electric  Inversion. 

178.]  Take  any  point  Q  as  the  centre  of  inversion,  and  let  R 
be  the  radius  of  the  sphere  of  inversion.  Then  the  plane  of  the 
disk  becomes  a  spherical  surface  passing  through  Q,  and  the  disk 
itself  becomes  a  portion  of  the  spherical  surface  bounded  by  a  circle. 
We  shall  call  this  portion  of  the  surface  the  bowl. 

If  5'  is  the  disk  electrified  to  potential  F^smi  free  from  external 
influence,  then  its  electrical  image  S  will  be  a  spherical  segment  at 
potential  zero,  and  electrified  by  the  influence  of  a  quantity  F^R  of 
electricity  placed  at  Q. 

We  have  therefore  by  the  process  of  inversion  obtained  the  solu- 
tion of  the  problem  of.  the  distribution  of  electricity  on  a  bowl  or  a 
plane  disk  when  under  the  influence  of  an  electrified  point  in  the 
surface  of  the  sphere  or  plane  produced. 

Influence  of  an  Electrified  Point  jplaced  on  the  unoccupied  part  qfthe 
Spherical  Surface. 

The  form  of  the  solution,  as  deduced  by  the  principles  already 
given  and  by  the  geometry  of  inversion,  is  as  follows  : 

If  C  is  the  central  point  or  pole  of  the  spherical  bowl  5,  and 
if  a  is  the  distance  from  C  to  any  point  in  the  edge  of  the  segment, 
then,  if  a  quantity  q  of  electricity  is  placed  at  a  point  Q  in  the 
surface  of  the  sphere  produced,  and  if  the  bowl  S  is  maintained 
at  potential  zero,  the  density  a-  at  any  point  P  of  the  bowl  will  be 

1       q  /W^' 

27r«  QP«  A/   a'-CF^  '  ^  , 
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CQ,  CPy  and  QP  being  the  straight  lines  joining  the  points,  C,  Q, 
and  P. 

It  is  remarkable  that  this  expression  is  independent  of  the  radius 
of  the  spherical  surface  of  which  the  bowl  is  a  part.  It  is  therefore 
applicable  without  alteration  to  the  case  of  a  plane  disk. 

Influence  of  any  Number  of  Electrified  Pomls, 

Now  let  us  consider  the  sphere  as  divided  into  two  parts,  one  of 
which,  the  spherical  segment  on  which  we  have  determined  the 
electric  distribution,  we  shall  call  the  bowl,  and  the  other  the 
remainder,  or  unoccupied  part  of  the  sphere  on  which  the  in- 
fluencing point  Q  is  placed. 

If  anj  number  of  influencing  points  are  placed  on  the  remainder 
of  the  sphere,  the  electricity  induced  by  these  on  any  point  of  the 
bowl  may  be  obtained  by  the  summation  of  the  densities  induced 
by  each  separately. 

179.]  Let  the  whole  of  the  remaining  surface  of  the  sphere  be 
uniformly  electrified,  the  surface-density  being  p,  then  the  density 
at  any  point  of  the  bowl  may  be  obtained  by  ordinary  integration 
over  the  surface  thus  electrified. 

We  shall  thus  obtain  the  solution  of  the  case  in  which  the  bowl 
is  at  potential  zero,  and  electrified  by  the  influence  of  the  remaining 
portion  of  the  spherical  surface  rigidly  electrified  with  density  p. 

Now  let  the  whole  system  be  insulated  and  placed  within  a 
sphere  of  diameter^  and  let  this  sphere  be  uniformly  and  rigidly 
electrified  so  that  its  surface-density  is  /. 

There  will  be  no  resultant  force  within  this  sphere,  and  therefore 
the  distribution  of  electricity  on  the  bowl  will  be  unaltered,  but 
the  potential  of  all  points  within  the  sphere  will  be  increased  by 
a  quantity  F  where  jr  ^  2irpV*. 

Hence  the  potential  at  every  point  of  the  bowl  will  now  be  F. 

Now  let  us  suppose  that  this  sphere  is  concentric  with  the  sphere 
of  which  the  bowl  forms  a  part,  and  that  its  radius  exceeds  that 
of  the  latter  sphere  by  an  infinitely  small  quantity. 

We  have  now  the  case  of  the  bowl  maintained  at  potential  V  and 
influenced  by  the  remainder  of  the  sphere  rigidly  electrified  with 
superficial  density  p-^p^. 

180.]  We  have  now  only  to  suppose  p  +  p^=^  0,  and  we  get  the 
case  of  the  bowl  maintained  at  potential  F  and  free  from  external 
influence. 
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If  <r  is  the  density  on  either  surface  of  the  bowl  at  a  given  point 
when  the  bowl  is  at  potential  zero,  and  is  influenced  by  the  rest 
of  the  sphere  electrified  to  density  p,  then,  when  the  bowl  is  main- 
tained at  potential  F,  we  must  increase  the  density  on  the  outride 
of  the  bowl  by  /,  the  density  on  the  supposed  enveloping  sphere. 

The  result  of  this  investigation  is  that  if  y  is  the  diameter  of 
the  sphere,  a  the  chord  of  the  radius  of  the  bowl,  and  r  the  chord 
of  the  distance  of  P  from  the  pole  of  the  bowl,  then  the  surface- 
density  o-  on  the  inside  of  the  bowl  is 

and  the  surface-density  on  the  outside  of  the  bowl  at  the  same 
point  is  y 

In  the  calculation  of  this  result  no  operation  is  employed  more 
abstruse  than  ordinary  integration  over  part  of  a  spherical  surface. 
To  complete  the  theory  of  the  electrification  of  a  spherical  bowl  we 
only  require  the  geometry  of  the  inversion  of  spherical  surfaces. 

181.]  Let  it  be  required  to  find  the  surface-density  induced  at 
any  point  of  the  bowl  by  a  quantity  q  of  electricity  placed  at  a 
point  Qj  not  now  in  the  spherical  surface  produced. 

Invert  the  bowl  with  respect  to  Q,  the  radius  of  the  sphere  of 
inversion  being  JZ*  The  bowl  S  will  be  inverted  into  its  image  S^^ 
and  the  point  P  will  have  P'  for  its  image.  We  have  now  to 
determine  the  density  </  B,i  P'  when  the  bowl  S^  is  maintained  at 
potential  F\  such  that  q  =:  V^B,  and  is  not  influenced  by  any 
external  force. 

The  density  a  at  the  point  P  of  the  original  bowl  is  then 

this  bowl  being  at  potential  zero,  and  influenced  by  a  quantity  q  of 
electricity  placed  at  Q. 

The  result  of  this  process  is  as  follows  : 

Let  the  figure  represent  a  section  through  the  centre,  0,  of  the 
sphere,  the  pole,  C,  of  the  bowl,  and  the  influencing  point  Q. 
i>  is  a  point  which  corresponds  in  the  inverted  figure  to  the 
unoccupied  pole  of  the  rim  of  the  bowl,  and  may  be  found  by  the 
following  construction. 

Draw  through  Q  the  chords  EQE'  and  FQF,  then  if  we  sup- 
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pose  the  radius  of  the  sphere  of  inversion  to  be  a  mean  propor- 
tional between  the  segments  into  which  a  chord  is  divided  at  Q, 
-E^'i^  will  be  the  image  of  JEK  Bisect 
the  arc  rCH'  in  2/,  so  that  riy=z 
I/ir,  and  draw  I/QI)  to  meet  the 
sphere  in  D,  D  is  the  point  re- 
quired. Also  through  0,  the  centre 
of  the  sphere,  and  Q  draw  HOQH' 
meeting  the  sphere  in  H  and  H^. 
Then  if  P  be  any  point  in  the  bowl, 
the  surface-density  at  P  on  the  side 
which  is  separated  from  Q  by  the 
completed  spherical  surface,  induced 
by  a  quantity  q  of  electricity  at  Q, 
will  be 

g     QH.QSUPQ  .ClJ^-aKi  rPQ  .CJ)'-a'.il) 

27ra  MH'.PQHM  ^a^-CP^>  L-»Q  ^a*-CP^f  J  J 

where  a  denotes  the  chord  drawn  from  C,  the  pole  of  the  bowl, 
to  the  rim  of  the  bowl. 

On  the  side  next  to  Q  the  sor&oe-density  is 

q   Qff.QH' 


Fig.  18. 
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THEORY  OF   CONJUGATE   FUNCTIONS   IN   TWO  DIMENSIONS. 


182.]  The  number  of  independent  cases  in  which  the  problem 
of  electrical  equilibrium  has  been  solved  is  very  small.  The  method 
of  spherical  harmonics  has  been  employed  for  spherical  conductors^ 
and  the  methods  of  electrical  images  and  of  inversion  are  still  more 
powerful  in  the  cases  to  which  they  can  be  applied.  The  case  of 
surfaces  of  the  second  degree  is  the  only  one,  as  £Eir  as  I  know, 
in  which  both  the  equipotential  surfaces  and  the  lines  of  force  are 
known  when  the  lines  of  force  are  not  plane  curves. 

But  there  is  an  important  class  of  problems  in  the  theory  of 
electrical  equilibrium,  and  in  that  of  the  conduction  of  currents, 
in  which  we  have  to  consider  space  of  two  dimensions  only. 

For  instance^  if  throughout  the  part  of  the  electric  field  under 
consideration,  and  for  a  considerable  distance  beyond  it,  the  surfaces 
of  all  the  conductors  are  generated  by  the  motion  of  straight  lines 
parallel  to  the  axis  of  z^  and  if  the  part  of  the  field  where  this 
ceases  to  be  the  case  is  so  far  from  the  part  considered  that  the 
electrical  action  of  the  distant  part  on  the  field  may  be  neglected^ 
then  the  electricity  will  be  uniformly  distributed  along  each  gene- 
rating line,  and  if  we  consider  a  part  of  the  field  bounded  by  two 
planes  perpendicular  to  the  axis  of  z  and  at  distance  unity,  the 
potential  and  the  distributions  of  electricity  will  be  functions  of  x 
and  y  only. 

If  pdxdy  denotes  the  quantity  of  electricity  in  an  element  whose 
base  is  dxdy  and  height  unity,  and  ads  the  quantity  on  an  element 
of  area  whose  base  is  the  linear  element  ds  and  height  unity,  then 
the  equation  of  Poisson  may  be  written 
d^F     d^F 
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When  there  is  no  free  electricity,  this  is  reduced  to  the  equation 
of  Laplace,  i^y     i^y 

The  general  problem  of  electric  equilibrium  may  be  stated  as 
follows : — 

A  continuous  space  of  two  dimensions,  bounded  by  closed  curves 
C^,  ^2,  &c  being  given,  to  find  the  form  of  a  function,  F,  such  that 
at  these  boundaries  its  value  may  be  F"^,  Fg,  &c.  respectively,  being 
constant  for  each  boundary,  and  that  within  this  space  Y  may  be 
everywhere  finite,  continuous,  and  single  valued,  and  may  satisfy 
Laplace's  equation. 

I  am  not  aware  that  any  perfectly  general  solution  of  even  this 
question  has  been  given,  but  the  method  of  transformation  given  in 
Art.  190  is  applicable  to  this  case,  and  is  much  more  powerful  than 
any  known  method  applicable  to  three  dimensions. 

The  method  depends  on  the  properties  of  conjugate  functions  of 
two  variables. 

Befmiiion  of  Conjugate  Functions. 

183.]  Two  quantities  a  and  /3  are  said  to  be  conjugate  functions 
of  a?  andy,  if  a-f  >/  — IjS  is  a  function  of  «+  \/— ly. 
It  follows  from  this  definition  that 

dx^  dy^  dy       dx'^     ^  ^  ' 

d^a       d^a  _  d^p       d^^  __  . 

^  "*■  ^  -  ^'        dx^^df"^'  ^^f 

Hence  both  functions  satisfy  Laplace's  equation.     Also 


da  dfi      da  dfi      da 


da 
dy 


dfi 


^  dy 


2 


=  n\        (3) 


dx  dy       dy  dx       dx 

If  X  and  y  are  rectangular  coordinates,  and  if  ds^  is  the  intercept 
of  the  curve  (^  =  constant)  between  the  curves  a  and  a-\-da^  and 
d9^  the  intercept  of  a  between  the  curves  /9  and  /3  +  d^^  then 

da       d^       R'  ^^f 

and  the  curves  intersect  at  right  angles. 

If  we  suppose  the  potential  r=  ^0+^0,  where  k  is  some  con- 
stant, then  F  will  satisfy  Laplace's  equation,  and  the  curves  (a)  will 
be  equipotential  curves.    The  curves  (/3)  will  be  lines  of  force,  and 
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the  surface-integral  of  R  over  unit-length  of  a  cylindrical  surface 

whose  projection  on  the  plane  of  xy  is  the  curve  AB  will  he  ^(iSa— /3^), 

where  Pa  and  fis  are  the  values  of  j9  at  the  extremities  of  the  curve. 

If  one  series  of  curves  corresponding  to  values  of  a  in  arithmetical 

progression  be  drawn  on  the  plane,  and  another  series  corresponding 

to  a  series  of  values  of  ^  having  the  same  common  difference,  then 

the  two  series  of  curves  will  everywhere  intersect  at  right  angles, 

.  and,  if  the  common  difference  is  small  enough,  the  elements  into 

which  the  plane  is  divided  will  be  ultimately  little  squares^  whose 

sides^  in  different  parts  of  the  field,  are  in  different  directions  and  of 

different  magnitudes,  being  inversely  proportional  to  R. 

If  two  or  more  of  the  equipotential  lines  (a)  are  closed  corves 

enclosing  a  continuous  space  between  them,  we  may  take  these  for 

the  surfaces  of  conductors  at  potentials  (^o  +  ^^i))  (^+^<^)>  ^- 

respectively.     The  quantity  of  electricity  upon  any  one  of  these  be- 

k 
tween  the  lines  offeree  jS^  and  ^^  will  be  —  (/32""A)- 

The  number  of  equipotential  lines  between  two  conductors  will 
therefore  indicate  their  difference  of  potential,  and  the  number  of 
lines  of  force  which  emerge  from  a  conductor  will  indicate  the 
quantity  of  electricity  upon  it. 

We  must  next  state  some  of  the  most  important  theorems 
relating  to  conjugate  functions,  and  in  proving  them  we  may  use 
either  the  equations  (l),  containing  the  differential  coefficients,  or 
the  original  definition,  which  makes  use  of  imaginary  symbols. 

184.]  Theorem  I.  Ifx  and/  are  conjugate funciiona  mlh  respect 
to  X  afid  y,  and  if  sf'  and  y"  are  also  conjugate  functions  wiik 
respect  to  x  and  y^  then  the  functions  af-\-x''  and  / -\'/'  will 
be  conjugate  functions  with  respect  to  x  and  y. 

For  d^^d^    ^^^  dx"  _df ^ 

dx"^  dy^  dx  "^  dy  * 

therefore  e^K+Q  ^  ^(/-h/Q. 

dx  dy 

Also  ^  =  _^     and    ^  =  -^- 

dy  dx'  dy  dx  ' 

therefore  4^>0  ^_  ^(/-f/Q 

dy  dx 

or  X'\-iif'  and  /+/'  are  conjugate  with  respect  to  x  and  y. 
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Graj)Aic  Representation  of  a  Function  which  w  the  Sum  of  Two 
Given  Function, 

Let  a  function  (a)  of  x  and  y  be  graphically  represented  by  a 
series  of  curves  in  the  plane  of  xy^  each  of  these  curves  corre- 
sponding to  a  value  of  a  which  belongs  to  a  series  of  such  values 
increasing  by  a  common  diiSerence,  5. 

Let  any  other  function,  )3,  of  x  and  y  be  represented  in  the  same 
way  by  a  series  of  curves  corresponding  to  a  series  of  values  of  )3 
having  the  same  common  difference  as  those  of  a. 

Then  to  represent  the  function  a  +  /3  in  the  same  way,  we  must 
draw  a  series  of  curves  through  the  intersections  of  the  two  former 
series,  from  the  intersection  of  the  curves  (o)  and  {fi)  to  that  of  the 
curves  (a +  5)  and  (^— 5),  then  through  the  intersection  of  (a +  2  5) 
and  (/3~25),  and  so  on.  At  each  of  these  points  the  function  will 
have  the  same  value,  namely  a+i^.  The  next  curve  must  be  drawn 
through  the  points  of  intersection  of  (a)  and  (^3  +  8),  of  (a +  5)  and 
(/3),  of  (a +  2  8)  and  (i3— 8),  and  so  on.  The  function  belonging  to 
this  curve  will  be  o+)34-^. 

In  this  way,  when  the  series  of  curves  (a)  and  the  series  ()3)  are 
drawn,  the  series  (a+i9)  may  be  constructed.  These  three  series  of 
curves  may  be  drawn  on  separate  pieces  of  transparent  paper,  and 
when  the  first  and  second  have  been  properly  superposed,  the  third 
may  be  drawn. 

The  combination  of  conjugate  functions  by  addition  in  this  way 
enables  us  to  draw  figures  of  many  interesting  cases  with  very 
little  trouble  when  we  know  how  to  draw  the  simpler  cases  of 
which  they  are  compounded.  We  have,  however,  a  far  more 
powerful  method  of  transformation  of  solutions,  depending  on  the 
following  theorem. 

185.]    Theorem  II.    If  af'  and  jf'  are  conjugate  functions  with 
respect  to  the  variables  af  and  y^,  and  if  af  and  /  are  conjugate 
functions  with  respect  to  x  and  y^  then  af^  and  ^  will  he  con- 
jugate functions  with  respect  to  x  andy, 

dsf'  ^      daf'  daf      daf'  d/ 
dx  '^      daf  dx       dy'  dx* 
_     dyr^d£     df_d^ 
""      dy    dy       daf  dy^ 

-  f^. 

"       dy  ' 
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and      — -      ^^      d^d^^ 
dy  ""       dsf  dy        d/  dy 

^      df  d/       df  dx' 
""       d}f  dx       daf  dx 

"       dx  ' 
and  these  are  the  conditions  that  x"  and  y  should  be  conjugate 
functions  of  x  and  y. 

This  may  also  be  shewn  from  the  original  definition  of  conjugate 
functions.  For  a^'H-\/— 1^  is  a  function  of  x  +  V— -l/,  and 
sf-\-  s/~^^  is  a  function  of  a;+\/— ly.  Hence,  a^'+V— ly'' 
is  a  function  of  «+  \/— ly. 

In  the  same  way  we  may  shew  that  if  x'  and  ^  are  conjugate 
functions  of  x  and  y,  then  x  and  y  are  conjugate  functions  of  x' 
and  y\ 

This  theorem  may  be  interpreted  graphically  as  follows : — 

Let  x\  /  bo  taken  as  rectangular  coordinates^  and  let  the  curves 
corresponding  to  values  of  af^  and  of  y  taken  in  regular  arithmetical 
series  be  drawn  on  paper.  A  double  system  of  curves  will  thus  be 
drawn  cutting  the  paper  into  little  squares.  Let  the  paper  be  also 
ruled  with  horizontal  and  vertical  lines  at  equal  intervals,  and  let 
these  lines  be  marked  with  the  corresponding  values  of  x  and  y'. 

Next,  let  another  piece  of  paper  be  taken  in  which  x  and  y  are 
made  rectangular  coordinates  and  a  double  system  of  curves  af^  / 
is  drawn,  each  curve  being  marked  with  the  corresponding  value 
of  af  or  y.  This  system  of  curvilinear  coordinates  will  correspond, 
point  for  point,  to  the  rectilinear  system  of  coordinates  x\  tf  on  the 
first  piece  of  paper. 

Hence,  if  we  take  any  number  of  points  on  the  curve  a?"  on  the 
first  paper^  and  note  the  values  of  ixf  and  y  at  these  points,  and 
mark  the  corresponding  points  on  the  second  paperj  we  shall  find 
a  number  of  points  on  the  transformed  curve  af\  If  we  do  the 
same  for  all  the  curves  x'\  ^'  on  the  first  paper,  we  shall  obtain  on 
the  second  paper  a  double  series  of  curves  af\  y"  of  a  different  form, 
but  having  the  same  property  of  cutting  the  paper  into  little 
squares. 
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186.]  Theor£h  III.  If  Via  any  ^notion  of  af  and  y\  and  if  af 
andj^  are  eoiyugaie  functiont  of  a  andy,  then 

rr^d'F     dTs,,        fffd*r     d'K,,,. 

tie  integration  being  between  the  tame  limit*. 
For 


dr_drd^      dVd/ 
dai~  did  da      d^  d»* 


dafi  ~  da^»  \dx)  ■•"     daTdi^  dx  da>'^  di/^  dx 


dW ^  d^Vd^ 
dy*  ~  dai^  dy 


didd/  dx  da 


d/^dx 

dVd^x' 
'*'  daT  da? 


dVdY , 
dy'  da?  ' 


'         ^V  dx'  d/      dWd^ 
"^    dafd/  dy  dy  "^  dy'»  dy 


dVd^af     dVdY 
■•■  daf  dy^  "^  d/  dy^  ' 

Adding  the  last  two  equations,  and  remembering  the  conditions 
of  conjugate  functions  (1),  we  find 


d*F     dW _dW  ,d^ 
di^  ^  df  ~  dal^^dx 


d^ 
dy 


f^  dy'^  \dx 


d£ 
dy 


)' 


Hence 


""  W*      d/^)  \dx  dy       dy  dx^' 
J  J  Ma?2       dy^^       ^      J  J  ^djf^      dy^^  \dx  dy       dy  dx^       ^ 

If  r  is  a  potential,  then,  by  Poisson's  equation 
d-^7     d^F 

and  we  may  write  the  result 

ffpdxdy=.JJp'dx'dy, 

or  the  quantity  of  electricity  in  corresponding  portions  of  two  sys- 
tems is  the  same  if  the  coordinates  of  one  system  are  conjugate 
functions  of  those  of  the  other.  \n]o 
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Additional  Theorems  on  Conjugate  Functions. 

187.]    Theokbm  IV.  If  a?i  and  ^j,  and  also  x^  and  yg*  ^^^  ^'^^ 
jugate  /unctions  of  x  and  y,  then^  if 

X=fl?i»2— J'lya,    and     T:=z  x^y^+x^y^^ 
X  and  Twill  be  conjugate  functions  ofx  andy. 

For  X+  ^^^Y  =  (^1  +  ^^^i)  (a?2  +  V^^g)- 

Theorem  V.  If  ^  he  a  solutiofi  of  tie  equation 

d^  "^  rfy«  "    ' 


(H 


2 


d^ 


2 


<& 


a^./    2i?  =  log(5    +^),      and     e  =  «ian-g. 

jB  and  0  «>27^  i^  conjugate  functions  ofx  andy. 

For  jB  and  0  are  conjugate  functions  of  -^  and  -3- ,  and  these 
are  conjugate  functions  of  x  and  y.  ''^ 

Example  I. — Inversion^ 

188.]  As  an  example  of  the  general  method  of  transformation 
let  us  take  the  case  of  inversion  in  two  dimensions. 

If  0  is  a  fixed  point  in  a  plane,  and  OA  a  fixed  direction,  and 
if  r  =  OP  =  aef,  and  0  =  AOP^  and  if  a?,  y  are  the  rectangular 
coordinates  of  P  with  respect  to  0, 

X  =  ae^  cos  0^  y  =  atf^*  sin  0,  ) 

p  and  6  are  conjugate  functions  of  a?  and  y. 

If  /=  »p  and  ffzsznO^  p  and  ^  will  be  conjugate  functions  of  p 
and  0.    In  the  case  in  which  «  =  —  1  we  have 

/=-,    and     (?'=-d,  (6) 

which  is  the  case  of  ordinary  inversion  combined  with  turning  the 
figure  180°  round  OA. 

Inversion  in  Two  Dimensions. 
In  this  case  if  r  and  /  represent  the  distances  of  corresponding 
points  from  0,  e  and  ^  the  total  electrification  of  a  body,  S  and  iS' 
superficial  elements,   V  and  P  solid  elements,  a  and  <r'  surface- 
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densities,  p  and  /  volume  densities,  ^  and  tf/  corresponding  po- 
tentials, 


r~  S~  t^~  a»'      r~r*~a*' 


(7) 


Example  II. — Electric  Images  in  Two  Dimensions. 
189.]   Let  A  be  tbe  centre  of  a  circle  of  radius  AQ=t  b,  and  let 
^  be  a  cbarge  at  A,  then  the  potential 
at  any  point  P  is 

<^  =  2E\og^;  (8) 

and  if  the  circle  is  a  section  of  a  hollow 
conducting  cylinder,  the  surface-density 

at  any  point  Q  is  —  —z  •  ^^-  ^^• 

Invert  the  system  with  respect  to  a  point  0,  making 
AO  =  mb,    and    a^  =  (rf-l)J2  ; 

then  we  have  a  charge  at  A^  equal  to  that  at  A^  where  AA^=:  — 

The  density  at  Q'  is  

H    b^-Alf 
27r^     A'Q'^     ' 
and  the  potential  at  any  point  P"  within  the  circle  is 
<()'  =  </>=  2J?(logJ-log  JP), 

=:2E  (log  OF^  log  A'P"^  log  m).  (9) 

This  is  equivalent  to  a  combination  of  a  charge  E  at  A\  and  a 

charge  —  ^  at  0,  which  is  the  image  of  A\  with  respect  to  the 

circle.     The  imaginary  charge  at  0  is  equal  and  opposite  to  that 

at  J^ 

If  the  point  P'  is  defined  by  its  polar  coordinates  referred  to  the 
centre  of  the  circle,  and  if  we  put 

p  =  logr— log  J,     and    p^  =  log^J'— logi, 
then  AP'^z  be^,        AA'=  bePo,        AO  =  be^f^ ;  (10) 

and  the  potential  at  the  point  {p,  0)  is 
<^  =  J?  log  ((?-2po—  2  e-f^  6^  cos  ^  +  elf) 

— ^log(<j^o— 2<jft>e^cos^+(?2p)+2^Po.     (11) 
This  is  the  potential  at  the  point  (p,  6)  due  to  a  charge  E^  placed 
at  the  point  (p^,  O),  with  the  condition  that  when  p  s=  0,  ^  =  0.^ 
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In  this  case  p  and  6  are  the  conjugate  functions  in  equations  (5) : 
p  is  the  logarithm  of  the  ratio  of  the  radius  vector  of  a  point  to 
the  radius  of  the  circle,  and  6  is  an  angle. 

The  centre  is  the  only  singular  point  in  this  system  of  coordinates, 

and  the  line-integral  oij-j-ds  round  a  closed  curve  is  zero  or  2ir, 
according  as  the  closed  curve  excludes  or  includes  the  centre. 

Example  III. — Neumann^ 9  Transformation  of  this  Case*. 

190.]  Now  let  a  and  fi  be  any  conjugate  functions  of  x  and  y, 
such  that  the  curves  (a)  are  equipotential  curves,  and  the  curves 
(/9)  are  lines  of  force  due  to  a  system  consisting  of  a  charge  of  half 
a  unit  at  the  origin^  and  an  electrified  system  disposed  in  any 
manner  at  a  certain  distance  from  the  origin. 

Let  us  suppose  that  the  curve  for  which  the  potential  is  o^  is 
a  closed  curve,  such  that  no  part  of  the  electrified  system  except  the 
half-unit  at  the  origin  lies  within  this  curve. 

Then  all  the  curves  (a)  between  this  curve  and  the  origin  will  be 
closed  curves  surrounding  the  origin,  and  all  the  curves  {fi)  will 
meet  in  the  origin,  and  will  cut  the  curves  (o)  orthogonally. 

The  coordinates  of  any  point  within  the  curve  (oq)  will  be  deter- 
mined by  the  values  of  a  and  )3  at  that  point,  and  if  the  point 
travels  round  one  of  the  curves  (a)  in  the  positive  direction,  the 
value  of  )8  will  increase  by  27r  for  each  complete  circuit. 

If  we  now  suppose  the  curve  (oq)  to  be  the  section  of  the  inner 
surface  of  a  hollow  cylinder  of  any  form  maintained  at  potential 
zero  under  the  influence  of  a  charge  of  linear  density  ^  on  a  line  of 
which  the  origin  is  the  projection,  then  we  may  leave  the  external 
electrified  system  out  of  consideration,  and  we  have  for  the  potential 
at  any  point  (a)  within  the  curve 

</>  =  2J?(a-ao),  (12) 

and  for  the  quantity  of  electricity  on  any  part  of  the  curve  a^ 
between  the  points  corresponding  to  /S^  and  fi^^ 

<2=^J^Oi-^2)-  (13) 

If  in  this  way,  or  in  any  other,  we  have  determined  the  dis- 
tribution of  potential  for  the  case  of  a  given  curve  of  section  when 
the  charge  is  placed  at  a  given  point  taken  as  origin,  we  may  pass 
to  the  case  in  which  the  charge  is  placed  at  any  other  point  by  an 
application  of  the  general  method  of  transformation. 

•  See  CreUee  /owmo/,  1861. 

Digitized  by  VjOOQIC 


igo.]  Neumann's  transformation.  271 

Let  the  values  of  a  and  /3  for  the  point  at  which  the  charge  is 
placed  be  c^  and  Py,  then  substituting  in  equation  (11)  a—a^  for  p, 
and  /3— iSj  for  ^,  we  find  for  the  potential  at  any  point  whose  co- 
ordinates are  a  and  p, 
«^  =  JFlog  (1  -  2  (j*-^«i-2«o  cos  (P—fii)  +  <5»(«+*i-2«o)) 

-.i^log(l-2tf— ^cos(3-i8i)  +  (?2(«-«i))-.2J?(ai-.Oo).  (14) 

This  expression  for  the  potential  becomes  zero  when  a=aoi  and  is 
finite  and  continuous  within  the  curve  Oq  except  at  the  point  (oj,  jS^), 
at  which  point  the  second  term  becomes  infinite,  and  in  its  immediate 
neighbourhood  is  ultimately  equal  to  —  2JS^log/,  where  /  is  the 
distance  from  that  point. 

We  have  therefore  obtained  the  means  of  deducing  the  solution 
of  Green's  problem  for  a  charge  at  any  point  within  a  closed  curve 
when  the  solution  for  a  charge  at  any  other  point  is  known. 

The  charge  induced  upon  an  element  of  the  curve  Qq  between  the 
points  )3  and  j3  +  rf)3  by  a  charge  H  placed  at  the  point  (aj,  Pi)  is, 
with  the  notation  of  Art.  183^ 

where  dsi  is  measured  inwards  and  a  is  to  be  put  equal  to  Oq  after 
dijSerentiation. 

This  becomes,  by  (4)  of  Art.  183, 

^grf^,     (a  =  ao); 

.^  _^ l-gg(«i-«<>) ^ 

2w  1  — 2^C-i--o)co8(i3— )3i)  +  er2^«i-"o)    ^'  ^     ^ 

From  this  expression  we  may  find  the  potential  at  any  point 
(a^,  /9|)  within  the  closed  curve,  when  the  value  of  the  potential  at 
every  point  of  the  closed  curve  is  given  as  a  function  of  j8,  and 
there  is  no  electrification  within  the  closed  curve. 

For,  by  Art.  86,  the  part  of  the  potential  at  (a^,  jSj),  due  to  the 
maintenance  of  the  portion  d/3  of  the  closed  curve  at  the  potential 
r  is  «F,  where  n  is  the  charge  induced  on  dp  by  unit  of  electri- 
fication at  (a,,  Pi).  Hence,  if  Tis  the  potential  at  a  point  on  the 
closed  curve  defined  as  a  function  of  )3,  and  </>  the  potential  at 
the  point  (oj ,  p{)  within  the  closed  curve,  there  being  no  electri- 
fication within  the  curve, 
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Example  IV. — Distribution  of  Electricity  near  an  Edge  of  a 
Conductor  formed  by  Two  Plane  Faces. 

191.]  In  the  case  of  an  infinite  plane  face  of  a  conductor  charged 
with  electricity  to  the  surface-density  o-q,  we  find  for  the  potential 
at  a  distance  y  from  the  plane 

where  C  is  the  value  of  the  potential  of  the  conductor  itself. 

Assume  a  straight  line  in  the  plane  as  a  polar  axis,  and  transform 
into  polar  coordinates,  and  we  find  for  the  potential 

F=  (7— 4ff(roa^Psin^, 
and  for  the  quantity  of  electricity  on  a  parallelogram  of  breadth 
unity^  and  length  aef"  measured  from  the  axis 

E  =  a-Qaef*, 
Now  let  us  make  p  ^  np"^  and  ^  =  «6',  then,  since  /  and  6^  are 
conjugate  to  p  and  0,  the  equations 

r=  C— 47r<roa^'*P'8in»^ 
and  E  =  cr^ae^f^ 

express  a  possible  distribution  of  electricity  and  of  potential. 

If  we  write  r  for  a(?^,  r  will  be  the  distance  from  the  axis ;  we 
may  also  put  0  instead  of  ^  for  the  angle.    We  shall  have 

f* 
r=  C— 47r<ro--— :sin«^, 
a 

f* 

F  will  be  equal  to  C  whenever  ^^  =  ir  or  a  multiple  of  it. 

Let  the  edge  be  a  salient  angle  of  the  conductor,  the  inclination 
of  the  faces  being  a,  then  the  angle  of  the  dielectric  is  2  tt— a,  so 
that  when  6  =  2ir^a  the  point  is  in  the  other  face  of  the  con- 
ductor.    We  must  therefore  make 

«(27r— a)  =  7r,     or     «  = 


2ff— a 


Then  r=  C-47r<roa(-) 


sm- f 

27r  — a 


-.    2ir-a 

The  surface-density  o-  at  any  distance  r  from  the  edge  is 

a— IT 

dE 
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When  the  angle  is  a  salient  one  a  is  less  than  tt,  and  the  surface- 
density  varies  according  to  some  inverse  power  of  the  distance 
from  the  edge,  so  that  at  the  edge  itself  the  density  becomes 
infinite^  although  the  whole  charge  reckoned  from  the  edge  to  any- 
finite  distance  from  it  is  always  finite. 

Thus,  when  a  =  0  the  edge  is  infinitely  sharp,  like  the  edge  of  a 
mathematical  plane.  In  this  case  the  density  varies  inversely  as 
the  square  root  of  the  distance  from  the  edge. 

IT 

When  a  =  -  the  edge  is  like  that  of  an  equilateral  prism,  and 
the  density  varies  inversely  as  the  f  power  of  the  distance. 

When  a  =  -  the  edge  is  a  right  angle,  and  the  density  is  in- 
versely  as  the  cube  root  of  the  distance. 

2<7r 

When  a  =  —  the  edge  is  like  that  of  a  regular  hexagonal  prism, 

•  o 

and  the  density  is  inversely  as  the  fourth  root  of  the  distance. 

When  a^iir  the  edge  is  obliterated^  and  the  density  is  constant. 

When  a  =  ^TT  the  edge  is  like  that  in  the  inside  of  the  hexagonal 
prism,  and  the  density  is  directly  as  the  square  root  of  the  distance 
from  the  edge. 

When  a  =  f  ir  the  edge  is  a  re-entrant  right  angle,  and  the 
density  is  directly  as  the  distance  from  the  edge. 

When  o  =  I TT  the  edge  is  a  re-entrant  angle  of  60^,  and  the 
density  is  directly  as  the  square  of  the  distance  from  the  edge. 

In  reality,  in  all  cases  in  which  the  density  becomes  infinite  at 
any  point,  there  is  a  discharge  of  electricity  into  the  dielectric  at 
that  point,  as  is  explained  in  Art.  55. 

Example  V. — Ellipses  and  Hyperbolas,     Fig.  X. 

192.]   We  have  seen  that  if 

Xj^  =  e^  COB  yjr,        y^  =  e*  sin  yff,  (1) 

it  and  y  will  be  conjugate  functions  of  ^  and  >/r. 

Also,  if  a?2  =  ^"^  cos  yjf,        y^  =  — «"*  sin  yjr,  (2) 

(^2  and  y^  will  be  conjugate  functions.     Hence,  if 
2 a;  =  a?,  +  a?2  =  (^«  +  e-*)  cos  ijr,    2y  =  y^  +^2  =  (^*— <?"*)  «n  >/r,  (3) 
X  and  y  will  also  be  conjugate  functions  of  <^  and  yjr. 

In  this  case  the  points  for  which  </>  is  constant  lie  in  the  ellipse 
whose  axes  are  e^-{e-^  and  e^^e~^.  ^  , 
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The  points  for  which  >/r  is  constant  lie  in  the  hyperbola  whose 
axes  are  2  cos  >/r  and  2  sin  >/f . 

On  the  axis  of  a?,  between  a?=  —  1  and  a?=  + 1 , 

0  =  0,        V'  =s  cos-^iT,  (4) 

On  the  axis  of  x^  beyond  these  limits  on  either  side^  we  have 

x>      1,         ^^  =  0,         <^  =  log(»W^^),  (5) 

a?<— 1,         V' =  w,         0  =  log  (\/a?*  —  1  —a?). 

Hence,  if  <jf>  is  the  potential  function,  and  ^  the  function  of  flow, 
we  have  the  case  of  electricity  flowing  from  the  positive  to  the 
negative  side  of  the  axis  of  x  through  the  space  between  the  points 
—  1  and  +1,  the  parts  of  the  axis  beyond  these  limits  being 
impervious  to  electricity. 

Since,  in  this  case,  the  axis  of  y  is  a  line  of  flow,  we  may  suppose 
it  also  impervious  to  electricity. 

We  may  also  consider  the  ellipses  to  be  sections  of  the  equi- 
potential  surfaces  due  to  an^  indefinitely  long  flat  conductor  of 
breadth  2^  charged  with  half  a  unit  of  electricity  per  unit  of  length. 

If  we  make  y^  the  potential  function^  and  <jf>  the  function  of  flow, 
the  case  becomes  that  of  an  infinite  plane  from  which  a  strip  of 
breadth  2  has  been  cut  away  and  the  plane  on  one  side  charged  to 
potential  -n  while  the  other  remains  at  zero. 

These  cases  may  be  considered  as  particular  cases  of  the  quadric 
surfaces  treated  of  in  Chapter  X.  The  forms  of  the  curves  are 
given  in  Fig.  X. 

Example  VI.— Fig.  XI. 

193.]  Let  us  next  consider  of  and  y  as  functions  oix  and  y,  where 

af^h\QgVx^+f,       /=Jtan-i^,  (6) 

X 

x'  and  y  will  be  also  conjugate  functions  of  <^  and  >/r. 

The  curves  resulting  from  the  transformation  of  Fig.  X  with 
respect  to  these  new  coordinates  are  given  in  Fig.  XI. 

If  af  and  y^  are  rectangular  coordinates,  then  the  properties  of  the 
axis  of  X  in  the  firat  figure  will  belong  to  a  series  of  lines  parallel 
to  x'  in  the  second  figure  for  which  y'  =  J»'ir,  where  «'  is  any 
integer. 

The  positive  values  of  x'  on  these  lines  will  correspond  to  values 
of  X  greater  than  unity,  for  which,  as  we  have  already  seen, 

>/r  =  »ir,  <^  =  log(d?+  \/a?2-l)  =  log\<?^4-^<?~—  lA     (7) 
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The  negative  yalnes  of  x'  on  the  same  lines  will  correspond  to 
valnes  of  x  less  than  unity,  for  which,  as  we  have  seen, 

^  =  0,  >/r  =  COS-^  X  =  C08~^  tf  * .  (8) 

The  properties  of  the  axis  of  y  in  the  first  figure  will  belong  to  a 
series  of  lines  in  the  second  figure  parallel  to  ^,  for  which 

/=*7r(«'+i).  (9) 

The  value  of  ^  along  these  lines  is  >^  =.ir(»-»-  4)  for  all  points 
both  positive  and  negative,  and  

*  =  log(^+  V^MH)  =  log  {e^+  V^tf~+  l)  .        (10) 

[The  curves  for  which  ^  and  ^  are  constant  may  be  traced 
directly  from  the  equations 

9^-\h  log  i  (<?«*+<?****  +  2  cos  2  >|r). 

As  the  figure  repeats  itself  for  intervals  of  ird  in  the  values  of  / 
it  will  be  sufficient  to  trace  the  lines  for  one  such  interval. 

Now  there  will  be  two  cases,  according  as  <^  or  >fr  changes  sigfn 
with  y.  Let  us  suppose  that  0  so  changes  sign.  Then  any  curve 
for  which  >/r  is  constant  will  be  symmetrical  about  the  axis  of  si^ 
cutting  that  axis  orthogonally  at  some  point  on  its  negative  side. 
If  we  begin  with  this  point  for  which  <^  =  0,  and  gradually  in- 
crease <^,  the  curve  will  bend  round  from  being  at  first  orthogonal 
to  being,  for  large  values  of  0,  at  length  parallel  to  the  axis  of  af. 
The  positive  side  of  the  axis  of  J  is  one  of  the  system,  viz.  ^  is 
there  zero,  and  wheny=  ±  iiri,  >/r  =  Jir.  The  lines  for  which  >/f 
has  constant  values  ranging  from  0  to  ^ir  form  therefore  a  system 
of  curves  embracing  the  positive  side  of  the  axes  of  of. 

The  curves  for  which  ^  has  constant  values  cut  the  system  >/f 
orthogonally,  the  values  of  ^  ranging  from  +oo  to  —  oo  .  For 
any  one  of  the  curves  ^  drawn  above  the  axis  of  x  the  value  of  ^  is 
positive,  along  the  negative  side  of  the  axis  of  x'  the  value  is  zero, 
and  for  any  curve  below  the  axis  of  af  the  value  is  negative. 

We  have  seen  that  the  system  >/r  is  symmetrical  about  the  axis 
of  a;;  let  PQi2  be  any  curve  cutting  that  system  orthogonally  and 
terminating  in  P  and  R  in  the  lines  y=  +  ^ird,  the  point  Q  being 
in  the  axis  of  x\  Then  the  curve  TQfi  is  symmetrical  about  the  axis 
of  d^,  but  if  (;  be  the  value  of  0  along  PQ,  the  value  of  ^  along  Qi2 
will  be  — (?.     This  discontinuity  in  the  value  of  <^  will  be  accounted 
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for  by  an  electrical  distribution  in  the  case  which  will  be  discussed 
in  Art.  195. 

If  we  next  suppose  that  \/f  and  not  <jf)  changes  sign  with  y',  the 
values  of  <^  will  range  from  0  to  oo  .  Whea  <^  =  0  we  have  the 
negative  side  of  the  axis  of  of^  and  when  ^  =  oo  we  have  a  line 
at  an  infinite  distance  perpendicular  to  the  axis  of  sf.  Along  any 
line  PQiB  between  these  two  the  value  of  </>  is  constant  throughout 
its  entire  length  and  positive. 

Any  value  -^  now  experiences  an  abrupt  change  at  the  point 
where  the  curve  along  which  it  is  constant  crosses  the  negative 
side  of  the  axis  of  af^  the  sign  of  ^  changing  there.  The  sig- 
nificance of  this  discontinuity  will  appear  in  Art.  197. 

The  lines  we  have  shewn  how  to  trace  are  drawn  in  Fig.  XI 
if  we  limit  ourselves  to  two-thirds  of  that  diagram,  cutting  off  the 
uppermost  third.] 

194.]  If  we  consider  </>  as  the  potential  function,  and  >/f  as  the 
function  of  flow^  we  may  consider  the  case  to  be  that  of  an  in- 
definitely long  strip  of  metal  of  breadth  tih  with  a  non-conducting 
division  extending  from  the  origin  indefinitely  in  the  positive 
direction,  and  thus  dividing  the  positive  part  of  the  strip  into  two 
^parate  channels.  We  may  suppose  this  division  to  be  a  narrow 
slit  in  the  sheet  of  metal. 

If  a  current  of  electricity  is  made  to  flow  along  one  of  these 
divisions  and  back  again  along  the  other,  the  entrance  and  exit  of 
the  current  being  at  an  indefinite  distance  on  the  positive  side  of 
the  origin,  the  distribution  of  potential  and  of  current  will  be  given 
by  the  functions  <^  and  ^  respectively. 

If,  on  the  other  hand,  we  make  ^  the  potential,  and  0  the 
function  of  flow,  then  the  case  will  be  that  of  a  current  in  the 
general  direction  of  y,  flowing  through  a  sheet  in  which  a  number 
of  non-conducting  divisions  are  placed  parallel  to  x\  extending  from 
the  axis  of  y'  to  an  indefinite  distance  in  the  negative  direction. 

195.]  We  may  also  apply  the  results  to  two  important  cases  in 
statical  electricity. 

(1)  Let  a  conductor  in  the  form  of  a  plane  sheet,  bounded  by  a 
straight  edge  but  otherwise  unlimited,  be  placed  in  the  plane  of  wz 
on  the  positive  side  of  the  origin,  and  let  two  infinite  conducting 
planes  be  placed  parallel  to  it  and  at  distances  ^Trd  on  either  side. 
Then,  if  >/r  is  the  potential  function,  its  value  is  0  for  the  middle 
conductor  and  ^tt  for  the  two  planes. 

Let  us  consider  the  quantity  of  electricity  on  a  part  of  the  middle. 
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conductor,  extending  to  a  distance  1  in  the  direction  of  z,  and  from 
the  origin  to  a?'=r  a. 

The  electricity  on  the  pai-t  of  this  strip  extending  from  x{  to  x^ 

Hence  from  the  origin  to  a?'=  a  the  amount  is 


JS'rr^log^+N/aT-l).  (11) 


If  a  is  large  compared  with  b,  this  becomes 

1  - 

47r     ^         ' 

_  a+ilog^2 


(12) 


Hence  the  quantity  of  electricity  on  the  plane  bounded  by  the 
straight  edge  is  greater  than  it  would  have  been  if  the  electricity 
had  been  uniformly  distributed  over  it  with  the  same  density  that 
it  has  at  a  distance  from  the  boundary,  and  it  is  equal  to  the 
quantity  of  electricity  having  the  same  uniform  surface-density, 
but  extending  to  a  breadth  equal  to  b  log^  2  beyond  the  actual 
boundary  of  the  plate. 

This  imaginary  uniform  distribution  is  indicated  by  the  dotted 
straight  lines  in  Fig.  XI.  The  vertical  lines  represent  lines  of 
force,  and  the  horizontal  lines  equipotential  surfaces,  on  the  hypo- 
thesis that  the  density  is  uniform  over  both  planes,  produced  to 
infinity  in  all  directions. 

196.]  Electrical  condensers  are  sometimes  formed  of  a  plate 
placed  midway  between  two  parallel  plates  extending  considerably 
beyond  the  intermediate  one  on  all  sides.  If  the  radius  of  curvature 
of  the  boundary  of  the  intermediate  plate  is  great  compared  with 
the  distance  between  the  plates,  we  may  treat  the  boundary  as 
approximately  a  straight  line,  and  calculate  the  capacity  of  the 
condenser  by  supposing  the  intermediate  plate  to  have  its  area 
extended  by  a  strip  of  uniform  breadth  round  its  boundary,  and 
assuming  the  surface-density  on  the  extended  plate  the  same  as 
it  is  in  the  parts  not  near  the  boundary. 

Thus,  if  8  be  the  actual  area  of  the  plate,  L  its  circumference 
and  B  the  distance  between  the  large  plates,  we  have 

J=-.-B,  (13) 
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and  the  breadth  of  the  additional  strip  is 

lo^ 

so  that  the  extended  area  is 

S'^S+^^^BL.  (16) 

The  capacity  of  the  middle  plate  is 

Carreciion/br  tie  Thickness  of  the  Plate, 

Since  the  middle  plate  is  generally  of  a  thickness  which  cannot 
be  neglected  in  comparison  with  the  distance  between  the  plates, 
we  may  obtain  a  better  representation  of  the  facts  of  the  case  by 
supposing  the  section  of  the  intermediate  plate  to  correspond  with 
the  curve  y^  =  >/f'. 

The  plate  will  be  of  nearly  uniform  thickness,  ^9  =  2i>/r^  at  a 
distance  from  the  boundary,  but  will  be  rounded  near  the  edge. 

The  position  of  the  actual  edge  of  the  plate  is  foxmd  by  patting 
/=  0,  whence  gf^i  log^  cos  y^\  (l  7) 

The  value  of  <^  at  this  edge  is  0,  and  at  a  point  for  which  af^  a 
it  is  a  +  *log^2 

Hence,  altogether,  the  quantity  of  electricity  on  the  plate  is  the 
same  as  if  a  strip  of  breadth 

—  (log.2  +  log.cos|^), 

i.e.   —  log.  (2  cos  1^),  (18) 

had  been  added  to  the  plate,  the  density  being  assumed  to  be  every- 
where the  same  as  it  is  at  a  distance  from  the  boundary. 

Density  near  the  Edge, 
The  sur&ce-density  at  any  point  of  the  plate  is 

\/e^  -1 
=  ^Vl  +  i«    ^  +t«    *  -&c.;.  (19) 
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The   quantity  within  brackets  rapidly  approaches  unity  as  af 

'  increases,  so  that  at  a  distance  from  the  boundary  equal  to  n  times 

the  breadth  of  the  strip  a,  the  actual  density  is  greater  than  the 

normal  density  by  about    g^^^^  of  the  normal  density. 

In  like  manner  we  may  calculate  the  density  on  the  infinite  planes 


1  i^ 


^-nh     /«'' 


(20) 


sf  e^  +1 
When  a?'=  0,  the  density  is  2"*  of  the  normal  density. 

At  n  times  the  breadth  of  the  strip  on  the  positive  side^  the 

density  is  less  than  the  normal  density  by  about        ^-  • 

it 

At  n  times  the  breadth  of  the  strip  on  the  negative  side,  the 

density  is  about  —  of  the  normal  density. 
2 

These  results  indicate  the  degree  of  accuracy  to  be  expected  in 
applying  this  method  to  plates  of  limited  extent,  or  in  which 
irregularities  may  exist  not  very  far  from  the  boundary.  The  same 
distribution  would  exist  in  the  case  of  an  infinite  series  of  similar 
plates  at  equal  distances,  the  potentials  of  these  plates  being 
alternately  +  T  and  —  F.  In  this  case  we  must  take  the  distance 
between  the  plates  equal  to  B. 

197.]  (2)  The  second  case  we  shall  consider  is  that  of  an  infinite 
series  of  planes  parallel  to  xz  at  distances  B  =  ird,  and  all  cut  off  by 
the  plane  olyz^  so  that  they  extend  only  on  the  negative  side  of  this 
plane.  If  we  make  ^  the  potential  function,  we  may  regard  these 
planes  as  conductors  at  potential  zero. 

Let  us  consider  the  curves  for  which  ^  is  constant. 

When  y  =  »ird>  that  is^  in  the  prolongation  of  each  of  the  planes^ 
we  have  a^=  h  log  \  (e^  -f  e"^)  (21) 

when  ys:  («+})iir,  that  is,  in  the  intermediate  positions 

a?'=  Jlogi(^-^).  (22) 

Hence,  when  <^  is  large,  the  curve  for  which  ^  is  constant  is 
an  undulating  line  whose  mean  distance  from  the  axis  of  jf  is 
approximately  a^l  (<^-log,  2),  (23) 

and  the  amplitude  of  the  undulations  on  either  side  of  this  line  is 
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When  </>  is  large  this  becomes  jtf~^*,  bo  that  the  curve  approaches 
to  the  form  of  a  straight  line  parallel  to  the  axis  of  ^  at  a  distance 
a  from  that  axis  on  the  positive  side. 

If  we  suppose  a  plane  for  which  of^a^  kept  at  a  constant 
potential  while  the  system  of  parallel  planes  is  kept  at  a  different 
potential,  then,  since  i^  =  a+ilog^2,  the  surface-density  of  the 
electricity  induced  on  the  plane  is  equal  to  that  which  would  have 
been  induced  on  it  by  a  plane  parallel  to  itself  at  a  potential  equal 
to  that  of  the  series  of  planes,  but  at  a  distance  greater  than  that 
of  the  edges  of  the  planes  by  h  log,  2. 

If  B  is  the  distance  between  two  of  the  planes  of  the  series, 
^  =  ?rd,  so  that  the  additional  distance  is 

«  =  5l^i^.  (25) 

IT 

198.]  Let  us  next  consider  the  space  included  between  two  of 
the  equipotential  surfaces,  one  of  which  consists  of  a  series  of  parallel 
waves,  while  the  other  corresponds  to  a  large  value  of  <jf>,  and  may 
be  coDsidered  as  approximately  plane. 

If  B  is  the  depth  of  these  undulations  from  the  crest  to  the  trough 
of  each  wave,  then  we  find  for  the  corresponding  value  of  <^, 

*=ilog^.  (26) 

The  value  of  af  at  the  crest  of  the  wave  is 

Mogi(^*+^}.  (27) 

*  Hence,  if  A  is  the  distance  from  the  crests  of  the  waves  to  the 
opposite  plane,  the  capacity  of  the  system  composed  of  the  plane 
surface  and  the  undulated  surface  is  the  same  as  that  of  two  planes 
at  a  distance  A  +  a',  where 

«  =  — log. 5-  (28) 

l  +  c     « 

*  Let  ^  be  the  potential  of  the  plane,  0  of  the  undulating  Buiface.  The  quantity 
of  electricity  on  the  plane  per  unit  area  is  I  •«-  4  v  6.    Hence  the  capacity 

=  l  +  4ir6(*-0), 
*■  1  +  iw  (il  +  o'),  suppose. 
Then  ^4 +o'«  6(*-0). 

But  i4  +  blogj(e*  +  e"*)-b(*-log2); 

...    o'--b0  +  6(log2  +  log}(^  +  e""*)) 
«  6  log  (1 +  «-**) 

-Hog— ?-^.  by  (26). 
1  +  e    ^ 
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199.]  If  a  single  groove  of  this  form  be  made  in  a  conductor 
having  the  rest  of  its  surface  pkne^  and  if  the  other  conductor  is 
a  plane  surface  at  a  distance  A,  the  capacity  of  the  one  conductor 
with  respect  to  the  other  will  be  diminished.    The  amount  of  this 

diminution  will  be  less  than  the  -th  part  of  the  diminution  due 

n 

to  n  such  grooves  side  bj  side,  for  in  the  latter  case  the  average 

electrical  force  between  the  conductors  will  be  less  than  in  the 

former  case,  so  that  the  induction  on  the  surface  of  each  groove  will 

be  diminished  on  account  of  the  neighbouring  grooves. 

If  L  is  the  length,  B  the  breadth,  and  I)  the  depth  of  the  groove, 

the  capacity  of  a  portion  of  the  opposite  plane  whose  area  is  8  will  be 

8^  LB  LB        ^    8         LB      a'  .    . 

If -4  is  large  compared  with  B  or  a\  the  correction  becomes  by  (28) 

and  for  a  slit  of  infinite  depth,  putting  D  =  oo,  the  correction  is 

To  find  the  surface-density  on  the  series  of  parallel  plates  we 
must  find  o-  =  -—  -j^  when  6=0.     We  find 

cr=-L-,=L=.  (32) 

sfe  ^-1 
The  average  density  on  the  plane  plate  at  distance  A  from  the 

edges  of  the  series  of  plates  is  5  =  — r  •     Hence,  at  a  distance  from 

4iio 

the  edge  of  one  of  the  plates  equal  to  «a  the  surface-density  is 

^^       :  of  this  average  density. 

200.]  Let  us  next  attempt  to  deduce  from  these  results  the 
distribution  of  electricity  in  the  figure  formed  by  rotating  the 
plane  of  the  figure  about  the  axisy's  —  -B.  In  this  case,  Poisson's 
equation  will  assume  the  form 

Let  us  assume  r=d>,  the  function  given  in  Art.  193,  and  d^  t 
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termine  the  value  of  p  from  this  equation.  We  know  that  the  first 
two  terms  disappear,  and  therefore 

-        1   _1      rf*  ,,^. 

If  we  suppose  that,  in  addition  to  the  surface-density  abready 
investigated,  there  is  a  distribution  of  electricity  in  space  according 
to  the  law  just  stated,  the  distribution  of  potential  will  be  repre- 
sented by  the  curves  in  Pig.  XI. 

Now  from  this  figure  it  is  manifest  tiiat  -j?  is  generally  very 

small  except  near  the  boundaries  of  the  plates,  so  that  the  new 
distribution  may  be  approximately  represented  by  what  actually 
exists,  namely  a  certain  superficial  distribution  near  the  edges  of 
the  plates. 

If  therefore  we  integrate  /  /  p  dafd/  between  the  limits  /=  0  and 

/=-i,  and  from  «'=— 00  to  a?  =  +00,  we  shall  find  the  whole 
additional  charge  on  one  side  of  the  plates  due  to  the  curvature. 

Since  ^  ==  "~  ^ »  ^^  have 

J.  J         J.»4if£+vda^ 


£+y  dixf 


=  i:s?7('''--^-) 


f/: 


=  8^7(^3-')-  (»5) 

Integrating  with  respect  to  y,  we  find 

This  is  half  the  total  quantity  of  electricity  which  we  must 
suppose  distributed  in  space  near  the  edge  of  one  of  the  cylindric 
plates  per  unit  of  circumference.  Since  it  is  only  close  to  the  edge 
of  the  plate  that  the  density  is  sensible,  we  may  suppose  it  all 
condensed  on  the  surface  of  the  plate  without  altering  sensibly  its 
action  on  the  opposed  plane  surfisM^,  and  in  calculating  the  attraction 
between  that  surface  and  the  cylindric  surface  we  may  suppose  this 
electricity  to  belong  to  the  cylindric  surfiice. 
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-£ 


If  there  had  been  no  cunratpre  the  superficial  charge  on  the 
positive  surface  of  the  plate  per  unit  of  length  would  have  been 

Hence,  if  we  add  to  it  the  whole  of  the  above  distribution,  this 

charge  must  be  multiplied  bj  the  factor  (l  +  }  -p^  to  get  the  total 

charge  on  the  positive  side. 

''^In  the  case  of  a  disk  of  radius  E  placed  midway  between  two 
infinite  parallel  plates  at  a  distance  3^  we  find  for  the  capacity 
oftiiedisk  |^2]£|2^^^^  ^33^ 

*  [In  Art.  200,  in  estunating  the  tot«l  apaoe  distribution  we  might  perhaps  more 
oorrectlj  take  for  it  the  integral  jy*p2w  (£  +  y^  dx'dy',  which  gives,  per  unit  circum- 

1  B 
ference  of  the  edge  of  radios  ^*  ~  go  !r  *  ^^^  leading  to  the  same  connection  as  in  the 
text. 

The  case  of  the  disk  may  be  treated  in  like  manner  as  foUows : 
Let  the  figure  of  Art.  195  revolve  round  a  line  perpendicular  to  the  plates  and  at  a 
distance  +  M  from,  the  edge  of  the  middle  one.    That  edge  will  therefore  envelope  a 
circle,  which  will  be  the  edge  of  the  disk.    As  in  Art.  200,  we  begin  with  Poisson's 
equation,  which  in  this  case  will  be 

We  now  assume  that  F  »  ^,  the  potential  function  of  Art.  195.  We  must  therefore 
suppose  electricity  to  exist  in  the  region  between  the  plates  whose  volume  density  p  is 

1 l_dtf^ 

4  IT  Ji—x  dx' ' 
The  total  amount  is  _ 

'^   p.2w{R^x^)dafdy\ 


i% 


Now  if  i2  is  large  in  comparison  with  the  distance  between  the  plates  this  result 
will  be  seen,  on  an  examination  of  the  poteutial  lines  in  Fig.  XI,  to  be  sensibly  the 
same  as  ^ 


r%   /••  drp 


-^dafdif\     that  is.  -^fr^. 
The  total  sur&ce  distribution  if  we  include  both  sides  of  the  disk  is 


=-/;v=o 


—  g-JIlog.2  + 1  (log.2-iw+ 1). 

li,  therefore,  the  volume  distributioii  between  the  piste*  be  sappoeed  to  be  conoen- 
tnted  on  the  diik  the  expreuioD  for  the  capacity,  the  difference  of  the  potentiaU 
of  the  platea  and  disk  being  |,  becomes 

J'+ 2  ie^  JJ  +  JB  _  1  (log. 2- §w+ 1)  A 

a  lesult  differing  from  that  in  the  text  by  j  neariy.] 
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Theory  of  Thomson! s  Guard-ring, 

201.]  In  some  of  Sir  W.  Thomson's  electrometers,  a  large  plane 
surface  is  kept  at  one  potential,  and  at  a  distance  a  from  this  surface 
is  placed  a  plane  disk  of  radius  R  surrounded  b  j  a  large  plane  plate 
called  a  Guard-ring  with  a  circular  aperture  of  radius  Bf  concentric 
with  the  disk.     This  disk  and  plate  are  kept  at  potential  zero. 

The  interval  between  the  disk  and  the  guard-plate  may  be 
regarded  as  a  circular  groove  of  infinite  depth,  and  of  breadth 
Sf-^-B,  which  we  denote  by  £. 

The  charge  on  the  disk  due  to  unit  potential  of  the  large  disk, 

supposing  the  density  uniform,  would  be  — ^  • 

The  charge  on  one  side  of  a  straight  groove  of  breadth  3  and 
length  L  =:2'nR,  and  of  infinite  depth,  may  be  estimated  by  the 
number  of  lines  of  force  emanating  from  the  large  disk  and  falling 
upon  the  side  of  the  groove.  Referring  to  Art.  197  and  footnote 
we  see  that  the  charge  will  therefore  be 

47rd 

,     RB 

A-ta 

since  in  this  case  <l>  =  1,  ^  =  0,  and  therefore  b  ^A+a, 
But  since  the  groove  is  not  straight,  but  has  a  radius  of  curvature 

By  this  must  be  multiplied  by  the  factor  (l  +  i  — )  • 

The  whole  charge  on  the  disk  is  therefore 

jB*      ,    BB    /.       ^  \  /«^\ 

U^^'AW^'^2B^  ^''^ 


m+Bf^    R^^B^ 


(40) 


8^  8^        A+a 

The  value  of  a  cannot  be  greater  than 

— ^^—,  =  0.22 -B  nearly. 

If  B  is  small  compared  with  either  ^  or  .S  this  expression  will 
give  a  sufiiciently  good  itpproximation  to  the  charge  on  the  disk 
due  to  unity  of  difference  of  potential.  The  ratio  of  J  to  iZ 
may  have  any  value,  but  the  radii  of  the  large  disk  and  of  the 
guard-ring  must  exceed  B  by  several  multiples  oi  A. 
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Example  VII.— Fig.  XII. 

202.]  Helmholtz,  in  his  memoir  on  discontinuous  fluid  motion  *^ 
has  pointed  out  the  application  of  several  formulae  in  which  the 
coordinates  are  expressed  as  functions  of  the  potential  and  its 
conjugate  function. 

One  of  these  may  be  applied  to  the  case  of  an  electrified  plate 
of  finite  size  placed  paraUel  to  an  infinite  plane  surface  connected 
with  the  earth. 

Since  Xi^A<f>  and    y^  =  -4\/r, 

and  also  x^  =  Ae!^ cos >/r  and    y^-r^  Af^ sin i/r, 

are  conjugate  functions  of  </>  and  >fr,  the  functions  formed  by  adding 
Xy^  to  ^2  A^d  y^  to  ^2  ^iU  be  also  conjugate.     Hence,  if 

a?  =  ^  </) + -4  ^  cos  >/r, 

y  ^  Ayjf-hAel^  sin yjf. 

then  X  and  y  will  be  conjugate  with  respect  to  ^  and  >/r^  and  (ft  and 
yjf^  will  be  conjugate  with  respect  to  x  and  y. 

Now  let  X  and  y  be  rectangular  coordinates,  and  let  i\lfhe  the 
potential,  then  k<f)  will  be  conjugate  to  i\lr,  k  being  any  constant. 

Let  us  put  >/f  =  IT,  then  y  =  Att^  x  :=A  {<(>•— el^). 

If  <jf)  varies  from  —  oo  to  0,  and  then  from  0  to  +oo,  a?  varies 
from  —00  to  — ^  and  from  -^A  to  — oo.  Hence  the  equipotential 
surface^  for  which  ^  =  tt,  is  a  plane  parallel  to  a;  at  a  distance 
b  =  IT  A  from  the  origin,  and  extending  from  —  oo  to  a?  =  —  ^. 

Let  us  consider  a  portion  of  this  plane^  extending  from 

X  =  — (^  +  «)  to  ar  =  —-4  and  from  z:=0  to  z  =  c, 

let  us  suppose  its  distance  from  the  plane  of  ar^  to  be  y  =  5  =  ^^xr^ 
and  its  pot<;ntial  to  be  r=  k^  =  kir. 

The  charge  of  electricity  on  the  portion  of  the  plane  considered 
is  found  by  ascertaining  the  values  of  <^  at  its  extremities. 

We  have  therefore  to  determine  4>  from  the  eq[uation 
a?  =  — (4  +  «)  =  A(<t>'-^), 
<f>  will  have  a  negative  value  <^^  and  a  positive  value  <f>2 ;  at  the  edge 
of  the  plane,  where  a?  =  — -4,  <jf)  =  0. 

Hence  the  charge  on  the  one  side  is  —  ci<^i-*-4w,  and  that 
on  the  other  side  is  ck<f>2'^^TT. 

•  K^igl  Alcad,  der  WissenscJiqften,  zu  Berlin,  April  28, 1868.       r^^^^T^ 
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Both  these  charges  are  positive  and  their  sum  is 

If  we  suppose  that  a  is  large  compared  with  A, 

a     -  A 

a  — -j--l  +  « 

*2  =  ^^ff  {z  "^  ^  ■*■  ^^^  (^  +  ^  +  *'''•) } ' 

If  we  neglect  the  exponential  terms  in  ^^  we  shall  find  that  the 
charge  on  the  negative  surface  exceeds  that  which  it  would  have 
if  the  superficial  density  had  been  uniform  and  equal  to  that  at  a 
distance  from  the  boundary,  by  a  quantity  equal  to  the  charge  on  a 

strip  of  breadth  -4  =  -  with  the  uniform  superficial  density. 

The  total  capacity  of  the  part  of  the  plane  considered  is 

The  total  charge  is  CY,  and  the  attraction  towards  the  infinite 
plane,  whose  equation  is  y  =  0  and  potential  ^  =  0,  is 

-ir»^  =  r^-^(i  +  — ^_^  +  r^+&c. 

do  Stto^^        ,        a  .       a 

=  8l^,J«  +  — ^log^+&c.|. 
The  equipotential  lines  and  lines  of  force  are  given  in  Fig.  XII. 

Example  VIII.     TAeory  of  a  Grating  of  Parallel  Wires.  Fig.  XIII. 

203.]  In  many  electrical  instruments  a  wire  grating  is  used  to 
prevent  certain  parts  of  the  apparatus  from  being  electrified  by 
induction.  We  know  that  if  a  conductor  be  entirely  surrounded 
by  a  metallic  vessel  at  the  same  potential  with  itself,  no  electricity 
can  be  induced  on  the  surface  of  the  conductor  by  any  electrified 
body  outside  the  vessel.  The  conductor,  however,  when  completely 
surrounded  by  metal,  cannot  be  seen,  and  therefore,  in  certain  cases, 
an  aperture  is  left  which  is  covered  with  a  grating  of  fine  wire. 
Let  us  investigate  the  efiect  of  this  grating  in  diminishing  the 
efiect  of  electrical  induction.  We  shall  suppose  the  grating  to 
consist  of  a  series  of  parallel  wires  in  one  plane  and  at  equal 
intervals,  the  diameter  of  the  wires  being  small  compared  with  the 

uigiiizea  oy  v.„ivj'V-/p^iv^ 


204.]  INDUCTION   THROUGH   A   GEATING.  287 

distance  between  them,  while  the  nearest  portions  of  the  electrified 
bodies  on  the  one  side  and  of  the  protected  conductor  on  the  other 
are  at  distances  from  the  plane  of  the  screen,  which  are  considerable 
compared  with  the  distance  between  consecative  wires. 

204.]  The  potential  at  a  distance  /  from  the  axis  of  a  straight 
wire  of  infinite  length  charged  with  a  quantity  of  electricity  \  per 
unit  of  length  is  r»s-2Xlog/  +  C.  (l) 

We  may  express  this  in  terms  of  polar  coordinates  referred  to  an 
axis  whose  distance  from  the  wire  is  unity,  in  which  case  we  must 
niake  r'^  =  l-2rcosd+r2,  (2) 

and  if  we  suppose  that  the  axis  of  reference  is  also  charged  with 
the  linear  density  X',  we  find 

r=-Xlog(l-2rcosd  +  r*)-2\'logr+a  (3) 

If  we  now  make 

r  =«*-.,         <'  =  -^»  (4) 

then,  by  the  theory  of  conjugate  functions, 

r=-Xlog  Vl-2<?  •  cos +  ^  •,/-2X'log<?*  +(7,      (5) 

where  x  and  y  are  rectangular  coordinates,  will  be  the  value  of  the 
potential  due  to  an  infinite  series  of  fine  wires  parallel  to  ;?  in  the 
plane  of  asz,  and  passing  through  points  in  the  axis  of  x  for  which 
a;  is  a  multiple  of  a. 

Each  of  these  wires  is  charged  with  a  linear  density  A. 

The  term  involving  V  indicates  an  electrification,  producing  a 

constant  force in  the  direction  of  v. 

a 

The  forms  of  the  equipotential  surfaces  and  lines  of  force  when 
X'rs  0  are  given  in  Pig.  XIII,  The  equipotential  surfaces  near  the 
wires  are  nearly  cylinders^  so  that  we  may  consider  the  solution 
approximately  true,  even  when  the  wires  are  cylinders  of  a  diameter 
which  is  finite  but  small  compared  with  the  distance  between  them. 

The  equipotential  surfaces  at  a  distance  from  the  wires  become 
more  and  more  nearly  planes  parallel  to  that  of  the  grating. 

If  in  the  equation  we  make  ^  =  5^,  a  quantity  large  compared 
with  a,  we  find  approximately, 

^  =  «il*i(\+XO+Cnearly.  (6) 

If  we  next  make  ^  =  —  Jg*  where  ^2  is  a  positive  quantity  large 
compared  with  a,  we  find  approximately. 
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r2=^^A'+Cnearly.  (7) 

If  c  is  the  radius  of  the  wires  of  the  grating,  c  being  small 
compared  with  a^  we  may  find  the  potential  of  the  grating  itself 
by  supposing  that  the  surface  of  the  wire  coincides  with  the  equi- 
potential  surface  which  cuts  the  plane  of  xz  at  a  distance  c  from  the 
axis  of  z.  To  find  the  potential  of  the  grating  we  therefore  put 
a;  =  (?,  and  y  =  0,  whence 

r=-2Xlog2sin— +C:  (8) 

205.]  We  have  now  obtained  expressions  representing  the  elec- 
trical state  of  a  system  consisting  of  a  grating  of  wires  whose 
diameter  is  small  compared  with  the  distance  between  them^  and 
two  plane  conducting  surfaces,  one  on  each  side  of  the  grating, 
and  at  distances  which  are  great  compared  with  the  distance 
between  the  wires. 

The  surface-density  a-^  on  the  first  plane  is  got  from  the  equa- 
tion (6)  dF,  47r 

That  on  the  second  plane  o-g  from  the  equation  (7) 

and  eliminate  X  and  V  from  the  equations  (6),  (7),  (8),  (9),  (10), 
we  find 

4„,^^6^^b,+  ^^)  =  V,(l  +  ^)-F,-r^^,  (12) 

4^<.,(j,+i,+  ^)=_r,+r,(i+^)-r^.      (13) 

When  the  wires  are  infinitely  thin,  a  becomes  infinite,  and  the 
terms  in  which  it  is  the  denominator  disappear,  so  that  the  case 
is  reduced  to  that  of  two  parallel  planes  without  a  grating  in- 
terposed. 

If  the  grating  is  in  metallic  communication  with  one  of  the 
planes,  say  the  first,  F=  F^,  and  the  right-hand  side  of  the  equation 
for  (Ti  becomes  '^i—  ^^2-  Hence  the  density  <r^  induced  on  the  first 
plane  when  the  grating  is  interposed  is  to  that  which  would  have 
been  induced  on  it  if  the  grating  were  removed,  the  second  plane 


being  maintained  at  the  same  potential,  as  1  to  1  + 


iA 
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We  should  have  found  the  same  value  for  the  effect  of  the  grating 
in  diminishing  the  electrical  influence  of  the  first  surface  on  the 
second^  if  we  had  supposed  the  grating  connected  with  the  second 
surface.  This  is  evident  since  6^  and  ig  enter  into  the  expression 
in  the  same  way.  It  is  Ydso  a  direct  result  of  the  theorem  of 
Art.  88. 

The  induction  of  the  one  electrified  plane  on  the  other  through 
the  grating  is  the  same  as  if  the  grating  were  removed,  and  the 
distance  between  the  planes  increased  from  d^  +  dj  ^ 

^i  +  ^jH 

a 

If  the  two  planes  are  kept  at  potential  zero,  and  the  grating 

electrified  to  a  given  potential,  the  quantity  of  electricity  on  the 

grating  will  be  to  that  which  would  be  induced  on  a  plane  of  equal 

area  placed  in  the  same  position  as 

This  investigation  is  approximate  only  when  6^  and  b^  are  larg^ 
compared  with  a^  and  when  a  is  larg^  compared  with  c.  The 
quantity  a  is  a  line  which  may  be  of  any  magnitude.  It  becomes 
infinite  when  e  is  indefinitely  diminished. 

If  we  suppose  c  =  \a  there  will  be  no  apertures  between  the 
wires  of  the  grating,  and  therefore  there  will  be  no  induction 
through  it.  We  ought  therefore  to  have  for  this  case  o  =  0.  The 
formula  (11),  however,  gives  in  this  case 

o=-^log.2,         =- 0.11a, 

which  is  evidently  erroneous,  as  the  induction  can  never  be  altered 
in  sign  by  means  of  the  grating.  It  is  easy,  however,  to  proceed 
to  a  higher  degree  of  approximation  in  the  case  of  a  grating  of 
cylindrical  wires.     I  shall  merely  indicate  the  steps  of  this  process. 

Method  of  Ajpproximation. 

206.]  Since  the  wires  are  cylindrical,  and  since  the  distribution 
of  electricity  on  each  is  symmetrical  with  respect  to  the  diameter 
parallel  to  y,  the  proper  expansion  of  the  potential  is  of  the  form 

r=Cologr-f  2(7^1^0031(9,  (14) 

where  r  is  the  distance  from  the  axis  of  one  of  the  wires,  and  0  the 
angle  between  r  and  y,  and,  since  the  wire  is  a  conductor,  when 
r  is  made  equal  to  the  radius  V  must  be  constant,  and  therefore 
the  coefficient  of  each  of  the  multiple  cosines  of  0  must  vanish.^ 
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For  the  sake  of  conciseness  let  us  assume  new  coordinates  £,  tf,  &a 
such  that 

af  =  2vx,     ari  =  2vy,     ap  =  2wr,     afi  =  2irJ,  &c.,        (15) 
and  let  Fp  =  log  (<?'»+^  +  €-<'»+^) — 2  cos  f).  (1 6) 

Then  if  we  make 

dF         d^F 

r=  ^0^+^,1^ +j,i^+&c.  (17) 

by  giving  proper  values  to  the  coefficients  A  we  maj  express  any 
potential  which  is  a  function  of  17  and  cos  f,  and  does  not  become 
infinite  except  when  ?7-f-)3  =  0  and  cos  f  =  1. 

When  )3  =  0  the  expansion  of  i'in  terms  of  p  and  $  is 

-Fq  =  2  logp4- tVp* <50s  2 d— ^^p* cos  4tf +  &c.  (18) 

For  finite  values  of  /3  the  expansion  of  jP  is 

j;,  =  ff  4-  2  log (1  -g-^)  +  \^ pcosO^  (1  lT-/^)g  P' <^^  2 ^  +  ^'  i^^l 

In  the  case  of  the  grating  with  two  conducting  planes  whose 
equations  are  17  =  /3|  and  17  =  —  ^2»  ^^^^  ^^  ^^^  plane  of  the  grating 
being  t?  =  0,  there  will  be  two  infinite  series  of  images  of  the 
grating.  The  first  series  will  consist  of  the  grating  itself  together 
with  an  infinite  series  of  images  on  both  sides^  equal  and  similarly 
electrified.  The  axes  of  these  imaginary  cylinders  lie  in  planes 
whose  equations  afe  of  the  form 

17=  ±2i»(ft  +  /32),  (20) 

n  being  an  integer. 

The  second  series  will  consist  of  an  infinite  series  of  images  for 

which  the  coefficients  Aq,  J^y  A^,  &c.  are  equal  and  opposite  to  ihe 

same  quantities  in  the  grating  itself,  while  Ai,  A^,  &c.  are  equal 

and  of  the  same  sign.    The  axes  of  these  images  are  in  planes  whose 

equations  are  of  the  form 

'7=2^,  ±2»»(A  +  ^,),  (21) 

m  being  an  integer. 

The  potential  due  to  any  finite  series  of  such  images  will  depend 
on  whether  the  number  of  images  is  odd  or  even.  Hence  the 
potential  due  to  an  infinite  series  is  indeterminate^  but  if  we  add  to 
it  the  function  jSiy+C,  the  conditions  of  the  problem  will  be  suffi- 
cient to  determine  the  electrical  distribution. 

We  may  first  determine  T^  and  Fg,  the  potentials  of  the  two 
conducting  planes,  in  terms  of  the  coefficients  ^,  Ai,  &c.,  and  of 
£  and  C.  We  must  then  determine  o-^  and  a2>  ^^^  surface-density 
at  any  point  of  these  planes.  The  mean  values  of  o-j  and  a^  are 
given  by  the  equations 
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4ita,  =  ^iJ^-£),       iirc,  =  ^iAo  +  B.)  (22)" 

€»  CI 

We  must  then  expand  the  potentials  due  to  the  grating  itself 
and  to  all  the  images  in  terms  of  p  and  cosines  of  multiples  of  Oy 
adding  to  the  result  £p  cos  (9  +  (7. 

The  terms  independent  of  0  then  give  F  the  potential  of  the 
grating,  and  the  coefficient  of  the  cosine  of  each  multiple  of  6 
equated  to  zero  gives  an  equation  between  the  indeterminate  co- 
efficients. 

In  this  way  as  many  equations  may  be  found  as  are  sufficient 
to  eliminate  all  these  coefficients  and  to  leave  two  equations  to 
determine  o-j  and  o-g  in  terms  of  /^,  J^,  and  F. 

These  equations  will  be  of  the  form 

^1-^=  47rori(Ja  +  a-y)  + 4^0-2  (a  +  y), 

;i;-r=  47rcTi(o  +  y)  +  47r<r2(i2  +  a-y).  (23) 

The  quantity  of  electricity  induced  on  one  of  the  planes  protected 
by  the  grating,  the  other  plane  being  at  a  given   difference  of 
potential,  will  be  the  same  as  if  the  plates  had  been  at  a  distance 
(a"y)(^-H^2)^^i^3-4ay   .^^^  ^^ 

a  +  y  ^^  * 

The  values  of  a  and  y  are  approximately  as  follows, 

^  flj  C ,        a        5  TT*  (?* 

+  26'"''^  (l  +  r'-a  +  r^'^^  +  fec)  +  &c.  }  ,     (24) 
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CHAPTER  XIII. 


ELECTEOSTATIC   INSTRUMENTS. 

On  Electrostatic  Instruments. 

The  instnunents  which  we  have  to  consider  at  present  may  be 
divided  into  the  following  classes : 

(1)  Electrical  machines  for  the  production  and  augmentation  of 
electrification. 

(2)  Multipliers,  for  increasing  electrification  in  a  known  ratio. 

(3)  Electrometers,  for  the  measurement  of  electric  potentials  and 
charges. 

(4)  Accumulators,  for  holding  large  electrical  charges. 

Electrical  Machines. 

207.]  In  the  common  electrical  machine  a  plate  or  cylinder  of 
glass  is  made  to  revolve  so  as  to  rub  against  a  surface  of  leather, 
on  which  is  spread  an  amalgam  of  zinc  and  mercury.  The  surface 
of  the  glass  becomes  electrified  positively  and  that  of  the  rubber 
negatively.  As  the  electrified  surface  of  the  glass  moves  away 
from  the  negative  electrification  of  the  rubber  it  acquires  a  high 
positive  potential.  It  then  comes  opposite  to  a  set  of  sharp  metal 
points  in  connexion  with  the  conductor  of  the  machine.  The  posi- 
tive electrification  of  the  glass  induces  a  negative  electrification 
of  the  points,  which  is  the  more  intense  the  sharper  the  points 
and  the  nearer  they  are  to  the  glass. 

When  the  machine  works  properly  there  is  a  discharge  through 
the  air  between  the  glass  and  the  points^  the  glass  loses  part  of 
its  positive  charge,  which  is  transferred  to  the  points  and  so  to 
the  insulated  prime  conductor  of  the  machine,  and  to  any  other 
body  with  which  it  is  in  electric  communication. 

The  portion  of  the  glass  which  is  advancing  towards  the  rubber 
has  thus  a  smaller  positive  charge  than  that  which  is  leaving  it 
at  the  same  time^  so  that  the  rubber^  and  the  conductors  in  com- 
munication with  it,  become  negatively  electrified. 
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The  highly  positive  surface  of  the  glass  where  it  leaves  the 
rubber  is  more  attracted  by  the  negative  charge  of  the  rubber  than 
the  partially  discharged  surface  which  is  advancing  towards  the 
rubber.  The  electrical  forces  therefore  act  as  a  resistance  to  the  force 
employed  in  turning  the  machine.  The  work  done  in  turning  the 
machine  is  therefore  greater  than  that  spent  in  overcoming  ordinary 
friction  and  other  resistances,  and  the  excess  is  employed  in  pro- 
ducing a  state  of  electrification  whose  energy  is  equivalent  to  this 
excess. 

The  work  done  in  overcoming  friction  is  at  once  converted  into 
heat  in  the  bodies  rubbed  together.  The  electrical  energy  may 
be  also  converted  either  into  mechanical  energy  or  into  heat. 

If  the  machine  does  not  store  up  mechanical  energy,  all  the 
energy  will  be  converted  into  heat,  and  the  only  difference  between 
the  heat  due  to  friction  and  that  due  to  electrical  action  is  that  the 
former  is  generated  at  the  rubbing  surfaces  while  the  latter  may  be 
generated  in  conductors  at  a  distance '^. 

We  have  seen  that  the  electrical  charge  on  the  sur&ce  of  the 
glass  is  attracted  by  the  rubber.  If  this  attraction  were  sufficiently 
intense  there  would  be  a  discharge  between  the  glass  and  the 
rubber,  instead  of  between  the  glass  and  the  collecting  points.  To 
prevent  this,  flaps  of  silk  are  attached  to  the  rubber.  These  become 
negatively  electrified  and  adhere  to  the  glass,  and  so  diminish  the 
potential  near  the  rubber. 

The  potential  therefore  increases  more  gradually  as  the  glass 
moves  away  from  the  rubber,  and  therefore  at  any  one  point  there 
is  less  attraction  of  the  charge  on  the  glass  towards  the  rubber^  and 
consequently  less  danger  of  direct  discharge  to  the  rubber. 

In  some  electrical  machines  the  moving  part  is  of  ebonite  instead 
of  glass,  and  the  rubbers  of  wool  or  fur.  The  rubber  is  then  elec- 
trified positively  and  the  prime  conductor  negatively. 

The  EhctropAorus  of  Volta, 

208.]  The  electrophorus  consists  of  a  plate  of  resin  or  of  ebonite 
backed  with  metal,  and  a  plate  of  metal  of  the  same  size.  An 
insulating  handle  can  be  screwed  to  the  back  of  either  of  these 
plates.   The  ebonite  plate  has  a  metal  pin  which  connects  the  metal 

*  It  is  probable  th&t  in  many  cases  vbere  dynamical  energy  is  converted  into  beat 
by  friction,  part  of  tbe  energy  may  be  first  transformed  into  electrical  energy  and 
then  converted  into  beat  as  the  electrical  energy  is  spent  in  maintaining  carrents  of 
short  circuit  close  to  the  rubbing  surfaces.  See  Sir  W.  Thomson,  '  On  tho  Electro- 
dynamic  QoalitieB  of  Metals.'    PhU.  Tram,,  1856,  p.  650.  _  >  t 
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plate  with  the  metal  back  of  the  ebonite  plate  when  the  two  plates 
are  in  contact. 

The  ebonite  plate  is  electrified  negatively  by  rubbing  it  with 
wool  or  cat's  skin.  The  metal  plate  is  then  brought  near  the 
ebonite  by  means  of  the  insulating  handle.  No  direct  discharge 
passes  between  the  ebonite  and  the  metal  plate,  but  the  potential 
of  the  metal  plate  is  rendered  negative  by  induction,  so  that  when 
it  comes  within  a  certain  distance  of  the  metal  pin  a  spark  passes, 
and  if  the  metal  plate  be  now  carried  to  a  distance  it  is  found 
to  have  a  positive  charge  which  may  be  communicated  to  a  con- 
ductor. The  metal  at  the  back  of  the  ebonite  plate  is  found  to 
have  a  negative  charge  equal  and  opposite  to  the  charge  of  the  metal 
plate. 

In  using  the  instrument  to  charge  a  condenser  or  accumulator 
one  of  the  plates  is  laid  on  a  conductor  in  communication  with 
the  earth,  and  the  other  is  first  laid  on  it,  then  removed  and  applied 
to  the  electrode  of  the  condenser,  then  laid  on  the  fixed  plate  and 
the  process  repeated.  If  the  ebonite  plate  is  fixed  the  condenser 
will  be  charged  positively.  If  the  metal  plate  is  fixed  the  condenser 
will  be  charged  negatively. 

The  work  done  by  the  hand  in  separating  the  plates  is  always 
greater  than  the  work  done  by  the  electrical  attraction  during  the 
approach  of  the  plates,  so  that  the  operation  of  charging  the  con- 
denser involves  the  expenditure  of  work.  Part  of  this  work  is 
accounted  for  by  the  energy  of  the  charged  condenser,  part  is  spent 
in  producing  the  noise  and  heat  of  the  sparks,  and  the  rest  in 
overcoming  other  resistances  to  the  motion. 

On  Machines  producing  Electrification  by  Mechanical  Work, 
209.]  In  the  ordinary  frictional  electrical  machine  the  work  done 
in  overcoming  friction  is  far  greater  than  that  done  in  increasing 
the  electrification.  Hence  any  arrangement  by  which  the  elec- 
trification may  be  produced  entirely  by  mechanical  work  against 
the  electrical  forces  is  of  scientific  importance  if  not  of  practical 
value.  The  first  machine  of  this  kind  seems  to  have  been  Nicholson's 
Revolving  Doubler,  described  in  the  Philosophical  Transactions  for 
1 788  as  *  an  instrument  which  by  the  turning  of  a  Winch  produces 
the  two  states  of  Electricity  without  friction  or  communication  with 
the  Earth.' 

210.]  It  was'  by  means  of  the  revolving  doubler  that  Volta 
succeeded  in  developing  from  the  electrification   of  the  pile  an 
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electrification  capable  of  affecting  his  electrometer.  Instruments 
on  the  same  principle  have  been  invented  independently  by  Mr. 
C.  F.  Varley*  and  Sir  W.  Thomson. 

'  These  instruments  consist  essentially  of  insulated  conductors  of 
various  forms,  some  fixed  and  others  moveable.  The  moveable 
conductors  are  called  Carriers,  and  the  fixed  ones  may  be  called 
Inductors,  Receivers^  and  Regenerators.  The  inductors  and  receivers 
are  so  formed  that  when  the  carriers  arrive  at  certain  points  in 
their  revolution  they  are  almost  completely  surrounded  by  a  con- 
ducting body.  As  the  inductors  and  receivers  cannot  completely 
surround  the  carrier  and  at  the  same  time  allow  it  to  move  freely 
in  and  out  without  a  complicated  arrangement  of  moveable  pieces, 
the  instrument  is  not  theoretically  perfect  without  a  pair  of  re- 
generators, which  store  up  the  small  amount  of  electricity  which 
the  carriers  retain  when  they  emerge  from  the  receivers. 

For  the  present,  however,  we  may  suppose  the  inductors  and 
receivers  to  surround  the  carrier  completely  when  it  is  within  them, 
in  which  case  the  theory  is  much  simplified. 

We  shall  suppose  the  machine  to  consist  of  two  inductors  A  and 
C,  and  of  two  receivers  B  and  J9,  with  two  carriers  /'and  0, 

Suppose  the  inductor  A  to  be  positively  electrified  so  that  its 
potential  is  Ay  and  that  the  carrier  Fis  within  it  and  is  at  potential 
F.  Then,  if  Q  is  the  coefficient  of  induction  (taken  positive)  between 
A  and  F,  the  quantity  of  electricity  on  the  carrier  will  be  Q  [F^A). 

If  the  carrier,  while  within  the  inductor,  is  put  in  connexion  with 
the  earth,  then  i'  =  0,  and  the  charge  on  the  carrier  will  be  —  QA^ 
a  negative  quantity.  Let  the  carrier  be  carried  round  till  it  is 
within  the  receiver  Bj  and  let  it  then  come  in  contact  with  a  spring 
so  as  to  be  in  electrical  connexion  with  B.  It  will  then,  as  was 
shewn  in  Art.  32,  become  completely  discharged,  and  will  com- 
municate its  whole  negative  charge  to  the  receiver  B. 

The  carrier  wijl  next  enter  the  inductor  C,  which  we  shall  suppose 
charged  negatively.  While  within  C  it  is  put  in  connexion  with 
the  earth  and  thus  acquires  a  positive  charge,  which  it  carries  off 
and  communicates  to  the  receiver  J9,  and  so  on. 

In  this  way,  if  the  potentials  of.  the  inductors  remain  always 
constant^  the  receivers  B  and  B  receive  successive  charges,  which 
are  the  same  for  every  revolution  of  the  carrier,  and  thus  every 
revolution  produces  an  equal  increment  of  electricity  in  the  re- 
ceivers. 

*  Speoiikation  of  Patent,  Jan.  27, 1860.  No.  206. 
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But  by  putting  the  inductor  A  in  communication  with  the  re- 
ceiver B,  and  the  inductor  C  with  the  receiver  By  the  potentials 
of  the  inductors  will  be  continually  increased,  and  the  quantity 
of  electricity  communicated  to  the  receivers  in  each  revolution  will 
continually  increase. 

For  instance,  let  the  potential  of  A  and  1)  be  {7,  and  that  of  B 
and  Cy  Vy  then,  since  the  potential  of  the  carrier  is  zero  when 
it  is  within  Ay  being  in  contact  with  earth,  its  charge  is  is;  =  —  Q  CT. 
The  carrier  enters  B  with  this  charge  and  communicates  it  to  B. 
If  the  capacity  of  B  and  C  Ib  B,  their  potential  will  be  changed 

from  r  tor- J- E^. 

If  the  other  carrier  has  at  the  same  time  carried  a  charge  —  Q  F 
from  C  to  jD,  it  will  change  the  potential  of  A  and  B  from  U  to 

U—  -J-  Vy  if  Q'  is  the  coefficient  of  induction  between  the  carrier 

and  Cy  and  A  the  capacity  of  A  and  B.  If,  therefore,  U^  and  F^ 
be  the  potentials  of  the  two  inductors  afber  n  half  revolutions,  and 
U^+i  and  F^^i  after  «+ 1  half  revolutions^ 

F      ^  V  ^^TT 
If  we  write  ©2  =  -~  and  ^*  =  -^^  we  find 

pU,^i-qK^r  =  (l>U,-qK)  (1  +pq)  =  {pU,-qT;){l  +fq)**K 
Hence 

It  appears  from  these  equations  that  the  quantity  j^ZZ+j'F  con- 
tinually diminishes,  so  that  whatever  be  the  initial  state  of  elec- 
trification the  receivers  are  ultimately  oppositely  electrified,  so  that 
the  potentials  of  A  and  B  are  in  the  ratio  of  jo  to  -^q. 

On  the  other  hand,  the  quantity  pU-^qF  continually  increases^ 
so  that,  however  little  pUmaj  exceed  or  fall  short  of  qFsi  first, 
the  difi^erence  will  be  increased  in  a  geometrical  ratio  in  each 
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revolution  till  the  electromotive  forces  become  so  great  that  the 
insulation  of  the  apparatus  is  overcome. 

Instmments  of  this  kind  may  be  used  for  various  purposes. 

For  producing  a  copious  supply  of  electricity  at  a  high  potential, 
as  is  done  by  means  of  Mr.  Yarley's  large  machine. 

For  adjusting  the  charge  of  a  condenser^  as  in  the  case  of 
Thomson's  electrometer,  the  charge  of  which  can  be  increased  or 
diminished  by  a  few  turns  of  a  very  small  machine  of  this  kind^ 
which  is  then  called  a  Replenisher. 

For  multiplying  small  differences  of  potential.  The  inductors 
may  be  charged  at  first  to  an  exceedingly  small  potential,  as,  for 
instance,  that  due  to  a  thermo-electric  pair,  then,  by  turning  the 
machine^  the  difference  of  potentials  may  be  continually  multiplied 
till  it  becomes  capable  of  measurement  by  an  ordinary  electrometer. 
By  determining  by  experiment  the  ratio  of  increase  of  this  difference 
due  to  each  turn  of  the  machine,  the  original  electromotive  force 
with  which  the  inductors  were  charged  may  be  deduced  from  the 
number  of  turns  and  the  final  electrification. 

In  most  of  these  instruments  the  carriers  are  made  to  revolve 
about  an  axis  and  to  come  into  the  proper  positions  with  respect 
to  the  inductors  by  turning  an  axle.  The  connexions  are  made  by 
means  of  springs  so  placed  that  the  carriers  come  in  contact  with 
them  at  the  proper  instants. 

211.]  Sir  W.  Thomson  *,  however,  has  constructed  a  machine  for 
multiplying  electrical  charges  in  which  the  carriers  are  ^rops  of 
water  falling  out  of  the  inside  of  an  inductor  into  an  insulated 
receiver.  The  receiver  is  thus  continually  supplied  with  electricity 
of  opposite  sign  to  that  of  the  inductor.  If  the  inductor  is  electrified 
positively,  the  receiver  will  receive  a  continually  increasing  charge 
of  negative  electricity. 

The  water  is  made  to  escape  from  the  receiver  by  means  of  a 
funnel,  the  nozzle  of  which  is  almost  surrounded  by  the  metal  of 
the  receiver.  The  drops  falling  from  this  nozzle  are  therefore 
nearly  free  from  electrification.  Another  inductor  and  receiver  of 
the  same  construction  are  arranged  so  that  the  inductor  of  the 
one  system  is  in  connexion  with  the  receiver  of  the  other.  The 
rate  of  increase  of  charge  of  the  receivers  is  thus  no  longer  constant, 
but  increases  in  a  geometrical  progression  with  the  time,  the 
charges  of  the  two  receivers  being  of  opposite  sig^s.  This  increase 
goes  on  till  the  falling  drops  are  so  diverted  from  their  course  by 

•  Proe,  B.  fl.,  June  20,  1867.  ^  t 
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the  electrical  action  that  they  fall  outside  of  the  receiver  or  even 
strike  the  inductor. 

In  this  instrument  the  energy  of  the  electrification  is  drawn 
from  that  of  the  falling  drops. 

212.]  Several  other  electrical  machines  have  been  constructed 
in  which  the  principle  of  electric  induction  is  employed.  Of  these 
the  most  remarkable  is  that  of  Holtz,  in  which  the  carrier  is  a  glass 
plate  varnished  with  gum-lac  and  the  inductors  are  pieces  of 
pasteboard.  Sparks  are  prevented  from  passing  between  the  parts 
of  the  apparatus  by  means  of  two  glass  plates^  one  .on  each  side 
of  the  revolving  carrier  plate.  This  machine  is  found  to  be  very 
eflfective,  and  not  to  be  much  affected  by  the  state  of  the  atmo- 
sphere. The  principle  is  the  same  as  in  the  revolving  doubler  and 
the  instruments  developed  out  of  the  same  idea,  but  as  the  carrier 
is  an  insulating  plate  and  the  inductors  are  imperfect  conductors, 
the  complete  explanation  of  the  action  is  more  difficult  than  in 
the  case  where  the  carriers  are  good  conductors  of  known  form 
and  are  charged  and  discharged  at  definite  points. 

213.]   In  the  electrical  machines  already  described  sparks  occur 

whenever  the  carrier  comes  in 
contact  with  a  conductor  at  a 
different  potential  from  its 
own. 

Now  we  have  shewn  that 
whenever  this  occurs  there  is 
a  loss  of  energy,  and  therefore 
the  whole  work  employed  in 
turning  the  machine  is  not  con- 
verted into  electrification  in  an 
available  form^  but  part  is  spent 
*!;.    jg^'*^  ill  producing  the  heat  and  noise 

of  electric  sparks. 
I  have  therefore  thought  it  desirable  to  shew  how  an  electrical 
machine  may  be  constructed  which  is  not  subject  to  this  loss  of 
efficiency.  I  do  not  propose  it  as  a  useful  form  of  machine,  but 
as  an  example  of  the  method  by  which  the  contrivance  called  in 
heat-engines  a  regenerator  may  be  applied  to  an  electrical  machine 
to  prevent  loss  of  work. 

In  the  figure  let  A^  B^  (7,  A\  JB',  (7  represent  hollow  fixed 
conductors,  so  arranged  that  the  carrier  P  passes  in  succession 
within  each  of  them.     Of  these  A,  Al  and  B^  B  nearlv  surround  the 

^6 


uigiiizea  oy  ^_i  vj'v^xi-V- 


213.]  MACHINE   WITHOUT   SPAKKS.  299 

carrier  when  it  is  at  the  middle  point  of  its  passage,  but  C,  Cf  do  not 
cover  it  so  much. 

We  shall  suppose  A^  -B,  C  to  be  connected  with  a  Leyden  jar 
of  great  capacity  at  potential  F,  and  J^^  ^,  C  to  be  connected  with 
another  jar  at  potential  —  V\ 

P  is  one  of  the  carriers  moving  in  a  circle  from  A  to  C\  &c., 
and  touching  in  its  course  certain  springs^  of  which  a  and  a^  are 
connected  with  A  and  A^  respectively,  and  e,  /  are  connected  with 
the  earth. 

Let  us  suppose  that  when  the  carrier  P  is  in  the  middle  of  A 
the  coefficient  of  induction  between  P  and  ^  is  —A.  The  capacity 
of  P  in  this  position  is  greater  than  A^  since  it  is  not  completely 
surrounded  by  the  receiver  A.     Let  it  \>e  A-^-a, 

Then  if  the  potential  of  P  is  U^  and  that  of  -4,  T,  the  charge 
on  P  yffiWU  {A^a)U^Ar. 

Now  let  P  be  in  contact  with  the  spring  a  when  in  the  middle 
of  the  receiver  A,  then  the  potential  of  P  is  V,  the  same  as  that 
of  A^  and  its  charge  is  therefore  aV, 

If  P  now  leaves  the  spring  a  it  carries  with  it  the  charge  aV. 
As  P  leaves  A  its  potential  diminishes,  and  it  diminishes  still  more 
when  it  comes  within  the  influence  of  C\  which  is  negatively 
electrified. 

If  when  P  comes  within  C"  its  coefficient  of  induction  on  C  is 
—  C",  and  its  capacity  is  CT'  +  ^j  then,  if  U  is  the  potential  of  P 
the  charge  on  P  is 

((r-ic')tr-f  (rr=«r. 

If  CTz^aF, 

then  at  this  point  U  the  potential  of  P  will  be  reduced  to  zero. 

Let  P  at  this  point  come  in  contact  with  the  spring  /  which  is 
connected  with  the  earth.  Since  the  potential  of  P  is  equal  to  that 
of  the  spring  there  will  be  no  spark  at  contact. 

This  conductor  C%  by  which  the  carrier  is  enabled  to  be  connected 
to  earth  without  a  spark,  answers  to  the  contrivance  called  a 
regenerator  in  heat-engines.  We  shall  therefore  call  it  a  Ae- 
generator. 

Now  let  P  move  on,  still  in  contact  with  the  earth-spring  e',  till 
it  comes  into  the  middle  of  the  inductor  By  the  potential  of  which 
is  V.  If  —  ^  is  the  coefficient  of  induction  between  P  and  £  at 
this  point,  then,  since  U=  0  the  charge  on  P  will  be  — -BT. 

When  P  moves  away  from  the  earth-spring  it  carries  this  charge 
with  it.    As  it  moves  out  of  the  'wsitive  inductx)r  B  towards  the        t 
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negative  receiver  J!  its  potential  will  be  increasingly  negative.    At 
the  middle  of  A^  if  it  retained  its  charge,  its  potential  woald  be 

A'  +  a'  ' 
and  if  J?  r  is  greater  than  aT'  its  numerical  value  will  be  greater 
than  that  of  F\  Hence  there  is  some  point  before  P  reaches  the 
middle  of  J'  where  its  potential  is  —  F\  At  this  point  let  it  come 
in  contact  with  the  negative  receiver-spring  a\  There  will  be  no 
spark  since  the  two  bodies  are  at  the  same  potential.  Let  P  move 
on  to  the  middle  of  A\  still  in  contact  with  the  spring,  and  therefore 
at  the  same  potential  with  A\  During  this  motion  it  communicates 
a  negative  charge  to  A\  At  the  middle  of  A^  it  leaves  the  spring 
and  carries  away  a  charge  —  a'P  towards  the  positive  regenerator 
C,  where  its  potential  is  reduced  to  zero  and  it  touches  the  earth- 
spring  e.  It  then  slides  along  the  earth-spring  into  the  negative 
inductor  jB',  during  which  motion  it  acquires  a  positive  charge  jB'F' 
which  it  finally  communicates  to  the  positive  receiver  A,  and  the 
cycle  of  operations  is  repeated. 

During  this  cycle  the  positive  receiver  has  lost  a  charge  aFand 
gained  a  charge  JBT'.  Hence  the  total  gain  of  positive  electricity 
is  FF'^aV. 

Similarly  the  total  gain  of  negative  electricity  is  BV^oCY\ 

By  making  the  inductors  so  as  to  be  as  close  to  the  surfuce  of 
the  carrier  as  is  consistent  with  insulation,  B  and  S  may  be  made 
large,  and  by  making  the  receivers  so  as  nearly  to  surround  the 
carrier  when  it  is  within  them,  a  and  a'  may  be  made  very  small, 
and  then  the  charges  of  both  the  Leyden  jars  will  be  increased  in 
every  revolution. 

The  conditions  to  be  fulfilled  by  the  regenerators  are 
ar^aY,     and     CV^aT. 

Since  a  and  of  are  small  the  regenerators  do  not  require  to  be 
either  large  or  very  close  to  the  carriers. 

On  Electrometers  and  Electroscopes. 

214.]  An  electrometer  is  an  instrument  by  means  of  which 
electrical  charges  or  electrical  potentials  may  be  measured.  In- 
struments by  means  of  which  the  existence  of  electric  charges  or 
of  difierences  of  potential  may  be  indicated^  but  which  are  not 
capable  of  afibrding  numerical  measures,  are  called  Electroscopes. 

An  electroscope  if  sufficiently  sensitive  may  be  used  in  electrical 

measurements,  provided  we  can  make  the  measurement  depend  on 

p  • 
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the  absence  of  electrification.  For  instance,  if  we  have  two  charged 
bodies  A  and  B  we  may  nse  the  method  described  in  Chapter  I  to 
determine  which  body  has  the  greater  charge.  Let  the  body  A 
be  carried  by  an  insulating  support  into  the  interior  of  an  insulated 
closed  vessel  C.  Let  C  be  connected  to  earth  and  again  insulated. 
There  will  then  be  no  external  electrification  on  C.  Now  let  A 
be  removed,  and  B  introduced  into  the  interior  of  C,  and  the  elec- 
trification of  C  tested  by  an  electroscope.  If  the  charge  of  B  is 
equal  to  that  of  A  there  will  be  no  electrification,  but  if  it  is  greater 
or  less  there  will  be  electrification  of  the  same  kind  as  that  of  B^  or 
the  opposite  kind. 

Methods  of  this  kind,  in  which  the  thing  to  be  observed  is  the 
non-existence  of  some  phenomenon,  are  called  null  or  zero  methods. 
They  require  only  an  instrument  capable  of  detecting  the  existence 
of  the  phenomenon. 

In  another  class  of  instruments  for  the  registration  of  phe- 
nomena the  instruments  may  be  depended  upon  to  give  always  the 
same  indication  for  the  same  value  of  the  quantity  to  be  registered, 
but  the  readings  of  the  scale  of  the  instrument  are  not  proportional 
to  the  values  of  the  quantity,  and  the  relation  between  these 
readingfs  and  the  corresponding  value  is  unknown,  except  that  the 
one  is  some  continuous  function  of  the  other.  Several  electrometers 
depending  on  the  mutual  repulsion  of  parts  of  the  instrument 
which  are  similarly  electrified  are  of  this  class.  The  use  of  such 
instruments  is  to  register  phenomena,  not  to  measure  them.  Instead 
of  the  true  values  of  the  quantity  to  be  measured,  a  series  of 
numbers  is  obtained^  which  may  be  used  afterwards  to  determine 
these  values  when  the  scale  of  the  instrument  has  been  properly 
investigated  and  tabulated. 

In  a  still  higher  class  of  instruments  the  scale  readings  are 
proportional  to  the  quantity  to  be  measured,  so  that  all  that  is 
required  for  the  complete  measurement  of  the  quantity  is  a  know- 
ledge of  the  coefiicient  by  which  the  scale  readings  must  be 
multiplied  to  obtain  the  true  value  of  the  quantity. 

Instruments  so  constructed  that  they  contain  within  themselves 
the  means  of  independently  determining  ilie  true  values  of  quan- 
tities are  called  Absolute  Instruments. 

Coulomb's  Torsion  Balance, 
215,]   A  great  number  of  the  experiments  by  which  Coulomb 
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established  the  fundamental  laws  of  electricity  were  made  by  mea- 
suring the  force  between  two  small  spheres  charged  with  electricity, 
one  of  which  was  fixed  while  the  other  was  held  in  equilibrium  by 
two  forces,  the  electrical  action  between  the  spheres,  and  the 
torsional  elasticity  of  a  glass  fibre  or  metal  wire.     See  Art.  38. 

The  balance  of  torsion  consists  of  a  horizontal  arm  of  gum-lac, 
suspended  by  a  fine  wire  or  glass  fibre^  and  carrying  at  one  end  a 
little  sphere  of  elder  pith,  smoothly  gilt.  The  suspension  wire  is 
fastened  above  to  the  vertical  axis  of  an  arm  which  can  be  moved 
round  a  horizontal  graduated  circle^  so  as  to  twist  the  upper  end 
of  the  wire  about  its  own  axis  any  number  of  degrees. 

The  whole  of  this  apparatus  is  enclosed  in  a  case.  Another -little 
sphere  is  so  mounted  on  an  insulating  stem  that  it  can  be  charged 
and  introduced  into  the  case  through  a  hole,  and  brought  so  that 
its  centre  coincides  with  a  definite  point  in  the  horizontal  circle 
described  by  the  suspended  sphere.  The  position  of  the  suspended 
sphere  is  ascertained  by  means  of  a  graduated  circle  engraved  on 
the  cylindrical  glass  case  of  the  instrument. 

Now  suppose  both  spheres  charged,  and  the  suspended  sphere 
in  equilibrium  in  a  known  position  such  that  the  torsion-arm  makes 
an  angle  0  with  the  radius  through  the  centre  of  the  fixed  sphere. 
The  distance  of  the  centres  is  then  2  a  sin  ^d,  where  a  is  the  radius 
of  the  torsion-arm,  and  if  jF  is  the  force  between  the  spheres  the 
moment  of  this  force  about  the  axis  of  torsion  is  ^^  cos  1 0. 

Let  both  spheres  be  completely  discharged,  and  let  the  torsion- 
arm  now  be  in  equilibrium  at  an  angle  <t>  with  the  radius  through 
the  fixed  sphere. 

Then  the  angle  through  which  the  electrical  force  twisted  the 
torsion-arm  must  have  been  ^— <^,  and  if  M  is  the  moment  of 
the  torsional  elasticity  of  the  fibre,  we  shall  have  the  equation 

i^acosid  =  if(^— </)). 

Hence^  if  we  can  ascertain  Jf,  we  can  determine  F^  the  actual 
force  between  the  spheres  at  the  distance  2  a  sin  ^d. 

To  find  J/,  the  moment  of  torsion,  let  7  be  the  moment  of  inertia 
of  the  torsion-arm,  and  T  the  time  of  a  double  vibration  of  the  arm 
under  the  action  of  the  torsional  elasticity,  then 

In  all  electrometers  it  is  of  the  greatest  importance  to  know 
what  force  we  are  measuring.    The  force  acting  on  the  suspended 
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sphere  is  due  partly  to  the  direct  action  of  the  fixed  sphere,  but 
partly  also  to  the  electrification^  if  any,  of  the  sides  of  the  case. 

If  the  case  is  made  of  glass  it  is  impossible  to  determine  the 
electrification  of  its  surface  otherwise  than  by  very  difficult  mea* 
surements  at  every  point.  If,  however,  either  the  case  is  made 
of  metalj  or  if  a  metallic  case  which  almost  completely  encloses  the 
apparatus  is  placed  as  a  screen  between  the  spheres  and  the  glass 
case,  the  electrification  of  the  inside  of  the  metal  screen  will  depend 
entirely  on  that  of  the  spheres^  and  the  electrification  of  the  glass 
case  will  have  no  influence  on  the  spheres.  In  this  way  we  may 
avoid  any  indefiniteness  due  to  the  action  of  the  case. 

To  illustrate  this  by  an  example  in  which  we  can  calculate  all 
the  effects,  let  us  suppose  that  the  case  is  a  sphere  of  radius  6, 
that  the  centre  of  motion  of  the  torsion-arm  coincides  with  the 
centre  of  the  sphere  and  that  its  radius  is  a ;  that  the  charges  on 
the  two  spheres  are  ^  and  H,  and  that  the  angle  between  their 
positions  is  0 ;  that  the  fixed  sphere  is  at  a  distance  a^  from  the 
centre,  and  that  r  is  the  distance  between  the  two  small  spheres. 

Neglecting  for  the  present  the  effect  of  induction  on  the  dis- 
tribution of  electricity  on  the  small  spheres,  the  force  between 
them  will  be  a  repulsion 

=  15-' 

and  the  moment  of  this  force  round  a  vertical  axis  through  the 
centre  will  be 

EEiaa^  sine 

The  image  of  ^i  due  to  the  spherical  surface  of  the  case  is  a  point 

in  the  same  radius  at  a  distance  —  with  a  charge  —  .E  — ,  and  the 

moment  of  the  attraction  between  £  and  this  image  about  the  axis 
of  suspension  is 


£Ej 


^EE^ 


.  a —  Bind 

0  Oi 

Ma2-2  —  cosd  +  — =i 
aa^  sin  0 


If  by  the  radius  of  the  spherical  case,  is  large  compared  with  a 
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and  %>  the  distances  of  the  spheres  from  the  centre,  we  may  neglect 
the  second  and  third  terms  of  the  factor  in  the  denominator.  The 
whole  moment  tending  to  turn  the  torsion-arm  may  then  be  written 


BE^aa,  sin  ^  {^  — IJ  =  M{Q^<t). 


Electrometers  for  the  Measurement  of  Potentials. 

216.]  In  all  electrometers  the  moveable  part  is  a  body  charged 
with  electricity,  and  its  potential  is  different  from  that  of  certain 
of  the  fixed  parts  round  it.  When,  as  in  Coulomb's  method,  an 
insulate  body  having  a  certain  charge  is  used,  it  is  the  charge 
which  is  the  direct  object  of  measurement.  We  may,  however, 
connect  the  balls  of  Coulomb's  electrometer^  by  means  of  fine  wires, 
with  different  conductors.  The  charges  of  the  balls  will  then 
depend  on  the  values  of  the  potentials  of  these  conductors  and  on 
the  potential  of  the  case  of  the  instrument.  The  charge  on  each 
ball  will  be  approximately  equal  to  its  radius  multiplied  by  the 
excess  of  its  potential  over  that  of  the  case  of  the  instrument, 
provided  the  radii  of  the  balls  are  small  compared  with  their 
distances  from  each  other  and  from  the  sides  or  opening  of  the 
case. 

Coulomb's  form  of  apparatus,  however,  is  not  well  adapted  for 
measurements  of  this  kind,  owing  to  the  smallness  of  the  force 
between  spheres  at  the  proper  distances  when  the  difference  of  po- 
tentials is  small.  A  more  convenient  form  is  that  of  the  Attracted 
Disk  Electrometer.  The  first  electrometers  on  this  principle  were 
constructed  by  Sir  W.  Snow  Harris*.  They  have  since  been 
brought  to  great  perfection,  both  in  theory  and  construction,  by 
Sir  W.  Thomson  t. 

When  two  disks  at  different  potentials  are  brought  fisice  to  face 
with  a  small  interval  between  them  there  will  be  a  nearly  uniform 
electrification  on  the  opposite  £EU3es  and  very  little  electrification 
on  the  backs  of  the  disks^  provided  there  are  no  other  conductors 
or  electrified  bodies  in  the  neighbourhood.  The  charge  on  the 
positive  disk  will  be  approximately  proportional  to  its  area^  and  to 
the  difference  of  potentials  of  the  disks,  and  inversely  as  the  distance 
between  them.     Hence,  by  making  the  areas  of  the  disks  large 

*  PhU,  Trans,  1884. 

t  See  an  excellent  report  on  Electrometers  by  ^  W.  Thomson.    BtpcH  qf  the 
British  Association,  Dundee,  1867. 
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and  the  distance  between  them  small,  a  small  difference  of  potential 
may  give  rise  to  a  measurable  force  of  attraction. 

The  mathematical  theory  of  the  distribution  of  electricity  over 
two  disks  thus  arranged  is  given  at  Art.  202,  but  since  it  is  im* 
possible  to  make  the  case  of  the  apparatus  so  large  that  we  may 
suppose  the  disks  insulated  in  an  infinite  space,  the  indications  of 
the  instrument  in  this  form  are  not  easily  interpreted  numerically. 

217.]  The  addition  of  the  guard-ring  to  the  attracted  disk  is  one 
of  the  chief  improvements  which  Sir  W.  Thomson  has  made  on  the 
apparatus. 

Instead  of  suspending  the  whole  of  one  of  the  disks  and  determ- 
ining the  force  acting  upon  it^  a  central  portion  of  the  disk  is 
separated  from  the  rest  to  form  the  attracted  disk,  and  the  outer 
ring  forming  the  remainder  of  the  disk  is  fixed.  In  this  way  the 
force  is  measured  only  on  that  part  of  the  disk  where  it  is  most 
regular,  and  the  want  of  uniformity  of  the  electrification  near  the 


coUMnnpoite 


Fig.  19. 


edgfe  is  of  no  importance,  as  it  occurs  on  the  guard-ring  and  not 
on  the  suspended  part  of  the  disk. 

Besides  this,  by  connecting  the  guard-ring  with  a  metal  case 
surrounding  the  back  of  the  attracted  disk  and  all  its  suspending 
apparatus,  the  electrification  of  the  back  of  the  disl^^^is  ^rendered 
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impossible,  for  it  is  part  of  the  inner  surface  of  a  closed  hollow 
conductor  all  at  the  same  potential. 

Thomson's  Absolute  Electrometer  therefore  consists  essentially 
of  two  parallel  plates  at  different  potentials,  one  of  which  is  made 
so  that  a  certain  area,  no  part  of  which  is  near  the  edge  of  the 
plate,  is  moveable  under  the  action  of  electric  force.  To  fix  our 
ideas  we  may  suppose  the  attracted  disk  and  guard-ring  uppermost. 
The  fixed  disk  is  horizontal,  and  is  mounted  on  an  insulating  stem 
which  has  a  measurable  vertical  motion  given  to  it  by  means  of 
a  micrometer  screw.  The  guard-ring  is  at  least  as  large  as  the 
fixed  disk ;  its  lower  Buibce  is  truly  plane  and  parallel  to  the  fixed 
disk.  A  delicate  balance  is  erected  on  the  guard^ring  to  which 
is  suspended  a  light  moveable  disk  which  almost  fills  the  circular 
aperture  in  the  guard-ring  without  rubbing  against  its  sides.  The 
lower  surface  of  the  suspended  disk  must  be  truly  plane,  and  we 
must  have  the  means  of  knowing  when  its  plane  coincides  with  that 
of  the  lower  surface  of  the  guard-ring,  so  as  to  form  a  single  plane 
interrupted  only  by  the  narrow  interval  between  the  disk  and  its 
guard-ring. 

For  this  purpose  the  lower  disk  is  screwed  up  till  it  is  in  contact 
with  the  guard-ring,  and  the  suspended  disk  is  allowed  to  rest 
upon  the  lower  disk,  so  that  its  lower  surfiu^  is  in  the  same  plane 
as  that  of  the  guard-ring.  Its  position  with  respect  to  the  guard- 
ring  is  then  ascertained  by  means  of  a  system  of  fiducial  marks. 
Sir  W.  Thomson  generally  uses  for  this  purpose  a  black  hair 
attached  to  the  moveable  part.  This  hair  moves  up  or  down  just 
in  front  of  two  black  dots  on  a  white  enamelled  ground  and  is 
viewed  along  with  these  dots  by  means  of  a  piano  convex  lens  with 
tlie  plane  side  next  the  eye.  If  the  hair  as  seen  through  the  lens 
appears  straight  and  bisects  the  interval  between  the  black  dots 
it  is  said  to  be  in  its  sighted  position^  and  indicates  that  the  sus- 
pended disk  with  which  it  moves  is  in  its  proper  position  as  regards 
height.  The  horizontality  of  the  suspended  disk  may  be  tested  by 
comparing  the  reflexion  of  part  of  any  object  from  its  upper  sur&ce 
with  that  of  the  remainder  of  the  same  object  from  the  upper 
surfiEice  of  the  guard-ring. 

The  balance  is  then  arranged  so  that  when  a  known  weight  is 
placed  on  the  centre  of  the  suspended  disk  it  is  in  equilibrium 
in  its  sighted  position,  the  whole  apparatus  being  freed  from 
electrification  by  putting  every  part  in  metallic  communication. 
A  metal  case  is  placed  over  the  guard-ring  so  as  to  enclose  the 
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i       balance  and  suspended  disk,  sufficient  apertures  being  left  to  sea 

the  fiducial  marks. 
s  The  guard-ring,  ease,  and  suspended  disk  are  all   in  metallic 

I       communication  with  each  other,  but  are  insulated  from  the  other 
$       parts  of  the  apparatus. 

;  Now  let  it  be  required  to  measure  the  difference  of  pptentials 

:;  of  two  conductors.  The  conductors  are  put  in  communication  with 
jP  the  upper  and  lower  disks  respectively  by  means  of  wires,  the 
{;  weight  is  taken  off  the  suspended  disk,  and  the  lower  disk  is 
'q  moved  up  by  means  of  the  micrometer  screw  till  the  electrical 
*.;  attraction  brings  the  suspended  disk  down  to  its  sighted  position. 
We  then  know  that  the  attraction  between  the  disks  is  equal  to 
the  weight  which  brought  the  disk  to  its  sighted  position. 

If  W  be  the  numerical  value  of  the  weight,  and  ff  the  force  of 
gravity,  the  force  is  ^,  and  if  A  is  the  area  of  the  suspended 
disk,  D  the  distance  between  the  disks,  and  F  the  difference  of  the 
potentials  of  the  disks  ^, 


.  *  Let  118  denote  the  radius  of  the  Buspended  disk  by  B,  and  that  of  the  aperture 
of  the  guard-ring  by  R,  then  the  breadth  of  the  annular  interval  between  the 

j(  disk  and  the  ring  ^1  be  B=^R—  R. 

.  If  the  distance  between  the  suspended  disk  and  the  laige  fixed  disk  is  2),  and 

*■  the  difierence  of  potentials  between  these  disks  is  V,  then,  by  the  investigation  in 

«  Art.  201,  the  quantity  of  electricity  on  the  suspended  disk  will  be 

*  ^     ^\     %D            6D     D  +  aS' 


where       a^B^^^,    at    o  -  0.220686  (iT-JZ). 


i 

,  If  the  surface  of  the  guard-ring  is  not  exactly  in  the  plane  of  the  surface  of 

the  suspended  disk,  let  us  suppose  that  the  distance  between  the  fixed  disk  and 

[;  the  guard -ring  is  not  D  but  jD  +  z  «  2/,  then  it  appears  from  the  investigation  in 
Art.  225  that  there  will  be  an  additional  charge  of  electricity  near  the  edge  of 

^        the  disk  on  account  of  its  height  z  above  the  general  surface  of  the  g^uard-xing. 

;         The  whole  charge  in  this  case  is  therefore,  approximately, 

and  in  the  expression  for  the  attraction  we  must  substitute  for  A,  the  area  of  the 
(1         disk,  the  corrected  quantity 

I  j=J,JB.  +  jr._(jj^_B.)_l_  +  8(B  +  jr)(D'-i))loB.^^^^j. 

where      B  «  radius  of  suspended  disk, 
^  i^  «  radius  of  aperture  in  the  guard-ring, 

y  D  ss  distance  between  fixed  and  suspended  disks, 

^  D's  distance  between  fixed  disk  and  guard-ring, 

^  a  -  0.220686  (ir-i2). 

When  a  is  smaU  compared  with  D  we  may  n^lect  the  second  term,  and  when 
^         D'—i)  is  small  we  may  neglect  the  last  term.  ^  I 
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If  the  suspended  disk  is  circular,  of  radius  B,  and  if  the  radius  of 
the  aperture  of  the  guard-ring  is  JB',  then 

A^k'^iE^+Bf'),  and  F^^Dy^y^EZ. 

218.]  Since  there  is  always  some  uncertainty  in  determining  the 
micrometer  reading  corresponding  to  /)  =  0,  and  since  any  error 
in  the  position  of  the  suspended  disk  is  most  important  when  D 
is  small,  Sir  W.  Thomson  prefers  to  make  all  his  measurements 
depend  on  differences  of  the  electromotive  force  F.  Thus,  if  ?^aiid 
F'  are  two  potentials,  and  D  and  1/  the  corresponding  distances^ 


r-r={i)-iri^/^. 


For  instance,  in  order  to  measure  the  electromotive  force  of  a 
galvanic  battery,  two  electrometers  are  used. 

By  means  of  a  condenser,  kept  charged  if  necessary  by  a  re- 
plenisher,  the  lower  disk  of  the  principal  electrometer  is  maintained 
at  a  constant  potential.  This  is  tested  by  connecting  the  lower 
disk  of  the  principal  electrometer  with  the  lower  disk  of  a  secondary 
electrometer,  the  suspended  disk  of  which  is  connected  with  the 
earth.  The  distance  between  the  disks  of  the  secondary  elec- 
trometer and  the  force  required  to  bring  the  suspended  disk  to 
its  sighted  position  being  constant,  if  we  raise  the  potential  of  the 
condenser  till  the  secondary  electrometer  is  in  its  sighted  position, 
we  know  that  the  potential  of  the  lower  disk  of  the  principal 
electrometer  exceeds  that  of  the  earth  by  a  constant  quantity  which 
we  may  call  F. 

If  we  now  connect  the  positive  electrode  of  the  battery  to  earth, 
and  connect  the  suspended  disk  of  the  principal  electrometer  to  the 
negative  electrode^  the  difference  of  potentials  between  the  disks 
will  be  F+v,  if  t;  is  the  electromotive  force  of  the  battery.  Let 
D  be  the  reading  of  the  micrometer  in  this  case,  and  let  1/  be  the 
reading  when  the  suspended  disk  is  connected  with  earth,  then 


=(^-ioV^- 


In  this  way  a  small  electromotive  force  v  may  be  measured 
by  the  electrometer  with  the  disks  at  conveniently  measurable 
distances.  When  the  distance  is  too  small  a  small  change  of 
absolute  distance  makes  a  great  change  in  the  force,  since  the 
force  varies  inversely  as  the  square  of  the  distance,  so  that  any 
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terror  in  the  absolute  distance  introdaces  a  large  error  in  the  result 
unless  the  distance  is  large  compared  with  the  limits  of  error  of 
the  micrometer  screw. 

The  effect  of  small  irregularities  of  form  in  the  surfaces  of  the 
disks  and  of  the  interval  between  them  diminish  according  to  the 
inverse  cube  and  higher  inverse  powers  of  the  distance,  and  what- 
ever be  the  form  of  a  corrugated  surface,  the  eminences  of  which 
just  reach  a  plane  surface,  the  electrical  effect  at  any  distance 
which  is  considerable  compared  to  the  breadth  of  the  corrugations, 
is  the  same  as  that  of  a  plane  at  a  certain  small  distance  behind 
the  plane  of  the  tops  of  the  eminences.     See  Arts.  197, 198. 

By  means  of  the  auxiliary  electrification,  tested  by  the  auxiliary 
electrometer,  a  proper  interval,  between  the  disks  is  secured. 

The  auxiliary  electrometer  may  be  of  a  simpler  construction,  in 
which  there  is  no  provision  for  the  determination  of  the  force 
of  attraction  in  absolute  measure,  since  all  that  is  wanted  is  to 
secure  a  constant  electrification.  Such  an  electrometer  may  be 
called  a  gauge  electrometer. 

This  method  of  using  an  auxiliary  electrification  besides  the  elec- 
trification to  be  measured  is  called  the  Heterostatic  method  of 
electrometry,  in  opposition  to  the  Idiostatic  method  in  which  the 
whole  effect  is  produced  by  the  electrification  to  be  measured. 

In  several  forms  of  the  attracted  disk  electrometer,  the  attracted 
disk  is  placed  at  one  end  of  an  arm  which  is  supported  by  being 
attached  to  a  platinum  wire  passing  through  its  centre  of  gravity 
and  kept  stretched  by  means  of  a  spring.  The  other  end  of  the 
arm  carries  the  hair  which  is  brought  to  a  sighted  position  by 
altering  the  distance  between  the  disks^  and  so  adjusting  the  force 
of  the  electric  attraction  to  a  constant  value.  In  these  electro- 
dneters  this  force  is  not  in  general  determined  in  absolute  measure, 
but  is  known  to  be  constant,  provided  the  torsional  elasticity  of 
the  platinum  wire  does  not  change. 

The  whole  apparatus  is  placed  in  a  Leyden  jar,  of  which  the  inner 
surface  is  charged  and  connected  with  the  attracted  disk  and 
guard-ring.  The  other  disk  is  worked  by  a  micrometer  screw  and 
is  connected  first  with  the  earth  and  then  with  the  conductor  whose 
potential  is  to  be  measured.  The  difference  of  readings  multiplied 
by  a  constant  to  be  determined  for  each  electrometer  gives  the 
potential  required. 

219.]  The  electrometers  already  described  are  not  self-acting, 
but  require  for  each  observation  an  adjustment  of  a  micrometer  t 
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screw^  or  some  other  movement  which  must  be  made  by  the 
observer.  They  are  therefore  not  fitted  to  act  as  self-registering' 
instruments,  which  must  of  themselves  move  into  the  proper 
position.  This  condition  is  fulfilled  by  Thomson's  Quadrant 
Electrometer. 

The  electrical  principle  on  which  this  instrument  is  founded  may 
be  thus  explained  : — 

A  and  B  are  two  fixed  conductors  which  may  be  at  the  same 
or  at  different  potentials.  C7  is  a  moveable  conductor  at  a  high 
potential^  which  is  so  placed  that  part  of  it  is  opposite  to  the 
surface  of  ^  and  part  opposite  to  that  of  ^,  and  that  the  proportions 
of  these  parts  are  altered  as  C  moves. 

For  this  purpose  it  is  most  convenient  to  make  £7  moveable  about 
an  axis,  and  make  the  opposed  surfaces  of  J,  of  ^,  and  of  C  portions 
of  surfaces  of  revolution  about  the  same  axis. 

In  this  way  the  distance  between  the  surface  of  G  and  the 
opposed  surfaces  of  A  or  oi  £  remains  always  the  same,  and  the 
motion  of  C  in  the  positive  direction  simply  increases  the  area 
opposed  to  B  and  diminishes  the  area  opposed  to  A, 

If  the  potentials  of  A  and  B  are  equal  there  will  be  no  force 
urging  C  from  A  to  B,  but  if  the  potential  of  C  differs  from  that 
of  B  more  than  from  that  of  A,  then  C  will  tend  to  move  so  as 
to  increase  the  area  of  its  surface  opposed  to  JS. 

By  a  suitable  arrangement  of  the  apparatus  this  force  may  be 
made  nearly  constant  for  different  positions  of  C  within  certain 
limits,  so  that  if  C  is  suspended  by  a  torsion  fibre,  its  deflexions 
will  be  nearly  proportional  to  the  difference  of  potentials  between 
A  and  B  multiplied  by  the  difference  of  the  potential  of  C  from 
the  mean  of  those  of  A  and  B. 

C  is  maintained  at  a  high  potential  by  means  of  a  condenser 
provided  with  a  replenisher  and  tested  by  a  gauge  electrometer, 
and  A  and  B  are  connected  with  the  two  conductors  the  difference 
of  whose  potentials  is  to  be  measured.  The  higher  the  potential 
of  C  the  more  sensitive  is  the  instrument.  This  electrification  of 
(7,  being  independent  of  the  electrification  to  be  measured,  places 
this  electrometer  in  the  heterostatic  class. 

We  may  apply  to  this  electrometer  the  general  theory  of  systems 
of  conductors  given  in  Arts.  93, 127. 

Let  A,  jB,  C  denote  the  potentials  of  the  three  condactors  re- 
spectively. Let  a,  b,  c  be  their  respective  capacities,  j9  the  coefficient 
of  induction  between  B  and  C,  q  that  between  C  and  Ay  and  r  that 
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between  A  and  B.  All  these  coefficientB  will  in  general  vary  with 
the  position  of  C7,  and  if  (7  is  so  arranged  that  the  extremities  of  A 
and  B  are  not  near  those  of  Cas  long  as  the  motion  of  (7  is  confined 
within  certain  limits,  we  may  ascertain  the  form  of  these  coefficients. 
If  B  represents  the  deflexion  of  C  from  A  towards  B^  then  the  part 
of  the  surface  of  A  opposed  to  C  will  diminish  as  Q  increases. 
Hence  \iA  is  kept  at  potential  1  while  B  and  (7  are  kept  at  potential 
0,  the  charge  on  A  will  be  a  =  a^-^aB^  where  a^  and  a  are 
constants,  and  a  is  the  capacity  of  A. 

If  A  and  B  are  symmetrical,  the  capacity  of  -B  is  i  =  Jq  +  a^. 

The  capacity  of  C  is  not  altered  by  the  motion,  for  the  only 
effect  of  the  motion  is  to  bring  a  different  part  of  C  opposite  to  the 
interval  between  A  and  JS.     Hence  C'=^€^. 

The  quantity  of  electricity  induced  on  C  when  B  is  raised  to 
potential  unity  is  jo  =  /?q—  ad. 

The  coefficient  of  induction  between  A  and  (7  is  ^  =  ^o  +  ad. 

The  coefficient  of  induction  between  A  and  B  is  not  altered  by 
the  motion  of  (7,  but  remains  r  ^r^. 

Hence  the  electrical  energy  of  the  system  is 

W:=^\A^a^-\BH^\C^e^-BCp^rCAi'\-ABr, 
and  if  0  is  the  moment  of  the  force  tending  to  increase  By 

€>  =z-jr,  AjB^C being  supposed  constant, 

=  _  JJ2a  +  iJS2a-5Ca+  OAa ; 

or        0  =  a(4-5)  (C'-iiA  +  B)). 

In  the  present  form  of  Thomson's  Quadrant  Electrometer  the 
conductors  A  and  B  are  in  the  form  of 
a  cylindrical  box  completely  divided 
into  four  quadrants,  separately  insu- 
lated, but  joined  by  wires  so  that  two 
opposite  quadrants  are  connected  with 
A  and  the  two  others  with  B. 

The  conductor  C  is  suspended  so  as 
to  be  capable  of  turning  about  a 
vertical  axis,  and  may  consist  of  two 
opposite  flat  quadrantal  arcs  supported 
by  their  radii  at  their  extremities. 
In  the  position  of  equilibrium  these  quadrants  should  be  partly 
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witliin  A  and  partly  within  B,  and  the  supporting  radii  should 
be  near  the  middle  of  the  quadrants  of  the  hollow  base,  so  that 
the  divisions  of  the  box  and  the  extremities  and  supports  of  C 
may  be  as  far  from  each  other  as  possible. 

The  conductor  C  is  kept  permanently  at  a  high  potential  by 
being  connected  with  the  inner  coating  of  the  Leyden  jar  which 
forms  the  case  of  the  instrument.  B  and  A  are  connected,  the  first 
with  the  earth,  and  the  other  with  the  body  whose  potential  is  to  be 
measured. 

If  the  potential  of  this  body  is  zero,  and  if  the  instrument  be 
in  adjustment,  there  ought  to  be  no  force  tending  to  make  C  move, 
but  if  the  potential  of  A  is  of  the  same  sign  as  that  of  C^  then 
C  will  tend  to  move  from  AtoB  with  a  nearly  uniform  force,  and 
the  suspension  apparatus  will  be  twisted  till  an  equal  force  is 
called  into  play  and  produces  equilibrium.  Within  certain  limits 
the  deflexions  of  C  will  be  proportional  to  the  product 

{A^B){C^i{A  +  B)). 

By  increasing  the  potential  of  C  the  sensibiliiy  of  the  instrument 
may  be  increased,  and  for  small  values  of  \{A-\-B)  the  deflexions 
will  be  nearly  proportional  to  (-4— 5)  C. 


On  the  Meamrement  of  Electric  Potential. 

220.]  In  order  to  determine  large  differences  of  potential  in  ab- 
solute measure  we  may  employ  the  attracted  disk  electrometer,  and 
compare  the  attraction  with  the  effect  of  a  weight.  If  at  the  same 
time  we  measure  the  difference  of  potential  of  the  same  conductors 
by  means  of  the  quadrant  electrometer,  we  shall  ascertain  the 
absolute  value  of  certain  readings  of  the  scale  of  the  quadrant 
electrometer,  and  in  this  way  we  may  deduce  the  value  of  the  scale 
readings  of  the  quadrant  electrometer  in  terms  of  the  potential 
of  the  suspended  part,  and  the  moment  of  torsion  of  the  suspension 
apparatus. 

To  ascertain  the  potential  of  a  charged  conductor  of  finite  size 
we  may  connect  the  conductor  with  one  electrode  of  the  electro*^ 
meter,  while  the  other  is  connected  to  earth  or  to  a  body  of 
constant  potential.  The  electrometer  reading  will  give  the  potential 
of  the  conductor  after  the  division  of  its  electricity  between  it 
and  the  part  of  the  electrometer  with  which  it  is  put  in  contact. 
If  K  denote  the  capacity  of  the  conductor,  and  K'  that  of  this  part 
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of  the  electrometer,  and  if  T,  V  denote  the  potentials  of  these 
bodies  before  making  contact,  then  their  common  potential  after 
making  contact  will  be 

Hence  the  original  potential  of  the  conductor  was 

If  the  conductor  is  not  large  compared  with  the  electrometer, 
K'  will  be  comparable  with  K^  and  unless  we  can  ascertain  the 
values  of  K  and  K'  the  second  term  of  the  expression  will  have 
a  doubtful  value.  But  if  we  can  make  the  potential  of  the  electrode 
of  the  electrometer  very  nearly  equal  to  that  of  the  body  before 
making  contact^  then  the  uncertainty  of  the  values  of  K  and  K.' 
will  be  of  little  consequence. 

If  we  know  the  value  of  the  potential  of  the  body  approximately, 
we  may  charge  the  electrode  by  means  of  a  '  replenisher '  or  other- 
wise to  this  approximate  potential,  and  the  next  experiment  will 
give  a  closer  approximation.  In  this  way  we  may  measure  the 
potential  of  a  conductor  whose  capacity  is  small  compared  with 
that  of  the  electrometer. 


To  Measure  the  "Potential  at  any  Point  in  the  Air* 

221.]  Fint  Method,  Place  a  sphere,  whose  radius  is  small  com- 
pared with  the  distance  of  electrified  conductors,  with  its  centre 
at  the  given  point.  Connect  it  by  means  of  a  fine  wire  with  the 
earth,  then  insulate  it,  and  carry  it  to  an  electrometer  and  ascertain 
the  total  charge  on  the  sphere. 

Then,  if  F  be  the  potential  at  the  given  point,  and  a  the 
radius  of  the  sphere,  the  charge  on  the  sphere  will  be  —  Fa  =  Q, 
and  if  V  be  the  potential  of  the  sphere  as  measured  by  an  elec- 
trometer when  placed  in  a  room  whose  walls  are  connected  with 
the  earth,  then  q  -=  f'a^ 

whence  7^  r'=  0, 

or  the  potential  of  the  air  at  the  point  where  the  centre  of  the 
sphere  was  placed  is  equal  but  of  opposite  sign  to  the  potential  of 
the  sphere  after  being  connected  to   earth,  then  insulated,  and 
brought  into  a  room. 
This  method  has  been  employed  by  M.  Delmann  of  Creuznach  in 
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measuring  the  potential  at  a  certain  height  above  the  earth's 
surface. 

Secand  Method,  We  have  supposed  the  sphere  placed  at  the 
given  point  and  first  connected  to  earth,  and  then  insulated,  and 
carried  into  a  space  surrounded  with  conducting  matter  at  potential 
zero. 

Now  let  us  suppose  a  fine  insulated  wire  carried  from  the  elec- 
trode of  the  electrometer  to  the  place  where  the  potential  is  to 
be  measured.  Let  the  sphere  be  first  discharged  completely.  This 
may  be  done  by  putting  it  into  the  inside  of  a  vessel  of  the  same 
metal  which  nearly  surrounds  it  and  making  it  touch  the  vessel. 
Now  let  the  sphere  thus  discharged  be  carried  to  the  end  of  the 
wire  and  made  to  touch  it.  Since  the  sphere  is  not  electrified  it 
will  be  at  the  potential  of  the  air  at  the  place.  K  the  electrode 
wire  is  at  the  same  potential  it  will  not  be  afiected  by  the  contact, 
but  if  the  electrode  is  at  a  different  potential  it  will  by  contact 
with  the  sphere  be  made  nearer  to  that  of  the  air  than  it  was 
before.  Sy  a  succession  of  such  operations,  the  sphere  being 
alternately  discharged  and  made  to  touch  the  electrode^  the  poten- 
tial of  the  electrode  of  the  electrometer  will  continually  approach 
that  of  the  air  at  the  given  point. 

222.]  To  measure  the  potential  of  a  conductor  without  touching 
it,  we  may  measure  the  potential  of  the  air  at  any  point  in  the 
neighbourhood  of  the  conductor,  and  calculate  that  of  the  conductor 
from  the  result.  If  there  be  a  hollow  nearly  surrounded  by  the 
conductor,  then  the  potential  at  any  point  of  the  air  in  this  hollow 
will  be  very  nearly  that  of  the  conductor. 

In  this  way  it  has  been  ascertained  by  Sir  W.  Thomson  that  if 
two  hollow  conductors,  one  of  copper  and  the  other  of  zinc,  are 
in  metallic  contact,  then  the  potential  of  the  air  in  the  hollow 
surrounded  by  zinc  is  positive  with  reference  to  that  of  the  air 
in  the  hollow  surrounded  by  copper. 

Third  Method.  If  by  any  means  we  can  cause  a  succession  of 
small  bodies  to  detach  themselves  from  the  end  of  the  electrode, 
the  potential  of  the  electrode  will  approximate  to  that  of  the  sur- 
rounding air.  This  may  be  done  by  causing  shot,  filings,  sand,  or 
water  to  drop  out  of  a  funnel  or  pipe  connected  with  the  electrode. 
The  point  at  which  the  potential  is  measured  is  that  at  which 
the  stream  ceases  to  be  continuous  and  breaks  into  separate  parts 
or  drops. 

Another  convenient  method  is  to  fasten  a  slow  match  to  the 
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electrode.  The  potential  is  very  soon  made  equal  to  that  of  the 
air  at  the  huming  end  of  the  match.  Even  a  fine  metallic  point 
is  sufficient  to  create  a  discharge  by  means  of  the  particles  of  the 
air  when  the  difference  of  potentials  is  considerable,  but  if  we 
wish  to  reduce  this  difference  to  zero,  we  must  use  one  of  the 
methods  stated  above. 

If  we  only  wish  to  ascertain  the  sign  of  the  difference  of  the 
potentials  at  two  places,  and  not  its  numerical  value,  we  may  cause 
drops  or  filings  to  be  discharged  at  one  of  the  places  from  a  nozzle 
connected  with  the  other  place,  and  catch  the  drops  or  filings 
in  an  insulated  vessel.  Each  drop  as  it  falls  is  charged  with  a 
certain  amount  of  electricity^  and  it  is  completely  discharged  into 
the  vessel.  The  charge  of  the  vessel  therefore  is  continually  ac- 
cumulating, and  after  a  sufficient  number  of  drops  have  fallen,  the 
charge  of  the  vessel  may  be  tested  by  the  roughest  methods.  The 
sign  of  the  charge  is  positive  if  the  potential  of  the  nozzle  is  positive 
relatively  to  that  of  the  surrounding  air. 


MEAJSUBEMENT  OF   SURFACE-DENSITY   OF  ELECTRIFICATION. 

Theory  of  the  Proof  Plane. 

223.]  In  testing  the  results  of  the  mathematical  theory  of  the 
distribution  of  electricity  on  the  surface  of  conductors,  it  is  necessary 
to  be  able  to  measure  the  surface-density  at  different  points  of 
the  conductor.  For  this  purpose  Coulomb  employed  a  small  disk 
of  gilt  paper  fastened  to  an  insulating  stem  of  gum-lac.  He  ap- 
plied this  disk  to  various  points  of  the  conductor  by  placing  it 
so  as  to  coincide  as  nearly  as  possible  with  the  surface  of  the 
conductor.  He  then  removed  it  by  means  of  the  insulating  stem, 
and  measured  the  charge  of  the  disk  by  means  of  his  electrometer. 

Since  the  surface  of  the  disk^  when  applied  to  the  conductor, 
nearly  coincided  with  that  of  the  conductor,  he  concluded  that 
the  surface-density  on  the  outer  surface  of  the  disk  was  nearly 
equal  to  that  on  the  surface  of  the  conductor  at  that  place,  and  that 
the  charge  on  the  disk  when  removed  was  nearly  equal  to  that 
on  an  area  of  the  surface  of  the  conductor  equal  to  that  of  one  side 
of  the  disk.  This  disk,  when  employed  in  this  way,  is  called 
Coulomb's  Proof  Plane. 

As  objections  have  been  raised  to  Coulomb's  use  of  the  proof 
plane,  I  shall  make  some  remarks  on  the  theory  of  the  experiment.    ^ 
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This  experiment  consists  in  bringing  a  small  conducting  body 
into  contact  with  the  surface  of  the  conductor  at  the  point  where 
the  density  is  to  be  measured,  and  then  removing  the  body  and 
determining  its  charge. 

We  have  first  to  shew  that  the  charge  on  the  small  body  when 
in  contact  with  the  conductor  is  proportional  to  the  surface- 
density  which  existed  at  the  point  of  contact  before  the  small  body 
was  placed  there. 

We  shall  suppose  that  all  the  dimensions  of  the  small  body,  and 
especially  its  dimension  in  the  direction  of  the  normal  at  the  point 
of  contact,  are  small  compared  with  either  of  the  radii  of  curvature 
of  the  conductor  at  the  point  of  contact.  Hence  the  variation  of 
the  resultant  force  due  to  the  conductor  supposed  rigidly  electrified 
within  the  space  occupied  by  the  small  body  may  be  neglected, 
and  we  may  treat  the  surface  of  the  conductor  near  the  small  body 
as  a  plane  surface. 

Now  the  charge  which  the  small  body  will  take  by  contact  with 
a  plane  surface  will  be  proportional  to  the  resultant  force  normal 
to  the  surface,  that  is,  to  the  surface-density.  We  shall  ascertain 
the  amount  of  the  charge  for  particular  forms  of  the  body. 

We  have  next  to  shew  that  when  the  small  body  is  removed  no 
spark  will  pass  between  it  and  the  conductor,  so  that  it  will  carry 
its  charge  with  it.  This  is  evident,  because  when  the  bodies  are 
in  contact  their  potentials  are  the  same,  and  therefore  the  density 
on  the  parts  nearest  to  the  point  of  contact  is  extremely  small. 
When  the  small  body  is  removed  to  a  very  short  distance  from 
the  conductor,  which  we  shall  suppose  to  be  electrified  positively, 
then  the  electrification  at  the  point  nearest  to  the  small  body  is 
no  longer  zero  but  positive,  but,  since  the  charge  of  the  small  body 
is  positive,  the  positive  electrification  close  to  the  small  body  will 
be  less  than  at  other  neighbouring  points  of  the  surface.  Now 
the  passage  of  a  spark  depends  in  general  on  the  magnitude  of  the 
resultant  force^  and  this  on  the  surface-density.  Hence,  since  we 
suppose  that  the  conductor  is  not  so  highly  electrified  as  to  be 
discharging  electricity  from  the  other  parts  of  its  surface,  it  will 
not  discharge  a  spark  to  the  small  body  from  a  part  of  its  surface 
which  we  have  shewn  to  have  a  smaller  surface-density. 

224.]  We  shall  now  consider  various  forms  of  the  small  body. 
Suppose  it  to  be  a  small  hemisphere  applied  to  the  conductor  so 
as  to  touch  it  at  the  centre  of  its  flat  side. 

Let  the  conductor  be  a  largo  sphere,  and  let  us  modify  the  form 
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of  the  hemisphere  so  that  its  surface  is  a  little  more  than  a  hemi- 
sphere, and  meets  the  surface  of  the  sphere  at  right  angles.  Then 
we  have  a  case  of  which  we  have  already  obtained  the  exact  solution. 
See  Art.  167. 

If  A  and  B  be  the  centres  of  the  two  spheres  cutting  each  other 
at  right  angles,  Blf  a  diameter  of  the  circle  of  intersection^  and  C 
the  centre  of  that  circle,  then  if  V\%  the  potential  of  a  conductor 
whose  outer  surfieu^e  coincides  with  that  of  the  two  spheres^  the 
quantity  of  electricity  on  the  exposed  surface  of  the  sphere  A  is 

\r[ADJtBI)^AC^CI)^BC\ 
and  that  on  the  exposed  surface  of  the  sphere  B  is 
W^AB^-BB^-BC-^CB^AC), 
the  total  charge  being  the  sum  of  these,  or 
r{AB^BB''CB). 
If  a  and  j3  are  the  radii  of  the  spheres,  then,  when  a  is  large 
compared  with  /3,  the  charge  on  JS  is  to  that  on  A  in  the  ratio  of 

!^(l  +  l^  +  l^+&c.)tol. 
4o*^         3o6a*  ^ 

Now  let  o-  be  the  uniform  sur&ce-density  on  A  when  B  is  re- 
moved, then  the  charge  on  A  is 

4ira*o-, 
and  therefore  the  charge  on  ^  is 

or,  when  fi  is  very  small  compared  with  a,  the  charge  on  the 
hemisphere  B  is  equal  to  three  times  that  due  to  a  surface-density  o- 
extending  over  an  area  equal  to  that  of  the  circular  base  of  the 
hemisphere. 

It  appears  from  Art.  175  that  if  a  small  sphere  is  made  to  touch 
an  electrified  body,  and  is  then  removed  to  a  distance  from  it,  the 
mean  surface-density  on  the  sphere  is  to  the  surface-density  of  the 
body  at  the  point  of  contact  as  w^  is  to  6,  or  as  1.645  to  1. 

225.]  The  most  convenient  form  for  the  proof  plane  is  that  of 
a  circular  disk.  We  shall  therefore  shew  how  the  charge  on  a 
circular  disk  laid  on  an  electrified  surface  is  to  be  measured. 

For  this  purpose  we  shall  construct  a  value  of  the  potential 
function  so  that  one  of  the  equipotential  surfaces  resembles  a  circular 
flattened  protuberance  whose  general  form  is  somewhat  like  that  of 
a  disk  lying  on  a  plane. 
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Let  a  be  the  surfSace-density  of  a  plane^  which  we  shall  suppose 
to  be  that  of  xy. 

The  potential  due  to  this  electrification  wiU  be 

Now  let  two  disks  of  radius  a  be  ri^dlj  electrified  with  surface- 
densities  — a  and  +  (/.  Let  the  first  of  these  be  placed  on  the  plane 
of  xy  with  its  centre  at  the  origin,  and  the  second  parallel  to  it  at 
the  very  small  distance  e. 

Then  it  may  be  shewn,  as  we  shall  see  in  the  theory  of  mag- 
netism, that  the  potential  of  the  two  disks  at  any  point  is  oxrV, 
where  w  is  the  solid  angle  subtended  by  the  edge  of  either  disk  at 
the  point.     Hence  the  potential  of  the  whole  system  will  be 

The  forms  of  the  equipotential  surfaces  and  lines  of  inductioD 
are  given  on  the  left-hand  side  of  Kg.  XX,  at  the  end  of  Vol.  11. 

Let  us  trace  the  form  of  the  surface  for  which  F=  0.  This 
surface  is  indicated  by  the  dotted  line. 

Putting  the  distance  of  any  point  from  the  axis  of  ;?  =  r,  then, 
when  r  is  much  less  than  a,  and  z  is  small,  we  find 

o)  =  27r— 2ir--|-&c. 
a 

Hence,  for  values  of  r  considerably  less  than  a,  the  equation  of 

the  zero  equipotential  surface  is 

zc 

0  =s— 4wa";8r  +  27r<r'c— 2ircr' h&c.; 

a 

</c 

or    Zr,^  — 


2cr  +  <r'- 
a 


Hence  this  equipotential  surface  near  the  axis  is  nearly  flat. 

Outside  the  disk,  where  r  is  greater  than  a^  a>  is  zero  when  z  is 
zero^  so  that  the  plane  of  ay  is  part  pf  the  equipotential  surface. 

To  find  where  these  two  parts  of  the  surface  meet,  let  us  find  at 

what  point  of  this  plane  -^  =  0. 

When  r  is  very  nearly  equal  to  a,  the  solid  angle  a>  becomes 

approximately  a  lune  of  the  sphere  of  unit  radius  whose  angle  is 

tan""*  {z  -H  (r—a)},  that  is,  «  is  2  tan"^  {z  -J-  (r— a)},  so  that 

dF         ^  2(/c 

-7-  = — ^Tta-i • 

az  r-^a 

Hence,  when 

dF      ^  (/c  ^01 

■^  =  0,         ro=  a+  5 —  =  a  +  -5,  nearly. 
az  "  27ro-  w 
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The  equipotential  surface  r=  0  is  therefore  composed  of  a  disk- 
like figure  of  radius  r^,  and  nearly  uniform  thickness  Zq^  and  of  the 
part  of  the  infinite  plane  of  zy  which  lies  beyond  this  figure. 

The  surface-integral  over  the  whole  disk  gives  the  charge  of 
electricity  on  it.  It  may  be  found,  as  in  the  theory  of  a  circular 
current  in  Part  IV,  Art.  704,  to  be 

Q  =  4Ttaa'c{\og 2}H-7r(rrQ*. 

The  charge  on  an  equal  area  of  the  plane  surface  is  iro-rg^,  hence 

the  charge  on  the  disk  exceeds  that  on  an  equal  area  of  the  plane 

in  the  ratio  of             ,  .  «  ^  i      Birr,        ., 
1  +  8  -  log to  unity, 

T  Z 

where  z  is  the  thickness  and  r  the  radius  of  the  disk,  z  being  sup- 
posed small  compared  with  r. 

On  Electric  Accumulators  and  the  Measurement  of  Capacity. 

226.]  An  Accumulator  or  Condenser  is  an  apparatus  consisting  of 
two  conducting  surfaces  separated  by  an  insulating  dielectric  medium. 

A  Leyden  jar  is  an  accumulator  in  which  an  inside  coating  of 
tinfoil  is  separated  from  the  outside  coating  by  the  glass  of  which 
the  jar  is  made.  The  original  Leyden  phial  was  a  glass  vessel 
containing  water  which  was  separated  by  the  glass  from  the  hand 
which  held  it. 

The  outer  surface  of  any  insulated  conductor  may  be  considered 
as  one  of  the  surfaces  of  an  accumulator,  the  other  being  the  earth 
or  the  walls  of  the  room  in  which  it  is  placed,  and  the  intervening 
air  being  the  dielectric  medium. 

The  capacity  of  an  accumulator  is  measured  by  the  quantity  of 
electricity  with  which  the  inner  surface  must  be  charged  to  make 
the  difference  between  the  potentials  of  the  surfaces  unity. 

Since  every  electrical  potential  is  the  sum  of  a  number  of  parts 
found  by  dividing  each  electrical  element  by  its  distance  from  a 
point,  the  ratio  of  a  quantity  of  electricity  to  a  potential  must 
have  the  dimensions  of  a  line.  Hence  electrostatic  capacity  is  a 
linear  quantity,  or  we  may  measure  it  in  feet  or  metres  without 
ambiguity. 

In  electrical  researches  accumulators  are  used  for  two  principal 
purposes,  for  receiving  and  retaining  large  quantities  of  electricity 
in  as  small  a  compass  as  possible,  and  for  measuring  definite  quan- 
tities of  electricity  by  means  of  the  potential  to  which  they  raise 
the  accumulator. 
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For  the  retention  of  electrical  charges  nothing  has  been  devised 
more  perfect  than  the  Leyden  jar.  The  principal  part  of  the  loss 
arises  from  the  electricity  creeping  along  the  damp  unooated  surface 
of  the  glass  from  the  one  coating  to  the  other.  This  may  be  checked 
in  a  great  degree  by  artificially  drying  the  air  within  the  jar,  and 
by  varnishing  the  surface  of  the  glass  where  it  is  exposed  to  the 
atmosphere.  In  Sir  W.  Thomson's  electroscopes  there  is  a  very 
small  percentage  of  loss  from  day  to  day,  and  I  believe  that  none 
of  this  loss  can  be  traced  to  direct  conduction  either  through  air 
or  through  glass  when  the  glass  is  good,  but  that  it  arises  chiefly 
from  superficial  conduction  along  the  various  insulating  stems  and 
glass  surfaces  of  the  instrument. 

In  fact,  the  same  electrician  has  communicated  a  charge  to 
sulphuric  acid  in  a  large  bulb  with  a  long  neck,  and  has  then  her- 
metically sealed  the  neck  by  fusing  it,  so  that  the  charge  was  com^ 
pletely  surrounded  by  glass,  and  after  some  years  the  charge  was 
found  still  to  be  retained. 

It  is  only,  however,  when  cold,  that  glass  insulates  in  this 
way,  for  the  charge  escapes  at  once  if  the  glass  is  heated  to 
a  temperature  below  100*^0. 

When  it  is  desired  to  obtain  great  capacity  in  small  compass, 
accumulators  in  which  the  dielectric  is  sheet  caoutchouc,  mica,  or 
paper  impregnated  with  paraffin  are  convenient. 

227.]  For  accumulators  of  the  second  class^  intended  for  the 
measurement  of  quantities  of  electricity,  all  solid  dielectrics  must  be 
employed  with  great  caution  on  account  of  the  property  which  they 
possess  called  Electric  Absorption. 

The  only  safe  dielectric  for  such  accumulators  is  air,  which  has 
this  inconvenience,  that  if  any  dust  or  dirt  gets  into  the  narrow 
space  between  the  opposed  surfiujes,  which  ought  to  be  occupied  only 
by  air,  it  not  only  alters  the  thickness  of  the  stratum  of  air,  but 
may  establish  a  connexion  between  the  opposed  surfaces,  in  which 
case  the  accumulator  will  not  hold  a  charge. 

To  determine  in  absolute  measure,  that  is  to  say  in  feet  or  metres, 
the  capacity  of  an  accumulator,  we  must  either  first  ascertain  its 
form  and  size,  and  then  solve  the  problem  of  the  distribution  of 
electricity  on  its  opposed  surfaces,  or  we  must  compare  its  capacity 
with  that  of  another  accumulator,  for  which  this  problem  has  been 
solved. 

As  the  problem  is  a  very  difficult  one,  it  is  best  to  begin  with  an 
accumulator  constructed  of  a  form  for  which  the  solution  is  known. 
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Thus  the  capacity  of  an  insalated  sphere  in  an  unlimited  space  is 
known  to  be  measured  by  the  radius  of  the  sphere. 

A  sphere  suspended  in  a  room  was  actually  used  by  MM.  Eohl- 
rausch  and  Weber,  as  an  absolute  standard  with  which  they  com- 
pared the  capacity  of  other  accumulators. 

The  capacity,  however,  of  a  sphere  of  moderate  size  is  so  small 
when  compared  with  the  capacities  of  the  accumulators  in  common 
use  that  the  sphere  is  not  a  convenient  standard  measure. 

Its  capacity  might  be  greatly  increased  by  surrounding  the 
sphere  with  a  hollow  concentric  spherical  surface  of  somewhat 
greater  radius.  The  capacity  of  the  inner  surface  is  then  a  fourth 
proportional  to  the  thickness  of  the  stratum  of  air  and  the  radii  of 
the  two  surfaces. 

Sir  W.  Thomson  has  employed  this  arrangement  as  a  standard  of 
^       capacity,  but  the  difficulties  of  working  the  surfaces  truly  spherical, 
of  making  them  truly  concentric,  and  of  measuring  their  distance 
^       and  their  radii  with  sufficient  accuracy,  are  considerable. 

We  are  therefore  led  to  prefer  for  an  absolute  measure  of  capacity 
a  form  in  which  the  opposed  surfaces  are  parallel  planes. 
^  The  accuracy  of  the  surface  of  the  planes  can  be  easily  tested, 

and  their  distance  can  be  measured  by  a  micrometer  screw,  and 
may  be  made  capable  of  continuous  variation^  which  is  a  most 
important  property  of  a  measuring  instrument. 

The  only  difficulty  remaining  arises  from  the  &ct  that  the  planes 

must  necessarily  be  bounded,  and  that  the  distribution  of  electricity 

near  the  boundaries  of  the  planes  has  not  been  rigidly  calculated. 

^       It  is  true  that  if  we  make  them  equal  circular  disks,  whose  radius 

is  large  compared  with  the  distance  between  them,  we  may  treat 

I       the  edges  of  the  disks  as  if  they  were  straight  lines,  and  calculate 

>       the  distribution  of  electricity  by  the  method  due  to  Helmholtz,  and 

I        described  in  Art.  202.     But  it  will  be  noticed  that  in  this  case 

(       part  of  the  electricity  is  distributed  on  the  back  of  each  disk,  and 

r       that  in  the  calculation  it  has  been  supposed  that  there  are  no 

conductors  in  the  neighbourhood,  which  is  not  and  cannot  be  the 

I       case  in  a  small  instrument. 

)  228.]   We  therefore  prefer  the  following  arrangement,  due  to 

Sir  W.  Thomson,  which  we  may  call  the  Guard-ring  arrangement, 
f  by  means  of  which  the  quantity  of  electricity  on  an  insulated  disk 
\       may  be  exactly  determined  in  terms  of  its  potential. 
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Fig.  21. 


The  Ouard-ring  Aecumulaior. 
Bb  is  a  cylindrical  vessel  of  conductiiig  material  of  which  the 
outer  surface  of  the  upper  face  is  accurately  plane.    This  upper 

surface  consists  of  two  parts, 
a  disk  A^  and  a  broad  ring 
BB  surrounding  the  disk, 
separated  from  it  by  a  very 
small  interval  all  round,  just 
sufficient  to  prevent  sparks 
passing.  The  upper  surfiice 
of  the  disk  is  accurately  in 
the  same  plane  with  that  of 
the  guard-ring.  The  disk  is 
supported  by  pillars  of  insulating  material  GO.  C  ib  sl  metal  disk^ 
the  under  surface  of  which  is  accurately  plane  and  parallel  to  BB. 
The  disk  C  is  considerably  larger  than  A.  Its  distance  from  A 
is  adjusted  and  measured  by  means  of  a  micrometer  screw,  which 
is  not  given  in  the  figure. 

This  accumulator  is  used  as  a  measuring  instrument  as  follows : — 
Suppose  C  to  be  at  potential  zero,  and  the  disk  A  and  vessel  B6 
both  at  potential  F.  Then  there  will  be  no  electrification  on  the 
back  of  the  disk  because  the  vessel  is  nearly  closed  and  is  all  at  the 
same  potential.  There  will  be  very  little  electrification  on  the 
edges  of  the  disk  because  BB  is  at  the  same  potential  with  the 
disk.  On  the  face  of  the  disk  the  electrification  will  be  nearly 
uniform^  and  therefore  the  whole  charge  on  the  disk  will  be  almost 
exactly  represented  by  its  area  multiplied  by  the  surface-density  on 
a  plane,  as  g^ven  in  Art.  124. 

In  fact,  we  learn  from  the  investigation  in  Art.  201  that  the 
charge  on  the  disk  is 

\     SA  BA      A-^ay 

where  B  is  the  radius  of  the  disk,  B^  that  of  the  hole  in  the  guard- 
ring,  A  the  distance  between  A  and  C,  and  a  a  quantity  which 

caimot  exceed  (iZ'— 22)— ^  • 

If  the  interval  between  the  disk  and  the  guard-ring  is  small 
compared  with  the  distance  between  A  and^,  the  second  term  will 
be  very  small,  and  the  charge  on  the  disk  will  be  neariy 
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Now  let  the  vessel  £b  be  pat  in  connexion  with  the  earth.  The 
charge  on  the  disk  A  will  no  longer  be  uniformly  distributed,  but  it 
will  remain  the  same  in  quantity,  and  if  we  now  discharge  A  we 
shall  obtain  a  quantity  of  electricity,  the  value  of  which  we  know 
in  terms  of  F,  the  original  difference  of  potentials  and  the  measur- 
able quantities  B^  H  and  A. 

On  the  Comparison  of  the  Capacity  of  Accumulators. 

229.]  The  form  of  accumulator  which  is  best  fitted  to  have  its 
capacity  determined  in  absolute  measure  from  the  form  and  dimen- 
sions of  its  parts  is  not  generally  the  most  suitable  for  electrical 
experiments.  It  is  desirable  that  the  measures  of  capacity  in  actual 
use  should  be  accumulators  having  only  two  conducting  sur£Efcces,  one 
of  which  is  as  nearly  as  possible  surrounded  by  the  other.  The 
guard-ring  accumulator,  on  the  other  hand,  has  three  independent 
conducting  portions  which  must  be  charged  and  discharged  in  a 
certain  order.  Hence  it  is  desirable  to  be  able  to  compare  the 
capacities  of  two  accumulators  by  an  electrical  process^  so  as  to  test 
accumulators  which  may  afterwards  serve  as  secondary  standards. 

I  shall  first  shew  how  to  test  the  equality  of  the  capacity  of  two 
guard-ring  accumulators. 

Let  A  be  the  disk,  B  the  g^rd-ring  with  the  rest  of  the  con- 
ducting vessel  attached  to  it,  and  C  the  large  disk  of  one  of  these 
accumulators,  and  let  A',  ^,  and  C^  be  the  corresponding  parts  of 
the  other. 

If  either  of  these  accumulators  is  of  the  more  simple  kind,  having 
only  two  conductors,  we  have  only  to  suppress  B  or  ^,  and  to 
suppose  A  to  he  the  inner  and  C  the  outer  conducting  surfieuse^  C, 
in  this  case  being  understood  to  surround  A. 

Let  the  following  connexions  be  made. 

Let  B  be  kept  always  connected  with  C\  and  B^  with  C,  that  is, 
let  each  guard-ring  be  connected  with  the  larg^  disk  of  the  other 
condenser. 

(1)  Let  A  be  connected  with  B  and  C^  and  with  /,  the  electrode 
of  a  Leyden  jar,  and  let  A^  be  connected  with  B^  and  C  and  with 
the  earth. 

(2)  Let  A,  B,  and  C  be  insulated  from  /. 

(3)  Let  ^  be  insulated  from  B  and  C",  and  A'  from  B"  and  C. 

(4)  Let  B  and  C  be  connected  with  B"  and  C  and  with  the 
earth. 

(5)  Let  A  be  connected  with  A^.  C^mr^n]p> 
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(6)  Let  A  and  A'  be  connected  with  an  electroscope  E. 
We  may  express  these  connexions  as  follows : — 


(1) 

0  =  C=F=A'     1      A=B=cr=J. 

(2) 

0=C=S'=A'      1      J=JB=C'  1  /. 

(3) 

0=<7=JB'  1  J'      1      A\  B=C. 

(4) 

0=C=^|^'      1      J|5=C=0. 

(5) 

0=C=^  1  4'     =     J  1  B=C=0. 

(6) 

0  =  C=2r  1  A'=E=A  1  ^rr^TzsO. 

Here  the  sig^  of  equality  expresses  electrical  connexion,  and  the 
vertical  stroke  expresses  insulation. 

In  (1)  the  two  accumulators  are  charged  oppositely^  so  that  A  is 
positive  and  A^  negative,  the  charges  on  A  and  A^  being  nniformlj 
distributed  on  the  upper  surface  opposed  to  the  large  disk  of  each 
accumulator. 

In  (2)  the  jar  is  removed^  and  in  (3)  the  charge  on  A  and  A'  are 
insulated. 

In  (4)  the  guard-rings  are  connected  with  the  large  disks,  so  that 
the  charges  on  A  and  A\  though  unaltered  in  magnitude,  are  now 
distributed  over  their  whole  surface. 

In  (5)  A  is  connected  with  Af.  If  the  charges  are  equal  and  of 
opposite  signs,  the  electrification  will  be  entirely  destroyed,  and 
in  (6)  this  is  tested  by  means  of  the  electroscope  E. 

The  electroscope  E  will  indicate  positive  or  negative  electrification 
according  mAotA'  has  the  greater  capacity. 

By  means  of  a  key  of  proper  construction,  the  whole  of  these 
operations  can  be  performed  in  due  succession  in  a  very  small 
fraction  of  a  second,  and  the  capacities  adjusted  till  no  electri- 
fication can  be  detected  by  the  electroscope,  and  in  this  way  the 
capacity  of  an  accumulator  may  be  adjusted  to  be  equal  to  that  of 
any  other,  or  to  the  sum  of  the  capacities  of  several  accumulators, 
so  that  a  system  of  accumulators  may  be  formed,  each  of  which  has 
its  capacity  determined  in  absolute  measure,  i.e.  in  feet  or  in  metres^ 
while  at  the  same  time  it  is  of  the  construction  most  suitable  for 
electrical  experiments. 

This  method  of  comparison  will  probably  be  found  useful  in 
determining  the  specific  capacity  for  electrostatic  induction  of 
di£Perent  dielectrics  in  the  form  of  plates  or  disks.  If  a  disk  of 
the  dielectric  is  interposed  between  A  and  (7,  the  disk  being  eon* 
fiiderably  larger  than  A,  then  the  capacity  of  the  accumulator  wiU 
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be  altered  and  made  equal  to  that  of  the  same  accumulator  when  A 
and  C  are  nearer  together.  If  the  accumulator  with  the  dielectric 
plate,  and  with  A  and  C  at  distance  m^  is  of  the  same  capacity  as 
the  same  accumulator  without  the  dielectric,  and  with  A  and  C  at 
distance  /,  then,  if  «  is  the  thickness  of  the  plate,  and  K  ita  specific 
dielectric  inductive  capacity  referred  to  air  as  a  standard, 

The  combination  of  three  cylinders,  described  in  Art.  127,  has 
been  employed  by  Sir  W.  Thomson  as  an  accumulator  whose  capa- 
city may  be  increased  or  diminished  by  measurable  quantities. 

The  experiments  of  MM.  Gibson  and  Barclay  with  this  ap- 
paratus are  described  in  the  Proceedings  of  the  Boyal  Society ^  Feb.  2, 
1871,  and  Piil.  Trans.y  1871,  p.  673.  They  found  the  specific  in- 
ductive capacity  of  parafiBn  to  be  1.975,  that  of  air  being  unity. 


Digitized  by 


Google 


PAET  IT. 

ELECTROKINEMATICS. 


CHAPTEB  I. 

THE  BLBCTRIC  CUBRENT. 

280.]  We  have  seen,  in  Art.  45,  that  when  a  conductor  is  in 
electrical  equilibrium  the  potential  at  every  point  of  the  conductor 
must  be  the  same. 

K  two  conductors  A  and  B  are  charged  with  electricity  so  that 
the  potential  of  ^  is  higher  than  that"  of -B,  then,  if  they  are  put 
in  communication  by  means  of  a  metallic  wire  C  touching  both  of 
them,  part  of  the  charge  of  A  will  be  transferred  to  B,  and  the 
potentials  of  A  and  B  will  become  in  a  very  short  time  equalized. 

281.]  During  this  process  certain  phenomena  are  observed  in 
the  wire  £7,  which  are  called  the  phenomena  of  the  electric  conflict 
or  current. 

The  first  of  these  phenomena  is  the  transference  of  positive 
electrification  from  Aio  B  and  of  negative  electrification  from  B 
to  A,  This  transference  may  be  also  efiected  in  a  slower  manner 
by  bringing  a  small  insulated  body  into  contact  with  A  and  B 
alternately.  By  this  process^  which  we  may  call  electrical  con- 
vection, successive  small  portions  of  the  electrification  of  each  body 
are  transferred  to  the  other.  In  either  case  a  certain  quantity  of 
electricity,  or  of  the  state  of  electrification,  passes  from  one  place 
to  another  along  a  certain  path  in  the  space  between  the  bodies. 

Whatever  therefore  may  be  our  opinion  of  the  nature  of  elec- 
tricity, we  must  admit  that  the  process  which  we  have  described 
constitutes  a  current  of  electricity.    This  current  may  be  described 
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as  a  current  of  positive  electricity  from  A  to  B,  or  a  cnrrent  of 
negative  electricity  from  £  to  ^,  or  as  a  combination  of  these  two 
currents. 

According  to  Fechner's  and  Weber's  theory  it  is  a  combination 
of  a  current  of  positive  electricity  with  an  exactly  equal  current 
of  negative  electricity  in  the  opposite  direction  through  the  same 
substance.  It  is  necessary  to  remember  this  exceedingly  artificial 
hypothesis  regarding  the  constitution  of  the  current  in  order  to 
understand  the  statement  of  some  of  Weber's  most  valuable  ex- 
perimental results. 

If,  as  in  Art.  36,  we  suppose  P  units  of  positive  electricity 
transferred  from  Ato£,  and  N  units  of  negative  electricity  trans- 
ferred from  i^  to  ^  in  unit  of  time,  then,  according  to  Weber's 
theory,  P  =  iV,  and  P  or  i^  is  to  be  taken  as  the  numerical  measure 
of  the  current. 

We,  on  the  contrary,  make  no  assumption  as  to  the  relation 
between  P  and  N,  but  attend  only  to  the  result  of  the  current, 
namely,  the  transference  of  P  +  JV'of  positive  electrification  from  A 
to  £y  and  we  shall  consider  P'\'N  the  true  measure  of  the  current. 
The  current,  therefore,  which  Weber  would  call  1  we  shall  call  2. 

On  SUady  Currents. 

232.]  In  the  case  of  the  current  between  two  insulated  con- 
ductors at  difierent  potentials  the  operation  is  soon  brought  to 
an  end  by  the  equalization  of  the  potentials  of  the  two  bodies, 
and  the  current  is  therefore  essentially  a  Transient  current. 

But  there  are  methods  by  which  the  difierence  of  potentials  of 
the  conductors  may  be  maintained  constant,  in  which  case  the 
current  will  continue  to  flow  with  uniform  strength  as  a  Steady 
Current. 

The  Voltaic  Battery, 

The  most  convenient  method  of  producing  a  steady  current  is  by 
means  of  the  Voltaic  Battery. 

For  the  sake  of  distinctness  we  shall  describe  Daniell's  Constant 
Battery : — 

A  solution  of  sulphate  of  zinc  is  placed  in  a  cell  of  porous  earth- 
enware, and  this  cell  is  placed  in  a  vessel  containing  a  saturated 
solution  of  sulphate  of  copper.  A  piece  of  zinc  is  dipped  into  the 
sulphate  of  zinc,  and  a  piece  of  copper  is  dipped  into  the  sulphate 
of  copper.    Wires  are  soldered  to  the  zinc  and  to  the  copper  above 
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the  surface  of  the  liquid.  This  combination  is  called  a  cell  or 
element  of  Daniell's  battery.     See  Art.  272. 

233.]  If  the  cell  is  insulated  bj  being  placed  on  a  non-oon- 
ducting  stand,  and  if  the  wire  connected  with  the  copper  is  put 
in  contact  with  an  insulated  conductor  A^  and  the  wire  connected 
with  the  zinc  is  put  in  contact  with  By  another  insulated  conductor 
of  the  same  metal  as  A^  then  it  may  be  shewn  by  means  of  a  delicate 
electrometer  that  the  potential  of  A  exceeds  that  of  ^  by  a  certain 
quantity.  This  difference  of  potentials  is  called  the  Electromotive 
Force  of  the  Daniell's  Cell. 

If  A  and  B  are  now  disconnected  from  the  cell  and  put  in 
communication  by  means  of  a  wire,  a  transient  current  passes 
through  the  wire  from  A  \x>  B^  and  the  potentials  of  A  and  B 
become  equal.  A  and  B  may  then  be  charged  again  by  the  cell, 
and  the  process  repeated  as  long  as  the  cell  will  work.  But  if 
A  and  B  be  connected  by  means  of  the  wire  C,  and  at  the  same 
time  connected  with  the  battery  as  before,  then  the  cell  will  main- 
tain a  constant  current  through  (7,  and  also  a  constant  difference 
of  potentials  between  ui  and  B.  This  difference  will  not,  as  we 
shall  see,  be  equal  to  the  whole  electromotive  force  of  the  cell,  for 
part  of  this  force  is  spent  in  maintaining  the  current  through  the 
cell  itself. 

A  number  of  cells  placed  in  series  so  that  the  zinc  of  the  first 
cell  is  connected  by  metal  with  the  copper  of  the  second,  and 
so  on,  is  called  a  Voltaic  Battery.  The  electromotive  force  of 
such  a  battery  is  the  sum  of  the  electromotive  forces  of  the  cells 
of  which  it  is  composed.  If  the  battery  is  insulated  it  may  be 
charged  with  electricity  as  a  whole,  but  the  potential  of  the  copper 
end  will  always  exceed  that  of  the  zinc  end  by  the  electromotive 
force  of  the  battery,  whatever  the  absolute  value  of  either  of  these 
potentials  may  be.  The  cells  of  the  battery  may  be  of  very  various 
construction,  containing  different  chemical  substances  and  different 
metals,  provided  they  are  such  that  chemical  action  does  not  go 
on  when  no  current  passes. 

284.]  Let  us  now  consider  a  voltaic  battery  with  its  ends  insulated 
from  each  other.  The  copper  end  will  be  positively  or  vitreously 
electrified,  and  the  zinc  end  will  be  negatively  or  resinously 
electrified. 

Let  the  two  ends  of  the  battery  be  now  connected  by  means  of 
a  wire.  An  electric  current  will  commence,  and  will  in  a  very  short 
time  attain  a  constant  value.  It  is  then  said  to  be  a  Steady  Current. 
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Properties  of  tie  Current. 

235.]  The  current  forms  a  dosed  circuit  in  the  direction  from 
copper  to  zinc  through  the  wires,  and  from  zinc  to  copper  through 
the  solutions. 

If  the  circuit  be  broken  by  cutting  any  of  the  wires  which 
connect  the  copper  of  one  cell  with  the  zinc  of  the  next  in  order,  the 
current  will  be  stopped,  and  the  potential  of  the  end  of  the  wire 
in  connexion  with  the  copper  will  be  found  to  exceed  that  of  the 
end  of  the  wire  in  connelion  with  the  zinc  by  a  constant  quantity, 
namely^  the  total  electromotive  force  of  the  circuit. 

Electrolytic  Action  of  the  Current* 

236.]  As  long  as  the  circuit  is  broken  no  chemical  action  goes 
on  in  the  cells,  but  as  soon  as  the  circuit  is  completed,  zinc  is 
dissolved  from  the  zinc  in  each  of  the  Darnell's  cells,  and  copper  is 
deposited  on  the  copper. 

The  quantity  of  sulphate  of  zinc  increases,  and  the  quantity  of 
sulphate  of  copper  diminishes  unless  more  is  constantly  supplied. 

The  quantity  of  zinc  dissolved  and  also  that  of  copper  deposited  is 
the  same  in  each  of  the  Daniell's  cells  throughout  the  circuit,  what- 
ever the  size  of  the  plates  of  the  cell,  and  if  any  of  the  cells  be  of  a 
different  construction,  the  amount  of  chemical  action  in  it  bears 
a  constant  proportion  to  the  action  in  the  DanielFs  cell.  For 
instance,  if  <^ne  of  the  cells  consists  of  two  platinum  plates  dipped 
into  sulphuric  acid  diluted  with  water,  oxygen  will  be  given  off 
at  the  surface  of  the  plate  -where  the  current  enters  the  liquid, 
namely^  the  plate  in  metallic  connexion  with  the  copper  of  Daniell's 
cell,  and  hydrogen  at  the  surface  of  the  plate  where  the  current 
leaves  the  liquid,  namely,  the  plate  coimected  with  the  zinc  of 
Daniell's  cell. 

The  volume  of  the  hydrogen  is  exactly  twice  the  volume  of  the 
oxygen  given  off  in  the  same  time,  and  the  weight  of  the  oxygen  is 
exactly  eight  times  the  weight  of  the  hydrogen. 

In  every  cell  of  the  circuit  the  weight  of  each  substance  dissolved, 
deposited,  or  decomposed  is  equal  to  a  certain  quantity  called  the 
electrochemical  equivalent  of  that  substance,  multiplied  by  the 
strength  of  the  current  and  by  the  time  during  which  it  has 
been  flowing. 

For  the  experiments  which  established  this  principle,  see  the 
seventh  and  eighth  series  of  Faraday's  Experimental  EesearcAes;      , 
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and  for  an  investigation  of  the  apparent  exceptions  to  the  rule,  see 
Miller's  Chemical  Piysici  and  Wiedemann's  Galvanismus, 

237.]  Substances  which  are  decomposed  in  this  way  are  called 
Electrolytes.  The  process  is  called  Electrolysis.  The  places  where 
the  current  enters  and  leaves  the  electrolyte  are  called  Electrodes. 
Of  these  the  electrode  by  which  the  current  enters  is  called  the 
Anode,  and  that  by  which  it  leaves  the  electrolyte  is  called  the 
Cathode.  The  components  into  which  the  electrolyte  is  resolved 
are  called  Ions:  that  which  appears  at  the  anode  is  called  the 
Anion,  and  that  which  appears  at  the  cathode  is  called  the  Cation. 

Of  these  terms^  which  were,  I  believe,  invented  by  Faraday  with 
the  help  of  Dr.  Whewell,  the  first  three,  namely,  electrode,  dec- 
trolysis,  and  electrolyte  have  been  generally  adopted,  and  the  mode 
of  conduction  of  the  current  in  which  this  kind  of  decomposition 
and  transfer  of  the  components  takes  place  is  called  Electrolytic 
Conduction. 

If  a  homogeneous  electrolyte  is  placed  in  a  tube  of  variable 
section,  and  if  the  electrodes  are  placed  at  the  ends  of  this  tube, 
it  is  found  that  when  the  current  passes,  the  anion  appears  at 
the  anode  and  the  cation,  at  the  cathode,  the  quantities  of  these 
ions  being  electrochemically  equivalent,  and  such  as  to  be  together 
equivalent  to  a  certain  quantity  of  the  electrolyte.  In  the  other 
parts  of  the  tube,  whether  the  section,  be  larg^  or  small,  uniform 
or  varying,  the  composition  of  the  electrolyte  remains  unaltered. 
Hence  the  amount  of  electrolysis  which  takes  place  across  every 
section  of  the  tube  is  the  same.  Where  the  section  is  small  the 
action  must  therefore  be  more  intense  than  where  the  section  is 
large,  but  the  total  amount  of  each  ion  which  crosses  any  complete 
section  of  the  electrolyte  in  a  given  time  is  the  same  for  all  sections. 

The  strength  of  the  current  may  therefore  be  measured  by  the 
amount  of  electrolysis  in  a  given  time.  An  instrument  by  which 
the  quantity  of  the  electrolytic  products  can  be  readily  measured 
is  called  a  Voltameter. 

The  strength  of  the  current,  as  thus  measured,  is  the  same 
at  every  part  of  the  circuit,  and  the  total  quantity  of  the  elec- 
trolytic products  in  the  voltameter  after  any  given  time  is  pro- 
portional to  the  amount  of  electricity  which  passes  any  section  in 
the  same  time. 

238.]  If  we  introduce  a  voltameter  at  one  part  of  the  circuit 
of  a  voltaic  battery,  and  break  the  circuit  at  another  part,  we  may 
suppose  the  measurement  of  the  current  to  be  conducted  thus. 
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Let  the  ends  of  the  broken  circuit  be  A  and  £,  and  let  A  be  the 
anode  and  B  the  cathode.  Let  an  insulated  ball  be  made  to  touch 
A  and  £  alternately^  it  will  carry  from  AtoB  sl  certain  measurable 
quantity  of  electricity  at  each  journey.  This  quantity  may  be 
measured  by  an  electrometer,  or  it  may  be  calculated  by  mul- 
tiplying the  electromotive  force  of  the  circuit  by  the  electrostatic 
capacity  of  the  ball.  Electricity  is  thus  carried  from  ^  to  j9  on  the 
insulated  ball  by  a  process  which  may  be  called  Convection.  At 
the  same  time  electrolysis  goes  on  in  the  voltameter  and  in  the 
cells  of  the  battery,  and  the  amount  of  electrolysis  in  each  cell  may 
be  compared  with  the  amount  of  electricity  carried  across  by  the 
insulated  ball.  The  quantity  of  a  substance  which  is  electrolysed 
by  one  unit  of  electricity  is  called  an  Electrochemical  equivalent 
of  that  substance. 

This  experiment  would  be  an  extremely  tedious  and  troublesome 
one  if  conducted  in  this  way  with  a  ball  of  ordinary  magnitude 
and  a  manageable  battery,  for  an  enormous  number  of  journeys 
would  have  to  be  made  before  an  appreciable  quantity  of  the  electro- 
lyte was  decomposed.  The  experiment  must  therefore  be  considered 
as  a  mere  illustration,  the  actual  measurements  of  electrochemical 
equivalents  being  conducted  in  a  different  way.  But  the  experi- 
ment may  be  considered  as  an  illustration  of  the  process  of  elec- 
trolysis itself,  for  if  we  regard  electrolytic  conduction  as  a  species 
of  convection  in  which  an  electrochemical  equivalent  of  the  anion 
travels  with  negative  electricity  in  the  direction  of  the  anode,  while 
an  equivalent  of  the  cation  travels  witk  positive  electricity  in 
the  direction  of  the  cathode^  the  whole  amount  of  transfer  of  elec- 
tricity being  one  unit,  we  shall  have  an  idea  of  the  process  of 
electrolysis,  which,  so  &r  as  I  know,  is  not  inconsistent  with  known 
facts,  though,  on  account  of  our  ignorance  of  the  nature  of  electricity 
and  of  chemical  compounds,  it  may  be  a  very  imperfect  repre- 
sentation of  what  really  takes  place. 

Magnetic  Action  of  tA&  Current. 

239.]  Oersted  discovered  that  a  magnet  placed  near  a  straight 
electric  current  tends  to  pljace  itself  at  right  angles  to  the  plane 
passing  through  the  magnet  and  the  current.     See  Art.  475. 

If  a  man  were  to  place  his  body  in  the  line  of  the  current  so 
that  the  current  from  copper  through  the  wire  to  zinc  should  flow 
from  his  head  to  his  feet,  and  if  he  were  to  direct  his  face  towards 
the  centre  of  the  magnet^  then  that  end  of  the  magnet  which  tends      t 
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to  point  to  the  north  woald,  when  the  carrent  flows,  tend  to  point 
towards  the  man's  right  hand. 

The  nature  and  laws  of  this  electromagnetic  action  will  be  dis- 
cussed when  we  come  to  the  fourth  part  of  this  treatise.  What 
we  are  concerned  with  at  present  is  the  fact  that  the  electric 
current  has  a  magnetic  action  which  is  exerted  outside  the  current^ 
and  bj  which  its  existence  can  be  ascertained  and  its  intensity 
measured  without  breaking  the  circuit  or  introducing  anything  into 
the  current  itself. 

The  amount  of  the  magnetic  action  has  been  ascertained  to  be 
strictly  proportional  to  the  strength  of  the  current  as  measured 
by  the  products  of  electrolysis  in  the  voltameter,  and  to  be  quite 
independent  of  the  nature  of  the  conductor  in  which  the  current 
is  flowing,  whether  it  be  a  metal  or  an  electrolyte. 

240.]  An  instrument  which  indicates  the  strength  of  an  electric 
current  by  its  magnetic  e£Pects  is  called  a  Galvanometer. 

Galvanometers  in  general  consist  of  one  or  more  eoils  of  silk- 
covered  wire  within  which  a  magnet  is  suspended  with  its  axis 
horizontal.  When  a  current  is  passed  through  the  wire  the  magnet 
tends  to  set  itself  with  its  axis  perpendicular  to  the  plane  of  the 
coils.  If  we  suppose  the  plane  of  the  coils  to  be  placed  parallel 
to  the  plane  of  the  earth's  equator,  and  the  current  to  flow  round 
the  coil  from  east  to  west  in  the  direction  of  the  apparent  motion 
of  the  sun,  then  the  magnet  within  will  tend  to  set  itself  with 
its  magnetization  in  the  same  direction  as  that  of  the  eaiih  con- 
sidered as  a  great  magnet,  the  north  pole  of  the  earth  being  similar 
to  that  end  of  the  compass  needle  which  points  south. 

The  galvanometer  is  the  most  convenient  instrument  for  mea- 
suring the  strength  of  electric  currents.  We  shall  therefore  assume 
the  possibility  of  constructing  such  an  instrument  in  studying  the 
laws  of  these  currents^  reserving  the  discussion  of  the  principles  of 
the  instrument  for  our  fourth  part.  When  therefore  we  say  that 
an  electric  current  is  of  a  certain  strength  we  suppose  that  the 
measurement  is  effected  by  the  galvanometer* 
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241.]  If  by  means  of  an  electrometer  we  determine  the  electric 
potential  at  different  points  of  a  circuit  in  which  a  constant  electric 
current  is  maintained,  we  shall  find  that  in  any  portion  of  the 
circuit  consisting  of  a  single  metal  of  uniform  temperature  through* 
outj  the  potential  at  any  point  exceeds  that  at  any  other  point 
farther  on  in  the  direction  of  the  current  by  a  quantity  depending 
on  the  strength  of  the  current  and  on  the  nature  and  dimensions 
of  the  intervening  portion  of  the  circuit.  The  difference  of  the 
potentials  at  the  extremities  of  this  portion  of  the  circuit  is  called 
the  External  electromotive  force  acting  on  it.  If  the  portion  of 
the  circuit  under  consideration  is  not  homogeneous,  but  contains 
transitions  from  one  substance  to  another,  from  metals  to  elec- 
trolytes, or  from  hotter  to  colder  parts,  there  may  be,  besides  the 
external  electromotive  for<*.  Internal  electromotive  forces  which 
must  be  taken  into  account. 

The  relations  between  Electromotive  Force,  Current,  and  Resist- 
ance were  first  investigated  by  Dr.  O.  S.  Ohm,  in  a  work  published 
in  1827,  entitled  Die  Oalvanische  Kette  MathematUch  Bearbeitety 
translated  in  Taylor's  Scientific  Memoirs.  The  result  of  these  in- 
vestigations in  the  case  of  homogeneous  conductors  is  commonly 
called  *  Ohm's  Law.* 

OAm^s  Law. 

The  electromotive  force  acting  between  tie  extremities  of  any  part 
of  a  circuit  is  the  product  of  the  strength  of  the  current  and  the 
resistance  of  that  part  of  the  circuit. 

Here  a  new  term  is  introduced,  the  Resistance  of  a  conductor, 
which  is  defined  to  be  the  ratio  of  the  electromotive  force  to 
the  strenfirth  of  the  current  which  it  produces.     The  introduction  ^ 
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of  this  term  would  have  been  of  no  scientific  value  nnless  Ohm 
had  shewn,  as  he  did  experimentally,  that  it  corresponds  to  a  real 
physical  quantity,  that  is,  that  it  has  a  definite  value  which  is 
altered  only  when  the  nature  of  the  conductor  is  altered. 

In  the  first  place,  then,  the  resistance  of  a  conductor  is  inde- 
pendent of  the  strength  of  the  current  flowing  through  it. 

In  the  second  place  the  resistance  is  independent  of  the  electric 
potential  at  which  the  conductor  is  maintained,  and  of  the  density 
of  the  distribution  of  electricity  on  the  surface  of  the  conductor. 

It  depends  entirely  on  the  nature  of  the  material  of  which  the 
conductor  is  composed,  the  state  of  aggregation  of  its  parts,  and  its 
temperature. 

The  resistance  of  a  conductor  may  be  measured  to  within  one 
ten  thousandth  or  even  one  hundred  thousandth  part  of  its  value, 
and  so  many  conductors  have  been  tested  that  our  assurance  of  the 
truth  of  Ohm's  Law  is  now  very  high.  In  the  sixth  chapter  we 
shall  trace  its  applications  and  consequences. 

Oeneratitm  of  Heat  by  the  CurretU. 

242.]  We  have  seen  that  when  an  electromotive  force  causes 
a  current  to  flow  through  a  conductor,  electricity  is  transferred 
from  a  place  of  higher  to  a  place  of  lower  potential.  If  the  transfer 
had  been  made  by  convection,  that  is,  by  carrying  successive  charges 
on  a  ball  from  the  one  place  to  the  other,  work  would  have  been 
done  by  the  electrical  forces  on  the  ball,  and  this  might  have 
been  turned  to  account.  It  is  actually  turned  to  account  in  a 
partial  manner  in  those  dry  pile  circuits  where  the  electrodes  have 
the  form  of  bells,  and  the  carrier  ball  is  made  to  swing  like  a 
pendulum  between  the  two  bells  and  strike  them  alternately.  In 
this  way  the  electrical  action  is  made  to  keep  up  the  swinging 
of  the  pendulum  and  to  propagate  the  sound  of  the  bells  to  a 
distance.  In  the  case  of  the  conducting  wire  we  have  the  same 
transfer  of  electricity  from  a  place  of  high  to  a  place  of  low  potential 
without  any  external  work  being  done.  The  principle  of  the  Con- 
servation of  Energy  therefore  leads  us  to  look  for  internal  work  in 
the  conductor.  In  an  electrolyte  this  internal  work  consists  partly 
of  the  separation  of  its  components.  In  other  conductors  it  is 
entirely  converted  into  heat. 

The  energy  converted  into  heat  is  in  this  case  the  product  of 
the  electromotive  force  into  the  quantity  of  electricity  which  passes. 
But  the  electromotive  force  is  the  product  of  the  current  into  the 
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redstanoe,  and  the  quantity  of  electricity  is  the  product  of  the 
carrent  into  the  time.  Hence  the  quantity  of  heat  multiplied  by 
the  mechanical  equivalent  of  unit  of  heat  is  equal  to  the  square  of 
the  strength  of  the  current  multiplied  into  the  resistance  and  into 
the  time. 

The  heat  developed  by  electric  currents  in  overcoming  the  re- 
sistance of  conductors  has  been  determined  by  Dr.  Joule,  who  first 
established  that  the  heat  produced  in  a  given  time  is  proportional 
to  the  square  of  the  current,  and  afterwards  by  careful  absolute 
measurements  of  all  the  quantities  concerned,  verified  the  equation 

where  eTis  Joule's  dynamical  equivalent  of  heat,  ^the  number  of 
nnits  of  heat,  C  the  strength  of  the  current,  R  the  resistance  of  the 
conductor,  and  t  the  time  during  which  the  current  flows.  These 
relations  between  electromotive  force,  work,  and  heat,  were  first  fully 
explained  by  Sir  W.  Thomson  in  a  paper  on  the  application  of  the 
principle  of  mechanical  efiect  to  the  measurement  of  electromotive 
forces*. 

248.]  The  analogy  between  the  theory  of  the  conduction  of  elec- 
tricity and  that  of  the  conduction  of  heat  is  at  first  sight  almost 
complete.  If  we  take  two  systems  geometrically  similar,  and  such 
that  the  conductivity  for  heat  at  any  part  of  the  first  is  proportional 
to  the  conductivity  for  electricity  at  the  corresponding  part  of  the 
second,  and  if  we  also  make  the  temperature  at  any  part  of  the 
first  proportional  to  the  electric  potential  at  the  corresponding  point 
of  the  second,  then  the  flow  of  heat  across  any  area  of  the  first 
will  be  proportional  to  the  fiow  of  electricity  across  the  corre- 
sponding area  of  the  second. 

Thus,  in  the  illustration  we  have  given,  in  which  flow  of  elec- 
tricity corresponds  to  flow  of  heat,  and  electric  potential  to  tem- 
perature, electricity  tends  to  flow  from  places  of  high  to  places 
of  low  potential,  exactly  as  heat  tends  to  flow  from  places  of  high 
to  places  of  low  temperature. 

244.]  The  theory  of  potential  and  that  of  temperature  may 
therefore  be  made  to  illustrate  one  another ;  there  is,  however,  one 
remarkable  difierence  between  the  phenomena  of  electricity  and 
those  of  heat. 

Suspend  a  conducting  body  within  a  closed  conducting  vessel  by 
a  silk  thread,  and  charge  the  vessel  with  electricity.    The  potential 


*  Pha.  Mag.,  Dec.  1851. 
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of  the  vessel  and  of  all  within  it  will  be  instantly  raised,  bat 
however  long  and  however  powerfiillj  the  vessel  be  electrified,  and 
whether  the  body  within  be  allowed  to  come  in  contact  with  the 
vessel  or  not,  no  signs  of  electrification  will  appear  within  the 
vessel,  nor  will  the  body  within  shew  any  electrical  effect  when 
taken  out» 

But  if  the  vessel  is  raised  to  a  high  temperatare,  the  body 
within  will  rise  to  the  same  temperature,  but  only  after  a  con- 
siderable time,  and  if  it  ia  then  taken  out  it  will  be  found  hot, 
and  will  remain  so  till  it  has  continued  to  emit  heat  for  some  time. 

The  difference  between  the  phenomena  consists  in  the  fact  that 
bodies  are  capable  of  absorbing  and  emitting  heat,  whereas  they 
have  no  corresponding  property  with  respect  to  electricity.  A  body 
cannot  be  made  hot  without  a  certain,  amount  of  heat  being 
supplied  to  it,  depending  on  the  mass  and  specific  heat  of  the  body, 
but  the  electric  potential  of  a  body  may  be  raised  to  any  extent 
in  the  way  already  described  without  communicating  any  electricity 
to  the  body. 

245.]  Again,  suppose  a  body  first  heated  and  then  placed  inside 
the  closed  vessel.  The  outside  of  the  vessel  will  be  at  first  at  the 
temperature  of  surrounding  bodies,  but  it  will  soon  get  hot,  and 
will  remain  hot  till  the  heat  of  the  interior  body  has  escaped. 

It  is  impossible  to  perform  a  corresponding  electrical  experiment. 
It  is  impossible  so  to  electrify  a  body,  and  so  to  place  it  in  a 
hollow  vessel,  that  the  outside  of  the  vessel  shall  at  first  shew  no 
signs  of  electrification  but  shall  afterwards  become  electrified.  It 
was  for  some  phenomenon  of  this  kind  that  Faraday  sought  in 
vain  under  the  name  of  an  absolute  charge  of  electricity. 

Heat  may  be  hidden  in  the  interior  of  a  body  so  as  to  have  no 
external  action,  but  it  is  impossible  to  isolate  a  quantity  of  elec- 
tricity so  as  to  prevent  it  from  being  constantly  in  inductive 
relation  with  an  equal  quantity  of  electricity  of  the  opposite  kind. 

There  is  nothing  therefore  among  electric  phenomena  which 
corresponds  to  the  capacity  of  a  body  for  heat.  This  follows  at 
once  from  the  doctrine  which  is  asserted  in  this  treatise,  that 
electricity  obeys  the  same  condition  of  continuity  as  an  incom- 
pressible fluid.  It  is  therefore  impossible  to  give  a  bodily  charge 
of  electricity  to  any  substance  by  forcing  an  additional  quantity  of 
electricity  into  it.     See  Arts.  61,  111,  329,  334. 
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ELECTEOMOTIVE   FORCE   BETWEEN   BODIES   IN   CONTACT. 

TAe  Potentials  of  Different  Substances  m  Contact. 

246.]  If  we  define  the  potential  of  a  hollow  conducting  vessel 
as  the  potential' of  the  air  inside  the  vessel,  we  may  ascertain  this 
potential  by  means  of  an  electrometer  as  described  in  Part  I, 
Art.  222. 

If  we  now  take  two  hollow  vessels  of  different  metals,  say  copper 
and  zinc,  and  put  them  in  metallic  contact  with  each  other,  and 
^  then  test  the  potential  of  the  air  inside  each  vessel,  the  potential 
'  of  the  air  inside  the  zinc  vessel  will  be  positive  as  compared  with 
'  that  inside  the  copper  vessel.  The  difference  of  potentials  depends 
^  on  the  nature  of  the  surface  of  the  insides  of  the  vessels,  being 
^  greatest  when  the  zinc  is  bright  and  when  the  copper  is  coated 
t        with  oxide. 

^  It  appears  from  this  that  when  two  different  metals  are  in 

^       contact  there  is  in  general  an  electromotive  force  acting  from  the 
$       one  to  the  other,  so  as  to  make  the  potential  of  the  one  exceed 
that  of  the  other  by  a  certain  quantity.    This  is  Volta's  theory  of 
I       Contact  Electricity. 

i^  If  we  take  a  certain  metal,  say  copper,  as  the  standard,  then 

if  the  potential  of  iron  in  contact  with  copper  at  the  zero  potential 

r        is  /,  and  that  of  zinc  in  contact  with  copper  at  zero  is  Z,  then 

^        the  potential  of  zinc  in  contact  with  iron  at  zero  will  be  Z—L 

^  It  appears  from  this  result,  which  is  true  of  any  three  metals, 

p       that  the  differences  of  potential  of  any  two  metals  at  the  same 

f        temperature  in  contact  is  equal  to  the  difference  of  their  potentials 

^        when  in  contact  with  a  third  metal,  so  that  if  a  circuit  be  formed 

^        of  any  number  of  metals  at  the  same  temperature  there  will  be 

electrical  equilibrium  as  soon  as  they  have  acquired  their  proper 

potentials,  and  there  will  be  no  current  kept  up  in  the  circuit. 
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247.]  If,  however,  the  circuit  consist  of  two  metals  and  an  elec- 
trolyte, the  electrolyte,  according  to  Volta's  theory,  tends  to  reduce 
the  potentials  of  the  metals  in  contact  with  it  to  equality,  so  that 
the  electromotive  force  at  the  metallic  junction  is  no  longer  balanced, 
and  a  continuous  current  is  kept  up.  The  energy  of  this  current 
is  supplied  by  the  chemical  action  which  takes  place  between  the 
electrolyte  and  the  metals. 

248.]  The  electric  eflfect  may,  however,  be  produced  without 
chemical  action  if  by  any  other  means  we  can  produce  an  equali- 
zation of  the  potentials  of  two  metals  in  contact.  Thus,  in  an 
experiment  due  to  Sir  W.  Thomson  *,  a  copper  funnel  is  placed  in 
contact  with  a  vertical  zinc  cylinder,  so  that  when  copper  filings 
are  allowed  to  pass  through  the  funnel,  they  separate  from  each 
other  and  from  the  funnel  near  the  middle  of  the  zinc  cylinder, 
and  then  fall  into  an  insulated  receiver  placed  below.  The  receiver 
is  then  found  to  be  charged  negatively,  and  the  charge  increases 
as  the  filings  continue  to  pour  into  it.  At  the  same  time  the  zinc 
cylinder  with  the  copper  funnel  in  it  becomes  charged  more  and 
more  positively. 

If  now  the  zinc  cylinder  were  connected  with  the  receiver  by  a 
wire,  there  would  be  a  positive  current  in  the  wire  from  the  cylinder 
to  the  receiver.  The  stream  of  copper  filings,  each  filing  charged 
negatively  by  induction,  constitutes  a  negative  current  from  the 
funnel  to  the  receiver,  or,  in  other  words,  a  positive  current  from 
the  receiver  to  the  copper  funnel.  The  positive  current,  therefore, 
passes  through  the  air  (by  the  filings)  from  zinc  to  copper,  and 
through  the  metallic  junction  from  copper  to  zinc,  just  as  in  the 
ordinary  voltaic  arrangement,  but  in  this  case  the  force  which  keeps 
up  the  current  is  not  chemical  action  but  gravity,  which  causes  the 
filings  to  fall,  in  spite  of  the  electrical  attraction  between  the 
positively  charged  funnel  and  the  negatively  charged  filings. 

249.]  A  remarkable  confirmation  of  the  theory  of  contact  elec- 
tricity is  supplied  by  the  discovery  of  Peltier,  that,  when  a  current 
of  electricity  crosses  the  junction  of  two  metals,  the  junction  is 
heated  when  the  current  is  in  one  direction,  and  cooled  when  it 
is  in  the  other  direction.  It  must  be  remembered  that  a  current 
in  its  passage  through  a  metal  always  produces  heat,  because  it 
meets  with  resistance,  so  that  the  cooling  effect  on  the  whole 
conductor  must  always  be  less  than  the  heating  effect.  We  must 
therefore  distinguish  between  the  generation  of  heat  in  each  metal, 

*  North  BrUUh  JUview,  1864,  p.  858 ;  and  Proc.  E.  S.,  June  20,  1867.  t 
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due  to  ordinary  resistance,  and  the  generation  or  absorption  of  heat 
at  the  junction  of  two  metals.  We  shall  call  the  first  the  frictional 
generation  of  heat  by  the  current,  and,  as  we  have  seen,  it  is 
proportional  to  the  square  of  the  current,  and  is  the  same  whether 
the  current  be  in  the  positive  or  the  negative  direction.  The  second 
we  may  call  the  Peltier  effect,  which  changes  its  sign  with  that 
of  the  current. 

The  total  heat  generated  in  a  portion  of  a  compound  conductor 
consisting  of  two  metals  may  be  expressed  by 

where  II  is  the  quantity  of  heat,  /  the  mechanical  equivalent  of 
unit  of  heat,  R  the  resistance  of  the  conductor,  C  the  current,  and 
t  the  time ;  11  being  the  coefficient  of  the  Peltier  effect,  that  is, 
the  heat  absorbed  at  the  junction  by  unit  of  current  in  unit  of 
time. 

Now  the  heat  generated  is  mechanically  equivalent  to  the  work 
done  against  electrical  forces  in  the  conductor,  that  is,  it  is  equal 
to  the  product  of  the  current  into  the  electromotive  force  producing 
it.  Hence,  if  E  is  the  external  electromotive  force  which  causes 
the  current  to  flow  through  the  conductor, 

JH=CEl=RC^t--JnCt, 
whence  E = RC-^JU. 

It  appears  from  this  equation  that  the  external  electromotive 
force  required  to  drive  the  current  through  the  compoimd  conductor 
is  less  than  that  due  to  its  resistance  alone  by  the  electromotive 
force  JU.  Hence  JU  represents  the  electromotive  contact  force 
at  the  junction  acting  in  the  positive  direction. 

This  application,  due  to  Sir  W.  Thomson  *,  of  the  dynamical 
theory  of  heat  to  the  determination  of  a  local  electromotive  force 
is  of  great  scientific  importance,  since  the  ordinary  method  of 
connecting  two  points  of  the  compound  conductor  with  the  elec- 
trodes of  a  galvanometer  or  electroscope  by  wires  would  be  useless, 
owing  to  the  contact  forces  at  the  junctions  of  the  wires  with 
the  materials  of  the  compound  conductor.  In  the  thermal  method, 
on  the  other  hand,  we  know  that  the  only  source  of  energy  is  the 
current  of  electricity,  and  that  no  work  is  done  by  the  current 
in  a  certain  portion  of  the  circuit  except  in  heating  that  portion 
of  the  conductor.    If,  therefore,  we  can  measure  the  amount  of  the 


*  Proe.  B.  S.  Edin.,  Deo.  15, 1851 ;  and  Trans.  B.  8.  Edin.,  1854. 
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current  and  the  amount  of  heat  produced  or  absorbed,  we  can 
determine  the  electromotive  force  required  to  urge  the  current 
through  that  portion  of  the  conductor,  and  this  measurement  is 
entirely  independent  of  the  effect  of  contact  forces  in  other  parts  of 
the  circuit. 

The  electromotive  force  at  the  junction  of  two.  metals,  as  de- 
termined by  tbis  method,  does  not  account  for  Volta's  electromotive 
force  as  described  in  Art.  246.  The  latter  is  in  general  far  greater 
than  that  of  this  Article,  and  is  sometimes  of  opposite  sign.  Hence 
the  assumption  that  the  potential  of  a  metal  is  to  be  measured  by 
that  of  the  air  in  contact  with  it  must  be  erroneous,  and  the  greater 
part  of  Volta's  electromotive  force  must  be  sought  for,  not  at  the 
junction  of  the  two  metals,  but  at  one  or  both  of  the  surfaces  which 
separate  the  metals  from  the  air  or  other  medium  which  forms  the 
third  element  of  the  circuit. 

250.]  The  discovery  by  Seebeck  of  thermoelectric  currents  in 
circuits  of  different  metals  with  their  junctions  at  different  tem- 
peratures, shews  that  these  contact  forces  do  not  always  balance 
each  other  in  a  complete  circuit.  It  is  manifest,  however,  that 
in  a  complete  circuit  of  different  metals  at  uniform  temperature  the 
contact  forces  must  balance  each  other.  For  if  this  were  not  the 
case  there  would  be  a  current  formed  in  the  circuit,  and  this  current 
might  be  employed  to  work  a  machine  or  to  generate  heat  in  the 
circuit,  that  is,  to  do  work,  while  at  the  same  time  there  is  no 
expenditure  of  energy,  as  the  circuit  is  all  at  the  same  temperature, 
and  no  chemical  or  other  change  takes  place.  Hence,  if  the  Peltier 
effect  at  the  junction  of  two  metals  a  and  h  be  represented  by  FT^ 
when  the  current  flows  from  a  to  d,  then  for  a  circuit  of  two  metals 
at  the  same  temperature  we  must  have 

and  for  a  circuit  of  three  metals  a,  £,  c^  we  must  have 

n6c+nea+n«5  =  o. 

It  follows  from  this  equation  that  the  three  Peltier  effects  are  not 
independent,  but  that  one  of  them  can  be. deduced  from  the  other 
two.  For  instance,  if  we  suppose  c  to  be  a  standard  metal,  and 
if  we  write  P^  =  JS\^  and  P^  =  JU^^  then 

The  quantity  P^  is  a  function  of  the  temperature,  and  depends  on 
the  nature  of  the  metal  a, 

251.]  It  has  also  been  shewn  by  Magnus  that  if  a  circuit  is 

uigiiized  by  VjOOQIC 


25I-]  THERMOELECTRIC   PHENOMENA.  341 

formed  of  a  single  metal  no  current  will  be  formed  in  it,  however 
the  section  of  the  conductor  and  the  temperature  may  vary  in 
different  parts. 

Since  in  this  case  there  is  conduction  of  heat  and  consequent 
dissipation  of  energy,  we  cannot,  as  in  the  former  case,  consider  this 
result  as  self-evident.  The  electromotive  force,  for  instance,  between 
two  portions  of  a  circuit  might  have  depended  on  whether  the 
current  was  passing  from  a  thick  portion  of  the  conductor  to  a  thin 
one,  or  the  reverse,  as  well  as  on  its  passing  rapidly  or  slowly  from  a 
hot  portion  to  a  cold  one,  or  the  reverse,  and  this  would  have  made 
a  current  possible  in  an  unequally  heated  circuit  of  one  metal. 

Hence,  by  the  same  reasoning  as  in  the  case  of  Peltier's  phe- 
nomenon, we  find  that  if  the  passage  of  a  current  through  a 
conductor  of  one  metal  produces  any  thermal  effect  which  is  re- 
versed when  the  current  is  reversed,  this  can  only  take  place  when 
the  current  flows  from  places  of  high  to  places  of  low  temperature, 
or  the  reverse,  and  if  the  heat  generated  in  a  conductor  of  one 
metal  in  flowing  from  a  place  where  the  temperature  is  a?  to  a 
place  where  it  is  y^  is  JT,  then 

and  the  electromotive  force  tending  to  maintain  the  current  will 
be  /Sa.„. 

If  Xj  y,  z  be  the  temperatures  at  three  points  of  a  homogeneous 
circuit,  we  must  have 

according  to  the  result  of  Magnus.  Hence,  if  we  suppose  ;?  to  be 
the  zero  temperature,  and  if  we  put 

q^^S^   and    q,^8,,, 

we  find  ^«y=Q«— Qif» 

where  Q^  is  a  function  of  the  temperature   a?,  the  form  of  the 

function  depending  on  the  nature  of  the  metal. 

If  we  now  consider  a  circuit  of  two  metals  a  and  h  in  which 
the  temperature  is  on  where  the  current  passes  from  a  to  i,  and 
y  where  it  passes  from  5  to  a,  the  electromotive  force  will  be 

where  P^  signifies  the  value  of  P  for  the  metal  a  at  the  tempera- 
ture a?,  or 

F^  P^-Qa.-{Pay-Qay)-{Pl>.-Ql>x)-^Pf>y-QhV'  . 

Since  in  unequally  heated  circuits  of  different  metals  there  are  in 
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general  thermoelectric  currents,  it  follows  that  P  and  Q  are  in 
general  different  for  the  same  metal  and  same  temperature. 

252.]  The  existence  of  the  quantity  Q  was  first  demonstrated  by 
Sir  W.  Thomson,  in  the  memoir  we  have  referred  to,  as  a  deduction 
from  the  phenomenon  of  thermoelectric  inversion  discovered  by 
Gumming  ^,  who  found  that  the  order  of  certain  metals  in  the  ther- 
moelectric scale  is  different  at  high  and  at  low  temperatures,  so  that 
for  a  certain  temperature  two  metals  may  be  neutral  to  each  other. 
Thus,  in  a  circuit  of  copper  and  iron  if  one  junction  be  kept  at  the 
ordinary  temperature  while  the  temperature  of  the  other  is  raised^ 
a  current  sets  from  copper  to  iron  through  the  hot  junction,  and 
the  electromotive  force  continues  to  increase  till  the  hot  junction 
has  reached  a  temperature  T,  which,  according  to  Thomson,  is 
about  284°C.  When  the  temperature  of  the  hot  junction  is  raised 
still  further  the  electromotive  force  is  reduced,  and  at  last,  if  the 
temperature  be  raised  high  enough,  the  current  is  reversed.  The 
reversal  of  the  current  may  be  obtained  more  easily  by  raising  the 
temperature  of  the  colder  junction.  If  the  temperature  of  both 
junctions  is  above  T  the  current  sets  from  iron  to  copper  through 
the  hotter  junction,  that  is,  in  the  reverse  direction  to  that  ob- 
served when  both  junctions  are  below  T, 

Hence,  if  one  of  the  junctions  is  at  the  neutral  temperature  T 
and  the  other  is  either  hotter  or  colder,  the  current  will  set  from 
copper  to  iron  through  the  junction  at  the  neutral  temperature. 

253.]  From  this  fact  Thomson  reasoned  as  follows  : — 

Suppose  the  other  junction  at  a  temperature  lower  than  T. 
The  current  may  be  made  to  work  an  engine  or  to  generate  heat  in 
a  wire,  and  this  expenditure  of  energy  must  be  kept  up  by  the 
transformation  of  heat  into  electric  .energy,  that  is  to  say,  heat 
must  disappear  somewhere  in  the  circuit.  Now  at  the  tempera- 
ture T  iron  and  copper  are  neutral  to  each  other,  so  that  no 
reversible  thermal  effect  is  produced  at  the  hot  junction,  and  at 
the  cold  junction  there  is,  by  Peltier's  principle,  an  evolution  of 
heat  by  the  current.  Hence  the  only  place  where  the  heat  can  dis- 
appear is  in  the  copper  or  iron  portions  of  the  circuit,  so  that  either 
a  current  in  iron  from  hot  to  cold  must  cool  the  iron,  or  a  current 
in  copper  from  cold  to  hot  must  cool  the  copper,  or  both  these 
effects  may  take  place.  By  an  elaborate  series  of  ingenious  experi- 
ments Thomson  succeeded  in  detecting  the  reversible  thermal  action 
of  the  current  in  passing  between  parts  of  different  temperatures, 
♦  Cambridge  Tra-Mdctions,  1823. 
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■:      and  he  found  that  the  current  produced  opposite  effects  in  copper 
^      and  in  iron  *. 

^  When  a  stream  of  a  material  fluid  passes  along  a  tube  from 

J,      a  hot  part  to  a  cold  part  it  heats  the  tube,  and  when  it  passes 
3      from  cold  to  hot  it  cools  the  tube,  and  these  effects  depend  on 
^,      the  specific  capacity  for  heat  of  the  fluid.     If  we  supposed  elec- 
j.,      tricity,  whether  positive  or  negative,  to  be  a  material  fluid,  we 
I.       might  measure  its  specific  heat  by  the  thermal  effect  on  an  un- 
equally heated  conductor.     Now  Thomson's  experiments  shew  that 
^       positive  electricity  in  copper  and  negative  electricity  in  iron  carry 
heat  with  them  from  hot  to  cold.     Hence,  if  we  supposed  either 
positive  or  negative  electricity  to   be  a  fluid,  capable  of  being 
heated  and  cooled,  and  of  communicating  heat  to  other  bodies,  we' 
should  find  the  supposition  contradicted  by  iron  for  positive  elec- 
tricity and  by  copper  for  negative  electricity,  so  that  we  should 
have  to  abandon  both  hypotheses. 

This  scientific  prediction  of  the  reversible  effect  of  an  electric 

current  upon  an  unequally  heated  conductor  of  one  metal  is  another 

instructive  example  of  the  application  of  the  theory  of  Conservation 

'       of  Energy  to  indicate  new  directions  of  scientific  research.   Thomson 

has  also  applied  the  Second  Law  of  Thermodynamics  to  indicate 

relations   between  the  quantities  which  we  have   denoted   by  P 

'       and  Q,  and  has  investigated  the  possible  thermoelectric  properties 

^'       of  bodies  whose  structure  is  different  in  different  directions.     He 

?       has  also  investigated  experimentally  the  conditions  under  which 

these  properties  are  developed  by  pressure,  magnetization,  &c. 
^  254.]  Professor   Taitf   has   recently  investigated   the   electro- 

'^       motive  force  of  thermoelectric  circuits  of  different  metals,  having 
their  junctions  at  different  temperatures.     He  finds  that  the  elec- 
'       tromotive  force  of  a  circuit  may  be  expressed  very  accurately  by 
^        the  formula 

5  where  ^^  is  the  absolute  temperature  of  the  hot  junction,  t^  that 

^  of  the  cold  junction,  and  Iq  the  temperature  at  which  the  two  metals 

i  are  neutral  to  each  other.     The  factor  a  is  a  coeflicient  depending 

t  on  the  nature  of  the  two  metals  composing  the  circuit.     This  law 

i  has  been  verified  through  considerable  ranges  of  temperature  by 

^  Professor  Tait  and  his  students,  and  he  hopes  to  make  the  thermo- 

f  electric  circuit   available   as  a  thermometric  instrument  in    his 

^  *  <  On  the  Electrodynamic  Qualities  of  Metals.'    Phil.  Trans.,  1856. 

f  t  ProC'  R-  8.  Edin.,  Seerion  1870-71,  p.  308,  also  Dec.  18, 1871. 
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experiments  on  the  conduction  of  heat,  and  in  other  cases  in  which 
the  mercarial  thermometer  is  not  convenient  or  has  not  a  sufficient 
range. 

According  to  Tait^s  theory,  the  quantity  which  Thomson  calls 
the  specific  heat  of  electricity  is  proportional  to  the  absolute  tem- 
perature in  each  pure  metal,  though  its  magnitude  and  even  its 
sign  vary  in  diflferent  metals.  From  this  he  has  deduced  by  ther- 
modynamic principles  the  following  results.  Let  kj,  if^t,  k^t 
be  the  specific  heats  of  electricity  in  three  metisils  a,  i,  (?,  and  let 
Thci  ^cai  ^ab  1^  ^^  temperatures  at  which  pairs  of  these  metals  are 
neutral  to  each  other^  then  the  equations 

express  the  relation  of  the  neuti*al  temperatures,  the  value  of  the 
Peltier  effect,  and  the  electromotive  force  of  a  thermoelectric  circuit. 
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CHAPTER  IV. 


ELECTROLYSIS. 


Electrolytic  Conduction^ 

255.]  I  HATE  already  stated  that  when  an  electric  current  in 
any  part  of  its  circuit  passes  through  certain  compound  substances 
called  Electrolytes,  the  passage  of  the  current  is  accompanied  by 
a  certain  chemical  process  called  Electrolysis,  in  which  the  substance 
is  resolved  into  two  components  called  Ions,  of  which  one,  called 
the  Anion,  or  the  electronegative  component,  appears  at  the  Anode, 
or  place  where  the  current  enters  the  electrolyte,  and  the  other, 
called  the  Cation,  appears  at  the  Cathode,  or  the  place  where  the 
current  leaves  the  electrolyte. 

The  complete  investigation  of  Electrolysis  belongs  quite  as  much 
to  Chemistry  as  to  Electricity.  We  shall  consider  it  from  an 
electrical  point  of  view,  without  discussing  its  application  to  the 
theory  of  the  constitution  of  chemical  compounds. 

Of  all  electrical  phenomena  electrolysis  appears  the  most  likely 
to  furnish  us  with  a  real  insight  into  the  true  nature  of  the  electric 
current,  because  we  find  currents  of  ordinary  matter  and  currents 
of  electricity  forming  essential  parts  of  the  same  phenomenon. 

It  is  probably  for  this  very  reason  that,  in  the  present  imperfectly 
formed  state  of  our  ideas  about  electricity,  the  theories  of  electro- 
lysis are  so  unsatisfactory. 

The  fundamental  law  of  electrolysis,  which  was  established  by 
Faraday,  and  confirmed  by  the  experiments  of  Beetz,  Hittorf,  and 
others  down  to  the  present  time,  is  as  follows : — 

The  number  of  electrochemical  equivalents  of  an  electrolyte  which 
are  decomposed  by  the  passage  of  an  eleetric  current  during  a  given 
time  is  equal  to  the  number  of  units  of  electricity  which  are  trans- 
ferred by  the  current  in  the  same  time. 

The  electrochemical  equivalent  of  a  substanee  is  that  quantity  t 
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of  the  substance  which  is  electrolysed  by  a  unit  current  passing 
through  the  substance  for  a  unit  of  time,  or,  in  other  words,  by  the 
passage  of  a  unit  of  electricity.  When  the  unit  of  electricity  is 
defined  in  absolute  measure  the  absolute  value  of  the  electro- 
chemical equivalent  of  each  substance  can  be  determined  in  grains 
or  in  grammes. 

The  electrochemical  equivalents  of  different  substances  are  pro- 
portional to  their  ordinary  chemical  equivalents.  The  ordinary 
chemical  equivalents^  however,  are  the  mere  numerical  ratios  in 
which  the  substances  combine,  whereas  the  electrochemical  equi- 
valents are  quantities  of  matter  of  a  determinate  magnitude,  de- 
pending on  the  definition  of  the  unit  of  electricity. 

Every  electrolyte  consists  of  two  components,  which,  during  the 
electrolysis,  appear  where  the  current  enters  and  leaves  the  elec- 
trolyte, and  nowhere  else.  Hence,  if  we  conceive  a  surface  described 
within  the  substance  of  the  electrolyte,  the  amount  of  electrolysis 
which  takes  place  through  this  surface,  as  measured  by  the  elec- 
trochemical equivalents  of  the  components  transferred  across  it 
in  opposite  directions,  will  be  proportional  to  the  total  electric 
current  through  the  surface. 

The  actual  transfer  of  the  ions  through  the  substance  of  the 
electrolyte  in  opposite  directions  is  therefore  part  of  the  phenomenon 
of  the  conduction  of  an  electric  current  through  an  electrolyte.  At 
every  point  of  the  electrolyte  through  which  an  electric  current 
is  passing  there  are  also  two  opposite  material  currents  of  the  anion 
and  the  cation,  which  have  the  same  lines  of  flow  with  the  electric 
current,  and  are  proportional  to  it  in  magnitude. 

It  is  therefore  extremely  natural  to  suppose  that  the  currents  of 
the  ions  are  convection  currents  of  electricity,  and,  in  particular, 
that  every  molecule  of  the  cation  is  charged  with  a  certain  fixed 
quantity  of  positive  electricity,  which  is  the  same  for  the  molecules 
of  all  cations,  and  that  every  molecule  of  the  anion  is  charged  with 
an  equal  quantity  of  negative  electricity. 

The  opposite  motion  of  the  ions  through  the  electrolyte  would 
then  be  a  complete  physical  representation  of  the  electric  current. 
We  may  compare  this  motion  of  the  ions  with  the  motion  of  gases 
and  liquids  through  each  other  during  the  process  of  diffusion, 
there  being  this  difference  between  the  two  processes,  that,  in 
diffusion,  the  different  substances  are  only  mixed  together  and  the 
mixture  is  not  homogeneous,  whereas  in  electrolysis  they  are  chemi- 
cally combined  and  the  electrolyte  is  homogeneous.     In  diffusion 

uigiiizea  oy  ^JVJ'V-zp^iw 


257-]  THEORY  OF   CLAFSIdS.  34T 

the  determining  cause  of  the  motion  of  a  substance  in  a  given 
direction  is  a  diminution  of  the  quantity  of  that  substance  per 
unit  of  volume  in  that  direction,  whereas  in  electrolysis  the  motion 
of  each  ion  is  due  to  the  electromotive  force  acting  on  the  charged 
molecules. 

256.]  Clausius*,  who  has  bestowed  much  study  on  the  theory 
of  the  molecular  agitation  of  bodies,  supposes  that  the  molecules 
of  all  bodies  are  in  a  stat-e  of  constant  agitation^  but  that  in  solid 
bodies  each  molecule  never  passes  beyond  a  certa,in  distance  from 
its  original  position,  whereas  in  fluids  a  molecule,  after  moving 
a  certain  distance  from  its  original  position,  is  just  as  likely  to 
move  still  farther  from  it  as  to  move  back  again.  Hence  the 
molecules  of  a  fluid  apparently  at  rest  are  continually  changing 
their  positions,  and  passing  ii'regularly  from  one  part  of  the  fluid 
to  another.  In  a  compound  fluid  he  supposes  that  not  only  the 
compound  molecules  travel  about  in  this  way,  but  that,  in  the 
collisions  which  occur  between  the  compound  molecules,  the  mole- 
cules of  which  they  are  composed  are  often  separated  and  change 
partners,  so  that  the  same  individual  atom  is  at  one  time  associated 
with  one  atom  of  the  opposite  kind,  and  at  another  time  with  another. 
This  process  Clausius  supposes  to  go  on  in  the  liquid  at  all  times,  but 
when  an  electromotive  force  acts  on  the  liquid  the  motions  of  the 
molecules,  which  before  were  indifterently  in  all  directions,  are  now 
influenced  by  the  electromotive  force,  so  that  the  positively  charged 
molecules  have  a  greater  tendency  towards  the  cathode  than  towards 
the  anode,  and  the  negatively  charged  molecules  have  a  greater 
tendency  to  move  in  the  opposite  direction.  Hence  the  molecules 
of  the  cation  will  during  their  intervals  of  freedom  struggle  towards 
the  cathode,  but  will  continually  be  checked  in  their  course  by 
pairing  for  a  time  with  molecules  of  the  anion,  which  are  also 
struggling  through  the  crowd,  but  in  the  opposite  direction. 

257.]  This  theory  of  Clausius  enables  us  to  understand  how  it  is, 
that  whereas  the  actual  decomposition  of  an  electrolyte  requires  an 
electromotive  force  of  finite  magnitude,  the  conduction  of  the 
current  in  the  electrolyte  obeys  the  law  of  Ohm,  so  that  every 
electromotive  force  within  the  electrolyte,  even  the  feeblest,  produces 
a  current  of  proportionate  magnitude. 

According  to  the  theory  of  Clausius,  the  decomposition  and 
recomposition  of  the  electrolyte  is  continually  going  on  even  when 
there  is  no  current,  and  the  very  feeblest  electromotive  force  is 


*  Pogg.  Ann.  bd.  d.  s.  338  (1857). 
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sufficient  to  give  this  process  a  certain  degree  of  direction,  and  so 
to  produce  the  currents  of  the  ions  and  the  electric  current,  which 
is  part  of  the  same  phenomenon.  Within  the  electrolyte,  however, 
the  ions  are  never  set  free  in  finite  quantity,  and  it  is  this  liberation 
of  the  ions  which  requires  a  finite  electromotive  force.  At  the 
electrodes  the  ions  accumulate,  for  the  successive  portions  of  the 
ions,  as  they  arrive  at  the  electrodes,  instead  of  finding  molecules  of 
the  opposite  ion  ready  to  combine  with  them,  are  forced  into  com- 
pany with  molecules  of  their  own  kind,  with  which  they  cannot 
combine.  The  electromotive  force  required  to  produce  this  effect 
is  of  finite  magnitude,  and  forms  an  opposing  electromotive  force 
which  produces  a  reversed  current  when  other  electromotive  forces 
are  removed.  When  this  reversed  electromotive  force,  owing  to 
the  accumulation  of  the  ions  at  the  electrode,  is  observed,  the 
electrodes  are  said  to  be  Polarized. 

258.]  One  of  the  best  methods  of  determining  whether  a  body 
is  or  is  not  an  electrolyte  is  to  place  it  between  platinum  electrodes 
and  to  pass  a  current  through  it  for  some  time,  and  then,  dis- 
engaging the  electrodes  from  the  voltaic  battery,  and  connecting 
them  with  a  galvanometer,  to  observe  whether  a  reverse  current, 
due  to  polarization  of  the  electrodes,  passes  through  the  galvano- 
meter. Such  a  current,  being  due  to  accumulation  of  different 
substances  on.  the  two  electrodes,  is  a  proof  that  the  substance  has 
been  electrolytieally  decomposed  by  the  original  current  from  the 
battery.  This  method  can  often  be  applied  where  it  is  difficult, 
by  direct  chemical  methods,  to  detect  the  presence  of  the  products 
of  decomposition  at  the  electrodes.     See  Art.  271. 

259.]  So  far  as  we  have  gone  the  theory  of  electrolysis  appears 
very  satisfactory.  It  explains  the  electric  current,  the  nature  of 
which  we  do  not  understand,  by  means  of  the  currents  of  the 
material  components  of  the  electrolyte,  the  motion  of  which| 
though  not  visible  to  the  eye,  is  easily  demonstrated.  It  gives  a 
clear  explanation,  as  Faraday  has  shewn,  why  an:  electrolyte  which 
conducts  in  the  liquid  state  is  a  non-conductor  when  solidified,  for 
unless  the  molecules  can  pass  from  one  part  to  another  no  elec- 
trolytic conduction  can  take  place,  so  that  the  substance  must 
be  in  a  liquid  state,  either  by  fusion  or  by  solution,  in  order  to  be 
a  conductor. 

But  if  we  go  on,  and  assume  that  the  molecules  of  the  ions 
within  the  electrolyte  are  actually  charged  with  certain  definite 
quantities  of  electricity,  positive  and  negative,  so  that  the  elec- 
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trolytic  current  is  simply  a  current  of  convection,  we  find  that  this 
tempting  hypothesis  leads  us  into  very  difficult  ground.  -  , 

In  the  first  place,  we  must  assume  that  in  every  electrolyte  each 
molecule  of  the  cation,  as  it  is  liberated  at  the  cathode,  commu- 
nicates to  the  cathode  a  charge  of  positive  electricity,  the  amount 
of  which  is  the  same  for  every  molecule,  not  only  of  that  cation 
but  of  all  other  cations.  In  the  same  way  each  molecule  of  the 
anion  when  liberated,  communicates  to  the  anode  a  charge  of 
negative  electricity,  the  numerical  magnitude  of  which  is  the  same 
as  that  of  the  positive  charge  due  to  a  molecule  of  a  cation,  but 
with  sign  reversed. 

If,  instead  of  a  single  molecule,  we  consider  an  assemblage  of 
molecules,  constituting  an  electrochemical  equivalent  of  the  ion, 
then  the  total  charge  of  all  the  molecules  is,  as  we  have  seen,  one 
unit  of  electricity,  positive  or  negative. 

260.]  We  do  not  as  yet  know  how  many  molecules  there  are 
in  an  electrochemical  equivalent  of  any  substance,  but  the  molecular 
theory  of  chemistry,  which  is  corroborated  by  many  physical  con- 
siderations, supposes  that  the  number  of  molecules  in  an  elec- 
trochemical equivalent  is  the  same  for  all  substances.  We  may 
therefore,  in  molecular  speculations,  assume  that  the  number  of 
-molecules  in  an  electrochemical  equivalent  is  N,  a  number  unknown 
at  present,  but  which  we  may  hereafter  find  means  to  determine  *. 

Each  molecule,  therefore,  on  being  liberated  from  the  state  of 

combination,  parts  with  a  charge  whose  magnitude  is  -^ ,  and  is 

positive  for  the  cation  and  n^ative  for  the  anion.  This  definite 
quantity  of  electricity  we  shall  call  the  molecular  charge.  If  it 
were  known  it  would  be  the  most  natural  unit  of  electricity. 

Hitherto  we  have  only  increased  the  precision  of  our  ideas  by 
exercising  our  imagination  in  tracing  the  electrification  of  molecules 
and  the  discharge  of  that  electrification. 

The  liberation  of  the  ions  and  the  passage  of  positive  electricity 
from  the  anode  and  into  the  cathode  are  simultaneous  facts.  The 
ions,  when  liberated,  are  not  charged  with  electricity,  hence,  when 
they  are  in  combination,  they  have  the  molecular  charges  as  above 
described. 

The  electrification  of  a  molecule,  however,  though  easily  spoken 
of,  is  not  so  easily  conceived. 

We  know  that  if  two  metals  are  brought  into  contact  at  any 

*  See  note  to  Art.  5.  /^^  t 

Digitized  by  VjOOQIC 


350  ELECTROLYSIS.  [260. 

point,  the  rest  of  their  surfaces  will  be  electrified^  and  if  the  metals 
are  in  the  form  of  two  plates  separated  by  a  narrow  interval  of  air, 
the  charge  on  each  plate  may  become  of  considerable  magnitude. 
Something  like  this  may  be  supposed  to  occur  when  the  two 
components  of  an  electrolyte  are  in  combination.  Each  pair  of 
molecules  may  be  supposed  to  touch  at  one  point,  and  to  have  the 
rest  of  their  surface  charged  with  electricity  due  to  the  electro- 
motive force  of  contact. 

But  to  explain  the  phenomenon,  we  ought  to  shew  why  the 
charge  thus  produced  on  each  molecule  is  of  a  fixed  amount,  and 
why,  when  a  molecule  of  chlorine  is  combined  with  a  molecule  of 
zinc,  the  molecular  charges  are  the  same  as  when  a  molecule  of 
chlorine  is  combined  with  a  molecule  of  copper,  although  the  elec- 
tromotive force  between  chlorine  and  zinc  is  much  greater  than 
that  between  chlorine  and  copper.  If  the  charging  of  the  molecules 
is  the  effect  of  the  electromotive  force  of  contact,  why  should 
electromotive  forces  of  different  intensities  produce  exactly  equal 
charges  ? 

Suppose,  however,  that  we  leap  over  this  difficulty  by  simply 
asserting  the  fact  of  the  constant  value  of  the  molecular  charge, 
and  that  we  call  this  constant  molecular  charge^  for  convenience  in 
description,  one  molecule  of  electricity. 

This  phrase,  gross  as  it  is,  and  out  of  harmony  with  the  rest  of 
this  treatise,  will  enable  us  at  least  to  state  clearly  what  is  known 
about  electrolysis,  and  to  appreciate  the  outstanding  difficulties. 

Every  electrolyte  must  be  considered  as  a  binary  compound  of 
its  anion  and  its  cation.  The  anion  or  the  cation  or  both  may  be 
compound  bodies^  so  that  a  molecule  of  the  anion  or  the  cation 
may  be  formed  by  a  number  of  molecules  of  simple  bodies.  A 
molecule  of  the  anion  and  a  molecule  of  the  cation  combined  to- 
gether form  one  molecule  of  the  electrolyte. 

In  order  to  act  as  an  anion  in  an  electrolyte,  the  molecule  which 
so  acts  must  be  charged  with  what  we  have  called  one  molecule 
of  negative  electricity,  and  in  order  to  act  as  a  cation  the  molecule 
must  be  charged  with  one  molecule  of  positive  electricity. 

These  charges  are  connected  with  the  molecules  only  when  they 
are  combined  as  anion  and  cation  in  the  electrolyte. 

When  the  molecules  are  electrolysed,  they  part  with  their  charges 
to  the  electrodes,  and  appear  as  unelectrified  bodies  when  set  free 
from  combination. 

If  the  same  molecule  is  capable  of  acting  as  a  cation  in  one 
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electrolyte  and  as  an  anion  in  another,  and  also  of  entering  into 
compound  bodies  which  are  not  electrolytes,  then  we  must  suppose 
that  it  receives  a  positive  charge  of  electricity  when  it  acts  as  a 
cation,  a  negative  charge  when  it  acts  as  an  anion,  and  that  it 
is  without  charge  when  it  is  not  in  an  electrolyte. 

Iodine,  for  instance,  acts  as  an  anion  in  the  iodides  of  the  metals 
and  in  hydriodic  acid,  but  is  said  to  act  as  a  cation  in  the  bromide 
of  iodine. 

This  theory  of  molecular  charges  may  serve  as  a  method  by 
which  we  may  remember  a  good  many  facts  about  electrolysis. 
It  is  extremely  improbable  that  when  we  come  to  understand  the 
true  nature  of  electrolysis  we  shall  retain  in  any  form  the  theory  of 
molecular  charges,  for  then  we  shall  have  obtained  a  secure  basis 
on  which  to  form  a  true  theory  of  electric  currents,  and  so  become 
independent  of  these  provisional  theories. 

261.]  One  of  the  most  important  steps  in  our  knowledge  of 
electrolysis  has  been  the  recognition  of  the  secondary  chemical 
processes  which  arise  from  the  evolution  of  the  ions  at  the  elec- 
trodes. 

In  many  cases  the  substances  which  are  found  at  the  electrodes 
are  not  the  actual  ions  of  the  electrolysis,  but  the  products  of  the 
action  of  these  ions  on  the  electrolyte. 

Thus,  when  a  solution  of  sulphate  of  soda  is  electrolysed  by  a 
current  which  also  passes  through  dilute  sulphuric  acid,  equal 
quantities  of  oxygen  are  given  off  at  the  anodes,  and  equal  quan- 
tities of  hydrogen  at  the  cathodes,  both  in  the  sulphate  of  soda 
and  in  the  dilute  acid. 

But  if  the  electrolysis  is  conducted  in  suitable  vessels,  such  as 
U-shaped  tubes  or  vessels  with  a  porous  diaphragm,  so  that  the 
substance  surrounding  each  electrode  can  be  examined  separately, 
it  is  found  that  at  the  anode  of  the  sulphate  of  soda  there  is  an 
equivalent  of  sulphuric  acid  as  well  as  an  equivalent  of  oxygen, 
and  at  the  cathode  there  is  an  equivalent  of  soda  as  well  as  two 
equivalents  of  hydrogen. 

It  would  at  first  sight  seem  as  if,  according  to  the  old  theory 
of  the  constitution  of  salts,  the  sulphate  of  soda  were  electrolysed 
into  its  constituents  sulphuric  acid  and  soda,  while  the  water  of  the 
solution  is  electrolysed  at  the  same  time  into  oxygen  and  hydrogen. 
But  this  explanation  would  involve  the  admission  that  the  same 
current  which  passing  through  dilute  sulphuric  acid  electrolyses 
one  equivalent  of  water,  when  it  passes  through  solution  of  sulphate 
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of  soda  electrolyses  one  equivalent  of  the  salt  as  well  as  one  equi- 
valent of  the  water^  and  this  would  be  contrary  to  the  law  of 
electrochemical  equivalents. 

But  if  we  suppose  that  the  components  of  sulphate  of  soda  are 
not  SO3  and  NaO  but  SO^  and  Na, — not  sulphuric  acid  and  soda 
but  sulphion  and  sodium — then  the  sulphion  travels  to  the  anode 
and  is  set  &ee,  but  being  unable  to  exist  in  a  free  state  it  breaks 
up  into  sulphuric  acid  and  oxygen,  one  equivalent  of  each.  At 
the  same  time  the  sodium  is  set  free  at  the  cathode,  and  there 
decomposes  the  water  of  the  solution^  forming  one  equivalent  of 
soda  and  two  of  hydrogen. 

In  the  dilute  sulphuric  acid  the  gases  collected  at  the  electrodes 
are  the  constituents  of  water,  namely  one  volume  of  oxygen  and 
two  volumes  of  hydrogen.  There  is  also  an  increase  of  sulphuric 
acid  at  the  anode,  but  its  amount  is  not  equal  to  an  equivalent. 

It  is  doubtful  whether  pure  water  is  an  electrolyte  or  not.  The 
greater  the  purity  of  the  water,  the  greater  the  resistance  to  elec- 
trolytic conduction.  The  minutest  traces  of  foreign  matter  are 
sufficient  to  produce  a  great  diminution  of  the  electrical  resistance 
of  water.  The  electric  resistance  of  water  as  determined  by  different 
observers  has  values  so  different  that  we  cannot  consider  it  as  a 
determined  quantity.  The  purer  the  water  the  greater  its  resistance, 
and  if  we  could  obtain  really  pure  water  it  is  doubtful  whether  it 
would  conduct  at  all. 

As  long  as  water  was  considered  an  electrolyte,  and  was,  indeed, 
taken  as  the  type  of  electrolytes,  there  was  a  strong  reason  for 
maintaining  that  it  is  a  binary  compound,  and  that  two  volumes 
of  hydrogen  are  chemically  equivalent  to  one  volume  of  oxygen. 
If,  however,  we  admit  that  water  is  not  an  electrolyte,  we  are  free 
to  suppose  that  equal  volumes  of  oxygen  and  of  hydrogen  are 
chemically  equivalent. 

The  dynamical  theory  of  gases  leads  us  to  suppose  that  in  perfect 
gases  equal  volumes  always  contain  an  equal  number  of  molecules, 
and  that  the  principal  part  of  the  specific  heat,  that,  namely,  which 
depends  on  the  motion  of  agitation  of  the  molecules  among  each 
other,  is  the  same  for  equal  numbers  of  molecules  of  all  gasea 
Hence  we  are  led  to  prefer  a  chemical  system  in  which  equal 
volumes  of  oxygen  and  of  hydrogen  are  regarded  as  equivalent, 
and  in  which  water  is  regarded  as  a  compound  of  two  equivalents 
of  hydrogen  and  one  of  oxygen,  and  therefore  probably  not  capable 
of  direct  electrolysis. 
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While  electrolysis  fully  establishes  the  close  relationship  between 
electrical  phenomena  and  those  of  chemical  combination,  the  fact 
that  every  chemical  compound  is  not  an  electrolyte  shews  that 
chemical  combination  is  a  process  of  a  higher  order  of  complexity 
than  any  purely  electrical  phenomenon.  Thus  the  combinations  of 
the  metals  with  each  other,  though  they  are  good  conductors,  and 
their  components  stand  at  different  points  of  the  scale  of  electri- 
fication by  contact,  are  not,  even  when  in  a  fiuid  state,  decomposed 
by  the  current.  Most  of  the  combinations  of  the  substances  which 
act  as  anions  are  not  conductors,  and  therefore  are  not  electrolytes. 
Besides  these  we  have  many  compounds,  containing  the  same  com« 
I>onents  as  electrolytes,  but  not  in  equivalent  proportions,  and  these 
are  also  non-conductors,  and  therefore  not  electrolytes. 

On  the  Conservation  of  Energy  in  Electrolysis, 

262.]  Consider  any  voltaic  circuit  consisting  partly  of  a  battery, 
partly  of  a  wire,  and  partly  of  an  electrolytic  cell. 

During  the  passage  of  unit  of  electricity  through  any  section  of 
the  circuit,  one  electrochemical  equivalent  of  each  of  the  substances 
in  the  cells,  whether  voltaic  or  electrolytic,  is  electrolysed. 

The  amount  of  mechanical  energy  equivalent  to  any  given 
chemical  process  can  be  ascertained  by  converting  the  whole  energy 
due  to  the  process  into  heat,  and  then  expressing  the  heat  in 
dynamical  measure  by  multiplying  the  number  of  thermal  units  by 
Joule's  mechanical  equivalent  of  heat. 

Where  this  direct  method  is  not  applicable,  if  we  can  estimate 
the  heat  given  out  by  the  substances  taken  first  in  the  state  before 
the  process  and  then  in  the  state  after  the  process  during  their 
reduction  to  a  final  state,  which  is  the  same  in  both  cases,  then  the 
thermal  equivalent  of  the  process  is  the  difference  of  the  two  quan* 
tities  of  heat. 

In  the  case  in  which  the  chemical  action  maintains  a  voltaic 
circuit,  Joule  found  that  the  heat  developed  in  the  voltaic  cells  is 
less  than  that  due  to  the  chemical  process  within  the  cell,  and  that 
the  remainder  of  the  heat  is  developed  in  the  connecting  wire,  or, 
when  there  is  an  electromagnetic  engine  in  the  circuit,  part  of  the 
heat  may  be  accounted  for  by  the  mechanical  work  of  the  engine. 
-  For  instance,  if  the  electrodes  of  the  voltaic  cell  are  first  con- 
nected by  a  short  thick  wire,  and  afterwards  by  a  long  thin  wire, 
the  heat  developed  in  the  cell  for  each  grain  of  zinc  dissolved  is 
greater  in  the  first  case  than  in  the  second,  but  the  heat  developed 
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in  the  wire  is  greater  in  the  second  ease  than  in  the  first.  The 
sum  of  the  heat  developed  in  the  cell  and  in  the  wire  for  each  grain 
of  zinc  dissolved  is  the  same  in  both  eases.  This  has  been  estab- 
lished by  Joule  by  direct  experiment. 

The  ratio  of  the  heat  generated  in  th&  cell  to  that  generated 
in  the  wire  is  that  of  the  resistance  of  the  cell  to  that  of  the  wire, 
so  that  if  the  wire  were  made  of  sufficient  resistance  nearly  the 
whole  of  the  heat  would  be  generated  in  the  wire,  and  if  it  were 
made  of  sufficient  conducting  power  nearly  the  whole  of  the  beat 
would  be  generated  in  the  cell. 

Let  the  wire  be  made  so  as  to  have  great  resistance,  then  the 
heat  generated  in  it  is  equal  in  dynamical  measure  to  the  product 
of  the  quantity  of  electricity  which  is  transmitted,  multiplied  by 
the  electromotive  fovce  under  which  it  is  made  to  pass  through 
the  wire. 

263.]  Now  during  the  time  in  which  an  electrochemical  equi- 
valent of  the  substance  in  the  cell  undergoes  the  chemical  process 
which  gives  rise  to  the  current,  one  unit  of  electricity  passes 
through  the  wire.  Hence,  the  heat  developed  by  the  passage  of 
one  unit  of  electricity  is  in  this  case  measured  by  the  electromotive 
force.  But  this  heat  is  that  which  one  electrochemical  equivalent 
of  the  substance  generates,  whether  in  the  cell  or  in  the  wire,  while 
undergoing  the  given  chemical  process. 

Hence  the  following  important  theorem,  first  proved  by  Thomson 
{PAIL  Mag,,  Dec.  1851)  :— 

*  The  electromotive  force  of  an  electrochemical  apparatus  is  in 
absolute  measure  equal  to  the  mechanical  equivalent  of  the  chemical 
action  on  one  eleetrochemical  equivalent  of  the  substance.' 

The  thermal  equivalents  of  many  chemical  actions  have  been 
determined  by  Andrews,  Hess^  Favre  and  Silbermann,  &c.,  and  from 
these  their  mechanical  equivalents  can  be  deduced  by  multiplication 
by  the  mechanical  equivalent  of  heat. 

This  theorem  not  only  enables  us  to  calculate  from  purely  thermal 
data  the  electromotive  forces  of  different  voltaic  arrangements,  and 
the  electromotive  forces  required  to  effect  electrolysis  in  different 
eases,  but  affords  the  means  of  actually  measuring  chemical  affinity. 

It  has  long  been  known  that  chemical  affinity,  or  the  tendency 
which  exists  towards  the  going  on  of  a  certain  chemical  change, 
is  stronger  in  some  cases  than  in  others,  but  no  proper  measure 
of  this  tendency  could  be  made  till  it  was  shewn  that  this  tendency 
in  certain  cases  is  exactly  equivalent  to  a  certain  electromotive 
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force^  and  can  therefore  be  measured  according  tx)  the  very  same 
principles  used  m  the  measurement  of  electromotive  forces. 

Chemical  affinity  being  therefore,  in  certain  cases,  reduced  to 
the  form  ef  a  measurable  quantity^  the  whole  theory  of  chemical 
processes,  of  the  rate  at  which  they  go  on,  of  the  displacement  of 
one  substance  by  another,  &c.,  becomes  much  more  intelligible  than 
when  chemical  affinity  was  regarded  as  a  quality  ^ui  generis,  and 
irreducible  to  numerical  measurement. 

When  the  volume  of  the  products  of  electrolysis  is  greater  than 
that  of  the  electrolyte,  work  is  done  during  the  electrolysis  in 
overcoming  the  pressure.  If  the  volume  of  an  electrochemical 
equivalent  of  the  electrolyte  is  increased  by  a  volume  v  when 
electrolysed  under  a  pressure  p,  then  the  work  doDe  during  the 
passage  of  a  unit  of  electricity  in  overcoming  pressure  is  vp,  and 
the  electromotive  force  required  for  electrolysis  must  include  a 
part  equal  to  vj>,  which  is  spent  in  performing  this  mechanical 
work. 

If  the  products  of  electrolysis  are  gases  which^  like  oxygen  and 
hydrogen,  are  much  rarer  than  the  electrolyte,  and  fulfil  Boyle's 
law  very  exactly,  vp  will  be  very  nearly  constant  for  the  same 
temperature,  and  the  electromotive  force  required  for  electrolysis 
will  not  depend  in  any  sen&ible  degree  on  the  pressure.  Hence  it 
has  been  found  impossible  to  check  the  electrolytic  decomposition 
of  dilute  sulphuric  acid  by  confining  the  decomposed  gases  in  a 
small  space. 

When  the  products  of  electrolysis  are  liquid  or  solid  the  quantity 
vp  will  increase  as  the  pressure  increases,  so  that  if  v  is  positive 
an  increase  of  pressure  will  increase  the  electromotive  force  required 
for  electrolysis. 

In  the  same  way,  any  other  kind  of  work  done  during  electro- 
lysis will  have  an  effect  on  the  value  of  the  electromotive  force, 
as,  for  instance,  if  a  vertical  current  passes  between  two  zinc 
electrodes  in  a  solution  of  sulphate  of  zinc  a  greater  electromotive 
force  will  be  required  when  the  current  in  the  solution  flows 
upwards  than  when  it  flows  downwards,  for,  in  the  first  case,  it 
carries  zinc  from  the  lower  to  the  upper  electrode,  and  in  the 
second  from  the  upper  to  the  lower.  The  electromotive  force 
required  for  this  purpose  is  less  than  the  millionth  part  of  that 
of  a  Daniell's  cell  per  foot. 
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264.]  When  an  electric  current  is  passed  through  an  electrolyte 
bounded  bj  metal  electrodes,  the  accumulation  of  the  ions  at  the 
electrodes  produces  the  phenomenon  called  Polarization,  which  con- 
sists in  an  electromotive  force  acting  in  the  opposite  direction  to  the 
current,  and  producing  an  apparent  increase  of  the  resistance. 

When  a  continuous  current  is  employed,  the  resistance  appears 
to  increase  rapidly  from  the  commencement  of  the  current,  and 
at  last  reaches  a  value  nearly  constant.  If  the  form  of  the  vessel 
in  which  the  electrolyte  is  contained  is  changed^  the  resistance  is 
altered  in  the  same  way  as  a  similar  change  of  form  of  a  metallic 
conductor  would  alter  its  resistance,  but  an  additional  apparent 
resistance,  depending  on  the  nature  of  the  electrodes^  has  always 
to  be  added  to  the  true  resiskince  of  the  electrolyte. 

265.]  These  phenomena  have  led  some  to  suppose  that  there  is 
a  finite  electromotive  force  required  for  a  current  to  pass  through, 
an  electrolyte.  It  has  been  shewn,  however,  by  the  researches  of 
Lenz,  Neumann,  Beetz,  Wiedemann  ■**■,  Paalzowf,  and  recently  by 
those  of  MM.  F.  Kohlrausch  and  W.  A.  Nippoldt  J,  that  the  con- 
duction in  the  electrolyte  itself  obeys  Ohm's  Law  with  the  same 
precision  as  in  metallic  conductors^  and  that  the  apparent  resistance 
at  the  bounding  surface  of  the  electrolyte  and  the  electrodes  is 
entirely  due  to  polarization. 

266.]  The  phenomenon  called  polarization  manifests  itself  ia 
the  case  of  a  continuous  current  by  a  diminution  in  the  current, 
indicating  a  force  opposed  to  the  current.  Resistance  is  also  per- 
ceived as  a  force  opposed  to  the  current,  but  we  can  distinguish 

♦  G<dvan%tmu9,  bd.  i.  f  Berlin  Monattherichi,  July,  1868. 

t  Pogg.  Ann.  bd.  czzxviii.  8.  286  (October,  1869).     >  , 
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between  the  two  phenomena  by  instant^ineously  removing  or  re- 
versing the  electromotive  force. 

The  resisting  force  is  always  opposite  in  direction  to  the  current, 
and  the  external  electromotive  force  required  to  overcome  it  is 
proportional  to  the  strength  of  the  current,  and  changes  its  direc- 
tion when  the  direction  of  the  current  is  changed.  If  the  external 
electromotive  force  becomes  zero  the  current  simply  stops. 

The  electromotive  force  due  to  polarization,  on  the  other  hand, 
is  in  a  fixed  direction,  opposed  to  the  current  which  produced  it. 
If  the  electromotive  force  which  produced  the  current  is  removed, 
the  polarization  produces  a  current  in  the  opposite  direction. 

The  difference  between  the  two  phenomena  may  be  compared 
with  the  difference  between  forcing  a  current  of  water  through 
a  long  capiUary  tube,  and  forcing  water  through  a  tube  of  moderate 
length  up  into  a  cistern.  In  the  first  case  if  we  remove  the  pressure 
which  produces  the  flow  the  current  will  simply  stop.  In  the 
second  case,  if  we  remove  the  pressure  the  water  will  begin  to  flow 
down  again  from  the  cistern. 

To  make  the  mechanical  illustration  more  complete,  we  have  only 
to  suppose  that  the  cistern  is  of  moderate  depth,  so  that  when  a 
certain  amount  of  water  is  raised  into  it,  it  begins  to  overflow. 
This  will  represent  the  fact  that  the  total  electromotive  force  due 
to  polarization  has  a  maximum  limit. 

267 J]  The  cause  of  polarization  appears  to  be  the  existence  at 
the  electrodes  of  the  products  of  the  electrolytic  decomposition  of 
the  fluid  between  them.r  The  surfaces  of  the  electrodes  are  thus 
rendered  electrically  different^  and  an  electromotive  force  between 
them  is  called  into  action,  the  direction  of  which  is  opposite  to  that 
of  the  current  which  caused  the  polarization. 

The  ions,  which  by  their  presence  at  the  electrodes  produce  the 
phenomena  of  polarization,  are  not  in  a  perfectly  free  state,  but 
are  in  a  condition  in  which  they  adhere  to  the  surface  of  the 
electrodes  with  considerable  force. 

The  electromotive  force  due  to  polarization  depends  upon  the 
density  with  which  the  electrode  is  covered  with  the  ion,  but  it 
is  not  proportional  to  this  density,  for  the  electromotive  force  does 
not  increase  so  rapidly  as  this  density. 

This  deposit  of  the  ion  is  constantly  tending  to  become  free, 
and  either  to  diffuse  into  the  liquid,  to  escape  as  a  gas,  or  to  be 
precipitated  as  a  solid. 

The  rate  of  this  dissipation  of  the  polarization  is  exceedingly    , 
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small  for  slight  degrees  of  polarization,  and  exceedingly  rapid  near 
the  limiting  value  of  polarization. 

268.]  We  have  seen,  Art.  262,  that  the  electromotive  force  acting 
in  any  electrolytic  process  is  numerically  equal  to  the  mechanical 
equivalent  of  the  result  of  that  process  on  one  electrochemical 
equivalent  of  the  substance.  If  the  process  involves  a  diminution 
of  the  intrinsic  energy  of  the  substances  which  take  part  in  it, 
as  in  the  voltaic  cell,  then  the  electromotive  force  is  in  the  direction 
of  the  current.  If  the  process  involves  an  increase  of  the  intrinsic 
energy  of  the  substances,  as  in  the  case  of  the  electrolytic  cell, 
the  electromotive  force  is  in  the  direction  opposite  to  that  of  the 
current,  and  this  electromotive  force  is  called  polarization. 

In  the  case  of  a  steady  current  in  which  electrolysis  goes  on 
continuously,  and  the  ions  are  separated  in  a  free  state  at  the 
electrodes,  we  have  only  by  a  suitable  process  to  measure  the 
intrinsic  energy  of  the  separated  ions,  and  compare  it  with  that 
of  the  electrolyte  in  order  to  calculate  the  electromotive  force 
required  for  the  electrolysis.  This  will  give  the  maximum  polari- 
zation. 

But  during  the  first  instants  of  the  process  of  electrolysis  the 
ions  when  deposited  at  the  electrodes  are  not  in  a  free  state,  and 
their  intrinsic  energy  is  less  than  their  energy  in  a  free  state, 
though  greater  than  their  energy  when  combined  in  the  electrolyte. 
In  fact,  the  ion  in  contact  with  the  electrode  is  in  a  state  which 
when  the  deposit  is  ^ery  thin  may  be  compared  with  that  of 
chemical  combination  with  the  electrode,  but  as  the  deposit  in- 
creases in  density,  the  succeeding  portions  are  no  longer  so  in- 
timately combined  with  the  electrode,  but  simply  adhere  to  it,  and 
at  last  the  deposit,  if  gaseous,  escapes  in  bubbles,  if  liquid,  difiuses 
through  the  electrolyte,  and  if  solid,  forms  a  precipitate. 

In  studying  polarization  we  have  therefore  to  consider 

(1)  The  superficial  density  of  the  deposit,  which  we  may  call 
<T.  This  quantity  0-  represents  the  number  of  electrochemical 
equivalents  of  the  ion  deposited  on  unit  of  area.  Since  each 
electrochemical  equivalent  deposited  corresponds  to  one  unit  of 
electricity  transmitted  by  the  current,  we  may  consider  0-  as  re- 
presenting either  a  surface-density  of  matter  or  a  surface-density  of 
electricity. 

(2)  The  electromotive  force  of  polarization,  which  we  may  call  p. 
This  quantity  p  is  the  difierence  between  the  electric  potentials 
of  the  two  electrodes  when  the  current  through  the  electrolyte 
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is  80  feeble  that  the  proper  resis^nce  of  the  electroljrte  makes  no 
sensible  differenoe  between  these  potentials. 

The  electromotive  force  p  at  any  instant  is  nnmerically  equal 
to  the  mechanical  equivalent  of  the  electrolytic  process  going  on  at 
that  instant  which  •corresponds  to  one  electrochemical  equivalent  of 
the  electrolyte.  This  electrolytic  process^  it  must  be  remembered, 
consists  in  the  deposit  of  the  ions  on  the  electrodes^  and  the  state 
in  which  they  are  deposited  depends  on  the  actual  i^te  of  the 
surface  of  the  electrodes,  which  may  be  modified  by  previous 
deposits. 

Hence  the  electromotive  force  at  any  instant  depends  on  the 
previous  history  of  the  electrode.  It  is,  speaking  very  roughly, 
a  function  of  0-,  the  density  of  the  deposit,  such  that  j9  s  0  when 
a  =  0,  but  j9  approaches  a  Ikniting  value  much  sooner  than  o-  does. 
The  statement^  however^  that  /?  is  a  ftinction  of  <r  cannot  be 
considered  accurate.  It  would  be  more  correct  to  say  that  p  is 
a  function  of  the  chemical  state  of  the  superficial  layer  of  the 
deposit,  and  that  this  state  depends  on  the  density  of  the  deposit 
according  to  some  law  involving  the  time. 

269.]  (3)  The  third  thing  we  must  take  into  account  is  the 
dissipation  of  the  polarization.  The  polarization  when  left  to  itself 
diminishes  at  a  rate  depending  partly  on  the  intensity  of  the 
polarization  or  the  density  of  the  deposit,  and  partly  on  the  nature 
of  the  surrounding  medium^  and  the  chemical,  mechanical,  or  thermal 
action  to  which  the  surface  of  the  electrode  is  exposed. 

If  we  determine  n  time  T  such  that  at  the  rate  at  which 
the  deposit  is  dissipated,  the  whole  deposit  would  be  removed  in 
the  time  T,  we  may  call  T  the  modulus  of  the  time  of  dissipation. 
When  the  density  of  the  deposit  is  very  small,  T  is  very  large, 
and  may  be  reckoned  by  days  or  months.  When  the  density  of 
the  deposit  approaches  its  limiting  value  T  diminishes  very  rapidly, 
and  is  probably  a  minute  fraction  of  a  second.  In  fact,  the  rate 
of  dissipation  increases  so  rapidly  that  when  the  strength  of  the 
current  is  maintained  constant,  the  separated  gas^  instead  of  con- 
tributimg  to  increase  the  density  of  the  deposit,  escapes  in  bubbles 
as  fast  as  it  is  formed. 

270.J  There  is  therefore  a  great  difierence  between  the  state  of 
polarization  of  the  electrodes  of  an  electrolytic  cell  when  the  polari- 
zation is  feeble/and  when  it  is  at  its  maximum  value.  For  instance, 
if  a  number  of  electrolytic  cells  of  dilute  sulphuric  acid  with 
platinum  electrodes  are  arranged  in  series,  and  if  a  small  electro-         . 
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motive  force,  such  as  that  of  one  DanielPs  cell,  be  made  to  act 
on  the  circuit,  the  electromotive  force  will  produce  a  current  of 
exceedingly  short  duration,  far  after  a  very  short  time  the  elec- 
tromotive force  arising  from  the  polarization  of  the  cell  will  balance 
that  of  the  Daniell's  cell. 

The  dissipation  will  be  very  small  in  the  case  of  so  feeble  a  state 
of  polarization,  and  it  will  take  place  by  a  very  slow  absorption 
of  the  gases  and  diffusion,  through  the  liquid.  The  rate  of  this 
dissipation  is  indicated  by  the  exceedingly  feeble  current  whieh 
still  continues  to  flow  without  any  visible  separation  of  gases. 

If  we  neglect  this  dissipation  for  the  short  time  during  which 
the  state  of  polarization  is  set  up,  and  if  we  call  Q  the  total 
quantity  of  electricity  which  is  transmitted  by  the  current  during 
this  time,  then  if  A  is  the  area  of  one  of  the  electrodes,  and  er 
the  density  of  the  deposit,  supposed  uniform. 

If  we  now  disconnect  the  electrodes  of  the  electrolytic  apparatus 
from  the  DanielFs  cell^  and  connect  them  with  a  galvanometer 
capable  of  measuring  the  whole  discharge  through  it,  a  quantity 
of  electricity  nearly  equal  to  Q  will  be  discharged  as  the  polari- 
zation disappears. 

271.]  Hence  we  may  compare  the  action  of  this  apparatus,  which 
is  a  form  of  Bitter's  Secondary  File,  with  that  of  a  Leyden  jar. 

Both  the  secondary  pile  and  the  Leyden  jar  are  capable  of  being 
charged  with  a  certain  amount  of  electricity,  and  of  being  after- 
wards discharged.  During  the  discharge  a  quantity  of  electricity 
nearly  equal  to  the  charge  passes  in  the  opposite  direction.  The 
difference  between  the  eharge  and  the  discharge  arises  partly  from 
dissipation^  a  process  whieh  in  the  case  of  small  charges  is  very 
slow,  but  which^  when  the  charge  exceeds  a  certain  limit,  becomes 
exceedingly  rapid.  Another  part  of  the  difference  between  the  charge 
and  the  discharge  arises  from  the  fact  that  after  the  electrodes 
have  been  connected  fcr  a  time  sufficient  to  produce  an  apparently 
complete  discharge^  so  that  the  current  has  completely  disappeared, 
if  we  separate  the  electrodes  for  a  time^  and  afterwards  connect 
them,  we  obtain  a  second  discharge  in  the  same  direction  as  the 
original  discharge.  This  is  called  the  residual  discharge,  and  is  a 
phenomenon  of  the  Leyden  jar  as  well  as  of  the  secondary  pile. 

The  secondary  pile  may  therefore  be  compared  in  several  respects 
to  a  Leyden  jar.  There  are^  however,  certain  important  differences. 
The  charge  of  a  Leyden  jar  is  very  exactly  proportional  to  the 
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electromotive  force  of  the  charge,  that  is,  to  the  difference  of 
potentials  of  the  two  surfii^ses,  and  the  charge  corresponding  to  unit 
of  electromotive  force  is  called  the  capacity  of  the  jar,  a  constant 
quantity.  The  corresponding  quantity,  which  may  be  called  the 
capacity  of  the  secondary  pile,  increases  when  the  electromotive 
force  increases. 

The  capacity  of  the  jar  depends  on  the  area  of  the  opposed 
surfaces,  on  the  distance  between  them,  and  on  the  nature  of  the 
substance  between  them^  but  not  on  the  nature  of  the  metallic 
surfaces  themselves.  The  capacity  of  the  secondary  pile  depends 
on  the  area  of  the  surfaces  of  the  electrodes,  but  not  on  the  distance 
between  them,  and  it  depends  on  the  nature  of  the  surface  of  the 
electrodeS)  as  well  as  on  that  of  the  fluid  between  them.  The 
maximum  difference  of  the  potentials'  of  the  electrodes  in  each 
element  of  a  secondary  pile  is  very  small  compared  with  the  maxi- 
mum difference  of  the  potentials  of  those  of  a  charged  Leyden  jar, 
so  that  in  order  to  obtain  much  electromotive  force  a  pile  of  many 
elements  must  be  used. 

On  the  other  hand,  the  superficial  density  of  the  charge  in  the 
secondary  pile  is  immensely  greater  than  the  utmost  superficial 
density  of  the  charge  which  can  be  accumulated  on  the  surfaces 
of  a  Leyden  jar,  insomuch  that  Mr.  C.  P.  Varley  *,  in  describing 
the  construetion  of  a  condenser  of  great  capacity,  recommends  a 
series  of  gold  or  platinum  plates  immersed  in  dilute  acid  as  prefer- 
able in  point  of  cheapness  to  induction  plates  of  tinfoil  separated 
by  insulating  material. 

The  form  in  which  the  energy  of  a  Leyden  jar  is  stored  up 
is  the  state  of  constraint  of  the  dielectric  between  the  conducting 
surfaces,  a  state  which  I  have  already  described  under  the  name 
of  electric  polarization,  pointing  out  those  phenomena  attending 
this  state  which  are  at  present  known,  and  indicating  the  im- 
perfect state  of  our  knowledge  of  what  really  takes  place.  See 
Arts.  &2,  111. 

The  form  in  which  the  energy  of  the  secondary  pile  is  stored 
up  is  the  chemical  condition  of  the  material  stratum  at  the  surface 
of  the  electrodes,  consisting  of  the  ions  of  the  electrolyte  and  the 
substance  of  the  electrodes  in  a  relation  varying  from  chemical 
combination  to  superficial  condensation,  mechanical  adherence,  or 
simple  juxtaposition. 
The  seat  of  this  energy  is  close  to  the  surfi^es  of  the  electrodes, 

*  Specification  of  C.  F.  Varley,  •Electric  Telegrapha,  &c./  Jan.  1860.         ^  , 
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and  not  throughout  the  substance  of  the  electrolyte,  and  the  form 
in  which  it  exists  may  be  called  electrolytic  polarization. 

After  studying  the  secondary  pile  in  connexion  with  the  Leyden 
jar,  the  student  should  again  •compare  the  voltaic  battery  with 
some  form  of  the  electrical  machine,  such  as  that  described  in 
Art.  211. 

Mr.  Varley  has  lately  *  found  thait  the  <»paeity  of  one  square 
inch  is  from  175  to  542  microfarads  and  upwards  for  platinum 
plates  in  dilute  sulphuric  acid,  and  that  the  capacity  increases  with 
the  electromotive  force,  being  about  175  for  0.02  of  a  Daniell's 
cell,  and  542  for  1.6  Daniell's  cells. 

But  the  comparison  between  the  Leyden  jar  and  the  secondary 
pile  may  be  carried  still  farther,  as  in  the  following  experiment, 
due  to  Buff  f.  It  is  only  when  the  glass  of  the  jar  is  cold  that 
it  is  capable  of  retaining  a  charge.  At  a  temperature  below  1  OO^C 
the  glass  becomes  n  conductor.  If  a  test-tube  containing  mercury 
is  placed  in  a  vessel  of  mercury,  and  if  a  pair  of  electrodes  are 
t3onnected,  one  with  the  inner  and  the  other  with  the  outer  portion 
of  mercury,  the  arrangement  ^constitutes  a  Leyden  jar  which  will 
hold  a  charge  at  ordinary  temperatures.  If  the  electrodes  are  con« 
nected  with  those  of  a  voltaic  battery,  no  current  will  pass  as  long 
as  tlie  glass  is  cold,  but  if  the  apparatus  is  g^radually  heated  a 
current  will  begin  to  pass,  and  will  increase  rapidly  in  intensity  as 
the  temperature  rises,  though  the  glass  remams  apparently  as  hard 
as  ever. 

This  current  is  manifestly  electeolytic,  for  if  the  electrodes  are 
disconnected  from  the  battery,  and  connected  with  a  galvanometer, 
«  considerable  reverse  current  passes,  due  to  polarization  of  the 
surfaces  of  the  glass. 

If,  while  the  battery  is  in  action  the  apparatus  is  cooled,  the 
current  is  stopped  by  the  cold  glass  as  before,  but  the  polarization 
of  the  surfaces  remains.  The  inercury  may  he  reoioved,  the  sur&ces 
may  be  washed  with  nitric  acid  and  with  water,  and  fresh  mercury 
introduced.  If  the  apparatus  is  then  heated,  the  current  of  polar- 
ization appears  as  soon  as  the  glass  is  sufficiently  warm  to  conduct  it. 

We  may  therefore  regard  glass  at  lOO^C,  though  apparently  a 
solid  body,  as  an  electrolyte,  and  there  is  considerable  reason 
to  believe  that  in  most  instances  in  which  a  dielectric  has  a 
slight  degree  of  conductivity  the  conduction  is  electrolytic.     The 


*  Proc,  R.  B.  Jan.  12,  1871. 

t  Annalen  der  Chemie  und  PharmacU,  bd.  zc.  257  (1854). 
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existence  of  polarization  may  be  regarded  as  conclasive  evidence  of 
electrolysis,  and  if  the  conductivity  of  a  substance  increases  as  the 
temperature  rises,  we  have  good  grounds  for  suspecting  that  it  is 
electrolytic. 

On  Constant  Voltaic  Elements. 

272.]  When  a  series  of  experiments  is  made  with  a  voltaic 
battery  in  which  polarization  occurs,  the  polarization  diminishes 
during  the  time  the  current  is  not  flowing,  so  that  when  it 
begins  to  flow  again  the  current  is  stronger  than  after  it  has 
flowed  for  some  time.  If,  on  the  other  hand,  the  resistance  of  the 
circuit  is  diminished  by  allowing  the  current  to  flow  through  a 
short  shunt,  then,  when  the  current  is  again  made  to  flow  through 
the  ordinary  circuit,  it  is  at  first  weaker  than  its  normal  i^rength 
on  account  of  the  great  polarization  produced  by  the  use  of  the 
short  circuit. 

To  get  rid  of  these  irregularities  in  the  current,  which  are 
exceedingly  troublesome  in  experiments  involving  exact  measure- 
ments, it  is  necessary  to  get  rid  of  the  polarization,  or  at  least 
to  reduce  it  as  much  as  possible. 

It  does  not  appear  that  there  is  much  polarization  at  the  sur&ce 
of  the  zinc  plate  when  immersed  in  a  solution  of  sulphate  of  zinc 
or  in  dilute  sulphuric  tK^id.  The  principal  seat  of  polarization  is 
at  the  surface  of  the  negative  metal.  When  the  fluid  in  which 
the  negative  metal  is  immersed  is  dilute  sulphuric  acid,  it  is  seen 
to  become  covered  with  bubbles  of  hydrogen  g^,  arising  from  the 
electrolytic  decomposition  of  the  fluid.  Of  course  these  bubbles, 
by  preventing  the  fluid  from  touching  the  metal,  diminish  the 
surface  of  contact  and  increase  the  resistance  of  the  circuit.  But 
besides  the  visible  bubbles  it  is  certain  that  there  is  a  thin  coating 
of  hydrogen,  probably  not  in  a  free  state,  adhering  to  the  metal, 
and  as  we  have  seen  that  this  coating  is  able  to  produce  an  elec- 
tromotive force  in  the  reverse  direction,  it  must  necessarily  diminish 
the  electromotive  force  of  the  battery. 

Various  plans  have  been  adopted  to  get  rid  of  this  coating  of 
hydrogen.  It  may  be  diminished  to  some  extent  by  mechanical 
means,  such  as  stirring  the  liquid,  or  rubbing  the  surface  of  the 
negative  plate.  In  Smee's  battery  the  negative  plates  are  vertical, 
and  covered  with  finely  divided  platinum  from  which  the  bubbles  of 
hydrogen  easily  escape,  and  in  their  ascent  produce  a  current  of 
liquid  which  helps  to  brush  oflF  other  bubbles  as  they  are  formed. 

A  far  more  efficacious  method,  however,  is  to  employ  chemical  t 
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means.  These  are  of  two  kinds.  In  the  batteries  of  Grove  and 
Bunsen  the  negative  plate  is  immersed  in  a  fl^iid  rich  in  oxygen, 
and  the  hydrogen,  instead  of  forming  a  coating  on  the  plate, 
combines  with  this  substance.  In  Grove's  battery  the  plate  is 
of  platinum  immersed  in  strong  nitric  acid.  In  Bunsen's  first 
battery  it  is  of  carbon  in  the  same  acid.  Chromic  acid  is  also  used 
for  the  same  purpose,  and  has  the  advantage  of  being  free  from  the 
acid  fumes  produced  by  the  seducticm  of  nitric  acid.. 

A  different  mode  of  getting  rid  of  the  hydrogen  is  by  using 
copper  as  the  negative  metal,  and  covering  the  surface  with  a  coat 
of  oxide.  This,  however,  rapidly  disappears  when  it  is  used  as 
the  negative  electrode.  To  renew  it  Joule  has  proposed  to  make 
the  copper  plates  in  the  form  of  disks,  half  immensed  in  the  liquid, 
and  to  rotate  them  slowly,  so  that  the  air  may  act  on  the  parts 
exposed  to  it  in  turn. 

The  other  method  is  by  using  as  the  liquid  an  electrolyte,  the 
cation  of  which  is  a  metal  highly  negative  to  zinc. 

In  Danieir&  battery  a  copper  plate  is  immersed  in.  a  saturated 
solution  of  sulphate  of  copper.  When  the  current  flows  through 
the  solution  from  the  zinc  to  the  copper  no  hydrogen  appears  on 
the  copper  plate,  but  copper  is  deposited  on  it.  When  the  solution 
is  saturated,  and  the  current  is  not  too  strong,  the  copper  appears 
to  act  as  a  true  cation,  the  anion  S  O4  travelling  towards  the  zinc. 

When  these  conditions  are  not  fulfilled  hydrogen  is  evolved  ^ 
the  cathode,  but  immediately  acts  on  the  solution,  throwing,  down 
copper,  and  uniting  with  SO^  to  form  oil  of  vitriol.  When  this 
is  the  case,  the  sulphate  of  copper  next  the  copper  plate  is  replaced 
by  oil  of  vitriol,  the  liquid  becomes  colourless,  and  polarization  by 
hydrogen  gas  again  takes  place.  The  copper  deposited  in  this  way 
is  of  a  looser  and  more  friable  structure  than  that  deposited  by  true 
electrolysis. 

To  ensure  that  the  liquid  in  contact  with  the  copper  shall  be 
saturated  with  sulphate  of  copper,  crystals  of  this  substance  must 
be  placed  in  the  liquid  close  to  the  copper^  so  that  when  the  solution 
is  made  weak  by  the  deposition  of  the  copper,  more  of  the  crystals 
may  be  dissolved. 

We  have  seen  that  it  is  necessary  that  the  liquid  next  the  copper 
should  be  saturated  with  sulphate  of  copper.  It  is  still  more 
necessary  that  the  liquid  in  which  the  zinc  is  immersed  should  be 
free  from  sulphate  of  copper.  If  any  of  this  salt  makes  its  way 
to  the  surface  of  the  zinc  it  is  reduced,  and  copper  is  deposited 
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on  the  zinc.  The  zinc^  cepper^  and  fluid  then  form  a  little  cireait 
in  which  rapid  electrolytic  action  goes  on,  and  the  zinc  is  eaten 
away  by  an  -action  which  contributes  nothing  to  the  useful  effect 
of  the  battery. 

To  prevent  this,  the  zinc  is  immersed  either  in  dilute  sulphuric 
acid  or  in  a  solution  of  sulphate  of  zinc,  and  to  prevent  the  solution 
of  sulphate  of  copper  from  mixing  with  this  liquid,  the  two  liquids 
are  separated  by  a  division  consisting  of  bladder  or  porous  earthen- 
ware, which  allows  electrolysis  to  take  place  through  it,  but 
effectually  prevents  mixture  of  the  fluids  by  visible  currents. 

In  some  batteries  sawdust  is  used  to  prevent  currents.  The 
experiments  of  Graham,  however,  shew  that  the  process  of  diffusion 
goes  on  nearly  as  rapidly  when  two  liquids  are  separated  by  a 
division  of  this  kind  as  when  they  are  in  direct  contact,  provided 
there  are  no  visible  currents,  and  it  is  probable  that  if  a  septum 
is  employed  which  diminishes  the  diffusion,  it  will  increase  in 
exactly  the  same  ratio  the  resistance  of  the  element,  because  elec- 
trolytic conduction  is  a  process  the  mathematical  laws  of  which 
have  the  same  form  as  those  of  difinsion^  and  whatever  interferes 
with  one  mnst  interfere  equally  with  the  other.  The  only  differ- 
ence is  that  diffusion  is  always  going  on,  whereas  the  current  flows 
only  when  the  battery  is  in  action. 

In  all  forms  of  Daniell's  battery  the  final  result  is  that  the 
sulphate  of  copper  finds  its  way  to  the  zinc  and  spoils  the  battery. 
To  retard  this  result  indefinitely,  Sir  W.  Thomson  *  has  constructed 
Daniell's  battery  in  the  following  form. 
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In  each  cell  the  copper  plate  is  placed  horizontally  at  the  bottom 
♦  Vrwi,  B.  5.,  Jan.  19, 1871. 
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and  a  saturated  solutioo  of  sidphate  of  zinc  is  poared  over  it.  The 
zinc  is  in  the  form  of  a  gratings  and  is  placed  horiarontally  near  the 
surface  of  the  solution.  A  glass  tube  is  placed  vertically  in  the 
solution  with  its  lower  end  just  above  the  surface  of  the  copper 
plate.  Crystals  of  sulphate  of  copper  are  dropped  down?  this  tube, 
and,  dissolving  in  the  liquid,  form  a  solution  of  greater  density 
than  that  of  sulphate  of  zinc  alone,  so  that  it  cannot  get  to  the 
zinc  except  by  diffusion.  To  retard  this  process  of  diffusion,  a 
siphon,  consisting  of  a  glass  tu)je  stuffed  with  cotton  wick,  is 
placed  with  one  extremity  midway  between  the  zinc  and  copper, 
and  the  other  in  a  vessel  outside  the  cell,  so  that  the  liquid  is 
very  slowly  drawn  off  near  the  middle  of  its  depth.  To  supply 
its  place,  water,  or  a  weak  solution  of  sulphate  of  zinc,  is  added 
above  when  required.  In  this  way  the  greater  part  of  the  sulphate 
of  copper  rising  through  the  liquid  by  diffusion  is  drawn  off  by  the 
siphon  before  it  reaches  the  zinc,  and  the  zinc  is  surrounded  by 
liquid  nearly  free  from  sulphate  of  copper^  and  having  a  very  slow 
downward  motion  in  the  cell^  which  still  further  retards  the  upward 
motion  of  the  sulphate  of  copper.  During  the  action  of  the  battery 
copper  is  deposited  on  the  copper  plate,  and  SO4  travels  slowly 
through  the  liquid  to  the  zinc  with  which  it  combines,  forming^ 
sulphate  of  zinc.  Thus  the  liquid  at  the  bottom  becomes  less  dense 
by  the  deposition  of  the  copper,  and  the  liquid  at  the  top  becomes 
more  dense  by  the  addition  of  the  zinc.  To  prevent  this  action^ 
from  changing  the  order  of  density  of  the  strata,  and  so  producing 
instability  and  visible  currents  in  the  vessel,  CBice  must  be  taken  to 
keep  the  tube  well  supplied  with  crystals  of  sulphate  of  copper, 
and  to  feed  the  cell  above  with  a  solution  of  sulphate  of  zinc  suffix 
ciently  dilute  to  be  lighter  than  any  other  stratum  of  the  liquid 
in  the  cell. 

Daniell's  battery  is  by  no  means  the  most  powerful  in  common- 
use.  The  electromotive  force  of  Grove's  cell  is  192,000,000^  of 
Danieirs  107,900,000  and  that  of  Bunsen's  188,000,000. 

The  resistance  of  Daniell's  cell  is  in  general  greater  than  that  of 
Grove's  or  Bunsen's  of  the  same  size. 

These  defects,  however,  are  more  than  counterbalanced  in  all 
cases  where  exact  measurements  are  required,  by  the  fact  that 
Daniell's  cell  exceeds  every  other  known  arrangement  in  constancy 
of  electromotive  force.  It  has  also  the  advantage  of  continuing 
in  working  order  for  a  long  time,  and  of  emitting  no  gas. 
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LINEAR  ELECTRIC   CURRENTS. 


On  Systems  of  Linear  Conductors^. 

278.]  Any  conduetor  may  be  treated  as  a  linear  conductor  if  it 
is  arranged  so  that  the  current  mast  always  pass  in  the  same  manner 
between  two  portions  of  its  surface  which  are  called  its  electrodes. 
For  instance,  a  mass  of  metal  of  any  form  the  surface  of  which  is 
entirely  covered  with  insulating  material  except  at  two  places,  at 
which  the  exposed  surface  of  the  conductor  is  in  metallic  contact 
with  electrodes  formed  of  a  perfectly  conducting  material^  may  be 
treated  as  a  linear  conductor.  For  if  the  current  be  made  to  enter 
at  one  of  these  electrodes  and  escape  at  the  other  the  lines  of  flow 
will  be  determinate,  and  the  relation  between  electromotive  force, 
current  and  resistance  will  be  expressed  by  Ohm's  Law,  for  the 
current  in  every  part  of  the  mass  will  be  a  linear  function  of  H, 
But  if  there  be  more  possible  electrodes  than  two,  the  conductor 
may  have  more  than  one  independent  current  through  it,  and  these 
may  not  be  conjugate  to  each  other.     See  Art.  282. 

OAm^s  Law. 
274.]  Let  E  be  the  electromotive  force  in  a  linear  conductor 
from  the  electrode  A^^  to  the  electrode  A^.  (See  Art.  69.)  Let 
C  be  the  strength  of  the  electric  current  along  the  conductor,  that 
Ib  to  say,  let  C  units  of  electricity  pass  across  every  section  in 
the  direction  Ai  A^  in  unit  of  time,  and  let  R  be  the  resistance  of 
the  conductor,  then  the  expression  of  Ohm's  Law  is 

E  =  GR.  (1) 

Linear  Conductors  arranged  in  Series. 
275.]  Let  A-^^  A^he  the  electrodes  of  the  first  conductor  and  let 
the  second  conductor  be  placed  with  one  of  its  electrodes  in  contact^  t 
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with  ^2>  ^  ^^^  ^^^  second  conductor  has  for  its  electrodes  A^,  A^, 
The  electrodes  of  the  third  conductor  may  be  denoted  by  A^ 
and  A^. 

Let  the  electromotive  forces  along  these  conductors  be  denoted 
by  ^12)  ^23)  ^^y  ^^^  ^  ^^  ^^^  ^^  other  conductors. 

Let  the  resistances  of  the  conductors  be 

■^12  >      -'^28>      -^Si*    ^^' 

Then,  since  the  conductors  are  arranged  in  series  so  that  the  same 
current  C  flows  through  each,  we  have  by  Ohm's  Law, 

J?12  =  C^VL^       -^23  =  ^-S23>       -^a4  =  ^-^S**  (2) 

If  E  is  the  resultant  electromotive  force,  and  R  the  resultant 
resistance  of  the  system,  we  must  have  by  Ohm's  Law, 

E^CR.  (3) 

Now        E:=E^^-\-E^-\^E^,  (4) 

the  sum  of  the  separate  electromotive  forces, 
=  C{R^+R^+R^)  by  equations  (2). 
Comparing  this  result  with  (3),  we  find 

^  =  ^-{-His  +  Ru*  (^) 

Or,  tAe  resistance  of  a  series  of  conductors  is  the  sum  of  the  resistances 
of  the  conductors  taken  separately. 

Potential  at  any  "Point  of  the  Series. 
Let  A  and  C  be  the  electrodes  of  the  series^  B  a  point  between 
them,  a,  c,  and  b  the  potentials  of  these  points  respectively.     Let 
R^  be  the  resistance  of  the  part  from  At(y  By  R^  that  of  the  part 
from  -B  to  C7,  and  R  that  of  the  whole  from  -4  to  (7,  then,  since 

a'^b=iR^C,    «— <?  =  j?2(7,     and    a-^c  ^  RC, 
the  potential  at  B  is 

^^R,a+n,e^  (6) 

which  determines  the  potential  at  B  when  the  potentials  at  A  and 
C  are  given. 

Resistance  of  a  Multifile  Conductor. 

276.]  Let  a  number  of  conductors  ABZ,  ACZ^  ADZ  be  arranged 
side  by  side  with  their  extremities  in  contact  with  the  same  two 
points  A  and  Z.  They  are  then  said  to  be  arranged  in  multiple 
arc. 

Let  the  resistances  of  these  conductors  be  2?i,  R^^  R^  respect^ 
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ively,  and  the  currents  C^,  C^^  C,,  and  let  the  resistance  of  the 
multiple  conductor  be  R^  and  the  total  current  C.  Then,  since  the 
potentials  at  A  and  Z  are  the  same  for  all  the  conductors^  they  have 
the  same  difference,  which  we  may  call  E.    We  then  have 

E:=z  C^B,  =  C^R^  =  C^R^  =  CR, 
but  CsCi  +  Cg  +  C'j, 

Or,  tie  reciprocal  of  the  resistoiice  of  a  multiple  conductor  ie  tie  sum 
of  the  reciprocals  of  the  component  conductors. 

If  we  call  the  reciprocal  of  the  resistance  of  a  conductor  the 
conductivity  of  the  conductor^  then  we  may  say  that  tie  con- 
ductivity of  a  multiple  conductor  is  the  sum  of  the  conductivities  qf 
€he  component  conduct'Ors. 

Current  in  any  Branch  of  a  Multiple  Conductor. 
From  the  equations  of  the  preceding  article,  it  appears  that  if 
C^  is  the  curi'ent  in  any  branch  of  the  multiple  conductor^  and 
jR^  the  resistance  of  that  branch, 

(7,=  (7|;  (8) 

where  C  is  the  total  current,  and  R  is  the  resistance  of  the  multiple 
conductor  as  previously  determined. 

Longitudinal  Besistance  of  Conductors  qf  Uniform  Section. 

277.]  Let  the  resistance  of  a  cube  of  a  given  material  to  a  current 
parallel  to  one  of  its  edges  be  p,  the  side  of  the  cube  being  unit  of 
length,  p  is  called  the  '  specific  resistance  of  .that  material  for  unit 
of  volume.' 

Consider  next  a  prismatic  conductor  of  the  same  material  whose 
length  is  I,  and  whose  section  is  unity.  This  is  equivalent  to  I 
cubes  arranged  in  series.  The  resistance  of  the  conductor  is  there- 
ford  I  p. 

Finally,  consider  a  conductor  of  length  I  and  uniform  section  s. 
This  is  equivalent  to  s  conductors  similar  to  the  last  arranged  in 
multiple  arc.     The  resistance  of  this  conductor  is  therefore 

s 

When  we  know  the  resistance  of  a  uniform  wire  we  can  determine^ 
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the  specific  resistance  of  the  material  of  which  it  is  made  if  we  can 
measure  its  length  and  its  section. 

The  sectional  area  of  small  wires  is  most  accurately  determined 
by  calculation  from  the  length,  weight,  and  specific  gravity  of  the 
specimen.  The  determination  of  the  specific  gravity  is  sometimes 
inconvenient,  and  in  such  cases  the  resistance  of  a  wire  of  unit 
length  and  unit  mass  is  used  as  the  '  specific  resistance  per  unit  of 
weight.' 

If  r  is  this  resistance,  I  the  lengthy  and  m  the  mass  of  a  wire,  then 

m 

On  the  Dimenmns  of  the  Qtiantities  involved  in  these  Equations. 

278.]  The  resistance  of  a  conductor  is  the  ratio  of  the  electro- 
motive force  acting  on  it  to  the  current  produced.  The  conduct- 
ivity of  the  conductor  is  the  reciprocal  of  this  quantity,  or  in 
other  words,  the  ratio  of  the  current  to  the  electromotive  force 
producing  it. 

Now  we  know  that  in  the  electrostatic  system  of  measurement 
the  ratio  of  a  quantity  of  electricity  to  the  potential  of  the  con- 
ductor on  which  it  is  spread  is  the  capacity  of  the  conductor,  and 
is  measured  by  a  line.  If  the  conductor  is  a  sphere  placed  in  an 
unlimited  fi^ld,  this  line  i&  the  radius  of  the  sphere.  The  ratio 
of  a  quantity  of  electricity  to  an  electromotive  force  is  therefore  a 
line,  but  the  ratio  of  a  quantity  of  electricity  to  a  current  is  the 
time  during  which  the  current  flows  to  transmit  that  quantity. 
Hence  the  ratio  of  a  current  to  an  electromotive  force  is  that  of  a 
line  to  a  time,  or  in  other  words^  it  is  a  velocity. 

The  fact  that  the  conductivity  of  a  conductor  is  expressed  in  the 
electrostatic  system  of  measurement  by  a  velocity  may  be  verified 
by  supposing  a  sphere  of  radius  r  charged  to  potential  F",  and  then 
connected  with  the  earth  by  the  given  conductor.  Let  the  .sphere 
contract,  so  that  as  the  electricity  escapes  through  the  conductor 
the  potential  of  the  sphere  is  always  kept  equal  to  F.  Then  the 
charge  on  the  sphere  is  r  F  at  any  instant,  and  the  current  is 

■jj  {rV)y  but,  since  F  is  constant,  the  current  is  ^r  ^>  and  the 

electromotive  force  through  the  conductor  is  F. 

The  conductivity  of  the  conductor  is  the  ratio  of  the  current  to 

the  electromotive  force,  or  -jr- ,  that  is,  the  velocity  with  which  the 

radius  of  the  sphere  must  diminish  in  order  to  maintain  the  potential 
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constant  when  the  charge  is  allowed  to  pass  to  ea^h  through  the 
conductor. 

In  the  electrostatic  system,  therefore,  the  conductivity  of  a  con- 
ductor is  a  velocity,  and  of  the  dimensions  [J&y""*]. 

The  resistance  of  the  conductor  is  therefore  of  the  dimensions 

The  specific  resistance  per  unit  of  volume  is  of  the  dimension  of 
[7],  and  the  specific  conductivity  per  unit  of  volume  is  of  the 
dimension  of  [2^^]. 

The  numerical  magnitude  of  these  coefficients  depends  only  on 
the  unit  of  time,  which  is  the  same  in  different  countries. 

The  specific  resistance  per  unit  of  weight  is  of  the  dimensions 

279.]  We  shall  afterwards  find  that  in  the  electromagnetic 
system  of  measurement  the  resistance  of  a  conductor  is  expressed 
by  a  velocity,  so  that  in  this  system  the  dimensions  of  the  resist- 
ance of  a  conductor  are  [Zr-^]. 

The  conductivity  of  the  conductor  is  of  course  the  reciprocal  of 
this. 

The  specific  resistance  per  unit  of  volume  in  this  system  is  of  the 
dimensions  [Z^I'"^],  and  the  specific  resistance  per  unit  of  weight 
is  of  the  dimensions  [i"^T~W]. 

On  Linear  Systems  of  Conductors  in  general. 

280.]  The  most  general  case  of  a  linear  system  is  that  of  n 
points,  -4|,  ^2>"*-^n>  connected  together  in  pairs  by  J»(«— 1) 
linear  conductors.  Let  the  conductivity  (or  reciprocal  of  the  re- 
sistance) of  that  conductor  which  connects  any  pair  of  points,  say 
A^  and  A^y  be  called  Z^^,  and  let  the  current  from  A^  to  A^  be  C^^. 
Let  i^  and  i^  be  the  electric  potentials  at  the  points  A^  and  A^ 
respectively,  and  let  the  internal  electromotive  force,  if  there  be 
any,  along  the  conductor  from  -4^  to  J^  be  E^^. 

The  current  from  A^  to  A^  is,  by  Ohm*s  Law, 

Among  these  quantities  we  have  the  following  sets  of  relations : 

The  conductivity  of  a  conductor  is  the  same  in  either  direction, 
or  if„  =  ^„.  (2) 

The  electromotive  force  and  the  current  are  directed  quantities, 
so  that  E^^^E^,    and     C^^^-C^.  (3) 

Let  P^^P^y...P^he  the  potentials  at  A^,  A^, ,,.  A^  respectively, 
and  let  Qi,  Q2>  •••  Qn  ^^  ^^^  quantities  of  electricity  which  enter      t 
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the  system  in  unit  of  time  at  each  of  these  points  respectively. 
These  are  necessarily  subject  to  the  condition  of  *  continuity ' 

Gi+«2-..  +  Q»  =  o,  (4) 

since  electricity  can  neither  be  indefinitely  accumulated  nor  pro* 
duced  within  the  system. 

The  condition  of  *  continuity '  at  any  point  A^  is 

Qp  =  c,i+c^2+&c.+ap,.  (5) 

Substituting  the  values  of  the  currents  in  terms  of  equation 
(1),  this  becomes 

+(z,,j',,+&c.+jr,,^,.).   (6) 

The  symbol  K^^  does  not  occur  in  this  equation.  Let  us  therefore 
give  it  the  value 

that  is,  let  K^  be  a  quantity  equal  and  opposite  to  the  sum  of 
all  the  conductivities  of  the  conductors  which  meet  in  A^.  We 
may  then  write  the  condition  of  continuity  for  the  point  A^^ 

jr,,p,+z,2J2+&c.+r^,p,+&c.+x,,p, 

=  jr,i^,i+&c.+i;,2?^-<2p.  (8) 

By  substituting  1,  2,  &c.  n  for  j9  in  this  equation  we  shall  obtain 
n  equations  of  the  same  kind  from  which  to  determine  the  n 
potentials  ij,  ij*  ^^-j  -^• 

Since,  however,  if  we  add  the  system  of  equations  (8)  the  result 
is  identically  zero  by  (3),  (4)  and  (7),  there  will  be  only  «— 1  in- 
dependent equations.  These  will  be  sufficient  to  determine  the 
differences  of  the  potentials  of  the  points,  but  not  to  determine  the 
absolute  potential  of  any.  This,  however,  is  not  required  to  calcu- 
late the  currents  in  the  system. 

If  we  denote  by  D  the  determinant 

-^aj         ^22*      ^2(ii-i)>  (9) 

^(n-l)l  >    ^(«-l)2  ♦ ^(n-l)(n-i)  5 

and  by  J?p^,  the  minor  of  JT^^,  we  find  for  the  value  of  ^— ij;, 
(P,-P.)2)  =  (jria^i2  +  &c.-(2i)i>pi  +  (Jf2i^2i  +  &c.-Q,)i)^  +  &c. 
H-(Z,iJ?,i  +  &c.  +  Z^,,^^-.(2JDp,+  &c.  (10) 
In  the  same  way  the  excess  of  the  potential  of  any  other  pointy 
say  J^,  over  that  of  A^  may  be  determined.  We  may  then  de- 
termine the  current  between  A^  and  A^  from  equation  (l),  and  so 
solve  the  problem  completely. 
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281.]  We  shall  now  demonstrate  a  reciprocal  property  of  any 
two  conductors  of  the  system^  answering  to  the  reciprocal  property 
we  have  already  demonstrated  for  statical  electricity  in  Art.  88. 

The  coefficient  of  Q^  in  the  expression  for  Pp  is  -^ .    That  of  Qp 

in  the  expression  for  ij  is  -^  • 

Now  J)^  differs  from  D^p  only  by  the  substitution  of  the  symbols 
such  as  K^p  for  K^^.  But,  by  equation  (2),  these  two  symbols  are 
equal,  since  the  conductivity  of  a  conduetor  is  the  same  both  ways. 
Pence  Dpg^Dgp.  (11) 

It  follows  from  this  that  the  part  of  the  potential  at  Ap  arising 
from  the  introduction  of  a  unit  current  at  Aq  is  equal  to  the  part  of 
the  potential  at  Ag  arising  from  the  introduction  of  a  unit  current 
at  Ap. 

We  may  deduce  from  this  a  proposition  of  a  more  practical  form. 

Let  A,  B,  C,  I)  be  any  four  points  of  the  system,  and  let  the 
effect  of  a  current  Q,  made  to  enter  the  system  at  A  and  leave  it 
at  -B,  be  to  make  the  potential  at  C  exceed  that  at  D  by  P.  Then, 
if  an  equal  current  Q  be  made  to  enter  the  system  at  C  and  leave 
it  at  D,  the  potential  at  A  will  exceed  that  at  B  by  the  same 
quantity  P. 

If  an  electromotive  force  H  be  introduced,  acting  in  the  conductor 
from  Ato  B,  and  if  this  causes  a  current  C  from  Xto  T,  then  the 
same  electromotive  force  E  introduced  into  the  conductor  from  X  to 
r  will  cause  an  equal  current  G  from  A  to^  B. 

The  electromotive  force  JE  may  be  that  of  a  voltaic  battery  intro- 
duced between  the  points  named,  care  being  taken  that  the  resist- 
ance  of  the  conductor  is  the  same  before  and  after  the  introduction 
of  the  battery. 

282  fl.]  If  an  electromotive  force  Bp^  act  along  the  conductor 
Ap  A  ,  the  current  produced  along  another  conductor  of  the  system 
A^  A,  is  easily  found  to  be 

There  will  be  no  current  if 

Ap+Aa-^r.-Ap=^-  (12) 

But,  by  (11),  the  same  equation  holds  if,  when  the  electromotive 
force  acts  along  A^A,,  there  is  no  current  in  ApA^.  On  account 
of  this  reciprocal  relation  the  two  conductors  referred  to  are  said  to 
be  conjugate. 

The  theory  of  conjugate  conductors  has  been  investigatod  by 
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Kirchhoff,  who  has  stated  the  conditions  of  a  linear  system  in  the 
following  manner,  in  which  the  consideration  of  the  potential  is 
avoided. 

(1)  (Condition  of  *  continuity.')  At  any  point  of  the  system  the 
sum  of  all  the  currents  which  flow  towards  that  point  is  zero. 

(2)  In  any  complete  circuit  formed  by  the  conductors  the  sum 
of  the  electromotive  forces  taken  round  the  circuit  is  equal  to  the 
sum  of  the  products  of  the  current  in  each  conductor  multiplied  by 
the  resistance  of  that  conductor. 

We  obtain  this  result  by  adding  equations  of  the  form  (1)  for  the 
complete  circuit,  when  the  potentials  necessarily  disappear. 

^282  d.]  If  the  oonducting  wires  form  a  simple  network  and  if 
we  suppose  that  a  current  circulates  round  each  mesh,  then  the 
actual  current  in  the  wire  which  forms  a  thread  of  each  of  two 
neighbouring  meshes  will  be  the  difference  between  the  two 
currents  circulating  in  the  two  meshes,  the  currents  being  reckoned 
positive  when  they  circulate  in  a  direction  opposite  to  the  motion 
of  the  hands  of  a  watch.  It  is  easy  to  establish  in  this  case  the 
following  proposition : — Let  x  be  the  current,  E  the  electromotive 
force^  and  B  the  total  resistance  in  any  mesh  ;  let  also  y,  ^^ ...  be 
currents  circulating  in  neighbouring  meshes  which  have  threads 
in  common  with  that  in  .which  x  circulates,  the  resistances  of  those 
parts  beings,  ^>  ••. ;  then 

iZa?— ^— ^ir-ftc.  =  E. 
To  illustrate  ihe  use  of  this  rule  we  will  take  ihe  arrangement 
known  as  Wheatstone's  Bridge,  adopting  the  figure  and  notation  of 
Art.  347.  We  have  then  the  three  following  equations  repre- 
senting the  application  of  the  rule  in  the  <5ase  of  the  three  circuits 
OJSC,  OCA^  OAB  in  which  the  currents  a?,  y,  z  respectively  circulate, 
^^^-        (flJ+/3  +  y)aj  — yy  -pzz=:E, 

— y  x  +  {i  +  y-{-a)y  — a^r  =  0, 

— )3  X  — ay-f  (tf +  a  +  /3);2:  =  0. 

From  thelse  equations  we  may  now  determine  the  value  of  x-^y 
the  galvanometer  current  in  the  branch  OA,  but  the  reader  is 
referred  to  Art.  347  et  seq.  where  this  and  other  questions  connected 
with  Wheatstone^s  Bridge  are  discussed. 

Heat  Generated  in  the  System. 
283.]  The  mechanical  equivalent  of  the  quantity  of  heat  generated 

*  [Extracted  from  notes  of  Professor  Maxwell's  lectures  by  Mr.  J.  A.  Fleming,  B.A., 
St.  John*B  College.] 
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in  a  conductor  whose  resistance  is  ii!  by  a  current  C  in  unit  of  time 
is,  by  Art.  242,  jff  =  ^2^72.  (I3) 

We  have  therefore  to  deteimine  the  sum  of  such  quantities  as 
RC^  for  all  the  conductors  of  the  system. 

For  the  conductor  from  Ap  to  A^  the  conductivity  is  JCp,,  and  the 
resistance  R^^,  where  Z^ .  i?,^  =  1.  (1 4) 

The  currenit  in  this  conductor  is,  according  to  Ohm's  Law, 

c,,  =  s:^{P,-p,)-  (15) 

We  shall  suppose,  however,  that  the  value  of  the  current  is  not 
that  given  by  Ohm's  Law,  but  Z^,^,  where 

X^^Cp,+  T,,.  (16) 

To  determine  the  heat  generated  in  the  system  we  have  to  find 
the  sum  of  all  the  quantities  of  the  form 

R    X* 
or        JH  =  ^{B„C^J^+2rIIc^T^+R^T^^},  (17) 

Giving  Cp^  its  value,  and  remembering  the  relation  between  K^^ 
and  Rp^,  this  becomes 

2[(p,-p.)(c,,+2rj+i2„r%j.  (18) 

Now  since  both  C  and  X  must  satisfy  the  condition  of  continuity 

at  Ap,  we  have      Q^  =  C,i+  Cp2+&c.  +  (7^,  (19) 

(2p  =  X^  +  X^+&c.  +  X^,  (20) 

therefore  0  =  Jpi  +  rp2+&c.+  r^.  (21) 

Adding  together  therefore  all  the  terms  of  (18),  we  find 

2(22«^%.)=SP,(2,  +  SiZ,,r»„.  (22) 

Now  since  R  is  always  positive  and  Y^  is  essentially  positive,  the 
last  term  of  this  equation  must  be  essentially  positive.  Hence  the 
first  term  is  a  minimum  when  J  is  zero  in  every  conductor^  that  is, 
when  the  current  in  every  conductor  is  that  g^ven  by  Ohm's  Law. 

Hence  the  following  theorem  : 

284.]  In  any  system  of  conductors  in  which  there  are  no  internal 
electromotive  forces  the  heat  generated  by  currents  distributed  in 
accordance  with  Ohm's  Law  is  less  than  if  the  currents  had  been 
distributed  in  any  other  manner  consistent  with  the  actual  con- 
ditions of  supply  and  outflow  of  the  current. 

The  heat  actually  generated  when  Ohm's  Law  is  fulfilled  is 
mechanically  equivalent  to  ^PpQ^y  that  is,  to  the  sum  of  the 
products  of  the  quantities  of  electricity  supplied  at  the  diflerent 
external  electrodes,  each  multiplied  by  the  potential  at  which  it  is 
supplied. 
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Notation  rfEhctrie  Currents. 

285.]  At  any  point  let  an  element  of  area  d8  be  taken  normal 
to  the  axis  of  x,  and  let  Q  units  of  eleetricity  pass  across  this  area 
from  the  negative  to  the  positive  side  in  unit  of  time^  then^  if 

-^becomes  ultimately  equal  to  u  when  dS  is  indefinitely  diminished, 

u  is  said  to  be  the  Component  of  the  electric  current  in  the  diiection 
of  X  at  the  given  point. 

In  the  same  way  we  may  determine  v  and  «;,  the  components  of 
the  current  in  the  directions  of  y  and  z  respectively. 

286.]  To  determine  the  component  of  the  current  in  any  other 
direction  OR  through  the  given  point  0,  let  I,  m,  n  be  the  direction- 
cosines  of  OR ;  then  if  we  cut  off  from  the  axes  of  a,  y,  z  portions 

equal  to  r    r  ^   it 

^  -fi—t   and   - 

Cm  n 

respectively  at  A,  B  and  C,  the  triangle  ABC 

will  be  normal  to  OR, 

The  area  of  this  triangle  ABC  will  be 

"~     Imn* 

Fig.  28.  &nd  by  diminishing  r  this  area  may  be  diminished 

without  limit. 
The  quantity  of  electricity  which  leaves  the  tetrahedron  ABCO 
by  the  triangle  ABC  must  be  equal  to  that  which  enters  it  through 
the  three  triangles  OBC,  OCA,  and  OAB. 

The  area  of  the  triangle  OBC  is  i  — ,  and  the  component  of 
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the  carreDt  normal  to  its  plane  is  u,  so  that  the  quantity  which 

u 
enters  through  this  triangle  is  J  r*  —  • 

The  quantities  which  enter  through  the  triangles  OCA  and  OAB 

respectively  are  «;  i^ 

Jr«-y,     and     Ir^y 
nl  Im 

If  y  is  the  component  of  the  velocity  in  the  direction  OR,  then 

the  quantity  which  leaves  the  tetrahedron  through  ABC  is 

Imn 
Since  this  is  equal  to  the  quantity  which  enters  through  the  three 
other  triangles, 


^  Imn  "*     li«»  ^  nl^  Imy 


multiplying  by  — ^^ ,  we  get 

y  =  lu-^mv-^-nw.  (1) 

If  we  put  u^^v^  +  ta^  =  r\ 

and  make  F^  ia\  ni  such  that 

if  =  ^T,        V  =  i«'r,     and    w  =  iiT ; 
then  y  =  r(;^ +«*«*'+#!«').  (2) 

Hence^  if  we  define  the  resultant  current  as  a  vector  whose 
magnitude  is  F,  and  whose  direction-cosines  are  fy  m\  n\  and  if 
y  denotes  the  current  resolved  in  a  direction  making  an  angle  0 
with  that  of  the  resultant  current,  then 

y  =  r  cos  ^  ;  (3) 

shewing  that  the  law  of  resolution  of  currents  is  the  same  as  that 
of  velocities,  forces^  and  all  other  vectors. 

287.]  To  determine  the  condition  that  a  given  surface  may  be  a 
surface  of  flow,  let 

F{x,y,z)^\  (4) 

be  the  equation  of  a  family  of  surfaces  any  one  of  which  is  given  by 
making  X  constant ;  then,  if  we  make 

dK 

dx 

the  direction-cosines  of  the  normal,  reckoned  in  the  direction  in 
which  X  increases,  are 


*     dk 


'     dk 
^  dM 


i.'  (5) 


l  =  N^,         «,  =  i\r^,  n  =  N^.  (6) 

ax  ay  az  r^  \ 
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Hence,  if  y  is  the  component  of  the  current  normal  to  the  sur&ce, 
d\        d\        dk )  ,_v 

(7) 


„r    rfX        dk        dk) 


If  y  =  0  there  will  be  no  current  through  the  surface,  and  the 
surface  may  be  called  a  Surfiace  of  Flow,  because  the  lines  of  motion 
are  in  the  sur&ce. 

288.]  The  equation  of  a  surface  of  flow  is  therefore 


d\       d\        dk      ^ 

dy         -'" 


'dx  '  "  dy  ~^'^  dz      "'         ^  ^  ' 

If  this  equation  is  true  for  all  values  of  k,  all  the  surfaces  of  the 
&mily  will  be  srarfaces  of  flow. 

289.]  Let  there  be  another  family  of  surfaces,  whose  parameter 
is  k\  then,  if  these  are  also  surfaces  of  flow,  we  shall  have 


dx  dy  dz   "^    ' 


(9) 


If  there  is  a  third  family  of  surfaces  of  flow,  whose  parameter 
is  X",  then 

(10) 


u—     v^     w—  =  0 
dx  dy '  dz  "" 


If  we  eliminate  between  these  three  equations,  »,  t?,  and  to  dis- 
appear together,  and  we  find 

dk         dk  dk 

dx   ^     dy  dz 

dk'        dk'  dk'  ^  .  ,, 

^'     W"     dT     =^^  ^''^ 

dk"       dk"  dk'* 

dx         dy  dz 

or         X"=<^<X,X');  (12) 

that  is,  X^^  is  some  function  of  X  and  X'. 

290.]  Now  consider  the  four  surfaces  whose  parameters  are  X, 
X  +  dX,  X'',  and  k'^-hk'.  These  four  surfaces  enclose  a  quadrilateral 
tube,  which  we  may  call  the  tube  fiX.JX'.  Since  this  tube  is 
bounded  by  surfaces  across  which  there  is  no  flow^  we  may  call 
it  a  Tube  of  Flow.  If  we  take  any  two  sections  across  the  tube, 
the  quantity  which  enters  the  tube  at  one  section  must  be  equal 
to  the  quantity  which  leaves  it  at  the  other,  and  since  this  quantity 
is  therefore  the  same  for  every  section  of  the  tube,  let  us  call  it 
Lhk .  hk'  where  i  is  a  function  of  X  and  X',  the  parameters  which 
determine  the  particular  tube.  ^  , 
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291.]  1{  hS  denotes  the  section  of  a  tube  of  flow  by  a  plane 
normal  to  x,  we  have  by  the  theory  of  the  change  of  the  inde- 
pendent variables, 

»*-»*'=»^(fS-'-'2?*f)'  (") 

and  by  the  definition  of  the  components  of  the  current 

ubS  =  Lbk.b\\  (14) 

„  J  /d\  dK        dK  rfX'\ 

~      ^dy  dz        dz  dy  ^ 

c,.    .,    1  T  /^^  d\       d\  d\  \ 

Similarly       t;  =  2/  ( 3—  := ^—  t—  )  > 

•^  ^dz  dx       dx  dz  ^ 

^dx  dy  dy  dx  ^ 
292.]  It  is  always  possible  when  one  of  the  functions  X  or  >!  is 
known,  to  determine  the  other  so  that  L  may  be  equal  to  unity. 
For  instance^  let  us  take  the  plane  of  yz^  and  draw  upon  it  a  series 
of  equidistant  lines  parallel  to  jr,  to  represent  the  sections  of  the 
family  X^  by  this  plane.  In  other  words,  let  the  function  X^  be 
determined  by  the  condition  that  when  a?  =  0  X'=  2^.  If  we  then 
make  Z  =  1,  and  therefore  (when  a;  =  0) 


-  /a\  a  A        a  A  aA\ 
10  =  L  (-^^ ^--T— J. 


(15) 


= J  tidy; 


then  in  the  plane  (x  =  0)  the  amount  of  electricity  which  passes 
through  any  portion  will  be 

jjudydz  =ffdk  dk\  (16) 

Having  determined  the  nature  of  the  sections  of  the  surfaces  of 
flow  by  the  plane  of  yz^  the  form  of  the  surfaces  elsewhere  is 
determined  by  the  conditions  (8)  and  (9).  The  two  functions  X 
and  X'  thus  determined  are  suflScient  to  determine  the  current  at 
every  point  by  equations  (15),  unity  being  substituted  for  L. 

On  Lines  (f  Flow. 
298.]  Let  a  series  of  values  of  X  and  of  X'  be  chosen,  the  suc- 
cessive diflPerences  in  each  series  being  unity.  The  two  series  of 
surfaces  defined  by  these  values  will  divide  space  into  a  system 
of  quadrilateral  tubes  through  each  of  which  there  will  be  a  unit 
current.  By  assuming  the  unit  sufficiently  small,  the  details  of 
the  current  may  be  expressed  by  these  tubes  with  any  desired 
amount  of  minuteness.    Then  if  any  surface  be  drawn  cutting  the  , 

uigiiizea  oy  '^^jv^vJQ  IC 


380  CONDUCTION   IN   THREE   DIMENSIONS.  [294. 

system  of  tubes,  the  quantity  of  the  current  which  passes  through 
this  surface  will  be  expressed  by  the  number  of  tubes  which  cut  it, 
since  each  tube  carries  unity  of  current. 

The  actual  intersections  of  the  surfaces  may  be  called  Lines  of 
Flow.  When  the  unit  is  taken  sufficiently  small,  the  number  of 
lines  of  flow  which  cut  a  snrfaee  is  approximately  equal  to  the 
number  of  tubes  of  flow  which  cut  it,  so  that  we  may  consider 
the  lines  of  flow  as  expressing  not  only  the  direction  of  the  current 
but  its  strength,  since  each  line  of  flow  through  a  given  section 
corresponds  to  a  unit  current. 

On  Current-Sheets  and  Current-Functions. 

294.]  A  stratum  of  a  conductor  contained  between  two  con- 
secutive surfaces  of  flow  of  one  system,  say  that  of  K\  is  called 
a  Current-Sheet.  The  tubes  of  flow  within  this  sheet  are  deter- 
mined by  the  function  \»  If  X^  and  \p  denote  the  values  of  K  at 
the  points  A  and  P  respectively^  then  the  current  from  right  to 
left  across  any  b'ne  drawn  on  the  sheet  from  A  to  P  in  Ap^X^. 
If  AP  be  an  element,  ds,  of  a  curve  drawn  on  the  sheet,  the  current 
which  crosses  this  element  from  right  to  left  is 

d\^ 

This  function  X,  from  which  the  distributioB  of  the  current  in 
the  sheet  can  be  completely  determined,  is  called  the  Current- 
Function. 

Any  thin  sheet  of  metal  or  conducting  matter  bounded  on  both 
sides  by  air  or  some  other  non-conducting  medium  may  be  treated 
as  a  current-sheet,  in  which  the  distribution  of  the  current  may 
be  expressed  by  means  of  a  current-function.     See  Art.  647. 

Equation  of  *  Continuity.* 

295.]  If  we  difierentiate  the  three  equations  (15)  with  respect  to 
j9,  y,  z  respectively,  remembering  that  X  is  a  function  of  X  and  \\ 
we  find  du      dv      dw      ^  „^, 

The  corresponding  equation  in  Hydrodynamics  is  called  the 
Equation  of  '  Continuity.'  The  continuity  which  it  expresses  is 
the  continuity  of  existence,  that  is^  the  fact  that  a  material  sub- 
stance cannot  leave  one  part  of  space  and  arrive  at  another,  without 
going  through  the  space  between.     It  cannot  simply  vanish  in  the 
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one  place  and  appear  in  the  other,  but  it  must  travel  along^  a  con« 
tinuous  path,  so  that  if  a  closed  surface  be  drawn,  including  the 
one  place  and  excluding  the  other,  a  material  substance  in  passing 
from  the  one  place  to  the  other  must  go  through  the  closed  surface. 
'  The  most  general  form  of  the  equation  in  hydrodynamics  is 
d{pu)       d(pv)      d(pio)      dp_ 

where  p  signifies  the  ratio  of  the  quantity  of  the  substance  to  the 
YolumCk  it  occupies,  that  volume  being  in  this  case  the  differential 
*     element  of  volume,  and  (pw),  {pv\  and  (pw)  signify  the  ratio  of  the 
quantity  of  the  substance  which  crosses  an  element  of  area  in  unit 
of  time  to  that  area,  these  areas  being  normal  to  the  axes  of  x^  y,  and 
z  respectively.     Thus  understood,  the  equation  is  applicable  to  any 
E     material  substance,  solid  or  fluid,  whether  the  motion  be  continuous 
1     or  discontinuous,  provided  the  existence  of  the  parts  of  that  sub- 
stance IB  continuous.     If  anything,  though  not  a  substance,  is 
\     subject  to  the  condition  of  continuous  existence  in  time  and  space, 
t     the  equation  will  express  this  condition.    In  other  parts  of  Physical 
Science,  as,  for  instance,  in  the  theory  of  electric  and  magnetic 
I     quantities,  equations  of  a  similar  form  occur.     We  shall  call  such 
equations  '  equations  of  continuity '  to  indicate  their  form,  though 
we  may  not  attribute  to  these  quantities  the  properties  of  matter, 
or  even  continuous  existence  in  time  and  space. 

The  equation  (17),  which  we  have  arrived  at  in  the  case  of 
electric  currents,  is  identical  with  (18)  if  we  make  p  =  1,  that  is, 
if  we  suppose  the  substance  homogeneous  and  incompressible.    The 
equation,  in  the  case  of  fluids,  may  also  be  established  by  either 
^      of  the  modes  of  proof  given  in  treatises  on  Hydrodjmamics.     In 
'      one  of  these  we  trace  the  course  and  the  deformation  of  a  certain 
'      element  of  the  fluid  as  it  moves  along.     In  the  other,  we  fix  our 
attention  on  an  element  of  space,  and  take  account  of  all  that 
enters  or  leaves  it.    The  former  of  these  methods  cannot  be  applied 
to  electric  currents,  as  we  do  not  know  the  velocity  with  which  the 
i       electricity  passes  through  the  body,  or  even  whether  it  moves  in 
I       the  positive  or  the  negative  direction  of  the  current.     All  that  we 
know  is  the  algebraical  value  of  the  quantity  which  crosses  unit 
of  area  in  unit  of  time,  a  quantity  corresponding  to  (p»)  in  the 
equation  (18).     We  have  no  means  of  ascertaining  the  value  of 
either  of  the  factors  p  or  u^  and  therefore  we  cannot  follow  a  par- 
ticular portion  of  electricity  in  its  course  through  the  body.    The 
other  method  of  investigation,  in  which  we  consider  what  passes 
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througb  the  walls  of  an  element  of  yolume^  is  applicable  to  electric 
currents,  and  is  perhaps  preferable  in  point  of  form  to  that  which 
we  have  given^  but  as  it  may  be  found  in  any  treatise  on  Hydro- 
dynamics we  need  not  repeat  it  here. 

Quantity  of  Electricity  which  passes  through  a  given  Sufface. 

296.]  Let  r  be  the  resultant  current  at  any  point  of  the  surface. 

Let  dS  be  an  element  of  the  surface,  and  let  c  be  the  angle  between 

r  and  the  normal  to  the  sur&ce^  then  the  total  current  through 

the  surface  will  be  r  r 

J  jTcoB^dS^ 

the  integration  being  extended  over  the  surface. 

As  in  Art.  21,  we  may  transform  this  int^ral  into  the  form 

in  the  case  of  any  closed  surface^  the  limits  of  the  triple  integration 
being  those  included  by  the  surface.  This  is  the  expression  for 
the  total  efflux  from  the  closed  surface.  Since  in  all  cases  of  steady 
currents  this  must  be  zero  whatever  the  limits  of  the  integration, 
the  quantity  under  the  integral  sign  must  vanish,  and  we  obtain 
in  this  way  the  equation  of  continuity  (17). 
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On  tie  most  General  Relations  between  Current  and  Electro^ 
motive  Force. 

297.J  Lbt  the  components  of  the  current  at  any  point  be  Uy  v,  w. 
Let  the  components  of  the  electromotive  force  be  Z,  Y^  Z, 
The  electromotive  force  at  any  point  is  the  resultant  force  on 
a  unit  of  positive  electricity  placed  at  that  point.    It  may  arise 
(1)  from  electrostatic  action,  in  which  case  if  F  is  the  potential, 

x=-— ,    r=-— ,   ^=-.— •  ri) 

dx*  dy^  dz  '  ^  ^ 

or  (2)  from  electromagnetic  induction,  the  laws  of  which  we  shall 
afterwards  examine  >  or  (3)  from  thermoelectric  or  electrochemical 
action  at  the  point  itself,  tending  to  produce  a  current  in  a  given 
direction. 

We  shall  in  general  suppose  that  X,  T,  Z  represent  the  com- 
ponents of  the  actuid  electromotive  force  at  the  pointy  whatever 
be  the  origin  of  the  force^  but  we  shall  occasionally  examine  the 
result  of  supposing  it  entirely  due  to  variation  of  potential. 

By  Ohm's  Law  the  current  is  proportional  to  the  electromotive 
force.  Hence  X,  Y^  Z  must  be  linear  functions  of  Uy  v,  w.  We 
may  therefore  assume  as  the  equations  of  Resistance, 

Y^P^u^-R^v^-q^wA  (2) 

Z^Q^u+P^v-\-R^w.) 
We  may  call  the  coelBScients  R  the  coefficients  of  longitudinal 
resistance  in  the  directions  of  the  axes  of  coordinates. 

The  coefficients  P  and  Q  may  be  called  the  coefficients  of  trans- 
verse resistance.  They  indicate  the  electromotive  force  in  one 
direction  required  to  produce  a  current  in  a  different  direction.      ^  t 
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If  we  were  at  liberty  to  assume  that  a  solid  body  may  be  treated 
as  a  system  of  linear  conductors,  then,  from  the  reciprocal  property 
(Art.  281)  of  any  two  conductors  of  a  linear  system,  we  might  shew 
that  the  electromotive  force  along  ;;  required  to  produce  a  unit 
current  parallel  to  y  must  be  equal  to  the  electromotive  force  along 
y  required  to  produce  a  unit  current  parallel  to  z.  This  would 
shew  that  Pj  =  Q^,  and  similarly  we  should  find  Pg  =  Q,^^  and 
P3  =  Q3.  When  these  conditions  are  satisfied  the  system  of  co- 
efficients is  said  to  be  Symmetrical.  When  they  are  not  satisfied  it 
is  called  a  Skew  system. 

We  have  great  reason  to  believe  that  in  every  actual  case  the 
system  is  symmetrical,  but  we  shall  examine  some  of  the  con- 
sequences of  admitting  the  possibility  of  a  skew  system. 

298.]  The  quantities  ^,  t?,  w  may  be  expressed  as  linear  functions 
of  X,  Z,  ^  by  a  system  of  equations^  which  we  may  call  Equations 
of  Conductivity, 

v^q^X^-T^T^-j^Z,   \  (3) 

we  may  call  the  coefficients  r  the  coefficients  of  Longitudinal  con- 
ductivity, and  /7  and  q  those  of  Transverse  conductivity. 

The  coefficients  of  resistance  are  inverse  to  those  of  conductivity. 
This  relation  may  be  defined  as  follows  : 

Let  [PQi2]  be  the  determinant  of  the  coefficients  of  resistance, 
and  \pqf\  that  of  the  coefficients  of  conductivity,  then 

[PQ5]  [i^]  =  1,  (6) 

[PQJ?]  A  =  (Pg  P3-  Q,  R^,      \jqr-\  P,  =  {^Pz-ix  '"i).      (?) 
&c.  &c. 

The  other  equations  may  be  formed  by  altering  the  symbols 
^i  Q»  ^yPi  ii  ^y  Aiid  the  suffixes  1,  2,  3  in  cyclical  order. 

Bate  of  Generation  of  Seat. 
299.]  To  find  the  work  done  by  the  current  in  unit  of  time 
in  overcoming  resistance,  and  so  generating  heat,  we  multiply  the 
components  of  the  current  by  the  corresponding  components  of  the 
electromotive  force.  We  thus  obtain  the  following  expressions  for 
W^  the  quantity  of  work  expended  in  unit  of  time  : 
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jr=Xu+Tv-\-Zio;  (8) 

=RiU^-^Ry+Ii^to^-\-{P^+Q,)vw-\-{P^+Q^wu+(P^+Q^)uv;  (9) 
=^r,X^'\-r^r^  +  r^Z^-^{pi  +  qi)rZ^{p^  +  q^)ZX-\-{p^^q,)Xr.  (10) 

B7  a  proper  choice  of  axes,  either  of  the  two  latter  equations  may 
be  deprived  of  the  terms  involving  the  products  of  u,  v,  w  or  of 
Jf,  r,  Z.  The  system  of  axes,  however,  which  reduces  W  to  the  form 

is  not  in  general  the  same  as  that  which  reduces  it  to  the  form 
r^X^^f^Y^-^-r^Z^. 

It  is  only  when  the  coeflScients  Pi,  P^*  ^3  *re  equal  respectively 
to  Qi,  Q2,  Qs  that  the  two  systems  of  axes  coincide. 
If  with  Thomson  *  we  write 

and  p=ss+t,  q 

then  we  have 

[PQli]  =  B,R,R,  +  2S,8,S,-8,^B,-S,''B,-8,'B,  . 

aad  [PQR]  r^  =  B,  B,-S,'  +  T,',         % 

[PQB]s^  =  T^T^+S^8^-B,S„     \  (13) 

[PQR]  t^=-B^TJ  +  8tT^+8^ T^. ) 

If  therefore  we  cause  8i,  8^,  8^  to  disappear,  »i  will  not  also  dis- 
appear unless  the  coefficients  T  are  zero. 

Condition  of  StaiUity. 

300.]  Since  the  equilibrium  of  electricity  is  stable,  the  work 
spent  in  maintaining  the  current  must  always  be  positive.  The 
conditions  that  W  may  be  positive  are  that  the  three  coefficients 
B^,  B^,  B^,  and  the  three  expressions 

4B,B,-{P,+  Q,r,\  (14) 

4B,B,-{P,+  Q,Y,) 
must  all  be  positive. 

There  are  similar  conditions  for  the  coefficients  of  conductivity. 


*  Tratu.  R.  S.  Edin.,  1853-4,  p.  165. 
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Equation  (f  Continuity  in  a  Homogeneous  Medium. 

301.]  If  we  express  the  components  of  the  electromotive  force 
as  the  derivatives  of  the  potential  V^  the  equation  of  continuity 

du      dv      dfo      ^  .. 

becomes  in  a  homogeneous  medium 

If  the  medium  is  not  homogeneous  there  will  be  terms  arising 
from  the  variation  of  the  coefficients  of  conductivity  in  passing 
from  one  point  to  another. 

This  equation  corresponds  to  Laplace's  equation  in  an  isotropic 
medium. 

802.]  If  we  put 

M  =  rir2r3  +  2*i*2*3-.riV-^2*2*-'"8*8*»  (17) 

and    [JJB]  =  JiJ^A^-h2B,B^B^^A,B^^^A^£^^''A^B^\    (18) 

where  C***]-^!  =  ^2^8  "**!*»    ) 

[r*]Ji  =  *2*8-''i*i'  [  0^) 

and  so  on,  the  system  A,  B  will  be  inverse  to  the  system  r,  s,  and 
if  we  make 

AiX^-hA^y'-\'A^z^-^2B^yz+2B^zx^2B^xy  =  [AB]p^,  (20) 
we  shall  find  that 

r=i-i  (21) 

is  a  solution  of  the  equation. 

In  the  case  in  which  the  coefficients  T  are  zero,  the  coefficients  A 
and  B  become  identical  with  iZ  and  S.  When  T  exists  this  is  not 
the  case. 

In  the  case  therefore  of  electricity  flowing  out  from  a  centre  in  an 
infinite,  homogeneous,  but  not  isotropic,  medium,  the  equipotential 
surfaces  are  ellipsoids,  for  each  of  which  p  is  constant.  The  axes  of 
these  ellipsoids  are  in  the  directions  of  the  principal  axes  of  con- 
ductivity, and  these  do  not  coincide  with  the  principal  axes  of 
resistance  unless  the  system  is  symmetrical. 

By  a  transformation  of  this  equation  we  may  take  for  the  axes 
of  X,  y,  z  the  principal  axes  of  conductivity.  The  coefficients  of  the 
forms  s  and  B  will  then  be  reduced  to  zero,  and  each  coefficient 
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of  the  form  A  will  be  the  reciprocal  of  the  corresponding  coefficient 
of  the  form  r.     The  expression  for  p  will  be 

f!  +  i:!  +  ^  =  _f!_.  (22) 

r^       r^       r^       ^i^i^z 

803.]  The  theory  of  the  complete  system  of  equations  of  resist- 
ance and  of  conductivity  is  that  of  linear  functions  of  three  vari- 
ables, and  it  is  exemplified  in  the  theory  of  Strains'^,  and  in  other 
parts  of  physics.  The  most  appropriate  method  of  treating  it  is 
that  by  which  Hamilton  and  Tait  treat  a  linear  and  vector  function 
of  a  vector.  We  shall  not,  however,  expressly  introduce  Quaternion 
notation. 

The  coefficients  7\,  T^,  T^  may  be  regarded  as  the  rectangular 
components  of  a  vector  7,  the  absolute  magnitude  and  direction 
of  which  are  fixed  in  the  body,  and  independent  of  the  direction  of 
the  axes  of  reference.  The  same  is  true  of  ^|,  ^g)  ^39  which  are  the 
components  of  another  vector  L 

The  vectors  Tand  t  do  not  in  general  coincide  in  direction. 

Let  us  no^  take  the  axis  of  z  so  as  to  coincide  with  the  vector 
T,  and  transform  the  equations  of  resistance  accordingly.  They 
will  then  have  the  form 

r=5g«+i?2f?+iSi«?  +  y«,   >  (23) 

It  appears  fropi  these  equations  that  we  may  consider  the  elec- 
tromotive force  as  the  resultant  of  two  forces,  one  of  them  depending 
only  on  the  coefficients  R  and  S,  and  the  other  depending  on  7  alone. 
The  part  depending  on  R  and  S  is  related  to  the  current  in  the 
same  way  that  the  perpendicular  on  the  tangent  plane  of  an 
ellipsoid  is  related  to  the  radius  vector.  The  other  part,  depending 
on  T,  is  equal  to  the  product  of  T  into  the  resolved  part  of  the 
current  perpendicular  to  the  axis  of  T,  and  its  direction  is  per- 
pendicular to  T  and  to  the  current,  being  always  in  the  direction  in 
which  the  resolved  part  of  the  current  would  lie  if  turned  90*^  in 
the  positive  direction  round  T. 

If  we  consider  the  current  and  T  as  vectors,  the  part  of  the 
electromotive  force  due  to  T  is  the  vector  part  of  the  product, 
Tx  current. 

The  coefficient  T  may  be  called  the  B;Otatory  coefficient.  We 
have  reason  to  believe  that  it  does  not  exist  in  any  known  sub- 

*  See  Thonwon  and  Tait'e  Natural  Philosophy,  §  lU. 
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3tance.  It  should  be  founds  If  anywhere^  in  magnets,  which  have 
a  polarization  in  one  direction^  probably  due  to  a  rotational  phe- 
nomenon in  the  substance. 

304.]  Assuming  then  that  there  is  no  rotatory  coefficient^  we 
shall  shew  how  Thomson's  Theorem  given  in  Art.  100  may  be 
extended  to  prove  that  the  heat  generated  by  the  currents  in  the 
system  in  a  given  time  is  a  unique  minimum. 

To  simplify  the  algebraical  work  let  the  axes  of  coordinates  be 
chosen  so  as  to  reduce  expression  (9),  and  therefore  also  in  this  case 
expression  (10),  to  three  terms;  and  let  us  consider  the  general 
characteristic  equation  (16)  which  thus  reduces  to 

d^F      d^r      d^r    ^ 

'•^^+'•^^+^3^  =  0.  (24) 

Also,  let  a,  h,  c  be  three  functions  of  ar,  y,  z  satisfying  the  condition 

da       db       dc       ^  ,     . 

(25) 


and  let 


dx"^  dj,'^  dz~^'' 

dV        1 

dV  . 

(26) 


Finally^  let  the  triple-integral 

ir  =  fJJ{R^a!^  +  B^^-^Ii^c^)dxdydz  (27) 

be  extended  over  spaces  bounded  as  in  the  enunciation  of  Art.  100  ; 
such  viz.  that  F  is  constant  over  certain  portions  or  else  the  normal 
component  of  the  vector  a,  J,  c  is  given,  the  latter  condition  being 
accompanied  by  the  further  restriction  that  the  integral  of  this 
cc.mponent  over  the  whole  bounding  surface  must  be  zero :  then  W 
will  be  a  minimum  when 

u=:  0,        t?  =  0,        w  =  0. 
For  we  have  in  this  case 

ri7?i=l,         fgiiigrrl,         rgSgrsl; 
and  therefore,  by  (26), 


+  ^3  — 


dF 
dz 


+fff{^y  +  B^v'+R^ii^)dxdydz 


jdxdj/dz 
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But  since  ■,    +  3-  +  -7-  =  0>  (29) 

dx      dy       dz  ^     ' 

the  third  term  vanishes  by  virtue  of  the  conditions  at  the  limits. 

The  first  term  of  (28)  is  therefore  the  unique  minimum  value  of  W, 

305.]  As  this  proposition  is  of  great  importance  in  the  theory  of 
electricity,  it  may  be  useful  to  present  the  following  proof  of  the 
most  general  case  in  a  form  free  from  analytical  operations. 

Let  us  consider  the  propagation  of  electricity  through  a  conductor 
of  any  form,  homogeneous  or  heterogeneous. 

Then  we  know  that 

(1)  If  we  draw  a  line  along  the  path  and  in  the  direction  of 
the  electric  current,  the  line  must  pass  from  places  of  high  potential 
to  places  of  low  potential. 

(2)  If  the  potential  at  every  point  of  the  system  be  altered  in 
a  given  uniform  ratio^  the  currents  will  be  altered  in  the  same  ratio, 
according  to  Ohm's  Law. 

(3)  If  a  certain  distribution  of  potential  gives  rise  to  a  certain 
distribution  of  currents,  and  a  second  distribution  of  potential  gives 
rise  to  a  second  distribution  of  currents,  then  a  third  distribution  in 
which  the  potential  is  the  sum  or  difference  of  those  in  the  first 
and  second  will  give  rise  to  a  third  distribution  of  currents,  such 
that  the  total  current  passing  through  a  given  finite  surface  in  th^ 
third  case  is  the  sum  or  difference  of  the  currents  passing  through 
it  in  the  first  and  second  cases.  For,  by  Ohm's  Law,  the  additional 
current  due  to  an  alteration  of  potentials  is  independent  of  the 
original  current  due  to  the  original  distribution  of  potentials. 

(4)  If  the  potential  is  constant  over  the  whole  of  a  closed  surface, 
and  if  there  are  no  electrodes  or  intrinsic  electromotive  forces 
within  it,  then  there  will  be  no  currents  within  the  closed  surface, 
and  the  potential  at  any  point  within  it  will  be  equal  to  that  at  the 
surface. 

If  there  are  currents  within  the  closed  surface  they  must  either 
be  closed  curves,  or  they  must  begin  and  end  either  within  the 
closed  surface  or  at  the  surface  itself. 

But  since  the  current  must  pass  from  places  of  high  to  places  of 
low  potential,  it  cannot  flow  in  a  closed  curve. 

Since  there  are  no  electrodes  within  the  surface  the  current 
cannot  begin  or  end  within  the  closed  surface,  and  since  the 
potential  at  all  points  of  the  surface  is  the  same^  there  can  be 
no  current  along  lines  passing  from  one  point  of  the  surface  to 
another.  IoooIp 
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Hence  there  are  no  currents  within  the  surface,  and  therefore 
there  can  be  no  difference  of  potential,  as  such  a  difference  would 
produce  currents,  and  therefore  the  potential  within  the  closed 
surface  is  everywhere  the  same  as  at  the  surface. 

(5)  If  there  is  no  electric  current  through  any  part  of  a  closed 
surface,  and  no  electrodes  or  intrinsic  electromotive  forces  within 
the  surface,  there  will  be  no  currents  within  the  surface,  and  the 
potential  will  be  uniform. 

We  have  seen  that  the  currents  cannot  form  closed  curves,  or 
begin  or  terminate  within  the  surface,  and  since  by  the  hypothesis 
they  do  not  pass  through  the  surface,  there  can  be  no  currents,  and 
therefore  the  potential  is  constant. 

(6)  If  the  potential  is  uniform  over  part  of  a  closed  surface,  and 
if  there  is  no  current  through  the  remainder  of  the  surface,  the 
])otential  within  the  surface  will  be  uniform  for  the  same  reasons. 

(7)  If  over  part  of  the  surface  of  a  body  the  potential  of  every 
point  is  known,  and  if  over  the  rest  of  the  surface  of  the  body  the 
current  passing  through  the  surface  at  each  point  is  known,  then 
only  one  distribution  of  potentials  at  points  within  the  body  can 
exist. 

For  if  there  were  two  different  values  of  the  potential  at  any 
point  within  the  body,  let  these  be  Fj  in  the  first  case  and  F^  in 
tbe  second  case,  and  let  us  imagine  a  third  case  in  which  the 
potential  of  every  point  of  the  body  is  the  excess  of  potential  in  the 
first  dnse  over  that  in  the  second.  Then  on  that  part  of  the  surface 
for  which  the  potential  is  known  the  potential  in  the  third  case  will 
be  zero,  and  on  that  part  of  the  surface  through  which  the  currents 
are  known  the  currents  in  the  third  case  will  be  zero,  so  that  by 
(6)  the  potential  everywhere  within  the  surface  will  be  zero,  or 
there  is  no  excess  of  F^  over  Fg,  or  the  reverse.  Hence  there  is 
only  one  possible  distribution  of  potentials.  This  proposition  is 
true  whether  the  solid  be  bounded  by  one  closed  surface  or  by 
several. 

On  the  Approximate  Calculation  of  the  Resistance  of  a  Conductor 
of  a  given  Foi-m, 

806.]  The  conductor  here  considered  has  its  surface  divided  into 
three  portions.  Over  one  of  these  portions  the  potential  is  main- 
tained at  a  constant  value.  Over  a  second  portion  the  potential  has 
a  constant  value  different  from  the  first.  The  whole  of  the  remainder 
of  the  surface  is  impervious  to  electricity.     We  may  suppose  the 
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conditions  of  the  first  and  second  portions  to  be  fulfilled  by  applying 
to  the  conductor  two  electrodes  of  perfectly  conducting  material^ 
and  that  of  the  remainder  of  the  surface  by  coating  it  with  per* 
fectly  non-conducting  material. 

Under  these  circumstances  the  current  in  every  part  of  the 
conductor  is  simply  proportional  to  the  difference  between  the 
potentials  of  the  electrodes.  Calling  this  difference  the  electro- 
motive force,  the  total  current  from  the  one  electrode  to  the  other 
is  the  product  of  the  electromotive  force  by  the  conductivity  of  the 
conductor  as  a  whole,  and  the  resistance  of  the  conductor  is  the 
reciprocal  of  the  conductivity. 

It  is  only  when  a  conductor  is  approximately  in  the  circumstances 
above  defined  that  it  can  be  said  to  have  a  definite  resistance,  or 
conductivity  as  a  whole.  A  resistance  coil,  consisting  of  a  thin 
wire  terminating  in  large  masses  of  copper,  approximately  satisfies 
these  conditions,  for  the  potential  in  the  massive  electrodes  is  nearly 
constant,  and  any  differences  of  potential  in  different  points  of  the 
same  electrode  may  be  neglected  in  comparison  with  the  difference 
of  the  potentials  of  the  two  electrodes. 

A  very  useful  method  of  calculating  the  resistance  of  such  con- 
ductors has  been  given,  so  far  as  I  know,  for  the  first  time,  by 
Lord  Bayleigh,  in  a  paper  on  the  Theory  of  Resonance  *. 

It  is  founded  on  the  following  considerations. 

If  the  specific  resistance  of  any  portion  of  the  conductor  be 
changed,  that  of  the  remainder  being  unchanged,  the  resistance  of 
the  whole  conductor  will  be  increased  if  that  of  the  portion  is 
increased,  and  diminished  if  that  of  the  portion  be  diminished. 

This  principle  may  be  regarded  as  self-evident,  but  it  may  easily 
be  shewn  that  the  value  of  the  expression  for  the  resistance  of  a 
system  of  conductors  between  two  points  selected  as  electrodes^ 
increases  as  the  resistance  of  each  member  of  the  system  in- 
creases. 

It  follows  from  this  that  if  a  surface  of  any  form  be  described 
in  the  substance  of  the  conductor,  and  if  we  further  suppose  this 
surface  to  be  an  infinitely  thin  sheet  of  a  perfectly  conducting 
substance,  the  resistance  of  the  conductor  as  a  whole  will  be 
diminished  unless  the  surflEice  is  one  of  the  equipotential  surfaces 
in  the  natural  state  of  the  conductor,  in  which  case  no  effect  will 
be  produced  by  making  it  a  perfect  conductor,  as  it  is  already  in 
electrical  equilibrium. 

•  Phil.  Trans.,  1871,  p.  77.    See  Art.  102.  r^r^r^f^]r> 
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If  therefore  we  draw  within  the  conductor  a  series  of  surfaces, 
the  first  of  which  coincides  with  the  first  electrode,  and  the  last 
with  the  second,  while  the  intermediate  surfaces  are  bounded  by 
the  non-conducting  surface  and  do  not  intersect  each  other,  and 
if  we  suppose  each  of  these  surfaces  to  be  an  infinitely  thin  sheet 
of  perfectly  conducting  matter,  we  shall  have  obtained  a  system 
the  resistance  of  which  is  certainly  not  greater  than  that  of  the 
original  conductor,  and  is  equal  to  it  only  when  the  surfaces  we 
have  chosen  are  the  natural  equipotential  surfaces. 

To  calculate  the  resistance  of  the  artificial  system  is  an  operation 
of  much  less  diflSculty  than  the  original  problem.  For  the  resist- 
ance of  the  whole  is  the  sum  of  the  resistances  of  all  the  strata 
contained  between  the  consecutive  surfaces,  and  the  resistance  of 
each  stratum  can  be  found  thus  : 

Let  dS  be  an  element  of  the  surface  of  the  stratum,  p  the  thick- 
ness of  the  stratum  perpendicular  to  the  element,  p  the  specific 
resistance,  E  the  difference  of  potential  of  the  perfectly  conducting 
surfaces,  and  dC  the  current  through  dS^  then 

dC^E  —  dS,  (1) 

and  the  whole  current  through  the  stratum  is 

the  integ^tion  being  extended  over  the  whole  stratum  bounded  by 
the  non-conducting  surface  of  the  conductor. 
Hence  the  conductivity  of  the  stratum  is 

and  the  resistance  of  the  stratum  is  the  reciprocal  of  this  quantity. 
If  the  stratum  be  that  bounded  by  the  two  surfaces  for  which 
the  function  i^has  the  values  FsluA  F+dF  respectively,  then 

snd  tlie  resistance  of  the  stratum  is 

dF 


II 


^VFdS 


(5) 


P 

To  find  the  resistance  of  the  whole  artificial  conductor,  we  have 
only  to  integrate  with  re8i)ect  to  F^  and  we  find  ^-^ 
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Hie  resistance  R  of  the  condnctor  in  its  natural  state  is  greater 
than  the  value  thus  obtained,  unless  all  the  surfaces  we  have  chosen 
are  the  natural  equipotential  surfaces.  Also,  since  the  true  value 
of  R  is  the  absolute  maximum  of  the  values  of  R-^  which  can  thus 
be  obtained,  a  small  deviation  of  the  chosen  surfaces  from  the  true 
equipotential  surfaces  will  produce  an  error  of  R  which  is  com- 
paratively small. 

This  method  of  determining  a  lower  limit  of  the  value  of  the 
resistance  is  evidently  perfectly  general,  and  may  be  applied  to 
conductors  of  any  form,  even  when  p,  the  specific  resistance,  varies 
in  any  manner  within  the  conductor. 

The  most  familiar  example  is  the  ordinary  method  of  determining 
the  resistance  of  a  straight  wire  of  variable  section.  In  this  case 
the  surfaces  chosen  are  planes  perpendicular  to  the  axid  of  the 
wire,  the  strata  have  parallel  faces,  and  the  resistance  of  a  stratum 
of  section  S  and  thickness  ck  is 

and  that  of  the  whole  wire  of  length  s  is 

where  8  is  the  transverse  section  and  is  a  function  of  s. 

This  method  in  the  case  of  wires  whose  section  varies  slowly 
with  the  length  gives  a  result  very  near  the  truth,  but  it  is  really 
only  a  lower  limit,  for  the  true  resistance  is  always  greater  than 
this,  except  in  the  case  where  the  section  is  perfectly  uniform. 

807.]  To  find  the  higher  limit  of  the  resistance^  let  us  suppose 
a  surface  drawn  in  the  conductor  to  be  rendered  impermeable  to 
electricity.  The  efiect  of  this  must  be  to  increase  the  resistance  of 
the  conductor  unless  the  surface  is  one  of  the  natural  surfaces  of 
flow.  By  means  of  two  systems  of  surfaces  we  can  form  a  set 
of  tubes  which  will  completely  regulate  the  flow,  and  the  effect,  if 
there  is  any,  of  this  system  of  impermeable  surfaces  must  be  to 
increase  the  resistance  above  its  natural  value. 

The  resistance  of  each  of  the  tubes  may  be  calculated  by  the 
method  already  given  for  a  fine  wire,  and  the  resistance  of  the 
whole  conductor  is  the  reciprocal  of  the  sum  of  the  reciprocals  of 
•the  resistances  of  all  the  tubes.  The  resistance  thus  found  is  greater   t 
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than  the  natural  resistance^  except  when  the   tubes  follow  it 
natural  lines  of  flow. 

In  the  case  already  considered,  where  the  conductor  is  ia  tli 
form  of  an  elongated  solid  of  revolution,  let  us  measure  «  akmgtb 
axis,  and  let  the  radius  of  the  section  at  any  point  be  i.  Lets 
set  of  impermeable  surfaces  be  the  planes  through  the  axis  forevk 
of  which  <l>  is  constant,  and  let  the  other  set  be  surfaces  of  rerolntii 
for  which  ««  — .  a  j«^  |S 

where  >/f  is  a  numerical  quantity  between  0  and  1 . 

Let  us  consider  a  portion  of  one  of  the  tubes  bounded  br  ^ 
surfaces  </>  and  <l>  +  d<t>,  yff  and  yjf  +  dyfr,  x  and  x-\-dx. 

The  section  of  the  tube  taken  perpendicular  to  the  axis  is 

ydyd(p  =  \b^d^dfti.  (I« 

If  6  be  the  angle  which  the  tube  makes  with  the  axis 

tan^  =  V^*^.  (11 

The  true  length  of  the  element  of  the  tube  is  ^ sec ^^  sad* 
true  section  is  ^  j*  rf^^  rf^  cos  tf, 

so  that  its  resistance  is 

Let  ^=/^rfx.   and    5=/^(g)V  {!« 

the  integration  being  extended  over  the  whole  length,  ar,  of  tk 
conductor^  then  the  resistance  of  the  tube  dy^  d<p  ia 

and  its  conductivity  is 

d\jfd<f> 

To  find  the  conductivity  of  the  whole  conductor,  which  is  ^ 
sum  of  the  conductivities  of  the  separate  tubes,  we  must  integn^ 
this  expression  between  </>  =  0  and  <^  =  2ir,  and  between  ^-' 
and  ^  =  1.     The  result  is 

which  may  be   less,  but  cannot  be   greater,  than  the  true  c* 
diictivity  of  the  conductor.  r^^^^r^T^ 
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When  -T-  is  always  a  small  quantity  -j  will  also  be  small,  and  we 
may  expand  the  expression  for  the  conductivity,  thus 

i,  =  J(l_i|+ig_j|  +  &e.).  (16) 

.  m  IT  • 

The  first  term  of  this  expression,  -j ,  is  that  which  we  should 

have  found  by  the  former  method  as  the  superior  limit  of  the  con- 
ductivity. Hence  the  true  conductivity  is  less  than  the  first  term 
but  greater  than  the  whole  series.  The  superior  value  of  the 
resistance  is  the  reciprocal  of  this,  or 

If,  besides  supposing  the  flow  to  be  glided  by  the  surfaces  <p  and 
yjf,  we  had  assumed  that  the  flow  through  each  tube  is  proportional 
to  d\lf  d<f>,  we  should  have  obtained  as  the  value  of  the  resistance 
under  this  additional  constraint 

R'='^{A  +  iS),  (17) 

which  is  evidently  greater  than  the  former  value,  as  it  ought  to  be, 
on  account  of  the  additional  constraint.  In  Lord  Rayleigh's  paper 
this  is  the  supposition  made,  and  the  superior  limit  of  the  resistance 
there  given  has  the  value  (17),  which  is  a  little  greater  than  that 
which  we  have  obtained  in  (16). 

808.]  We  shall  now  apply  the  same  method  to  find  the  correction 
which  must  be  applied  to  the  length  of  a  cylindrical  conductor  of 
radius  a  when  its  extremity  is  placed  in  metallic  contact  with  a 
massive  electrode,  which  we  may  suppose  of  a  different  metal. 

For  the  lower  limit  of  the  resistance  we  shall  suppose  that  an 
infinitely  thin  disk  of  perfectly  conducting  matter  is  placed  between 
the  end  of  the  cylinder  and  the  massive  electrode,  so  as  to  bring 
the  end  of  the  cylinder  to  one  and  the  same  potential  throughout. 
The  potential  within  the  cylinder  will  then  be  a  function  of  its 
length  only,  and  if  we  suppose  the  surface  of  the  electrode  where 
the  cylinder  meets  it  to  be  approximately  plane,  and  all  its  dimen- 
sions to  be  large  compared  with  the  diameter  of  the  cylinder^  the 
distribution  of  potential  will  be  that  due  to  a  conductor  in  the  form 
of  a  disk  placed  in  an  infinite  medium.     See  Arts.  151,  177. 

If  E  is  the  difference  of  the  potential  of  the  disk  from  that  of 
the  distant  parts  of  the  electrode,  C  the  current  issuing  from  the^T^ 
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surface  of  the  disk  into  the  electrode,  and  p^  the  specific  resistance 
of  the  electrode ;  then  if  Q  is  the  amount  of  electricity  on  the  disk, 
which  we  assume  distributed  as  in  Art.  151,  we  have 

pC=^  i.47rQ  =  2ir— ,by  Art.  151, 

2 
=  4a^.  (18) 

Hence,  if  the  length  of  the  wire  from  a  given  point  to  the 
electrode  is  £,  and  its  specific  resistance  p,  the  resistance  from  that 
point  to  any  point  of  the  electrode  not  near  the  junction  is 

and  this  may  be  written 

R:^JL(L  +  L--^),  (19) 

where  the  second  term  within  brackets  is  a  quantity  which  must 
be  added  to  the  length  of  the  cylinder  or  wire  in  calculating  its 
resistance^  and  this  is  certainly  too  small  a  correction. 

To  understand  the  nature  of  the  outstanding  error  we  may 
observe,  that  whereas  we  have  supposed  the  flow  in  the  wire  up 
to  the  disk  to  be  uniform  throughout  the  section^  the  flow  from 
the  disk  to  the  electrode  is  not  uniform^  but  is  at  any  point  in- 
versely proportional  to  the  minimum  chord  through  that  point.  In 
the  actual  case  the  flow  through  the  disk  will  not  be  uniform, 
but  it  will  not  vary  so  much  from  point  to  point  as  in  this  supposed 
case.  The  potential  of  the  disk  in  the  actual  case  will  not  be 
uniform,  but  will  diminish  from  the  middle  to  the  edge. 

809.]  We  shall  next  determine  a  quantity  greater  than  the  true 
resistance  by  constraining  the  flow  through  the  disk  to  be  uniform 
at  every  point.  We  may  suppose  electromotive  forces  introduced 
for  this  purpose  acting  perpendicular  to  the  surface  of  the  disk. 

The  resistance  within  the  wire  will  be  the  same  as  before,  but 
in  the  electrode  the  rate  of  generation  of  heat  will  be  the  svirface* 
integral  of  the  product  of  the  flow  into  the  potential.     The  rate  of 

Q 

flow  at  any  point  is  — ^  >  ^^^  ^^^  potential  is  the  same  as  that  of 

an  electrified  surface  whose  surface-density  is  o*,  where 

Cp  ,     , 

27r<r  =  -^,  (20) 

p  being  the  specific  resistance. 
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We  have  therefore  to  determine  the  potential  energy  of  the 
electrification  of  the  disk  with  the  uniform  surface-density  <r. 

*  The  potential  at  the  edge  of  a  disk  of  uniform  density  o*  is  easily 
found  to  be  ^a<r.  The  work  done  in  adding  a  strip  of  breadth 
da  at  the  circumference  of  the  disk  is  2TTa(TdaAa(r^  and  the 
whole  potential  energy  of  the  disk  is  the  integral  of  this, 

or         P=^a?o\  (21) 

In  the  case  of  electrical  conduction  the  rate  at  which  work  is 
done  in  the  electrode  whose  resistance  is  R  is  C^R.  But  from  the 
general  equation  of  conduction  the  current  across  the  disk  per  unit 
area  is  of  the  form  1   ^y 

""757 

or  —r  c. 

P 
Hence  the  rate  at  which  work  is  done  is 

7  • 

We  have  therefore 

C^R=^  ^P.  (22) 

P 
whence,  by  (20)  and  (21), 

And  the  correction  to  be  added  to  the  length  of  the  cylinder  is 

this  correction  being  greater  than  the  true  value.    The  true  cor- 
rection to  be  added  to  the  length  is  therefore  -  a»,  where  ft  is  a 

IT  8  ^ 

number  lying  between  -  and  —  ,  or  between  0.785  and  0.849. 

fLord  Rayleigh,  by  a  second  approximation,  has  reduced  the 
superior  limit  of  n  to  0.8282. 

♦  See  A  Paper  by  Professor  Cayley,  London  Math.  Soc.  Proe,  vi.  p.  47. 

t  Phil.  Mag,,  Nov.  1872.  Lord  Rayleigh  subflequently  obtamed  -8242  as  the 
superior  limit.    See  London  Math.  Soc,  Proc.  viii.  p.  74. 
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CHAPTER   IX. 

CONDUCTION  THROUQH  HETEROGENEOUS  MEDIA. 

On  the  Cofiditions  to  be  Fulfilled  at  the  Surface  of  Sej^ration 
between  Two  Conducting  Media, 

810.]  There  are  two  conditions  which  the  distribution  of  currents 
most  fulfil  in  general,  the  condition  that  the  potential  must  be 
continuous,  and  the  condition  of*  continuity'  of  the  electric  currents. 

At  the  surface  of  separation  between  two  media  the  first  of  these 
conditions  requires  that  the  potentials  at  two  points  on  opposite 
sides  of  the  surface,  but  infinitely  near  each  other,  shall  be  equal. 
The  potentials  are  here  understood  to  be  measured  by  an  elec- 
trometer put  in  connexion  with  the  given  point  by  means  of  an 
electrode  of  a  given  metal.  If  the  potentials  are  measured  by  the 
method  described  in  Arts.  222,  246,  where  the  electrode  terminates 
in  a  cavity  of  the  conductor  filled  with  air,  then  the  potentials  at 
contiguous  points  of  different  metals  measured  in  this  way  will 
differ  by  a  quantity  depending  on  the  temperature  and  on  the 
nature  of  the  two  metals. 

The  other  condition  at  the  surface  is  that  the  current  through 
any  element  of  the  surfiice  is  the  same  when  measured  in  either 
medium. 

Thus,  if  ^  and  T\^  are  the  potentials  in  the  two  media,  then  at 
any  point  in  the  surface  of  separation 

K  =  K,  0) 

and  if  «i,  Vj,  w-^  and  %>  ^2»  ^2  *'®  ^^^  components  of  currents  in  the 
two  media,  and  I,  m,  n  the  direction-cosines  of  the  normal  to  the 
surface  of  separation, 

u^l+v^m-^w^n  =  U2l+V2ni  +  w^n.  (2) 

In  the  most  general  case  the  components  u^  t;^^  are  linear 
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functions  of  the  derivatives  of  V^  the  fonns  of  which  are  given  in 
the  equations 

V  ^q^X+r^Y-^p^zA  (3) 

w  7^ p^X  +  qj' +  r^Z,  ) 

.where  X,  Z,  Z  are  the  derivatives^ of  F  with  respect  to  »>  y,  ^ 
respectively. 

Let  us  take  the  case  of  the  sur&ce  which  separates  a  medium 
having  these  coefficients  of  conduction  from  an  isotropic  medium 
having  a  coefficient  of  conduction  equal  to  r. 

Let  X',  T\  Z^  be  the  values  of  X,  Yy  Z  in  the  isotropic  medium, 
then  we  have  at  the  surface 

y--y\  (4) 

or  Xdx  +  Ydy  +  Zdz  =  X'dx  -h  Tdy + Z'dz,  (5) 

when  Idx-^mdy  +  ndz  =  0.  (6) 

This  condition  gives 

X'=zX+47sal,       r=zY+4Tr<rm,       Z'=zZ  +  ^van,        (7) 
where  a  is  the  surface-denaity. 

We  have  also  in  the  isotropic  medium 

«*'  =  rX',      v'^rr,       uf^rZ%  (8) 

and  at  the  boundary  the  condition  of  flow  is 

ul-\-ffm'^fo'n  =  ul'{-vm+ionf  (9) 

or     r(lX'\-mY-\-nZ-\-^'K(r) 

^l{r^X+p^Y^q^Z)  +  m{q^X+rJ^p^Z)+n{p^X^qJ-\-T^Z),{\0) 

whence 

4ir<rr  =  (^(ri-r)  +  f«5'8  +  «A)X+(/jt;3+«^(^2-^)  +  «?i)^ 

'\-(lq^^■mp,^^n{r^^T))Z.  (11) 
The  quantity  <r  represents  the  surface-density  of  the  charge 
on  the  surface  of  separation.  In  crystallized  and  organized  sub- 
stances it  depends  on  the  direction  of  the  surface  as  well  as  on 
the  force  perpendicular  to  it.  In  isotropic  substances  the  coeffi- 
cients p  and  q  are  zero,  and  the  coefficients  r  are  all  equal,  so  that 

49r<r  =  (A  _  i)  {IX+mY^-nZ),  (12) 

where  r^  is  the  conductivity  of  the  substance,  r  that  of  the  external 
medium,  and  /,  m,  n  the  direction-cosines  of  the  normal  drawn 
towards  the  medium  whose  conductivity  is  r. 

When  both  media  are  isotropic  the  conditions  may  be  greatly 
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simplified,  for  Hiia  the  specific  resistance  per  unit  of  Tolmne,  fa 
IdV  IdV  \d7 

""^-Jd^'       "^'-iW'       ""^'id^'     ''' 

and  if  v  is  the  normal  drawn  at  any  point  of  the  sar&ce  of  sepa 
tion  from  the  first  medium  towards  the  second^  the  conditioai 
continuity  is  I  dF^  _  l^dF^ 

If  6^  and  6^  are  the  angles  which  the  lines  of  flow  in  the  fiistn 
second  media  respectively  make  with  the  normal  to  the  rarw 
of  separation,  then  the  tangents  to  these  lines  of  flow  are  b  tb 
same  plane  with  the  normal  and  on  opposite  sides  of  it^  and 

yt^tan^i  =  igtan^g.  (IS 

This  may  be  called  the  law  of  refraction  of  lines  of  flow. 

311.]  As  an  example  of  the  conditions  which  must  be  fbliO^ 
when  electricity  crosses  the  surface  of  separation  of  two  iae& 
let  us  suppose  the  surface  spherical  and  of  radios  a,  the  speA 
resistance  being  k-^  within  and  h^  without  the  sur&ee. 

Let  the  potential,  both  within  and  without  the  surface,  be  a* 
panded  in  solid  harmonics,  and  let  the  part  which  depend  & 
the  surface  harmonic  Si  be 

within  and  without  the  sphere  respectively. 

At  the  surface  of  separation  where  r  =  a  we  must  have 

^1=^2    and    IT  -7^  =  -T-  -7-^  •  \y 

*         ^  ky^   dr        k^  dr 

From  these  conditions  we  get  the  equations 

K-^,)««+l+^i-^,  =  0,  y 

(i^'-i^«)-""- (i^^-i^O(»+  0=0.}  '•' 

These  equations  are  sufficient,  when  we  know  two  of  tlie  b 
quantities  ^j,  A^^  B^,  B^,  to  deduce  the  other  two. 

Let  us  suppose  Ax  and  B^  known,  then  we' find  the  fi>ll<x<{ 
expressions  for  A^  and  B^, 

.  _  (^i(t-l-  l)  +  ^8^)^i+(^i-/^2)(t  +  l).Bta-(«i-i) 


»  ^i(2»+l) 
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In  this  way  we  can  find  the  conditions  which  each  term  of  the 
harmonic.expansion  of  the  potential  must  satisfy  for  any  number  of 
strata  bounded  by  concentric  spherical  surfaces. 

312.]  Let  us  suppose  the  radius  of  the  first  spherical  surface 
to  be  ^2^  and  let  there  be  a  second  spherical  surface  of  radius  a^ 
greater  than  a^,  beyond  which  the  specific  resistance  is  i^.  If  there 
are  no  sources  or  sinks  of  electricity  within  these  spheres  there 
will  be  no  infinite  values  of  F,  and  we  shall  have  jBj  =  0. 

We  then  find  for  A^  and  J83,  the  coefficients  for  the  outer  medium, 

The  value  of  the  potential  in  the  outer  medium  depends  partly 
on  the  external  sources  of  electricity,  which  produce  currents  in- 
dependently of  the  existence  of  the  sphere  of  heterogeneous  matter 
within,  and  partly  on  the  disturbance  caused  by  the  introduction  of 
the  heterogeneous  sphere. 

The  first  part  must  depend  on  solid  harmonics  of  positive  degrees 
only,  because  it  cannot  have  infinite  values  within  the  sphere.  The 
second  part  must  depend  on  harmonics  of  negative  degrees,  because 
it  must  vanish  at  an  infinite  distance  from  the  centre  of  the  sphere. 

Hence  the  potential  due  to  the  external  electromotive  forces  must 
be  expanded  in  a  series  of  solid  harmonics  of  positive  degree.  Let 
^3  be  the  coefiicient  of  one  of  these,  of  the  form 

Then  we  can  find  Ai,  the  corresjwnding  coefficient  for  the  inner 
sphere  by  equation  (6),  and  from  this  deduce  A29  £2^  ^"^  -^3*  ^^ 
these  ^3  represents  the  effect  on  the  potential  in  the  outer  medium 
due  to  the  introduction  of  the  heterogeneous  spheres. 

Let  us  now  suppose  ^3  r=  ^,  so  that  the  case  is  that  of  a  hollow 
shell  for  which  k  ^  k^y  separating  an  inner  from  an  outer  portion  of 
the  same  medium  for  which  ^  =  ^« 

If  we  put 
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then      Ai  =  ki  *2  (2i  + 1)«  Cirfj, 

The  difference  between  A^  the  undisturbed  coefficient^  and  Aj^  its 
ralue  in  the  hollow  within  the  spherical  shell,  is 

A,-A,^{i,-i,y'i{i+l)(l-(^)      )CA,.  (8) 

Since  this  quantity  is  always  positive  whatever  be  the  values 
ef  k^  and  ^2)  ^^  follows  that,  whether  the  spherieal  shell  conducts 
better  or  worse  than  the  rest  of  the  medium,  the  electrical  action 
in  the  space  occupied  hj  the  shell  is  less  than  it  would  otherwise 
be.  If  the  shell  is  a  better  conductor  than  the  rest  of  the 
medium  it  tends  to  equalize  the  potential  all  round  the  inner 
sphere.  If  it  is  a  worse  conductor,  it  tends  to  prevent  the 
electrical  currents  from  reaching  the  inner  sphere  at  all. 

The  case  of  a  solid  sphere  may  be  deduced  from  this  by  making* 
tf^  =s  0,  or  it  may  be  worked  out  independently. 

313.]  The  most  important  term  in  the  harmonic  expansion  is 
that  in  which  i  =  1,  for  which 

c i r. 

Aj:=9JtjkgCAf,        A^  =  3t^{2JI^+ k^  CAj, 
3,±=  3*,(^-*2)«i»C4i,  5s=(*2-*i)(2*i  +*2)(V-'H')P^ 

The  case  of  a  solid  sphere  of  resistance  i^  may  be  dedaoed  from 
this  by  making  a,  =  0.     We  then  have 

It  is  easy  to  shew  from  the  g^eneral  expressions  that  the  value 
of  J83  in  the  case  of  a  hollow  sphere  having  a  nucleus  of  resistance 
£j,  surrounded  by  a  shell  of  resistance  ^2)  ^^  ^^®  same  as  that  of 
a  uniform  solid  sphere  of  the  radius  of  the  outer  sur&ce,  and  of 
resistance  JT,  where    . 

(2^1  +  ^2)^2^+(^l-^2)V      I.  ,,,v 
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314.]  If  there  are  n  spheres  of  radius  a^  and  resistance  ki^  placed 
in  a  medium  whose  resistance  is  >i2»  ^^  ^^^^  distances  from  each 
other  that  their  effects  in  disturbing  the  course  of  the  current 
may  be  taken  as  independent  of  each  other,  then  if  these  spheres 
are  all  contained  within  a  sphere  of  radius  a^^  the  potential  at  a 
great  distance  from  the  centre  of  this  sphere  will  be  of  the  form 

r=  (^dr^nB^)cos0,  (12) 

where  the  value  of  £  is 

The  ratio  of  the  volume  of  the  n  small  spheres  to  that  of  the 
sphere  which  contains  them  is 

The  value  of  the  potential  at  a  great  distance  from  the  sphere 
may  therefore  be  written 

Now  if  the  whole  sphere  of  radius  a^  had  been  made  of  a  material 
of  specific  resistance  JT,  we  should  have  had 

That  the  one  expression  should  be  equivalent  to  the  other, 

This,  therefore,  is  the  specific  resistance  of  a  compound  medium 
consisting  of  a  substance  of  specific  resistance  k^,  in  which  are 
disseminated  small  spheres  of  specific  resistance  A^,  the  ratio  of  the 
volume  of  all  the  small  spheres  to  that  of  the  whole  being  i?.  ^^ 
order  that  the  action  of  these  spheres  may  not  produce  eflEects 
depending  on  their  interference,  their  radii  must  be  small  compared 
with  their  distances,  and  therefore  jp  must  \>e  a  small  fraction. 

This  result  may  be  obtained  in  other  ways,  but  that  here  given 
involves  only  the  repetition  of  the  result  already  obtained  for   a 
single  sphere. 

When  the  distance  between  the  spheres  is  not  great  compaT^^ 

with  their  radii,    and  when     *1,~*^    is  considerable,  then     ot^V^^ 

^  ^1  +  ^a 
terms  enter  into   the   result,   which  we  shall  not  now   cox^^\^^^ 
In  consequence  of  these  terms  certain  systems  of  atrangettx^xiti    ^j 

i>  d  2 
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the  spheres  cause  the  resistance  of  the  compound  medium  to  be 
different  in  different  directions. 

Application  of  the  Principle  of  Images. 

815.]  Let  us  take  as  an  example  the  case  of  two  media  separated 
by  a  plane  surface,  and  let  us  suppose  that  there  is  a  source  8 
of  electricity  at  a  distance  a  from  the  plane  surface  in  the  first 
medium,  the  quantity  of  electricity  flowing  from  the  source  in  unit 
of  time  being  8. 

If  the  first  medium  had  been  infinitely  extended  the  current 
at  any  point  P  would  have  been  in  the  direction  5P,   and  the 

potential  at  P  would  have  been  —  where  Ti  =  — ^  and  r^  =  fiP. 

In  the  actual  case  the  conditions  may  be  satisfied  by  taking 
a  point  J,  the  image  of  8  in  the  second  medium,  such  that  IS 
is  normal  to  the  plane  of  separation  and  is  bisected  by  it.  Let  r^ 
be  the  distance  of  any  point  from  7,  then  at  the  surface  of  separation 

^1  =  ^2.  (0 

^^1  -       *'2  /ox 

Tv — ^-  (^> 

Let  the  potential  T^  at  any  point  in  the  first  medium  be  that 

due  to  a  quantity  of  electricity  E  placed  at  8^  together  with  an 

imaginary  quantity  B^  at  7,  and  let  the  potential  Y^  at  any  point 

of  the  second  medium  be  that  due  to  an  imaginary  quantity  E^  at 

iS,  then  if  ^       E      E^        ^     ^       R 

r,=  -  +  -^    and     r2=^,  (3) 

the  superficial  condition  F^  =  V^  gives 

E^E^  =  E^,  (4) 

and  the  condition 


(s) 


gives 


1  jr^  _  1  ar^ 

ii  dv  ""  k^  dp 

The  potential  in  the  first  medium  is  therefore  the  same  as  would 
be  produced  in  air  by  a  charge  E  placed  at  8,  and  a  charge  E^ 
at  7  on  the  electrostatic  theory,  and  the  potential  in  the  second 
medium  is  the  same  as  that  which  would  be  produced  in  air  by 
A  charge  E^  at  8. 
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The  current  at  any  point  of  the  first  medium  is  the  same  as  would 
have  been  produced  by  the  source  8  together  with  a  source  -^ — ^  S 

placed  at  /  if  the  first  medium  had  been  infinite,  and  the  curren^t 

at  any  point  of  the  second  medium  is  the  same  as  would  have  been 

2h  8 
produced  by  a  source  .,    ^ ,  >  placed  at  ^9  if  the  second  medium  had 

been  infinite. 

We  have  thus  a  complete  theory  of  electrical  images  in  the  case 
of  two  media  separated  by  a  plane  boundary.  Whatever  be  the 
nature  of  the  electromotive  forces  in  the  first  medium,  the  potential 
they  produce  in  the  first  medium  may  be  found  by  combining  their 
direct  effect  with  the  effect  of  their  image. 

If  we  suppose  the  second  medium  a  perfect  conductor,  then 
k.^  =  0,  and  the  image  at  /  is  equal  and  opposite  to  the  source 
at  8.  This  is  the  case  of  electric  imi^es,  as  in  Thomson's  theory 
in  electrostatics. 

If  we  suppose  the  second  medium  a  perfect  insulator,  then 
^2  =  ^)  &i^d  the  image  at  /  is  equal  to '  the  source  at  8  and  of  the 
same  sign.  This  is  the  case  of  images  in  hydrokinetics  when  the 
fluid  is  bounded  by  a  rig^d  plane  surface. 

816.]  The  method  of  inversion,  whioh  is  of  so  much  use  in 
electrostatics  when  the  bounding  surface  is  supposed  to  be  that 
of  a  perfect  conductor,  is  not  applicable  to  the  more  general  case 
of  the  surface  separating  two  conductors  of  unequal  electric  resist- 
ance. The  method  of  inversion  in  two  dimensions  is,  however, 
applicable,  as  well  as  the  more  general  method  of  transformation  in 
two  dimensions  given  in  Art.  190  *. 

Conduction  through  a  Plate  separating  Two  Media, 

317.]  Let  us  next  consider  the  effect  of  a  plate  of  thickness  AB  of 
a  medium  whose  resist- 
ance is  k^i  and  separating 
two  media  whose  resist- 
ances are  k^  and  ig,  in  "t  #" 
altering  the  potential  due 
to  a  source  8  in  the  first 
medium. 


^4 


The  potential  will  be  ^'  ^^' 

Dcke,  Pogg. 
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*  See  KircEhoff,  Pogg.  Ann.  Ixiv.  497,  and  Ixvu.  844  ;   Quincke,  Pogg.  xcvii,  382; 
and  Smith,  Proc,  B.  8.  Bdin.,  1869-70,  p.  79. 
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equal  to  that  due  to  a  system  of  charges  placed  in  air  at  certain 
points  along  the  normal  to  the  plate  through  8. 

Make 

AI=^SA,     BI^=8B,    JJi^T^A,    BI^^J^B,    AJ^=:I^A,iLQ,\ 
then  we  have  two  series  of  points  at  distances  from  each  other  equal 
to  twice  the  thickness  of  the  plate. 

318.]  The  potential  in  the  first  medium  at  any  point  P  is  equal  to 

TS  +  W-'W.+W,'-^"  <«) 

that  at  a  point  I"  in  the  second 

E'       r       I(       7/      ^ 

ys^  ri'^  Fly  ^  i^/j,  ■''**'• 

and  that  at  a  point  P^  in  the  third 

1^  +  ^  +  ^+**"  <*^> 

where  7,  I\  &c.  represent  the  imaginary  charges  placed  at  the 
points  /,  &c.,  and  the  accents  denote  that  the  potential  is  to  be 
taken  within  the  plate. 

Then,  by  the  last  Article,  for  the  surface  through  A  we  have, 

^=1^*  ^'=^^-       <"> 

For  the  surfaoe  through  B  we  find 

/j'=jrj^',  e"=^\e'.  (12) 

Similarly  for  the  surface  through  A  again, 
and  for  the  surface  through  B, 

'^  3   I   '•'2  "^3  T"  ^2 

Ifwen^ake     P  =  |^   and   /=  |5J^ 
we  find  for  the  potential  in  the  first  medium, 

Tl 

+  P'(1-P*)(P/'')-'^.      (15) 
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For  the  potential  in  the  third  medium  we  find 

If  the  first  medium  is  the  same  as  the  third,  then  ki  =  ^3  and 
0  =  p^,  and  the  potential  on  the  other  side  of  the  plate  will  be 

r=(i-p«)^{^  +  ^  +  &c.  +  ^/}.  (17) 

If  the  plate  is  a  very  much  better  conductor  than  the  rest  of  the 
medium,  p  is  very  nearly  equal  to  1.  If  the  plate  is  a  nearly  perfed; 
insulator,  p  is  nearly  equal  to  —1,  and  if  the  plaite  differs  little  in 
conducting  power  from  the  rest  of  the  medium,  p  is  a  small  quantity 
positive  or  negative. 

The  theory  of  this  case  was  first  stated  by  Green  in  his  *  Theory 
of  Magnetic  Induction'  (Essay^  p.  65).  His  result,  however,  is 
correct  only  when  p  is  nearly  equal  to  1  *.  The  quantity  ^  which 
he  uses  is  connected  with  p  by  the  equations 

_    2p    __  ij  — ig  _    3^    _  ^1—^2 

If  we  put  p  = ,  we  shall  have  a  solutionof  the  problem  of 

^      '^       l  +  2ir«c'  ^ 

the  magnetic  induction  excited  by  a  magnetic  pole  in  an  infinite 

plate  whose  coefficient  of  magnetization  is  k. 

On  Stratijied  Conductors, 

319.]  Let  a  conductor  be  composed  of  alternaite  strata  of  thick- 
ness c  and  (f  of  two  substances  whose  coefficients  of  conductivity 
are  different.  Required  the  coefficients  of  resistance  and  conduc- 
tivity of  the  compound  conductor. 

Let  the  plane  of  the  strata  be  normal  to  Z,  Let  every  symbol 
relating  to  the  strata  of  the  second  kind  be  accented,  and  let 
every  symbol  relating  to  the  compound  conductor  be  marked  with 
a  bar  thus,  X.     Then 

T=  X=  X',         {c  +  c')u  z=cu-^c'u\ 

(c  +  c'yZ=  cZ-^-  (fZ\  w=:w-  w\ 

We  must  first  determine  a,  «',  ^,  v\  Z  and  Z^  in  terms  of 
X,  T  and  w  from  the  equations  of  resistance,  Art.  297,  or  those 

*  See  Sir  W.  Tbomson^s  '  Note  on  Induced  MagnetiBm  in  »  Plate/  Camb,  ani 
Dub.  Math.  J^um.,  Nov.  1846,  or  B^prini,  art.  ix.  §  166.  ^^  ^^r^T^ 
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of  conductmty,  Art.  298.     K  we  put  D  for  the  determinant  of  the 
coefficients  of  resistance,  we  find 

vr^D  =  Bj-P^X+lbjp^D, 

^'s     =-PiX—q^Y-\-w. 
Similar  equations  with  the  symbols  accented  give  the  values 
of  w',  v'  and  ^.     Having  found  u,  v  and  id  in  terms  of  X,  Ytaxd  Z, 
we  may  write  down  the  equations  of  conductivity  of  the  stratified 

conductor.     If  we  make  h  =  —  and  A'=  — 7,  we  find 

-  _  M  +  ^V  -  _  ^£rMV 

^'-     A+A'     '         ^»-     A+A'     ' 

P^-      A+A'     '  ^^-     A+A'     ' 

_  cp^Ar<fp;     ^^'{.fi-q,'){qi-q{) 
_  oq3+(^qs      ^f^{Pi~Pi){Pi-p{) 

*»~       c  +  c'  (A+A')(c+0       ' 

cyi+<^'-i'     ^^'(P2-p-/)(qi-qi) 


r,  = 


C  +  t/  (^  +  yl')(c+c') 


_  cr-i  +  cV       >iA"(/?,-;?/)(g,-giO 

'»=ATF' 

320.]  If  neither  of  the  two  substances  of  which  the  strata  are 
formed  has  the  rotatory  property  of  Art.  303,  the  value  of  any 
P  or  p  will  be  equal  to  that  of  its  corresponding  Q  or  q.  From 
this  it  follows  that  in  the  stratified  conductor  also 

Pi  =  ?i>         Pi  =  ?2>         Pa  =  ?3» 
or  there  is  no  rotatory  property  developed  by  stratification,  unless 
it  exists  in  the  materials. 

321.]  If  we  now  suppose  that  there  is  no  rotatory  property,  and 
also  that  the  axes  of  x,  y  and  z  are  the  principal  axes,  then  the 
p  and  q  coefficients  vanish,  and 

If  we  begin  with  both  substances  isotropic,  but  of  diflEerent 
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conductivities,  then  the  result  of  stratification  will  he  to  make 
the  resistance  greatest  in  the  direction  of  a  normal  to  the  strata, 
and  the  resistance  in  all  directions  in  the  plane  of  the  strata  will 
be  equal. 

822.]  Take  an  isotropic  suhstance  of  conductivity  r,  cut  it  into 
exceedingly  thin  slices  of  thickness  a,  and  place  them  alternately 
with  slices  of  a  substance  whose  conductivity  is  8,  and  thickness  ^^a. 

Let  these  slices  be  normal  to  a*  Then  cut  this  compound  con- 
ductor into  thicker  slices,  of  thickness  d,  normal  to  y,  and  alternate 
these  with  slices  whose  conductivity  is  s  and  thickness  k^b. 

Lastly,  cut  the  new  conductor  into  still  thicker  slices^  of  thick* 
ness  c,  normal  to  z,  and  alternate  them  with  slices  whose  con- 
ductivity is  s  and  thickness  k^c. 

The  result  of  the  three  operations  will  be  to  cut  the  substance 
whose  conductivity  is  r  into  rectangular  parallelepipeds  whose 
dimensions  are  a,  b  and  c^  where  b  is  exceedingly  small  compared 
with  c,  and  a  is  exceedingly  small  compart  with  d,  and  to  embed 
these  parallelepipeds  in  the  substance  whose  conductivity  is  «,  so 
that  they  are  separated  from  each  other  k^a  in  the  direction  of  x, 
k^b  in  that  of  y,  and  k^c  in  that  of  z.  The  conductivities  of  the 
conductor  so  formed  in  the  directions  of  or,  y,  and  ;2^  are  to  be  found 
by  three  applications,  in  order  of  the  results  of  Art.  321.  We 
thereby  obtain 

{\^-k,){l-^k,)(k,r^-sy 

""'"  (I  +  A3){V+(1^+*1  +  V2)*} 

The  accuracy  of  this  investigation  depends  upon  the  three  dimen- 
sions of  the  parallelepipeds  being  of  different  orders  of  magnitude^ 
so  that  we  may  neglect  the  conditions  to  be  fulfilled  at  their  edges 
and  angles.     If  we  make  ^1,  k^  and  k^  each  unity,  then 

6r+3«  3r+5*  2r+6« 

^1  =  ": 7~*j        **«  =  ~z ::r"*>        ^a  ^ z — *• 

^       4rH-4*  '         *       2r  +  6*  '  ^        r+7s 

If  r  =  0,  that  is,  if  the  medium  of  which  the  parallelepipeds 
are  made  is  a  perfect  insulator,  then 
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If  r  =  00^  that  is,  if  the  parallelepipeds  are  perfect  conductors, 

In  every  case,  provided  i^  =z  i^  =  i^^  it  may  be  shewn  that 
r^,  Tg  and  r^  are  in  ascending  order  of  magnitude,  so  that  the 
greatest  conductivity  is  in  the  direction  of  the  longest  dimensions 
of  the  parallelepipeds,  and  the  greatest  resistance  in  the  direction 
of  their  shortest  dimensions. 

828.]  In  a  rectangular  parallelepiped  of  a  conducting  solid^  let 
there  be  a  conducting  channel  made  from  one  angle  to  the  opposite, 
the  channel  being  a  wire  covered  with  insulating  material^  and 
let  the  lateral  dimensions  of  the  channel  be  so  small  that  the 
conductivity  of  the  solid  is  not  affected  except  on  account  of  the 
current  conveyed  along  the  wire. 

Let  the  dimensions  of  the  parallelepiped  in  the  directions  of  the 
coordinate  axes  be  a,  b,  c,  and  let  the  conductivity  of  the  channel, 
extending  from  the  origin  to  the  point  {abc\\^abcK, 

The  electromotive  force  acting  between  the  extremities  of  the 
channel  is  aX-\-  bT-^  cZ, 

and  if  CT'  be  the  current  along  the  channel 

(f^Kabc{aX^bY^cZ). 

The  current  across  the  face  be  of  the  parallelepiped  is  beu^  and 
this  is  made  up  of  that  due  to  the  conductivity  of  the  solid  and 
of  that  due  to  the  conductivity  of  the  channel,  or 

bcu  =  bc{r,^X-^p^r-{32Z)+Kabc{aX-^bT  +  cZ), 

or  u=:  (ri  +  jr«2)X+(j03  +  iraJ)7+(j2+irca)^. 

In  the  same  way  we  may  find  the  values  of  v  and  10.  The 
coefficients  of  conductivity  as  altered  by  the  effect  of  the  channel 
will  be 

r^  +  Ka^  r^^Kb^,  r^  +  Kc", 

jt?i  +  Kbc,  ^2 + ^c^>  Pz  +  ^^*> 

ji  +  Kbcy  q^  +  Xca,  q^  +  Ka  b. 

In  these  expressions,  the  additions  to  the  values  of  Piy  8cc.,  due 
to  the  effect  of  the  channel,  are  equal  to  the  additions  to  the  values 
of  ^1,  &c.  Hence  the  values  of  p^  and  q^  cannot  be  rendered 
unequal  by  the  introduction  of  linear  channels  into  every  element 
of  volume  of  the  solid,  and  therefore  the  rotatory  property  of 
Art.  303,  if  it  does  not  exist  previously  in  a  solid,  cannot  be 
introduced  by  such  means. 
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824.]  To  construct  a  framework  of  linear  conductors  which  shall 
have  any  given  coefficients  of  conductivity  forming  a  symmetrical 
system. 

Let  the  space  be  divided  into  equal  small  cubes,  of  which  let  the 
figure  represent  one.     Let  the  coordinates  of  the  ^^ 

points  0,  Z,  M,  N,  and  their  potentials  be  as 
follows : —  X    y    z  Potential 

0  0     0     0         X+r-f^ 

L  Oil  X 

if         1     0     1  Y 

N         1     I     0  Z  ^^•'^- 

Let  these  four  points  be  connected  by  six  conductors, 
Oi,         OM,        ON,        MN,        NL,        LM, 
of  which  the  conductivities  are  respectively 

A,        B,        C,        P,         (2,        R. 
The  electromotive  forces  along  these  conductors  will  be 

Y+z,  ^+jr,  j+7,   r-^,  ^-x,  x-7, 

and  the  currents 

A{T+Z),  B{Z  +  X\  C(X+7),  P{T--Z),  Q{Z^X),  R{X^Y). 
Of  these  currents,  those  which  convey  electricity  in  the  positive 
direction  of  x  are  those  along  iif,  LN,  OM  and  OiV,  and  the 
quantity  conveyed  is 

u  =  {B+C+q^R)X+{C^R)T  ^{B^q)Z 

Similarly 
V  =  {C-^R)X  ^{C-\^A-^R+P)Y-^{A^P)Z', 

w={B--Q)X  '^{A-^P)Y  +{A  +  B+P^Q)Z; 

whence  we  find  by  comparison  with  the  equations  of  conduction^ 
Art.  298, 

4  A  =  r^  +  f3-ri+2jDi,  4P  =  r^'{-r^-'r^-2p^, 

45  =  r3  +  ri-r2  +  2j02,  ^Q  =  r^  +  r^-r^-2j)^, 

4(7  =  riH-r2-r3+2;?3,  4R  =  r^-\-r^''r^'-2j>^. 
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325.]  We  have  seen  that  when  electromotive  force  acts  on  a 
dielectric  medium  it  produces  in  it  a  state  which  we  have  called 
electric  polarization,  and  which  we  have  described  as  consisting 
of  electric  displacement  within  the  medium  in  a  direction  which, 
in  isotropic  media,. coincides  with  that  of  the  electromotive  force, 
combined  with  a  superficial  charge  on  every  element  of  volume 
into  which  we  may  suppose  the  dielectric  divided,  which  is  negative 
on  the  side  towards  which  the  force  acts,  and  positive  on  the  side 
from  which  it  acts. 

When  electromotive  force  acts  on  a  conducting  medium  it  also 
produces  what  is  called  an  electric  current. 

Now  dielectric  media,  with  very  few,  if  any^  exceptions,  are  also 
more  or  less  imperfect  conductors,  and  many  media  which  are  not 
good  insulators  exhibit  phenomena  of  dielectric  induction.  ^  Hence 
we  are  led  to  study  the  state  of  a  medium  in  which  induction  and 
conduction  are  going  on  at  the  same  time. 

For  simplicity  we  shall  suppose  the  medium  isotropic  at  every 
point,  but  not  necessarily  homogeneous  at  different  points.  In  this 
casCj  the  equation  of  Poisson  becomes,  by  Art.  83, 

where  K  is  the  '  specific  inductive  capacity.' 

The  *  equation  of  continuity'  of  electric  currents  becomes 

da^^r  dx.^  "^  d^\r  dy)  '^  dz\'  de^      dt  ""    '  ^^ 

where  r  is  the  specific -resistance  referred  to  unit  of  volume. 

When  JT  or  r  is  discontinoous,  these  equations  must  be  trans- 
formed into  those  appropriate  to  surfaces  of  discontinuity.        t 
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In  a  strictly  homogeneous  mediam  r  and  K  are  both  constant^  so 
that  we  find 

dW     dW     d^r         ^     p         dp 

whence  p  zs  Ce  ^^  ;  (4) 

Kr  -i 

or,  if  we  put  T  =  t-'         P  =  ^^    ^-  (^) 

4  IT 

This  result  shews  that  under  the  action  of  any  external  electric 
forces  on  a  homogeneous  medium,  the  interior  of  which  is  originally 
charged  in  any  manner  with  electricity,  the  internal  charges  will 
die  away  at  a  rate  which  does  not  depend  on  the  external  forces, 
so  that  at  length  there  will  be  no  charge  of  electricity  withii^ 
the  medium,  after  which  no  external  forces  can  either  produce  or 
maintain  a  charge  in  any  internal  portion  of  the  medium,  pro^ 
vided  the  relation  between  electromotive  force,  electric  polarizatioa 
and  conduction  remains  the  same.  When  disruptive  discharge 
occurs  these  relations  cease  to  be  true,  and  internal  charge  may 
be  produced. 

On  Conduction  through  a  Condenser. 

826.]  Let  Che  the  capacity  of  a  condenser.  It  its  resistance,  and 
E  the  electromotive  force  which  acts  on  it,  that  is,  the  difference  of 
potentials  of  the  surfaces  of  the  metallic  electrodes. 

Then  the  quantity  of  electricity  on  the  side  from  which  the 
electromotive  force  acts  will  be  CE^  and  the  current  through  the 
substance  of  the  condenser  in  the  direction  of  the  electromotive 

force  will  be  -^• 
Ji 

If  the  electrification  is  supposed  to  be  produced  by  an  electro- 
motive force  E  acting  in  a  circuit  of  which  the  condenser  forms 

part,  and  if  -—  represents  the  current  in  that  circuit,  then 

^  =  Z  +  .C^.  (6) 

Let  a  battery  of  electromotive  force  S^,  and  resistance  r^  be 
introduced  into  this  circuit,  then 

dQ_E,-E_E         dE  ,7V 

Hence,  at  any  time  ^1, 
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Next,  let  the  circuit  r^  be  broken  for  a  time  /g* 


u 


E(  =  E^  =  E^e  ^2  where  T^  =  CB.  (9) 

Finally,  let  the  surfaces  of  the  condenser  be  connected  by  means 
of  a  wire  whose  resistance  is  r^  for  a  time  ^3, 

J?(  =  i'j)  =  E^e  r.  where  ^3  =  -^  •  (10) 

If  Q3  is  the  total  discharge  through  this  wire  in  the  time  ^3 , 

In  this  way  we  may  find  the  discharge  through  a  wire  which 
is  made  to  connect  the  surfaces  of  a  condenser  after  being  charged 
for  a  time  ^,  and  then  insulated  for  a  time  t^.  If  the  time  of 
charging  is  sufficient,  as  it  generally  is,  to  develope  the  whole 
charge,  and  if  the  time  of  discharge  is  sufficient  for  a  complete 
discharge,  the  discharge  is 

827.]  In  a  condenser  of  this  kind,  first  charged  in  any  way,  next 
discharged  through  a  wire  of  small  resistance,  and  then  insulated, 
no  new  electrification  will  appear.  In  most  actual  condensers, 
however,  we  find  that  after  discharge  and  insulation  a  new  charge 
is  g7*adually  developed,  of  the  same  kind  as  the  original  charge, 
but  inferior  in  intensity.  This  is  called  the  residual  charge.  To 
account  for  it  we  must  admit  that  the  constitution  of  the  dielectric 
medium  is  different  from  that  which  we  have  just  described.  We, 
shall  find,  however,  that  a  medium  formed  of  a  conglomeration  of 
small  pieces  of  different  simple  media  would  possess  this  property. 

Theory  of  a  Composite  Dielectric. 

328.]  We  shall  suppose,  for  the  sake  of  simplicity,  that  the 
dielectric  consists  of  a  number  of  plane  strata  of  different  materials 
and  of  area  unity,  and  that  the  electric  forces  act  in  the  direction 
of  the  normal  to  the  strata. 

Let  a-^i  a^i  &c.  be  the  thicknesses  of  the  different  strata. 

Xi,  Jg,  &c.  the  resultant  electrical  forces  within  the  strata. 

PiiPi^  &c.  the  currents  due  to  conduction  through  the  strata. 

/i^/i'i  ^'  ^^^  electric  displacements. 

Ui,  ^2)  ^*  ^^®  ^^'  currents,  due  partly  to  conduction  and  partly 
to  variation  of  displacement. 
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r^,  rg,  &c.  the  specific  resistances  referred  to  unit  of  volume. 

Xi,  K^i  &c.  the  specific  inductive  capacities. 

Jki,  ^29  ^*  ^^^  reciprocals  of  the  specific  inductive  capacities. 

H  the  electromotive  force  due  to  a  voltaic  battery,  placed  in 
he  part  of  the  circuit  leading  from  the  last  stratum  towards  the 
rst,  which  we  shall  suppose  good  conductors. 

Q  the  total  quantity  of  electricity  which  has  passed  through  this 
»art  of  the  circuit  up  to  the  time  t. 

Bq  the  resistance  of  the  battery  with  its  connecting  wires. 

0-12  the  surface-density  of  electricity  on  the  surface  which  separates 
lie  first  and  second  strata. 

Then  in  the  first  stratum  we  have,  hy  Ohm's  Law, 

Ii  =  r^Pi.  (1) 

By  the  theory  of  electrical  displacement, 

Xi  =  4ir*i/i.  (2) 

By  the  definition  of  the  total  current, 

%=A+f.  (3) 

Bvith  similar  equations  for  the  other  strata,  in  each  of  which  the 
][uantities  have  the  suffix  belonging  to  that  stratum. 

To  determine  the  surface-density  on  any  stratum,  we  have  an 
equation  of  the  form  ^^^  =  A—^i^  (4) 

and  to  determine  its  variation  we  have 

^  =/>.-..  (5) 

By  differentiating  (4)  with  respect  to  t,  and  equating  the  result 
to  (6),  we  obtain 

ft  +  ^'=A+^*=«.«y,  (6) 

or,  by  taking  account  of  (3), 

«j  =  «2  =  &c.  =  u.  (7) 

That  is,  the  total  current  u  is  the  same  in  all  the  strata,  and  is 
equal  to  the  current  through  the  wire  and  battery. 
We  have  also,  in  virtue  of  equations  (l)  and  (2), 

from  which  we  may  find  Jj  by  the  inverse  operation  on  u, 
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The  total  electromotive  force  E  ia 

^=«iXi  +  a2Zj  +  &c.,  (10) 

an  equation  between  ^,  the  external  electromotive  force^  and  u^  the 
external  current. 

If  the  ratio  of  r  to  ^  is  the  same  in  all  the  strata,  the  equation 
reduces  itself  to 

^+  t;;^  ^  =  Kn  +  «2^2+&c.)  a,  (12) 

which  is  the  case  we  have  already  examined,  and  in  which,  as  we 
found,  no  phenomenon  of  residual  charge  can  take  place. 

If  there  are  n  substances  having  different  ratios  of  r  to  >t,  the 
general  equation  (11),  when  cleared  of  inverse  operations,  will  be 
a  linear  differential  equation,  of  the  f^th  order  with  respect  to  E 
and  of  the  (»—  l)th  order  with  respect  to  u,t  being  the  independent 
variable. 

From  the  form  of  the  equation  it  is  evident  that  the  order  of 
the  different  strata  is  indifferent,  so  that  if  there  are  several  strata 
of  the  same  substance  we  may  suppose  them  united  into  one 
without  altering  the  phenomena. 

829.]  Let  us  now  suppose  that  at  first /i,/2,  &c.  are  all  zero, 
and  that  an  electromotive  force  H  is  suddenly  made  to  act,  and  let 
us  find  its  instantaneous  effj^t. 

Integrating  (8)  with  respect  to  ^,  we  find 

Q  ^judt  =  ^jx^dt^  -i-.  1-^4. const.  (13) 

Now,  since  X^  is  always  in  this  case  finite,  /  X-^dt  must  be  in- 
sensible when  i  is  insensible,  and  therefore,  since  X^  is  originally 
zero,  the  instantaneous  effect  will  be 

-Zi  =  47r*iQ.  (14) 

Hence,  by  equation  (10), 

^  =  4 IT  (>ti«i  +*2«2  +  &c.)  Q,  (1 5) 

and  if  Che  the  electric  capacity  of  the  system  as  measured  in  this 
instantaneous  way, 

q  I 

^^1^  47r(>&iai  +  /t,fl,  +  &c.)'  ^^^^ 
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This  is  the  same  result  that  we  should  have  obtained  if  we  had 
neglected  the  conductivity  of  the  strata. 

Let  us  next  suppose  that  the  electromotive  force  E  is  continued 
uniform  for  an  indefinitely  long  time,  or  till  a  uniform  current  of 
conduction  equal  to  p  is  established  through  the  system. 

We  have  then  Xj  =  r^jD,  etc.,  and  therefore  by  (10), 

Ez=z  {r^a^^r^a^  +  hQ.)p.  \\7) 

If  R  be  the  total  resistance  of  the  system, 

E 

B  z=  —  =  Tia^  +  r^a^  +  ioc*  (18) 


In  this  state  we  have  by  (2), 

so  that  ''-=(j5f^-45f>  f^«) 

If  we  now  suddenly  connect  the  extreme  strata  by  means  of  a 

conductor  of  small  resistance,  E  will  be  suddenly  changed  from  its 

original  value  Eq  to  zero,  and  a  quantity  Q  of  electricity  will  pass 

through  the  conductor. 

To  determine  Q  we  observe  that  if  X^  be  the  new  Value  of  X^, 

then  by  (13),  j^;  =  X^  +  4  iti^  Q.  (20) 

Hence,  by  (10),  putting  ^  =  0, 

0  =  aiXi  +  &c.  +  47r(ai*i  +  fl2*2+&«-)Q'  (21) 

or  o  =  E,+  ^Q.  '  (22) 

Hence  Q  =  —  CEq  where  C  is  the  capacity,  as  given  by  equation 
(16).  The  instantaneous  discharge  is  therefore  equal  to  the  in- 
stantaneous charge. 

Let  us  next  suppose  the  connexion  broken  immediately  after  this 
discharge.     We  shall  then  have  i«  =  0,  so  that  by  equation  (8), 

Xi  =  Te    n    ,  (23) 

where  X^  is  the  initial  value  after  the  discharge. 
Hence,  at  any  time  ^, 


Xi  =  i^o{%-4,r*,<7J. 


4^*1^ 


The  value  of  E  at  any  time  is  thejefore 
=  ^o{(^-4'«i*iC?)<'"~  +  (^^-4,ra,^,C)r  '.  '+&c.j,  (24) 
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and  the  instantaneous  discharge  after  any  time  t  is  EC,    This  is 
called  the  residual  discharge. 

If  the  ratio  of  r  to  ^  is  the  same  for  all  the  strata,  the  value  of  E 
will  be  reduced  to  zero.  If,  however,  this  ratio  is  not  the  same,  let 
the  terms  be  arranged  according  to  the  values  of  this  ratio  in 
descending  order  of  magnitude. 

The  sum  of  all  the  coefficients  is  evidently  zero,  so  that  when 
^  =  0,  E  =  0,  The  coefficients  are  also  in  descending  order  of 
magnitude,  and  so  are  the  exponential  terms  when  t  is  positive. 
Hence,  when  t  is  positive,  E  will  be  positive,  so  that  the  residoal 
discharge  is  always  of  the  same  sign  as  the  primary  discharge. 

When  t  is  indefinitely  great  all  the  terms  disappear  unless  any 
of  the  strata  are  perfect  insulators,  in  which  case  r^  is  infinite  for 
that  stratum,  and  R  is  infinite  for  the  whole  system,  and  the  final 
value  of  E  is  not  zero  but 

E  =  Eo{t^4TTaik^C).  (25) 

Hence^  when  some,  but  not  all,  of  the  strata  are  perfect  insulators, 
a  residual  discharge  may  be  permanently  preserved  in  the  system. 

330.]  We  shall  next  determine  the  total  discharge  through  a  wire 
of  resistance  Bq  kept  permanently  in  connexion  with  the  extreme 
strata  of  the  system,  supposing  the  system  first  oharged  by  means 
of  a  long-continued  application  of  the  electromotive  force  E. 

At  any  instant  we  have 

E=  a^r^p^-^-a^r^Pi-^'Sio.+ItQU  =r  0,  (26) 

and  also,  by  (3),  u=zp^-^  -^^  (27) 

Hence         (B^Bo)u^  a,r^^  +  a^rg^^H-  &c.  (28) 

Integrating  with  respect  to  ^  in  order  to  find  Q,  we  get 

(B  +  Bo)  Q=:a,r,  (//-/O  +  ^^r,  (//-/J  +  &C.,  (29) 

where  yi  is  the  initial,  and//  the  final  value  ofyj. 

In  this  case  //=  0,  and  by  (2)  and  (20)  /^  =  Eq  (     ^  p — (^)' 
Hence      iB+Bo)Q  =  ;j^(^  +  ^  +  &c.)-^,CB,  (30) 


CEo 


S2[a,a,ii*,(^-^»/],     (31) 


It 

where  the  summation  is  extended  to  all  quantities  of  this  form 
belonging  to  every  pair  of  strata. 
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It  appears  from  this  that  Q  is  always  negative^  that  is  to  say,  in 
the  opposite  direction  to  that  of  the  current  employed  in  charging 
the  system. 

This  investigation  shews  that  a  dielectric  composed  of  strata  of 
different  kinds  may  exhibit  the  phenomena  known  as  electric 
absorption  and  residual  discharge,  although  none  of  the  substances 
of  which  it  is  made  exhibit  these  phenomena  when  alone.  An 
investigation  of  the  cases  in  which  the  materials  are  arranged 
otherwise  than  in  strata  would  lead  to  similar  results,  though 
the  calculations  would  be  more  complicated,  so  that  we  may 
conclude  that  the  phenomena  of  electric  absorption  may  be  ex- 
pected in  the  case  of  substances  composed  of  parts  of  different 
kinds,  even  though  these  individual  parts  should  be  microscopically 
small. 

It  by  no  means  follows  that  every  substance  which  exhibits  this 
phenomenon  is  so  composed,  for  it  may  indicate  a  new  kind  of 
electric  polarization  of  which  a  homogeneous  substance  may  be 
capable,  and  this  in  some  cases  may  perhaps  resemble  electro- 
chemical polarization  much  more  than  dielectric  polarization. 

The  object  of  the  investigation  is  merely  to  point  out  the  true 
mathematical  character  of  the  so-called  electric  absorption,  and  to 
shew  how  fundamentally  it  differs  from  the  phenomena  of  heat 
which  seem  at  first  sight  analogous. 

881.]  K  we  take  a  thick  plate  of  any  substance  and  heat  it 
on  one  side,  so  as  to  produce  a  flow  of  heat  through  it,  and  if 
we  then  suddenly  cool  the  heated  side  to  the  same  temperature 
as  the  other,  and  leave  the  plate  to  itself,  the  heated  side  of  the 
plate  will  again  become  hotter  than  the  other  by  conduction  from 
within. 

Now  an  electrical  phenomenon  exactly  analogous  to  this  can 
be  produced,  and  actually  occurs  in  telegraph  cables,  but  its  mathe- 
matical laws,  though  exactly  agreeing  with  those  of  heat,  differ 
entirely  from  those  of  the  stratified  condenser. 

In  the  case  of  heat  there  is  true  absorption  of  the  heat  into 
the  substance  with  the  result  of  making  it  hot.    To  produce  a  truly 
analogous  phenomenon  in  electricity  is  impossible,  but  we  may 
imitate  it  in  the  following  way  in  the  form  of  a  lecture-room 
experiment. 

Let  ^1,  u<8,  &c.  be  the  inner  conducting  surfaces  of  a  series  oi 
condensers,  of  which  ^oi  A*  -^2>  ^^'  ^'®  ^^®  ^^^®^  surfiaces- 
Let  Ai,  -ig,  &c.  be  connected  in  series  by  connexions  of  reBiat- 
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ance  R,  and  let  a  current  be  passed  along  this  series  from  left  to 
right. 

Let  us  first  suppose  the  plates  3q^  Bi,  B2,  each  insulated  and 
free  from  charge.  Then  the  total  quantity  of  electricity  on  each  of 
the  plates  B  must  remain  zero,  and  since  the  electricity  on  the 
plates  ^  is  in  each  case  equal  and  opposite  to  that  of  the  opposed 


Fig.  26. 


surfisice  they  will  not  be  electrified,  and  no  alteration  of  the  current 
will  be  observed. 

But  let  the  plates  B  be  all  connected  together,  or  let  each  be 
connected  with  the  earth.  Then,  since  the  potential  of  J^  is 
positive,  while  that  of  the  plates  B  is  zero,  A^  will  be  positively 
electrified  and  B^  negatively. 

If  Pi,  Pj*  ^^'  *^®  ^^^  potentials  of  the  plates  A^^A^,  &c.,  and  C 
the  capacity  of  each,  and  if  we  suppose  that  a  quantity  of  electricity 
equal  to  Qq  passes  through  the  wire  on  the  left,  Q^  through  the 
connexion  R^^  and  so  on^  then  the  quantity  which  exists  on  the 
plate  A^  is  Qo~~  Qd  ^^^  ^^  hsLYe 

Similarly  Qi"  Q2  =  C2P2. 

and  so  on. 

But  by  Ohm's  Law  we  have 

p      p  -.  7?  ^Qi 
F.^P^^R,—. 


^2-^3 


7?^. 
^U^ 


If  we  suppose  the  values  of  C  the  same  for  each  plate,  and  those 
of  R  the  same  for  each  wire,  we  shall  have  a  series  of  equations  of 
the  form 
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If  there  are  n  quantities  of  electricity  to  be  determined,  and  if 
either  the  total  electromotive  force,  or  some  other  equivalent  con- 
ditions be  given,  the  differential  equation  for  determining  any  one 
of  them  will  be  linear  and  of  the  nth  order. 

By  an  apparatus  arranged  in  this  way,  Mr.  Yarley  succeeded  in 
imitating  the  electrical  action  of  a  cable  12,000  miles  long. 

When  an  electromotive  force  is  made  to  act  along  the  wire  on 
the  left  hand,  the  electricity  which  flows  into  the  system  is  at  first 
principally  occupied  in  charging  the  different  condensers  beginning 
with  A^,  and  only  a  very  small  fraction  of  the  current  appears 
at  the  right  hand  till  a  considerable  time  has  elapsed.  If  galvano- 
meters be  placed  in  circuit  at  R^,  B^,  &c.  they  will  be  affected 
by  the  current  one  after  another,  the  interval  between  the  times  of 
equal  indications  being  greater  as  we  proceed  to  the  right. 

332.]  In  the  case  of  a  telegraph  cable  the  conducting  wire  is 
separated  from  conductors  outside  by  a  cylindrical  sheath  of  gutta- 
percha, or  other  insulating  material.  Each  portion  of  the  cable 
thus  becomes  a  condenser,  the  outer  surface  of  which  is  always  at 
potential  zero.  Hence,  in  a  given  portion  of  the  cable,  the  quantity 
of  free  electricity  at  the  surface  of  the  conducting  wire  is  equal 
to  the  product  of  the  potential  into  the  capacity  of  the  portion  of 
the  cable  considered  as  a  condenser. 

li  a^yO^  are  the- outer  and  inner  radii  of  the  insulating  sheath, 
and  if  Z"  is  its  specific  dielectric  capacity,  the  capacity  of  unit  of 
length  of  the  cable  is,  by  Art.  126^ 

c=-£^.  (1) 

2log^ 

Let  V  be  the  potential  at  any  point  of  the  wire,  which  we  may 
consider  as  the  same  at  every  part  of  the  same  section. 

Let  Q  be  the  total  quantity  of  electricity  which  has  passed 
through  that  section  since  the  beginning  of  the  current.  Then  the 
quantity  which  at  the  time  t  exists  between  sections  at  x  and  at 
a?-}- 6a?,  is  /        dO     K  dO 

and  this  is^  by  what  we  have  said,  equal  to  ct;5a;. 
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Hence  «;  =  -^.  (2) 

Af^ain,  the  electromotive  force  at  any  section  is  —  x:>  ^^^  ^7 
Ohm's  Law,  dv       ,  dO 

-^  =  *^'  (3) 

where  k  is  the  resistance  of  unit  of  length  of  the  condactor,  and 
—^  is  the  strength  of  the  current.  Eliminslting  Q  between  (2)  and 
(3),  we  find  ck  —  -—.  l4\ 

This  is  the  partial  differential  equation  which  must  be  solved 
in  order  to  obtain  the  potential  at  any  instant  at  any  point  of  the 
cable.  It  is  identical  with  that  which  Fourier  gives  to  determine 
the  temperature  at  any  point  of  a  stratum  through  which  heat 
is  flowing  in  a  direction  normal  to  the  stratum.  In  the  case  of 
heat  c  represents  the  capacity  of  unit  of  volume,  or  what  Fourier 
denotes  by  CD^  and  k  represents  the  reciprocal  of  the  conductivity. 

If  the  sheath  is  not  a  perfect  insulator,  and  if  k^  is  the  resist- 
ance of  unit  of  length  of  the  sheath  to  conduction  through  it  in  a 
radial  direction,  then  if  p^  is  the  specific  resistance  of  the  insulating 
material,  it  is  easy  to  shew  that 

The  equation  (2)  will  no  longer  be  true,  for  the  electricity  is 
expended  not  only  in  charging  the  wire  to  the  extent  represented 

by  cv^  but  in  escaping  at  a  rate  represented  by  t-  .  Hence  the  rate 
of  expenditure  of  electricity  will  be  ^ 

d^q  _  dv     \ 

-Wdi-'df-^i:'''-  (^ 

whence,  by  comparison  with  (3),  we  get 

-  dv       d^v       k  ,  . 

'^Tt^d^-T,''  (^> 

and  this  is  the  equation  of  conduction  of  heat  in  a  rod  or  ring 
as  given  by  Fourier  *. 

333.]  If  we  had  supposed  that  a  body  when  raised  to  a  high 
potential  becomes  electrified  throughout  its  substance  as  if  elec- 
tricity were  compressed  into  it,  we  should  have  arrived  at  equa- 
tions of  this  very  form.     It   is  remarkable   that  Ohm  himself, 


•  TlUorit  de  la  Chaleur,  Art  106. 
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misled  by  the  analogy  between  electricity  and  beat,  entertained 
an  opinion  of  this  kind,  and  was  thus,  by  means  of  an  erroneous 
opinion,  led  to  employ  the  equations  of  Fourier  to  express  the 
true  laws  of  conduction  of  electricity  through  a  long  wire,  long 
before  the  real  reason  of  the  appropriateness  of  these  equations  had 
been  suspected. 

Mechanical  Illustration  of  the  Properties  of  a  Dielectric. 

334.]  Five  tubes  of  equal  sectional  area  A,  J3,  (7,  D  and  P  are 
arranged  in  circuit  as  in  the  figure. 
A,  B,  C  and  D  are  vertical  and  equal, 
and  P  is  borizontal. 

The  lower  halves  of  A,  B,  C,  B 
are  filled  with  mercury,  their  upper 
halves  and  the  horizontal  tube  P  are 
filled  with  water. 

A  tube  with  a  stopcock  Q  con- 
nects the  lower  part  of  A  and  B 
with  that  of  C  and  i>,  and  a  piston 
P  is  made  to  slide  in  the  horizontal 
tube. 

Let  us  begin  by  supposing  that 
the  level  of  the  mercury  in  the  four 
tubes  is  the  same,  and  that  it  is 
indicated  by  A^^  Bqj  CJj,  -Dq,  that 
the  piston  is  at  Pq,  and  that  the 
stopcock  Q  is  shut. 

Now  left  the  piston  be  moved  from  Pq  to  jR^,  a  distance  a.  Then, 
since  the  sections  of  all  the  tubes  are  equal,  the  level  of  the  mercury 
in  A  and  C  will  rise  a  distance  a,  or  to  Ai  and  C^)  ^^^  ^^^  mercury 
in  B  and  B  will  sink  an  equal  distance  a,  or  to  B^  and  Bi . 

The  difierence  of  pressure  on  the  two  sides  of  the  piston  will 
be  represented  by  4  a, 

This  arrangement  may  serve  to  represent  the  state  of  a  dielectric 
acted  on  by  an  electromotive  force  4  a. 

The  excess  of  water  in  the  tube  B  may  be  taken  to  represent 
a  positive  charge  of  electricity  on  one  side  of  the  dielectric,  and  the 
excess  of  mercury  in  the  tube  A  may  represent  the  negative  charge 
on  the  other  side.  The  excess  of  pressure  in  the  tube  P  on  the 
side  of  the  piston  next  B  will  then  represent  the  excess  of  potential 
on  the  positive  side  of  the  dielectric.  Znnci](> 
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If  the  piston  is  free  to  more  it  will  move  back  to  Pq  and  be 
in  equilibrium  there.  This  represents  the  complete  discharge  of 
the  dielectric. 

During  the  discharge  there  is  a  reversed  motion  of  the  liquids 
throughout  the  whole  tube,  and  this  represents  that  change  of 
electric  displacement  which  we  have  supposed  to  take  place  in  a 
dielectric. 

I  have  supposed  every  part  of  the  system  of  tubes  filled  with. 
incompressible  liquids,  in  order  to  represent  the  property  of  all 
electric  displacement  that  there  is  no  real  accumulation  of  elec- 
tricity at  any  place. 

Let  us  now  consider  the  effect  of  opening  the  stopcock  Q  while 
the  piston  P  is  at  P^. 

The  level  of  A^  and  D^  will  remain  unchanged^  but  that  of  B  and 
C  will  become  the  same,  and  will  coincide  with  Bq  and  Cq  . 

The  opening  of  the  stopcock  Q  corresponds  to  the  existence  of 
a  part  of  the  dielectric  which  has  a  slight  conducting  power,  but 
which  does  not  extend  through  the  whole  dielectric  so  as  to  form 
an  open,  channel. 

The  charges  on  the  opposite  sides  of  the  dielectric  remain  ia- 
sulated^  but  their  difference  of  potential  diminishes. 

In  fact,  the  difference  of  pressure  on  the  two  sides  of  the  piston 
sinks  from  4  a  to  2  a  during  the  passage  of  the  fluid  through  Q. 

If  we  now  shut  the  stopcock  Q  and  allow  the  piston  P  to  move 
freely^  it  will  come  to  equilibrium  at  a  point  P2,  and  the  discharge 
will  be  apparently  only  half  of  the  charge. 

The  level  of  the  mercury  in  A  and  B  will  be  ia  above  its 
original  level^  and  the  level  in  the  tubes  C  and  I)  will  he  {a 
below  its  original  level.     This  is  indicated  by  the  levels  A^,  -B,, 

If  the  piston  is  now  fixed  and  the  stopcock  opened,  mercury  will 
flow  from  B  to  C  till  the  level  in  the  two  tubes  is  again  at  Bq  and 
Cq.  There  will  then  be  a  difference  of  pressure  =  a  on  the  two 
sides  of  the  piston  P.  If  the  stopcock  is  then  closed  and  the  piston 
P  left  free  to  move,  it  will  again  come  to  equilibrium  at  a  point  P3, 
half  way  between  Pg  and  Pq.  This  corresponds  to  the  residual 
charge  which  is  observed  when  a  charged  dielectric  is  first  dis- 
charged and  then  left  to  itself.  It  gradually  recovers  part  of  its 
charge,  and  if  this  is  again  discharged  a  third  charge  is  formed,  the 
successive  charges  diminishing  in  quantity.  In  the  case  of  the 
illustrative  experiment  each  charge  is  half  of  the  preceding,  and  the 
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discharges^  which  are  i,  i,  &c.  of  the  original  charge,  form  a  series 
whose  sum  is  equal  to  the  original  charge. 

If,  instead  of  opening  and  closing  the  stopcock,  we  had  allowed  it 
to  remain  nearly,  but  not  quite,  closed  during  the  whole  experiment, 
we  should  have  had  a  case  resembling  that  of  the  electrification  of  a 
dielectric  which  is  a  perfect  insulator  and  yet  exhibits  the  pheno- 
menon called  '  electric  absorption.' 

To  represent  the  case  in  which  there  is  true  conduction  through 
the  dielectric  we  must  either  make  the  piston  leaky,  or  we  must 
establish  a  communication  between  the  top  of  the  tube  A  and  the 
top  of  the  tube  B, 

In  this  way  we  may  construct  a  mechanical  illustration  of  the 
properties  of  a  dielectric  of  any  kind,  in  which  the  two  electricities 
are  represented  by  two  real  fluids,  and  the  electric  potential  is 
represented  by  fluid  pressure.  Charge  and  discharge  are  repre- 
sented by  the  motion  of  the  piston  P,  and  electromotive  force  by 
the  resultant  force  on  the  piston. 
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CHAPTEK   XL 

THE   MEASUREMENT   OP   BLECTBIC  RESISTANCE. 

335.]  In  the  present  state  of  electrical  science,  the  determination 
of  the  electric  resistance  of  a  conductor  may  be  considered  as  the 
cardinal  operation  in  electricity,  in  the  same  sense  that  the  deter- 
mination of  weight  is  the  cardinal  operation  in  chemistry. 

The  reason  of  this  is  that  the  determination  in  absolute  measnre 
of  other  electrical  magnitudes,  such  as  quantities  of  electricity, 
electromotive  forces,  currents,  &c.,  requires  in  each  case  a  com- 
plicated series  of  operations,  involving  generally  observations  of 
time,  measurements  of  distances,  and  determinations  of  moments 
of  inertia,  and  these  operations,  or  at  least  some  of  them,  must 
be  repeated  for  every  new  determination,  because  it  is  impossible 
to  preseiTC  a  unit  of  electricity,  or  of  electromotive  force,  or  of 
current,  in  an  unchangeable  state,  so  as  to  be  available  for  direct 
comparison. 

But  when  the  electric  resistance  of  a  properly  shaped  conductor 
of  a  properly  chosen  material  has  been  once  determined,  it  is  found 
that  it  always  remains  the  same  for  the  same  temperature,  so  that 
the  conductor  may  be  used  as  a  standard  of  resistance,  with  which 
that  of  other  conductors  can  be  compared,  and  the  comparison  of 
two  resistances  is  an  operation  which  admits  of  extreme  accuracy. 

When  the -unit  of  electrical  resistance  has  been  fixed  on,  material 
copies  of  this  unit,  in  the  form  of  *  Resistance  Coils,'  are  prepared 
for  the  use  of  electricians,  so  that  in  every  part  of  the  world 
electrical  resistances  may  be  expressed  -in  terms  of  the  same  unit. 
These  unit  resistance  coils  are  at  present  the  only  examples  of 
material  electric  standards  which  can  be  preserved,  copied,  and  used 
for  the  purpose  of  measurement.  Measures  of  electrical  capacity, 
which  are  also  of  great  importance,  are  still  defective,  on  account 
of  the  disturbing  influence  of  electric  absorption. 

886.]  The  unit  of  resistance  may  be  an  entirely  arbitrary  one, 
as  in  the  case  of  Jacobi's  Etalon,  which  was  a  certain  copper 
wire  of  22.4932  grammes  weight,  7.61975  metres  length,  and  0.667 
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aillimetres  diameter.     Copies  of  this  have  been  made  by  Leyser  of 
lieipsig,  and  are  to  be  found  in  different  places. 

According  to  another  method  the  unit  may  be  defined  as  the 
'esistance  of  a  portion  of  a  definite  substance  of  definite  dimensions, 
rhus,  Siemens'  unit  is  defined  as  the  resistance  of  a  column  of 
nercury  of  one  metre  long,  and  one  square  millimetre  section,  at 
ihe  temperature  0°C. 

5  837.]  Finally,  the  unit  may  be  defined  with  refiEfrence  to  the 
electrostatic  or  the  electromagnetio  system  of  units.  In  practice 
the  electromagnetic  system  is  used  in  all  telegraphic  operations, 
ind  therefore  the  only  systematic  units  actually  in  use  are  those 
3f  this  system. 

In  the  electromagnetic  system,  as  we  shall  shew  at  the  proper 
"^place^  a  resistance  is  a  quantity  homogeneous  with  a  velocity,  and 
may  therefore  be  expressed  as  a  velocity.     See  Art.  628. 

338.]  The  first  actual  measurements  on  this  system  were  made 
'by  Weber,  who  employed  as  his  unit  one  millimetre  per  second. 
Sir  W.  Thomson  afterwards  used  one  foot  per  second  as  a  unit, 
'but  a  large  number  of  electricians  have  now  agreed  to  use  the 
unit  of  the  British  Association,  which  professes  to  represent  a 
resistance  which,  expressed  ss  a  velocity,  is  ten  millions  of  metres 
'per  second.  The  magnitude  of  this  unit  is  more  convenient  than 
'that  of  Weber's  unit,  which  is  too  small.  It  is  sometimes  referred 
to  as  the  B.A.  unit^  bat  in  order  to  connect  it  with  the  name  of 
'  the  discoverer  of  the  laws  of  resistance,  it  is  called  the  Ohm. 
'  339.]  To  recollect  its  value  in  absolute  measure  it  is  useful 
to  know  that  ten  millions  of  metres  is  professedly  the  distance 
from  the  pole  to  the  equator^  measured  along  the  meridian  of  Paris. 
A  body^  therefore,  which  in  one  second  travels  along  a  meridian 
from  the  pole  to  the  equator  would  have  a  velocity  which,  on  the 
electromagnetic  system,  is  professedly  represented  by  an  Ohm. 

I  say  professedly,  because,  if  more  accurate  researches  should 
prove  that  the  Ohm,  as  constructed  from  the  British  Association's 
material  standards,  is  not  really  represented  by  this  velocity,  elec- 
tricians would  not  alter  their  standards^  but  would  apply  a  cor- 
rection. In  the  same  way  the  metre  is  professedly  one  ten-millionth 
of  a  certain  quadrantal  -arc,  but  though  this  is  found  not  to  be 
exactly  true,  the  length  of  the  metre  has  not  been  altered,  but  the 
dimensions  of  the  earth  are  expressed  by  a  less  simple  number. 

According  to  the  system  of  the  British  Association,  the  absolute 
value  of  the  unit  is  originally  chosen  so  as  to  represent  as  nearly  t 
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as  possible  a  quantity  derived  from  the  electromagnetic  absolute 
system. 

340,]  When  a  material  unit  representing  this  abstract  quantity 
has  been  made,  other  standards  are  constructed  by  copying  this  unit, 
a  process  capable  of  extreme  accuracy — of  much  greater  accuracy 
than,  for  instance,  the  copying  of  foot-rules  from  a  standard  foot. 

These  copies,  made  of  the  most  permanent  materials,  are  dis- 
tributed over  all  parts  of  the  world,  so  that  it  is  not  likely  that 
any  difficulty  will  be  found  in  obtaining  copies  of  them  if  the 
original  standards  should  be  lost. 

But  such  units  as  that  of  Siemens  can  without  very  great 
labour  be  reconstructed  with  considerable  accuracy,  so  that  as  the 
relation  of  the  Ohm  to  Siemens  unit  is  known,  the  Ohm  can  be 
reproduced  even  without  having  a  standard  to  copy,  though  the 
labour  is  much  greater  and  the  accuracy  much  less  than  by  the 
method  of  copying. 

Finally,  the  Ohm  may  be  reproduced 
by  the  electromagnetic  method  by  which 
it  was  originally  determined.  This  nuethod, 
which  is  considerably  more  laborious  than 
the  determination  of  a  foot  from  the  seconds 
pendulum,  is  probably  inferior  in  accuracy 
to  that  last  mentioned.  On  the  other  hand, 
the  determination  of  the  electromagnetic 
unit  in  terms  of  the  Ohm  with  an  amount 
of  accuracy  corresponding  to  the  progress 
of  electrical  science,  is  a  most  important 
physical  research  and  well  worthy  of  being 
repeated. 

The  actual  resistance  coils  constructed 
to  represent  the  Ohm  were  made  of  an 
alloy  of  two  parts  of  silver  and  one  of  pla- 
tinum in  the  form  of  wires-  from  .5  milli- 
metres to  »8  millimetres  diameter,  and  from 
one  to  two  metres  in  length.  These  wires 
were  soldered  to  stout  copper  electrodes. 
The  wire  itself  was  covered  with  two  layers 
of  silk,  imbedded  in  solid  paraffin,  and  enclosed  in  a.  thin  brass 
case,  so  that  it  can  be  easily  brought  to  a  temperature  at  which 
its  resistance  is  accurately  one  Ohm.  This  temperature  is  marked 
on  the  insulating  support  of  the  coil.     (See  Fig,  28.) 
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On  the  Forms  of  lUsutance  Coils. 

341.]  A  Resistance  Coil  is  a  conductor  capable  of  being  easily 
placed  in  the  voltaic  circuit,  so  as  to  introduce  into  the  circuit 
a  known  resistance. 

The  electrodes  or  ends  of  the  coil  must  be  such  that  no  appre- 
ciable error  may  arise  from  the  mode  of  making  the  connexions. 
For  resistances  of  considerable  magnitude  it  is  sufficient  that  the 
electrodes  should  be  made  of  stout  copper  wire  or  rod  well  amal- 
gamated with  mercury  at  the  ends,  and  that  the  ends  should  be 
made  to  press  on  flat  amalgamated  copper  surfaces  placed  in  mercury 
cups. 

For  very  great  resistances  it  is  sufficient  that  the  electrodes 
should  be  thick  pieces  of  brass,  and  that  the  connexions  should 
be  made  by  inserting  a  wedge  of  brass  or  copper  into  the  interval 
between  them.     This  method  is  found  very  convenient. 

The  resistance  coil  itself  consists  of  a  wire  well  covered  with 
silk,  the  ends  of  which  are  soldered  permanently  to  the  elec- 
trodes. 

The  coil  must  be  so  arranged  that  its  temperature  may  be  easily 
observed.  For  this  purpose  the  wire  is  coiled  on  a  tube  and 
covered  with  another  tube,  so  that  it  may  be  placed  in  a  vessel 
of  water,  and  that  the  water  may  have  access  to  the  inside  and  the 
outside  of  the  coil. 

To  avoid  the  electromagnetic  efiects  of  the  current  in  the  coil 
the  wire  is  first  doubled  back  on  itself  and  then  coiled  on  the  tube, 
so  that  at  every  part  of  the  coil  there  are  equal  and  opposite 
currents  in  the  adjacent  parts  of  the  wire. 

When  it  is  desired  to  keep  two  coils  at  the  same  temperature  the 
wires  are  sometimes  placed  side  by  side  and  coiled  up  together. 
This  method  is  especially  useful  when  it  is  more  important  to 
secure  equality  of  resistance  than  to  know  the  absolute  value  of 
the  resistance,  as  in  the  case  of  the  equal  arms  of  Wheatstone's 
Bridge,  (Art.  347), 

When  measurements  of  resistance  were  first  attempted,  a  resist- 
ance coil,  consisting  of  an  uncovered  wire  coiled  in  a  spiral  groove 
round  a  cylinder  of  insulating  material^  was  much  used.  It  was 
called  a  Rheostat.  The  accuracy  with  which  it  was  found  possible 
to  compare  resistances  was  soon  found  to  be  inconsistent  with  the 
use  of  any  instrument  in  which  the  contacts  are  not  more  perfect 
than  can  be  obtained  in  the  rheostat.     The  rheostat,  however, 
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still  used  for  adjusting  the  resistance  where  accurate  measurement  is 
not  required. 

Resistance  coils  are  generally  made  of  those  metals  whose  resist- 
ance is  greatest  and  which  vary  least  with  temperature.  German 
silver  fulfils  these  conditions  very  well,  but  some  specimens  are 
found  to  change  their  properties  during  the  lapse  of  years.  Hence, 
for  standard  coils^  several  pure  metals,  and  alsaan  alloy  of  platinum 
and  silver,  have  been  employed,  and  the  relative  resistance  of  these 
during  several  years  has  been^  found  constant  up  to  the  limits  of 
modern  accuracy. 

342.]  For  very  great  resistances,  such  as  several  millions  of 
OhmS)  the  wire  must  be  either  very  long  or  very  thin,  and  the 
construction  of  the  coil  is  expensive  and  difficult.  Hence  tellurium 
and  selenium  have  been  proposed  as  materials  for  constructing 
standards  of  great  resistance.  A  very  ingenious  and  easy  method 
of  construction  has  been  lately  proposed  by  Phillips  *.  On  a  piece 
of  ebonite  or  ground  glass  a  fine  pencil-line  is  drawn.  The  ends 
of  this  filament  of  plumbago  ave  connected  to  metallic  electrodes, 
and  the  whole  is  then  covered  with  insulating  varnish.  If  it 
should  be  found  that  the  resistance  of  such  a  pencil-line  remains 
constant,  this  will  be  the  best  method  of  obtaining  a  resistance  of 
several  millions  of  Ohms. 

343.]  There  are  various  arrangements  by  which  resistance  coils 
may  be  easily  introduced  into  a  circuit. 

For  instance,  a  series  of  coils  of  which  the  resistances  are  1,  2, 
4,  8,  16,  &c.,  arranged  according  to  the  powers  of  2,  may  be  placed 
in  a  box  in  series. 


9  n  w 


Fig.  29. 

The  electrodes  consist  of  stout  brass  plates,  so  arranged  on  the 
outside  of  the  box  that  by  inserting  a  brass  plug  or  wedge  between 
»  PhU.  Mag.,  July,  1870. 
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two  of  them  as  a  shunt,  the  resistance  of  the  corresponding  coil 
may  he  put  out  of  the  circuit.  This  arrangement  was  introduced 
hy  Siemens. 

Each  interval  between  the  electrodes  is  marked  with  the  resist- 
ance of  the  corresponding  coil^  so  that  if  we  wish  to  make  the 
resistance  box  equal  to  107  we  express  107  in  the*  binary  scale  as 
64+32  +  8  +  2+1  or  1101011.  We  then  take  the  plugs  out 
of  the  hole&  corresponding  to  64^  32,  8,  2  and  1,  and  leave  the 
plugs  in  16  and  4* 

This  method,  founded  on  the  binary  scale,  is  that  in  which  the 
smaUest  number  of  separate  coils  is  needed,  and  it  is  also  that 
which  can  be  most  readily  tested.  For  if  we  have  another  coil 
equal  to  I  we  can  test  the  equality  of  1  and  1^  then  that  of  1  +  l' 
and  2,  then  tibat  of  1  + 1'  +  2  and  4^  and  so  on. 

The  only  disadvantage  of  the  arrangement  is  that  it  requires 
a  familiarity  with  the  binary  scale  of  notation^  which  is  not 
generally  possessed  by  those  accustomed  to  express  every  number 
in  the  decimal  scale. 

344.]  A  box  of  resistance  coils  may  be  arranged,  in  a  different 
way  for  the  purpose  of  mea- 
suring conductivities  instead  o! 
resistances. 

The  coils  are  placed  so  that 
one  end  of  each  is  connected 
with  a  long  thick  piece  of 
metal  which  forms  one  elec- 
trode of  the  box,  and  the  other 
end  is  connected  with  a  stout  piece  of  brass  plate  as  in  the  former 
case. 

The  other  electrode  of  the  box  is  a  long  brass  plate,  such  that 
by  inserting  brass  plugs  between  it  and  the  electrodes  of  the  coils 
it  may  be  connected  to  the  first  electrode  through  any  given  set  of 
coils.  The  conductivity  of  the  box  is  then  the  sum  of  the  con- 
ductivities of  the  coils. 

In  the  figure,  in  which  the  resistances  of  the  coils  are  1, 2,  4,  &c., 
and  the  plugs  are  inserted  at  2  and  8,  the  conductivity  of  the 
box  is  i  + 1  s=  f ,  and  the  resistance  of  the  box  is  therefore  f 
or  1.6. 

This  method  of  combining  resistance  coils  for  the  measurement 
of  fractional  resistances  was  introduced  by  Sir  W.  Thomson  under 
the  name  of  the  method  of  multiple  arcs.     See  Art.  276. 
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On  the  Comparison  of  ResUtances, 

345.]  If  E  is  the  electromotive  force  of  a  battery,  and  R  the 
resistance  of  the  battery  and  its  connexions,  including  the  galvan- 
ometer used  in  measuring  the  current,  and  if  the  strength  of  the 
current  is  /  when  the  battery  connexions  are  closed,  and  I^»  1^ 
when  additional  resistances  r^,  r^  are  introduced  into  the  circuit, 
then,  by  Ohm's  Law, 

E^IR^  I^{R-{-r,)  =  I^(R+r,). 

Eliminating  J?,  the  electromotive  force  of  the  battery,  and  R 
the  resistance  of  the  battery  and  its  connexions,  we  get  Ohm's 


r,  _(7-A)7, 


formula 

t={i-i,)i. 

This  method  requires  a  measurement  of  the  ratios  of  /,  I^  and  i^, 
and  this  implies  a  galvanometer  graduated  for  absolute  mea- 
surements. 

If  the  resistances  r^  and  ^2  are  equal,  then  7^  and  Jj  are  equal, 
and  we  can  test  the  equality  of  currents  by  a  galvanometer  which 
is  not  capable  of  determining  their  ratios. 

But  this  is  rather  to  be  taken  as  an  example  of  a  faulty  method 
than  as  a  practical  method  of  determining  resistance.  The  electro- 
motive force  E  cannot  be  maintained  rigorously  constant,  and  the 
internal  resistance  of  the  battery  is  also  exceedingly  variable,  so 
that  any  methods  in  which  these  are  assumed  to  be  even  for  a  short 
time  constant  are  not  to  be  depended  on. 

346.]  The  comparison  of  resistances  can  be  made  with  extreme 


accuracy  by  either  of  two '  methods,  in  which  the  result  is  in« 
dependent  of  variations  of  R  and  E. 

Digitized  by  VjOOQIC 


346.]  COMl>ARISON  OP   RKSISTANCBS.  433 

The  first  of  these  methods  depends  on  the  use  of  the  differential 
galvanometer,  an  instrument  in  which  there  are  two  coils,  the 
currents  in  which  are  independent  of  each  other,  so  that  when 
the  currents  are  made  to  flow  in  opposite  directions  they  act  in 
opposite  directions  on  the  needle,  and  when  the  ratio  of  these 
currents  is  that  o{  m  to  n  they  have  no  resultant  effect  on  the 
galvanometer  needle. 

Let  Z^,  Jg  be  the  currents  through  the  two  coils  of  the  galvan- 
ometer, then  the  deflexion  of  the  needle  may  he  written 

Now  let  the  battery  current  I  be  divided  between  the  coils  of 
the  galvanometer,  and  let  resistances  A  and  B  be  introduced  into 
the  first  and  second  coils  respectively.  Let  the  remainder  of  the 
resistance  of  the  coils  and  their  connexions  be  a  and  p  respect^ 
ively,  and  let  the  resistance  of  the  battery  and  its  connexions 
between  C  and  D  be  r,  and  its  electromotive  force  K 

Then  we  findj  by  Ohm's  Law,  for. the  difference  of  potentials 
between  C  and  2>, 

I,(A  +  a)  =  I,{£-^p)^II^Ir, 

and  since  7i 4-/2  =  /, 

where  D  =  (^  +  a)(.B+^)+r(ii  +  a-h^+/3). 

The  deflexion  of  the  galvanometer  needle  is  therefore 

and  if  there  is  no  observable  deflexion,  then  we  know  that  the 
quantity  enclosed  in  brackets  cannot  differ  from  zero  by  more  than 
a  certain  small  quantity,  depending  on  the  power  of  the  battery, 
the  suitableness  of  the  arrangement,  the  delicacy  of  the  galvano- 
meter, and  the  accuracy  of  the  observer. 

Suppose  that  B  has  been  adjusted  so  that  there  is  no  apparent 
deflexion. 

Now  let  another  conductor  A^  be  substituted  for  A^  and  let 
A'  be  adjusted  till  there  is  no  apparent  deflexion.  Then  evidently 
to  a  first  approximation  ^^=  A, 

To  ascertain  the  degree  of  accuracy  of  this  estimate,  let  the 
altered  quantities  in  the  second  observation  bo  accented,  then 
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«(J?+/3)-»(4  +  a)=^8, 

Hence  n  {A'^A)  =  ^l~h\ 

If  d  and  h\  instead  of  being  both  apparently  zero^  had  been  only 
observed  to  be  equal,  then,  unless  we  also  could  assert  that  E  ^  E^ 
the  right-hand  side  of  the  equation  might  not  be  zero.  In  fact, 
the  method  would  be  a  mere  modification  of  that  already  described. 

The  merit  of  the  method  consists  in  the  fact  that  the  thing 
obserred  is  the  absence  of  any  deflexion,  or  in  other  words,  the 
method  is  a  Null  method,  one  in  which  the  non-existence  of  a  force 
is  asserted  from  an  observation  in  which  the  force,  if  it  had  been 
different  from  zero  by  more  than  a  certain  small  amount,  would 
have  produced  an  observable  effect. 

Null  methods  are  of  great  value  where  they  can  be  employed,  but 
they  can  only  be  employed  where  we  can  cause  two  equal  and 
opposite  quantities  of  the  same  kind  to  enter  into  the  experiment 
together. 

In  the  case  before  us  both  h  and  ^  are  quantities  too  small  to  be 
observed,  and  therefore  any  change  in  the  value  of  E  will  not  affect 
the  accuracy  of  the  result. 

The  actual  degree  of  accuracy  of  this  method  might  be  ascer- 
tained by  making  a  number  of  observations  in  each  of  which  J^ 
is  separately  adjusted,  and  comparing  the  result  of  each  observation 
with  the  mean  of  the  whole  series. 

But  by  putting  A^  out  of  adjustlnent  by  a  known  quantity,  as, 
for  instance,  by  inserting  at  A  or  at  B  an  additional  resistance 
equal  to  a  hundredth  part  of  A  or  of  B^  and  then  observing 
the  resulting  deviation  of  the  galvanometer  needle,  we  can  estimate 
the  number  of  degrees  corresponding  to  an  error  of  one  per  cent. 
To  find  the  actual  degree  of  precision  we  must  estimate  the  smallest 
deflexion  which  could  not  escape  observation,  and  compare  it  with 
the  deflexion  due  to  an  error  of  one  per  cent. 

*  If  the  comparison  is  to  be  made  between  A  and  i?,  and  if  the 
positions  of  A  and  B  are  exchanged,  then  the  second  equation 
becomes 

*  This  investigation  is  taken  from  Weber's  treatise  on  Galranometry.  OaUinffen 
TranscicUonSf  x.  p.  65. 
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D        jy 

whence  (« + n)  (B-^A)  =5  -=-«  —  =-  5'. 

If  m  and  «,  A  and  B^  a  and  fi  are  approximately  equal,  then 

B-A=^:^{A  +  a){A  +  a+2r){i^h'). 

Here  i— ymay  be  taken  to  be  the  smallest  observable  deflexion 
of  the  galvanometer. 

If  the  galvanometer  wire  be  made  longer  and  thinner,  retaining 
the  same  total  mass,  then  n  will  vary  as  the  length  of  the  wire 
and  a  as  the  square  of  the  length.    Hence  there  will  be  a  minimum 

value  of  ' ^-^ — . i  when 

n 

If  we  suppose  r,  the  battery  resistance,  small  compared  with  A, 
this  gives  ^..j^. 

or,  6Ae  rensianee  of  each  coil  of  the  galvanometer  should  he  one^ihird 
of  ike  resistance  to  le  measured. 
We  then  find  8  ^a 

If  we  allow  the  current  to  flow  through  one  only  of  the  coils 
of  the  galvanometer,  and  if  the  deflexion  thereby  produced  is  A 
(supposing  the  deflexion  strictly  proportional  to  the  deflecting 
force),  then 

.  mE  BnE  .^         ^      ,  1   . 

A  =  -J- — --  =  --  -p  if  r  =  0  and  a  =  -4. 

A  +  a+r      4-4  3 

„  B-A      2  b-b' 

Hence  — - —  =  -  — -—  • 

A  3     A 

In  the   differential    galvanometer  two  currents    are   made   to 
produce  equal  and  opposite  effects  on  the  suspended  needle.    The 
force  with  which  either  current  acts  on  the  needle  depends  not 
only  on  the  strength  of  the  current,  but  on  the  position  of  the 
windings  of  the  wire  with  respect  to  the  needle.     Hence,  unless 
the  coil  is  very  carefully  wound,  the  ratio  of  i»  to  n  may  change 
when  the  position  of  the  needle  is  changed,  and  therefore  it  is 
necessary  to  determine  this  ratio  by  proper  methods  during  eaoh 
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course  of  experiments  if  any  alteration  of  the  position  of  the  needle 
is  suspected. 

The  other  null  method,  in  which  Wheatstone's  Bridge  is  used, 
requires  only  an  ordinary  galvanometer,  and  the  ohserved  zero 
deflexion  of  the  needle  is  due,  not  to  the  opposing  action  of  two 
currents,  but  to  the  non-existence  of  a  current  in  the  wire.  Henoe 
we  have  not  merely  a  null  deflexion,  but  a  null  current  as  the 
phenomenon  observed,  and  no  errors  can  arise  from  want  of 
regularity  or  change  of  any  kind  in  the  coils  of  the  galvanometer. 
The  galvanometer  is  only  required  to  be  sensitive  enough  to  detect 
the  existence  and  direction  of  a  current,  without  in  any  way 
determining  its  value  or  comparing  its  value  with  that  of  another 
current. 

347.]  Wheatstone's  Bridge  consists  essentially  of  six  conductors 
connecting  four  points.  An  electromotive 
force  H  is  made  to  act  between  two  of  the 
points  by  means  of  a  voltaic  battery  in- 
troduced between  £  and  C.  The  current 
between  the  other  two  points  0  and  A  is 
measured  by  a  galvanometer. 

Under  certain  circumstances  this  current 
becomes  zero.  The  conductors  £(7  and  OA 
are  then  said  to  be  conjugate  to  each  other, 
which  implies  a  certain  relation  between  the  resistances  of  the 
other  four  conductors,  and  this  relation  is  made  use  of  in  measuring 
resistances* 

If  the  current  in  OA  is  zero^  the  potential  at  0  must  be  equal 
to  that  at  A.  Now  when  we  know  the  potentials  at  B  and  C  we 
can  determine  those  at  0  and  A  by  the  rule  given  in  Art.  275, 
provided  there  is  no  current  in  OA^ 

^      By  +  Cp         .      Bb  +  Ce 

U  =  — 9       A=:  — 7 i 

whence  the  condition  is  ip^^y, 

where  i,  c,  /3,  y  are  the  resistances  in  CA,  ABy  BO,  and  OC  re* 
apectively. 

To  determine  the  degree  of  accuracy  attainable  by  this  method 
we  must  ascertain  the  strength  of  the  current  in  OA  when  this 
condition  is  not  fulfilled  exactly. 

Let  A,  B,  C  and  0  be  the  four  points.  Let  the  currents  along 
^(7,  CA  and  AB  be  w,  y  and  z,  and  the  resistances  of  these 

uigiiizea  oy  ^^jv^v-zp^iv^ 


348.]  wheatstonb's  bridgb.  437 

conductors  a,  i  and  e.  Let  the  currents  along  OA,  OB  and  OC  be 
(,  rj,  C  A^d  the  resistances  a,  p  and  y.  Let  an  electromotive  force 
E  act  along  BC.    Required  the  current  (  along  OA, 

Let  the  potentials  at  the  points  A,  B,  C  and  0  be  denoted 
by  the  symbols  Ay  B^  C  and  O.     The  equations  of  conduetion  are 

aa  =  B-C+F,  ai=zO-A, 

by^C^A,  firj=:0--B, 

ez^A-'B,  yC:=O^C; 

with  the  equations  of  continuity 

€+y^z  =  0, 

ri  +  Z'-x  =  0, 

f+ar— y  =  0. 

By  considering  the  system  as  made  up  of  three  circuits  OBC, 
OCA  and  OAB,  in  which  the  currents  are  it,  y,  z  respectively,  and 
applying  Kirchhoff's  rule  to  each  cycle,  we  eliminate  the  values 
of  the  potentials  Oj  A^  B,  C,  and  the  currents  f  ,  iy,  Ci  ^i^d  obtain  the 
following  equations  for  x,  y  and  z^ 

{a+p  +  y)c6-^yy  ^fiz  =  ^, 

— ya?        +(*  +  y  +  a)y-a;er  =0, 

—/3a?      —ay  +(c  +  o+)8)2:  =  0. 

Hence,  if  we  put 

JD=:   a+/3  +  y         — y  — i3 

— y       i  +  y+a        —a 
— /3  — o        ^+a4-i3 

we  find  f  =  -g  (ii3-cy), 

and  a?=  J{(«+y)(c  +  i3)  +  a(i+tf+i3+y)}. 

348.]  The  value  of  D  may  be  expressed  in  the  symmetrical  form, 
J9=:afc  +  J(?(i84-y)-l-Cfl(y+a)+^(a  +  /3)  +  (fl  +  «4-c)(/3y  +  yo+a/3) 
or,  since  we  suppose  the  battery  in  the  conductor  a  and  the 
galvanometer  in  a,  we  may  put  B  the  battery  resistance  for  a  and 
O  the  galvanometer  resistance  for  a.     We  then  find 

i>=5(?(i  +  c  +  /3  +  y)  +  ^(«  +  y)(^+/3) 

+  e(i+c)(/3H-y)  +  fe(j8  +  y)  +  ^y(i  +  c). 

If  the  electromotive  force  JE'.  were  made  to  act  along  OA,  the 
resistance  of  OA  being  still  a,  and  if  the  galvanometer  were  placed 
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in  BC,  the  resistance  of  BC  being  still  a,  then  the  value  of  D 
would  remain  the  same,  and  the  current  in  BC  due  to  the  electro- 
motive force  E  acting  along  OA  would  be  equal  to  the  curr^it 
in  OA  due  to  the  electromotive  force  E  acting  in  BC. 

But  if  we  simply  disconnect  the  battery  and  the  galvanometer, 
and  without  altering  their  respective  resistances  connect  the  battery 
to  0  and  A  and  the  galvanometer  to  B  and  C^  then  in  the  value  of 
D  we  must  exchange  the  values  of  B  and  G,  If  2^"  be  the  value 
of  D  after  this  exchange,  we  find 

B^iy  =  (ff-5)  {(6+t?)(3-Hy)-(«  +  y)(^+c)}, 

Let  us  suppose  that  the  resistance  of  the  galvanometer  is  greater 
than  that  of  the  battery. 

Let  us  also  suppose  that  in  its  original  position  the  galvanometer 
connects  the  junction  of  the  two  conductors  of  least  resistance  p^  *y 
with  the  junction  of  the  two  conductors  of  greatest  resistance  by  c, 
or,  in  other  words^  we  shall  suppose  that  if  the  quantities  h^  c^  y,  ^ 
are  arranged  in  order  of  magnitude,  h  ^nd  e  stand  together,  and 
y  and  ;3  stand  together.  Hence  the  quantities  i— j3  and  c— y  aie 
of  the  same  sign,  so  that  their  product  is  positive^  and  therefore 
jD— 2/  is  of  the  same  sign  as  B—  G. 

If  therefore  the  galvanometer  is  made  to  connect  the  junction  of 
the  two  greatest  resistances  with  that  of  the  two  leasts  and  if 
the  galvanometer  resistance  is  greater  than  that  of  the  battery, 
then  the  value  of  D  will  be  less,  and  the  value  of  the  deflexion 
of  the  galvanometer  greater,  than  if  the  connexions  are  exchanged. 

The  rule  therefore  for  obtaining  the  greatest  galvanometer  de- 
flexion in  a  given  system  is  as  follows : 

Of  the  two  resistances,  that  of  the  battery  and  that  of  the 
galvanometer,  connect  the  greater  resistance  so  as  to  join  the  two 
greatest  to  the  two  least  of  the  four  other  resistances. 

849.]  We  shall  suppose  that  we  have  to  determine  the  ratio  of 
the  resistances  of  the  conductors  AB  and  AC^  and  that  this  is  to  be 
done  by  finding  a  point  0  on  the  conductor  BOC^  such  that  when 
the  points  A  and  0  are  connected  by  a  wire,  in  the  course  of  which 
a  galvanometer  is  inserted,  no  sensible  deflexion  of  the  galvano- 
meter needle  occurs  when  the  battery  is  made  to  act  between  B 
and  C 

The  conductor  BOC  may  be  supposed  to  be  a  wire  of  uniform 
resistance  divided  into  equal  parts,  so  that  the  ratio  of  the  resist- 
ances of  BO  and  OC  may  be  read  off  at  once. 
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Instead  of  the  whole  conductor  being  a  uniform  wire,  we  may 
make  the  part  near  0  of  such  a  wire,  and  the  parts  on  each  side 
may  be  coils  of  any  form^  the  resistance  of  which  is  accurately 
known. 

We  shall  now  use  a  different  notation  instead  of  the  symmetrical 
notation  with  which  we  commenced. 

Let  the  whole  resistance  of  BAC  be  B. 

Let  c  =  mB  and  i  =  (1 — w)  72. 

Let  the  whole  resistance  of  BOC  be  8, 

Let  /3  =  «5  and  y  =  (1  — fi)  8. 

The  value  of  n  is  read  off  directly,  and  that  of  m  is  deduced  from 
it  when  there  is  no  sensible  deviation  of  the  galvanometer. 

Let  the  resistance  of  the  battery  and  its  connexions  be  -B,  and 
that  of  the  galvanometer  and  its  connexions  G. 

We  find  as  before 

D=  0{BB^-BS+B8}-\-m{l-^m)B^{B-\'8)^-n{l-n)8^{B-{^B) 
+  (m+n'-2mn)BB8, 

and  if  £  is  the  current  in  the  galvanometer  wire 

J,      EBS ,         V 

In  order  to  obtain  the  most  accurate  results  we  must  make  the 
deviation  of  the  needle  as  great  as  possible  compared  with  the  value 
of  {n—m).  This  may  be  done  by  properly  choosing  the  dimensions 
of  the  galvanometer  and  the  standard  resistance  wire. 

It  will  be  shewn,  when  we  come  to  Galvanometry,  Art.  716, 
that  when  the  form  of  a  galvanometer  wire  is  changed  while 
its  mass  remains  constant,  the  deviation  of  the  needle  for  unit 
current  is  proportional  to  the  length,  but  the  resistance  increases 
as  the  square  of  the  length.  Hence  the  maximum  deflexion  is 
shewn  to  occur  when  the  resistance  of  the  galvanometer  wire  is 
equal  to  the  constant  resistance  of  the  rest  of  the  circuit. 

In  the  present  case,  if  5  is  the  deviation, 
h  =  C^Gl 
where  C  is  some  constant,  and  G  is  the  galvanometer  resistance 
which  varies  as  the  square  of  the  length  of  the  wire.     Hence  we 
find  that  in  the  value  of  B,  when   5   is   a  maximum,  the  part 
involving  G  must  be  made  equal  to  the  rest  of  the  expression. 

If  we  also  put  m  =  n^as  is  the  case  if  we  have  made  a  correct 
observation,  we  find  the  best  value  of  (?  to  be 
6  =  n{l-n){B+S). 
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This  result  is  easily  obtained  by  considering  the  resistance  from 
Aio  0  through  the  system,  remembering  that  £C^  being  conjugate 
to  AO,  has  no  efiect  on  this  resistance. 

In  the  same  way  we  should  find  that  if  the  total  area  of  the 
acting  surfaces  of  the  battery  is  given,  the  most  advantageous 
arrangement  of  the  battery  is  when 

JRS 


B  = 


B  +  S 


Finally,  we  shall  determine  the  value  of  S  such  that  a  given 
change  in  the  value  of  n  may  produce  the  greatest  galvanometer 
deflexion.    By  diflFerentiating  the  expression  for  f  we  find 

If  we  have  a  great  many  determinations  of  resistance  to  make 
in  which  the  actual  resistance  has  nearly  the  same  value,  then  it 
may  be  worth  while  to  prepare  a  galvanometer  and  a  battery  for 
this  purpose.     In  this  case  we  find  that  the  best  arrangement  is 

8=:B,        5  =  i5,  •      G  =  2«(l-«)iZ, 
and  if  a  =  i,  (?  =  iB, 

On  the  JJ^e  of  Wkeatsione^s  Bridge. 

350.]  We  have  already  explained  the  general  theory  of  Wheat- 
stone's  Bridge,  we  shall  now  consider  some  of  its  applications. 


Fig.  S3. 

The  comparison  which  can  be  efiected  with  the  greatest  exact- 
ness is  that  of  two  equal  resistances.  r^  1 
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Let  us  sappose  that  /3  is  a  standard  resistance  coil,  and  that 
we  wish  to  adjust  y  to  be  equal  in  resistance  to  /3. 

Two  other  coils,  b  and  c,  are  prepared  which  are  equal  or  nearly 
equal  to  each  other,  and  the  four  coils  are  placed  with  their  electrodes 
in  mercury  cups  so  that  the  current  of  the  battery  is  divided 
between  two  branches,  one  consisting  of  /3  and  y  and  the  other 
of  b  and  c»  The  coils  b  and  c  are  connected  by  a  wire  P72,  as 
uniform  in  its  resistance  as  possible^  and  furnished  with  a  scale 
of  equal  parts. 

The  galvanometer  wire  connects  the  junction  of  fi  and  y  with 
a  point  Q  of  the  wire  PEy  and  the  point  of  contact  at  Q  is  made 
to  vary  till  on  closing  first  the  battery  circuit  and  then  the 
galvanometer  circuit,  no  deflexion  of  the  galvanometer  needle  is 
observed. 

The  coils  /3  and  y  are  then  made  to  change  places,  and  a  new 
position  is  found  for  Q.  If  this  new  position  is  the  same  as  the 
old  one,  then  we  know  that  the  exchange  of  fi  and  y  has  produced 
no  change  in  the  proportions  of  the  resistances,  and  therefore  y 
is  rightly  adjusted.  If  Q  has  to  be  moved,  the  direction  and 
amount  of  the  change  will  indicate  the  nature  and  amount  of  the 
alteration  of  the  length  of  the  wire  of  y,  which  will  make  its 
resistance  equal  to  that  of  )3. 

If  the  resistances  of  the  coils  b  and  ^,  each  including  part  of  the 
wire  PE  up  to  its  zero  reading,  are  equal  to  that  of  b  and  c 
divisions  of  the  wire  respectively,  then,  if  x  is  the  scale  reading 
of  Q  in  the  first  case,  and  y  that  in  the  second, 

b—x  ""  y  i— y  ~  fi 

whence  >!  =  i  +  (*±£)0^ . 

whence  ^«  "  ^  +  (c+<r)(d-y) 

Since  b—y  is  nearly  equal  to  c  +  a?,  and  both  are  great  with 
respect  to  a?  or  y,  we  may  write  this 


and 


'=^0  +  ^fe')- 


When  y  is  adjusted  as  well  as  we  can,  we  substitute  for  b  and  c 
other  coils  of  (say)  ten  times  greater  resistance. 

The  remaining  difference  between  )3  and  y  will  now  produce 
a  ten  times  greater  difference  in  the  position  of  Q  than  with  the     , 
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origiDal  coils  h  and  c^  and  in  this  way  we  can  continually  increase 
the  accuracy  of  the  comparison. 

The  adjustment  by  means  of  the  wire  with  sliding  contact  piece 
is  more  quickly  made  than  by  means  of  a  resistance  box^  and  it  is 
capable  of  continuous  variation. 

The  battery  must  never  be  introduced  instead  of  the  galvano- 
meter into  the  wire  with  a  sliding  contact^  for  the  passage  of  a 
powerful  current  at  the  point  of  contact  would  injure  the  surface 
of  the  wire.  Hence  this  arrangement  is  adapted  for  the  case  in 
which  the  resistance  of  the  galvanometer  is  greater  than  that  of  the 
battery. 

When  y,  the  resistance  to  be  measured,  a  the  resistance  of  the 
battery,  and  a  the  resistance  of  the  galvanometer^  are  given,  the 
best  values  of  the  other  resistances  have  been  shewn  by  Mr.  Oliver 
Heaviside  (Phil.  Mag.  Feb.  1873)  to  be 


ft+y 
«+y' 


fl^  +  y 
a  +  y 


0%  the  Measurement  (f  Small  Resistances, 

351.]  When  a  short  and  thick  conductor  is  introduced  into  a 

circuit  its  resistance   is   so   small   compared  with  the  resistance 

occasioned  by  unavoidable  faults  in  the  connexions^  such  as  want 

of  contact  or  imperfect  soldering^  that  no  correct  value  of  the 

resistance  can  be  deduced  &om  experi- 
ments made  in  the  way  described  above. 

The  object  of  such  experiments  is 
generally  to  determine  the  specific  re- 
sistance of  the  substance,  and  it  is  re- 
sorted to  in  cases  when  the  substance 
cannot  be  obtained  in  the  form  of  a 
long  thin  wire,  or  when  the  resistance 


Fig.  34. 


to  transverse  as  well  as  to  longitudinal 


conduction  has  to  be  measured. 
Sir  W.  Thomson  *  has  described  a  method  applicable  to  such 
cases,  which  we  may  take  as  an  example  of  a  system  of  nine 
conductors. 

•  Froe,  R.  B„  June  6, 1861.  ^  , 
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The  most  important  part  of  the  method  consists  in  measuring 
he  resistance,  not  of  the  whole  length  of  the  conductor,  but  of 
ihe  part  between  two  marks  on  the  conductor  at  some  little  dis- 
lance  from  its  ends. 

The  resistance  which  we  wish  to  measure  is  that  experienced 
>y  a  current  whose  intensity  is  uniform  in  any  section  of  the 
conductor,  and  which  flows  in  a  direction  parallel  to  its  axis. 
S'ow  close  to  the  extremities,  when  the  current  is  introduced 
)y  means  of  electrodes,  either  soldered,  amalgamated,  or  simply 
pressed  to  the  ends  of  the  conductor,  there  is  generally  a  want  of 
iniformity  in  the  distribution  of  the  current  in  tbe  conductor, 
.^t  a  short  distance  from  the  extremities  the  current  becomes 


c 


£:> 


(> 


If 

Fig.  85. 

sensibly  uniform.  The  student  may  examine  for  himself  the 
investigation  and  the  diagrams  of  Art.  193,  where  a  current  is 
introduced  into  a  strip  of  metal  with  parallel  sides  through  one 
of  the  sides,  but  soon  becomes  itself  parallel  to  the  sides. 

The  resistances  of  the  conductors  between  certain  marks  8^  S^ 
and  r,  T'  are  to  be  compared. 

The  conductors  are  placed  in  series,  and  with  connexions  as 
perfectly  conducting  as  possible,  in  a  battery  circuit  of  small  resist- 
ance. A  wire  8TT  is  made  to  touch  the  conductors  at  8  and  T, 
and  8'V'T  is  another  wire  touching  them  at  8'  and  T\ 

The  galvanometer  wire  connects  the  points  Tand  V  of  these  wires. 

The  wires  87T  and  ^T^T  are  of  resistance  so  great  that  the 
resistance  due  to  imperfect  connexion  at  8^  T,  8^  or  f  may  be 
neglected  in  comparison  with  the  resistance  of  the  wire,  and  F,  V^ 
are  taken  so  that  the  resistances  in  the  branches  of  either  wire 
leading  to  the  two  conductors  are  nearly  in  the  ratio  of  the  resist- 
ances of  the  two  conductors. 

Calling  ^and  F  the  resistances  of  the  conductors  88'  and  T'T. 

„      A  and  C  those  of  the  branches  /STand  FT.  ^  t 
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Calling  P  and  R  those  of  the  branches  S'  P  and  VT. 
„       Q  that  of  the  connecting  piece  8'T. 
„       B  that  of  the  battery  and  its  connexions. 
„       G  that  of  the  galvanometer  and  its  connexions. 
The  symmetry  of  the  system   may  be   understood  from  the 
skeleton  diagram.     Fig.  34. 

The  condition  that  B  the  battery  and  0  the  galvanometer  may 
be  conjugate  conductors  is,  in  this  case^ 

P    H    .B     p.      q      ^ 

C       A^^C       A^P+Q  +  B      ^' 
Now  the  resistance  of  the  connector  Q  is  as  small  as  we  can 
make  it.    If  it  were  zero  this  equation  would  be  reduced  to 

F      H 
■C  =  A' 
and  the  ratio  of  the  resistances  of  the  conductors  to  be  compared 
would  be  that  of  C7  to  ^,  as  in  Wheatstone's  Bridge  in  the  ordinary 
form. 

In  the  present  case  the  value  of  Q  is  small  compared  with  P 
or  with  B,  so  that  if  we  assume  the  points  F,  P  so  that  the  ratio 
of  i2  to  C7  is  nearly  equal  to  that  of  P  to  ^,  the  last  term  of  the 
equation  will  vanish,  and  we  shall  have 

F:H::C:A. 
The  success  of  this  method  depends  in  some  degree  on  the  per* 
fection  of  the  contact  between  the  wires  and  the  tested  conductors 
at  Sy  S^f  T  and  T.    In  the  following  method,  employed  by  Messrs* 
Matthiessen  and  Hockin*,  this  condition  is  dispensed  with. 


i^g.  86. 


352.]  The  conductors  to  be  tested  are  arranged  in  the  manner 
♦  Lobaratcry.    MaUhiessen  and  Hockin  on  Alloys.     ^-^ 
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already  described,  with  the  connexions*  as  well  made  as  possible, 
and  it  is  required  to  compare  the  resistance  between  the  marks  SS' 
on  the  first  conductor  with  the  resistance  between  the  marks  I^Ton 
the  second. 

.  Two  conducting  points  or  sharp  edges  are  fixed  in  a  piece  of 
insulating  material  so  that  the  distance  between  them  can  be 
accurately  measured.  This  apparatus  is  laid  on  the  conductor  to 
be  tested,  and  the  points  of  contact  with  the  conductor  are  then 
at  a  known  distance  SS".  Each  of  these  contact  pieces  is  connected 
with  a  mercury  cup,  into  which  one  electrode  of  the  galvanometer 
may  be  plunged. 

The  rest  of  the  apparatus  is  arranged^  as  in  Wheatstone's  Bridge, 
with  resistance  coils  or  boxes  A  and  £7,  and  a  wire  FR  with  a 
sliding  contact  piece  Q,  to  which  the  other  electrode  of  the  galva- 
nometer is  connected. 

Now  let  the  galvanometer  be  connected  to  8  and  Q,  and  let 
Ai  and  C^  be  so  arranged^  and  the  position  of  Q  so  determined,  that 
there  is  no  current  in  the  galvanometer  wire. 

Theu  we  know  that       X8     A^ + PQ 

where  XS^  PQ,  &c.  stand  for  the  resistances  in  these  conductors. 

From  this  we  get 

IS  ^     ^i+PQi 
XY      ^x  +  £7i+PiZ' 

Now  let  the  electrode  of  the  galvanometer  be  connected  to  S^, 
and  let  resistance  be  transferred  from  Cto  A  (by  carrying  resistance 
coils  from  one  side  to  the  other)  till  electric  equilibrium  of  the 
galvanometer  wire  can  be  obtained  by  placing  Q  at  some  point 
of  the  wire,  say  Q^*  Let  the  values  of  G  and  A  be  now  C^  and  ^, 
and  let  A^+C^+PR  =  A^  +  C^+PS  =i  R. 

Then  we  have,  as  before, 

xr"      R      ' 

Whence  g^^-^i>Q.Q., 

In  the  same  way,  placing  the  apparatus  on  the  second  condactor 
at  TT'  and  again  transferring  resistance,  we  get,  when  the  electrode 
isinr,  XT'      A^+Pq^ 

XX-       R       ' 
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and  when  it  is  in  2*, 

XT  _  J,+PQt 

xr~     It     ' 

Whence  T'T _  A,-A,+Q,Q, 

wnence  ^^  -  ^ 

We  can  now  deduce  the  ratio  of  the  resistances  SS'  and  2^2*,  for 

8S'  _  A^-A^  +  QiQ, 

ri-  A,-A,+  Q,Q,' 
When  great  accuracy  is  not  requbed  we  may  dispense  with  the 
resistance  coils  A  and  C,  and  we  then  find 

T'T-  q,Q,' 

The  readings  of  the  position  of  Q  on  a  wire  of  a  metre  in  length 
cannot  he  depended  on  to  less  than  a  tenth  of  a  millimetre^  and  the 
resistance  of  the  wire  may  vary  considerably  in  different  parts 
owing  to  inequality  of  temperature,  friction,  &c.  Hence,  when 
great  accuracy  is  required,  coils  of  considerable  resistance  are  intro- 
duced at  A  and  C,  and  the  ratios  of  the  resistances  of  these  coils 
d^n  be  determined  more  accurately  than  the  ratio  of  the  resistances 
of  the  parts  into  which  the  wire  is  divided  at  Q. 

It  will  be  observed  that  in  this  method  the  accuracy  of  the 
determination  depends  in  no  degree  on  the  perfection  of  the  con- 
tacts at  S,  y  or  T,  T\ 

This  method  may  be  called  the  differential  method  of  using 
Wheatstone's  Bridge,  since  it  depends  on  the  comparison  of  ob- 
servations separately  made. 

An  essential  condition  of  accuracy  in  this  method  is  that  the 
resistance  of  the  connexions  should  continue  the  same  during  the 
course  of  the  four  observations  required  to  complete  the  deter- 
mination. Hence  the  series  of  observations  ought  always  to  be 
repeated  in  order  to  detect  any  change  in  the  resistances. 

On  the  Comparison  cf  Crreai  Beeistances. 

353.]  When  the  resistances  to  be  measured  are  very  great,  the 
comparison  of  the  potentials  at  different  points  of  the  system  may 
be  made  by  means  of  a  delicate  electrometer,  such  as  the  Quadrant 
Electrometer  described  in  Art.  219. 

If  the  conductors  whose  resistances  are  to  be  measured  are  placed 
in  series,  and  the  same  current  passed  through  them  by  means  of  a 
battery  of  great  electromotive  force,  the  difference  of  the  potentials 
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at  the  extremities  of  each  conductor  will  be  proportional  to  the 
resistance  of  that  conductor.  Hence,  by  connecting  the  electrodes 
of  the  electrometer  with  the  extremities,  first  of  one  conductor 
and  then  of  the  other,  the  ratio  of  their  resistances  may  be  de- 
termined. 

This  is  the  most  direct  method  of  determining  resistances.  It 
involves  the  use  of  an  electrometer  whose  readings  may  be  depended 
on,  and  we  must  also  have  some  guarantee  that  the  current  remains 
constant  during  the  experiment. 

Four  conductors  of  great  resistance  may  also  be  arranged  as  in 
Wheatstone's  Bridge,  and  the  bridge  itself  may  consist  of  the 
electrodes  of  an  electrometer  instead  of  those  of  a  galvanometer. 
The  advantage  of  this  method  is  that  no  permanent  current  is 
required  to  produce  the  deviation  of  the  electrometer,  whereas  the 
galvanometer  cannot  be  deflected  unless  a  current  passes  through 
the  wire. 

354.]  When  the  resistance  of  H  conductor  is  so  great  that  the 
current  which  can  be  sent  through  it  by  any  available  electromotive 
force  is  too  small  to  be  directly  measured  by  a  galvanometer,  a 
condenser  may  be  used  in  order  to  accumulate  the  electricity  for 
a  certain  time,  and  then,  by  discharging  the  condenser  through  a 
galvanometer,  the  quantity  accumulated  may  be  estimated.  This 
is  Messrs.  Bright  and  Clark's  method  of  testing  the  joints  of 
submarine  cables. 

855.]  But  the  simplest  method  of  measuring  the  resistance  of 
such  a  conductor  is  to  charge  a  condenser  of  great  capacity  and  to 
connect  its  two  surfaces  with  the  electrodes  of  an  electrometer 
and  also  with  the  extremities  of  the  conductor.  If  £  is  the  dif- 
ference of  potentials  as  shewn  by  the  electrometer,  S  the  capacity 
of  the  condenser,  and  Q  the  charge  on  either  surface,  R  the  resist- 
ance of  the  conductor  and  x  the  current  in  it,  then,  by  the  theory 
of  condensers,  Q  ^  SE. 

By  Ohm's  Law,  E  =  Rx, 

and  by  the  definition  of  a  current, 

«-   ^^ 

Hence  -Q  =  SS^, 

at 

i_ 

and  q  =  Q^e  Jw, 

where  Q^  is  the  charge  at  first  when  ^  =  0.  r^  1 
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i2  = 


Similarly  E  =  E^e'^ 

where  Eq  is  the  original  reading  of  the  electrometer,  and  E  the 
same  after  a  time  t.     From  this  we  find 

t 

S{log,E,^log,Ey 
which  gives  R  in  absolute  measure.    In  this  expression  a  knowledge 
of  the  value  of  the  unit  of  the  electrometer  scale  is  not  required. 

If  Sy  the  capacity  of  the  condenser^  is  given  in  electrostatic 
measure  as  a  certain  number  of  metres^  then  B  is  also  given  in 
electrostatic  measure  as  the  reciprocal  of  a  velocity. 

If  iS  is  given  in  electromagnetic  measure  its  dimensions  are 

-j-i  and  7Z  is  a  velocity. 

Since  the  condenser  itself  is  not  a  perfect  insulator  it  is  necessary 
to  make  two  experiments.  In  the  first  we  determine  the  resistance 
of  the  condenser  itself,  Bq,  and  in  the  second,  that  of  the  condenser 
when  the  conductor  is  made  to  connect  its  surfaces.  Let  this  be  B^, 
Then  the  resistance,  jR,  of  the  conductor  is  given  by  the  equation 

B      Bt       Bq 
This  method  has  been  employed  by  MM.  Siemens. 

TAomson^s  ♦  Method  for  the  Determination  of  the  Bemtanee  of 
the  Galvanometer^ 
856.]  An  arrangement  similar  to  Wheatstone's  Bridge  has  been 


CkttmmM^er 


Fig.  87. 

employed  with  advantage  by  Sir  W.  Thomson  in  determining  the 

•  ^oc,  R,  8,,  Jan.  19, 1871.  ^  t 
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resistance  of  the  galvanometer  when  in  actual  use.     It  was  sug- 
gested to  Sir  W.  Thomson  by  Mance's  Method.     See  Art.  357. 

Let  the  battery  be  placed,  as  before,  between  B  and  C  in  the 
figure  of  Article  347,  but  let  the  galvanometer  be  placed  in  CA 
instead  of  in  OA.  If  bfi^-cy  is  zero,  then  the  conductor  OA  is 
conjugate  to  BCy  and,  as  there  is  no  current  produced  in  OA  by  the 
battery  in  £C,  the  strength  of  the  current  in  any  other  conductor 
is  independent  of  the  resistance  in  OA,  Hence,  if  the  galvano- 
meter is  placed  in  CA  its  deflexion  will  remain  the  same  whether 
the  resistance  of  OA  is  small  or  great.  We  therefore  observe 
whether  the  deflexion  of  the  galvanometer  remains  the  same  when 
0  and  A  are  joined  by  a  conductor  of  small  resistance,  as  when 
this  connexion  is  broken,  and  if,  by  properly  adjusting  the  re- 
sistances of  the  conductors,  we  obtain  this  result,  we  know  that 
the  resistance  of  the  galvanometer  is 

where  c,  y,  and  /3  are  resistance  coils  of  known  resistance. 

It  will  be  observed  that  though  this  is  not  a  null  method,  in  the 
sense  of  there  being  no  current  in  the  galvanometer,  it  is  so  in 
the  sense  of  the  fact  observed  being  the  negative  one,  that  the 
deflexion  of  the  galvanometer  is  not  changed  when  a  certain  con- 
tact is  made.  An  observation  of  this  kind  is  of  greater  value 
than  an  observation  of  the  equality  of  two  diflerent  dtfflexions  of 
the  same  galvanometer,  for  in  the  latter  case  there  is  time  for 
alteration  in  the  strength  of  the  battery  or  the  sensitiveness  of 
the  galvanometer,  whereas  when  the  deflexion  remains  constant, 
in  spite  of  certain  changes  which  we  can  repeat  at  pleasure,  we  are 
sure  that  the  current  is  quite  independent  of  these  changes. 

The  determination  of  the  resistance  of  the  coil  of  a  galvanometer 
can  easily  be  effected  in  the  ordinary  way  of  using  Wheatstone's 
Bridge  by  placing  another  galvanometer  in  OA.  By  the  method 
now  described  the  galvanometer  itself  is  employed  to  measure  its 
own  resistance. 

Mance's*  Method  of  determining  the  Resiatance  of  the  Battery. 
857.]   The  measurement  of  the  resistance  of  a  battery  when  in 
action  is  of  a  much  higher  order  of  difficulty,  since  the  resistaxxce 
of  the  battery  is  found  to  change  considerably  for  some  time  att^r 

•  Proc,  R.  8.,  Jan.  19. 1871. 
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the  strength  of  the  current  through  it  is  changed.  In  many  of  the 
methods  commonly  used  to  measure  the  resistance  of  a  battery  such 
alterations  of  the  strength  of  the  current  through  it  occur  in  the 
course  of  the  operations,  and  therefore  the  results  are  rendered 
doubtful. 

In  Mance's  method^  which  is  free  from  this  objection,  the  battery 
is  placed  in  BC  and  the  galvanometer  in  CA.  The  connexion 
between  0  and  B  is  then  alternately  made  and  broken. 

Now  the  deflexion  of  the  galvanometer  needle  will  remain  un- 
altered, however  the  resistance  in  OB  be  changed,  provided  that 
OB  and  AC  are  conjugate.  This  may  be  regarded  as  a  particular 
case  of  the  result  proved  in  Art.  347,  or  may  be  seen  directly  on 
the  elimination  of  z  and  p  from  the  equations  of  that  article^  viz. 
we  then  have 

If  jf  is  independent  of  a?,  and  therefore  of  /3,  we  must  have 
aa  =  (?y.  The  resistance  of  the  battery  is  thus  obtained  in  terms 
of  <?,  y,  a. 

When  the  condition  aa  =  cy  is  fulfilled,  the  current  through 
the  galvanometer  is  then 

Ea  Ey 

cb-\-a(a-{-b'^c) '         ab  +  y{a  +  b'^c) 
To  test  the  sensibility  of  the  method  let  us  suppose  that  the 
condition  cy::zaa  is  nearly,  but  not  accurately,  fulfilled,  and  that 


Fig.  38. 

y^  is  the  current  through  the  galvanometer  when  0  and  B  are 
connected  by  a  conductor  of  no  sensible  resistance,  and  y^  the 
current  when  0  and  B  are  completely  disconnected. 

To  find  these  values  we  must  make  )3  equal  to  0  and  to  oo  in  the 
general  formula  for  y,  and  compare  the  results. 
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■E, 


The  general  value  for  y  is 


B 

where  1)  denotes  the  same  expression  as  in  Art.  348.     Making  use 
of  the  values  of  y  given  above  we  can  then  easily  shew  that  the 
expressions  for  y^  and  y^  are  approximately 
.. .  c{cy-ao)  y^ 

and       y ^ r  ^  • 

From  these  values  we  find 

yo—yi  _.a       cy^aa 
y  y  (c  +  a)(a+y)' 

The  resistance,  (?,  of  the  conductor  AB  should  be  equal  to  a, 
that  of  the  battery;  a  and  y  should  be  equal  and  as  small  as 
possible;   and  b  should  be  equal  to  a'\'y. 

Since  a  galvanometer  is  most  sensitive  when  its  deflexion  is 
small^  we  should  bring  the  needle  nearly  to  zero  by  means  of  fixed 
magnets  before  making  contact  between  0  and  B. 

In  this  method  of  measuring  the  resistance  of  the  battery,  the 
current  in  the  galvanometer  is  not  in  any  way  interfered  with 
during  the  operation,  so  that  we  may  ascertain  the  resistance  of 
the  battery  for  any  given  strength  of  current  in  the  galvanometer 
so  as  to  determine  how  the  strength  of  the  current  affects  the 
resistance  *. 

If  y  is  the  current  in  the  galvanometer^  the  actual  current 
through  the  battery  is  Xq  with  the  key  down  and  x^  with  the 
key  up,  where 

-^0  =  ^(1  + -  +  ^;(^))'        '^=Ki  +  ^' 

the  resistance  of  the  battery  is 

^    ^y 

a  =: > 

a 
and  the  electromotive  force  of  the  battery  is 

c 

-I 
a 


^=y(i  +  (?+  £(i+y)). 


*  [In  the  Ph%lot(yfhieal  MagaHne  for  1857.  voL  i.  pp.  516-625.  Mr.  Oliver  Lodge 
has  pointed  out  as  a  defect  in  Mance's  method  that  as  the  electromotive  force  of  the 
battery  depends  npon  the  current  passing  through  the  battery,  the  deflexion  of  the 
galvanometer  nee£e  cannot  be  the  same  in  the  two  cases  when  the  key  is  down  or  up, 
if  the  equation  aa  ^  ey  is  true.  Mr.  Lodge  describes  a  modification  of  Mance'a 
method  which  he  has  employed  with  success.]  .  ^  ^ 
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The  method  of  Art.  356  for  finding  the  resistance  of  the  galva- 
nometer differs  from  this  only. in  making  and  breaking  contact 
between  0  and  A  instead  of  between  0  and  B^  and  by  exchanging 
a  and  )3  we  obtain  for  this  case 

On  the  Comparison  of  Electromotive  Forces. 

858.]  The  following  method  of  comparing  the  electromotive  forces 
of  voltaic  and  thermoelectric  arrangements,  when  no  current  passes 
through  themi  requires  only  a  set  of  resistance  coils  and  a  constant 
battery. 

Let  the  electromotive  force  E  of  the  battery  be  greater  than  that 
of  either  of  the  electromotors  to  be  compared,  then,  if  a  sufficient 


^ 


^|— 0 


If 


Fig.  89. 

resistance,  B^,  be  interposed  between  the  points  A^^  B^  of  the 
primary  circuit  EB^A-^E^  the  electromotive  force  from  B^  to  A^ 
may  be  made  equal  to  that  of  the  electromotor  E-^.  If  the  elec- 
trodes of  this  electromotor  are  now  connected  with  the  points 
Jj,  Bi  no  current  will  flow  through  the  electromotor.  By  placing 
a  galvanometer  G-^  in  the  circuit  of  the  electromotor  E^^  and 
adjusting  the  resistance  between  A^  and  B^^  till  the  galvanometer 
Gy^  indicates  no  current,  we  obtain  the  equation 

E^  =  B^C, 
where  i2|  is  the  resistance  between  Ai  and  B^y  and  C  is  the  strength 
of  the  current  in  the  primary  circuit. 

In  the  same  way,  by  taking  a  second  electromotor  E^  and  placing 
its  electrodes  at  A2  and  ^29  ^^  ^^^^  ^^  current  is  indicated  by  the 
galvanometer  G^y 

E^  =  R^C, 
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where  R^  is  the  resistance  between  u^  and  JS^,  If  the  observations 
of  the  galvanometers  G^  and  G^  are  simultaneous^  the  value  of  C, 
the  current  in  the  primary  circuit,  is  the  same  in  both  equations, 
and  we  find 

In  this  way  the  electromotive  force  of  two  electromotors  may  be 
compared.  The  absolute  electromotive  force  of  an  electromotor  may 
be  measured  either  electrostatically  by  means  of  the  electrometer, 
or  electromagnetically  by  means  of  an  absolute  galvanometer. 

This  method,  in  which,  at  the  time  of  the  comparison,  there 
is  no  current  through  either  of  the  electromotors,  is  a  modification 
of  Foggendorff's  method,  and  is  due  to  Mr.  Latimer  Clark,  who 
has  deduced  the  following  values  of  electromotive  forces  : 


Concentrated 
solution  of 

Volte. 

Danidl  I. 

\  fBft.1mMm*fWI  Zino 

HSO4+   4aq. 

CUSO4 

Copper     -1.079 

II. 

H 

HS0«+I2«q. 

CUSO4 

Ck)pper     -0.978 

Ill 

•                      ** 

HS04+12aq. 

CuNO. 

Copper     -1.00 

Bmuen  I. 

ff 

f>            >» 

HNO. 

Carbon     -1.964 

II. 

tt 

»           >t 

sp.  g.  1.  88 

Carbon     -1.888 

Orove 

ft 

HSO4+   4aq. 

HNO. 

PlAtinum- 1.956 

A  Volt  18  an  electromotive  force  equal  to  100,000,000  unite  of  the  centimetre-gramme- 
eeound  Byetem. 
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ON  THE  ELECTRIC  RESISTANCE   OP  SUBSTANCES. 

359.]  There  are  three  classes  in  which  we  may  place  different 
substances  in  relation  to  the  passage  of  electricity  through  them. 

The  first  class  contains  all  the  metals  and  their  alloys,  some 
sulphurets,  and  other  compounds  containing  metals,  to  which  we 
must  add  carbon  in  the  form  of  gas-coke,  and  selenium  in  the 
crystalline  form. 

In  all  these  substances  conduction  takes  place  without  any 
decomposition,  or  alteration  of  the  chemical  nature  of  the  substance, 
either  in  its  interior  or  where  the  current  enters  and  leaves  the 
body.  In  all  of  them  the  resistance  increases  as  the  temperature 
rises. 

The  second  class  consists  of  substances  which  are  called  electro- 
lytes, because  the  current  is  associated  with  a  decomposition  of 
the  substance  into  two  components  which  appear  at  the  electrodes. 
As  a  rule  a  substance  is  an  electrolyte  only  when  in  the  liquid 
form,  though  certain  colloid  substances,  such  as  glass  at  100°C, 
which  are  apparently  solid,  are  electrolytes.  It  would  appear  from 
the  experiments  of  Sir  B.  C.  Brodie  that  certain  gases  are  capable 
of  electrolysis  by  a  powerful  electromotive  force. 

In  all  substances  which  conduct  by  electrolysis  the  resistance 
diminishes  as  the  temperature  rises. 

The  third  class  consists  of  substances  the  resistance  of  which  is 
so  great  that  it  is  only  by  the  most  refined  methods  that  the 
passage  of  electricity  through  them  can  be  detected.  These  are 
called  Dielectrics.  To  this  class  belong  a  considerable  number 
of  solid  bodies,  many  of  which  are  electrolytes  when  melted,  some 
liquids,  such  as  turpentine,  naphtha,  melted  paraffin,  fee.,  and  all 
gases  and  vapours.  Carbon  in  the  form  of  diamond,  and  selenium 
in  the  amorphous  form,  belong  to  this  class. 

The  resistance  of  this  class  of  bodies  is  enormous  compared  with 
that  of  the  metals.     It  diminishes  as  the  temperature  rises.     It 
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is  difficult,  on  account  of  the  great  resistance  of  these  substances^ 
to  determine  whether  the  feeble  current  which  we  can  force  through 
them  is  or  is  not  associated  with  electrolysis. 

On  the  Electric  Seaistance  of  Metals. 

860.]  There  is  no  part  of  electrical  research  in  which  more 
numerous  or  more  accurate  experiments  have  been  made  than  in 
the  determination  of  the  resistance  of  metals.  It  is  of  the  utmost 
importance  in  the  electric  telegraph  that  the  metal  of  which  the 
wires  are  made  should  have  the  smallest  attainable  resistance. 
Measurements  of  resistance  must  therefore  be  made  before  selecting 
the  materials.  When  any  fault  occurs  in  the  line^  its  position  is 
at  once  ascertained  by  measurements  of  resistance,  and  these  mea- 
surements, in  which  so  many  persons  are  now  employed^  require 
the  use  of  resistance  coils,  made  of  metal  the  electrical  properties 
of  which  have  been  carefully  tested. 

The  electrical  properties  of  metals  and  their  alloys  have  been 
studied  with  great  care  by  MM.  Matthiessen^  Vogt,  and  Hockin, 
and  by  MM.  Siemens,  who  have  done  so  much  to  introduce  exact 
electrical  measurements  into  practical  work. 

It  appears  from  the  researches  of  Dr.  Matthiessen,  that  the  effect 
of  temperature  on  the  resistance  is  nearly  the  same  for  a  considerable 
number  of  the  pure  metals,  the  resistance  at  lOO^C  being  to  that 
at  O^^C  in  the  ratio  of  1.414  to  1,  or  of  100  to  70.7.  For  pure  iron 
the  ratio  is  1.645,  and  for  pure  th^Qlium  1.458. 

The  resistance  of  metals  has  been  observed  by  Dr.  C.  W.  Siemens* 
through  a  much  wider  range  of  temperature,  extending  from  the 
freezing  point  to  350°C,  and  in  certain  cases  to  1000®C.  He  finds 
that  the  resistance  increases  as  the  temperature  rises,  but  that  the 
rate  of  increase  diminishes  as  the  temperature  rises.  The  formula, 
which  he  finds  to  agree  very  closely  both  with  the  resistances 
observed  at  low  temperatures  by  Dr.  Matthiessen  and  with  his 
own  observations  through  a  range  of  lOOO^^C,  is 
r^aT^  +  pT+y, 

where  T  is  the  absolute  temperature  reckoned  from  —273^0,  and 
a,  /3,  y  are  constants.     Thus,  for 

Platinum r  =  0.039369  7*  + 0.00216407  T— 0.2413, 

Copper r  =  0.026577T*  +  0.0031443  7-0.22751, 

Iron r=  0.072545  7*-+ 0.0038133  7-1.23971. 

♦  Pro€.  R.  S„  April  27, 1871. 
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From  data  of  this  kind  the  temperature  of  a  furnace  may  be 
determined  by  means  of  an  observation  of  the  resistance  of  a 
platinum  wire  placed  in  the  furnace. 

Dr.  Matthiessen  found  that  when  two  metals  are  combined  to 
form  an  alloy,  the  resistance  of  the  alloy  is  in  most  cases  gresLter 
than  that  calculated  from  the  resistance  of  the  component  metals 
and  their  proportions.  In  the  case  of  alloys  of  g^ld  and  silver,  the 
resistance  of  the  alloy  is  greater  than  that  of  either  pure  gold  or 
pure  silver,  and,  within  certain  limiting  proportions  of  the  con- 
stituents, it  varies  very  little  with  a  slight  alteration  of  the  pro- 
portions. For  this  reason  Dr.  Matthiessen  recommended  an  alloy 
of  two  parts  by  weight  of  g^ld  and  one  of  silver  as  a  material 
for  reproducing  the  unit  of  resistance. 

The  effect  of  change  of  temperature  on  electric  resistance  is 
generally  less  in  alloys  than  in  pure  metals. 

Hence  ordinary  resistance  coils  are  made  of  German  silver,  on 
account  of  its  great  resistance  and  its  small  variation  with  tem- 
perature. 

An  alloy  of  silver  and  platinum  is  also  used  for  standard  coils. 

361.]  The  electric  resistance  of  some  metals  changes  when  the 
metal  is  annealed;  and  until  a  wire  has  been  tested  by  being 
repeatedly  raised  to  a  high  temperature  without  permanently 
altering  its  resistance,  it  cannot  be  relied  on  as  a  measure  of 
resistance.  Some  wires  alter  in  resistance  in  course  of  time  without 
having  been  exposed  to  changes  of  temperature.  Hence  it  is 
important  to  ascertain  the  specific  resistance  of  mercury,  a  metal 
which  being  fluid  has  always  the  same  molecular  structure,  and 
which  can  be  easily  purified  by  distillation  and  treatment  with 
nitric  acid.  Great  care  has  been  bestowed  in  determining  the 
resistance  of  this  metal  by  W,  and  C.  P.  Siemens,  who  introduced 
it  as  a  standard.  Their  researches  have  been  supplemented  by 
those  of  Matthiessen  and  Hockin. 

The  specific  resistance  of  mercury  was  deduced  from  the  observed 
resistance  of  a  tube  of  length  I  containing  a  weight  w  of  mercury, 
in  the  following  manner. 

No  glass  tube  is  of  exactly  equal  bore  throughout,  but  if  a  small 
quantity  of  mercury  is  introduced  into  the  tube  and  occupies  a 
length  A  of  the  tube,  the  middle  point  of  which  is  distant  x  firom 
one  end  of  the  tube,  then  the  area  s  of  the  section  near  this  point 

Q 

will  be  «  =  -,  where  C  is  some  constant. 

A 


Digitized  by 


Google 


10 


362.]  OF  METALS.  457 

The  weight  of  mercury  which  fills  the  whole  tuhe  Ib 

where  n  is  the  number  of  points,  at  equal  distances  aloug  the 
tube,  where  A  has  been  measured,  and  p  is  the  mass  of  unit  of 
volume. 

The  resistance  of  the  whole  tube  is 

J  8  C     ^  '  n 

where  r  is  the  specific  resistance  per  unit  of  volume. 

Hence  wR^rpT, (A) 2  ( J)  p > 

,                       •         wR         f^ 
and  ^  =  -72 r- 

gives  the  specific  resistance  of  unit  of  volume. 

To  find  the  resistance  of  unit  of  length  and  unit  of  mass  we  must 
multiply  this  by  the  density. 

It  appears  from  the  experiments  of  Matthiessen  and  Hockin  that 
the  resistance  of  a  uniform  column  of  mercury  of  one  metre  in 
length,  and  weighing  one  gramme  at  0°C,  is  13.071  Ohms,  whence 
it  follows  that  if  the  specific  gravity  of  mercury  is  13.595,  the 
resistance  of  a  column  of  one  metre  in  length  and  one  square 
millimetre  in  section  is  0.96146  Ohms. 

362.]  In  the  following  table  R  is  the  resistance  in  Ohms  of  a 
column  one  metre  long  and  one  gramme  weight  at  0°C,  and  r  is 
the  resistance  in  centimetres  per  second  of  a  cube  of  one  centi- 
metre, according  to  the  experiments  of  Matthiessen  *. 

Percentage 
increment  of 
Specilio  resistance  for 

gravity  It  r     1°C  at  20°C. 

Silver 10.50       hard  drawn       0.1689     1609  0.377 

Copper 8.95       hard  drawn       0.1469     1642  0.388 

Gold 19.27       hard  drawn       0.4150     2154  0.305 

Lead 11.391         pressed  2.257     19847  0.387 

Mercury 13.595  liquid  13.071     96146  0.072 

Gold  2,  Silver  1 .  .  15.218  hard  or  annealed  1.668     10988  0.065 

Selenium  at  1 OOT  Crystalline  form  6  x  1 0^^  1.00 


*  Phil,  Mag,,  May,  1865.  ^        _ 
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On  the  Electric  Resistance  of  Electrolytes. 

863.]  The  measurement  of  the  electric  resistance  of  electrolytes 
is  rendered  difficult  on  account  of  the  polarization  of  the  electrodes, 
which  causes  the  observed  di£Ference  of  potentials  of  the  metallic 
electrodes  to  be  greater  than  the  electromotive  force  which  actnallj 
produces  the  current. 

This  difficulty  can  be  overcome  in  various  ways.  In  certain 
cases  we  can  get  rid  of  polarization  by  using  electrodes  of  proper 
material,  as,  for  instance^  zinc  electrodes  in  a  solution  of  sulphate 
of  zinc.  By  making  the  sur&ce  of  the  electrodes  very  large  com- 
pared with  the  section  of  the  part  of  the  electrolyte  whose  resist- 
ance is  to  be  measured^  and  by  using  only  currents  of  short  duration 
in  opposite  directions  alternately,  we  can  make  the  measurements 
before  any  considerable  intensity  of  polarization  has  been  excited 
by  the  passage  of  the  current. 

Finally,  by  making  two  different  experiments,  in  one  of  which 
the  path  of  the  current  through  the  electrolyte  is  much  longer  than 
in  the  other,  and  so  adjusting  the  electromotive  force  that  the 
actual  current,  and  the  time  during  which  it  flows,  are  nearly  the 
same  in  each  case,  we  can  eliminate  the  effect  of  polarization 
altogether. 

364.]  In  the  experiments  of  Dr.  Paalzow  *  the  electrodes  were 
in  the  form  of  large  disks  placed  in  separate  flat  vessels  filled  w^ith 
the  electrolyte,  and  the  connexion  was  made  by  means  of  a  long 
siphon  filled  with  the  electrolyte  and  dipping  into  both  vessels. 
Two  such  siphons  of  different  lengths  were  used. 

The  observed  resistances  of  the  electrolyte  in  these  siphons 
being  B^  and  R.^,  the  siphons  were  next  filled  with  mercury,  and 
their  resistances  when  filled  with  mercury  were  found  to  be  R^ 
and  22/. 

The  ratio  of  the  resistance  of  the  electrolyte  to  that  of  a  mass 
of  mercury  at  0°C  of  the  same  form  was  then  found  from  the 
formula  R  ^R 

To  deduce  from  the  values  of  p  the  resistance  of  a  centimetre  in 
length  having  a  section  of  a  square  centimetre,  we  must  multiply 
them  by  the  value  of  r  for  mercury  at  0®C.     See  Art.  361. 

*  Berlin  MonaUherickt,  July,  1868. 
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The  results  given  by  Paalzow  are  as  follow : — 

Mixtures  of  Sulphuric  Acid  and  Water. 

m  Benstanoe  compared 

P'  with  metoury. 

HaS04                    15T  96960 

H2SO4+    HH^O 19°C  14157 

H2SO4+    ISH^O 22°C  13310 

H2S04+499H*0 22''C  184773 

Sulphate  of  Zinc  and  Water. 

ZnS04+    23H20 23^C  194400 

ZnS04+   24H20......23°C  191000 

ZnSO^+lOSH^O 23°C  354000 

Sulphate  of  Copper  and  Water. 

CUSO4+   45H*0 22°C  202410 

CuSO^+lOSH^O 22''C  339341 

Sulphate  of  Magnesium  and  Water. 

MgS04+    34H20 22''C  199180 

MgSO^+107H2O 22°C  324600 

Hydrochloric  Acid  and  Water. 

HCl     +    15H20 23'^C  13626 

HCl     +500H2O 23°C  86679 

365.]  MM.  F.  Kohlrausch  and  W.  A.  Nippoldt*  have  de- 
termined the  resistance  of  mixtures  of  sulphuric  acid  and  water. 
They  used  alternating  magneto-electric  currents,  the  electromotive 
force  of  which  varied  from  \  to  y\-  of  that  of  a  Grove's  cell,  and 
by  means  of  a  thermoelectric  copper-iron  pair  they  reduced  the 
electromotive  force  to  TT^xnyTy  ^f  ^^^  ^^  *  Grove's  cell.  They  found 
that  Ohm's  law  was  applicable  to  this  electrolyte  throughout  the 
range  of  these  electromotive  forces. 

The  resistance  is  a  minimum  in  a  mixture  containing  about  one- 
third  of  sulphuric  acid. 

The  resistance  of  electrolytes  diminishes  as  the  temperature 
increases.  The  percentage  increment  of  conductivity  for  a  rise  of 
1°C  is  given  in  the  following  table. 

♦  Pogg..  Ann,  cxxxYiu.  p.  286.  Oct.  1869,      ^.^.^.^^^  ^^  GoOglc 
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Resistance  of  Mixtures  of  Sulpkuric  Acid  and  Water  at  22°C  in  terms 
of  Mercury  at  C^C.     MM.  Kohlransch  and  Nippoldt. 


Bcific  gravity 
at  IS^'S 

Percentage 
ofH,S04 

Besistance 
at  22°C 
(Hg-1) 

Percentage 

conductivity 
forrC 

0.9985 

0.0 

746300 

0.47 

1.00 

0.2 

465100 

0.47 

1.0504 

8.3 

34530 

0.653 

1.0989 

14.2 

18946 

0.646 

1.1431 

20.2 

14990 

0.799 

1.2045 

28.0 

13133 

1.317 

1.2631 

35.2 

13132 

1.259 

1.3163 

41.6 

14286 

1.410 

1.3547 

46.0 

15762 

1.674 

1.3994 

60.4 

17726 

1.582 

1.4482 

65.2 

20796 

1.417 

1.5026 

60.3 

25574 

1.794 

On  the  Electrical  Resistance  of  Dielectrics. 

866.]  A  great  number  of  determinations  of  the  resistance  of 
gutta-percha,  and  other  materials  used  as  insulating  media,  in  the 
manufacture  of  telegraphic  cables,  have  been  made  in  order  to 
ascertain  the  value  of  these  materials  as  insulators. 

The  tests  are  generally  applied  to  the  material  after  it  has  been 
used  to  cover  the  conducting  wire,  the  wire  being  used  as  one 
electrode,  and  the  water  of  a  tank^  in  which  the  cable  is  plunged, 
as  the  other.  Thus  the  current  is  made  to  pass  through  a  cylin- 
drical coating  of  the  insulator  of  great  area  and  small  thickness. 

It  is  found  that  when  the  electromotive  force  begins  to  act,  the 
current,  as  indicated  by  the  galvanometer,  is  by  no  means  constant. 
The  first  effect  is  of  course  a  transient  current  of  considerable 
intensity,  the  total  quantity  of  electricity  being  that  required  to 
charge  the  surfaces  of  the  insulator  with  the  superficial  distribution 
of  electricity  corresponding  to  the  electromotive  force.  This  first 
current  therefore  is  a  measure  not  of  the  conductivity,  but  of  the 
capacity  of  the  insulating  layer. 

But  even  after  this  current  has  been  allowed  to  subside  the 
residual  current  is  not  constant,  and  does  not  indicate  the  true 
conductivity  of  the  substance.  It  is  found  that  the  current  con- 
tinues to  decrease  for  at  least  half  an  hour,  so  that  a  determination 
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of  the  resistance  deduced  from  the  current  will  give  a  greater  value 
if  a  certain  time  is  allowed  to  elapse  than  if  taken  immediately  after 
applying  the  battery. 

Thus,  with  Hooper's  insulating  material  the  apparent  resistance 
at  the  end  of  ten  minutes  was  four  times,  and  at  the  end  of 
nineteen  hours  twenty-three  times  that  observed  at  the  end  of 
one  minute.  When  the  direction  of  the  electromotive  force  is 
reversed,  the  resistance  falls  as  low  or  lower  than  at  first  and  then 
gradually  rises. 

These  phenomena  seem  to  be  due  to  a  condition  of  the  gutta- 
percha, which,  for  want  of  a  better  name,  we  may  call  polarization, 
and  which  we  may  compare  on  the  one  hand  with  that  of  a  series 
of  Leyden  jars  charged  by  cascade,  and,  on  the  other,  with  Bitter's 
secondary  pile,  Art.  271. 

If  a  number  of  Leyden  jars  of  g^at  capacity  are  connected  in 
series  by  means  of  conductors  of  great  resistance  (such  as  wet 
cotton  threads  in  the  experiments  of  M.  Oaugain),  then  an  electro- 
motive force  acting  on  the  series  will  produce  a  current,  as  indicated 
by  a  galvanometer,  which  will  gradually  diminish  till  the  jars  are 
fully  charged. 

The  apparent  resistance  of  such  a  series  will  increase^  and  if  the 
dielectric  of  the  jars  is  a  perfect  insulator  it  will  increase  without 
limit.  If  the  electromotive  force  be  removed  and  connexion  made 
between  the  ends  of  the  series,  a  reverse  current  will  be  observed, 
the  total  quantity  of  which,  in  the  case  of  perfect  insulation,  will  be 
the  same  as  that  of  the  direct  current.  Similar  effects  are  observed 
in  the  case  of  the  secondary  pile,  with  the  difference  that  the  final 
insulation  is  not  so  good,  and  that  the  capacity  per  unit  of  surface 
is  immensely  greater. 

In  the  case  of  the  cable  covered  with  gutta-percha.  Sec  ,  it  is  found 
that  after  applying  the  battery  for  half  an  hour,  and  then  con- 
necting the  wire  with  the  external  electrode,  a  reverse  current  takes 
place,  which  goes  on  for  some  time,  and  gradually  reduces  the 
system  to  its  original  state. 

These  phenomena  are  of  the  same  kind  with  those  indicated 
by  the  'residual  discharge'  of  the  Leyden  jar,  except  that  the 
amount  of  the  polarization  is  much  greater  in  gutta-percha,  &c. 
than  in  glass. 

This  state  of  polarization  seems  to  be  a  directed  property  of  the 
material,  which  requires  for  its  production  not  only  electromotive 
force,  but  the  passage,  by  displacement  or  otherwise,  of  a^  con-  , 
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siderable  quantity  of  electricity,  and  this  passage  requires  a  con- 
siderable time.  When  the  polarized  state  has  been  set  up,  there 
is  an  internal  electromotive  force  acting  in  the  substance  in  the 
reverse  direction^  which  will  continue  till  it  has  either  produced 
a  reversed  current  equal  in  total  quantity  to  the  first,  or  till  the 
state  of  polaiization  has  quietly  subsided  by  means  of  true  con- 
duction through  the  substance. 

The  whole  theory  of  what  has  been  called  residual  discharge, 
absorption  of  electricity,  electrification,  or  polarization,  deserves 
a  careful  investigation,  and  will  probably  1^  to  important  dis- 
coveries relating  to  the  internal  structure  of  bodies. 

867.]  The  resistance  of  the  greater  number  of  dielectrics  di- 
minishes as  the  temperature  rises. 

Thus  the  resistance  of  gutta-percha  is  about  twenty  times  as  great 
at  O'^C  as  at  24T.  Messrs.  Bright  and  Clark  have  found  that  the 
following  formula  gives  results  agreeing  with  their  experiments. 
If  r  is  the  resistance  of  gutta-percha  at  temperature  T  centigrade, 
then  the  resistance  at  temperature  T+ 1  will  be 

i2  =  rx0.8878S 
the  number  varies  between  0.8878  and  0.9. 

Mr.  Hockin  has  verified  the  curious  fact  that  it  is  not  until  some 
hours  after  the  gutta-percha  has  taken  its  temperature  that  the 
resistance  reaches  its  corresponding  value. 

The  effect  of  temperature  on  the  resistance  of  india-rubber  is  not 
so  g^eat  as  on  that  of  gutta-percha. 

The  resistance  of  gutta-percha  increases  considerably  on  the 
application  of  pressure. 

The  resistance,  in  Ohms,  of  a  cubic  metre  of  various  specimens  of 
gutta-percha  used  in  different  cables  is  as  follows  *. 

Name  of  Cable. 

Red  Sea 267  x  lO^*  to  .362x10" 

Malta-Alexandria 1.23   x  10" 

Persian  Gulf 1.80    xlO" 

Second  Atlantic    3.42    x  10" 

Hooper's  Persian  Gulf  Core...  74.7      x  10^* 
Gutta-percha  at  24°C 3.53    x  10" 

368.]  The  following  table^  calculated  from  the  experiments  of 

♦  Jeiikm*s  Cantor  Lectures*  ^  j 
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M.  Buff,  described  in  Art.  271,  shews  the  resistance  of  a  cubic 
metre  of  glass  in  Ohms  at  different  temperatures. 


mperature. 

Resistanoe. 

200°C 

227000 

250'' 

13900 

300° 

1480 

350° 

1035 

400° 

735 

869.]  Mr,  C.  F.  Varley  *  has  recently  investigated  the  conditions 
of  the  current  through  rarefied  gases^  and  finds  that  the  electro- 
motive force  E  is  equal  to  a  constant  Eq  together  with  a  part 
depending  on  the  current  according  to  Ohm's  Law,  thus 

E^E^-^RC. 

For  instance,  the  electromotive  force  required  to  cause  the 
current  to  begin  in  a  certain  tube  was  that  of  323  DanielPs  cells, 
but  an  electromotive  force  of  304  cells  was  just  sufficient  to 
maintain  the  current.  The  intensity  of  the  current,  as  measured 
by  the  galvanometer,  was  proportional  to  the  number  of  cells  above 
304.  Thus  for  305  cells  the  deflexion  was  2,  for  306  it  was  4, 
for  307  it  was  6,  and  so  on  up  to  380,  or  304  +  76  for  which  the 
deflexion  was  150,  or  76  x  1.97. 

From  these  experiments  it  appears  that  there  is  a  kind  of 
polarization  of  the  electrodes,  the  electromotive  force  of  which 
is  equal  to  that  of  304  Daniell's  cells,  and  thafc  up  to  this  electro- 
motive force  the  battery  is  occupied  in  establishing  this  state  of 
polarization.  When  the  maximum  polarization  is  established,  the 
excess  of  electromotive  force  above  that  of  304  cells  is  devoted  to 
maintaining  the  current  according  to  Ohm^s  Law. 

The  law  of  the  current  in  a  rarefied  gas  is  therefore  very  similar 
to  the  law  of  the  current  through  an  electrolyte  in  which  we  have 
to  take  account  of  the  polarization  of  the  electrodes. 

In  connexion  with  this  subject  we  should  study  Thomson's  results, 
described  in  Art.  57,  in  which  the  electromotive  force  required 
to  produce  a  spark  in  air  was  found  to  be  proportional  not  to  the 
distance,  but  to  the  distance  together  with  a  constant  quantity. 
The  electromotive  force  corresponding  to  this  constant  quantity 
may  be  regarded  as  the  intensity  of  polarization  of  the  electrodes. 

870.]  MM.  Wiedemann  and  Riihlmann  have  recently  f  investi- 

♦  Proc,  R,  8,,  Jan.  12,  1871. 

t  BerichU  der  Kiinigl.  Sachs.  OeeeUschc^,  Oct.  20,  1871.  ^  j 
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gated  the  passage  of  electricity  through  gases.  The  electric  current 
was  produced  by  Holtz's  machine,  and  the  discharge  took  place 
between  spherical  electrodes  within  a  metallic  vessel  containing 
rarefied  gas.  The  discharge  was  in  general  discontinuous,  and  the 
interval  of  time  between  successive  discharges  was  measured  by 
means  of  a  mirror  revolving  along  with  the  axis  of  Holtz's  machine. 
The  images  of  the  series  of  discharges  were  observed  by  means  of 
a  heliometer  with  a  divided  object-glass,  which  was  adjusted  till 
one  image  of  each  discharge  coincided  with  the  other  image  of 
the  next  discharge.  By  this  method  very  consistent  results  were 
obtained.  It  was  found  that  the  quantity  of  electricity  in  each 
discharge  is  independent  of  the  strength  of  the  current  and  of 
the  material  of  the  electrodes,  and  that  it  depends  on  the  nature 
and  density  of  the  gas,  and  on  the  distance  and  form  of  the 
electrodes. 

These  researches  confirm  the  statement  of  Faraday*  that  the 
electric  tension  (see  Art.  48)  required  to  cause  a  disruptive  discharge 
to  begin  at  the  electrified  surface  of  a  conductor  is  a  little  less 
when  the  electrification  is  negative  than  when  it  is  positive,  but 
that  when  a  discharge  does  take  place,  much  more  electriciiy  passes 
at  each  discharge  when  it  begins  at  a  positive  surface.  They  also 
tend  to  support  the  hypothesis  stated  in  Art.  57,  that  the  stratum 
of  gas  condensed  on  the  surface  of  the  electrode  plays  an  important 
part  in  the  phenomenon,  and  they  indicate  that  this  condensation 
is  greatest  at  the  positive  electrode. 

♦  JJaj).  ^e«.,  1501. 


Digitized  by 


Google 


Vol  I 


Digitized  by 


Google 


Digitized  by 


Google 


7^^7f^t^'cz'ty.  Voll. 


Pia     I 
Art.     U8 


Lines  of  Force  and  EquipolenUal.  Sitrfax:fs\ 


^  ZO.        B  »  S  J*,   Sr^U  of  Iqudlt^riunv.         AP^^AB, 


Fcr  iHa  FMejaX^s  of  Ih-^  dirvr^ion  FrYr..-\ 


Digitized  by 


Googl^^ 


Digitized  by 


Google 


no.  II. 

Art     U9 


Luirs  (tf  Force  and  lujuipolenUal  SnrCaces. 


,  Spkericcil  sitrkios  afZAro  pcfmrUia/. 

f,  Ibinl  of  Moari/num^/orre  aloruf  Uie  axis 

'he  dotted  Luvt  is  eke  Line  a^'Jirce  T  «  O.l'     thu^  - 


AP  ^  2AB 


Digitized  by 


Google 


■/'  if  ■'    '\ir-nJ>:n.  /-^r^,^. 


Digitized  by 


Google 


^.y^ct^'czhr.  }m. 

no    m 

Art     120 

Lines  of  Force-  and  Kquipf>1ciilial  Surfaces. 


A '■'JO 


For  the  DeU-aaif."^  of  Ih'r'  CLirrndon  I-rr. 


Digitized  by 


Google 


Digitized  by 


Google 


'^  ^■:.:^. 


't'TCit/-.    !o  ^.J. 


Art.   121 


Linrs  of  Force  and  Kqaipolenlial   Surfaces. 


A^Jd. 


£---12 


C»20, 


Digitized  by 


Google 


/  :h<-  CUireri  i^n  /-n-.--! 


Digitized  by 


Google 


f^s^^ec^nbitr.  Fol.L 


Lines  (/^  Kxroe  ocrveL  £fu^xt6erhtuU  SurKi/oes  ut  tc  duavuiiral 
sectunv  of  €t.  s/fhsTtcalSuf/ace  trv  wA^ck  tke  ouperAcial  Ansi^ 
IS  €L  harmoTue  cftAe  first  da^treR . 


Digitized  by 


;'v  ><•  Df-'if^^aii'y  :.f  tr£.  .la^eruhyn.  Prry.> 


Google 


Digitized  by 


Google 


PIG     VI 
Art    J43 


Spkericftl  JIarmortic  o/  the  fAird>  order 

71.  ^  3  o   ^  J  . 


Digitized  by 


Google 


-:-»  rA^   iJr'rTxlfis  or"  tht'  C^OTCKdcfl-  P^'fCC 


Digitized  by 


Google 


^.■^-:v 

■^v.  M/. 

Fro    yu 

Are     143 

Sphgrioal  Hajynontc  of  the  tAtrci  arckr. 

It    ---  •} 


Digitized  by 


Google 


Digitized  by 


Google 


^y^jSiWfTTh'^,  viix 


no .  vm. 

Art    143 


Spherical  ffaimanic  oftAe^^HirfA  o/takA* 


For  the  Deltgales  of  the'  CUurtndoTi  Press. 


Digitized  by 


Google 


Digitized  by 


Google 


i'/J:s'S/<rctrz'citx.  Vic./.. 


I'lG     DC  . 
Art.  143. 


Sph^n^calJIarmjmic  of  tke  /oicrtk^  ortler: 


Digitized  by 


Google 


For  the  DdegcUes  nf  ike,  Qamvian  Fre.ss. 


Digitized  by 


Google 


':^^':L<fr^iv'^,  /"^f.^ 


Art     192 


Confi^ccU  UlUpses  ccTtd  J^f)^erMas 


Digitized  by 


Googfe- 


for  the  Del £(3 ate..': 


u,-:     i.irr.rr..'      ■!'.•:<, 


Digitized  by 


Google 


f//sSuctn'ci^.  Voll. 


Fio.  XI. 
Art  193. 


V  /WH 

v^ 

^ 

f  1 

■4^ 

\y^'rH^^ 

y^^CJi 

/^mt/^ 

/        l^yl-<:l. 

T^       ';              : 

'/• 

1          1 1  1"  1 

: 

• 

1 

! 

{             U  i     ! 

tr 

\               i   VP^ 

•  ^y\\^ 

^r'^'iy     A 

J 

1        jqj^ 

Atl      1 

3 

1               1      M^ 

I               I      lip 

/      J.    /    Tt*" 

^--^ 

VJ^ 

^^^-tt 

/i/Q 

f— M-! L 

^ 

(    i/i i 

■    1 

i 

1  i 

1 

Linj&s    of   Force     neajr     t/v^   ^^^    of  cu  PlcuU . 


For  the,  DdegaXes  of  the  Clarendor,  Press 


Digitized  by 


Google 


Digitized  by 


Googl 


^/JsA'tgct^'czty.  Vol.T. 


Fio.  xir 


Art     202 


Lines   o/^  lorrx  SeiivasTt  t9wJ^lates 


Digitized  by 


Ihr  Ike  Ddegcdes  of  the  Clarendon  P^tss. 


Google^ 


Digitized  by 


Google 


e//:s'^lWi:^bzt)r.  Foil. 


Flo.  XEE. 
Art.  £03 


Mines    of  Farce    near  a.  ChrUin^. 

For  the  Dele^ales  of  the  Clartndon  Prt^s. 


Digitized  by 


Google 


v< 


Digitized  by 


Google 


Digitized  by 


Google 


Digitized  by 


Google 


Digitized  by 


Google 


Digitized  by 


Google 


Digitized  by 


Google 


Digitized  by 


Google 


